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PREFACE. 

Four  years  ago  I  announced  in  my  little  book,  "Eco- 
nomics of  Road  Construction,"  that  I  had  in  preparation  a 
handbook  of  cost  data  for  engineers  and  contractors.  At 
that  time  this  handbook  had  been  under  way  for  eight 
years,  and  it  seemed  nearly  ready  for  publication;  but  other 
duties  prevented  a  speedy  finishing  of  the  task.  The  delay, 
however,  has  been  fortunate  in  that  I  have  added  very 
much  to '  my  knowledge  of  the  general  subject.  In  the 
meantime,  two  books  have  grown  out  of  the  original  manu- 
script, namely,  my  books  on  earthwork  and  on  rock  ex- 
cavation. The  writing  of  these  two  books  has  better  fitted 
me  for  the  writing  of  this  book,  and  has  put  me  in  touch 
with  many  engineers  and  contractors  who  have  generously 
furnished  additional  cost  data. 

So  far  as  I  know,  this  As  the  first  book  on  engineering 
cost  data  ever  published.  There  are  ''price  books"  written 
for  house  builders,  but  they  are  essentially  what  their 
name  implies — books  on  prices  of  materials  and  contract 
prices.  This  book  differs  from  all  such  works,  aside  from 
the  fact  that  it  covers  the  whole  field  of  civil  engineering, 
in  that  it  is  a  book  in  which  costs  are  analyzed  and  dis- 
cussed. A  contract  price  is  one  thing,  a  contract  cost  is  an 
entirely  different  thing,  in  spite  of  the  common  confusion  of 
these  terms.  In  order  fully  to  understand  any  analysis  of 
unit  costs  it  is  necessary  to  have  a  detailed  description  of 
the  methods  used  in  construction  and  operation.  Hence, 
although  itemized  cost  data  occupy  mady i^gcdrlesro?' pagss  .in 
Ais  book,  there  are  many  more  scores-  6t^pag§s  devcite;^  ^--- ./ 
descriptions  of  how  the  work  was  done,  thec^orga^ijization-bf  t, : ", 
the  forces,  and  the  machines  used.  Th6'^5*eccp(fe;  ii^^all 
cases,  are  actual  records  taken  from  every  available  ^tptirce 
of  published  information,  from  persocfal ;  ?<5^ers  «ent^by„ 
engineers  and  contractors  and  from  my  omh  i*6ccrrd&^  t  /  V 

It  is  often  said  that  cost  data  are  of  no  value  to  a*n'  in- 
experienced man.    Generally  the  men  who  make  such  state- 
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ments  are  themselves  possessed  of  few  records  of  cost,  or 
use  this  argument  as  an  excuse  for  not  making  public  such 
records  as  they  do  possess.  The  very  secretiveness  of  men 
having  cost  data  which  they  refuse  to  make  public,  nullifies 
their  statement  that  such  data  can  be  of  no  use  to  others. 

We  also  hear  it  argued  that  conditions  vary  so  widely 
that  grave  errors  occur  when  an  attempt  is  made  to  apply 
published  cost  data.  Those  who  have  not  been  trained  to 
study  the  conditions  affecting  costs  are  likely  to  make 
serious  blunders  in  any  case;  but,  if  this  book  is  in  even 
a  slight  degree  what  it  aims  to  be,  it  will  be  of  greatest 
benefit  to  just  such  men;  for  it  will  indicate  to  them  how  to 
analyze  costs  and  how  to  study  methods  of  performing 
work  economically. 

Many  of  the  erroneous  ideas  about  the  value  of  cost 
recording  arise  from  a  confusion  of  the  term  cost  with  the 
term  price.  This  is  not  a  handbook  of  prices,  although 
many  prices  are  given.  I  could  have  filled  ten  volumes 
with  prices,  and  with  summaries  of  costs  written  by  engi- 
neers who  have  failed  to  state  rates  of  wages  and  conditions 
under  which  the  work  was  performed.  But,  a  short  time 
after  publication,  all  such  matter  is  hardly  worth  the  ink 
that  it  is  printed  with,  since  wages  and  prices  are  subject 
to  constant  change. 

The  attention  of  contractors  is  called  to  the  first  part  of 
the  book  in  which  systems  of  cost  keeping  are  described. 
I  have  outlined  what  I  believe  to  be  some  of  the  best  sys- 
tems of  cost  keeping.  Samples  of  other  record  cards  and 
methods  than  my  own  are  shown;  for  my  purpose  has  been 
to  elucidate  principles,  rather  than  to  exploit  pet  theories 
as  to  business  management  and  accounting. 

••  .•••••    \  I  .•**••:•*•.  H ALBERT   P.    GILLETTE. 

1905. 
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SECTION    I. 

COST  KEEPING.  PREPARING  ESTIMATES,  ORGANIZA- 
TION OF  FORCES,  ETC. 

Objects  of  Cost  Keeping:. — There  are  two  principal  ob- 
jects in  keeping  itemized  records  of  cost:  (1)  To  enable  the 
contractor  or  engineer  to  determine  what  will  be  fair  unit 
prices  for  similar  work  in  the  future;  and  (2)  to  enable 
the  contractor  to  analyze  his  expenditures  with  a  view  to 
improving  his  foremanship,  class  of  laborers,  plant  equip- 
ment, and  the  like.  To  an  engineer  this  second  object  ia 
often  of  little  consequence,  excepting  in  so  far  as  it  as- 
sists him  in  better  attaining  the  first  object;  but  to  a  con- 
tractor the  second  object  is  of  vital  importance.  Up  to 
the  present  time  few  contractors  have  awakened  to  the 
possibility  of  effecting  great  savings  in  cost  by  simply  de- 
veloping a  system  of  daily  itemized  cost  recording.  The 
cost  of  maintaining  such  a  system,  slight  though  it  is,  has 
not  appeared  to  be  justified  by  the  results,  because  the  re- 
sults have  not  been  <made  public  by  those  who  have  de- 
veloped cost  recording  systems.  In  fact,  to  the  majority  of 
contractors  it  appears  to  have  occurred  that  there  is  but 
one  advantage  in  accurate  cost  keeping,  namely,  the  abil- 
ity to  predict  the  value  of  future  work  with  slightly  greater 
accuracy.  The  truth  is,  however,  that  this  advantage  is 
slight,  indeed,  compared  with  the  discovery  of  laziness  that 
results  from  keeping  an  itemized  daily  record  of  costs.  I 
am  speaking  not  only  from  my  own  experience,  but  from 
the  experience  of  several  of  the  most  successful  construc- 
tion companies  in  America,  whose  managers  have  fur- 
nished me  with  many  striking  examples  of  reductions  in 
cost  effected  by  a  study  of  the  daily  records  of  work  done. 

As  incidental  consequences  of  proper  cost  keeping  there 
are  certain  other  advantages,  among  which  are  the  fol- 
lowing: (1)  The  wits  of  the  managers,  foremen  and  skilled 
workers  are  sharpened;  because  each  man  feels  that  he  is 
under  a  strict  watch;  and  that  there  is  a  <jhance  for  merit  to 
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become  known,  and,  being  known,  to  receive  its  reward. 
(2)  Fewer  foremen  are  required,  and  one  good  foreman  can 
direct  the  work  of  a  far  greater  number  of  men.  (3)  "Pad- 
ded payrolls*'  are  practically  done  away  with,  and  thefts 
of  tools,  food  and  materials  reduced  to  a  minimum.  (4) 
Machines  are  kept  in  better  order  and  less  subject  to  abuse, 
because  a  falling  off  in  output  of  any  machine  due  to  such 
abuse  is  quickly  discovered.  (5)  When  a  contractor  is 
known  to  have  a  good  system  of  daily  recording  his  work, 
engineers  and  architects  are  more  apt  to  favor  giving  him 
extra  work,  paying  him  actual  cost  plus  a  fixed  sum,  or  plus 
a  percentage  for  his  supervision  and  the  use  of  his  plant. 

These  are  some  of  the  incidental  advantages  of  keeping 
such  a  system  of  costs  as  I  am  about  to  outline,  but  the 
term  "incidental  advantages"  should  not  deceive  by  making 
it  appear  that  they  are  of  minor  importance — thrown  in 
for  good  measure,  as  it  were.  Any  one  of  them  may  be 
sufficient  to  turn  a  loss  into  a  profit  on  work  of  uBagnitude. 

The   young   civil   engineer,   whether  before   graduation 
from  college  or  afterward,  will  find  that  an  analysis  of  the 
cost  of  each  item  of  work  which  comes  under  bis  observa- 
tion, is  the  best  possible  training  for  him,  even  if  he  in- 
tencls  to  be  a  designing  engineer  only.    If  he  is  a  rodman  on 
a  survey  he  should  keep  records  of  progress  on  each  kind  of 
work  so  that  he  will  be  able  to  judge  the  efficiency  of  men 
working  under  him  in  the  future  when  he  shall  himself  be 
in  charge  of  a  party.    If  he  is  an  inspector  on  ccmstmction 
he  should  attempt  to  record  daily  progress  of  the  work, 
and  of  quantities  of  materials  used;   for  thus  lie  will  dis- 
cover  the   difference  between   good   and   poor    designs   of 
structures.     He  will  learn  that  some  of  the  greatest  engi- 
neers have  *made  the  greatest  blunders  in  economics;   and 
this,   if  he   is  of  the  proper  engineering  metal,   will   not 
puff  him  up  wi:h  an  idea  of  his  own  superior  insight,  but 
will  lead  him  to  think  with  greater  thoroughness.     He  will 
thus  come  to  see  that  specifications  are  as  important  as  the 
dt?sigii  itself— indeed,  that  they  are  part  of  the  design^  and 
that  it  is  fatal  to  good  engineering  to  copy  a  specification 
without  weighing  the  dollars  and  cents  effect  of  every  word 
and  phrase.     He  will  see  that  there  is  more  than  strains 
and  stresses  in  the  design  of  a  bridge,  and  more  th^w 
elficieitts  of  triccion  in  conduits  and  canals. 


COST  KEEPING,  3 

W1&7  Daily  Cost  Records  Are  EssentiaL — In  a  vagrue 
way  many  contractora  realize  the  imperfection  of  the  pres- 
ent common  onethod  of  ascertaining  costs  of  items  of  work. 
The  common  method,  It  should  be  stated,  is  to  charge  up 
against  earthwork,  for  example,  all  the  expenditures  in- 
curred in  loosening,  loading,  conveying  and  placing  the 
earth.  The  accounts  are  balanced  once  a  month,  so  that 
when  the  engineer*s  monthly  estimate  of  earth  yardage  is 
received,  it  is  necessary  merely  to  divide  the  total  ex- 
penditure on  earthwork  by  the  total  yardage  to  ascertain 
the  cost  per  cubic  yard.  So  with  every  other  item;  and  each 
of  the  several  items  may  be  subdivided  into  as  many  sub- 
items  as  seems  desirable. 

This  common  method  of  cost  recording  involves  simply 
keeping  the  time  of  the  gangs  of  men  working  on  each 
class  of  construction,  no  effort  being  made  to  find  out  the 
daily  output  of  each  gang.  There  are  certain  classes  of 
work  that  are  easily  measured  each  day,  pipe  laying,  for 
example,  and  many  contractors  require  the  time-keeper 
or  the  foreman  to  record  daily  progress  on  such  work;  but, 
for  the  most  part,  construction  work  is  not  measured  up 
daily,  or  even  weekly,  but  only  once  a  month.  Even  then 
the  "estimate"  is  more  apt  to  be  a  guess  rather  than  an 
actual  measurement.  At  best  this  common  method  serves 
only  one  object,  and  that  is  the  least  important  object  of 
cost  keeping,  namely,  to  indicate  whether  the  contract 
prices  are  too  low  or  too  high.  Scarcely  any  light  is  thrown 
upon  the  vital  question  of  efficiency  of  men  and  plant;  and, 
even  when  the  monthly  returns  do  indicate  an  unreasonably 
low  output,  the  finger  of  the  manager  usually  can  not  be 
laid  upon  the  cause.  Therefore  to  secure  the  most  im- 
portant advantages  of  cost  recording,  a  system  must  be  de- 
vised that  will  give  daily  records  of  progress.  I  am  aware 
that  many  experienced  men  will  be  tempted  to  read  no  fur- 
ther, believing  that  the  realm  of  theory  and  idealism  is 
about  to  be  entered  by  the  writer.  However,  some  encour- 
agement may  be  given  by  stating  that  no  system  will  be 
described  that  has  not  been  in  actual  use  long  enough  to 
establish  its  practical  value. 

Without  a  daily  record  of  work  done,  the  foreman  and  the 
men  feel  at  liberty  to  work  fast  one  day  and  slow  the  next — 
fast  when  the  general  manager  is  about;  slow  when  he  is 
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away.  The  work  moves  by  fits,  and  the  reactions  of  slow- 
ness that  occur  after  the  spells  of  activity  are  generally  so 
prolonged  as  to  more  than  wipe  out  all  gains  due  to  unusual 
diligence.  Then,  again,  it  is  much  easier  to  make  excuses 
for  failure  to  have  made  satisfactory  progress,  when  the 
excuses  have  to  be  made  only  once  a  month  than  when  they 
must  be  made  once  a  day. 

The  day  is  the  unit  of  pay  for  work  done,  and  it  should  be 
the  unit  in  which  the  work  is  measured,  if  satisfactory  at- 
tempt is  to  be  made  to  secure  a  fair  return  for  the  wages 
paid. 

Records  Should  Show  Outputs  of  Individuals. — ^The 
ideal  system  of  cost  keeping  would  show  not  only  the  daily 
output  on  each  class  of  work,  but  the  individual  output 
of  every  worker.  But  there  are  many  classes  of  work  in- 
volving the  cooperation  of  several  men,  making  it  im- 
practicable to  obtain  a  record  of  the  work  done  by  each. 
Then  the  aim  should  be  to  divide  the  forces  into  gangs,  each 
gang  having  its  special  work  which  can  be  measured  and 
recorded  daily.  Usually  it  is  desirable  to  put  each  gang 
under  a  foreman  who  is  held  responsible  for  its  output. 
In  many  cases  it  is  sufficient  to  select  one  of  the  workers  as 
the  boss  of  the  gang,  but  a  working  boss  who  assists  the 
other  men  in  everything  they  do.  The  aim  in  any  case  is  to 
secure  a  gang  working  as  a  unit,  with  some  one  man  in 
charge  of  the  unit  and  responsible  for  its  output.  Then  if 
the  work  is  such  that  the  output  of  each  man  in  the  gang 
can  be  measured  separately,  the  most  perfect  sys-tem  of  cost 
recording  can  be  established.  To  indicate  by  an  example 
what  can  be  done,  let  us  take  a  gang  of  12  men  laying  a 
slope-wall  paving,  all  laboring  in  the  usual  helter-skelter 
way  together,  working  individually  at  times,  and  at  other 
times  assisting  one  another  in  placing  large  stones.  A 
foreman  is  in  charge  of  this  gang  and  reports  weekly  pro- 
gress. The  gang  appears  to  be  organized,  but  in  fact  it  is 
only  partly  organized,  since  it  is  possible  to  secure  the 
daily  output  of  every  mason  and  dispense  with  the  fore- 
man. To  organize  this  gang  the  first  step  is  to  divide  the 
slope  into  lots  by  means  of  "profile  strips"  nailed  to  small 
posts  driven  into  the  ground.  The  bottom  of  each  of  these 
strips  is  exactly  level  with  the  finished  face  of  the  pro- 
posed slope- wall,  so  that  a  cord,  stretched  from  strip  to  strip, 
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Will  give  a  true  line  to  work  to.  The  profile  strips  are  set 
13%  ft  apart,  so  that  every  lineal  foot  on  the  strip  means  H 
cu.  yd.  of  slope  wall,  if  the  wall  is  1  ft.  thick.  Each  mason 
is  assigned  to  one  lot,  between  two  profile  strips,  and  the 
lots  are  numbered  consecutively  with  red  chalk  marks  on 
the  posts.  The  profile  strips  are  of  2  x  4  dressed  pine, 
painted  with  foot  marks,  so  that  a  time-keeper  can  see  at  a 
glance  the  height  to  which  the  wall  in  any  given  lot  has 
reached  at  the  end  of  the  day.  There  is  no  measuring  to  be 
done  after  the  strips  are  nailed  in  place,  yet  the  time-keeper 
and  the  masons  themselves  can  keep  a  perfect  record  of  dally 
progress.  After  the  work  has  been  under  way  a  short  time, 
it  will  be  evident  that  a  laborer  to  every  two  masons,  say, 
will  be  necessary  to  deliver  stone  down  the  slope.  The 
gang  is  now  organized,  the  foreman  is  put  at  other  work, 
and  results  are  awaited.  At  first  the  average  output  is  but 
little  better  than  before,  but  certain  of  the  masons  do  much 
better  than  the  average.  Their  wages  are  then  increased 
somewhat,  and  perhaps  two  or  more  of  the  slower  masons 
are  discharged.  Immediately,  if  there  are  no  unions  to 
interfere,  the  output  of  the  men  increases.  At  the  end  of  a 
week  I  have  had  the  average  yardage  increase  50%,  and  in- 
dividual yardage  increase  much  more,  the  quality  of  the 
workmanship  remaining  as  before.  The  men  receive  higher 
wages  and  the  contractor  increases  his  profits,  both  by  vir- 
tue of  the  greater  output  and  by  reducing  the  cost  of  super- 
vision. I  have  been  away  from  such  work,  after  organizing 
it,  for  two  weeks  at  a  time,  without  a  foreman  in  direct 
charge,  yet  the  output  has  not  fallen  off.  This  is  the  great 
advantage  of  recording  the  daily  output  of  individual 
workers. 

Difficulty  of  Measuring  Daily  Ontpnt. — There  are 
three  general  classes  of  contract  work  that  are  easily  meas- 
ured; (1)  work  on  single  units;  (2)  work  that  progresses 
along  a  straight  line;  and  (3)  work  that  progresses  over  an 
area  between  two  straight  lines.  We  have  just  had  an  ex- 
ample (slope-walling)  of  the  last  named  class.  Street  pav- 
ing, road  graveling  and  macadamizing,  some  kinds  of  paint- 
ing, plastering,  roofing,  and  the  like,  are  other  examples  of 
work  that  can  be  divided  into  lots  or  blocks. 

There  are  a  good  many  examples  of  linear  work,  such  as 
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track  laying,  pipe  laying,  tunneling,  placing  moldings,  some 
kinds  of  ditch  and  trench  work,  placing  curbs,  etc. 

Of  work  on  single  units,  which  need  but  to  be  counted, 
there  are  innumerable  examples,  such  as  erecting  fence 
posts  and  poles,  hanging  doors,  pile  driving,  hauling  loads 
of  a  given  size,  etc. 

"When  we  take  these  three  classes  of  work  that  are  easily 
measured,  we  have  left  comparatively  few  classes  that  are 
measured  with  difficulty.  Still  enough  are  left  to  be  a 
source  of  worry  to  the  man  who  is  installing  a  cost  record- 
ing system.  Nearly  all  massive  work  that  is  measured  by 
the  cubic  yard,  such  as  masonry  and  excavatioB,  requires 
careful  thought  on  the  part  of  him  who  is  trying  to  secure 
daily  progress  reports.  Work  on  timber  and  structural 
steel  is  also  difficult  to  measure  daily,  but  I  believe  that.no 
class  of  work  is  so  complex  that  some  satisfactory  method 
of  daily  measurement  can  not  be  devised.  It  is  the  devising 
of  a  simple  and  practical  way  of  measuring  the  daily  output 
of  the  men  that  will  test  the  ingenuity  of  the  contractor  or 
engineer  in  charge. 

We  shall  now  consider  a  few  of  the  devices  that  have 
been  successfully  used  in  securing  daily  measurements  of 
output. 

The  Unit  Method  of  Measuring  Output. — The  or- 
dinary foreman  is  not  an  engineer  or  even  a  fair  mathe- 
matician. Often  he  can  not  write  clearly.  Any  system  of 
daily  cost  keeping  that  does  not  take  this  fact  into  account 
will  be  a  failure.  With  this  in  mind,  the  aim  should  be  to 
make  the  method  of  recording  progress  so  simple  that 
scarcely  any  mental  effort  is  required  on  the  part  of  the 
foreman,  or  time-keeper,  or  workman  who  records  the 
daily  output.  It  is  desirable  that  not  even  a  tape  line  be 
used  by  the  recorder,  and  that  he  be  not  required  to  com- 
pute the  length,  area  or  volume  of  the  work  done.  How,  It 
will  be  asked,  can  this  end  be  attained? 

Many  kinds  of  work  can  be  divided  into  units  of  equal 
size.  Thus,  we  have  already  seen  that  slope  wall  paving 
can  be  divided  into  strips,  1  ft  wide  and  13^^  ft.  long,  each 
containing  a  certain  fraction  of  a  cubic  yard.  These  strips 
can  be  so  marked  that  anyone  capable  of  reading  figures 
can  measure  at  a  glance  the  daily  progress. 
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On  macadam  roadwork,  I  have  found  it  desirable  to  set 
stakes  every  20  ft  along  the  edge  of  the  proposed  macadam, 
marking  each  100-ft  station,  and  each  intermediate  stake 
with  its  proper  "plus."  Thus  the  5th  hundred-foot  stake  is 
Station  5.  The  first  20  ft.  stake  beyond  Sta.  5  is  marked 
5  +  20;  the  next  is  marked  5  +  40;  and  so  on  up  to  Sta.  6. 
The  engineman  on  the  steam  roller  can  enter  on  a  card,  at 
night,  the  station  and  "plus'*  to  which  the  broken  stone  has 
been  laid.  In  the  same  way  sewer  trenching  and  pipe  laying 
can  be  marked,  placing  the  "plus"  stakes  10  ft.  apart  if 
desiralDla  The  object  being  to  relieve  the  foreman  or  time- 
keeper of  the  labor  of  using  a  tape  to  measure  up  the  daily 
progress. 

There  are  few  classes  of  work  more  difficult  to  measure 
daily  than  brick  buildings,  and  concrete-steel  buildings, 
due  to  the  numerous  openings  and  irregularity  of  forms.  In 
concrete-steel  building  work  there  are  various  columns, 
girders,  floor  arches,  etc.,  each  containing  amounts  of  con- 
crete and  steel  not  readily  calculated  by  any  ordinary  fore- 
man or  time-keeper.  But  it  is  possible  to  give  each  separate 
'type  of  column  or  girder  a  letter  or  a  num'ber,  or  a  combined 
number  and  letter,  so  as  to  distinguish  it  from  other  similar 
columns  or  girders — of  greater  or  less  size.  Take  the  blue 
print  of  the  building,  and  with  a  red  pencil  divide  the  con- 
crete into  units,  preferably  separating  the  units  where  ex- 
pansion joints  or  other  joints  occur.  Then,  for  example, 
reserve  the  numbers  up  to  100  for  the  first  floor,  101  to  200, 
for  the  second  floor,  and  so  on;  marking  columns  Ci,  Ca, 
etc.,  on  the  first  floor;  similar  columns  on  the  second  floor 
being  marked  Cioi,  C102,  etc.  Having  thus  divided  all  the 
concrete  work  into  units,  make  small  blue  prints,  about 
as  large  as  a  postal-card,  showing  the  outlines  of  each  unit 
and  its  number.  The  man  in  charge  of  a  certain  part  of 
the  work  Is  furnished  with  the  small  blue-prints  of  the 
units  he  is  to  build.  He  is  also  furnished  each  day  with  a 
ruled  card  on  which  he  enters  the  number  of  each  kind  of 
units  built  by  him,  and  the  number  of  'men  and  their  time 
on  each  unit  This  card  is  turned  in  at  night,  and  posted  in 
a  cost  record  -book  by  the  book-keeper  or  time-keeper,  who 
simply  multiplies  the  number  of  units  by  the  recorded  yard- 
age in  each  unit.  Thus  the  foreman  makes  no  measure- 
ments, or  computations,  but  simply  counts  the  units  of  work 


S  EAXDEOOK  OF  COST  DATA. 

done  and  records  them.  This  unit  recording  system  is  the 
secret  of  the  success  of  several  well-known  firms. 

On  heavy  dim-ension  masonry  I  have  applied  the  unit 
system,  in  a  modified  form.  The  time-keeper,  a  young  en- 
gineering graduate,  was  required  to  measure  the  dimensions 
of  each  block  of  stone  as  soon  as  it  was  dressed,  and  paint 
a  distinctive  letter  and  number  on  an  end  face.  This  refer- 
ence mark  was  entered  in  a  note  book  opposite  the  dimen- 
sions of  the  stone.  As  fast  as  the  stones  were  laid  in  the 
dam  each  mason  in  charge  of  a  derrick  gang  was  required 
CO  mark  on  a  card  the  letter  and  num'ber  of  each  stone. 
When  this  card  was  turned  in  at  the  end  of  the  day,  it  was 
possible  to  compute  the  yardage  of  cut  stone  laid  by  each 
gang  by  referring  to  the  time-keeper's  records  giving  the 
dimensions. 

In  like  manner  records  of  heavy  timber  work  onay  be  kept 
by  marking  every  stick  of  timber;  and  there  is  no  reason 
why  this  same  method  can  not  be  applied  to  structural 
steel  work  and  to  a  great  variety  of  work  where  large  pieces 
are  handled. 

Recording  Output  by  Weighing. — ^Where  the  materials 
are  small  and  irregular  in  form,  it  often  happens  that  the 
most  satisfactory  method  of  keeping  records  of  output  is  by 
weighing  each  butcketful,  car,  wagon  or  skip  load.  This 
method  has  long  been  in  use  at  coal  mines  where  every  car 
is  numbered,  and  is  weighed  before  dumping.  On  contract 
work,  such  as  macadamizing,  for  example,  each  wagon  load 
may  be  weighed,  if  the  amount  of  the  work  warrants  the 
purchase  and  use  of  platform  scales.  It  is  usually  consid- 
ered sufficiently  exact,  howerer,  to  measure  the  size  of  a 
few  loads,  and  simply  count  the  number  of  loads.  How- 
ever, loads  often  vary  so  greatly  in  size  that  this  method  of 
counting  loads  becomes  very  unsatisfactory.  This  holds  true 
particularly  of  loads  of  quarried  stone,  of  earth  loaded  by 
steam  shovels,  and  the  like.  In  such  cases  the  contractckr 
should  seriously  consider  the  advisabilfty  of  weighing  each 
load. 

One  of  the  most  difficult  classes  of  construction  work  to 

measure  daily  is  rubble  masonry.     Yet  I  have  found  two 

very  satisfactory  methods  of  recording  the  work  done  by 

each  derrick  gang.     One  way  is  to  use  wooden  skips  that 

loaded    at    the    quarry    with  stone,     put    upon    cars 
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and  transported  to  the  work.  Each  skip  is  provided  with  a 
clip  for  holding  a  brass  check.  The  checks  are  numbered 
serially,  and  the  weight  of  stone  corresponding  to  each 
number  is  entered  in  a  book;  for  before  delivery  to  the 
masonry  derricks  each  skip  is  lifted  by  a  derrick,  placed  on 
a  scales  and  weighed.  It  would  be  practicable  to  provide  a 
large  spring  balance  for  weighing  instead  of  using  scales. 
The  mason  in  charge  of  the  derrick  gang  removes  the  brass 
check  from  the  skip  and  keeps  it,  entering  its  number  on 
a  card  which  is  turned  over  to  the  time-keeper  at  night,  to- 
gether with  the  brass  checks.  Thus  it  is  possible  quickly  to 
ascertain  the  number  of  tons  of  rubble  laid  by  each  gang. 
Where  the  job  is  so  small  as  not  to  warrant  the  slight 
extra  expense  of  weighing  the  stone,  a  very  satisfactory 
method  is  to  require  the  boss  of  each  derrick  gang  to  record 
the  number  of  skips  of  mortar  used,  also  the  number  of 
skips  of  spalls.  No  attempt  is  made  to  record  the  amount 
of  rubble  stones;  but  this  amount  can  be  estimated  quite 
accurately  if  record  is  kept  of  the  mortar  and  spalls,  for,  in 
any  particular  class  of  rubble  work,  the  mortar  forms  quite 
a  constant  percentage  of  the  masonry.  However,  care  should 
be  taken  to  furnish  the  spalls  in  skips  of  uniform  size,  as 
well  as  the  mortar,  for  otherwise  the  boss  will  be  tempted 
to  use  pure  mortar  in  order  to  make  a  good  showing  in  daily 
output  of  masonry.  Mortar  is  expensive  when  mixed  rich  in 
cement,  whereas  spalls  are  cheap,  even  if  broken  by  hand 
especially  for  the  purpose,  so  that  it  is  desirable  to  displace 
as  much  mortar  by  spalls  as  possible.  Therefore  a  record 
should  be  kept  of  the  spalls  as  well  as  of  the  mortar.  By 
occasionally  measuring  up  the  wall  laid,  the  percentage  of 
mortar  and  spalls  to  the  total  wall  yardage  can  be  ascer- 
tained, and  from  this  percentage  the  daily  progress  of  the 
work  can  be  computed. 

Record  Cards  Attached  to  Eacli  Piece  of  Work. — In 

doing  machine-shop  work  it  is  often  necessary  to  have  one 
piece  of  metal  pass  through  the  hands  of  several  different 
workers.  For  example,  one  man  may  drill  holes  of  a  certain 
size,  another  man  may  drill  holes  of  another  size,  still 
another  man  may  thread  the  holes,  and  so  on.  In  such  a 
case  it  is  common  practice,  where  careful  cost  records  are 
kept,  to  provide  a  oard  that  is  attached  to  each  piece  or  each 
lot  of  pieces.  In  blanks  provided  on  the  <;ard,.each  worker 
enters  his  number,  and  the  number  of  hours  and  minutes 
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Hpftnt  by  him  doing  a  specified  kind  of  work  on  the  piece. 
A  modified  form  of  this  method  is  to  attach  a  card  or  a 
braKs  check  to  each  piece,  giving  a  serial  number  and  letter 
to  the  piece.  Each  workman  on  the  piece  notes  its  number 
on  his  own  record  card,  and  opposite  this  number  he 
enters  the  amount  of  time  spent  on  the  piece. 

While  this  method  of  recording  output  can  not  be  as 
frequently  used  in  engineering  contract  work  as  in  ma- 
chine shop  work,  it  should  not  be  overlooked  by  the  gen- 
eral contractor.  It  might  well  be  applied  to  timberwork 
where  one  gang  of  men  bores  the  holes,  another  gang  saws 
and  a  third  gang  "daps"  or  adzes  the  sticks,  and  €»  on.  It 
is  desirable  always  to  assign  different  kinds  of  work  to 
different  men,  not  only  because  the  time  usually  lost  in 
changing  tools  may  be  saved,  but  because  men  become 
more  expert  when  they  do  one  class  of  work  only.  Th.e 
record  card  facilitates  the  differentiation  of  labor  into 
classes,  and  is,  therefore,  a  great  aid  in  increasing  the  out- 
put of  a  given  number  of  men. 

Record  Cards  Used  Witli  a  Conductor's  Fnncli. — 
Workmen  with  rough,  tough  and  grimy  hands  do  not  take 
kindly  to  keeping  records  in  writing.  I  find,  therefore,  that 
the  common  "conductor's  punch"  can  be  used  to  good  ad- 
vantage in  tallying  the  output  of  many  classes  of  work. 
By  using  punches  that  punch  holes  of  different  shapes,  it  is 
easy  to  make  one  card  show  several  different  records.  In 
Engineering  News,  Mar.  27,  1902,  I  first  described  the  use 
of  the  time  record  card  shown  in  Fig.  1.  This  card  was 
designed  for  the  purpose  of  recording  the  work  of  each 
team  engaged  in  hauling  broken  stone.  The  diamond- 
shaped  punch  shows  that  the  team  started  on  its  first  trip 
at  7.05  in  the  morning,  and  the  cross-shaped  punch  shows 
that  it  started  on  its  return  trip  at  8.20.  Each  teamster  is 
given  one  of  these  cards  every  morning,  the  number  of  the 
team,  and  the  date  appearing  on  the  card,  also  the  location 
of  the  work  and  the  length  of  haul.  Two  men,  one  at  each 
end  of  the  haul,  are  provided  with  conductor's  punches  of 
different  shapes.  They  are  also  furnished  with  cheap 
watches,  and  are  required  to  punch  the  card,  to  the  nearest 
five  minutes,  at  the  time  the  team  leaves.  If  the  haul  is 
short,  a  larger  card  is  used  so  that  the  nearest  minute  may 
Dunched  instead  of  the  nearest  five-minute  interval, 
cards  serve  two  very  useful  purposes:     First,  they 
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spur  the  drivers  to  do  a  good  day's  work,  becauae  of  tbe 
iaowledge  that  their  work  ia  being  recordeil;  secODd.  thej 
enable  the  roreman  or  manager  to  discover  where  time  Is 
being  unneeeasarlly  lost.    For  example,  I  discovered  by  tha 
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tise  of  these  cards  that  much  time  was  being  lost  at  the  rock 
la,  due  to  the  flat  slope  of  the  bin  bottom  and  the  poor 
ieslgn  of  the  bin  chute.  By  a  few  changes  at  the  bin  much 
eipenslve  delay  was  avoided.  On  long  hauls  delay  In  load- 
ing was  unimportant,  but  on  abort  hauls  It  was  a  large  per- 
eeotage  of  the  total  team  time.  The  teams  were  all  hired 
teams,  and  the  drivers  were  not  a  very  active  lot  of  men. 
Bat  the  lntrod»ictlon  of  the  record  card  increased  the  daily 
number  of  loads  by  25%,  without  in  the  least  overworking 
the  horses. 

The  punch  record  card  can  be  used  to  tally  the  number  of 
tatehes  of  concrete  miied  per  day,  instead  of  tallying  by 
totting  notches  In  a  stick  or  marking  a  piece  of  paper,  as  is 
commonly  done.  Where  hand  mixing  Is  used  it  may  even 
be  well  to  have  the  foreman  or  the  boss  workman  punch  the 
nearest  inlniite  when  the  hatch  is  finished;  hut  on  machine 
work  tbls  might  take  his  attention  too  frequently  so  that  It 
would  be  preferable  merely  to  have  'the  dumpman  tally  tb« 


12  HANDBOOK  OF  COST  DATA. 

batch  by  punching  a  hole  in  a  card  without  regard  to  the 
time. 

There  are  innumerable  uses  to  which  the  punch  and  the 
record  card  can  be  put,  and  it  requires  but  a  little  ingenuity 
to  devise  a  card  suited  to  any  given  purpose. 

Use  of  a  Mimeograph  for  Printing  Record  Cards. — 

On  small  jobs  it  frequently  would  not  pay  to  have  record 
cards  printed;  moreover,  there  is  usually  delay  in  getting 
job  press-work  done.  I  have  found  the  most  satisfactory 
solution  of  this  problem  of  printing  record  cards  to  be  the 
use  of  a  device  called  the  "mimeograph,"  an  invention  of 
Edison.  It  consists  of  a  frame  for  holding  a  stretched 
sheet  of  paraffined  paper  which  may  be  laid  upon  a  block 
of  steel  that  has  been  cross-ruled  with  very  fine  lines.  A 
"stylus,"  or  pen,  having  a  blunt  steel  point,  1«  used  for 
writing  or  lettering.  The  stylus  is  pressed  rather  hard 
upon  the  paraffined  paper,  and  the  little  sharp  teeth  of  the 
steel  block  cut  fine  points  through  the  paper  wherever  the 
stylus  comes  in  contact  with  the  paper.  Having  written  or 
printed  as  much  as  is  desirable,  or  as  the  sheet  of  paper 
will  hold,  the  steel  block  is  removed  and  for  it  is  substi- 
tuted a  card  (or  paper)  that  is  to  receive  the  printed  words. 
A  small  roller,  inked  with  printer's  ink.  is  then  run  lightly 
over  the  paraffined  paper.  The  ink  passes  through  the 
small  holes  and  thus  prints  the  letters  on  the  card  below. 
Then  another  card  is  substituted  and  the  rolling  process  is 
repeated,  and  so  on  until  as  many  dozens  or  as  many 
thousands  of  cards  are  printed  as  are  desired.  After  the 
paraffined  paper  has  once  been  lettered,  the  work  of  print- 
ing cards  can  be  done  almost  as  fast  as  with  a  hand  print- 
ing press,  and  the  results  are  excellent. 

A  later  development  of  the  mimeograph  consists  of  a 
cylinder  or  drum,  and  an  automatic  inking  device,  so  that 
the  cards  or  sheets  to  be  printed  can  be  run  through  at  a 
remarkably  fast  rate.  An  ordinary  type-writer  is  used  to 
letter  the  parafflne  paper,  instead  of  using  the  steel  stylus 
above  described.  Very  neat  work  is  thus  produced  with 
great  rapidity. 

A  mimeograph  can  be  purchased  through  any  dealer  in 
stationery,  and  at  a  very  moderate  price. 

Autoniatio  Time  Stamps, — A  machine  often  used  in 
large  machine  shops  is  an  automatic  time  stamp.  For  con- 
*  actors*   use  the   type    of    stamp    manufactured    by    the 
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Perry  Time  Stamp  Co.,  Chicago,  111.,  is  very  satisfactory. 
The  clock  automatically  regulates  the  stamp  so  that  it 
records  the  year,  the  day  of  the  month,  the  hour,  and 
the  nearest  minute."  The  operator  simply  inserts  a 
card  and  presses  down  on  the  stamp,  and  a  full 
time  record  is  printed  on  the  card.  Such  a  machine 
might  well  be  used  for  recording  the  output  of  every  batch 
of  a  concrete  mixer,  every  train  load  of  niaterial,  etc.  Thus 
accurate  record  could  be  kept  of  the  cause  of  delays,  as  well 
as  the  length  of  time  required  to  make  a  trip.  A  boy  can 
operate  the  machine  without  a  possibility  of  error  as  to  the 
exact  time. 

At  all  large  factories  a  time  clock  is  used  to  register  the 
time  of  arrival  of  each  workman.  There  are  many  classes 
of  contract  work  where  the  time  clock  can  also  be  used  to 
advantage. 

Time  Cards  and  Time  Books. — Through  any  stationery 
store  time  books  can  be  bought  that  are  ruled  and  lettered 
to  suit  most  classes  of  contract  work.  The  time-keeper  en- 
ters the  name  of  each  man  and  assigns  him  a  number  in 
the  book.  On  large  jobs  it  is  wise  also  to  provide  a  brass 
check  that  can  be  pinned  to  the  clothing  of  each  workman, 
so  that  his  number  is  visible  at  a  glance.  The  home  ad- 
dresses of  common  laborers  are  seldonl  entered  in  the  time 
books,  but  I  have  found  it  desirable  always  to  record  home 
addresses  of  all  men,  and  particularly  the  permanent  ad- 
dresses of  skilled  workmen  and  foremen.  A  few  postal 
cards  will  thus  enable  one  quickly  to  gather  together  a  gang 
of  skilled  men  for  a  new  job.  It  is  wise  also  to  have  a 
directory  book  for  entering  the  names  of  good  foremen, 
whether  they  be  men  that  you  have  employed  or  not;  and  a 
few  brief  remarks  concerning  each  man's  fitness  for  par- 
ticular classes  of  work  should  be  entered.  This  assists  also 
in  identifying  men  whose  names  have  slipped  the  memory. 

Time  books  are  very  often  ruled  so  that  the  job  the  men 
are  working  on  cannot  be  entered  opposite  each  man's 
name.  It  is  necessary  then  to  reserve  separate  pages  for 
each  job.  Then  if  a  man  does  several  different  kinds  of 
work  on  one  job,  as  many  different  lines  are  reserved 
under  his  name  so  that  the  hours  and  fractions  spent  by 
him  on  each  kind  of  work  can  be  recorded.  In  that  case 
the  foreman  is  provided  with  a  time-book  from  which  the 
time-keeper  makes  abstracts  when  he  goes  the  rounds. '  > 
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more  satisfactory  -way  is  to  provide  the  foreman  with  cards 
on  which,  are  printed  or  mimeographed  the  different  kinds 
of  work,  and  on  each  card  is  marked  the  number  assigned 
to  each  workman,  and  the  time  spent  by  him  on  each  class 
of  work.    Such  a  card  for  roadwork  is  shown  in  f^g.  2. 


MAN  NO. 

CONTRACT  NO. 

• 

Date, 

Foreman, 

Sprfvuling  Stones, 

hours.       Station 

to  Station 

Triiiiining  Slopes, 

«<                «« 

(( 

Digging  Ditches, 

••                (« 

•« 

Grading  Bead, 

«(                •( 

(( 

« 

FIG.  2. 

It  will  be  noted  that  the  exact  location  of  the  workman  on 
each  class  of  work  is  given  by  entering  the  numbers  of 
the  Station  stakes  between  which  his  work  is  going  on. 
Such  cards  are  far  more  satisfactory  than  any  time  books 
when  it  comes  to  an  oflSce  summarizing  of  the  work  done. 
Moreover,  the  loss  of  a  time-book  might  completely  destroy 
the  value  of  a  set  of  records. 

Another  form  of  time  card  (one  that  is  used  by  the 
Al)erthaw  Construction  Co..  of  Boston)  is  shown  in  Fig.  S. 
The  name  or  numl>er  of  each  workman  is  entered  in  the 
finjt  column.  On  the  back  side  of  the  card  the  spaces  for 
namies.  etc..  are  continued  so  thai  27  names  can  be  entered 
on  the  two  faces  of  the  card.  The  time  in  hours  spent  by 
each  workman  on  each  class  of  work  is  entered  in  hoars 
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on  the  front  face  of  the  card.  On  the  rear  face  of  the  card 
a  similar  entry  is  made  of  all  material  sent  from  the  job  or 
left  unused  at  night.  This  gives  a  check  on  the  amount  of 
materials  used  in  the  work.  Each  class  of  contract 
work  requires  a  differently  printed  card,  and  a  little  ex- 
perience is  needed  to  show  what  form  of  card  is  particu- 
larly adapted  to  the  work.  Perhaps  enough  has  been  said 
to  indicate  the  possibilities  and  the  simplicity  of  the  card 
record  system. 

JSmo  of  Slide  Rules  and  Wage  Multiplying  Tables. — 

The  office  work  of  computing  the  cost  of  work  may  be 
greatly  reduced  by  the  use  of  a  slide  rule.  Almost  as  fast 
as  one  man  can  read  off  the  number  of  hours  worked  by 
each  laborer  and  his  rate  of  wages,  an  assistant  can  i)er- 
form  the  multiplication  with  a  slide  rule.  The  results  will 
be  close  enough  for  all  practical  purposes. 

For  computing  pay-day  wages,  a  multiplication  table, 
giving  the  product  of  any  given  number  of  hours  by  any 
given  rate  of  wages,  may  be  prepared.  The  ordinary  small 
tables  published  in  the  back  of  time-books  are  seldom  com- 
prehensive enough  for  general  use.  Having  co-miput'ed  the 
wages  for  each  man  by  the  aid  of  a  table,  it  is  well  to  check 
the  computation  with  a  slide  rule. 

Recording  Work  by  Minnte  Hand  Observations. — ^It 
has  often  been  said  that  short  time  observations  prove 
nothing  as  to  the  efficiency  of  men  or  machines.  This 
statement  has  been  exceedingly  misleading  to  those  who 
have  accepted  it  as  a  self-evident  truth.  When  a  short  time 
observation  does  not  include  the  common  delays  Incident 
to  shifting  tools,  to  breakdowns,  -and  the  like,  it  may  lead 
to  a  serious  underestimate  of  the  cost  of  work.  On  the 
other  hand,  when  the  so-called  short  time  observation  is 
made  long  enough  to  include  the  time  spent  in  necessary 
rests,  in  moving  machines,  in  repairs  to  plant,  and  the 
like,  exceedingly  valuable  results  may  be  obtained.  When 
it  is  desired  to  find  whether  men  are  lazy,  whether  a  fore- 
man knows  his  business,  whether  the  method  of  doing  the 
work  can  be  bettered,  or  whether  the  tool  or  machine  is 
susceptible  of  improvement,  there  is  no  method  to  be  com- 
pared with  the  method  of  timing  work  with  the  minute  hand 
of  a  watch.  Moreover,  where  it  is  desired  to  discover  the 
effect  on  cost  of  varying  the  length  of  haul,  of  varying  the 
kind  of  rock  drilled,  and  the  like,  timing  with  the  minute 
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hand   is  the  only  satisfactory  way  of  arriving  at  definite 
conclusions. 

In  my  book  on  "Rock  E^xcavation"  I  have    shown    how 
such  tioning  has  enabled  me  to  lower  the  cost  of  rock  drill- 
ing, and  to  predict  the  cost  of  drilling  in  any  given  kind  of 
rock  under  given  conditions.    In  an  editorial  article  in  En- 
gineering News,  July  2,  1903,  I  have  shown  how  minute- 
hand  timing  may  be  used  to  increase  the  number  of  piles 
driven  daily  by  a  pile  driver.     I  have  also  shown,  in  the 
same  article,  that  there  is  no  economy  in  using  a  steam 
hammer  on  railroad  trestle  piling,  because  so  little  of  the 
time  is  spent  in  actual  hammering  of  the  pile.    In  my  book 
on  "Earthwork  and  Its  Cost"  I  have  given  rules  for  esti- 
mating the  cost  of  earthwork,  based  upon  numerous  min- 
ute-hand  observations,   and   checked   by  comparison   with 
records  of  cost  extending  over  months  of  work. 

In  a  lecture*  to  the  students  of  engineering  at  Columbia 
University  I  gave  some  suggestions  on  minute-hand  timing 
that  may  be  quoted  with  propriety: 

"I  would  impress  upon  you  that  you  should  not  wait  un- 
til you  are  in  responsible  charge  of  work  before  you  begin 
gathering  cost  statistics.  Many  of  you  will  find  yourselves 
before  long  in  the  position  of  inspector  on  some  engineering 
work  of  magnitude,  and  the  very  magnitude  of  the  work 
will  probably  discourage  you  in  your  determination  to  learn 
something  about  costs  by  your  own  observation.  Let  me 
assure  you  that  you  need  not  be  in  the  least  discouraged, 
that  in  fact  you  will  probably  be  in  a  better  position  to 
acquire  the  most  valuable  kind  of  data  than  is  the  chief  en- 
gineer himself.  He,  to  be  sure,  will  learn  in  a  general  way 
what  each  of  the  classes  of  work  costs;  but  you,  if  you  avail 
yourself  of  your  opportunity,  will  learn  in  detail  what  cer- 
tain parts  of  the  work  cost.  I  would  sooner  know  every 
detail  of  the  cost  of  a  given  kind  of  work  on  the  New  York 
Subway,  for  example,  than  to  know  in  a  general  way  what 
all  the  items  cost,  and  let  me  explain  to  you  why.  Sup- 
pose that  you  determine  to  learn  the  cost  of  rock  excava- 
tion where  cableways  are  used  to  handle  the  excavated 
rock.  You  start  by  studying  the  cost  of  handling  the  rock 
with  the  cableway,  and  with  your  watch  in  hand,  you  note 
that  at  9  :  15  :  10   (reading  the  hour,  the  minute  and  the 

•Printed  in  The  School  ol  Mines  (Columbia)  Quarterly,  July, 
190i. 
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second  hand)  the  bucket  begins  to  rise  from  the  pit;  at 
9  :  15  :  20  it  is  out  of  the  pit  and  begins  its  travel  along 
the  cable;  at  9  :  15  :  40  it  has  reached  the  dump;  at 
9  :  15  :  55  it  has  dumped;  and  so  on  until  it  has  made  the 
rounxl  trip.  Thus  you  time  in  detail  a  large  numiber  of 
round  trips  until  you  have  a  fair  average  for  each  element. 
You  measure  the  lift  and  the  distance  of  travel,  and  you 
note  the  kind  and  size  of  engine  used;  and  when  the  plant 
is  shifted  fro*m  one  place  to  the  next  you  ascertain  the  lost 
time  and  the  cost  of  shifting.  What,  you  may  ask,  is  the 
use  of  going  so  minutely  into  details?  The  answer  is  sim- 
ply this,  that  you  may  be  able  to  predict  the  cost  of  future 
work  where  some  of  the  details  differ,  as  for  example  the 
lift,  or  the  length  of  the  haul,  or  the  num>be(r  of  times  the 
plant  must  be  shifted  for  a  given  yardage  of  excavation. 
Without  such  detailed  data  you  will  be  unable  to  predict  ac- 
curately but  will  have  to  guess.  It  is  just  this  kind  of  detailed 
information  that  the  chief  engineer  very  likely  will  not  get, 
so  that,  in  fact,  with  all  his  seeming  advantage  he  may  not 
be  able  to  predict  the  cost  of  similar  work,  where  condi- 
tions vary  somewhat,  with  as  great  accuracy  as  you  can. 
Indeed  I  venture  to  say  that  on  one  job,  thoroughly  studied 
in  detail,  it  is  possible  for  a  young  engineer  to  learn  more 
about  actual  costs  than  the  majority  of  engineers  learn  in 
a  lifetime." 

Having  secured  minute-hand  records  of  the  number  of 
feet  drilled  in  a  given  time  by  a  rock  drill,  for  example,  the 
observer  should  check  his  estimate  by  talking  with  the 
drillers,  the  foreman,  the  contractor  and  the  engineers.  He 
will  soon  discover  that  these  'men  often  have  but  the 
vaguest  idea  of  the  time  lost  in  changing  bits,  shifting  ma- 
chines, delays  at  blasting,  etc.,  although  they  can  give  a 
reliable  estimate  of  the  average  day's  work  of  a  machine. 
In  a  word,  he  will  learn  that  these  men,  who  think  they 
know  their  business,  are  exceedingly  ignorant  of  the  essen- 
tial details  upon  which  profit  or  loss  depends. 

The  most  elaborate  system  of  time  records  and  book- 
keeping cannot  show  what  minute-hand  recording  will 
show.  By  this  I  do  not  mean  to  decry  bookkeeping,  but  to 
make  it  evident  that  bookkeeping  is  only  a  part  of  a  per- 
fect system  of  cost  recording.  An  essential  part  of  the  ideal 
system  that  I  have  in  mind  would  be  the  frequent  examina- 
tion of  every  item  of  labor  cost  by  means  of  a  trained  ob- 
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server  clipped  With  a  watch.  If  a  fftop-watch  is  not  avail- 
able an  ordinary  watch  with  a  second  hand  will  serve,  and 
in  many  classes  of  work  even  the  second  hand  can  be  dis- 
pensed with.  An  example  will  now  be  given  to  illustrate 
the  method  and  value  of  a  short  time  observation. 

Before  beginning  the  record,  set  the  minute  hand  so  that 
it  points  an  even  minute  when  the  second  hand  points  at 
60.  Suppose  it  is  desired  to  time  the  drilling  of  a  hole  in 
a  se&my  mica-schist,  using  a  ^eam  drill  mounted  on  a 
tripod.  At  9:37  A.  M.  the  driller  is  set  up  and  ready  to  be- 
gin drilling  a  hole  and  exactly  30  seconds  later  he  turns  on 
the  steam;  then  we  begin  our  record: 

9.37.30  Start 

9.49.20  Down. 

9.51.20  Start. 

10.00.40  Down. 

10.03.40  Start. 

10.09.40  Down. 

10.13.00  Start. 

10.14.40  Bit  sticks. 

10.24.40  After  hammering  the  drill  repeatedly,  the  driller  is 
directed  to  break  up  some  cast  iron  and  throw 
it  into  the  drill  hole. 

10.32.30  Drilling  begins  again. 

10.45.00  Hole  finished. 

11.15.10  New  hole  started. 

It  will  be  seen  that  drilling  started  at  9.37.30,  and  that  at 
9.49.20  the  full  length  of  the  feed  screw  was  out,  and  that 
to  drill  farther  a  new  bit  had  to  be  inserted.  At  9.51.20  the 
new  bit  was  in  and  drilling  began  again,  after  a  delay  of 
2  mins.  in  changing  bits.  At  10.00.40  the  second  bit  was 
down.  Bach  successive  bit,  it  should  be  stated,  is  usually 
2  ft.  longer  than  its  predecessor.  At  10.14.40  the  bit  sticks 
in  the  hole  due  to  having  run  into  a  pocket  of  rotten  rock. 
The  observer  might  readily  have  predicted  this  sticking  by 
noting  the  increased  rapidity  of  penetration;  for  it  took 
nearly  12  mins.  to  drill  the  first  2  ft.  of  the  hole,  and  only  6 
mins.  to  drill  the  2  ft.  just  prior  to  the  sticking.  After 
wasting  10  mins.  abusing  the  drill  the  driller  finally  re- 
moved the  bit  (at  the  direction  of  the  observer),  broke  up 
a  piece  of  cast  iron  pipe  into  hazel  nut  sizes,  and  threw 
two  handfuls  of  the  iron  into  the  bottom  of  the  hole.    Drill- 
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Ing  was  resumed  at  10.32.30,  and  the  last  2  ft  were  com- 
pleted at  10,45.00.  At  11.15.10  the  driller  started  another 
hole,  having  spent  more  than  30  mins.  shifting  the  tripod 
and  drill. 

What  do  we  learn  from  this  observation,  assuming  it  to 
be  a  fair  average.  First  that  the  driller  was  slow  in 
changing  bits;  second,  that  ^he  was  very  slow  in  shifting  his 
tripod;  third,  that  the  driller  was  ignorant;  fourth,  that 
the  foreman  was  equally  so;  fifth,  that  fragments  of  cast 
iron  completely  overcome  sticking  of  bits  in  this  rock. 

We  know  that  the  driller  was  slow,  because  other  similar 
observations  have  proved  it  possible  to  change  short  bits 
in  much  less  time  than  3  mins.,  and,  since  the  driller  has 
an  easy  time  of  it  while  turning  the  crank,  he  can  work 
rapidly  without  exhausting  himself  when  it  comes  to  chang- 
ing bits  or  shifting  the  machine.  We  know  that  both  driller 
and  foreman  were  ignorant,  for  broken  iron  should  have 
been  provided  ready  to  use  in  case  of  sticking  of  the  bit. 
We  conclude  that  it  will  pay  to  assign  a  man  to  measure 
up  the  footage  of  hole  drilled  by  each  driller  every  day, 
and  to  offer  each  driller  a  bonus  for  every  foot  of  hole 
drilled  in  excess  of  a  stipulated  minimum. 

The  foregoing  is  a  record  of  fact  and  not  of  theory.  On 
a  large  contract  job  the  author  secured  an  increase  of  45% 
in  the  dally  footage  of  each  drill  by  taking  just  such  obser- 
vations as  the  above.    . 

Labor  unions  often  prevent  the  adoption  of  the  .best  plan 
for  increasing  output,  but  they  can  not  prevent  a  manager 
from  knowing  where  the  losses  are  occurring.  There  is  no 
excuse,  therefore,  for  failure  to  study  machine  work  in  the 
manner  above  outlined. 

•I  have  found  it  of  great  advantage  to  time  in  detail  the 
work  of  cableways,  derricks,  steam  shovels,  concrete  mix- 
ers, dinkey  locomotives,  pile  drivers  and  other  machines 
used  on  contract  work.  Even  the  output  of  men  working 
with  hand  tools  can  be  profitably  studied  in  the  same  way. 
I  have  timed  the  number  of  shovelfuls  of  earth  handled  un- 
der different  conditions  with  a  view  to  ascertaining  the 
effect  of  changed  conditions,  and  the  effect  of  using  larger 
shovels.  However,  the  greatest  gains  from  minute-hand 
timing  occur  when  it  is  applied  to  machines  operated  by 
power  rather  than  to  hand  work. 

It  is  desirable  in  all  cases  not  to  let  the  workmen  know 
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that  they  are  being  timed.  When  men  are  working  in  the 
open  air,  an  observer  can  often  use  the  telescope  of  a  tran- 
sit or  a  pair  of  field  glasses  to  good  advantage.  In  shop 
work,  or  underground,  where  the  observer  must  be  near  the 
men,  a  convenient  way  of  timing  any  detail  of  work  is  by 
counting.  One  can  soon  learn  to  count  with  regularity,  and 
thus  dispense  with  a  second  or  minute  hand.  Other  meth- 
ods of  ascertaining  the  time  of  doing  work  without  being 
observed  will  occur  to  any  who  gives  thought  to  the 
matter. 

Cost  records  of  daily  output,  when  properly  analyzed,  are 
of  great  value;  but  let  no  manager  of  men  and  machines 
neglect  to  have  itemized  short  time  records  taken  at  fre- 
quent intervals. 

HoDv  to  Prepare  Estimates  and  Bids. — In  estimating 
a  unit  price  for  any  kind  of  work,  contractors  often  place 
too  much  reliance  on  published  prices  for  similar  work. 
There  are  seven  serious  sources  of  error  in  so  doing:  (1) 
The  conditions  vary  greatly  in  places  but  a  few  miles 
apart;  (2)  rates  of  wages  also  vary  widely,  being,  for  ex- 
anrple,  higher  in  large  cities  than  in  small  cities  or  in  the 
country;  (3)  specifications  and  the  interpretations  of  iden- 
tical specification  clauses  by  different  engineers  vary  great- 
ly; (4)  contractors  inexperienced  in  the  particular  work  in 
question  often  bid  prices  altogether  too  low;  (5)  the  bid- 
ding prices  may  be  purposely  unbalanced,  being  too  high 
on  certain  items  and  too  low  on  others;  (6)  a  unit  price  that 
is  fair  for  a  large  job  is  generally  too  low  for  a  small  job; 
(7)  a  contractor  already  equipped  with  a  plant  can  often 
afford  to  bid  lower  than  the  contractors  not  so  equipped. 

While  previous  bidding  prices  should  be  used  as  a  guide, 
they  should  never  be  relied  upon  implicitly  if  the  work  is 
of  any  considerable  magnitude.  Each  item  should  be  esti- 
mated in  detail,  and  this  estimating  should  be  done  system- 
atically to  avoid  some  serious  omission.  The  cost  of  any 
item  of  work  may  be  divided  into  five  parts: 

1.  Development  expense. 

2.  Plant  expense  and  supplies. 

3.  Materials. 

4.  Labor. 

5.  Superintendence  and  general  expense. 

Development  expense  includes  the  cost  of  making  roads, 
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delivering  and  installing  the  plant,  draining  the  site  of  the 
work,  salaries  of  foremen  and  others  on  the  idle  list  pend- 
ing the  beginning  of  work,  and  all  expenses  involved  in 
getting  ready  to  build  the  structure.  On  small  jobs  this 
item  of  development  expense  is  often  a  very  large  percent- 
age of  the  total  cost;  and  on  large  jobs  it  seldom  can  be 
neglected  in  estimating  probable  unit  costs. 

Development  expense  has  to  be  estimated  for  each  par- 
ticular job,  by  securing  fredght  rates  or  estimates  for 
carting,  etc.  In  some  cases  it  includes  temporary  road  build- 
ing, installing  pipes  for  water  supply,  etc. 

Plant  expense  includes  interest  and  depreciation  on  all 
tools,  machines,  buildings,  stored  materials,  trestles,  false- 
work; also  the  cost  of  maintaining  the  plant  during  its 
operation,  new  parts,  fuel,  oil,  etc. 

Materials  include  only  such  materials  as  actually  go  into 
the  finished  structure,  and  the  wastage  of  materials  due  to 
breakage  in  handling  or  sawing  and  shaping.  The  cost 
of  materials  includes  freight  and  hauling  to  the  site  of 
work. 

Labor  includes  all  skilled  and  common  labor,  except  fore- 
men, clerks  and  ofilce  men. 

Superintendence  and  general  expense  includes  foremen, 
managers,  timekeepers,  watchmen,  bookkeepers,  supply 
clerks,  rents,  taxes,  traveling  and  entertaining  expenses, 
stationery,  etc. 

To  the  experienced  contractor  an  enumeration  of  these 
items  may  seem  unnecessary,  but  it  is  indeed  surprising  to 
see  how  often  inexperienced  contractors  err  through  fail- 
ure to  consider  all  of  these  items.  Engineers,  and  not  al- 
ways young  engineers,  are  prone  to  omit  development  and 
plant  expense,  either  in  whole  or  in  part,  from  their  esti- 
mates of  cost. 

Plant  Expense;  Interest  and  Depreciation. — Plant 
expense  is  commonly  underestimated.  First  it  is  neces- 
sary to  consider  the  time  limit  allowed  for  the  work.  Then 
a  plant  must  be  figured  upon  that  will  perform  the  work 
at  least  20%  within  the  time  limit,  making  also  liberal  al- 
lowances for  bad  weather  delays,  as  well  as  for  delays  in 
delivering  and  installing  the  plant,  and  delays  due  to 
breakdowns.  Use  with  great  caution  the  figures  of  output 
given  in  most  catalogs;  they  are  almost  invariably  based 
upon  ideal  conditions,  and  not  infrequently  are  wholly  de- 
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ceptive.  Even  where  the  output  of  a  machine  U  correctly 
stated,  remember  that  such  an  output  may  not  be  possible. 
in  your  ease,  due  to  inability  to  get  materials  to  the  ma- 
chine or  away  from  it.  Consider  always  the  limiting  factor. 
A  derrick,  for  example,  may  be  able  to  handle  200  cu.  yds. 
a  day,  but  if  it  serves  a  few  men  working  in  a  confined 
space,  its  actual  output  may  not  be  30  cu.  yds.  Time  and 
again  this  self-evident  fact  has  not  been  evident  to  the  in- 
experienced man. 

To  give  another  example,  suppose  the  work  is  rock  ex- 
cavation. Do  not  guess  at  the  number  of  rock-drills  re- 
quired; but  estimate  the  probable  spacing  of  the  drill  holes 
in  the  given  kind  of  rock,  and  from  this  calculate  the  num- 
ber of  cubic  yards  of  rock  each  drill  will  break  daily  on  a 
basis  of,  say,  50  ft.  of  hole  drilled  per  machine  per  shift 
Knowing  the  time  limit,  compute  the  number  of  drills  re- 
quired; and,  knowing  the  number  of  drills,  compute  the 
boiler  power  required.  Guess  at  nothing.  If  you  have  no 
other  data,  secure,  by  letter,  some  estimates  of  output 
.  from  the  large  and  old  manufacturing  firms,  whose  esti- 
mates are  frequently  very  close  to  the  truth. 

Having  liberally  estimated  the  size  and  kind  of  plant  re- 
quired, and  having  secured  quotations  on  the  plant,  charge 
the  full  cost  of  the  plant  up  to  the  job  to  be  done,  and  de- 
termine how  many  cents  per  yard,  or  per  other  units  in- 
volved, are  thus  chargeable  to  first  cost  of  plant.  This  will 
give  a  maximum  charge,  and  it  is  well  to  know  the  worst. 
But  if  the  full  cost  of  a  plant  is  charged  to  a  small  job, 
some  other  contractor  will  probably  get  the  work.  Go, 
therefore,  to  a  dealer  in  second-hand  machinery,  and  ask 
him  to  name  a  fair  price  on  a  second-hand  plant  such  as 
yours  will  be  when  you  are  through  with  it.  If  you  can 
secure  a  tentative  bid  on  the  machinery,  you  will  have  a 
fairly  reliable  estimate  of  its  salvage  value.  In  most  cases 
you  can  form  some  estimate  of  the  salvage  value,  by  find- 
ing what  second-hand  plants  are  selling  for.  If  you  are 
still  afraid  that  your  charge  for  depreciation  will  be  so 
high  as  to  lose  the  job,  there  is  left  just  one  safe  way  of  es- 
timating, namely  to  secure  a  rental  quotation.  There  are 
many  firms  who  make  a  business  of  renting  contracting 
plants,  and  such  a  plant  as  is  wanted  can  usually  be  rented 
for  a  daily  or  mouthy  price  that  includes  ordinary  wear  and 
tear.     The  longer  the  plant  is  to-  be  used  the  lower  the 
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dvxWy  t«LlC!»    of  rent,  therefore   be  careful  to  secure  a  sliding 

scbA^  \e^%o.     A  hoisting  engine  and  boiler  may  be  rentecl  far, 

say,  %^  a    day.  if  the  period  is  to  be  30  days;  but,  for  each 

added  ^0  days,  there  should  be  a  reduction  in  the  rate,  down 

to.  say.  ^1.  beyond  which  no  further  reduction  is  glren.  The 

reason  why  such  a  sliding  scale  can  be  secured  is  briefly 

this: 

The  season  for  contract  work  is  usually  limited;  road 
work,  for  example.  Is  limited  to  the  summer  and  fall 
months.  Most  of  the  contracts  are  awarded  at  an  early 
date,  so  that  If  a  plant  remains  unrented  well  Into  the  sea- 
son, the  chance  of  renting  It  falls  off  rapidly.  Periods  of 
Idleness  between  times  of  rental  soon  cut  down  the  net  in- 
come from  a  plant,  yet  Interest  on  the  investment  goes  on 
uninterruptedly.  If  these  periods  of  idleness  can  be  re- 
duced the  owner  of  a  plant  can  afford  to  accept  a.  lower  per 
diem  rate  of  rental,  yet  be  a  gainer  at  the  end  of  the  year. 
Then,  too,  there  are  some  seasons  when  contractors  an'l 
their  plants  are  abundant,  and  work  is  scarce.  The  rev- 
enues from  such  plants  are  then  correspondingly  small. 

I  have  found  that  a  roadmaking  plant  does  not  average 
100  days  actually  worked  per  year.  A  10-ton  steam  roller 
costs,  say.  $2,500;  and.  if  Interest  Is  charged  at  6%  per  an- 
num, wo  have  $150  to  be  dlstrlbutel  over  100  days— not  over 
3G5  days,  as  many  engineers  have  done. 

Depreciation,  of  course,  does  not  go  on  as  rapidly  when  a 
plant  Is  Idle  as  when  working,  provided  the  plant  is  prop- 
erly housed  and  cared  for;   but  the  housing  and  the  car^ 
cost  money.     Moreover,  many  kinds  of  machines  become 
obsolete  in  a  few  years,  so  that  depreciation  cannot  be  sal^ 
^vholly  to  cease  while  the  plant  is  idle.    All  the  annual  de-— ' 
^y  eolation  and  all  the  cost  of  housing  and  caring  for  th^ 
>^y;»nt    should  be   distributed  over  the  avera^   number  o^ 
^^^  vs  actually   worked.     If,  on  a  10-ton  steam   roller,  the^ 
^  ^  /rjual  depreciation  is  $200,  we  have  $200  ~-  100,  or  $2  per< 
^vorked;  and  if  we  add  to  this  the  $1.50  per  day  charged  J 
^terest.  we  have?  a  total  of  $3.50  per  day  worked.    Now,- 
^  charge  shcuici   be  made  by    the    contractor  even  J 
^^  u.^es  his  ov^'T^  roller:  Indeed,  he  may  be  justified  - 
faking  a  greater   chtivge,  for,  if  he  does  not  have  the  - 
I  invested  in  the     ^^^^^^'  ^'^  working  capital  is  so  in- 
^^^  that  he  mav  ^'^^^  ^  larger  contract. 

''''''''  ^^  asked  'wX^^^  ^^^  ^""^^''"^^^  ^°^  depreciation  are 
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very  cominon  allowance  is  10%;  but  no  such  rough  gniessing 
is  indulged  in  by  either  a  careful  engineer  or  by  an  experi- 
enced contractor. 

Contingencies  is  an  item  used  to  insure  against  oversights 
and  ignorance.  On  work  where  sub-contracts  can  be  let  at 
once  for  the  materials,  there  is  practically  no  risk  taken 
on  materials,  hence  there  is  no  justification,  on  the  part  of 
the  contractor,  in  making  an  allowance  to  cover  contingen- 
cies on  materials.  The  engineer  who  designs  a  structure 
may  be  justified  in  making  such  an  allowance  to  cover  pos- 
sible bills  for  "extras,"  but  not  otherwise.  On  the  other 
hand,  it  is  often  wise  to  make  an  allowance  to  cover  pos- 
sible ineflaciency  of  laborers,  or  possible  strikes,  or  possible 
rise  in  rates  of  wages;  for,  after  estimating  the  average  cost 
of  labor  on  a  given  structure,  there  is  always  some  risk  of 
exceeding  the  average,  for  some  unforeseeable  reason.  On 
large  jobs  both  the  designing  engineer  and  the  contractor 
are  justified  in  adding  from  5  to  20%  to  estimated  labor  costs 
to  cover  contingencies.  If  the  price  of  materials  has  been 
steadily  rising,  then  a  study  should  be  made  of  price  curves 
extending  over  several  years  in  order  that  some  rational  al- 
lowance may  be  made  for  the  probable  rise  in  prices  of  ma- 
terials before  they  can  be  sub-contracted  for.  If,  on  the 
other  hand,  prices  are  on  the  downward  curve,  a  contractor 
may  feel  justified  in  bidding  lower  than  he  otherwise  would. 
The  best  way  to  arrive  at  an  allowance  for  contingencies 
is  to  keep  a  full  record  of  the  estimated  cost  of  each  item 
of  work,  and  subsequently  compare  it  with  the  actual  cost. 
In  this  way  it  will  be  found  that  there  is  seldom  a  job  on 
which  every  item  of  cost  can  be  accurately  predicted. 

Percentage  to  Allow  for  Profits. — In  a  number  of  edi- 
torial articles  in  Engineering  News,  I  have  discussed  this 
subject  at  length.  The  common  method  of  adding  uniform- 
ly 10  or  15%  for  profits  is  open  to  serious  objections,  among 
which  are  the  following:  (1)  The  percentage  to  add  for 
profits  on  materials  should  usually  be  less  than  the  per- 
centage to  add  for  profits  on  labor,  particularly  when 
profits  and  contingencies  are  lumped  together;  (2)  The 
time  element  and  the  size  of  the  job  should  always  be  lac- 
tors  in  considering  profits,  for  profits  are,  strictly  speaking, 
the  salaries  of  the  contractors;  (3)  The  number  of  dollars' 
worth  of  contract  work  that  can  be  secured  and  handled 
each  average  year  must  be  considered,  for  the  reason  just 
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given;  (4)  The  percentage  for  profits  is  often  made  to  in- 
clude interest  on  plant  and  on  cash  capital  invested,  and,  if 
so,  there  is  added  reason  for  not  using  a  uniform  percentage 
like  15%. 

That  there  is  need  of  calling  attention  to  these  elementary 
principles  is  apparent  when  one  notes  erroneous  statements 
found  in  many  text-books. 

On  materials,  such  as  brick,  timber  and  steel,  that  can 
be  bought  by  sub-contract  immediately  after  the  award  of 
the  main  contract,  one  may  estimate  a  low  profit,  say,  10 
or  15%;  but  on  labor  the  profit  should  usually  range  from 
15  to  25%,  or  even  higher  if  contingencies  are  included  in 
the  percentage  allowed  for  profits. 

On  contract  work  that  can  be  done  only  during  a  few 
months  of  the  year,  and  especially  on  work  requiring  a 
large  investment  in  plant,  such  for  example  as  macadam 
road  work,  the  percentage  of  profits  must  usually  be  above 
the  average  of  the  percentage  on  work  that  extends  over  a 
longer  period.  If  engineers  fully  realized  the  importance 
of  this  fact  they  would  be  at  more  pains  to  award  all  high- 
way contracts  early  in  the  spring  of  the  year,  so  that  a 
longer  season  would  be  available  than  is  now  the  case. 

List   Prices   and   Discounts. — ^The   prices   of   machines 
and  materials  printed  in  catalogs  are  usually  subject  to  dis- 
count.    On  some  standard  materials,  like  vitrified  pipe,  the 
discount  is  often  so  large  as  to  make  the  list  prices  of  no 
value  at  all  in'  preparing  an  estimate,  unless  the  estimator 
knows  approximately  what  the  discount  is. 
Discounts  are  often  quoted  thus:  80%  and  10%,  or  "eighty 
I  ■    and  ten."    This  does  not  mean  that  the  discount  is  90%,  but 
I      that  80%   is  first  to  be  deducted  and  then    10%    is    to    be 
\      deducted  from  the  discounted  price.    Thus,  if  the  list  price 
i      is  80  cts.,  deducting  80%  makes  the  discounted  price  16  cts. 
I      Then  deducting  10%  from  16  ots.  leaves  the  net  price  of 
I      14.4  cts. 

i  In  considering  the  purchase  of  a  machine,  always  con- 
[  sider  the  net  prices  of  the  parts  that  must  be  renewed  most 
;  frequently.  A  machine  cheap  in  first  cost  is  often  dear  in 
■  maintenance,  due  to  the  high  prices  charged  for  renewal 
parts. 

Insnrance  of  Workmen. — There  are  a  number  of  cas- 
ualty companies  that  make  a  business  of  insuring  a  con- 
tractor against  accidents  to  workmen  and  against  accidents 
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11.  Cost  of  trestles,  falsework^  bracing,  forms  and  tem- 
porary supports. 

12.  Quarry  rent,  sand  pit  rent,  timber  stumpage,  etc. 

13.  Cost  of  materials  f.  o.  b.  for  a  unit  of  the  structure, 
including  wastage. 

14.  Freight  on  materials. 

15.  Cost  of  unloading,  hauling  and  storing  of  materials. 

16.  Cost  of  delivery  and  re-handling  materials  until  at 
the  place  to  be  used. 

17.  Labor  of  handling,  shaping  and  placing  materials. 

18.  Foremen's  salaries. 

19.  •Salaries    of    watchmen,    timekeepers,    clerks,     book- 
keepers, etc 

20.  Office  and  traveling  expenses. 

21.  Interest  on  cash  capital  (plant  not  included). 

22.  Taxes,  licenses  and  insurance  of  property. 

23.  Insurance  of  workmen  and  the  public  against  accident. 

24.  Premium   paid  to  bondsmen  or  surety  company  for 
bond  required. 

25.  Advertising,  legal  expense,  charity. 

26.  Discount  on  warrants,  notes  or  other  paper  payments 
for  work  done. 

27.  Percentage  added  to  materials  and  percentage  added 
to  labor,  to  cover  eontingencles. 

28.  Percentage  added  for  profits. 

Unbalanoed  Bids. — ^A  bid  is  said  to  be  unbalanced  when 
too  high  a  price  is  purposely  bid  upon  one  or  more  items, 
accompanied  by  an  offsetting  low  price  on  one  or  more  of 
the  remaining  items.  Thus,  if  a  fair  bidding  price  for  earth 
excavation  is  25  cts.  per  cu.  yd.,  and  for  rock,  $1.00  per  cu. 
yd.,  the  following  forms  an  example  of  a  bid  that  is  bal- 
anced, and  one  that  is  unbalanced: 

Balanced  Bid. 

1,000  cu.  yds.  rock,  at  $1.00    $1,000 

20,000    "      "    earth,   at   $0.25    5,000 

Total    $6,000 

Unbalanced  Bid. 

1,000  cu.  yds.  rock,  at  $2.00   $2,000 

20,000    "     "    earth,   at  $0.20    4,000 


Total    $6,000 
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It  will  be  seen  that  the  total  bid,  $6,000,  is  the  same  in 
both  cases.  In  the  second  case,  however,  the  |2  bid  on  reels 
is  altogether  too  high,  and  the  20-ct.  bid  on  earth  is  too  low, 
hence  the  bid  is  unbalanced.  The  objects  of  unbalancing 
bids  are  three:  (1)  To  secure  an  abnormally  high  profit  on 
any  item  the  yardage  (or  quantity)  of  which  is  likely  to  be 
increased  after  the  contract  has  been  awarded;  (2)  To  se- 
cure a  large  profit  on  the  items  of  work  that  must  be  done 
first,  thus  skimming  the  cream  of  the  contract  in  the  very 
beginning;  (3)  to  conceal  from  engineers  and  from  competi- 
tors what  each  item  of  work  is  actually  worth. 

To  prevent  the  unbalancing  of  bids,  engineers  resort  to 
various  expedients,  among  which  are  the  following:  (1) 
Insertion  of  a  clause  in  the  "invitation  to  bidders"  warning 
them  that  an  unbalanced  bid  will  cause  the  rejection  of  the 
bid;  (2)  requiring  a  lump-sum  bid  on  the  work;  (3)  publish- 
ing the  engineer's  schedule  of  items  and  an  estimated  price 
for  each  item,  then  requiring  either  (a)  that  each  contractor 
shall  bid  a  uniform  percentage  on  all  the  items,  or  (b)  that 
the  contractor  shall  bid  his  own  price  on  each  item«  no 
unit  price  being  in  excess  of  a  certain  percentage  of  the  en- 
gineer's estimated  unit  price.  The  first  of  these  two  meth- 
ods is  called  the  "percentage  method  of  bidding."  I  Imve 
discussed  the  advantages  and  disadvantages  of  each  of  these 
methods  in  the  editorial  columns  of  Engineering  News 
(1903-1905). 

A  fourth  method  of  preventing  unbalancing  of  bids  on 
small  items  likely  to  be  increased  in  quantity  may  be  sug- 
gested. It  would  consist  in  naming  a  definite  unit  price 
that  will  be  paid  on  each  of  the  minor  items,  and  leaving 
the  contractor  free  to  bid  his  own  prices  on  the  other  items. 

The  greatest  danger  from  an  unbalanced  bid  lies  in  sub- 
sequent change  of  quantities.  Suppose  that  in  the  above 
given  example,  actual  work  discloses  that  a  far  greater 
quantity  of  rock  exists  than  the  1,000  cu.  yds.  given  in  the 
bidding  sheet.  Suppose  the  actual  quantities  in  the  final 
estimate  are  reversed,  and  that  there  are  20,000  cu.  yds.  of 
rock  and  1,000  cu.  yds.  of  earth.  We  then  have  these  re- 
sults: 

Balanced  Bid. 

20.000  cu.  yds.  rock,    at    $1.00    $20,000 

1,000    •*     ••    earth  at  $0.25 250 

Total   $20,250 
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Tin-balanced  Bid. 

20,000  cu.  yds.  rock,  at  |2.00   140,000 

1.000    "      "    earth,  at  $0.20  200 

Total    , $40,200 

We  see  that  if  the  unbalanced  bid  is  a<;cepted  the  work 
costs  in  the  end  almost  twice  as  much  as  it  would  have  cost 
had  the  balanced  bid  been  accepted;  yet  the  two  bids  were 
the  same  ($6,000),  according  to  the  preliminary  estimate. 

It  rarely  happens  that  such  an  extreme  case  as  this  occurs 
in  practice,  although  I  have  known  several  quite  as  bad. 
The  principle,  however,  is  best  illustrated  by  an  extreme 
example. 

It  is  common  practice  among  paving  contractors  in  many 
cities  to  unbalance  their  bids  for  the  sake  of  concealing 
their  estimates  of  actual  worth;  as,  for  example,  among 
asphalt  paving  companies.  Bidding  prices  must,  therefore, 
be  looked  upon  with  suspicion  always,  especially  wnen 
used  as  guides  for  estimating. 

An  unbalanced  bid  is  a  two-edged  sword.  It  may  actu- 
ally ruin  the  contractor  that  makes  it,  if  it  happens  that  he 
has  erred  and  that  the  quantities  on  which  he  has  bid  too 
low  are  greatly  increased,  without  a  corresiwnding  increase 
in  the  quantities  on  which  he  has  bid  high.  Like  all  tricky 
practices,  it  is  a  dangerous  one. 

Causes  of  Underestiinates. — Engineers  have  been  said 
to  be  men  who  can  be  relied  upon  in  every  respect  save  one 
-^ability  to  predict  the  cost  of  work.  The  reasons  why 
engineers*  estimates  are  so  often  unreliable  may  be  enum- 
erated as  follows: 

1.  Students  of  engineering  are  seldom  trained  in  the  art 
of  cost  estimating,  but  left  to  acquire  that  art  haphazard 
after   graduation. 

2.  Articles  descriptive  of  engineering  structures  seldom 
contain  an  analysis  of  the  unit  costs. 

3.  A  subsurface  survey  is  frequently  not  made;  and,  as  a 
consequence,  unexpected  materials  are  encountered  in  ex- 
cavating. 

4.  A  study  of  the  sources  of  local  materials,  their  suita- 
bility for  the  work,  and  their  unit  cost  delivered,  is  often 
not  made;  and.  as  a  result,  specifications  are  frequently 
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drawn  that  cannot  be  lired  ap  to  except  by  importing  mate- 
rials at  great  expense. 

5.  The  co0t  of  clearing,  and  draining  the  work  is  often 
underf.'Kti mated «  or  ignored  entirely. 

6.  The  cost  of  temporary  bracing,  supports,  roadways,  and 
deveU/pment  expenses  are  frequently  underestimated  or 
omitted. 

7.  Delays  due  to  bad  weather,  and  delays  incident  'to  the 
Mhifting  of  plant  from  place  to  place  are  often  not  consid- 
ered. 

8.  Interest  and  depreciation  of  plant,  and  the  percentage 
for  profits,  are  usually  underestimated. 

9.  Inadequate  allowance  is  made  for  superintendence  and 
general  expense. 

10.  The  cost  of  inspection  and  engineering  may  be  under- 
estimated. 

11.  I>cgal  expenses  due  to  the  abandonment  of  the  work 
by  a  contractor,  or  due  to  suits  brought  by  those  who  claim 
damages  to  life,  limb  or  property,  are  generally  not  allowed 
for. 

12.  Changes  in  the  alinement  or  in  the  design,  made  after 
contracts  have  been  awarded,  may  result  in  large  claims  for 
extra  (compensation. 

13.  OmiHHions  due  to  carelessness  or  ignorance  of  subor- 
dinates in  the  onglnoerlng  staft  may  result  in  further  claims 
for  extras. 

14.  Kates  of  wages  and  prices  of  materials  may  rise;  and, 
If  the  work  is  large,  the  work  itself  may  be  the  cause  of 
Rueh  Increases. 

15.  When  high  wages  are  due  to  scarcity  of  men,  an  "in- 
clependeneo"  is  bred  In  the  workmen  which  decreases  their 
e  (Tic!  envy. 

10.  A  large  number  of  competent  foremen  frequently  can 
not  be  seen  red  for  extended  work,  resulting  in  decreased 
etPeleney  of  workmen. 

17.  If  an  estimate  is  based  upon  previous  contract  prices 
there  Ih  grave  dangor  oX  error,  due  to  change  in  conditions, 
u  aim  la  need  bids.  etc. 

tvS.  If  \inlt  prices  are  estimated  before  the  specifications 
are  drawn,  vlie  speoitloatlon  requirements  may  be  made 
8uoh  as  greatly  to  Inon^ise  the  cost  of  important  items. 

IIV  Limiting  oompetltlon  by  the  drawing  of  unfair,  or  in- 
dvltnlto  i«povl(U\Mtlons.  Is  a  common  cause  of  high  bidding 
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prices.  Severe  interpretation  of  indefinite  clauses  often 
causes  failure  of  contracting  firms,  and  the  history  of  such 
failures  operates  to  limit  subsequent  competition,  and  raise 
prices. 

20.  Contractors  may  combine,  especially  where  the  work 
is  let  in  very  large  contracts,  and  raise  prices. 

Unif  ormity  in.  Units  of  Measurement. — The  economic 
importance  of  uniformity  in  units  of  measurement  cannot 
be  overestimated.  To  illustrate:  The  common  unit  of  con- 
crete work  is  the  cubic  yard,  but  it  is  customary  to  meas- 
ure cement  walks  in  square  feet  Now  this  leads  to  many 
blunders,  not  only  in  estimating  the  cost  of  walks  but  in 
effecting  reductions  in  cost.  Not  only  does  the  thickness  of 
cement  walks  vary  widely,  but  the  proportion  of  cement  to 
sand  in  each  layer  of  the  walk  is  a  variable.  Therefore,  to 
say  that  it  takes  so  many  barrels  of  cement  to  make  100 
sq.  ft.  of  walk  means  next  to  nothing  unless  the  plans  and 
specifications  for  the  walk  are  also  given.  For  purposes 
of  accurate  estimating  it  is  necessary  to  prepare  tables  of 
cost  of  mortars  and  concretes  in  terms  of  the  cubic  yard; 
then  by  remembering  that  100  sq.  ft.  having  a  thickness  of 
1  In.  are  almost  exactly  0.3  cu.  yd..  It  is  a  simple  matter  to 
convert  costs  per  cubic  yard  into  costs  per  square  foot. 

Not  only  in  computing  costs  of  cement  walks,  and  the 
like,  but  in  redncing  costs,  does  It  aid  us  to  use  the  cubic 
yard  as  the  unit;  for  it  enables  us  to  make  comparisons,  and 
thereby  discover  inefficiency  of  workers.  Elsewhere  In  this 
hook  a  case  is  cited  where  the  labor  cost  of  the  face  mor- 
tar for  a  concrete  wall  was  out  of  all  proportion  to  what 
it  should  have  been.  Had  the  contractor  estimated  the 
cost  of  this  mortar  in  cubic  yards,  he  would  have  discovered 
that  it  was  excessive.  The  labor  of  mixing  mortar  should 
not  be  much  greater  than  the  labor  of  mixing  concrete  per 
cubic  yard,  nor  should  the  labor  of  conveying  the  mortar  In 
wheelbarrows  be  greater.  The  labor  of  placing  It  in  a  thin 
layer  is  obviously  greater  than  for  placing  concrete  in  thick 
layers;  but,  in  the  case  mentioned,  the  contractor  was  los- 
ing his  money  in  mixing  and  conveying  the  mortar.  He 
had  not  recognized  the  fact  because  he  had  not  reduced  Its 
cost  to  dollars  per  cubic  yard  of  mortar. 

In  like  manner,  one  may  often  see  money  wasted  in  mak- 
ing and  delivering  mortar  to  bricklayers  and  masons,  be- 
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cause  the  cost  of  the  mortar  itself  in  terms  of  the  cubic  yard 
of  mortar — not  of  masonry — has  not  been  calculated. 

The  cost  of  labor  on  forms  and  falsework  should  always 
be  recorded  in  terms  of  1,000  ft.  B.  M.,  as  the  unit;  for  that 
is  the  common  unit  of  timber  work,  and,  being  so,  ready 
comparisons  can  be  made  only  in  dollars  per  M.  B.  M. 

It  is  surprising  how  few  managers  of  men  have  realized 
the  value  of  reducing  the  cost  of  each  item  of  work  to  units 
that  are  comparable;  and  by  this  I  mean  units  in  terms  of 
which  entirely  different  classes  of  work  may  be  compared. 
Thus,  in  a  brick  pavement  there  is  grout  used  between  the 
joints.  This  grout  is  a  thin  cement  mortar,  and  it  averages, 
let  us  say,  6  cts.  per  sq.  ft.  of  pavement  Now,  what  does 
it  average  per  cubic  yard  of  grout?  Probably  not  one  pav- 
ing contractor  in  a  thousand  knows;  but  until  he  does  know 
he  cannot  compare  the  cost  of  grouting  with  the  cost  of 
other  kinds  of  cement  work.  Many  a  time  have  I  had  my 
eyes  opened  to  unsuspected  losses  and  inefficiencies  only  by 
reducing  the  costs  of  the  elements  of  work  to  units  com- 
parable with  the. units  of  similar  work  in  other  fields. 

The  ton  is  a  very  convenient  unit  to  use  when  comparing 
the  cost  of  loading  and  handling  materials  of  all  kinds. 
The  ton  of  brick,  the  ton  of  gravel,  the  ton  of  timber,  the 
ton  of  cast  iron  pipe,  are  loaded  upon  wagons  by  hand  at 
a  cost  differing  not  so  miuch,  one  from  the  other,  as  might 
at  first  be  supposed.  When  reliable  data  are  not  available 
for  estimating  the  cost  of  handling  any  given  material,  by 
reducing  it  to  tons  an  approximate  estimate  can  usually  be 
made  that  will  be  satisfactory — at  any  rate  far  more  reliable 
than  a  guess. 

Subletting  Work  and  Purchasing  Materials,— There 
is  seldom  a  contract  that  does  not  involve  subcontracting, 
even  when  the  original  contract  specially  prohibits  sub- 
contracting. Every  purchase  of  materials  for  which  cash 
is  not  paid  at  once  is  a  subcontract.  The  term  subcontract- 
ing, however,  is  commonly  applied  to  the  awarding  of  a 
contract  by  the  contractor;  the  subcontractor  being  one 
who  undertakes  to  furnish  the  labor  and  materials  neces- 
sary to  perform  a  given  portion  of  the  original  contract. 
Whether  it  be  a  purchase  of  materials  or  an  award  of  a 
subcontract,  there  is  one  thing  the  contractor  should  never 
neglect  to  do,  and  that  is  to  attach  a  copy  of  the  original 
specifications  to  his  letter  or  to  his  subcontract.    In  his  let- 
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ter  or  his  snbcontract  he  should  make  definite  reference  to 
the  attached  specifications,  stating  that  the  materials,  or 
the  work,  or  both,  must  conform  to  those  specifications. 
Failure  to  do  this  may  lead  to  serious  misunderstandings 
and  loss.  For  example,  in  ordering  paving  bricks  from  a 
factory  if  the  contractor  fails  to  say  that  they  must  be  sul>- 
ject  to  the  inspection  and  tests  of  the  engineer,  and  if  a 
large  percentage  of  the  bricks  are  "culled"  (rejected),  the 
manufacturer  may  refuse  to  supply  other  bricks  to  replace 
the  "culls." 

Another  point  that  should  never  be  overlooked  is  to  have 
a  written  contract  (an  exchange  of  letters  will  suffice)  for 
any  materials  or  work  involving  a  sum  in  excess  of  the  sum 
specified  in  the  Statute  of  Frauds  of  the  State  in  which  the 
material  is  purchased.  In  some  States  this  sum  is  less 
than  |100  and  in  others  it  is  $500.  Any  verbal  contract, 
no  matter  how  many  witnesses  may  be  brought,  is  voidable 
if  the  sum  involved  is  in  excess  of  that  prescribed  in  the 
Statute  of  Frauds.  It  is  startling  to  find  how  many  con- 
tractors are  ignorant  of  this  law.  Once  the  materials 
ordered  under  verbal  contract  have  been  delivered  and  ac- 
cepted, the  verbal  contract  as  to  price  becomes  binding. 

It  is  poor  practice,  in  my  judgment,  to  buy  or  rent  any- 
thing by  word  of  mouth;  and  foremen  should  be  required 
to  m*ake  all  purchases  by  written  order,  keeping  a  carbon 
copy.  All  renting  of  tools  or  plant  should  be  recorded 
in  writing,  by  an  exchange  of  letters  or  otherwise,  so  as  to 
have  the  terms  of  the  rental  signed  by  both  parties.  I  have 
had  the  verbal  rental  of  a  plow  by  a  forem'an  cost  me  $100 
in  lawyers*  fees,  etc. 

A  few  suggestions-  regarding  the  subletting  of  work: 
Subletting  should  not  be  forbidden  in  the  original  contract. 
Repeated  subletting  of  the  same  part  of  a  job  may  be,  and 
often  is,  pernicious  in  its  effect  upon  the  quality  of  the 
work.  One  subletting  often  results  in  lower  cost  of  work, 
for  a  subcontractor  who  gives  all  his  attention  to  a  small 
job  can  usually  get  the  workmen  to  do  more  work  than  a 
large  contractor  who  has  many  things  to  attend  to.  The 
subcontractor  is  really  a  superintendent  or  foreman  whose 
salary  is  paid  in  profits;  and  he  has  the  best  possible  spur 
to  secure  the  greatest  possible  economy. 

The  letting  of  several  independent  contracts  for  the  dif- 
ferent parts  of  a  structure  generally  leads  to  delays  and 
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claims  for  extras  due  to  delays.  One  independent  con- 
tractor may  purposely  delay  another.  All  this  is  avoided 
by  awarding  the  whole  structure  to  one  contractor,  who  can 
usually  manage  several  subcontractors  much  t)etter  than 

several  independent  contractors  can  be  managed  'by  an 
engineer. 

Contract  vs.  Day-Labor  Work. — -In  spite  of  the  fact 
that  railway  companies,  mining  companies  and  manufac- 
turers have  learned,  through  long  experience,  that  it  is 
cheaper  to  do  work  by  contract  than  by  day  labor  under 
their  own  superintendents,  every  little  while  some  engineer 
thinks  that  he  has  discovered  a  better  way  of  doing  work 
than  by  contract  In  my  judgment  the  ideal  system  of 
doing  every  kind  of  work  in  the  world  is  by  contract.  I 
include  under  contract  work  all  piece-work,  for  in  the  case 
of  piece-work  the  contract  is  with  an  individual  who  is  paid 
at  a  specified  rate  per  unit. 

The  reason  for  the  economic  effectiveness  of  contract 
work  is  this:  The  vast  majority  of  men  need  more  of  a 
spur  than  the  fear  of  discharge  for  incompetency.  Fore- 
men and  superintendents  are  no  exception  to  this  rule.  A 
contractor  is  a  foreman  or  superintendent  whose  spur  to 
activity  and  to  the  exercise  of  his  brain  is  the  knowledge 
that  his  salary  is  his  profits,  and  that  his  profits  depend 
upon  his  own  efforts. 

Occasionally  a  man  may  be  found  who  needs  no  such  spur 
— or  thinks  he  doesn't — and  he  may  handle  work  for  his 
employers  as  cheaply  as  it  can  be  done  by  contract  There 
are  other  men  who,  through  ignorance  as  to  the  cost  of 
plant  maintenance  and  the  hundred  and  one  small  items 
forming  "general  expenses,"  overestimate  the  profits  on 
contract  work,  and  honestly  believe  that  their  employers 
can  do  work  more  profitably  by  day  labor. 

When  examples  are  cited  to  prove  the  economy  of  work- 
ing by  day  labor,  as  compared  with  contract  work,  it  is  wise 
to  ask  for  the  written  specifications  under  which  the  work 
was  advertised  and  for  the  written  specifications  under 
which  the  work  was  actually  done.  An  ambiguous  specifi- 
cation will  force  careful  contractors  to  bid  high.  That 
kind  of  a  specification  is  usually  interpreted  in  the  most 
lenient  manner  by  the  engineer  who  drew  it,  if  he  himself 
does  the  work  under  it  by  day  labor.      No  fair  comparison 
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can  be  made  between  contractor's  bids  and  costs  by  day 
labor  under  such  conditions. 

Political  and  social  favoritism  operates  in  the  highest 
degree  under  the  day-labor  system  of  doing  work.  But  no 
kind  of  favoritism,  save  that  due  to  demonstrated  efficiency, 
influences  a  contractor  in  selecting  foremen  oi  men — pro- 
vided he  is  free  from  labor  union  tyranny. 

There  is  one  condition  under  which  day-labor  work  may 
prove  more  economic  than  contract  work.  When  it  is  im- 
possible, without  undue  expense,  to  predict  with  accuracy 
the  quality  and  quantity  of  each  important  item  of  work, 
then  it  often  proves  more  economic  to  do  the  work  by  day 
labor,  for  bills  of  extras  and  law  suits  are  thus  avoided. 
Work  that  cannot  be  readily  measured  and  inspected  comes 
under  this  head.  Thus,  it  is  difficult  to  measure  and  in- 
spect street-sweeping,  railway  track  maintenance,  and  many 
other  kinds  of  work,  which  are  at  present  done  best  by 
day- labor.  My  belief  is,  however,  that  much  of  this  class 
of  work  can  be  measured  and  inspected  and  predicted  as  to 
quantity  and  quality,  provided  brains  are  put  into  an  effort 
to  devise  ways  and  means. 

Contracting  by  the  paying  of  the  actual  cost  plus  a  per- 
centage is  one  way  of  doing  certain  classes  of  work  more 
economically  than  by  day  labor.  The  objection  to  this 
method  is  that  it  puts  a  premium  on  sloth. 

A  better  plan  is  to  pay  the  contractor  the  actual  cost  plus 
a  fixed  sum  agreed  upon  in  advance.     This  makes  it  no 
object  to  be  lazy,  for  the  contractor  has  a  strong  incentive 
to  finish  the  work  as  rapidly  as  possible  in  order  to  be  free 
to  take  another  contract.    For  difficult  work,  for  rush  work, 
and  especially  for  building  construction,  this  plan  of  "cost 
plus  a  fixed  sum"  has  some  good  features  in  its  favor.   Some 
architects*  speciflcationa  are  things  ''fearfully  and  wonder- 
fully made,"  and  their  inspection  of  work  is  often  worse 
than  their  specification — both  leading  to  the  scamping  of 
work  and  to  unreasonably  large  bills  for  extras.    These  are 
avoided  under  the  "cost  plus  a  fixed  sum"  contract. 

Wherever  piece-work  can  be  done  there  is  no  need  of  a 
contractor  (using  the  term  in  its  commonly  accepted  sense), 
^or  every  worker  is  then  a  contractor;  but  where  piece- 
work is  impracticable  the  most    economic    way,    in    the 
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long  run.  Is  to  award  contract^  for  all  work  that  can  be 
fully  and  clearly  specified  as  to  quantity  and  quality.  Other 
work  may  often  be  cheaper  **by  the  day,'* 
Instmotions     to     Superintendents     and    Foremen. — 

Some  of  the  most  cmccessful  contracting  firms  have  sets  of 
rules  and  instructions  printed  for  the  use  of  foremen  and 
others.  Certain  of  the  "rules"  are  infiexible  and  must  be 
obeyed;  others  are  more  In  the  nature  of  suggestions  in- 
tended to  guide  the  foreman  in  doing  his  work,  handling  his 
men,  purchasing  materials,  and  the  like. 

I  will  give  a  list  of  instructions  that  is  by  no  means  ex- 
haustive, but  varied  enough  to  give  some  hints  as  to  the 
character  of  a  set  of  instructions.  Rules  such  as  these 
can  be  mimeographed  on  small  sheets  of  paper  and  bound 
together  with  clips,  so  that  they  can  be  carried  In  the. 
pocket  for  reference. 

1.  When  a  foreman  arrives  at  a  place  where  he  is  to  have 
charge  of  work,  he  must  notify  the  home  office  at  once  by 
postal  card,  giving  the  address  of  his  boarding  place  and 
his  office  address. 

2.  A  daily  report  must  be  sent  to  the  home  office  on  the 
blanks  provided.  If  no  work  is  being  done,  still  a  report 
must  be  sent  in  stating  that  fact,  and  giving  reasons  for 
delays,  etc. 

3.  Each  foreman  must  keep  a  small  diary  in  which  to  jot 
down  the  principal  events  of  the  day.  Such  a  diary  may 
be  of  great  value  in  case  of  a  law  suit 

4.  Each  foreman  must  write  all  orders  for  materials, 
supplies,  etc.,  in  the  book  provided  for  the  purpose,  so  that 
a  carbon  copy  of  every  order  will  be  kept  He  must  be 
oart^ful  to  insert  the  day  of  the  month.  When  a  foreman 
wishes  grading  stakes,  or  instructions  from  engineers  in 
oharg<^  of  work,  let  him  send  a  written  order  to  tiie  engi- 
neer stating  exactly  what  is  wanted.  This  precaution  may 
save  misunderstandings  and  delays,  and  the  carbon  copy 
ot  such  an  order  is  often  useful  to  check  the  memory.  The 
s^xMior  a  foreman  learns  to  be  methodical  in  such  small 
matters,  the  soi>ner  will  he  be  fitted  to  handle  larger  msLt- 
tor>i 

o  Nv>  supt^rlntendent.  walking-boss,  engineer,  time- 
ktv;vr.  or  othor  employee  of  this  firm,  is  permitted  to  give 
an  order  dirwt  to  any  workman,  except  in  case  of  great 
emerjct^aoy.       Xoi  even  a  member  of  this  firm  is  exempt 
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from  this  rule.  The  foreman  in  direct  charge  of  a  gang 
of  men  is  the  only  man  permitted  to  instruct  his  men  what 
to  do.  He  is  the  ofllcer  in  charge,  and  his  superior  officiTs 
must  not  intentionally  or  unintentionally  degrade  him  in 
the  eyes  of  his  men,  by  issuing  orders  over  his  head. 

6.  A  foreman  is  not  permitted  to  work  with  his  men.  He 
is  employed  to  use  his  wits,  not  his  hands.  Occasionally 
he  must  instruct  a  man  how  to  do  his  work,  but  he  must 
teach  the  man  and  not  attempt  to  take  the  man's  place. 
It  may  take  a  foreman  longer  to  teach  a  man  than  to  do  it 
himself;  nevertheless  it  is  cheaper  in  the  long  run  to  teach 
the  man. 

7.  Do  not  use  laborers  to  do  the  work  of  masons  or  car- 
penters, but  provide  a  sufficient  number  of  laborers  to  assist 
the  skilled  workmen.  A  15-ct.  man  can  lift  as  many 
pounds  of  wood  or  stone  as  a  50-ct.  man.  Exercise  your 
wits  in  keeping  each  class  of  men  busy  at  their  particular 
class  of  work. 

8.  In  rainy  weather  keep  all  steady-pay  men  busy  over- 
hauling machines  and  tools,  sharpening  tools,  branding 
tools,  splicing  ropes,  etc. 

9.  Rush  all  percentage  or  force-account  work  exactly  as  if 
it  were  part  of  the  regular  contract.  The  reputation  of 
this  firm  is  worth  more  money  than  can  ever  be  made  by 
"making  work  last." 

10.  Small  jobs  of  extra  work  are  usually  taken  on  a  basis 
of  20%  profit  on  both  materials  and  labor.  This  leaves 
but  a  small  margin  of  profit  after  deducting  general  ex- 
penses. It  is  particularly  desirable  to  work  as  many  men 
as  possible  on  a  small  job,  so  as  to  reduce  the  percentage 
of  general  expenses. 

11.  Keep  the  addresses  of  good  workmen. 

12.  Do  not  be  a  "good  fellow"  with  the  men  under  you 
after  working  hours,  or  you  will  lose  their  respect  Re- 
member the  old  adage,  "Familiarity  breeds  contempt." 

13.  In  case  of  any  accident  to  a  workman  or  to  a  spec- 
tator,* notify  the  home  office  at  once  by  letter.  If  the  acci- 
dent is  fatal,  notify  by  telegraph  or  telephone.  We  are 
insured  against  such  accidents,  but  by  the  terms  of  our 
policy  we  must  notify  the  insurance  company  within  24  hrs. 

14.  The  best  and  cheapest  insurance  against  accidents  is 
care.  Provide  barricades,  warning  notices  and  red  lights 
wherever  an  excavation  is  made.      Even  a  small  hole  un- 
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protected  may  cause  the  loss  of  a  life,  for  which  the  courts 
may  hold  this  firm  responsible.  When  a  street  is  closed 
by  barricades,  do  not  permit  an  outsider  to  enter  even  at 
his  own  risk;  for  should  an  accident  occur  a  law  suit  is 
certain  to  follow  regardless  of  the  rights  involved. 

15.  Accept  no  orders  for  extra  work  except  in  writing, 
and  forward  such  orders  at  once  to  the  home  office. 

16.  Fill  in  your  expense  account  blank  every  Saturday 
night  and  send  to  the  home  office. 

17.  When  plans  are  received  indorse  your  name  upon 
them,  with  the  day  of  the  month  and  year.  Write  on  blue- 
prints with  a  red  pencil. 

18.  Avoid  all  controversy  with  an  engineer  or  inspector. 
A  small  quarrel  often  leads  to  a  big  loss.  Notify  the  home 
office  in  case  of  unfair  or  unreasonable  orders. 

19.  When  a  car  arrives,  record  its  number  and  character 
of  contents.  Remember  that  a  demurrage  is  charged  on 
all  car-freight  held  more  than  72  hours;  but  on  most  roads 
demurrage  is  estimated  by  averaging.  Thus,  if  one  car  is 
held  24  hours  before  unloading,  and  another  is  held  96 
hours;    the  average  is  (24  +  96)  -^  2,  or  60  hours. 

20.  Pile  lumber  with  the  boards  slantirfg  so  that  water 
will  drain  off.  Lay  as  few  boards  or  timbers  directly  on  the 
ground  as  possible.  See  that  the  top  layer  of  boards  is 
turned  over  occasionally  to  prevent  warping. 

21.  Insure  all  lumber  and  timberwork  against  fire. 

22.  Count  and  measure  all  sticks  of  timber  to  check  the 
bill.  To  calculate  the  number  of  feet  board  measure  (ft 
B.  M.)  in  a  sawed  stick  of  timber,  multiply  the  width  in 
inches  by  the  thickness  in  inches,  divide  this  product  by  12, 
and  multiply  the  quotient  by  the  length  of  the  stick  in  feet. 

23.  See  that  all  shipments  of  materials  are  counted  or 
measured,  and  recorded. 

24.  For  convenience  in  estimating  the  weight  of  materials 
remember  the  following: 

Cu.  ft  per  ton 
Material.  of  2,000  lbs. 

Water  (62i/ij  lbs.  per  cu.  ft.)    32 

Sand   or  gravel    20 

Broken  sandstone,  limestone  or  granite 22 

Broken   trap-reck 20 

Solid   blocks  of  granite 12 

Coal,   broken    40 
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Of^en  white  oak  is  heavier  than  water,  and  weighs  more 
than.  5  lbs.  per  ft  B.  M.  (there  being  12  ft  B.  M.  per  cu.  ft.) 
Green  southern  yellow  pine  weighs  4%  lbs.  per  ft  B.  M. 
Kiln  dried  oak  weighs  3%  lbs.  per  ft  B.  M.;  and  kiln  dried 
yellow  pine  weighs  3  lbs.  per  ft  B.  M.  In  any  case,  by 
floating  a  block  of  wood  in  water  and  measuring  the  total 
depth  of  the  block  and  the  submerged  depth,  the  weight 
can  be  calculated  by  simple  proportion,  thus: 

Depth  of  block  submerged:  Total  depth  of  block  ::  The 
weight  per  fi.  B.  M.:  5.2.  Thus  if  the  block  is  6  ins.  deep, 
and  4  ins.  are  submerged  when  it  floats,  we  have: 

4  :  6  : :  X  :  5.2. 

Whence  we  find  that  x  is  nearly  3*^  lbs.  per  ft  B.  M. 

Familiarize  yourself  with  other  rules  useful  in  computing 
weights,  etc. 

25.  On  short  hauls  where  dump  wagons  are  not  available 
provide  extra  wagons  which  can  be  loaded  while  the  full 
wagons  are  going  to  the  dump  and  returning.  Extra  wagons 
can  usually  be  rented,  and  in  some  cases  it  will  pay  to  buy 
them,  for  the  lost  team  time  soon  eats  up  the  price  of  a 
wagon.  EiXtra  wagons  are  especially  useful  where  a  small 
gang  of  men  is  unloading  brick,  stone  or  timber  from  a  car 
onto  the  wagon.  When  a  team  comes  up  with  an  empty 
wagon,  unhitch  from  the  empty,  hitch  to  the  full  wagon, 
and  with  a  tail  rope  pull  the  empty  wagon  up  to  place  as  the 
full  wagon  moves  ahead. 

26.  In  erecting  a  derrick  or  pile  driver  remember  that  a 
gin-pole  or  mast  can  often  be  used  to  advantage.  Gin- 
poles  are  not  used  as  often  as  they  should  be  for  this  kind 
of  work. 

27.  In  erecting  a  trestle  for  falsework,  frame  and  bolt  the 
bents  together  on  the  ground,  then  up-end  them. 

28.  Use  round  timber  for  legs  of  temporary  trestles,  for 
trench  braces,  and  wherever  struts  are  needed.  Round 
timber  can  usually  be  bought  for  much  less  money  than 
sawed  stuff. 

29.  In  buying  brick  consider  the  size  of  each  brick;  bricks 
vary  greatly  in  size.  Large  bricks  are  worth  more  per  M 
than  small  ones.  If  2  x  4  x  8-in.  bricks  are  worth  $6.50 
per  M,  every  %-in.  increase  in  the  length  adds  10  cts.  per  M 
to  the  value;  and  every  increase  of  %-in.  in  thickness  adds 
25  cts.  per  M. 
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30.  In  buying  cement,  consider  the  size  of  the  barrel,  and 
the  amount  of  cement  paste  that  can  be  made  with  a  barrel. 
There  is  a  g^reat  variation  in  the*  product  of  different  fac- 
tories. 

31.  Buy  cement  in  wooden  barrels  for  use  on  small  jobs 
that  are  liable  to  lag.  Buy  cement  in  cloth  bags  for  most 
work.  Pack  the  bags  in  bundles  of  50,  and  ship  to  factory. 
Cement  improves  with  age  up  to  a  certain  point,  if  the  air 
is  not  too  damp.      Use  the  oldest  cement  first. 

32.  Dynamite  must  never  be  thawed  in  any  way  except 
with  a  hot  water  thawer  of  the  kind  furnished  by  this  firm. 
Never  thaw  in  front  of  a  fire,  or  on  a  hot  stone  removed 
from  a  fire,  or  by  piling  sticks  on  a  boiler,  or  in  an  oven. 
We  know  of  fatal  accidents  due  to  each  of  these  methods. 
There  may  be  safe  methods  other  than  the  one  above 
ordered,  but  we  can  not  afford  to  experiment  where  lives 
are  at  stake. 

33.  Never  store  dynamite,  or  acid,  or  gasoline  in  a  tool 
box.  The  dynamite  may  be  exploded;  the  acid  vapors  will 
eat  into  ropes  and  rot  them;  the  gasoline  vapors  may  ex- 
plode or  spilled  gasoline  may  result  in  a  fire.  Use  sand  to 
put  out  a  gasoline  fire.  Hemp  rope  is  weakened  not  only 
by  acid  vapors,  but  by  saturation  with  oil.  All  rope  should 
be  kept  dry. 

34.  In  using  steam  engines,  steam  drills  and  derricks,  the 
following  precautions  should  be  observed: 

Daub  grease  over  all  bright  parts  before  storing,  also  in 
wet  weather.  Oil  the  derricks,  crushers,  wire  ropes,  and 
all  movable  parts  of  machines  every  day.  Cheap  black 
grease  is  usually  daubed  on  wire  ropes;  but  where  the  ropes 
are  moving  over  sheaves  almost  continuously,  provide  an 
oil  drip  cup  to  feed  oil,  drop  by  drop,  onto  the  moving  rope. 

Do  not  permit  men  to  wash  their  hands  in  the  water 
barrel  or  tank  that  supplies  water  to  a  steam  boiler,  for  the 
grease  from  their  hands  will  cause  "priming." 

Boiler  flues  are  frequently  *'burned"  because  water  is 
allowed  to  get  too  low  in  the  boiler.  Aside  from  the  danger 
of  a  boiler  explosion  in  such  cases,  there  is  the  certain  cost 
of  repairs.  See  that  the  steam  cocks  are  blown  off  several 
times  daily;  and  do  not  rely  upon  the  water  glass. 

A  lazy  or  ignorant  flreman  will  pile  on  coal,  and  then 
rest  until  it  has  burned  low.  See  to  it  that  a  thin  bed  of 
fuel  is  kept  steadily  burning.      On  large  boilers  use  aa 
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automatic  pressure  recording  gage  to  make  the  firemen 
attend  to  their  business  properly.  It  will  not  only  save 
coal,  but  result  in  greater  output  of  engines  and  steam 
drills. 

Cylinders  of  engines  and  steam  drills  are  frequently 
cracked  in  cold  weather  by  suddenly  letting  in  steam.  To 
avoid  this  open  drip  cocks  and  cocks  on  steam  chest  and 
blow  in  steam  for  a  few  minutes  to  warm  up  the  cylinder 
before  starting  the  machine.  A  broken  cylinder  may  delay 
work  for  a  week. 

Do  not  let  a  friction  clutch  get  wet,  for  it  may  slip  if  it 
does. 

Lower  the  boom  of  each  derrick  at  night,  so  that  it  can 
not  be  dropped  by  some  one  for  fun  or  for  spite.  Lay  down 
short  logs  at  intervals  to  keep  the  hoisting  rope  clear  of  the 
ground. 

The  foregoing  will  serve  as  examples  of  instructions  to 
foremen.  Elach  contracting  firm  will  have  certain  classes 
of  work  in  which  it  specializes,  and  will  find  it  advisable  to 
prepare  mimeographed  or  printed  instructions  not  only  of  a 
general  nature  but  of  a  special  nature.  Thus,  a  firm  en- 
gaged in  building  construction  may  give  sketches  of  scaf- 
folding and  instructions  as  to  its  erection.  A  firm  engaged 
in  bridge  building  may  prepare  a  set  of  rules  to  guide  the 
foremen  in  coffer-dammdng  and  in  false-work  building. 

System  is  fast  taking  the  place  of  the  hit-or-miss  style  of 
directing  work.  A  well  prepared  set  of  instructions  to 
foremen  is  an  essential  part  of  any  complete  system  of 
management. 

SOME  HINTS  FOR  YOUNG  CONTRACTORS.* 

PART  I. 

Advice  to  beginners  In  professional  work  or  in  business 
is  commonly  supposed  to  fall  upon  dull  ears,  still  the  writer 
well  remembers  the  subsequent  value  of  certain  suggestions 
once  given  by  a  experienced  contractor,  and  is  inclined  to 
believe  that  not  all  ^advice  is  wasted  even-  upon  the  most 


♦These  "Hinte"  were  originally  written  by  the  author  as  a 
series  of  editorial  articles  In  the  Construction  News  Supplement 
of  Engineering  News,  May  12  to  June  16,  1904. 
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self-sufficient  young  man.  Not  a  year  pasBes  but  a  score 
or  more  of  special  lectures  are  given  to  students  of  en- 
gineering by  old  graduates  who  ofter  many  suggestions  to 
the  young  men  about  to  enter  upon  their  professional  prac- 
tice; but,  for  obvious  reasons,  we  look  in  vain  for  similar 
advice  to  young  men  intending  to  become  the  actual  build- 
ers of  engineering  structures.  The  absence  of  courses  of  in- 
struction in  the  business  of  construction  and  the  fact  that 
no  society  of  contractors  for  engineering  works  exists,  ac- 
count in  large  measure  for  the  dearth  of  Information  that 
might  save  many  a  young  man  from  failure  in  his  first  at- 
tempts at  contracting.  To  the  experienced  contractor  much 
that  follows  will  seem  too  self-evident  to  merit  reading, 
and  with  some  statements  he  may  not  agrree.  At  any  rate 
the  advice  and  suggestions  will  possess  the  merit  of  being 
founded  upon  personal  experience,  observation  and  conver- 
sation with  contractors,  and  as  euch,  may  waken  thought 
even  if  the  suggestions  themselves  are  Ignored. 

It  is  not  likely  that  any  young  man  will  begin  contract- 
ing until  after  he  has  been  for  some  time  either  an  em- 
ployee of  a  contracting  firm  or  an  engineer  In  charge  of 
contracting  work;  but  it  is  quite  common  for  a  young  man 
to  undertake  contract  work  on  his  own  responsibility  after  a 
short  experience  on  one  class  of  work  only.  If  this  work 
has  been  work  involving  few  risks,  such  as  brick  paving, 
for  examiple,  the  young  man  may  succeed  from  'the  start; 
but  if  the  work  involves  more  expense  for  labor  than  for 
materials,  the  tables  are  apt  to  be  turned.  The  first  consid- 
eration, therefore,  should  be  the  proportionate  cost  of  labor 
and  materials.  Quotations  can  be  secured  from  manufactur- 
ers and  transportation  companies  that  will  enable  the  con- 
tractor to  estimate  with  great  accuracy  what  his  materialfi 
will  cost  delivered;  but  the  cost  of  the  labor  factor  will 
depend  upon  himself,  upon  his  foremen,  and  upon  the  qual- 
ity of  the  laborers — all  more  or  less  indeterminate  factors. 
The  logical  conclusion,  but  a  conclusion  seldom  formulated 
in  words,  is: 

A  small  per  cent,  may  be  added  for  profit  on  materials^ 
but  a  large  per  cent,  should  be  added  for  profit  on  labor. 

Under  no  consideration  should  the  young  contractor 
"lump  together"  all  items  of  cost  and  add  a  fixed  percentage 
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for  profit.  Let  him  segregate  the  material  items,  whose 
cost  he  can  ascertain  with  accuracy,  from  the  labor  items. 
A<dd,  say,  10  to  20%  to  the  cost  oT  materials  for  profit  in  fur- 
nishing and  handling  them;  but  add  at  least  twice  as  large 
a  percentage  to  the  estimated  cost  of  labor  and  superintend- 
enca  A  good  general  rule  to  follow  is  15%  for  profit  on  mate- 
rials and  30%  on  labor  and  superintendence — not  for- 
getting the  superintendence.  Text  books  written  by  civil 
engineers  who  have  had  no  experience  as  contractors 
very  often  contain  statements  to  the  effect  that  "the  proper 
allowance  will  usually  be  5  to  15%."  This  quotation 
is  from  a  paragraph  referring  to  the  cost  of  earth- 
work! Of  course  the  contractor  will  figure  oif  low  profits 
where  the  work  is  of  considerable  magnitude,  and  when  he 
is  practically  certain  cf  a  probable  labor  cost  by  virtue  of 
previous  experience  under  precisely  the  same  conditions; 
but  we  are  speaking  now  of  small  jobs  such  as  the  young 
contractor  is  likely  to  undertake  at  first. 

This  leads  us  to  a  consideration  of  the  magnitude  of  the 
work  that  a  young  man  may  safely  undertake  to  perform. 
With  all  the  capital  to  be  desired  for  large  undertakings  at 
hand,  still  would  the  young  contractor  be  exceedingly  fool- 
ish to  bid  upon  one  very  large  job,  or  a  large  number  of 
smaller  ones  at  one  time,  until  he  has  successfully  finished 
a  few  smaller  pieces  of  work.  The  reasons  for  this  are  not 
always  apparent  to  the  young  man,  particularly  if  he  has  a 
bold  rather  than  a  cautious  disposition.  He  has  friends  or 
retetives  who  may  be  willing  to  put  money  into  a  business 
venture,  and  he  is  flattered  by  their  trust  in  him,  and  by 
his  own  previous  success  as  an  employee.  He  has  read  or 
heard  of  the  startling  successes  of  young  men  in  business, 
and,  having  no  knowledge  of  the  innumerable  failures,  he  is 
eager  to  plun<ge  in  where  the  biggest  whales  swim.  Indeed, 
were  he  told  of  all  the  failures  of  young  men  who  have  been 
too  bold,  still  would  he  count  himself  the  exception,  and 
give  little  heed  to  advice — unless  that  advice  were  backed  by 
reasons.  We  purpose,  therefore,  giving  a  few  reasons  why 
the  young  contractor  should  work  up  gradually,  taking  suc- 
cessively larger  contracts  as  his  experience  grows. 

In  the  first  place  it  is  evident  that  the  larger  the  contract 
the  more  numerous  the  foremen  and  bosses.  Where  are  fore^ 
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should  not  be  made  a  whit  lower  than  they  would  be  with 
older  types  of  machines. 

The  subject  of  machinery  and  plant  is  one  upon  which  it  is 
difficult  to  be  brief,  but  one  more  hint  must  suffice.  Civil 
engineers  are  prone  to  untierestimate  the  percentage  that 
should  be  allowed  for  interest  and  depreciation,  and  this 
holds  true  of  every  one  who  has  not  had  to  "foot  the  bills." 
We  often  see  absurdly  low  estimates  of  the  cost  of  dredging 
in  which  either  no  allowancce  at  all  is  made  for  "plant 
rental,'*  or  the  allowance  is  so  low  as  to  expose  the  ignor- 
ance of  the  writer  upon  matters  pertaining  to  cost. 

Bear  in  mind  that  a  contractor's  plant  is  generally  idle 
much  of  every  year,  and  that  one  or  more  years  may  pass 
without  its  doing  any  work  at  all.  The  Massachusetts  High- 
way Commission,  for  example,  reports  that  the  steam  road 
rollers  owned  by  the  State  average  about  100  days  worked 
out  of  the  365  in  the  year.  This  agrees  with  the  writer's  esti- 
mate made  some  years  ago.  Perhaps  as  good  a  way  as  any 
to  determine  roughly  what  amount  should  be  charged  for 
plant  interest  and  depreciation,  is  to  secure  quotations  from 
those  having  plants  to  rent.  The  quotations  will  always 
seem  exorbitant  to  the  inexperienced  contractor,  but  he 
can  rest  assured  that  he  will  find  in  the  long  run  that  no 
great  profit  is  made  by  those  who  rent  contractors*  plants. 
Indeed  one  of  the  best  pieces  of  advice  that  the  writer  re- 
calls having  received  from  an  experienced  contractor  was 
put  very  much  in  the  following  words: 

"Don't  be  in  a  hurry  to  own  your  plant.  Rent  one  for  a 
while  until  you  learn  something  about  it  Perhaps  you  may 
not  like  that  kind  of  a  plant  at  all,  after  a  few  weeks*  use. 
Perhaps  you  may  get  sick  of  the  kind  of  contracting  requir- 
ing the  use  of  such  a  plant.  In  either  case  you  are  out 
of  pocket  only  a  little  money  at  a  time,  and  not  a  big  sum  at 
once;  and,  if  you  have  made  a  rental  contract  that  entitles 
you  to  lower  rates  the  longer  you  keep  the  plant,  you  will 
in  the  end  have  paid  out  considerably  less  than  the  cost  of 
a  new  plant,  and  have,  in  consequence,  more  working  cap- 
ital with  which  to  undertake  the  next  job.  It's  cash  that 
counts;  for  you  can't  mortgage  a  lot  of  derricks  and  engines 
for  enough  money  to  pay  freight  on  them  to  the  next  job." 

Tn  the  foregoing  paragraph  there  is  one  statement  that 


niXTS  TO  COXTRACTORS.  53 

deserves  emphasis;  and  that  relates  to  signing  a  contract 
for  plant  rental.  Usually  no  formal  contract  is  signed,  but 
the  agrreement  is  made  by  letter.  If  the  rental  rate  is  by 
the  day,  be  careful  to  define  what  constitutes  a  day,  and 
whether  Sundays,  holidays  and  days  not  worked  are  in- 
cluded. But  the  most  important  thing  to  bear  in  mind  in 
renting  a  plant  is  to  secure  a  sliding  scale  rate,  depending 
upon  the  length  of  time  the  plant  is  used;  so  and  so  much 
for  the  first  month,  a  lower  rate  for  the  second  month,  and 
so  on  until  a  minimum  rate  is  named  for  each  month  after 
a  certain  date.  Do  not  make  the  common  mistake  of  as- 
suming that  your  use  for  the  plant  will  have  ceased  before 
the  expiration  of  the  time  limit  of  your  contract.  There 
may  be  extra  work;  there  may  be  delays  in  securing  mate- 
rials; there  may  be  storms;  there  may  be  strikes;  and, 
finally,  there  may  be  errors  in  your  own  estimate  of  the  time 
required  to  perform  the  work  in  hand.  All  these  are  rea- 
sons why  a  sliding  scale  agreement  should  be  made. 

PART  II. 

The  crucial  test  of  a  contractor's  fitness  for  his  work  is 
the  ability  to  handle  men,  but  second  only  in  importance  is 
his  ability  to  estimate  the  probable  cost  of  work.  These  two 
qualifications  are  not  often  combined  in  one  man  and,  as  a 
rule,  the  most  successful  contracting  firms  contain  one  man 
whose  special  aptitude  is  organizing  and  handling  men,  and 
another  whose  training  and  natural  bent  fit  him  to  estimate 
costs,  to  keep  records  and  to  act  in  advisory  capacity  on  all 
matters  pertaining  to  the  selection  and  use  of  machinc^s  and 
tools.  An  experienced  foreman  and  a  young  civil  engineer 
often  make  an  excellent  contracting  firm,  the  one  possessing 
a  knowledge  of  men  and  methods,  the  other  a  knowledge  of 
costs.  We  do  not  mean  to  imply  that  the  young  engineer 
is  apt  to  know  much  about  costs  at  first,  but  that  his  train- 
ing has  been  such  as  to  fit  him  to  keep  systematic  records 
and  to  analyze  costs.  Such  firms  often  break  up  because 
each  man  overestimates  his  own  worth  and  underestimates 
the  worth  of  his  partner;  but  the  longer  they  work  together, 
after  the  second  or  third  contract  has  been  finished,  the  less 
egotistic  is  each  man  apt  to  become  and  the  more  wideawake 
to  the  true  worth  of  his  associate  in  business. 
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In  order  to  fix  a  bidding  price  on  the  proposed  work,  if 
no  actual  records  of  similar  work  are  available,  it  is  cus- 
tomary to  hunt  up  bidding  prices  on  similar  work,  strike 
an  average,  bid  a  little  below  the  average — and  trust  to  luck. 
To  make  this  process  less  of  a  gamble,  it  is  wise  to  secure 
back  volumes  of  engineering  periodicals,  and  make  a  scrap 
book  using  the  pages  of  the  journal  that  relate  to  contract 
prices.  Then  as  the  scrap  book  should  be  indexed,  a  word 
as  to  indexing  may  be  of  assistance.  There  should  be  heads 
corresponding  to  the  items  usually  found  in  bidding  sheets, 
as  follows:  Asphalt  Pavement,  Ballast,  Bolts  and  Spikes, 
Brick  Masonry,  Brick  Sewers,  Brick  Paving,  Bridges,  Cast- 
ings, Catch-basins,  Cement,  Clearing  and  Grubbing,  Con- 
crete, Curbs,  Earth  Excavation,  Embankment,  Flagging, 
Flush-tanks,  Gravel,  Gutter,  Hydrants,  Iron,  Lampposts, 
Lead,  Macadam,  Manholes,  Masonry  (stone  only,  and  not 
brick  or  concrete),  Piles,  Pipe  Sewers,  Puddle,  Railing,  Rip- 
rap, Rock  Excavation,  Sidewalks,  Sodding,  Specials,  Steel, 
Stone,  Timber,  Tracklaying,  Valves,  Water  Pipe,  etc.  As 
far  as  possible  select  headings  that  denote  the  kind  of  mate- 
rial used  in  the  structure;  but  where  this  cannot  be  done 
without  confusion  select  the  name  of  the  structure  as  it 
ordinarily  appears  in  bidding  sheets.  Do  not,  as  a  rule,  use 
such  headings  as  the  following:  Abutments,  Filling, 
Dredged  Material,  Foundation,  Vitrified  Brick  Paving,  etc. 
An  abutment  often  contains  piling,  concrete  and  cut  stone 
masonry,  and  in  using  the  index  it  may  not  occur  to  yoii  to 
look  under  abutment  when  looking  up  prices  on  concrete. 

Having  decided  upon  headings,  cut  up  a  lot  of  paper  strips 
about  an  inch  wide  and  four  inches  long,  and  proceed  to  go 
through  the  printed  pages  to  be  indexed.  When  a  bid  on 
Concrete  is  found,  write  on  one  of  these  slips,  "Concrete, 
pavement  foundation,  p.  80."  Throw  the  slips  aside  as  the 
index  entries  are  made;  and,  after  a  volume  has.  been  in- 
dexed, assort  the  slips  alphabetically,  and  have  a  type- 
written index  copied  from  them.  Simple  as  this  method 
is,  the  inexperienced  man  is  not  likely  to  think  of  it,  and 
failing  to  think  of  it  he  will  look  upon  the  job  of  indexing 
as  being  so  great  a  task  that  in  all  probability  no  index  will 
be  made.  Indexes  published  at  the  end  of  the  year  by  the 
technical  journals  are,  as  a  rule,  of  no  value  to  the  contrac- 
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tor;  furthermore,  the  current  issues  of  construction  news 
should  <be  indexed  as  fast  as  received.  Especial  care  should 
be  taken  to  index  classes  of  work  that  are  out  of  the  ordi- 
nary, for  whenever  bids  must  be  submitted  on  similar  work 
no  better  guide  than  previous  contract  prices  is  apt  to  be 
found. 

The  errors  that  are  likely  to  occur  by  trusting  to  previous- 
ly published  contract  prices  have  been  discussed  before, 
so  that  the  subject  need  not  be  considered  further. 

If  the  amount  of  the  work  to  be  done  is  sufficient  to  war- 
rant the  payment  of  a  small  fee  for  advice,  a  consulting  en- 
gineer, known  to  have  had  experience  in  work  of  similar 
character,  may  be  called  upon  with  advantage.  The  self-i 
sufficiency  of  young  contractors  is  often  the  cause  of  heavy 
losses  which  might  have  been  entirely  avoided  by  consulting 
an  engineer.  Engineers,  it  is  true,  are  not  always  to  be  re- 
lied upon  for  close  estimates  of  cost;  the  most  comnon 
error  being  too  low  an  estimate,  due  to  a  failure  to  add  in 
the  cost  of  development  work,  installing  plant,  plant  depre- 
ciation, etc.  But,  on  the  other  hand,  the  bids  submitted  by 
beginners  in  contracting  are  often  so  wide  of  the  actual  cost 
that  no  consulting  engineer  could  do  worse  and  few  would 
be  likely  to  err  as  badly. 

The  estimate  of  cost  made  by  the  engineer  who  drew  the 
specifications  should  always  be  asked  for,  but  frequently  it 
cannot  be  obtained.  If  that  engineer  has  had  much  experi- 
ence in  precisely  the  same  class  of  work  as  the  class  spe- 
cified, and  in  the  same  part  of  the  country,  his  estimate  of 
cost  is  likely  to  be  reliable — otherwise  not.  Indeed,  some 
of  the  most  serious  blunders  are  made  by  young  contractors 
who  put  too  much  faith  in  estimates  of  cost  made  by  the 
authors  of  specifications. 

Finally,  having  secured  all  the  bidding  prices  and  esti- 
mates of  cost  that  can  be  secured  from  outside  sources,  the 
contractor  should  proceed  to  make  his  own  estimate  of  actu- 
al cost,  separating  each  class  of  work  into  its  minutest  de- 
tails. E^rst,he  should  make  a  careful  estimate  of  the  probable 
cost  of  the  necessary  plant,  for  here  it  is  that  most  beginners 
"fall  down."  There  is  a  time-limit  set  upon  the  work.  How 
much  and  what  plant  is  needed  to  finish  the  work  within  the 
time-limit?    If  the  work  involves  rock  excavation,  for  e: 


56  HANDBOOK  OF  COST  DATA. 

ample,  divide  the  total  yardage  to  be  excavated  by  the  total 
number  of  days  that  will  be  available,  after  making  a  lib- 
eral deduction  for  time  lost  due  to  storms,  etc.  Then  know- 
ing the  daily  yardage  that  must  be  moved,  ask  yourself  how 
many  steam  drills  will  be  needed  to  break  down  that  yard- 
age daily.  Next  estimate  the  number  of  daily  trips  that  can 
be  made  by  the  transporting  machinery,  whether  it  be  cars, 
cableways,  derricks,  or  what  not,  and  determine  roughly 
the  amount  of  machinery  required  for  transporting  mate- 
rials. In  the  same  manner  estimate  in  detail  the  amount 
of  every  class  of  machinery  required — estimating  lib- 
erally. B^nally  add  20%  to  the  estimate  to  allow  for  ma- 
chinery "out  of  business"  in  the  repair  shop,  etc.  Consider 
all  hemp  ropes,  picks,  shovels,  and  all  small  tools  generally, 
as  part  of  the  development  expenses  and  therefore  worth 
nothing  at  the  end  of  even  a  short  Job.  An  allowance  of 
from  1  to  2%  per  month  for  depreciation  of  large  machines, 
horses,  wagons,  etc.,  may  be  made;  but  much  more  should 
be  allowed  for  depreciation  and  interest  where  the  number  of 
years  that  the  plant  will  be  in  actual  service  is  uncertain. 

Having  distributed  the  interest  and  depreciation  charges 
over  the  yardage  of  materials  to  be  handled,  the  cost  of  de- 
velopment work  should  next  be  estimated.  By  development 
work  is  meant  the  cost  of  building  roads  over  which  to 
carry  machines  and  supplies,  the  cost  of  freight  and  haul- 
age of  plant  both  ways,  the  cost  of  erecting  and  installing 
the  plant,  the  cost  of  temporary  houses  for  men  and  teams, 
and,  in  a  word,  all  preliminary  work  that  must  be  done  by 
the  contractor  without  direct  pay  from  any  one.  This  de- 
velopment work  is  often  a  surprisingly  large  percentage  of 
the  total  cost,  yet  it  is  an  item  commonly  overlooked. 

Having  distributed  the  development  work  over  the  yard- 
age of  materials  to  be  handled,  the  next  item  to  consider 
is  the  cost  of  materials  f.  o.  b.  cars  at  destination,  to  which 
must  be  added  the  cost  of  loading,  hauling,  storing  and  re- 
handling  at  the  site  of  the  work. 

Especial  care  should  be  taken  not  to  omit  the  cost  of 
falsework,  forms,  bracing  and  sheeting,  cofferdams,  and  in 
fact  all  materials  that  do  not  appear  on  the  bidding  sheet 
The  same  remark  holds  true  of  the  labor  of  erecting  and  re- 
moving these  temporary  structures,  as  well  as  the  labor  and 
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power  required  for  bailing  and  draining,  night  watchmen, 
and  other  labor  items  inyolved  in  protecting  the  plant  and 
the  work  during  construction. 

Next  in  order  of  consideration  Is  the  probable  cost  of  the 
various  labor  items  involved  in  building  the  structure  for 
which  itemized  bids  are  to  be  submitted.  Having  estimated 
the  daily  amount  of  work  that  each  kind  of  laborer  can  be 
counted  on  to  i)€rform,  do  not  fail  to  ask  yourself  whether 
one  part  of  the  work  may  not  go  ahead  faster  than  another 
part,  and  thus  keep  some  of  the  men  idle  part  of  the  time. 
To  illustrate,  suppose  that  a  derrick  is  serving  two  masons, 
with  an  engineer,  tagmen,  mort  men,  etc.,  in  the  gang.  The 
derrick-engine  and  engineer  may  be  capable  of  delivering 
100  cu.  yds.  of  fitone  in  a  day  to  the  masons,  but  in  practice 
only  a  small  fraction  of  this  100  cu.  yds.  can  be  laid  in  a  day 
by  the  men  on  the  wall.  In  all  cases  consider  carefully  the 
limiting  number  of  men  who  can  be  worked  advantageously 
at  any  one  place,  and  then  ask  yourself  whether  this  limited 
number  does  or  does  not  limit  the  output  of  other  men  and 
machines  serving  them. 

Another  point  to  consider  in  this  connection  is  the  lost 
time  that  occurs  at  regular  intervals  when  machines  and 
men  must  be  shifted  forward  to  new  work.  A  steam  shovel 
may  be  idle  two  weeks,  for  example,  while  moving  it  from 
one  hill  to  the  next.  The  masons  and  their  gang  may  be 
i^le,  so  far  .as  productive  work  is  concerned,  while  shifting 
the  derrick  along  the  wall. 

Having  estimated  the  average  prospective  output  of  each 
laborer,  consider  next  the  amount  of  supervision  that  will 
be  required.  On  work  that  can  be  easily  measured  up  each 
day,  like  slope  wall  masonry,  one  foreman  can  look  after 
many  men  scattered  over  a  large  area;  but  in  grubbing  and 
clearing,  each  small  gang  requires  its  foreman;  hence  it  is 
that  the  percentage  of  the  total  cost  chargeable  to  super- 
vision may  be  as  low  as  5%  or  as  high  as  20%.  The  contrac- 
tor who  has  been  working  in  a  small  way  as  his  own  fcre- 
Dian  is  apt  to  overlook  this  important  item  of  supervision  in 
^timating  the  actual  cost  of  work.  Each  class  of  work, 
Wever,  should  be  considered  by  itself,  an  intelligent  effort 
being  made  to  predict  the  number  of  men  that  can  be 
Worked  under  one  boss. 


; 
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The  next  item  to  consider  is  supplies.  Supplies  include  ex- 
plosives, fuel,  water  for  boilers,  lubricants,  and  a  hundred 
and  one  small  things  seldom  thought  of  by  the  inexperienced 
man.  The  two  Important  items,  explosives  and  fuel,  should 
be  estimated  with  care,  and  the  others  can  be  provided  for 
in  a  general  way  by  a  liberal  allowance  for  profit 

The  last  important  item  is  General  Expenses.  This  in- 
cludes salary  of  general  superintendent,  salaries  of  office 
men,  time  Iteepers,  traveling  expenses,  office  rental,  enter- 
tainment expenses,  and  the  lilte.  General  Expenses  will  sel- 
dom run  under  4%  of  the  total  cost,  and  they  may  easily  be 
two  or  three  times  4%  on  small  contracts,  or  where  there  are 
long  periods  of  idleness  between  successive  contracts.  Cer- 
tainly no  contractor  can  afford  to  ignore  consideration  of 
this  item  if  he  wishes  to  arrive  at  an  exact  cost  of  each  item 
of  work  with  any  degree  of  accuracy. 

PART  III. 

To  know  approximately  what  the  actual  cost  of  every 
item  of  work  will  be,  is  evidently  the  first  consideration  in 
malting  out  a  bid;  but  the  second  consideration  is  to  bid  so 
as  to  secure  the  greatest  possible  profit.  To  do  this  is  pure- 
ly a  matter  of  business,  involving  no  more  of  "tricklness" 
than  every  man  in  every  trade  exercises.  The  farmer  puts 
up  the  price  on  wheat  when  wheat  is  scarce;  the  laborer 
demands  higher  wages  when  men  are  hard  to  get;  and  in 
turn  the  contractor  bids  higher  when  competition  is  light. 
An  oxcellent  plan  In  bidding  is,  therefore,  to  attend  in  per- 
son every  lotting  so  as  to  determine  upon  the  prices  to  bid 
nftor  noting  the  number  of  other  contractors  present.  If 
a  contract  Is  worth  bidding  upon  at  all  it  is  worth  "going 
after"  in  person  and  not  by  letter.  Moreover,  when  the  bids 
arc  opened  it  is  usually  possible  to  secure  the  bidding  prices 
of  competitors;  Indeed,  It  can  always  be  done  on  public 
works  contracts.  If  the  unit  prices  are  read  aloud  by  a 
tlcrk.  the  reading  Is  usually  so  rapid  that  unless  a  blank 
has  biN  n  prepared  beforehand  it  will  be  found  impossible 
to  rtHord  the  prices  as  fast  as  read.  To  prepare  a  blank, 
simply  make  a  copy  of  the  bidding  sheet,  leaving  a  sufficient 
number  of  columns  in  which  to  enter  the  bids  of  competi- 
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tors.  By  doing  this  beforehand  no  time  will  be  lost  in  writ- 
ing the  names  of  items  while  the  clerk  is  reading,  and  thus 
it  will  be  possible  to  secure  a  complete  record  of  every 
bid  which  should  be  subsequently  entered  in  an  office  note 
book  for  future  use  in  "sizing  up'*  the  probable  bids  of  com- 
petitors. 

Should  it  happen  for  any  reason  that  the  bidding  prices 
are  not  given  out,  do  not  become  confidential  and  disclose 
your  own  prices  to  some  newly-met  competitor.  Quite  like- 
ly he  will  agree  to  exchange  price  for  price,  and  later  on 
you  may  find,  after  all  the  bids  have  been  rejected,  that 
your  friendly  competitor  had  used  your  prices  by  which  to 
gage  his  own  subsequent  bid,  and  has  deceived  you  as  to 
his  own  prices. 

Returning  to  the  subject  of  deciding  upon  bidding  prices, 
make  it  a  practice  always  to  check  the  quantities  given  in 
the  bidding  sheet  as  far  as  possible.     If  the  contract  is  a 
large  one,  or  the  work  is  such  that  you  can  not  personally 
do  all  the  checking,  employ  an  engineer  to  do  so.     It  is 
astonishing  to  note  the  number  of  errors,  typographically  or 
otherwise  made,  that  creep  into  quantity  sheets.    An  error 
of  transposition  is  not  uncommon;    thus,  the  engineer  may 
have  correctly  determined  that  there  are  3,000  cu.  yds.  of 
embankment  and  1,200  cu.  yds.  of  riprap,  but  in  the  bidding 
sheet  the  quantities  may  be  transposed  so  as  to  read,  1,200 
cu.  yds.  of  embankment  and  3,000  cu.  yds.  of  riprap.     In 
looking  over  the  quantities,  therefore,  always  ask  yourself 
whether   each   quantity   "looks   about   right,"   or   not.     A 
shrewd  contractor  will  thus  discover  errors  that  a  whole 
stafC  of  engineers  have  overlooked.     Whenever  you  see  a 
small,  and  what  appears  to  be  an  arbitrary  quantity,  like 
10  cu.  yds.  of  concrete  or  50  cu.  yds.  of  rock  excavation,  look 
carefully  over  the  plans  and  specifications  to  discover  if 
possible  where  this  quantity  is  shown  in  detail.     If  it  can- 
not be  found  that  the  quantity  has  been  actually  measured, 
it  is  safe  to  assume  that  it  has  been  guessed  at,  and  that 
in  consequence  it  may  subsequently  prove  to  be  an  under- 
estimate.   Bid  liberally  on  such  items,  but  bid  not  too  lib- 
erally.   More  contractors,  otherwise  shrewd,  make  the  error 
of  bidding  unreasonably  high  on  such  small  items  than  one 
would  expect  to  see.     The  result  sometimes  is  that  their 
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bids  are  rejected  because  they  are  "unbalanced;"  or,  if  ac- 
cepted, and  later  it  is  found  that  a  larger  quantity  of  the 
unbalanced  item  exists,  the  engineers  may  either  change 
the  plans  or  relet  the  work  covering  that  item.  Set  it  down 
that  seldom  is  it  good  business  policy  to  bid  an  unreason- 
ably high  price  on  any  item  even  on  public  works  contracts, 
and  it  never  is  wise  to  do  so  on  private  contracts.  Even 
though  the  item  is  small,  and  the  cost  of  putting  up  a  plant 
to  perform  the  work  is  large,  still  bid  only  a  little  higher 
price  on  the  item  than  you  would  bid  if  it  were  many  times 
larger,  and  distribute  the  estimated  cost  of  plant  over  the 
other  items. 

Another  point  about  bidding  on  public  works  is  to  bid 
high  on  the  work  let  in  the  early  part  of  the  season  so  as 
to  permit  your  competitors  to  "load  up"  with  work  in  which 
the  profits  are  small.  Gradually  you  will  find  the  prices 
rising  as  the  season  advances,  and  this  holds  true,  whether 
the  number  of  competitors  is  as  great  as  ever  or  not;  for, 
if  there  is  a  normal  amount  of  work  in  sight,  as  each  con- 
tracting firm  secures  what  it  considers  its  share,  the  firm 
will  bid  higher,  if  they  bid  at  all,  on  subsequent  work.  The 
reasons  for  this  are  several.  In  the  first  place  there  is  a 
limit  to  the  plant  investment  that  any  firm  cares  to  make, 
unless  it  is  assured  of  large  enough  profits  to  offset  the  first 
cost  of  the  additional  plant.  In  the  second  place  the  greater 
the  amount  of  work  that  any  firm  has  on  hand,  above  its 
normal  amount,  the  more  inefficient  the  laborers  become; 
for  the  supply  of  reliable  foremen  that  any  firm  can  lay  its 
hands  upon  is  limited.  In  the  third  place,  the  banks  are 
not  easily  induced  to  advance  cash  beyond  a  certain  limit  to 
any  contractor.  There  are  other  reasons,  but  these  are 
enough  to  show  why,  in  the  long  run,  it  may  be  counted 
upon  with  certainty  that  a  firm  already  ''loaded  up"  with 
work  will  bid  higher. 

Of  course,  in  hard  times  conditions  are  apt  to  be  reversed, 
the  eagerness  to  get  work  at  any  price  becoming  greater  as 
the  amount  of  the  season's  work  becomes  less.  The  law  of 
supply  and  demand  Is  one  that  business  men  should  con- 
stantly consider:  and  we  do  not  mean  by  the  word  "con- 
sider" that  the  existing  supply  and  demand  is  to  be  looked 
into,  but  that  the  conditions  of  the  future  should  be  ex- 
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amined.  It  Js  not  a  difficult  matter  for  a  contractor  to  as- 
certain with  some  degree  of  accuracy,  about  how  much 
money  will  be  expended  in  any  given  locality  on  any  given 
class  of  work,  during  the  year.  The  appropriations  made 
by  legislatures  and  councils  should  be  recorded  and  com- 
pared with  those  of  previous  years.  The  projected  work 
of  railways  can  usually  be  predicted  with  some  accuracy 
after  a  few  conversations  with  the  "right  men" — and  it  is 
a  part  of  the  farseeing  contractor's  business  to  know  who 
are  the  "right  men,"  and  to  keep  in  touch  with  them. 

Whatever  may  be  the  line  of  work,  a  contractor  should 
strive  to  foresee  the  business  conditions  of  the  coming  year. 
In  more  ways  than  one  this  effort  will  ultimately  be  reward- 
ed. If  the  work  to  be  done  involves  extensive  purchases  of 
timber,  brick,  cement,  or  the  like,  then  market  prices  of 
previous  years  should  be  platted  on  cross-section  paper  so 
as  to  show  at  a  glance  the  monthly  rise  and  fall  for  at  least 
a  decade  past  Then  if  you  are  about  to  bid  upon  a  contract 
which  will  run  over  into  the  next  year,  observe  what  the 
trend  of  prices  has  been  and  bid  accordingly.  Every  wave 
has  its  crest  as  well  as  its  trough — don't  let  yourself  be 
caught  bidding  with  trough  prices. 

Freight  rates,  and  particularly  rates  of  transportation 
by  water,  are  Subject  to  fluctuations  that  should  be  made  a 
study  by  any  one  who  is  expecting  to  pay  considerable 
sums  for  moving  materials  from  one  place  to  another.  The 
writer  remembers  bidding  on  work  involving  the  trans- 
portation of  stone  by  canal.  When  the  estimate  of  cost  was 
made,  the  freight  rate  was  50  cts.  a  ton;  but  two  months 
later  it  had  risen  to  75  cts.,  and  ultimately  rea-ched  $1 
a  ton  before  all  the  stone  was  delivered.  Still  some  engi- 
neers wonder  why  contractors  are  uot  satisfied  to  estimate 
on  a  basis  of  10  or  15%  profit,  forgetting  that  at  best  there 
is  uncertainty  enough  in  most  cases  to  make  foolish  such 
close  bidding. 

Thus  far  we  have  discussed  estimating  costs  and  pre- 
paring bids;  doubtless,  however,  some  readers  would  like 
to  know  how  an  opportunity  to  bid  can  be  secured.  It  is 
well  known  that  railways  seldom  call  publicly  for  sealed 
bids,  but  prefer  to  invite  a  few  firms,  well  known  to  them 
to  submit  bids,  and  in  some   instances   they  even  offer 


62  HANDBOOK  OF  COST  DATA. 

work  to  a  selected  contractor  at  prices  determined  by  the 
railway  engineers.  On  the  other  hand,  although  any  one 
may  bid  upon  public  works,  it  is  not  always  possible  to 
secure  an  award  to  the  lowest  bidder;  or,  if  an  award  is 
made,  political  pull  may  be  necessary  to  secure  a  profit. 
Under  these  conditions  the  young  man  is  apt  to  lo«e  heart, 
and  conclude  that  the  doors  are  closed  and  pretty  well 
locked  against  him.  But  there  is  a  way,  of  course,  to  push 
oneself  into  any  business — and  perhaps  it  is  just  as  well 
that  bugaboos  stand  at  the  gates  to  frighten  away  the  timid. 
To  secure  work  from  a  railroad  company  one  must  be 
known;  to  be  known  one  must  have  worked  for  the  com- 
pany— which  has  a  sound  like  the  injunction  against  going 
near  the  water  until  the  natatorial  art  has  been  mastered. 
In  fact,  however,  the  steps  necessary  to  make  one's  ability 
known  to  railway  officials  are  simply  the  steps  that  any 
apprentice  in  trade  must  take.  After  a  sufficient  experience 
as  timekeeper  and  foreman  for  a  railroad  contractor,  an 
opportunity  will  eventually  come  to  undertake  a  subcon- 
tract. This  subcontract  will  be  a  small  affair;  but,  for 
all  that,  the  very  best  energies  should  be  put  into  it,  for 
it  is  a  test  case.  Rapidity  of  execution  is  the  secret  of  suc- 
.  cess  in  railroad  contracting — or,  indeed,  in  any  class  of 
contracting.  Push  it  and  keep  on  pushing  it  till  the  final 
estimate.  To  follow  this  injunction  it  is  necessary  to  take 
a  less  amount  of  work  than  you  feel  yourself  able  to  han- 
dle by  personal  supervision.  Stand  over  it  and  sleep  upon 
it,  avoiding  above  all  things  the  idea  that  now  you  are  your 
own  boss  you  are  in  the  leisure  class.  In  fact  you  may  say, 
like  Paul  Jones,  replying  to  the  British  admiral,  "I  have 
just  begun  to  fight."  For  contract  work  is  a  fight  and  it 
takes  fighting  blood  to  win. 

PART  IV. 

There  is  no  class  of  contract  work  so  easy  to  get  Into,  and 
yet  so  hard  to  get  out  of  with  profit  as  a  public  works  con- 
tract. In  spite  of  the  fact  that  the  impression  prevails  that 
a  political  "pull"  is  necessary  in  order  to  secure  a  public 
works  contract,  there  is  little  basis  for  this  belief.  Gov- 
ernment contract  letting  is  singularly  free  from  unfairness, 
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although  the  scarcity  of  bidders  often  lemls  color  to  an 
opposite  opinion.  The  reason  for  a  scarcity  of  bidders  on 
large  contracts  can  usually  be  found  in  the  specifications. 
Specifications  so  drawn  as  to  put  the  contractor  entirely 
under  the  thumb  of  the  engineer  by  virtue  of  the  ambiguity 
of  the  clauses,  specifications  that  put  all  the  burden  of 
uncertainty  upon  the  contractor's  shoulders,  specifications 
that,  in  a  word,  do  not  specify,  drive  cautious  business  men 
out  of  the  bidding.  Under  this  class  come  many  of  the 
specifications  for  large  government  contracts. 

In  the  same  class,  also,  are  many  specifications  for  city 
work — particularly  sewer  work.  Rarely  does  a  city  engi- 
neer show  a  subsurface  profile  of  the  rock  to  be  encoun- 
tered; and  quicksand  is  never  shown.  As  a  rule,  the  con- 
tractor is  required  to  take  all  chances  as  to  the  character  of 
the  material  to  be  excavated.  This  operates,  of  course,  in 
the  interest  of  a  few  local  contractors  (if  it  operates  in  the 
interest  of  anybody),  and  lends  color  to  the  cry  of  favorit- 
ism, although  in  fact  the  engineer  is  usually  a  fair  man. 
In  his  desire  to  avoid  fjlaims  for  "extras,"  which  have  be- 
come a  sort  of  bugaboo  both  to  engineers  and  taxpayers, 
the  city  engineer  has  evolved  a  method  of  throwing  the 
burden  of  all  uncertainty  upon  the  contractor  by  requir- 
ing him  to  name  a  price  per  linear  foot  of  completed  sewer, 
regardless  of  materials  to  be  excavated.  In  a  less  degree, 
contracts  for  pavements  have  elements  of  uncertainty  that 
tend  to  keep  out' bidders  from  other  cities,  the  maintenance 
clause  being  the  main  element  of  uncertainty.  If  the 
clause  itself  is  not  indefinite,  the  probable  traffic  that  will 
come  upon  the  pavement  is.  In  any  case,  few  business  men 
care  to  have  all  their  profits  tied  up  for  a  term  of  years,  and 
rather  than  do  so,  they  will  either  bid  high  or  not  at  all. 

Thus  we  see  that  iwlitical  "pull"  is  by  no  means  the  all 
important  factor  in  limiting  competition  for  public  work. 
It  is  true  that  in  a  few  of  our  larger  cities — to  their  dis- 
grace-^there  is  good  reason  why  a  contractor  would  be 
foolish  to  bid  without  an  associate  of  "influence."  But 
taking  the  country,  near  and  far,  the  only  "pull"  that  is 
really  beneficial  is  personal  acquaintance  with  those  in 
charge  of  work.  Say  what  we  may  about  judicial  fairness 
in  interpreting  specification  clauses  that  do  not  specify,  the 
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fairness    is    more   apt    to    be    shown  by  friends  than  by 
strangers. 

Believing  then  that  a  public  works  contract  can  usually 
be  secured  by  bidding  Iqw  enough,  the  young  contractor 
may  still  have  doubts  as  to  his  ability  to  secure  bondsmen. 
No  man  should  put  in  jeopardy  the  property  of  his  friends 
by  asking  them  to  go  on  his  bonds  for  a  contract.  It 
matters  not  how  sure  he  may  be  of  himself  and  of  his 
ability  to  execute  the  work  at  a  profit,  for  he  should  bear 
in  mind  that  a  strike  beyond  his  control  may  upset  all 
calculations.  Furthermore,  the  young  man's  own  estimate 
of  himself  is  apt  to  have  an  optimistic  tint,  to  say  the  least. 
A  surety  company  should  be  consulted,  and  it  is  well  to  go 
to  such  a  company  at  first  with  only  a  small  contract  for 
which  bondsmen  are  desired.  Be  prepared  to  give  them 
in  detail  your  experience  and  your  financial  resources,  ex- 
aggerating neither;  for,  in  case  of  subsequent  failure, 
criminal  proceedings  m-ay  be  brought  against  a  man  who 
has  misrepresented  his  resources.  If  you  have  but  little 
cash  capital,  frankly  say  so,  but  be  prepared  to  show  in 
detail  how  you  purpose  doing  the  work  with  the  funds 
available.  Suppose  you  expect  to  have  a  $5,400  earth  work 
job  to  do;  that  you  will  have  12  weeks  in  which  to  do  it, 
with  two  weeks  margin  for  delays,  etc.;  and  that  payments 
of  85  per  cent  of  the  estimated  value  of  the  work  done  are 
to  be  made  monthly,  and  you  purpose  be^nning  the  work 
the  middle  of  the  month.  You  estimate  the  work  to  cost 
$4,800,  hence  your  weekly  pay-roll  will  be  $400  if  the  work 
Is  done  in  12  weeks.  You  are  to  pay  your  men  every  two 
weeks,  hence  you  need  only  $800  in  cash  to  carry  you  until 
the  first  of  the  month,  and  as  your  contract  calls  for  the 
monthly  payment  to  be  made  before  the  10th  day  of  the 
month,  you  can  count  upon  receiving  $765  (85%  of 
one-sixth  of  $5,400)  in  time  to  apply  on  the  next  pay  roll. 
Your  cash  capital  to  start  with  is  $1,800,  or  practically  twice 
as  much  cash  as  will  carry  the  work,  in  case  there  are  no 
unforeseen  delays,  and  in  case  you  have  not  underestimated 
its  cost.  If  you  are  able  to  persuade  the  surety  company's 
representative  that  your  estimate  of  actual  cost  of  the 
work  is  reliable  there  should  be  no  difficulty  in  securing 
their  agreement  to  act  as  your  bondsmen.    The  writer  has 


HINTS  TO  COSTRACTORS,  65 

found  a  great  difference  in  surety  companies;  some  going 
into  the  details  of  a  contractor's  project  as  if  tliey  expected 
to  be  a  partner  in  the  business;  others,  on  the  contrary, 
giving  only  a  superficial  study  of  the  project.  If  you  have 
perfect  confidence  in  your  estimates,  select  the  surety  com- 
pany which  goes  into  details  most  thoroughly.  Their  judg- 
ment in  future  contracts  may  be  of  great  value  to  you,  by 
saving  you  from  yourself.  The  time  will  come  when  every 
reliable  surety  company  will  employ  agents  who  are  them- 
selves en^neers  skilled  in  estimating  costs  as  well  as  in 
estimating  reputations. 

After  a  contractor  has  done  enough  work,  even  though 
the  jobs  be  small,  to  prove  that  he  is  a  trustworthy  man, 
he  may  go  with  confidence  to  the  banks  in  the  locality 
where  he  is  known,  and  upon  his  note  secure  enough  money 
to  undertake  larger  contracts.     If  a  certified  copy  of  the 
monthly  estimate  can  be  secured  from  the  engineer,  it  is 
usually  possible  to  get  a  banker  to  advance  the  cash  upon 
it  before  the  day  of  payment.     This  is  often  a  matter  of 
some  importance;     in   fact,   the   writer   has   Itnown   three 
weeks,  or  more,  to  elapse  after  the  first  of  the  month  before 
the  check  for  the  last  month's  work  arrived,  and,  when  the 
contractor  is  loaded  up  with  work  requiring  the  expendi- 
ture of  considerable  sums  for  labor  and  materials,  such  de- 
lays are  often  serious,  or  at  least  very  annoying.    Do  not 
wait,  therefore,  until  such  a  delay  forces  you  to  go  to  a 
bank  to  borrow  a  large  sum  of  money  on  the  engineer's 
certificate  of  work  done,  but  make  it  a  practice  to  borrow 
occasionally  on  small  monthly  estimates  even  when  you  do 
not  really  need  the  money.    It  is  a  trait  of  human  nature, 
and  particularly  of  human  nature  in  the  banking  business, 
to  look  with  suspicion  upon  a  sudden  demand  for  the  loan 
of  a  large  sum  of  money  under  conditions  that  previously 
haye  not  required  the  use  of  credit.    If,  however,  the  banker 
has  become  accustomed  to  advancing  small  sums  from  time 
to  time  upon  monthly  estimates,  he  is  not  surprised  when 
larger  sums  are  asked  for  under  similar  conditions,  and 
will  not  ordinarily  refuse.     A  young  contractor  once  told 
the  writer  that  he  established  a  reputation   for  prompt- 
ness in  paying  his  notes  by  borrowing  money  that  he  did 
not  use  at  all,  but  simply  stored  in  a  strong  box  until- a' 
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few  days  before  the  matnrity  of  the  note,  when  he  stepped 
into  the  bank,  made  a  deposit  and  promptly  paid  his  note 
the  day  before  its  maturity.  He  found  it  well  thus  to  in- 
vest some  of  his  money,  and  eventually  bought  a  reputa- 
tion for  a  promptness  in  meeting  obligations  that  enabled 
him  to  borrow  large  sums  when  he  really  needed  them. 
However  one  may  view  this  practice,  it  indicates  clearly  the 
value  of  asking  credit  on  a  small  scale,  meeting  obliga- 
tions promptly,  and  thus  establishing  a  precedent  both  for 
the  banker  and  for  yourself  to  follow  on  a  larger  scale. 

We  have  touched  upon  the  method  of  estimating  the 
amount  of  money  necessary  to  handle  a  contract  of  given 
size  which  must  be  'finished  in  a  given  time,  but  a  few 
words  more  may  not  be  amiss. 

It  ordinarily  requires  far  more  cash  capital  to  handle 
work  in  which  the  pay  roll  is  the  main  item,  than  work 
In  which  bills  for  materials  are  the  main  items  of 
cost.  Laborers  must  usually  be  paid  as  often  aa  once  in 
two  weeks,  in  some  places  once  a  month  and  in  others 
once  a  week.  Material,  such  as  stone,  timber,  cement,  etc., 
may  ordinarily  be  purchased  on  time,  the  time  varying 
from  30  to  60  days.  Aside  from  the  advantage  derived  by 
having  a  longer  time  in  which  to  secure  money  from 
monthly  estimates,  it  is  well  to  remember  that  material 
men  will  not  go  on  a  strike  if  pay  day  is  delayed  a  few 
days.  This  is  often  a  "life  saver"  at  periods  of  unexpected 
distress.  In  any  case,  materials  will  usually  pay  for  them- 
selves if  they  can  be  put  into  work  promptly  upon  arrival. 
On  the  other  hand,  it  often  happens  that  materials  are  de- 
livered weeks  before  they  can  be  used,  and  if  the  contract 
does  not  require  the  engineer  to  allow  in  his  monthly  esti- 
mate for  "materials  delivered,"  the  contractor  may  be  com- 
pelled to  pay  for  the  materials  long  before  he  can  receive 
payment.  Here,  again,  the  banks  will  assist  him,  if  he 
has  made  it  a  practice  to  borrow  money  upon  "materials 
delivered."  Certainly,  under  such  conditions,  "materials 
delivered"  belong  to  the  contractor,  and  they  form  an 
asset  which,  added  to  the  contractor's  personal  reputation, 
will  serve  as  security  for  a  loan. 

Where  large  quantities  of  purchased  materials  will  be 
required,  the  contractor  should  ascertain  either  by  study- 
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ing  the  specifications  or  by  direct  inquiry  of  the  highest 
officials  whether  "materials  delivered"  will  or  will  not  be 
included  in  monthly  estimates.  If  engineers  knew  how 
often  their  refusal  to  estimate  "materials  delivered"  results 
in  tardy  deliveries  in  small  lots,  possibly  the  practice  of 
paying  monthly  for  "materials  delivered"  would  be  every- 
where followed.  Whether  contracting  firms  are  large  or 
small,  the  tendency  is  to  take  as  much  work  as  their  cash 
capital  will  enable  them  to  handle.  Mere  size,  therefore, 
does  not  always  mean  unlimited  credit,  and  if  a  large  firm 
is  working  nearly  up  to  the  capacity  of  its  credit,  it  is  quite 
as  likely  to  be  embarrassed  as  a  small  firm  by  delay  in 
payment  for  "materials  delivered"  as  well  as  for  work 
done. 

PART  V. 

The  failure  of  many  business  enterprises  is  not  due  so 
much  to  a  lack  of  knowledge  of  proper  business  rules  and 
principles  as  to  a  lack  of  persistence  in  the  application  of 
those  rules  and  principles.  It  is  easier  to  reason  out  a  mode 
of  procedure  than  to  follow  it,  the  tendency  being  always  to 
trust  to  luck  in  too  great  a  measure,  and  to  defer  the  appli- 
cation of  the  rule.  For  example,  an  employer  of  men  ob- 
serving that  men  work  with  greater  energy  when  they  are 
paid  a  bonus,  deduces  the  following  rule:  It  pays  to  share 
the  profits  with  the  employees  when  they  especially  exert 
themselves.  But,  having  come  to  a  logical  conclusion,  the 
employer  often  stops  there.  He  may  excuse  himself  on  the 
ground  that  the  work  he  has  in  hand  is  of  a  class  to  which 
it  is  exceedingly  difficult  to  apply  any  such  rule,  or,  what 
is  more  likely,  he  may  consider  himself  an  exception 
among  managers  and  determine  to  drive  the  men  without 
giving  up  any  part  of  his  prospective  profits.  In  any  case, 
lie  will  probably  find  that  without  some  direct  and  imme- 
diate monetary  gain,  employees  will  not  do  their  best. 

In  introducing  any  bonus  system,  it  is  best  to  begin  with 
the  foremen,  for  being  more  intelligent  they  will  more 
quickly  respond  to  any  such  encouragement.  If  you  are 
crushing  rock,  for  example,  there  should  be  some  system  of 
tallying  either  loads  delivered  or  the  loads  removed  each 
day.    The  man  who  is  running  the  crushing  plant  should 
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Ije  required  to  report  Jailr,  eiring  the  output  and  the  timb 
lost,  ir  any.  due  to  breakdowua,  etc.  Reports  or  progress 
ahould  always  be  dally  reported.  The  reason  for  this  ia 
that  Tew  men  look  far  enough  ahead  to  be  spurred  to 
action  when  the  work  Is  meaBured  up  only  onco  a  week  or 
once  a  mouth.  These  daily  reports  should  he  made  on 
mimeographed  or  printed  blanks  which  require  only  the. 
Blight  labor  of  filling  In  with  the  figures  ehowing  the  work 
done  and  the  force  employed.  A  mimeograph  will  kocu  save 
Its  cost;  and  it  enables  a  contractor  to  get  out  new  forms 
of  blanks  at  a  moment's  notice,  without  waiting  for  a  Job 
printer.  When  the  reports  are  received  at  the  central  office, 
they  should  be  recorded  in  such  forco  as  to  make  it  easy 
to  compare  the  progress  (rora  day  to  day. 

Assuming  that  the  average  output  of  a  crusher  has  been 
60  cu.  yds.  per  day  under  the  ordinary  methods  of  working, 
it  will  probably  be  posalbie  to  increase  the  output  by 
30%  upon  offering  a  fair  bonus  for  each  yard  over  60. 
Make  the  experiment  first  by  offering  to  the  man  in  charge 
t.  bonuB  of.  say  10  cts.  per  cu.  yd.,  for  all  over  60  cu.  yds. 
per  day,  and  note  the  result.  If  there  ia  no  adequate  re- 
turn, it  may  be  well  to  change  foremen,  or  dispense  with 
a  foreman  entirely  and  divide  the  bonus  among  the  labor- 
ers. As  a  matter  of  fact,  this  latter  procedure  often  yields 
surprisingly  good  results;  for,  if  the  expense  of  an  idle 
foreman  can  be  eliminated,  there  will  he  a  saving  of  5  to 
15%  in  the  cost  ol  doing  the  work,  so  that  the  money 
expended  as  a  bonus  yields  not  only  an  Increased  output 
of  the  plant,  but  reduces  the  cost  of  supervision.  There 
are,  and  always  will  be,  classes  of  work  requiring  the  con- 
Btant  attention  of  foremen,  and  iu  such  cases  it  will  usually 
■be  found  best  to  give  half  or  perhaps  all  of  the  bonus 
to  the  foreman.  On  the  other  hand,  where  the  foreman  acta 
merely  as  an  overseer  to  prevent  shirking  of  duty,  it  is  fre- 
quently possible  to  dispense  with  him  entirely  by  introduc- 
ing the  bonus  system. 

Whether  the  bonus  system  ia  used  or  not  the  work  should 
be  laid  out,  wherever  possible,  so  that  there  will  be  compet- 
ing gangs  of  men.  In  laying  the  concrete  foundation  of 
a  pavement,  for  example,  assign  one-half  the  street,  from 
yie  center  to  the  curb,  to  one  gang  of  men,  and  the  other 
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half  to  anotller  gang.  The  rivalry  so  engendered  will  in- 
variahly  lead  to  faster  work.  The  larger  the  gangs  of  men 
the  more  desirable  does  it  become  to  work  thus  in  rivalry, 
even  where  the  bonus  system  is  used;  for  wherever  there 
is  a  large  gang  there  are  sure  to  be  some  naturally  lazy 
men  whom  no  amount  of  bonus  can  induce  to  work  at  a 
reasonably  fast  rate.  Moreover,  the  larger  the  gang  the  less 
Interest  does  each  man  feel  in  the  bonus,  hence  the  desir- 
ability of  supplying  further  stimulus,  such  as  rivalry  sup- 
plies. 

Perhaps  the  most  striking  example  among  business  men 
of  success  that  has  attended  profit-sharing  is  to  be  seen  in 
the  person  of  Andrew  Oarnegie.     He  has  not  only  made 
millions  for  himself,  but  he  has  made  great  sums  for  the 
ablest  of  his  employees.   Had  he  attempted  to  "hog  it  all," 
there  is  every  reason  to  believe  that  the  most  ambitious,  and 
consequently  the  best  •  of   his  employees   would   have   left 
him  from  time  to  time,  some  of  them  to  start  in  a  competi- 
tive business  for  themselves,  others  to  become  employees 
in  competing  firms.  The  bonus  system  is  a  system  of  profit- 
sharing,  and  it  is  surprising  to  find  certain  labor  unions 
arrayed  against  it.    It  is  a  system  that  tends  to  reduce  the 
amount  of  supervision  to  a  minimum,  and,  as  all  men  dis- 
like being  "bossed,**  the  wonder  is  that  any  laborers  are 
to  be  found  to  oppose  it.    Perhaps  the  trickery  of  employ- 
ers is  largely  responsible  for  the  opposition  to  this  form  of 
proflt-Eharing,  for  it  often  happens  that  an  employer,  upon 
finding  that  his  men  produce  with  greatest  ease  at  least 
25%  more   under  the  bonus   system,   decides   to  keep   the 
biggest  part  of  this  increased  production  himself  by  cutting 
down  the  rate  of  bonus  paid.    Not  without  reason,  there- 
fore, does  the  laborer  say  that  the  bonus  system  will  lead 
to  harder  and  harder  work  with   no  reasonable   increase 
in  wages.    Possibly  the  really  useful  function  of  the  labor 
unions  of  the  future  will  be  to  hold  employers  to  their 
implied  agreements  in  the  matter  of  profit-sharing  under  a 
bonus  or  premium  system,  for  it  certainly  is  rank  trickery 
to  Induce  men  to  work  harder  by  an  offer  of  a  share  in 
the  profits  only  to  seize  the  lion's  share  and  leave  them  little 
Diore  than  before. 
An   expedient    worth   considering,   where   several   gangs 
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of  men  are  working  under  different  foremen,  is  the  plan  of 
changing  the  foremen  about  This  was  done  with  excellent 
results  in  driving  a  tunnel  near  the  City  of  Mexico.  After 
the  work  has  been  well  organized,  it  is  possible  thus  to 
shift  the  foremen  from  week  to  week,  or  from  month  to 
month,  without  disorganizing  the  gangs.  The  advantage  of 
such  shifting  lies  in  the  fact  that  familiarity  breeds  le- 
niency. The  foreman  who  will  be  exacting  with  strange  men 
will  often  become  "a  good  fellow"  after  a  short  time,  and 
the  result  is  that  the  output  of  the  men  under  him  falls 
off.  The  writer  has  often  noticed  that  foremen  who  would 
secure  an  output  of  15  cu.  yds.  of  earth  loaded  per  man  per 
day  for  the  first  two  weeks  on  a  job,  would  after  that 
slowly  relax  until  a  falling  off  of  20%  or  more  in  output  oc- 
curred. It  is  well  usually  to  have  foremen  who  are  strang- 
ers to  the  men,  and  to  see  that  they  remain  strangers. 

Another  expedient  that  was  also  tried  on  the  above  men- 
tioned tunnel  work  was  the  working  of  broken  shifts;  that 
is,  the  men  worked  four  hours,  then  laid  off  four  hours 
while  another  gang  took  their  places,  and  then  returned  to 
work  four  hours  more.  By  this  means  the  progress  of  the 
tunnel  driving  was  increased  about  50%.  Doubtless  this 
method  would  show  better  results  with  such  workers 
as  are  found  in  southern  climates  than  with  workers  in 
the  north.  Still  there  is  good  reason  for  believing  that  it 
would  prove  effective  wherever  men  are  willing  to  work 
intermittently.  By  paying  some  bonus  for  progress  it  may 
be  possible  to  induce  men  to  work  thus,  for  then  their  in- 
terest in  making  progress  is  identical  with  that  of  their 
employer.  Of  course  where  men  are  running  machines,  like 
air  drills  or  steam  shovels,  there  is  little  to  be  gained 
by  such  a  method  of  working;  but  men  doing  hard  phy- 
sical labor  would  doubtless  accomplish  more  by  working 
vigorously  for  a  half  shift  and  then  taking  a  long  rest  be- 
fore finishing  their  shift. 

Wherever  a  contractor  is  working  in  the  country  he 
should  have  his  own  lodging  camp  at  which  all  men  should 
be  required  to  lodge.  Tho  object  of  this  is  not  to  make 
money  by  renting  bunks,  but  to  be  in  a  position  to  make 
strikers  leave  the  country  entirely,  if  strikes  occur.  For 
the  same  reason,  a  company  store  should  be  kept  by  the 
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contractor,  if  he  does  not  board  the  men.    To  be  able  thus 
to  cut  off  the  source  of  supplies  of  the  opposition  is  often 
the  only  way  of  breaking  up  a  strike.    A  contractor  having 
based  his  estimate  of  cost  upon  ruling  wages  is  often  most 
unjustly  attacked  by  his  men  who    seek    an    increase  in 
wages  which  if  granted  would  mean  his  ruin.     Laborers 
do  not  consider  that  side  of  the  matter  at  all,  and  the  more 
lenient  and  "white"  the  contractor  has  been  the  more  likely 
is  a  strike  for  increased  wages  to  occur.     By  being  fore- 
sighted  a  contractor  can  usually  bring  a  strike  to  a  sudden 
end,  or  prevent  it  entirely  when  his  work  is  not  near  the 
permanent  residences  of  the  strikers.     On   large   work  a 
few   detectives   among   the    workers    (detectives   who   are 
workers  themselves  and  are  old  and  trusted  employees) 
will  give  the  first  hint  of  talk  about  striking.    Then  is  the 
time  to  act,  and  not  after  the  talk  has  ripened  into  resolu- 
tion.  Immediately  shake  up  the  forces;    lay  off  part  of  the 
gangs,  including  some  who  are  not  agitators  along  with 
the  agitators,     Let  it  be  known  by  rumor  that  the  intro- 
duction of  more  machinery  is  contemplated  in  order  to  dis- 
pense with  hand  labor,  and  what  is  more,  rush  some  ma- 
chinery in  even  if  it  does  not  pay  directly  to  do  so,  and 
even  if  it  does  not  replace  the  men  laid  off.     War  tactics 
must  be  met  in  kind.    A  strike  is  a  labor  war,  and  a  strike 
against  a  contractor  is  usually    a    treacherous    attack.    If 
the  employees  of  a  factory  strike  for  higher  wages  and 
win,  the  manufacturer  usually  makes  the  public  foot  the 
bill  in  the  end;    certainly  where  such  strikes  are  general, 
he  does.    But  a  contractor  is  virtually  robbed  by  a  strike 
occurring  after  he  has  begun  work.     If  footpads  were  to 
hold  him  up  and  take  his  money  he  would  be  better  off, 
for  then  at  least  he  would  have  some  chance  of  recovering 
it    The  foregoing  statements  are  all  based  upon  the  as- 
sumption that  the  contractor  is  paying  rates  of  wages  that 
were  standard  in  the  place  and  at  the  time  of  the  letting 
of  the  contract. 

If  labor  unions  were  to  give  notice  that  their  members 
would  not  work  under  contracts  taken  on  and  after  a  cer- 
tain date,  at  less  than  a  certain  wage,  contractors  would 
then  simply  "figure  accordingly.*'  As  it  is,  however,  such 
fair  action  is  seldom  taken.    Perhaps  this  is  another  feature 
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that  the  labor  unions  of  the  future  may  consider  with 
profit.  At  present  the  contractor  must  protect  himself  as 
best  he  can  by  the  exercise  of  forethought,  for  it  is  fore- 
thought that  gives  to  the  leaders  of  men  a  power  not  pos- 
sessed by  the  men  they  lead. 


SECTION  ir. 

COST  OF  EARTH  EXCAVATION. 

Earth  Measurement. — Earthwork  is  paid  for  by  the 
cubic  yard,  and  is  usually  measured  "in  place,"  that  is,  in 
the  natural  bank  or  pit  before  it  has  been  loosened.  The 
price  paid  usually  includes  the  excavating,  hauling  and 
placing  the  earth  in  the  embankment,  and  no  extra  price  is 
paid  for  making  the  embankment — in  other  words,  the 
earth  is  paid  for  but  once  Occasionally,  in  dike  work,  in 
building  reservoir  embankments,  and  wherever  it  is  very 
difficult  to  measure  the  earth  in  place,  it  is  specified  that 
tbe  earth  shall  be  measured  in  the  consolidated  embank- 
ment However,  unless  otherwise  stated,  all  costs  given  in 
this  book  refer  to  measurements  of  earth  in  place. 

Many  specifications  for  railroad  work  contain  an  "over- 
haul clause,"  which  provides  that  for  all  earth  hauled  more 
than  a  certain  specified  limit,  the  contractor  shall  be  paid 
a  certain  amount  per  cubic  yard,  usually  1  ct.  per  cu.  yd. 
per  100  ft.  overhaul.  The  specified  limit  of  "free  haul"  is 
sometimes  1,000  ft,  sometimes  500  ft.  Even  in  case  of  an 
overhaul,  no  additional  payment  is  made  for  building  the 
embankment,  but  only  for  the  overhaul. 

Earth  Shrinkage. — Earth  when  first  loosened  and  shov- 
eled into  a  wagon  swells,  that  is,  it  occupies  more  space 
than  it  did  "in  place";  but,  when  placed  in  an  embank- 
ment and  rolled  or  pounded  down,  it  shrinks,  and  this 
shrinkage  is  often  so  great  that  the  earth  occupies  less 
space  in  the  embankment  that  it  did  "in  place."  The  fol- 
lowing is  a  summary,  based  upon  data  of  actual  tests  given 
in  my  book  on  earthwork: 

1.  Taking  extreme  cases,  earth  swells  when  first  loosened 
with  a  shovel,  so  that  after  loosening  it  occupies  IV7  to 
1%  times  as  much  space  as  it  did  before  loosening;  in  othe'' 
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words,  loose  earth  is  14%  to  50%  more  bulky  than  natural 
bank  earth. 

2.  As  an  average,  we  may  say  that  €lean  sand  and  gravel 
swell  Vt,  or  14%  to  15%;  loam,  loamy  sand  or  gravel  swell 
Vb,  or  20%;  dense  clay,  and  dense  mixtures  of  gravel  and 
clay,  %  to  1^,  or  33%  to  50%,  ordinarily  about  35%;  while 
unusually  dense  gravel  and  clay  banks  swell  50%. 

3.  Loose  earth  is  compacted  by  several  means;  (a)  the 
puddling  action  of  water,  (b)  the  pounding  of  hoofs  «,nd 
wheels,  (c)  the  jarring  and  -compressive  action  of  rolling 
artificially. 

4.  If  the  puddling  action  of  rains  is  the  only  factor,  a 
loose  mass  of  earth  will  shrink  slowly  back  to  its  original 
volume,  but  an  embankment  of  loose  earth  will  at  the  end 
of  a  year  be  still  about  Vu,  or  8%,  greater  than  the  cut  it 
came  from. 

5.  If  the  embankment  is  made  with  small  one-horse 
carts,  or  wheel  scrapers,  at  the  end  of  the  work  it  will 
occupy  5  to  10%  less  space  than  the  cut  from  which  the 
earth  was  taken,  and  in  subsequent  years  will  shrink  about 
2%  more,  often  less  than  2%. 

6.  If  the  embankment  is  made  with  wagons  or  dump 
cars,  and  made  rapidly  in  dry  weather  without  water,  it 
will  shrink  about  3%  to  10%  in  the  year  following  the  com- 
pletion of  the  work,  and  very  little  in  subsequent  years. 

7.  The  height  of  the  embankment  appears  to  have  little 
effect  on  its  subsequent  shrinkage. 

8.  By  the  proper  mixing  of  clay  or  loam  and  gravel, 
followed  by  sprinkling  and  rolling  in  thin  layers,  a  bank 
can  be  made  weighing  1%  times  as  much  as  loose  earth, 
or  133  lbs.  per  cu.  ft. 

9.  The  bottoms  of  certain  rivers,  banks  of  cemented 
gravel,  and  hardpan,  are  more  than  ordinarily  dense,  and 
will  occupy  more  space  in  the  fill  than  in  the  cut  unless 
rolled. 

Kinds  of  Eartli. — Earth  may  be  divided  into  three 
classes  as  regards  difficulty  of  excavation:  (1)  Easy  earth; 
(2)  average  earth;  and  (3)  tough  earth.  To  the  first  class 
belong  loam,  sand,  and  ordinary  gravel,  which  require 
little  or  no  picking  to  loosen  ready  for  shoveling.     To  the 
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second  class  belong  sands  and  gravels  impregnated  with  an 
amount  of  clay  or  loam  that  binds  the  particles  together, 
making  it  necessary  to  use  a  pick  or  a  plow  drawn  by  two 
horses  to  loosen  the  earth  before  shoveling.  To  the  third 
class  belong  the  compact  clays,  the  hardened  crusts  of  old 
roads,  and  all  earths  so  hard  that  one  team  of  horses  can 
pull  a  plow  through  the  earth  only  with  greatest  difficulty, 
but  that  two  teams  of  horses  on  one  plow  can  loosen  with 
comparative  easa 

This  third  class  of  earth  passes  by  insensible  degrees  into 
what  is  called  "hardpan."  Hardpan  commonly  means  a 
very  compact  clay,  or  mixture  of  gravel  or  boulders  with 
clay.  Soft  shales  that  can  be  plowed  with  a  rooter  plow  are 
sometimes  called  hardpan.  There  are  also  certain  gravels 
cemented  with  an  iron  oxide  (iron  rust)  which  are  called 
hardpan. 

There  are  many  local  names  applied .  to  different  kinds 
of  earth.  "Adobe**  is  a  name  much  used  in  Texas,  Arizona, 
California  and  neighboring  states  to  denote  any  clay  of 
which  mud  bricks,  or  adobes,  might  be  made.  ••Gumbo"  is 
a  word  used  in  the  Mississippi  Valley  to  denote  a  black 
loam  containing  so  much  clay  as  to  be  exceedingly  sticky 
when  wet.  "Marl**  is,  strictly  speaking,  a  mixture  of  clay 
and  pulverized  limestone,  but  the  term  is  often  applied 
today  soils  containing  only  1%  to  2%  of  limestone  dust,  as, 
for  example,  the  greensand  marls  of  New  Jersey.  There 
are  many  local  deposits  of  disintegrated  minerals,  which, 
when  soapy  in  texture,  are  often  called  marl.  In  some 
cases  these  deposits  are  so  greasy  that,  when  saturated  with 
water,  slides  and  cave-ins  occur  when  an  attempt  is  made 
to  excavate  them. 

Quicksand  is  a  term  applied  to  any  sand,  or  sandy  mate- 
rial, which  flows  like  molasses  when  the  sand  is  saturated 
with  water. 

In  this  book  the  rules  for  estimating  costs,  unless  other- 
wise stated,  relate  to  "average  earth,"  as  above  defined. 

Definitions  of  Hani  and  Lead.— "Dead**  is  a  term 
used  to  denote  the  horizontal  distance  in  a  straight  line 
from  the  center  of  mass  of  the  pit  to  the  center  of  mass  of 
the  dump.     The  pit,  in  this  case,  refers  to  the  volume  of 
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earth  10  b«  excarated,  and  tlie  dump  refers  to  the  embahb- 
ment  The  "lead"  does  not  include  the  distance  actuaJly 
traveled,  including  turnouts,  etc..  from  pit  to  dump;  this 
actual  distance  traveled  by  the  cars  or  wagona  ia  called 
the  "haul,"  The  "haul"  Is  then  half  the  distance  traveled 
by  a  car  or  wagon  in  making  a  round  trip. 

Work   of   Te&ms. — A    "team,"   as    used     in     this   hook, 
tiieans  a.  pair  of  horses  mid  their  driver.    Even  where  the 
word   driver   is   omitted   in   speaking  of   the   cost   of  team 
work,  the  wages  of  the  driver  are  always  Included  under 
the  word  "team."     A  good  average  team  is  capable  of  trav- 
eling 20  miles  ia  10  hrs.,  going  10  mllea  loaded  and  return- 
ing 10  miles  empty,  over  fairly  hard   earth   roads.     If  the    I 
team  la  traveling  constantly  over  soft  ground,  15  miles  ia  a    | 
good  day's  work.    On  the  other  hand,  if  the  team  Is  travel- 
ing over  good  gravel  or  tuaeadam  roads,  or  paved  streets, 
it  13  possible  to  average  25  miles  per  10-hr.  day.    These    j 
rates  include  the  occasional  stops  made  for  rests,  etc,  and  J 
include  the  climbing  of  an  occasional  hill,  I 

When  traveling  at  the  rate  of  2'/^  mllea  an  honr,  which  is 
thy  ordinary  walking  gait  of  horses,  the  distance  covered 
in  1  min,  ia  220  It.  0-ver  good  hard  roads  a  team  may  trot 
with  an  empty  wagon  at  the  rate  of  5  miles  per  hr„  and 
thus  make  up  for  delays  in  loading  and  unloading,  so  as 
to  cover  the  full  20  miles  of  daily  work;  but  over  soft 
ground  a  team  should  not  trot. 

The  loads  that  a  team  can  haul  (in  addition  to  the  weighl 
ol  tbe  wagon)  over  different  kinds  of  roads  are  as  follows: 
Earth, 
Short  Tons,      cu.  yds. 

Very  poor  earth  road 1-0  0.8 

Poor  earti  road  1-25  1.0 

Good  hard  earth  road   2.0  1.6 

Qood  clean  macadam  road  3,0  2.1 

It  is  not  possible  to  haul  much  greater  loads  over  an 
asphalt  or  brick  pavement  than  over  a  first-class,  clean 
macadam.  On  all  the  kinds  of  roads  to  which  the  above 
averages  apply,  there  were  occasional  steep  grades  to  a 
cend,  and  occasional  bad  spots 
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le  pulling  power  of  a  horse  averages  about  one-tenth  of 
weight  when  exerted  steadily  for  10  hrs.;  that  is,  a 
Mb.  horse  will  exert  an  average  pull  of  120  lbs.  on  the 
es.  But  for  a  short  space  of  time  the  horse  can  exert  a 
(if  he  has  a  good  foothold)  equal  to  about  four-tenths 
weight,  that  is,  four  times  his  average  all-day  pull. 
I  I  have  tested  with  teams,  not  only  in  ascending  steep 
lee  but  in  lifting  the  hammer  of  a  horse-operated  pile 
^er. 

There  teams  are  traveling  long  distances,  it  is  cus- 
ary  to  have  two  wagons  keep  together,  so  that  one  team 
help  the  other  up  a  steep  hill  by  acting  as  a  "snatch 
n."  A  "snatch  team,"  or  helping  team,  may  often  be 
t  busy  to  advantage  in  pulling  heavily  loaded  teams 
of  a  pit,  or  onto  a  soft  embankment,  or  up  a  steep  grade, 
•ee-horse  snatch  teams  are  frequently  used.  A  small 
sting  engine  may  replace  a  snatch  team  to  advantage 
many  places.  By  laying  channel  irons  for  rails  up  a 
>p  hill,  and  having  a  hoisting  engine  at  the  top,  very 
vy  loads  can  be  assisted  over  bad  roads.  In  this  case, 
oy  mounted  on  a  pony  can  drag  the  hoisting  rope  ba«k 
the  foot  of  the  hill  ready  for  the  next  team.  Plank 
ds  can  often  be  built  to  advantage  for  short  distances 
steep  grades,  or  over  bad  spots. 

n  the  far  West  it  is  customary  for  three  or  more  teams 
be  hitched  to  a  train  of  two  or  more  wagons;  and, 
en  a  steep  hill  is  to  be  ascended,  to  haul  one  wagon  up 
a  time.    This  saves  wages  of  drivers. 

/ost  of  Maintaining  Teams. — The  writer  has  main- 
Qed  teams  at  the  following  cost  per  month  per  team  of 
>  horses: 

;on  of  hay,  at  $10  $  5.00 

bu.  oats,  at  35  cts 10.50 

aw  for  bedding  1.00 

)eing  and  medicine   2.00 

Total   $18.50 

k  generation  ago  there  were  2,000  horses  used  on  the 
K)klyn  street  railways.    The  cost  of  feeding  each  horse 
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was  $10  a  month,  an-d  the  depreciation  in  value  of  each 
horse  was  25%  per  annum. 

Contract  work  is  not  so  severe  as  street  car  work;  still 
the  annual  depreciation  is  probably  not  less  than  15%.  A 
team,  wagon  and  harness  cofiting  $300  should  be  charged 
with  about  $60  per  annaim  for  interest  and  depreciation. 
When  the  team  is  working  it  must  be  fed  oats,  when  not 
working  it  can  be  fed  on  hay  ct  half  the  usual  cost. 

The  following  gives  the  average  feed  of  horses  and  mules 
used  by  the  H.  C.  Prick  Coke  Co.,  extending  over  a  period 
of  6  years;  500  lbs.  of  hay,  7  bushels  of  oats,  4%  bushels  of 
corn  on  the  ear,  per  head  per  month.  The  daily  feed  of 
each  animal  was  two  feeds  of  corn,  13  ears  to  the  feed  (70 
lbs.  per  bu.),  one  6-quart  feed  of  oats,  and  about  16%  lbs. 
of  hay.  Each  animal  averaged  about  13  miles  traveled  per 
day  underground,  15  miles  being  the  maximum  10-hr.  day's 
work.  It  will  be  observed  that  this  feeding  agrees  very 
closely  with  the  writer's  experience. 

It  is  not  ordinarily  possible  to  get  more  than  180  days  of 
work  per  annum  out  of  a  contractor's  team  in  the  North, 
and  very  frequently  much  less.  We  may,  therefore,  say 
that  $1.50  for  each  day  actually  worked  by  the  team  will 
cover  its  feed,  interest  and  depreciation,  for  the  year.  If 
the  driver  is  paid  only  while  at  work,  then  his  $1.50  added 
to  that  of  the  team  makes  $3  a  day  for  each  day  worked. 

The  cost  of  feeding  25  horses  at  work  building  roads  near 
San  Francisco,  for  a  period  of  12  mos.,  was  as  follows,  per 
horse  per  day: 

28      lbs.  wheat  hay,  at  $15.50  per  ton $0,215 

12        "    rolled  barley,  at  $24.10  per  ton   0.150 

1^    "     oats,  at  $27.40  per  ton   0.020 

y^     "     bran,  at  $21.20  per  ton   O.OOS 

IMi    "    straw  bedding,  at  $13.80  per  ton 0.00> 

Wages,  1  stableman  ($775  for  year),  and  hauling  for- 
age  ($281  for  year)    0.11$ 

Total  per  horse  per  day  $0,510 

The  above  shows  a  consumption  of  nearly  42  lbs.  of  feed 
per  horse  per  day,  which  seems  large,  but  is  not  excessive 
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for  heavy  draft  horses  working  dally.    A  conservative  es- 
timate of  the  food  waste  is  5%. 

A  four-horse  team  averaged  IQYo  miles  traveled  per  day 
over  fair  macadam  roads  with  some  5%  grades.  The  load 
was  3  short  tons,  plus  the  0.65-ton  wagon;  and  the  haul, 
one  way,  was  i^  to  1  mile. 

Co«t  of  Plowing. — ^A  team  on  a  plow  will  loosen  500  cu. 
yds.  <yt  loam,  or  350  cu.  yds.  of  loamy  gravel,  or  250  cu.  yds. 
of  fairly  tough  elay,  per  10-hr.  day.  For  "average  earth," 
therefore  assume  350  cu.  yds.  per  day  loosened  by  a  team 
and  driver  and  one  man  holding  plow.  With  wages  at  $3.50 
for  team  and  driver,  and  $1.50  for  laborer,  the  cost  of  plow- 
lag  average  earth  is  1%  cts.  per  cu.  yd. 
^Jn  plowing  very  tough  material  with  a  pick-^pointed  plow, 
four  horses  and  three  men,  estimate  180  cli;  yds.  plowed  per 
day  at  a  cost  of  5  cts.  per  cu.  yd. 

Cost  of  Picking  and  ShoTelia^.^— When  wages  are 
^.50  per  10-hr.  day,  the  eost  of  loosening  earth  with  a  pick 
(Instead  of  a  plow)  ranges  from  1  ct.  per  cu.  yd.  for  very 
easy  earth,  to  11  cts.  per  cu.  yd.  for  very  stiff  clay  or  ce- 
mented gravel;  for  "average  earth"  the  cost  of  picking  is 
about  4  cts.  per  cu.  yd. 

The  cost  of  loosening  with  a  pick  and  shoveling  Into 
vagons  is  as  follows,  wages  heing  15  cts.  per  hr.: 

J  Per 

'^  /  ;  CU.  yd. 

Easy  earth,  light  sandf  or  loani  •'.■: 12  cts. 

Average   earth    . . .  ^  f '•. .  .^. 15    " 

Tough  clay /'/. iJ. .,. 20    " 

Hardpan    ^ , 40    " 

The  amou^t,''of  earth  that  a  man  can  load  with  a  shovel 
varies  withiilie  character  of  the  earth,  the  way  it  has  been 
loosened,  jtfle  size  and  shape  of  the  shovel,  etc.  If  a  man  is 
shoveling  e^rth  from  the  face  of  a  cut  that  has  been  under- 
mined anrf  'broken  down  with  picks,  he  can  readily  load  18 
cu.  yds.  per  10-hr.  day,  after  the  earth  has  been  loosened. 
If  he  is  shoveling  plowed  earth,  where  he  must  use  more 
force  in  driving  the  shovel  into  the  soil,  he  will  easily  load 
14  cu.  yds.  of  average  earth  In  10  hrs.    If  he  Is  shoveling 
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loose  GarLh  off  boards  upoa  which  it  haa  tieen  dumped,  lie 
can  load  26  cu.  yds.  in  10  lirs.,  but  It  la  not  wise  to  count 
on  more  than  20  cu.  yds,  even  under  good  toremansblp. 

For  data  on  the  coat  of  trenciiing.  the  reader  is  referred 
to  the  secticns  on  Sewers  and  on  Water-worlts. 

Coit  of  Trlmmlne;,  Boiling,  Etc. — After  earth  has  been 
dumped  from  wirts  or  wagons,  a  man  wili  spread  ln"6-In. 
layers  by  band  75  cu.  yds.  in  10  hra„  at  a  cost  of  3  eta.  per 
en.  yd.  A  leveling  scraper,  or  road  machine,  wili  spread 
large  quanlltjes  of  earth  for  (4  ct.  to  %  et.  per  cu.  yd.  With 
a  Shuart  grader  (or  leveling  scraper)  operated  hy  a  team 
and  driver  and  a  helper,  the  author  has  bad  500  cu.  yds. 
spread  per  day.  A  road  machine,  operated  by  6  horses  and 
2  men,  will  spread  900  cu.  yds.  in  10  hrs.  in  fi-in.  layers, 
earth  having  been  dumped  from  patent  dump-wagons. 

A  man  can  thoroughly  tamp  25  cu.  yds.,  in  G-in.  layers, 
per  10-hr.  day  at  6  cts,  per  cu.  yd.  Embankments  can  lie 
consolidated  with  horse-drawn  rollers  for  ^  to  1  ct.  per  eu. 
yd.,  wages  ot  a  team  being  (3,50  a  day.  I  have  one  record 
of  3  cts.  per  cu.  yd.  (at  the  above  wages),  for  rolling  a  res- 
ervoir embankment,  but  the  work  was  not  well  handled. 

The  cost  ot  Bprlnliling  embankments,  if  apecified,  is  diffi- 
cult to  estimate  because  ot  the  vagueness  of  apeciflcationa. 
However,  more  than  8  cu,  ft,  of  water  per  cu.  yd.  of  earth, 
is  seldom  required. 

On  a  large  embankment  three  sprinkling  carts,  each 
drawn  by  three  teams,  with  one  driver,  sprinkled  1,000  cu, 
yds,  of  earth  per  day  ot  10  hrs.,  with  abort  haul.  Such 
carts  each  held  150  cu.  ft.  of  water  weighing  4i{.  tons,  VKhlch 
is  an  exceedingly  large  capacity,  A  sprinkler  of  this  slie 
can  be  loaded  from  a  tank  in  15  mins,,  and  emptied  in  the  j 
same  length  of  time.  Knowing  the  length  of  haul  and 
speed  ot  team  the  cost  of  sprinkling  is  readily  determined. 
In  the  case  just  given  the  cost  was  2^4  cts.  per  cu.  yd.  o( 
earth  for  sprinkling  and  about  5  cu,  ft,  of  water  per  cu.  yd. 
were  used. 

From  several  careful  otjservations  the  writer  has  found 
that  a  gang  of  men  under  a  good  foreman  will  each  trim 
the  sod  and  humps  otl  the  hard  surface  of  a  cut  to  the  depth 
ot  1  or  l',i  ins.  at  the  rate  o(  200  sq.  ft,  or  22  sq,  yds.  per 
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hour,  at  a  cost  of  Vs-ct  per  sq.  yd.;  and  where  there  was  no 
sod  to  remove,  the  soil  being  sandy  loam,  the  cost  was  one- 
half  as  much  or  %^ct  per  sq.  yd.  Massachusetts  contrac- 
tors bid  almost  uniformly  2  cts.  a  sq.  yd.  for  "surfacing" 
(wages  17  cts.  per  hour),  which  includes  rolling  the  finished 
surface  with  steam  roller.  A  roadway,  including  ditches, 
36  ft.  wide  and  a  mile  long,  has  21,000  sq.  yds.  of  surface, 
which,  at  %-ct.  is  $140,  actual  cost  of  trimming.  If  the  to- 
tal excavation  in  a  mile  is  3,500  cu.  yds.  (which  is  about  the 
average  in  N.  Y.  State),  the  cost  of  trimming,  distributed 
over  this  3,500  cu.  yds.,  is  4  cts.  per  cu.  yd.  of  excavation,  a 
cost  much  greater  than  a  mere  guess  would  lead  one  to 
suppose.  The  author  has  directed  the  scraping  of  a  light 
growth  of  weeds  and  grass  off  the  4-ft.  shoulder  of  a  road 
by  going  once  over  it  with  a  Shuart  grader,  at  a  rate  of  200 
sq.  yds.  per  hour,  or  ten  times  faster  than  a  man  with  a 
mattock  would  have  done  it;  making  the  actual  cost  about 
%-ct.  per  sq.  yd.  where  the  team,  driver  and  helpers'  wages 
were  50  cts.  per  hour. 

Cost  of  "Wlieelbarrow  Work. — A  man  wheeling  a  bar- 
row over  run-plank  can  not  be  counted  on  to  travel  more 
than  15  miles  per  10-hr.  day.  If  the  runway  is  level  a  load 
of  300  lbs.  or  more  may  he  wheeled  in  a  barrow,  but  it  is 
not  safe  to  count  upon  more  than  250  lbs.,  or  Vio  cu.  yd.  of 
earth.  This  is  for  good  level  runways,  but,  as  most  wheel- 
barrow work  involves  ascending  steep  grades,  estimate  Vu 
to  Vu  cu.  yd.  per  barrow  load.  With  wages  at  15  cts.  per 
bp.,  the  cost  of  wheeling  earth  in  barrows  is,  therefore,  5 
cts.  i>er  cu.  yd.,  per  100  ft.  of  haul,  the  haul  being  the  dis- 
tance from  pit  to  dump.  If  the  runways  were  level,  and 
the  men  worked  hard,  the  cost  might  be  reduced  to  3  cts. 
pep  cu.  yd.  per  100  ft  of  haul. 

The  cost  of  picking  and  loading  has  already  been  given, 
ttd  may  be  assumed  to  be  15  cts.  per  cu.  yd.  A  wheelbar- 
Ww  is  dumped  in  about  ^  min.,  which  is  equivalent  to  a 
to  of  nearly  4  mins.  'per  cu.  yd.,  where  15  barrow  loads 
Bake  a  yard;  and  this  is  equivalent  to  1  ct.  per  cu. 
ft  tor  dumping  the  barrows.  The  time  lost  in  changing 
inrrows,  etc.,  may  easily  add  another  1  ct.  per  cu.  yd.  The 
nile  for  estimating  the  cost  of  loosening,  loading  and  haul- 
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Ing  average  earth  in  barrows  is  as  follows  when  wages  ar 
15  cts.  per  hr.: 

Rule  I. — To  a  fljred  cost  of  17  cts.  per  cu,  yd.,  add  5  cts.  pi 
cu.  I'd.  per  100  ft.  of  haul. 

Cost  by  One-Horse  Carts. — Small  two-wheeled  carl 
drawn  by  one  horse  are  often  used  on  railway  work.  If  th 
haul  is  level  or  slightly  down  hill  and  over  a  well  con 
pacted  embankment,  a  horse  will  pull  0.6  cu.  yd.  per  loac 
but  over  poor  earth  roads  it  is  not  safe  to  count  upon  moi 
than  0.4  cu.  yd.  per  load,  if  there  are  any  steep  grades  1 
ascend.  On  short  hauls  of  300  ft.  or  less,  one  driver  ca 
tend  to  two  carts  by  leading  one  to  the  dump  while  tli 
other  is  being  loaded.  A  gang  of  4  or  5  men  should  loa 
a  cart  with  0.4  cu.  yd.  in  3  mins.,  and  it  takes  about  1  mil 
to  dump  a  cart,  so  that  4  mins.  of  cart  time  are  "lost"  evei 
round  trip.  If  the  wages  of  a  horse  are  $1  per  10-hr.  daj 
and  the  wages  of  a  driver  are  $1.50  a  day,  the  wages  of 
cart  and  half  a  driver  are  $1.75  a  day.  The  4  mins.  "loi 
time"  is  therefore  equivalent  to  3  cts.  per  <?u.  yd.  The  coi 
of  picking  and  loading  average  earth  is  about  15  cts.  p« 
cu.  yd.,  as  previously  given.  A  dumpman  can  easily  dune 
a  cart  load  a  minute,  where  he  has  no  spreading  to  d« 
but  the  material  is  seldom  delivered  fast  enough.  If  "9 
assume  150  cu.  yds.  delivered  to  him  in  carts  in  10  hrs.,  tl 
cost  is  1  ct.  per  cu.  yd.  for  dumpman's  wages.  Hence  tl 
total  fixed  cost  may  be  assumed  as  15  +  3  +  1  ct,  or  19  c1 
per  cu.  yd.  If  the  cart  load  is  0.4  cu.  yd.,  and  wages  are  - 
above  given,  we  have  the  following  rule: 

Rule  II. — To  a  fi.ied  cost  of  19  c/s.  per  cu.  yd.  add  %-ct.  p 
cu.  yd.  per  100  ft.  of  haul. 

If  the  material  is  plowed,  and  is  shoveled  easily,  the  fix 
cost  may  become  14  cts.  per  cu.  yd.  instead  of  19  cts. 

If  the  haul  is  long,  one  driver  may  still  attend  to  t** 
carts  by  taking  them  both  together  to  the  dump.  There  d 
occasions,  however,  when  one  driver  attends  to  only  o' 
cart;  in  such  cases  the  cost  of  hauling  \&  1  ct.  per  cu.  S 
per  100  ft 

In  cities,  where  the  carts  travel  over  hard  earth  or  gra** 
roads,  a  cart  carrying  %  cu.  yd.  may  be  used.    The  cost 
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hauling  is,  then,  %-ct  per  cu.  yd.  per  100  ft.  of  haul,  wages 
of  cart  and  driver  being  25  cts.  per  hour. 

Cost  by  Wagons.. — There  are  three  types  of  four-wheeled 
wagaus  commonly  used  by  contractors:  (1)  The  slat-bottom 
wagon;   (2)  the  bottom-dump  wagon;  and  (3)  the  end-dump 
wagon.     Any  farmer's  wagon  can  be  made  into  a  slat-bot- 
tom wagon  by  removing  the  wagon  box  and  replacing  it 
with  "slats"  of  3  X  6-in.  sticks  for  a  bottom,  and  2  x  12-in., 
or  2  X  16-in.,  planks  for  sides  and  ends.    The  bottom-dump, 
or  "patent  dump-wagon,"  has  a  bottom  consisting  of  two 
doors  that  swing  downward  in  dumping.     The  end-dump 
j_  wagon  dumps  backward  like  a  two-wheeled  cart.    The  best 
M  makes  of  this  type  of  wagon  are  provided  with  a  geared 
device  by  which  the  dump-man  slides  the  wagon  box  bod- 
fly  backward  over  the  axle  of  the  rear  wheels  until  it  tips 
ind  dumps  its  load. 
The  loads  that  are  commonly  hauled  in  a  wagon  by  one 
team  are  given  on  page  76. 

To  reduce  the  lost  time  in  loading  wagons  a  common  ex- 
,pedient  is  to  provide  extra  wagons  which  are  loaded  while 
l-fte  teams  are  on  the  road  to  and  from  the  dump.    A  team 
ttn  be  changed  from  an  empty  wagon  to  a  loaded  wagon 
bl  to  11^  mins. 
Three  horses  should  be  used  on  each  wagon  far  cftener 
lian  they  are  used  on  contract  work,  as  nearly  50%  more 
material  can  be  hauled  per  load  than  with  two  horses.    In 
gj—thefar  West,  one   often  sees    two    teams    (four  horses) 
Wtched  to  a  wagon,  even  on  short  haul  work. 
One  m-an  aided  by  the  driver  can  dump    a    slat-bottom 
*agon  holding  0.8  cu.  yd.  in  IV2  mins.,  at  a  cost  of  0.4  ct. 
Iiercu.  yd.  for  the  dumpman's  time  and  1  ct.  per  cu.  yd.  for 
fi^^brt  time  of  team,  wages  being  15  cts.  per  hr.  for  dump- 
l>aii,  and  35  cts.  per  hr.  for  the  team.    It  takes  3  mins.  for 
se  men  to  dump  a  large  slat-bottom  wagon  holding  ly^ 
yds.,  where  the  driver  removes  the  seat  before  dumping 
replaces  it  afterward.     So  that  in  either  case  we  see 
It  the  cost  of  dumping  is  about  iMs  cts.  per  cu.  yd.    li  ? 
ider  chain  is  wound  around  the  wagon  box  to  hold  the 
^^•its  close  together  so  that  no  earth  will  spill  through  onto 
^i» Street  pavement,  it  takes  5  mins.  to  dump  the  wagon. 
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The  time  required  to  dump  a  drop-bottom  wagon  ifi 
practically  nominal,  and  the  driver  dumps  his  own  wagon. 

It  takes  about  1  min.  for  the  dumpman  and  driver  to 
dump  an  end-dump  wagon. 

In  loading  wagons  there  are  usually  enough  men  pro- 
vided in  the  pit  to  load  1  cu.  yd.  into  a  wagon  in  4  or  5 
mins.  or  less.  This  Is  equivalent  to  2%  to  3  cts.  per  cu.  yd. 
for  lost  team  time  in  the  pit,  which,  added  to  the  lost 
team  time  at  the  dump,  gives  us  about  4  cts.  per  cu.  yd. 
where  slat-bottom  wagons  are  used.  The  cost  of  the  dump- 
man's  time  will  never  be  much  less  than  ^  ct.  per  cu.  yd.; 
and,  if  the  material  Is  not  delivered  rapidly,  it  may  be 
much  more. 

The  cost  of  excavating  and  loading  has  been  ^iven  in 
previous  pages.  If  we  assume  this  cost  to  average  13  cts. 
per  cu.  yd.,  where  the  earth  is  plowed,  and  add  5  cts.  for 
lost  team  time  and  dumping,  we  have  a  fixed  cost  of  18 
cts.  per  cu.  yd.  Then  the  cost  of  hauling  will  depend  upon 
the  size  of  the  load,  and,  assuming  wages  of  team  at  35  cts. 
per  hr.,  and  speed  of  travel  2^2  miles  an  hour  while  actu- 
ally walking,  we  have  the  following  rule: 

Rule  III. — To  a  fixed  cost  of  18  cte.  per  cu.  yd.,  add  %  ct.  per 
cu.  yd.  per  100  ft,  haul  when  the  icagon  load  is  1  cu.  yd. 

For  other  wagon  loads  use  the  following: 

Per  cu.  yd.  per  100  ft. 

Load  being  0.8  cu.  yd.,  add   0.66  ct. 

Load  being  1.0  cu.  yd.,  add  0.53  ct. 

Ijoad  being  1.6  cu.  yds.,  add 0.33  ct 

Load  being  2.0  cu.  yds.,  add 0.26  ct. 

Load  being  2.4  cu.  yds.,  add 0.22  ct. 

In  round  numbers,  therefore,  for  a  load  of  1  cu.  yd.  we 
must  add  i^  ct.  per  cu.  yd.  per  100  ft.  haul,  or  28  cts.  per 
cu.  yd.  per  mile  haul,  wages  of  team  being  35  cts.  per  hr. 

Coat  by  Drag  Scrapers. — ^A  drag  scraper  is  a  steel  scoop, 
not  mounted  on  wheels,  for  scooping  up  and  transporting 
.  earth  short  distances,  and  is  drawn  by  a  team.  The  ordi- 
nary No  2  drag  scraper  weighs  100  lbs.,  and  is  listed  in  cata- 
logues as  holding  5  cu.  ft.  of  earth.  The  actual  average 
load,  however,  is  about  1-9  to  1-7  cu.  yd.  place  measure. 
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In  working  drag  scrapers  on  short  leads  there  are  usually 

three  teams  traveling  in  a  circle  or  ellipse  of  150  ft.  circum- 

ierence.    One  man  loads  the  scrapers  in  the  pit  as  they  go 

by,  and  each  driver  dumps  his  own  scraper.    When  the  gang 

is  working  properly,  the  actual  speed  of  the  teams  is  2V^ 

miles  an  hour,  or  220  ft.  per  min.,  while  actually  walking; 

and  the  "lost  time'*  in  loading  and  dumping  Is  %  to  ^^  mln. 

per  trip,  or,  say,  3%  mlns.  per  cu.  yd.,  which  Is  equivalent 

to  2  cts.  per  cu.  yd.  for  lost  team  time  when  team  wages  are 

35  cts.  per  hr.     The  man  loading   can    readily    load  1,500 

scrapers  per  day,  or,  say,  180  cu.  yds.,  so  that  the  <K>st  of 

loading  Is  about  %  ct.  per  cu.  yd.    The  cost  of  plowing  (see 

page  79)  will  average  1%  cts.  per  cu.  yd.    As  above  stated, 

the  teams  travel  in  a  circle,  and,  no  matter  how  short  the 

"lead,"  room  must  be  allowed  for  turning  and  manoeuverlng 

the  teams;  this  room  Is  approximately  50  ft.  at  each  end  of 

the  haul,  so  that  we  have  100  ft.  of  extra  travel,  or  nearly 

H  mln.  of  time  for  each  trip,  in  addition  to  the  "lead."    This 

%  mln.  adds  another  2  cts.  per  cu.  yd.    Summing  up,  we 

have  the  following  fixed  cost,  exclusive  of  foreman's  wages: 

Per  cu.  yd. 

Lost  team  time  loading  and  dumping 2      cts. 

Wages  of  man  loading %     " 

Plowing   1%    " 

Extra  travel  of  team  in  turning,  etc 2        ** 


Total  fixed  cost    QV2 


(( 


If  the  average  load  Is  1-7  cu.  yd.,  hauled  at  a  speed  of 
220  ft.  per  mln.,  the  cost  of  hauling  is  4^  cts.  per  cu.  yd.  per 
100  ft.  of  "lead."  Note  that  this  "lead"  Is  measured  on  a 
straight  line  from  center  of  pit  to  center  of  dump.  The 
fule,  then,  is  as  follows  for  "average  earth"  when  team 
^ges  are  35  cts.  i>er  hr.: 

Rule  IT. — To  a  fixed  cost  of  6%  cts,  per  cu.  yd.  add  iy2  cts. 
per  cu.  yd.  per  100  ft.  of  "lead.** 

This  is  approximately  equivalent  to  1  ct.  added  for  each 
25  ft.  of  "lead."  Thus,  If  the  "lead"  Is  25  ft.,  the  cost  of 
drag  scraper  work  Is  614  +  1,  or  7^^  cts.  per  cu.  yd. 

The  cost  of  foreman's  wages  Is  ordinarily  about  %  ct.  per 
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cu.  yd.,  and  wear  on  scrapers,  etc.,  will  add  another  H  ct 
per  cu.  yd. 

The  cost  of  excavating  and  hauling  fairly  stiff  clay  ma^ 
easily  be  30%  more  than  the  above  costs  for  ''average  earth.' 

Cost  by  Wheel  Sorapem. — ^The  wheel  scraper  is  a  de 
velopment  of  the  drag  scraper,  being  a  steel  scoop  low  huni 
between  two  wheels.  The  following  are  common  sizes  o 
wheelers; 

, Capacity. 

Weight,  Listed,      Actual  Struci 

lbs.  cu.  ft.     Measure,  cu.ft 

No.  1 840—450  9-10  7>^— 9 

No.  2 475—500  12—18  8% 

No.2>i 576  14  12 

No.8 625—800  18—17  16>i 

The  "listed"  capacity  is  the  capacity  given  in  catalogues 
The  "actual  struck  measure"  capacity  is  the  exact  con 
tents  of  the  bowl  when  level  full  of  loose  earth,  and  i 
should  be  remembered  that  about  one-fifth  or  20%  shoulc 
be  deducted  from  this  to  get  the  actual  struck  capacity  cJ 
earth  measured  "in  place"  before  loosening. 

Large  wheelers,  even  in  light  soils,  and  small  wheelers  in 
tough  soils,  seldom  leave  the  pit  full  of  earth,  but  at  the 
back  end  of  the  bowl  there  is  usually  a  wedge-shaped  un- 
filled space.  The  author  has  found  the  average  load,  "place 
measure,"  carried  by  wheelers  is  as  follows: 

No.  1   Vb  cu.  yd. 

No.   2    V4,    "     " 

No.    2Vi    %    "     *' 

No.    3    Vio   "     " 

A  snatch  team,  to  assist  in  loading,  is  generally  used  wltt 
a  No.  2  wheeler,  and  always  with  a  No.  3  wheeler. 

On  long  hauls  it  is  advisable  to  have  men  with  shovels 
to  heap  the  bowl  full  of  earth,  using  a  front  gate  on  the 
wheeler  to  prevent  loss  of  material  in  transit. 

The  lightest  No.  1  wheelers  made  are  to  be  recommended 
where  leads  are  very  short  and  rises  steep,  that  is,  wherever 
drag  scrapers  are  ordinarily  used,  for  they  move  earth  more 
economically  than  drags.  Where  soil  is  very  stony,  or  full 
of  roots,  drag  scrapers  are  to  be  preferred,  since  they  are 
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muT^  easily  and  quickly  loaded  under  such  conditions. 
\vitli  wheelers,  as  with  drag  scrapers,  add  50  ft.  to  the 
actual  "lead"  for  turning  and  manoeuvoring  the  teams, 
equivalent  to  half  minute  of  team  time  each  trip.  Another 
half  minute  is  lost  in  loading  and  dumping. 

The  fixed  costs  for  the  three  common  sizes  of  wheelers  are 
as  follows  for  "average  earth,"  when  wages  are  15  cts.  per 
hr.  for  laborers  and  35  cts.  per  hr.  for  teams: 

Cents  per  cu.  yd. 

r" » 

No.  1.  No.  2.  No.  3. 

lost  team  time  loading  and  dumping. .     1.5  1.2  0.8 

Wages  of  man  loading 0.8  0.8  1.5 

Plowing  1.7  1.7  1.7 

Extra  travel  of  team  in  turning,  etc. . .     1.5  1.2  0.7 

Snatch  team  1.5  1.5 

Wages  of  man  dumping . .  0.8 

Total,  cts.  per  cu.  yd 5.5        6.4        7.0 

Size  of  load  hauled,  cu.  yds Vs         %        Vio 

A  snatch  team  is  usually  used  with  No.  2  wheelers,  and  in 
short-haul  work  there  is  usually  a  dump  man  also. 

In  easy  soils,  I  have  had  one  snatch  team  assist  in  loading 
300  cu.  yds.  per  day,  so  that  this  item  may  bo  less  than 
above  estimated;  and  under  the  same  conditions  another 
%  ct.  per  cu.  yd.  or  more  may  be  saved  in  wages  of  men 
loading  and  dumping.  There  are  usually  two  men  required 
to  load  a  No  3  wheeler,  which  accounts  for  the  higher  cost 
of  this  item  in  the  No.  3  column. 

The  cost  of  wheeler  work,  based  upon  the  foregoing  data, 
is  as  follows: 

Rule  V. — To  a  fixed  cost  of  5%  cts.  per  cii.  yd.  for  Xo.  1 
^cheeJers,  or  6^  cts.  for  Xo.  2  wheelers,  or  7  cts.  for  Xo.  3 
v^heelers,  add  the  following  per  cu.  yd.  per  100  ft.  of  "lead'': 
2%  cts.  for  Xo.  1  wheelers;  or  2V6  cts.  for  Xo.  2  wheelers;  or 
1%  cts.  for  Xo.  3  wheelers. 

The  cost  of  foreman's  wages  and  repair  of  wheelers  will 
add  about  1  ct.  more  per  cu.  yd. 
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It  the  "lead"  Is  EO  It.,  aad  No.  1  wheelers  are  used,  th 
cost  ia  W-  cts.  +  (■/:  x  2%  cts.).  or  e%  cts.  (practically  7  eta. 
per  cu.  yd.,  exclusive  ot  toreznan's  wages. 

Coat  by  EleTatlmg  Grader*. — An  elevating  grader  con 
Bista  eaaealially  of  a  Tour-wheeled  truck  provided  with 
plow  which  oasts  its  furrow  upon  an  endless  belt,  which  el« 
yates  the  material  and  deposits  U  in  wagons  as  last  as  the 
are  driven  under  the  belt.  For  aupc«asful  operation  ther 
must  be  few  boulders  or  roots  to  stop  the  plow  of  the  ma 
chine;  and  there  must  be  cooBlderable  room  in  which  t 
turn  the  machine,  and  manoeuver  the  teams  going  an 
coming.  The  machine  is  adapted  to  loading  wagons  o 
road  work,  but  Is  especially  suitable  for  reservoir  work  an 
the  like.  The  machine  ia  used  in  prairie  soils  for  diggin 
ditches  and  conveying  the  material  directly  into  the  roai 
but  the  material  must  afterward  be  leveled  with  a  levelln 
scraper  or  road  machine;  and  it  would  seem  better  praetic 
to  use  the  road  scraper  entirely  tor  this  class  ol  gradin 
without  resort  to  the  elevating  grader  at  all.  Claims  hav 
been  made  that  1,000  cu,  yds,  in  10  hours  are  loaded  by  th 
grader.  The  author,  however,  has  never  seen  a  daily  avei 
age  of  more  than  500  cu.  yds.  place  measure  loaded  by 
grader  operating  in  easy  soli. 

A  grader  costs  about  (1,000,  and  is  hauled  either  by  10  o 
12  horses  or  by  a  25-HP.  traction  engine,  the  iatter  bein 
the  more  economical  in  the  long  run.  It  requires  3  men  t 
operate  the  grader,  and,  where  horses  are  used,  2  or  3  me 
to  drive  the  horaee.  Where  a  traction  engine  is  used, 
1  operate  the  grader.  1  engineman  operates  the  tractio' 
le,  and  it  is  often  necessary  to  keep  a  team  busy  par 
ot  the  time  hauling  water  for  the  engine,  If  water  is  no 
supplied  by  gravity  or  by  pumpa.  The  traction  engine  burn 
0.7  ton,  or  1,400  Iba.,  per  10  hrs.  To  furnish  steam  there  wil 
be  required  not  over  8  Iba.  of  water  per  lb.  of  coal,  or  0,7 
,s  of  water  per  day.  The  grader  travels  about  15 
ft.  per  min.  when  hauled  by  an  engine,  and  it  takes  Hi  mini 
to  turn  around  at  each  end  of  its  run,  deserihiug  a  circle  c 
at>out  50  ft.  diameter  In  turning.  It  takes  about  15  second 
"1  load  a  wagon  with  ^i  cu,  yd.  of  earth  measured  in  plaw 
the  grader  is  traveling  150  ft.  per  minute,  so  that  th 
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grader  travels  40  ft.  in  loading  a  %-yd.  wagon;  then  it  stops 
for  about  15  sees,  until  the  next  wagon  comes  up  under  the 
belt.  If  three-horse  patent  dump  wagons  are  used — and  no 
other  kind  should  be  used  with  elevating  graders — the 
wagon  load  is  1%  cu.  yds.,  and  the  grader  travels  about  65  ft. 
to  load  a  wagon. 

I  have  seen  700  two-horse  wagons,  holding  %  cu.  yd.  each, 
toaded  per  10-hr.  day;  and,  I  am  informed,  that  with  good 
management  and  an  easy  soil,  700  wagons,  holding  more 
than  1  cu.  yd.  each,  can  be  loaded  per  10-hr.  day.  With 
three-horse  wagons  the  average  10-hr.  day's  output  on  the 
Chicago  Drainage  Canal  was  500  cu.  yds.  of  top  soil. 

Mr,  N.  Adelbert  Brown,  C.  E.,  of  Rochester,  informs  me 

that  an  elevating  grader  was  used  by  Thomas  Holihan,  in 

grading  streets  at  Canandaigua,  N.  Y.     The  streets  were  CO 

to  75  ft.  wide  between  property  lines,  and  3G  ft.  between 

curbs.     A  traction  engine  was  used   to  haul    the   grader, 

and  there   was    no    trouble    in    turning     the    engine    and 

grader  between  the  walk  lines,   which  was  easily  within 

50  ft.    of    space.      "The    efficiency    of    the    machine    was 

not  tested    fully,    due    to    a    lack    of    teams;    but,    when 

teams   were    available,    50    wagon    loads,    of    V/j   cu.    yds. 

each,  were  readily  loaded  in  an  hour.     The  machine  was 

satisfactory  in  stone  and  gravel  roads  and  stiff  clay,  but  in 

light  sand  in  some  cases  refused  to  elevate."    This  latter 

is  true,  however,  of  all  elevating  graders  in  any  dry  sand 

that  will  not  turn  a  furrow. 

Fred.  T.  Ley  &  Co.,  of  Springfield,  Mass.,  informs  me  that 
elevating  graders  were  used  by  them  on  electric  railway 
work  in  Central  New  York  State,  both  with  traction  engines 
and  with  horses.  They  averaged  400  to  500  cu.  yds.  loaded 
into  wagons  per  grader  per  day. 

No  matter  how  short  the  lead,  a  team  hauling  earth  from 
a  grader  must  perform  a  large  percentage  of  waste  labor 
following  the  grader,  and  this  is  equivalent  to  adding  about 
400  ft.  to  the  "lead."  If  3  horses  and  a  driver  are  worth 
K50  a  day,  and  the  load  is  1^  cu.  yds.,  the  cost  of  hauling 
fe  0.6  ct.  per  cu.  yd.  per  100  ft.  of  haul ;  so  that  the  waste 
distance  traveled  (400  ft.  lead)  adds  2M>  cts.  per  cu.  yd.  to 
the  cost.     With  wages   of  single  horses  at  $1,  and  men  at 
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$1.50,  the  fixed  cost  is  as  follows,  with  an  output  of  500 
cu.  yds.  per  10  hrs.: 

Per  cu.  yd. 

Lost  team  time  (400  ft.  added  to  "lead")    2.5  cts. 

10  horses  on  grader  and  4  men  3.5 

5  men  on  dump  spreading  1.5 

Plant  rental,  say  $7.50  per  day 1.5 


Total    9.0     " 

•     The  rule  is: 

Rule  VI. — To  a  fixed  cost  of  9  cts.  add  Vio  ct.  per  cu.  yd.  per 
100  ft.  of  lead. 

It  will  take  6  three-horse  wagons  to  handle  the  500  cu. 
yds.  per  day  where  the  lead  is  500  ft. 

It  is  necessary  to  -spread  the  earth  on  the  dump  to  pre- 
vent stalling  of  the  dump  wagons,  but  by  using  a  leveling 
scraper  the  cost  of  this  item  can  be  reduced. 

A  traction-engine  outfit  will  reduce  the  cost  of  operating 
the  grader  somewhat  below  the  above  given  figures,  thus: 

Per  day. 
%  ton  coal,  at  $3  $2.00 

1  engineman   3.00 

2  grader  operators   5.00 

Rental  of  engine  5.00 

Total,  500  cu.  yds.,  at  3  cts $15.00 

This  3  cts.  per  cu.  yd.,  it  will  be  seen,  is  0.5  ct.  less  than 
where  10  horses  and  4  men  operate  the  grader. 

If  it  is  necessary  to  pump  water  by  hand  and  haul  it  far 
for  the  traction  engine,  the  cost  may  easily  be  increased 
V2  ct.  per  cu.  yd.,  or  more. 

Steam  Shovel  Data. — ^The  size  of  a  steam  shovel  is 
usually  denoted  by  the  capacity  of  the  dipper  in  cubic  yards 
and  the  weight  of  the  whole  machine  in  tons;  both  should 
be  given,  for  in  a  hard  material  a  smaller  dipper  is  used 
than  in  soft  material  when  working  with  the  same  steam 
shovel.     The  following  are  some  of  the  standard  sizes: 
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Weight,  tone  35  45  55  65  75         90 

Dipper,  cu.  yds 1^  IVs  1%  2  2^       3 

Coal  in  10  hrs.,  tons. .      %  1  1^  1%  2       2^ 

Water  in  10  hrs.,  gals.  1,500  2,000  2,500  3,000  4,000    4,500 

The  price  of  shovels  is  approximately  $130  per  ton. 

A  shovel  of  any  size  is  so  designed  that,  when  digging  in 
average  earth,  it  can  average  at  least  3  dipperfulls  per 
minute,  when  the  dipper  arm  swings  only  90°.  Shovels  are 
built  to  run  on  standard  gage  track,  and  in  operating  a 
shovel  it  is  customary  to  use  rails  in  5-ft.  lengths,  so  that 
the  shovel  cuts  5  ft  into  a  face  before  it  is  shifted  ahead. 
The  time  required  to  shift  ahead  may  average  as  low  as  3 
mins.,  and  should  never  average  more  than  5  mins.,  but  on 
poorly  managed  work  I  have  often  seen  10  mins.  consumed 
in  shifting  the  shovel  ahead. 

"Traction  shovels"  weighing  26  tons,  or  less,  may  be  had, 
and  they  do  not  require  rails  to  run  upon,  but  are  provided 
with  broad-tired  traction  wheels. 

The  width  of  the  cut  or  "swath"  excavated  by  a  shovel 
varies  from  18  ft.  for  the  smallest  shovels  to  40  ft.  for  the 
largest.  The  height  of  the  face  of  the  cut  is  usually  15  to 
30  ft.  In  tough  material  the  face  of  the  cut  should  not  be 
higher  than  the  dipper  can  reach,  that  is,  14  to  20  ft.  Too 
high  a  face  in  treacherous,  sliding  material  is  to  be  avoided, 
for  the  shovel  may  be  buried  by  a  slide. 

The  height  of  the  face  of  the  cut  has  a  marked  influence 
npon  the  output  of  a  shovel.  If  the  face  is  only  6  ft.  high 
and  18  ft.  wide,  there  are  only  4  cu.  yds.  per  lineal  foot  of 
cut,  or  20  cu.  yds.  for  every  5  lin,  ft.  of  cut.  A  1-yd.  shovel 
would  excavate  this  in,  say,  10  mins.;  then,  if  5  mins.  were 
spent  moving  forward  for  the  next  "bite,"  there  would  be 
^5  mins.  required  to  excavate  20  cu.  yds.,  and  one-third  of 
the  time  would  be  spent  in  shifting  the  shovel.  Shallow 
cuts  are  expensive  not  only  on  this  account,  but  because  a 
fnll  dipper  can  not  be  averaged  when  the  height  of  the 
f^ce  of  the  cut  becomes  much  less  than  one  and  a  half  or 
two  times  the  depth  of  the  bucket. 

In  addition  to  the  lost  time  of  shifting  the  shovel,  there  is 
J^ore  or  less  lost  time  switching  cars  up  to  the  shovel.     On 
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"thorough  cut"  work  this  lost  time  of  switching  is  greater 
than  on  "side  cut"  work.  A  "thorough  cut"  is  practically  a 
huge  trench,  in  which  the  shovel  is  working  at  the  face,  so 
that  only  one  or  two  cars  can  come  up  on  the  track  along- 
side of  the  shovel,  the  €ar  track  being  in  the  bottom  of  the 
cut.  This  method  of  attack  should  be  avoided  wherever 
possible.  In  "side  cut"  work  a  full  train  of  cars  can  come 
alongside  the  shovel,  one  car  being  loaded  after  another 
until  the  train  is  loaded. 

There  are  frequently  conditions  that  make  it  cheaper  in 
the  end  to  use  wagons  instead  of  cars  for  hauling  the  earth 
away.  In  such  cases  never  use  a  large  dipper,  for  so  much 
earth  will  spill  over  the  sides  of  the  wagon  as  to  block  the 
road  and  delay  the  movement  of  the  wagons-,  even  when  a 
snatch  team  is  used.  A  1%-yd.  bucket  is  as  large  as  should 
be  used  for  loading  wagons. 

Hauling    With    Dinkeys. — The   ordinary   "contractor's 
locomotive,"  or  "dinkey,"  travels  on  a  track  of  3-ft  gage. 
The  size  cf  dinkey  commonly  used  weighs  8  short  tons,  and 
is  listed  as  having  a  tractive  pull  of  2,900  lbs.  on  a  level 
track.    Whether  the  actual  tractive  capacity  is  exactly  2,900 
I  do  not  know;  but  it  must  be  approximately  that,  for  any 
locomotive  can  exert  a  pull  of  25%  of  the  weight  on  its  driv- 
ing wheels  even  on  clean  rails.   The  loads  that  a  dinkey  can 
pull,  however,  are  much  over-estimated  in  catalogues,  due  to 
too  low  rolling  resistances  assumed  for  cars.     It  is  said  in 
some  of  the  catalogues  that  the  resistance  to  traction  is  6V^ 
lbs.  per  short  ton.     This  rate  applies  only  to  the  best  of 
standard  gage  railway  tracks  with  heavy  rails,  well  bal- 
lasted, and  with  heavy  wheel  loads.    On  a  contractor's  nar- 
row gage,  light  rail  track,  the  resistance  to  traction  is  prob- 
ably not  much  less  than  40  lbs.  per  ton,  and  where  the 
cars  are  loaded  it  is  doubtless  more,  due  to  the  dirt  on  the 
rails.    At  any  rate,  the  only  careful  tests  of  which  I  have 
any  knowledge  are  given  in  my  book,  "Earthwork  and  Its 
Cost,"  page  80,  where  it  will  be  found  that  nine  cars  drawn 
in  trains  at  iVa  miles  an  hour  showed  from  26  to  66  lbs.  re- 
sistance per  ton  on  a  level  track;  the  26  lbs.  was  only  for 
very  well  lubricated  cars  drawn  in  trains  of  20  cars.     Short 
^'•ains   (2  to  4  cars)   showed  higher  resistances  than  long 
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trains,  doubtless  due  to  the  greater  effect  of  irregularities 
in  the  track,  which  are  more  or  less  counterbalanced  in  long 
trains.  These  same  tests  show  that  it  requires  almost  twice 
as  great  a  pull  to  start  a  car  as  to  keep  it  in  motion. 

The  resistance  due  to  gravity  is  20  lbs.  per  short  ton 
per  1%  of  grade;  but,  of  course,  the  tractive  power  of  a 
locomotive  falls  off  20  lbs.  for  every  ton  of  its  own  weight 
for  each  1%  of  grade. 

Based  upon  these  data,  and  upon  the  assumption  that  the 
resistance  to  traction  is  40  lbs.  per  short  ton,  an  8-ton 
dinkey  is  capable  of  hauling  the  following  loads,  including 
the  weight  of  the  cars: 

Total  Tons. 

Level  Track 70 

1%  grade  46 

2%      "      33 

3%      "      26 

4%      "       21 

5%      "       17 

6%      "       14 

8%      "       10 

Note:  On  a  poor  track  not  even  as  great  loads  as  the 
above  can  be  hauled. 

Due  to  the  accidents  that  frequently  occur  from  the 
breaking  in  two  of  trains  on  steep  grades,  and  from  the 
running  away  of  engines,  it  is  advisable  to  avoid  using 
grades  of  more  than  6%. 

When  heavily  loaded,  a  dinkey  travels  5  miles  per  hr.  on 
a  straight  track;  but  when  lightly  loaded,  or  on  a  down 
grade,  it  may  run  9  miles  an  hour. 

The  following  are  the  average  struck  measure  capacities 
of  the  dump  cars  made  by  one  firm  (variations  of  weight 
of  several  hundred  pounds  occur,  according  to  the  make) : 

Capacity,  cu.  yds.  . .         1  1%  2  2^^  3 

Weight,  lbs 1,700        2,000       2.300        2,800        3.500 

A  car  seldom  averages  its  struck  capacity  of  earth 
nieasured  "in  place,"  even  when  the  car  is  heaped  full  with 
a  shovel;  for  not  only    are    there    vacant    places  in  the 
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comers  of  the  car,  but  the  loose  earth  is  20%  to  30%  more 
bulky  than  earth  "in  place." 

The  number  of  dinkeys  required  to  keep  a  shovel  busy 
can  be  estimated  from  the  data  given.  On  short  hauls 
(1,000  ft.  or  less)  one  very  often  sees  only  one  dinkey  serv- 
ing a  IMj-yd.  shovel.  In  such  cases  the  dinkey  is  not  heavily 
loaded,  so  that  it  can  run  fast,  and  by  having  enough  men 
to  dUmp  a  train  of  6  cars  in  2  or  3  mins.,  a  fairly  good  daily 
output  of  the  shovel  can  be  secured. 

In  dumping  the  cars,  estimate  on  the  basis  of  one  3-yd. 
car  dumped  by  each  man  in  1^^  to  2  mins.  The  men 
work  in  groups  of  2  or  3  in  dumping  the  -cars,  and  enough 
men  are  usually  provided  on  the  dump  to  dump  a  train  in 
3  mins. 

When  two  or  more  dinkeys  are  serving  one  shovel,  and 
long  trains  (12  cars)  are  being  used,  it  would  seem  that 
very  little  lost  shovel  time  would  occur  due  to  switching  in 
an  empty  train;  but,  even  under  favorable  conditions,  I  find 
that  IV.  to  2  mins.  per  train  are  lost  in  switching.  This 
IS  another  reason  why  a  shovel  served  by  only  one  dinkey 
makes  so  good  a  showing  on  short-haul  work.  Still  another 
reason  is  that  at  the  time  the  shovel  is  shifting  forward, 
the  dinkey  can  often  make  its  round  trip;  and  on  shallot 
face  work  this  shifting  of  the  shovel  occurs  frequently. 

The  method  of  using  a  hoisting  engine  and  cable  to  move 
the  cars  is  quite  common  in  railroad  work,  wliere  the  hauls 
are  short,  say  1,000  ft.  or  less.  The  track  is  laid  on  a 
rather  steep  grade,  at  least  3%  from  the  pit  to  the  dump,  and 
the  cars  coast  down  by  gravity  usually  in  trains  of  4  cars 
holding  about  2  cu.  yds.  each.  The  hoisting  engines  pull  the 
cars  back  with  a  wire  rope.  A  team  of  horses  will  have  all 
it  can  do  to  pull  a  train  of  4  such  cars  even  on  a  slight 
down  grade  to  the  dump.  As  a  matter  of  fact,  a  team  that 
is  working  steadily  can  not  be  counted  on  to  pull  more 
than  two  cars  holding  3  cu.  yds.  each,  on  a  level  track  of 
the  kind  ordinarily  used  in  contract  work. 

The  3-ft.  gage  track  commonly  used  is  laid  with  rails 
weighing  16  to  40  lbs.  per  yard  of  single  rail.  A  30  or  35- 
Ib.  rail  makes  a  track  that  is  not  easily  kinked  under  the 
loads,  even  when  ties  are  spaced  4  ft.  centers.    A  6  x  6-in. 
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tie,  5  ft.  long,  is  the  best  size.  I  have  tried  4  x  4-in.  ties, 
but  they  are  easily  split  by  the  spikes,  and  are  not  of 
much  value  after  being  used  once;  whereas  the  6  x  6-in. 
ties  can  be  laid  4  to  6  times.  After  the  rails  and  ties  are 
delivered,  and  the  roadway  graded,  such  a  track  can  be 
laid  for  $100  per  mile,  or  $2  per  100  ft.,  when  wages  are  15 
cts.  per  hr.  And  the  track  can  be  torn  up  and  loaded  on 
wagons  for  $1  per  100  ft.;  there  being  1  ton  of  30-lb.  rails, 
and  375  ft.  B.  M.  of  6  x  6-in.  x  5-ft.  ties  per  100  ft.  of  track. 

In  railroad  work  it  is  usually  necessary  to  build  a  trestle 
through  which  the  cars  are  dumped  in  making  the  embank- 
ment. The  trestles  usually  consist  of  two  posts  per  bent, 
the  posts  being  of  round  timber,  capped  with  a  squared 
stick,  and  sway  braced  with  round  timber  saplings.  Under 
Piling  and  Timberwork  the  reader  will  find  data  on  the  cost 
if  trestlework. 

Summary  of  the  Cost  of    Steam    Shovel    Work. — ^As 

ibove  stated,  shovels  are  so  designed  that  about  3  dipper- 
fuls  can  be  averaged  per  minute  when  actually  loading 
:ars;  but  I  find  that  even  with  well  arranged  tracks,  and  a 
?ood  high  face,  the  necessary  delays  of  shifting  the  shovel 
ihead,  switching  the  trains,  moving  the  shovel  back  to  start 
I  new  swath,  etc.,  keep  the  shovel  idle  about  half  the  time. 
Ckicasionally,  under  exceptionally  favorable  conditions,  a 
shovel  may  average  6  or  6%  hrs.  of  actual  shoveling  per 
lO-hr.  day. 

The  size  of  the  dippers,  as  listed  in  catalogues,  often  refers 
:o  dippers  heaped  full  of  loose  earth.  I  find  that  the  actual 
*place  measure'*  averages  about  30%  less  than  the  listed 
capacity  of  a  dipper,  for  not  every  dipper  goes  out  full,  and 
3ven  if  it  does  the  earth  is  not  as  compact  In  the  dipper  as 
in  place. 

On  the  basis  of  3  dippers  loaded  per  minute  of  actual 
ivork,  we  have  the  following  for  dippers  of  different  sizes: 

-Dipper. s        . Output  In  Cubic  Yards. . 


Nominal.  ActuaHaverage).  Steady  Shoveling. 

Yds.  Yds.  10  hrs.  5  hrs. 

1  .7  1.260  630 
lyi                  1.  1,800                               900 

2  1.4  2.520  1,260 
2>i                   1.7  3,060                            1,530 


i 
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We  see  that  where  the  shovel  is  actually  shoveling  5  hrs. 
out  of  the  10  (and  this  is  a  good  average),  a  1-yd.  dipper 
will  load  630  cu.  yds.;  a  IV^-yd.  dipper,  900  cu.  yds.;  a  2%-yd. 
dipper,  1,530  cu.  yds.  These  are  not  merely  theoretical 
outputs,  for  I  have  monthly  output  records  that  show  these 
averages  for  each  10-hr.  shift.  However,  the  track  arrange- 
ment must  be  such  that  cars  are  promptly  supplied  to  the 
shovel,  if  any  such  average  as  900  cu.  yds.  per  day  per  1%- 
yd.  dipper  is  to  be  maintained. 

Taking  the  1^-yd.  dipper  as  the  common  size,  we  may 
say  that  in  "average  earth,"  with  cars  promptly  supplied, 
900  cu.  yds.  are  a  fair  10-hr.  day's  work;  but  if  only  one 
dinkey  is  used,  the  lost  time  may  easily  be  increased  to 
such  an  extent  that  650  cu.  yds.  become  a  good  day's  work 
in  "average  earth."  In  hardpan,  or  exceedingly  tough  clay, 
the  output  of  a  shovel  may  fall  to  about  half  the  output  in 
"average  earth";  that  is,  450  cu.  yds.  per  lO-hr.  day  with  a 
IV^-yd.  shovel. 

The  size  of  shovel  to  select  for  any  given  work  depends 
upon  the  yardage  of  earth  in  each  cut — not  upon  the  total 
yardage  in  the  contract.  Use  a  small  26-ton  traction  shovel, 
with  1-yd.  dipper  for  small  cuts,  where  moves  from  one  cut 
to  another  will  be  frequent.  Use  a  55  to  65-ton  shovel  with 
IV^  to  21/^ -yd.  dipper  where  cuts  are  heavy,  and  moves  not 
very  frequent.  Use  a  75  to  90-ton  shovel,  with  2%  to  3%-yd. 
dipper,  on  heavy  cuts,  where  moves  are  infrequent  Of 
course  a  heavy  shovel  with  a  small  dipper  is  necessary  in 
hardpan  and  very  tough  material. 

The  cost  of  operating  a  55-ton  shovel  is  ordinarily  as 
follows: 

1  foreman   $5.00 

1  engineman    4.00 

1  craneman   3.50 

1  fireman    2.00 

6  pitmen,  at  $1.50  9.00 

1  night  watchman  2.50 

2  enginemen  on  2  dinkeys,  at  $3 6.00 

2  trainmen,  at  $2   4.0(« 

4  dumpmen,  at  $1.50 6.00 
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10  trackmen,  at  $1.50  $15.00 

1  pumpman  2.50 

4  blacksmiths,  carpenters,  etc.,  on  repairs 12.00 

2  water  boys,  at  $1  2.00 

Supplies  for  repairs  6.00 

Coal,  1.3  tons  for  1  shovel,  at  $4   5.20 

Coal,  0.6  ton  for  2  dinkeys,  at  $4 2.40 

Coal,  0.2  ton    for  1  pump  to  supply  water  0.80 

Oil  and  waste 1.00 

lh%  interest  and  depreciation    on    $15,000  plant,  dis- 
tributed over  150  days  worked  per  year 15.00 

Total  per  10-hr.  day  $103.90 

The  above  data  are  based  upon  actual  recorde  given  in 
the  author's  books,  "Rock  Excavation"  and  "Earthwork 
and  Its  Cost." 

The  10  trackmen  are  engaged  in  grading  for  new  tracks, 
track-shifting,  etc.  The  4  dumpmen  must  be  increased  to 
8  dumpmen  where  the  material  is  not  dumped  through 
trestles,  and  where  long  trains  are  hauled.  The  6  pitmen 
keep  the  bottom  of  the  pit  level  for  the  shovel  track,  shift 
the  sections  of  shovel  track,  clean  away  the  spilled  material 
from  the  car  track,  etc.  Under  favorable  conditions  the 
number  of  trackmen  may  be  very  much  reduced;  for  ex- 
ample in  heavy  cuts  requiring  infrequent  shifting  of  tracks, 
and  where  tracks  are  well  laid. 

If  the  daily  output  of  the  1%-yd.  shovel  is  900  cu.  yds.,  the 
cost  is  slightly  less  than  12  cts.  per  cu.  yd.  If  tough  mate- 
rial and  unfavorable  conditions  reduce  the  output  to  600 
cu.  yds.,  the  cost  is  17  cts.  per  cu.  yd.  If  the  hauls  are  very 
long,  and  if  grades  are  not  favorable,  more  than  2  dinkeys 
may  be  required.  The  number  can  be  estimated  from  the 
data  previously  given. 

Beferenoe*. — For  further  data  on  the  cost  of  earth  ex- 
cavation, the  reader  is  referred  to  the  author's  book, 
"Earthwork  and  Its  Cost,"  where  he  will  find  not  only  fuller 
discussions  and  data  relating  to  the  common  methods  of 
excavation,  but  methods  and  costs  of  dredging,  hydraulick- 
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img,  excavating  with  power  scrapers,  conveying  on  inc 
etc. 

Other  data  on  earthwork  will  be  found  in  this  "Hanc 
of  Cost  Data/'  under  the  sections  on  Roads,  Sewers,  ^ 
works,  and  Miscellanies,  for  which  consult  the  index  i 
Earthwork. 


SECTION   III. 

COST     OF     ROCK     EXCAVATION,     QUARRYING     AND 

CRUSHING. 

Weight  and  Voids.— Civil  engineers  commonly  measure 
rock  excavation  by  the  cubic  yard  in  place  before  loosening, 
whereas  mining  engineers  generally  use  the  ten  of  2,000 
pounds  as  the  unit  of  rock  and  ore  measurement.  In  view 
of  this  fact  it  would  be  well  were  the  specific  gravity  of 
the  rock  given  by  every  engineer  who  publishes  data  on 
any  particular  kind  of  rock  excavation  or  mining.  Then, 
too,  it  often  happens  that  broken  rock  is  purchased  by  the 
ton  even  for  civil  engineering  work,  or  by  the  cord  of  loosely 
piled  rubble  for  architectural  work,  thus  emphasizing  the 
importance  of  stating  not  only  the  specific  gravity  but  the 
percentage  of  voids. 

The  specific  gravity  of  any  material  is  the  quotient  found 
by  dividing  its  weight  by  the  weight  of  an  equal  bulk  of 
water.  Water,  therefore,  has  a  specific  gravity  of  1;  a 
cuhic  foot  of  any  substance  like  granite,  having  a  specific 
gravity  of  2.65,  weighs  2.65  times  as  much  as  a  cubic  foot 
of  water.  A  cubic  foot  of  wate-r  weighs  62.355  lbs.,  or  prac- 
tically 62.4  lbs. ;  hence  a  cubic  foot  of  solid  granite  weighs, 
62.4  X  2.65  =  165.3  lbs. 

When  any  rock  is  crushed  or  broken  into  fragments  of 
tolerably  uniform  size  it  increases  in  bulk,  and  is  found  to 
have  35%  to  55%  voids  or  inter-spaces,  depending  upon  the 
uniformity  of  the  fragments  and  their  angularity.  Rounded 
fragments,  like  pebbles,  pack  more  closely  together  than 
sharp-edged  or  angular  fragments.  A  tumbler  full  of  bird 
shot  has  about  36%  voids,  and  it  is  possible  to  hand -pack 
marbles  of  uniform  size  so  that  the  voids  are  only  26%. 
Obviously,  if  small  fragments  of  stone  are  mixed  with  large 
fragments,  the  voids  are  reduced.  Pit  sand  ordinarily  has 
35  to  40%  voids.    Hard  broken  stone  from  a  rock  crusher 
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liaa  abouL  3h%  voids  If  all  sizes  are  mixed  and  slightly 
BhakeD  down  In  a  box;  whereas,  it  it  la  screened  into  sev- 
eraJ  elzes,  each  size  has  about  45  to  4S%   TOida. 

A  soft  und  Friable  rack  like  shale  breaks  Into  fragmeols 
having  a  great  range  \n  size,  from  large  chunlts  down  to 
dust;  and,  as  a  consequence,  auch  soft  broken  rocks  have  a 
much  lower  percentage  at  voids  than  the  tougher  rocks. 

The  following  table  shows  the  swelling  of  rock  upon 
breaking: 


voiaa. 


tktro 


BO^        SB?i       4054       *^H 


ES^ 


1.43        l.M       1.87 


l.Ba        2.00 


Hard  rock  when  blasted  out  in  large  chunks  and  thrown 
into  cars  or  skips  may  ordinarily  be  assumed  to  liave  from 
40  to  45%  voids,  hence  1  cu.  yd.  of  hard  isoUd  rock  ordi- 
narily makes  1.G7  to  1,82  cu.  yds.  of  broken  or  crushed 

Tables  of  specific  gravity  and  weight  of  different  kinds 
of  rock  will  be  found  In  the  section  on  Concrete. 

Measurement  of  Rook. — Rock  excavation  is  commonly 
measured  In  place  before  loosening,  and  paid  for  by  Ibe 
cubic  yard  Of  actual  excavation;  but.  In  sewer  work  and  in 
tunnel  work,  if  the  contractor  excavates  beyond  certain 
"neat  lines"  shown  in  the  blue-prints,  no  payment  is  made, 
unless  the  speclflcatlonB  explicitly  provide  for  payment  for 
escavation  beyond  these  "neat  lines."  In  trench  workj 
for  example,  a  contractor  often  has  to  excavate  from  6  to 
18  ins,  tielow  the  grade  shown  In  the  blue-print,  because  It 
costs  less  to  do  so  than  to  work  loo  close  to  the  grade  and 
afterward  break  oH  projecting  knolts  with  a  bull-point  or 
otherwise.  The  same  is  true  of  shallow  excavation,  or  skim- 
ming work,  in  road  construction  and  the  like. 

In  examining  apeclficatlons  care  should  also  he  taken  to 
note  whether  mention  is  made  of  rock  slips  or  falls;  for  it 
often  happens  that  after  blasting  to  the  neat  lines  a  huge 
elide  of  rock  occurs,  possibly  filling  the  entire  excavation. 
Who  is  to  stand  the  cost  of  removing  this  ahde?  If  it  is 
prescribed  that  the  contractor  shall,  then  he  should  study 
the  dip  of  the  rock  ami  Its  character  with  thla  question  erf 
sliding  in  mind. 
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A  perch  of  masonry  is  commonly  taken  as  being  25  cu.  ft 
(or  nearly  1  cu.  yd.),  but  the  original  perch  wa&  a  wall 
12  ins.  high,  18  Ins.  wide,  and  a  rod  (16i^  ft.)  long,  making 
24%  cu.  ft.  In  certain  localities  the  "perch"  is  taken  as 
being  only  22  cu.  ft,  but  in  most  places  in  this  country  a 
perch  is  only  16%  cu.  ft.  These  facts  the  contractor  should 
know,  for  he  must  often  deal  with  quarrymen  who  will  not 
sell  rock  by  the  cubic  yard. 

In  some  localities  stone  for  building  is  sold  by  the  cord. 
Sedimentary  rock  quarried  in  slabs  that  are  corded  up  care- 
fully by  hand  may  have  30%  or  less  voids,  which  makes  it 
evident  that  a  contractor  in  buying  rock  by  the  cord  should 
be  careful  to  prescribe  that  it  be  packed  closely  and  not 
dumped  in  piles  helter  skelter  before  measurement.  In 
buying  rock  by  the  "cord"  there  is  another  precaution  to 
be  taken,  and  that  is  to  specify  how  many  cubic  feet  con- 
stitute a  cord.  A  cord  of  wood  is  4  x  4  x  8  =  128  cu.  ft, 
but  a  "cord"  of  stone  is  often  1  x  4  x  8  =  32  cu.  ft  Rock 
is  often  purchased  by  the  ton  of  2,000  lbs.;  but  to  avoid 
lawsuits  it  is  wise  to  define  the  word  "ton"  in  any  written 
or  verbal  contract,  for  a  ton  means  2,240  lbs.  in  some  local- 
ities. 

If  crushed  stone  for  macadam  or  ballast  is  purchased  by 
the  cubic  yard  measured  loose,  the  precaution  of  stating 
where  the  moasurement  is  to  be  made  should  always  be 
taken.  I  have  made  measurements  of  wagon  loads  of  broken 
stone  after  loading  from  chutes  at  the  bins,  and  again  after 
traveling  for  half  a  mile  or  more.  A  surprising  shaking 
down,  or  settlement,  always  takes  place,  ordinarily  making 
a  reduction  in  volume  of  10%. 

There  is  another  caution  to  be  taken  in  examining  specifi- 
cations and  in  buying  stone  for  concrete.  Note  whether  or 
not  the  specification  requires  that  the  largest  permissible 
stone  shall  pass  in  every  direction  through  a  ring  of,  say, 
2%  ins.  diameter.  I  have  italicized  the  words  "in  every 
direction"  because  few  engineers  realize  and  few  contractors 
stop  to  think  that  this  virtually  means  the  use  of  a  much 
smaller  opening  In  the  screen  than  the  one  specified,  in 
this  case  smaller  than  2%  ins.  In  screening  stone  in  a 
rotary  screen,  long  narrow  fragments  will  drop  through  a 
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21/4-in.  hole,  yet  many  of  these  f ra^rments  will  not  pass  "In 
every  direction"  through  a  2V^-in.  hole.  On  this  account, 
small  though  the  matter  seems,  I  once  had  more  than  1,000 
cu.  yds.  of  stone  rejected  by  an  inspector  who  found  that 
he  could  not  pass  through  a  ring  some  of  the  long  fragments 
when  laid  crosswise. 

There  are  two  ways  of  designating  the  sizes  of  stone  after 
screening.  One  is  to  designate  the  stone  according  to  the 
diameter  of  the  screen  hole  through  which  it  has  passed; 
in  this  case  stone  that  has  passed  a  2%-ln.  hole  is  called 
"two  and  a  half  inch  stone."  Another,  and  very  common 
way,  is  to  take  the  diameter  of  the  screen  hole  through 
which  the  stone  did  not  pass,  add  it  to  the  diameter  of  the 
screen  hole  through  which  the  stone  did  pass,  divide  this 
sum  by  two,  and  call  this  average  diameter  the  size  of  the 
stone.  Suppose,  for  example,  that  a  stone  crusher  were  pro- 
vided with  a  rotary  screen  having  three  sections  of  per- 
forated metal,  the  holes  in  the  first  section  being  %-in. 
diameter,  the  holes  in  the  second  section  1%-in.,  and  in  the 
third  section  2Mi-in.  Then  the  average  size  of  the  stone  that 
passes  the  %-in.  holes  is  %-in.  stone  (assuming  it  to  run 
from  dust  to  %-in.)  The  average  size  of  the  stone  that 
passes  the  l^/^-in.  holes  but  does  not  pass  the  %-in.  holes,  is 
(1^/^  +  %)  -i-  2,  or  1%-in.,  and  it  may  be  called  1%-in.  stone. 
In  like  manner  the  stone  between  1%-ln.  and  2^-in.  may 
be  called  2-in.  stone.  This  rule  is  not  followed  strictly  by 
the  manufacturers  of  crushed  stone,  so  it  is  always  neces- 
sary to  inquire  exactly  what  they  mean  when  they  speak 
of  stone  of  a  certain  size.  Thus  the  Rockland  Lake  Trap 
Co.  have  the  following  schedule  of  commercial  sizes: 

Diameter  of  holes  In  screen,  Incbes 4)^       8^       ^K       1h      9i 

Commercial  sizes  of  stone,  inches Sj4       2%       1^         %       ^ 

Therefore,  when  "2^-inch  stone"  is  ordered  from  this 
company,  they  ship  a  product  that  ranges  from  2%  ins.  to 
3^  ins.  in  size — indeed,  some  of  the  stone  fragments  are 
even  larger  than  3^  ins.  in  certain  directions,  for,  as  above 
stated,  a  long,  narrow  stone  may  pass  through  a  screen. 

Kinds  of  Hand  Drills. — Drilling  holes  in  rock  by  hand 
may  be  effected  in  three  ways:  (1)  By  a  rotary  drill  or 
auger;    (2)  by  a  churn-drill;    (3)    by  a    hammer-drill,  or 
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"jumper"  drill,  struck  with  a  hammer.    A  rock  auger  oper- 
ated by  hand  is  used  only  in  very  soft  rock  or  coal. 

A  chumnlrill,  as  its  name  implies,  is  raised  and  allowed 
to  drop,  or  is  hurled  against  the  rock.  For  shallow  holes  of 
small  diameter  it  is  necessary  to  give  a  churn-drill  addi- 
tional weight,  which  is  done  by  welding  a  ball  of  wrought 
iron  to  the  center  of  the  drill  shank,  making  a  ball-drill.  A 
ball-drill  is  usually  provided  with  a  cutting  bit  at  each  end, 
and  is  operated  by  one  man.  B\>r  deep  drilling,  that  is,  for 
holes  more  than  about  2^^  or  3  ft  deep,  an  ordinary  churn- 
drill  is  used,  operated  by  one  man  for  shallow  work,  two 
men  for  deeper  work,  and  three  or  even  four  men  for  very 
deep  holes  where  the  weight  of  metal  becomes  consider- 
able. 

The  churn-drill  in  the  hands  of  a  skilled  driller  is  the 
most  effective  type  of  hand  drill  for  vertical  holes;  and  a 
little  theory  is  not  without  its  practical  value  in  seeking  the 
reason  for  the  effectiveness  of  the  churn-drill.  Much  of  the 
energy  of  the  blow  of  a  hammer  is  lost  in  the  form  of  heat 
at  the  head  of  the  drill.  This  loss  does  not  occur  with  the 
churn-drill.  It  takes  some  skill  to  start  a  hole  with  a  ball- 
drill  and  to  keep  it  plumb;  but  the  time  spent  in  acquiring 
this  skill  is  repaid  many  times  over  if  quarry  operations 
with  hand  drills  are  to  be  moderately  extensive. 

The  effect  of  the  size  of  the  hole  upon  the  speed  of  drill- 
ing appears  never  to  have  been  carefully  determined.  One 
authority  says  that  to  double  the  diameter  of  the  hole  de- 
creases the  speed  of  drilling  by  one-half.  Another  authority 
thinks  that  doubling  the  diameter  divides  the  speed  by  four. 
According  to  the  first  authority,  if  a  man  could  drill  12  ft. 
of  1-in.  hole  in  a  shift,  he  could  drill  only  6  ft.  of  2-in.  hole 
in  a  shift.  According  to  the  second  authority,  only  3  ft.  of 
2-in.  hole  could  be  drilled  per  shift 

Cost  of  Hammer  Drilling. — The  diameter  of  the  hole, 
the  angle  at  which  the  hole  is  driven  and  the  presence  or 
absence  of  water  in  the  hole,  all  affect  the  co9t  of  drilling 
by  hand.  The  method  of  drilling  with  hammer-drills  or 
with  churn-drills  is  also  an  important  factor  in  the  cost 
Obviously  the  character  of  the  rock  is  the  most  important 
factor;  but  unfortunately  very  few  reliable  records  of  cost 
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of  drilling  in  different  kinds  of  rock  are  to  be  found.  Prom 
some  observations  on  hammer  drilling  with  a  1%-in.  start- 
ing bit  I  have  found  that  where  one  man  is  holding  the  drill 
vertically  and  two  men  are  striking,  the  rate  of  drilling  a 
6-ft.  hole  is  as  follows: 

Ft.  in  Cost  per  ft., 
10  hrs.  cts. 

Granite    7  75 

Trap  (basalt)  11  4S 

Limestone  16  33 

The  cost  is  based  upon  a  wage  rate  of  $1.75  per  9-hr.  day 
per  man;  and  does  not  include  the  cost  of  sharpening  drills, 
which  may  be  taken  at  5  to  8  cts.  per  ft.  more. 

I  have  found  that  a  man  drilling  plug  and  feather  holes 
in  granite,  each  hole  being  %-in.  diam.  by  2%  ins.  deep,  will 
average  one  hole  in  5  mins.,  including  the  time  of  cleaning 
out  holes,  the  driller  striking  about  200  blows  in  drilling  the 
hole.  No  water  is  used  in  drilling  these  shallow  holes,  for 
the  dust  is  readily  and  quickly  cleaned  out  with  a  little 
wooden  spoon.  In  8  hrs.  of  steady  work  about  100  holes 
can  be  drilled,  which  is  about  21  ft.  of  %-in.  hole.  But  in 
plug  and  feather  work  part  of  the  time  is  spent  in  selecting 
rock,  driving  the  plugs,  etc.,  so  that  50  or  60  holes  drilled 
and  plugged  and  feathered  are  generally  counted  a  fair 
day's  work. 

I  am  indebted  to  Mr.  John  B.  Hobson  for  the  following 
data  of  hammer  drilling  in  a  British  Ck)lumbia  mine:  Rock 
was  augite  diorite  and  firm  red  porphyry;  starting  bit,  1% 
ins.;  finishing  bit,  1^  ins.;  %-in.  steel;  holes,  6  ft.  deep; 
8-lb.  hammer.  Two  miners  (one  holding  drill  and  one  strik- 
ing) averaged  14.8  ft.  per  10-hr.  shift.  With  wages  at  $2  a 
day  the  cost  was  nearly  28  cts.  per  ft.  of  hole. 

Mr.  Frank  Nicholson  states  that  in  mining  chalcopyrite  in 
magnesian  limestone  at  St.  Genevieve,  Mo.,  a  day's  work 
for  a  striker  and  a  holder  was  12  ft.  of  hole  drilled.  The 
drills  had  1^-in.  starting  bits,  %-in.  octagon  steel  being 
used. 

In  excavating  hard  porphyry  for  the  rock-fill  dam  -at  Otay. 
Cal.,  Mr.  W.  S.  Russell  states  that  a  good  day's  work  for 
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three  men  drilling  (one  holding  and  two  striking)  was  6  to 
8  ft  of  hole,  costing  about  80  cts.  per  ft.  of  hole  drilled.  The 
holes  were  drilled  20  ft.  deep  vertically  and  sprung.  This 
was  an  unusual  depth  of  hole  for  hammer  drilling,  and  ac- 
counts for  the  high  cost  per  foot  It  shows  also  how  uneco- 
Domic  is  hammer  drilling  in  deep  vertical  holes  compared 
with  churn  drilling. 

In  driving  a  small  (3  x  4V^-ft)  tunnel  through  tough  sand- 
stone one  driller  averaged  4  to  5  holes,  each  V/2  ft.  deep, 
per  8-hr.  shift,  using  %-in,  bit  for  the  starter;  and,  upon 
cleaning  up,  the  advance  was  1  ft  per  shift  for  one  man. 
Each  hole  was  charged  with  half  a  stick  of  75%  dynamite. 

Cost  of  Cham  Drilling. — I  am  indebted  to  Mr.  W.  M. 
Douglass,  of  the  firm  of  Douglass  Bros.,  contractors,  for  the 
following  data  on  drilling  with  churn-drills,  for  railroad 
work  in  western  Ohio.  Three  drillers  were  used  for  putting 
down  the  first  18  ft  of  hole  in  blue  sandstone  the  first  day 
(10  hrs.),  and  four  men  were  used  for  putting  down  the  last 
12  ft  of  hole,  so  that  it  required  70  hrs.  of  labor  at  15  cts. 
per  hr.,  or  $10.50,  for  a  30-ft  hole,  making  the  cost  35  cts. 
per  ft.  In  brown  sandstone  it  required  70  to  80  hrs.  labor 
to  put  down  30  ft.  The  drill  holes  were  2%  ins.  at  top  and 
1^  ins.  at  bottom.  Drilling  with  steam  drills  in  this  same 
stone,  holes  20  ft  deep,  cost  12  cts.  per  ft,  including  every- 
thing except  interest,  depreciation  and  drill  sharpening. 
The  cost  of  hand  drilling  agrees  very  closely  with  my  own 
records  of  similar  work  in  Pennsylvania. 

Trautwine  gives  the  following  rates  of  drilling  3-ft.  ver- 
tical holes,  starting  with  a  1%-in.  bit,  one  man  drilling  with 
a  chum-drill,  shift  10  hrs.  long: 

Solid  quartz  4     ft  in  10  hrs. 

Tough  ihomblend    6 

Granite  or  gneiss   7.5 

Limestone   8.5 

Sandstone   9.5 
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It  should  be  observed  that  the  holes  in  this  case  are 
shallow  (3  ft),  and  the  diameter  (1%  ins.)  is  large  for  such 
shallow  holes,  indicating  that  Trautwine's  data  applied  to 
rock  excavation  where  black  powder  was  used. 
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Siies  of  Air  Drills.— The  size  ol  an  air  drill  is  denoted 
by  the  inner  diameter  of  its  air  or  steam  cylinder;  thus  a 
ZMAn.  air  drill  is  one  having  a  cylinder  3^  ins.  diam. 

The  smallest  sizes,  2^-in.  drill,  is  called  a  "baby  drill/' 
or  a  one-man  drill — the  latter  name  being  given  to  the  drill 
because  it  can  readily  be  moved  about  and  set  up  by  one 
man.  For  narrow  work  in  mines  the  baby  drill  is  adapted. 
It  is  also  used  for  drilling  plug  and  feather  holes,  and 
might  often  be  used  profitably  for  shallow  cuts  and  trenches. 
The  most  commonly  used  sizes  for  general  contract  work, 
tunneling  and  mining  are  the  3%-in.  and  the  3^-in.  drills. 
The  drill  is  churned  back  and  forth  in  the  hole  by  com- 
pressed air  or  steam  power,  and  after  each  stroke  it  is  me- 
chanically turned  a  fraction  of  a  circle.  The  drill  is  fed 
forward  by  hand,  a  crank  at  the  end  of  a  feed-screw  being 
used  for  this  purpose.  A  longer  drill  is  inserted  every  2  ft 
in  depth  of  hole,  for  2  ft.  Is  the  limit  of  feed  of  the  ordinary 
feed  screw  used. 

Test  of  Air  Consumption  at  the  Rose  Deep  Mine. — 

A  6-hr.  run  at  the  Rose  Deep  Mine,  South  Africa,  showed 
the  following  results  for  31  drills:  The  compressed  air  aver- 
aged 70  lbs.  per  sq.  in.  and  each  3% -in.  drill  consumed  81 
cu.  ft.  of  free  air  per  minute,  including  all  leakage  of  pipes 
(there  was  less  leakage  than  is  common  in  mines).  E&ch 
drill  required  43  lbs.  of  coal  per  hour,  to  supply  this  com- 
pressed air;  and  each  3.4  lbs.  of  coal  developed  1  HP.  per 
hour,  by  the  indicator  on  the  steam  engine,  evaporating 
6.74  lbs.  of  water  from  212°  F.  The  average  horse-power  of 
the  compressor  engine  was  12.7  I.  HP.  per  drill;  but  all  the 
drillers  were  trying  to  make  a  record,  and  accomplished  in 
6  hrs.  an  amount  of  drilling  that  ordinarily  took  8  hrs. 
The  power  plant  was  a  vertical  King-Reidler  Compound 
Steam  and  Double  Stage  Air  Compressor,  with  two  boilers 
of  the  horizontal  return  tubular  type. 

Tables  of  Air  Consumption  in  Catalognes. — Table  I. 

is  given  In  the  catalogue  of  one  of  the  well-known  drill 
manufacturers,  and  is  said  to  be  based  upon  actual  tests  of 
single  drills  running  continuously  without  stops  for  chang- 
ing bits,  etc. 


nOCK  EXCAVATION,   QUARRY IXO,   ETC.  107 


TABLE  I.—Oubio  Feet  o(  Free  Air  per  Minute  Bequlred  to  Bun  a  One- 

DriU  Plant. 


Gauge 
Pressur 

2" 

2X" 

60 

60 

60 

70 

66 

68 

80 

68 

76 

90 

70 

84 

-Diameter  of  Drill  Cyllnder.- 


2>i"  2^"  8"  8K"  8A"  8X"  8K"  8X"  4^"  5"  5)i" 
68  82  00  95  97  100  108  118  180  150  164 
77  93  102  108  110  118  124  129  147  170  181 
86  104  114  120  123  127  181  148  164  100  207 
95  115  126  183  186  141  152  159  182  210  230 
100  77   92  104  126  188  146  149  154  166  174  199  240  252 

Wlien  more  than  one  drill  is  to  be  supplied  from  the 
same  air  compressor  the  manufacturers  advise  multiplying 
the  quantities  given  in  Table  I.  by  the  factors  given  in 
Table   II. 

TABLE  II. 
Number  of  drills..     1       2       5     10     15     20     30     40     70 
Multiply  value   in 

Table  I.  by 1        1.8    4.1    7.1    9.5  11.7  15.8  21.4  33.2 

Tables  similar  to  these  are  given  by  other  manufacturers. 
In  answer  to  letters  of  inquiry  I  have  been  informed  that 
such  tables  are  "based  upon  experien-ce  in  a  large  number 
of  mines." 

The  actual  drilling  time,  that  is,  the  time  when  the  drill 
is  actually  striking  blows,  is  seldom  over  70%,  and  often 
not  more  than  40%  of  the  length  of  the  shift.  Knowing  the 
conditions  of  work,  the  reader  will  be  able  (with  the  aid  of 
data  given  subsequently)  to  predict  approximately  the  per 
cent,  of  actual  drilling  time.  Then,  if  there  are  more  than, 
say,  10  drills,  he  can  multiply  the  air  consumption  of  one 
drill  (when  actually  drilling)  by  the  percentage  of  drilling 
time  in  the  shift,  and  the  product  will  be  the  average  air 
consumption  of  each  drill.  If  there  are  less  than  about  10 
drills  it  will  not  be  safe  to  figure  so  closely,  because  the 
fewer  the  drills  operated  from  one  compressor,  the  more 
likely  is  it  that  all  or  nearly  all  of  them  will  be  using  air 
at  the  same  time.  The  larger  the  number  of  drills,  on  the 
other  hand,  the  more  certain  it  is  that  some  will  be  changing 
bits  while  others  are  drilling,  and  thus  draw  a  steady,  aver- 
age amount  of  air  from  the  compressor. 

Steam    Consumption.— When   steam    is    piped    directly 
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rrom  the  boiler  into  a  drill,  practically  the  same  number  ot 
cubic  feet  of  steam  are  consumed  as  ot  cubic  feet  of  com- 
pressed air.  We  may  assume  that  a.  cubic  foot  of  steam  will 
do  practleaily  the  same  work  in  a  drill  as  a  cubic  foot  of 
compressed  air  at  the  saiue  pressure,  because  neither  the 
Bteam  nor  the  air  acta  to  any  great  extent  expansively  in  a 

,  drill  cylinder,  due  to  the  late  cut  oH.  This  being  so.  0.21  Ih. 
of  steam  Is  equivalent  to  G  cu.  ft.  of  free  air,  or  1  lb.  of 
steam  la  equivalent  to  nearly  30  cu.  ft.  of  free  air,  or  1  CU.  tt 
of  free  air  Is  equivalent  to  0.035  lbs.  ateam — all  at  the  aame 
pressure  of  75  lbs.  per  sq.  in.  If  a  drill  consumes  at  the 
rate  of  100  cu.  ft.  of  tree  air  per  min.,  it  will  consume  6,000 
cu.  ft.  Ot  tree  air  In  an  hour.  If  it  were  using  steam  in  its 
cylinder  instead  of  air  (at  75  lbs.  pressure),  It  would,  there- 
fore, consume  G.OOO  x  0.035  =  210  lbs.  of  ateam  (at  75  lbs. 
pressure)  in  an  hour. 

When  coal  is  burned  under  a  boiler  a  large  percentage  of 
Its  heat  passes  up  the  thimney  in  the  gaaes  and  is  lost;  and 
In  addition  to  this  loss  the  boiler  itself  radiates  heat  coD' 
stantly.  The  greater  part  of  the  loss  occurs  In  the  heat  that 
goes  up  the  chimney.  In  large,  well  designed  boilers,  prop- 
erly protected  by  asbeatoa  or  similar  covering,  the  coal 
burned  will  develop  steam  to  about  80X  of  the  full  heat 
value  of  the  fuel;  the  efficiency  of  the  boiler  and  furnace  is 
then  80%.  In  locomotive  boilers,  where  forced  draft  is  used, 
firing  not  of  the  best  and  boiler  exposed  to  moving  air,  the 
efBclency  is  often  aa  low  as  45%.  The  efficiency  of  a  good 
boiler  of  moderate  size  (100  HP.),  well  housed,  is  ordi- 
narily about  75%.  A  small  (20  H'P.)  holler  espoaed  to  the 
wind  baa  an  efficiency  of  about  60%  when  not  forced.  If  B, 
small  boiler  is  used  to  run  one  drill,  the  boiler  must  always 
have  up  enough  steam  to  keep  the  drill  running  at  nearly 
full  capacity;  but  when  the  drill  Is  stopped,  during  the 
changing  of  bits,  moving,  etc.,  there  is  a  waste  of  steam, 
because  the  period  of  atoppage  is  not  long  enough  to  per- 
mit the  fireman  to  make  aay  material  change  In  the  firing 
and  In  the  draft 

When  a  J^-in.  drill  is  operated  by  steam  from  a  amalt 
boiler,   about   600  Iba.   of  coal   are   ordinarily   required   per 

|50-hr.  shift.     But  if  a  number  of  dvHis  are  supplied  from  a 
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large,  well  lagged  boiler,  through  steam  pipes  that  are  also 
lagged  with  asbestos  covering,  it  is  possible  to  cut  down 
the  coal  consumption  to  300  lbs.  or  less  per  drill  per 
lOhrs. 

Gasoline  Air  Compressors. — Where  not  more  than  three 
or  four  drills  are  to  be  operated,  probably  no  power  can 
equal  compressed  air  generated  by  gasoline.  One  pint  of 
gasoline  per  hour  per  brake  horse-power  (B.  HP.)  of  gaso- 
line engine  may  be  counted  upon  as  the  average  consump- 
tion. It  will  require  about  12  HP.  to  compress  air  for  each 
drill  (3^-in.  size);  hence  12  pints,  or  1%  gals,  of  gasoline 
will  be  required  per  hour  per  drill  while  actually  drilling. 
Since  gasoline  air  compressors  are  self-regulating,  when  the 
drill  is  not  using  air  very  little  gasoline  is  burned  by  the 
gasoline  engine  driving  the  compressor,  if  the  drill  is  actu- 
ally drilling  two-thirds  of  the  working  shift,  we  may  safely 
count  upon  using  about  1  gal.  of  gasoline  per  hour  of  shift 
per  drill,  or  8  gals,  per  shift  8  hrs.  long.  If  gasoline  is  worth 
15  cts.  per  gal.,  delivered  at  the  engine,  one  drill  consumes 
only  $1.20  worth  of  gasoline  per  shift  of  8  hrs.  A  gasoline 
compressor  possesses  other  very  important  economic  ad- 
vantages over  a  small  steam-driven  plant.  First,  there  is 
the  saving  in  wages  of  firemen;  for,  once  started,  a  gaso- 
line engine  runs  itself.  Second,  there  is  the  saving  in 
hauling  or  pumping  of  water  and  the  hauling  of  fuel. 
Third,  the  cost  of  gasoline  is  often  less  than  the  cost  of  coal 
for  operating  a  small  plant. 

Percentage  of  Lost  Time  in  Drilling. — In  operating 
machines  of  any  kind  the  percentage  of  lost  time  is  a  factor 
that  should  receive  the  most  careful  consideration.  The 
most  serious  loss  of  time  in  machine  drilling  is  the  time 
lost  in  changing  bits  and  pumping  out  the  hole;  for,  with  a 
2-ft  feed  screw  (which  is  the  ordinary  length),  a  new  drill 
must  be  inserted  for  every  2  ft.  of  hole  drilled.  It  takes  from 

4  to  16  minutes  to  drill  2  ft.  of  hole,  counting  the  actual  time 
that  the  drill  is  striking,  and  it  ordinarily  takes  from  2  to 

5  minutes  to  change  bits  and  pump  out  the  hole.  I  have  of- 
ten timed  tha  work,  however,  where  9  minutes  were  spent  in 
Irilling,  followed  by  9  minutes  lost  by  lazy  drillers  in  chang- 
ing bits.   Counting  no  other  time  losses,  then,  half  the  avail- 
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able  time  was  lost  in  the  operation  of  changing  bits.  When 
shallow  holes  (6  ft.  or  less),  are  to  be  drilled,  the  drill  steel 
is  light,  and  there  is  often  little  or  no  sludge  pumping  to 
be  done.  In  such  cases  it  is  ppsslble  for  the  driller  and  his 
helper  to  change  bits  in  1  minute,  or  even  less  when  they 
are  rushing  the  work.  So  far  as  the  changing  of  bits  is 
concerned,  men  should  be  made  to  work  with  a  yim.  When 
men  have  to  exercise  their  muscles  incessantly  for  8  or 
10  hours  there  is  reason  in  taking  a  slow,  steady  gait,  but 
in  machine  work,  muscular  exercise  is  intermittent,  and 
should  be  vigorous. 

Next  in  importance  to  the  time  lost  in  changing  bits  is 
the  time  lost  in  shifting  the  machine  from  hole  to  hole. 
To  move  a  tripod  from  one  hole  to  the  next  and  set  up 
again  ready  to  drill  seldom  consumes  less  than  7  minutes, 
even  when  the  two  men  are  working  rapidly,  when  the  dis- 
tance to  move  is  short,  and  when  the  rock  floor  is  level  and 
soft  When,  however,  the  rock  floor  is  irregular  and  hard, 
requiring  the  vigorous  use  of  gad  and  pick,  not  only  In 
making  holes  for  the  tripod  leg  points  to  rest  in,  but  re- 
quiring, also,  some  little  time  in  squaring  up  a  face  for  the 
bit  to  strike  upon,  the  two  men  may  consume  <from  30  to  45 
minutes,  shifting  the  machine  and  setting  up,  if  they  work 
deliberately.  In  such  cases  it  is  advisable  to  have  laborers 
working  ahead  of  the  drillers  preparing  the  face  of  the  rock, 
leveling  the  site  of  the  hole,  removing  loose  rock,  etc.  One 
can  see  clearly  what  a  great  saving  in  time  may  thereby 
be  effected;  yet,  this  simple  expedient  is  seldom  adopted; 
but  the  driller  and  his  helper  are  usually  left  to  themselves 
in  preparing  the  ground  for  each  new  set  up.  Excluding  the 
time  required  to  change  bits  for  the  new  hole,  we  may  say 
that  two  men  can  ordinarily  make  a  new  set  up  with  a  tripod 
in  12  to  15  minutes,  if  they  work  rapidly. 

Rnle  for  Estimating  Feet  Drilled  per  Shift. — We  are 

now  possessed  of  sufficient  data  to  enable  us  to  formulate 
a  rule  whereby  the  number  of  feet  drilled  per  shift,  under 
given  conditions,  may  be  predicted.  I  will  not  go  Into  the 
method  that  I  used  in  deducing  the  following  rule,  which  is 
strictly  correct,  for  the  method  is  one  of  simple  arithmetic 
rale  is: 
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To  find  the  number  of  feet  of  hole  drilled  per  shift  divide 
he  total  number  of  working  minutes  in  the  shift  by  the 
um  of  the  following  quantities:  The  number  of  minutes  of 
ictual  drilling  required  to  drill  one  foot  of  hole,  plus  the 
.verage  number  of  minutes  required  to  change  bits  divided 
)7  the  length  of  the  feed  screw  in  feet,  plus  the  average 
lunrber  of  minutes  required  to  shift  the  machine  from  hole 

0  hole  divided  by  the  depth  of  the  hole  in  feet 
Suppose,  for  example,  the  shift  is  10  hrs.  long,  that  is, 

KM)  mins.;  that  it  requires  5  mins.  to  drill  1  ft  of  the  rock; 
hat  it  requires  4  mins.  to  change  bits  and  clean  hole;  that 
he  feed  screw  is  2  fit  long;  that  the  machine  can  be  shifted 
!rom  hole  to  hole  in  16  mins.;  and  that  each  hole  is  8  ft. 
leep.  Then  according  to  the  rule  we  have:    The  number  of 

4      16 
feet  of  hole  per  shift  is  600  -r-  (5  +  —  +  — ),  which  is  equiva- 

2       8 

lent  to  600  -s-  9,  or  66%  ft  drilled  per  10-hr.  shift. 

For  those  who  can  use  crimple  algebraic  formulas  the 
ibove  rule  is  much  more  compactly  expressed  in  the  follow- 
ing formula: 

S 

N  = 

m      s 

r  +  — +  — 

f      D 

N  =  number  of    feet  drilled  per  shift. 

S  =  length  of  working  time  of  shift  in  minutes  =  600  for 
a  10-hr.  shift  when  no  time  is  lost  by  blasts,  breakdowns, 
etc. 

r  =  number  of  minutes  of  actual  drilling  required  to  drill 

1  ft  of  the  rock. 

m  =  number  of  minutes  required  to  crank  up,  change 
drills,  pump  out  hole  and  crank  down, 
m  =  3  to  4  mins.  ordinarily. 

f  =  length  of  feed  screw,  in  ft,  ranging  from  1%  ft  In 
"baby"  drills  to  2%  ft  in  largest  drills,  but  ordinarily  2  ft 

8  =  number  of  minutes  required  to  shift  machine  from 
one  hole  to  the  next,  including  the  time  of  chipping  and 
starting  the  new  hole,  but  not  including  the  time  of  crank- 
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ing  up  and  cranking  down.  S  ranges  from  5  mins.  for  very 
rapid  shifting  on  level  rock,  to  40  mins.  for  very  slow  shift- 
ing on  irregular  rock. 

D  =  depth  of  hole  in  ft. 

Eiven  a  casual  study  of  the  foregoing  formula,  or  rule, 
must  impress  the  practical  man  with  the  importance  of  the 
lost  time  elements  in  machine  drilling;  consequently  of  the 
value  of  timing  the  operations  of  changing  bits  and  moving 
machines  when  the  men  do  not  know  that  they  are  being 
timed.  Another  feature  that  stands  out  strikingly  is  the 
reduced  output  of  a  drill  working  in  a  shallow  hole.  Let 
the  reader  solve  a  few  problems,  assuming  first  an  average 
depth  of  hole  of  16  ft.  and  finally  an  average  depth  of  only 
2  ft.  (such  as  occurs  often  in  the  skimming  work  in  road 
building),  and  he  will  never  make  the  blunder  of  the  con- 
tractor who  bid  the  same  price  for  rock  excavation  on  the 
2-ft.  deepening  of  the  Erie  Canal  as  had  heen  bid  for  the 
36-ft.  excavation  on  the  Chicago  Canal. 

If  we  assume  that  the  shift  is  10-hrs.  long;  that  the  rate 
of  drilling  is  1  ft.  in  5  mins.;  that  it  takes  4  mins.  to  change 
bits  and  pump  out  the  hole  at  each  change  of  bits;  that  the- 
feed  screw  is  2  ft.  long;  and  that  it  takes  15  mins.  to  shift 
from  one  hole  to  the  next;  by  applying  the  rule  we  obtain 
the  following  results: 

Depth  of  hole,  ft 1      2       3      5    10    15    20 

Feet  drilled  in  10  hrs 27    41    50    60    70    75    80 

When  drillers  are  lazy  they  may  readily  consume  8  mins. 
In  changing  bits  and  pumping  out  the  hole  each  time.  With 
all  conditions  the  same  as  before,  excepting  that  8  mins.  are 
consumed  in  changing  bits,  we  have  the  following  results: 

Depth  of  hole,  ft 1      2      3      5    10    15    20 

Feet  drilled  in  10  hrs 25    36    43    50    57    60    62 

It  will  be  seen  that  in  deep  hole  drilling  20%  decreased 
eflftciency  results  from  just  a  little  laziness  in  changing  bits, 
under  the  conditions  assumed;  and  in  softer  rocks  the  per- 
centage of  decreased  efficiency  is  much  greater.  Where  the 
holes  are  shallow  the  time  involved  in  shifting  from  one 
'  the  next  becomes  an  important  factor.    Assuming 
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that  the  conditions  are  the  same  as  in  the  first  instance, 
except  that  30  mins.  are  consumed  in  shifting  from  one  hole 
to  the  next,  then  we  have  the  following  results: 

Depth  of  hole,  ft 1      2      3      5    10    15    20 

Feet  drilled  in  10  hrs 16    27    35    46    60    67    70 

Ratei  of  Drilling  in  Different  Rocks. — Unfortunately 
no  published  record  exists  showing  rates  of  drilling  in  dif- 
ferent kinds  of  rock  with  given  air  or  steam  pressures  and 
given  sizes  of  drill  bits.  Such  scattering  records  as  are  to 
be  found  merely  give  the  feet  of  hole  drilled  per  shift.  From 
data  obtained  by  observation  I  have  compiled  the  following 
table  for  drilling  with  3^-in.  machines  using  air  or  steam 
at  70  lbs.  pressure,  starting  bit  about  2%  ins.  and  finishing 
bit  about  IV2  ins.: 

Time  to  drill  1  ft. 

Soft  sandstones,  limestones,  etc 3  mins. 

Medium,  ditto   4 

Hard  granites,  hard  sandstones,  etc 5 

Very  hard  traps,  granites,  etc 6  to  8 

Very  soft  shales,  and  other  rocks  that 
make  sludge  rapidly  and  when  a  water 
jet  is  not  used  8  to  10 


** 

€* 
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That  the  inexperienced  reader  may  have  a  good  general 
conception  of  what  constitutes  a  day's  work  under  ordinary 
conditions  the  following  summary  may  be  of  benefit:  In 
drillJEg  vertical  holes,  with  the  drill  on  a  tripod,  the  holes 
being  from  10  to  20  ft.  deep,  shift  10  hrs.  long,  I  have  found 
that  in  the  hard  "granite"  of  the  Adirondack  Mts.,  N.  Y., 
<8  ft.  is  a  fair  10-hr.  day*s  work.  In  the  granites  of  Maine 
wd  Massachusetts  45  to  50  ft.  is  a  day's  work.  In  New 
York  City,  where  the  rock  is  mica  schist,  deep  holes  are 
Wiled  at  the  rate  of  60  to  70  ft.  per  10-hr.  shift  by  men  will- 
tog  to  work,  but  40  to  50  is  nearer  the  average  of  union 
fillers.  In  the  very  hard  trap  rock  of  the  Hudson  River 
tt  ft.  is  considered  a  fair  day's  work.  In  the  soft  red  sand- 
stone of  northern  New  Jersey  90  ft.  are  readily  drilled  per 
^y  wherever  the  rock  is  not  so  seamy  as  to  cause  lost  time 
hf  the  sticking  of  the  bit;  in  fact,  I  have  records  showing 
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110  ft.  per  10-hr.  shift  in  this  rock.  In  the  hard  limestoi 
near  Rochester  my  records  show  about  70  ft  per  10-hr.  shil 
In  the  limestone  on  the  Chicago  Drainage  Canal  70  to  80  i 
was  a  10-hr.  day's  work.  In  the  hard  syenite  of  Douglai 
Island,  in  open  pit  work,  and  where  it  is  difficult  to  mal 
set-ups,  36  ft.  is  now  the  average  per  10-hr.  day.  In  tl 
limestone  near  Windmill  Pt.,  Ontario,  3%-in.  drills  averaf 
75  ft.  a  day  (holes  18  ft  deep) ;  2%-in.  drills,  60  ft  a  day,  an 
"baby"  drills,  37  ft  a  day. 

The  foregoing  examples  all  apply  to  comparatively  dee 
vertical  holes,  in  open  excavation.  In  tunnel  work  there 
no  reason  why  a  drill  should  not  do  about  the  same  wor 
per  shift,  were  there  no  delays  in  timbering,  mucking,  wai 
ing  for  gases  to  clear,  etc.  Such  delays,  however,  often  re 
duce  the  drill  footage  very  much. 

Cost  of  Sharpening  Biti. — One  blacksmith  (with 
helper)  will  sharpen  about  140  bits  a  day,  and  under  ord: 
nary  conditions  will  keep  5  to  7  drills  supplied  with  shar 
bits.  On  average  rock  a  bit  must  be  sharpened  for  ever 
2  ft  of  hole;  in  very  soft  rock  a  bit  for"  every  4  ft,  and  i 
very  hard  rock  a  bit  for  every  1%  ft.  of  hole. 

Cost  of  Drill  Repairs. — Mr.  Thomas  Dennis,  agent  of  th 
Adventure  Consolidated  Copper  Co.,  Hancock,  Mich.,  ha 
kindly  furnished  the  following  data  of  the  average  monthl 
cost  of  keeping  a  drill  in  repair: 

•Supplies  for  repairs   $1.31 

Machinist  labor    8.45 

Blacksmith  labor  1.60 

Total  repair  charge  per  month  $11.36 

The  number  of  drills  in  the  shop  at  any  one  time  is  aboc 
15  per  cent,  of  the  total  number.  This  low  cost  la  base 
upon  work  where  a  large  number  of  drills  are  used  and  wel 
handled  by  the  users. 

I  am  indebted  to  Mr.  Josiah  Bond,  mining  engineer,  fW 
the  statement  that  the  cost  of  repairs  averages  50  cts.  p0l 
drill  per  shift  in  mines  where  a  few  drills  are  operated  asi 
renewal  parts  purchased  from  the  manufacturers.  In  opei 
cut  work  my  experience  is  that  75  cts,  per  drill  per  shift  !■ 


nOCK  EXCAVATION,    QVARRTjyO,    ETC.  115 

a  fair  aHowance  for  renewals  and  repairs.  In  the  gold 
mines  of  South  Africa,  where  each  drill  works  two  shifts  per 
day,  the  cost  of  drill  repairs  is  $300  per  drill  per  year;  while 
the  first  cost  of  a  3^-iD.  drill  with  bar  is  $185,  according 
to  a  recent  report  of  the  Government  Mine  Inspector. 

Cost  of  Operating  Drilli.— When  operating  a  single 
(3^-in.)  drill  supplied  by  steam  from  a  small  portable 
boiler,  I  find  the  cost  is  usually  as  follows  for  a  10-hr.  shift: 

1  drill  runner   $3.00 

1  drill  helper    1.75 

1  fireman    2.00 

660  lbs.  of  coal  (0.3  ton  at  $3) 90 

Water,  if  hauled,  say 75 

Hauling  aod   sharpening   30    bits    (incl.  new 

steel)  at  4  cts.  1.20 

Repairs  to  drill  and  hose  renewals 75 

Total  per  10  hrs. $10.35 

The  foregoing  is  merely  an  example,  based,  however,  upon 
several  different  jobs;  but  in  each  case  the  accessibility  of  a 
blacksmith,  the  nearness  to  water,  the  price  of  coal  de- 
livered at  the  boiler,  etc.,  must  be  determined  before  an 
accurate  estimate  can  be  made.  If  4  drills,  for  example, 
are  to  be  operated  from  the  same  boiler,  the  fuel  bill  will  be 
somewhat  reduced  even  if  the  pipes  are  not  covered  with 
asbestos,  and  of  course  the  wages  of  the  fireman  will  be  dis- 
tributed over  4  drills.  It  will  then  pay  to  have  a  black- 
smith at  hand.  If  10  or  more  drills  are  run  by  steam  from 
a  central  boiler,  and  if  the  main  pipes  are  lagged,  the  fuel 
should  not  much  exceed  300  lbs.  per  drill  per  10-hr.  shift. 
By  the  rules  previously  given  a  fairly  close  estimate  can  be 
made  of  the  number  of  feet  of  hole  that  each  drill  should 
average.  If  60  ft.,  for  example,  are  to  be  a  fair  day's  work  in 
limestone  or  sandstone,  we  have  $10.35  -t-  60  =  17  cts.  per  ft. 
as  the  cost,  exclusive  of  superintendence,  plant  installation 
and  plant  rental. 

If  a  central  compressor  or  steam  plant  supplies  power 
for,  say,  15  drills,  we  may  estimate  the  cost  of  operating 
each  drill  as  follows: 
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1  drill  runner $3.00 

1  drill  helper 1.75 

1-15  fireman  at  $2.25   15 

1-15  compressor  man  at  $3 20 

300  lbs.  coal  (water  nominal)  at  $3  ton 45 

Sharpening  bits,  30  at  3  cts 90 

Repairs  to  drill,  hose,  etc 75 

Total  for  60  ft  of  hole  at  12  cts $7.20 

If  the  cost  of  each  drill  and  1-15  part  of  the  compressor 
plant  is  $350,  and  30  per  cent,  of  this  is  assumed  as  a  fair 
allowance  for  annual  plant  rental,  we  have  $105  to  charge 
up  against  each  drill  for  "rental,"  or  about  50  cts.  per  shift 
if  200  shifts  are  worked  each  year,  or  about  1  ct.  per  ft.  of 
hole  drilled. 

In  my  book  "Rock  Excavation — Methods  and  Cost"  will 
be  found  detailed  data  on  the  cost  of  drilling  blast-holes 
with  well-drillers  of  the  "Cyclone"  type.  The  holes  were 
3  ins.  diam.  x  24  ft.  deep  in  sandstone  and  cosit  12^  cts.  per 
ft.  to  drill. 

Cost  of  Loading  by  Hand. — Where  a  laborer  has  merely 
to  pick  up  and  cast  one-man  stone  into  a  jaw  crusher,  I 
have  had  men  average  34  cu.  yds.  of  loose  stone  handled 
per  man  per  10-hr.  shift,  which  is  equivalent  to  about  20 
cu.  yds.  of  solid  rock.  This,  I  believe,  marks  the  maximum 
that  may  be  done,  day  in  and  day  out,  by  a  good  worker, 
where  the  stone  has  scarcely  to  be  lifted  off  the  floor  to  toss 
it  into  the  jaws.  Every  stone,  however,  was  handled  and 
not  shoved  or  slid  into  the  crusher. 

On  the  Chicago  Canal  the  average  output  per  man  per 
10-hr.  shift  was  about  7  cu.  yds.  loaded  into  dump  cars,  and 
this  included  some  sledging.  The  average  per  man  loading 
into  the  low  skips  used  on  the  cableways,  involving  very 
little  sledging,  was  about  10  cu.  yds.  of  solid  rock  per  man 
per  10-hr.  shift.  The  best  day's  record  was  16.6  cu.  yds.  per 
man  loading  into  skips.  In  loading  cars  about  5  men  out 
of  the  force  of  36  loaders  were  kept  busy  sledging  the  rock; 
but  with  the  cableways  not  only  was  it  easier  to  roll  large 
rocks  into  the  skips  (or  "scale  pans"),  but  very  large  roc^ss 
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yere  lifted  with  grab  hookfi  and  chains  and  carried  to  the 
lump  without  sledging. 

In  loading  wagons  with  stone  readily  lifted  by  one  man, 
the  wagon  having  high  sides,  I  have  found  that  a  man  will 
readily  average  10  cu.  yds.  solid,  which  is  equivalent  to  17 
cu.  yds,  loose  measure  per  day  of  10  hrs.  The  same  man 
will  throw  the  stone  out  of  the  wagon  twice  as  fast  as  he 
will  load  it,  and  this  does  not  mean  dumping  the  wagon, 
but  handling  each  stone  separately.  In  loading  a  wagon 
having  a  stone-rack,  and  no  sides,  two  men,  passing  stone 
up  to  the  driver,  who  cords  the  stone  on  the  rack,  will  load 
1  cu.  yd.  solid  stone  in  13  mins.  when  working  rapidly,  but 
this  is  too  high  an  average  to  be  maintained  steadily  for  a 
full  day.  A  driver  will  unload  1  cu.  yd.  solid  (or  1.7  cu.  yd. 
loose)  from  such  a  stone-rack,  by  rolling  the  stone  off,  in  7 
mins.  if  he  hurries,  but  he  may  take  20  mins.  if  he  loafs.  A 
man  will  readily  load  a  wheelbarrow  with  stone  already 
sledged  and  ready  for  the  crusher  at  the  rate  of  12  cu.  yds. 
solid  (or  21  cu.  yds.  loose)  in  10  hrs. 

Cost  of  Handling  Cmslied  Stone. — In  handling  stone 
after  it  has  been  crushed  to  2V^-in.  size,  or  smaller,  a  shovel 
is  used,  and  the  output  of  a  man  depends  very  largely  upon 
whether  he  is  shoveling  stone  that  lies  upon  smooth  boards 
or  upon  the  ground.  I  have  often  had  6  good  shovelers  un- 
load a  canal  boat  holding  120  cu.  yds.  loose  measure  of 
crushed  trap  rock  (2-in.  size)  in  9  hrs.,  but  after  breaking 
through  to  the  floor  the  shoveling  was  comparatively  easy; 
this  is  20  cu.  yds.  loose  (or  12  cu.  yds.  solid)  per  man  per 
day  shoveled  into  skips.  In  shoveling  from  flat  cars  into 
wagons  the  same  rate  can  be  attained,  but  in  shoveling 
from  a  hopper-bottom  car,  where  there  is  at  no  time  a 
smooth  floor  along  which  to  force  the  shovel,  an  output  of 
14  cu.  yds.  loose  measure  (or  8  cu.  yds.  solid)  is  a  fair  10- 
hr.  day's  work.  In  shoveling  broken  stone  off  the  ground 
into  wagons  it  is  not  safe  to  count  upon  much  more  than 
12  cu.  yds.  loose  measure  (or  7  cu.  yds.  solid)  per  man  per 
10  hrs.  A  careful  manager  will,  if  possible,  provide  a 
smooth  platform,  preferably  faced  with  sheet  iron,  upon 
irhich  to  dump  any  stone  that  is  to  be  re-handled  by  shov- 
ders.    Small  stone,  %-in.  or  less  in  diameter,  is  easily  pene- 
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trated  by  a  shovel  and  need  not  be  dumped  upon  a  plat- 
form. A  clamshell  bucket  operated  by  a  locomotive  crane, 
is  doubtless  the  most  economic  method  of  loading  broken 
stone  from  cars  or  stock  piles,  where  the  quantity  to  be 
handled  warrants  the  installation. 

Cost  of  Handling  witli  a  Derrick. — If  crushed  stone 
must  be  handled  with  a  derrick,  as  in  unloading  boats  and 
cars,  use  the  data  given  in  the  section  on  Roads. 

Cost  of  Ifoading  with  Steam  Shovels. — A  contractor 
who  has  never  had  experience  in  handling  hard  rock  with 
steam  shovels  is  almost  certain  to  overestimate  the  prob- 
a'ble  output  of  a  shovel  loading  rock.  This  is  due  very 
largely  to  the  common  tendency  to  think  of  all  rock  as  be- 
ing a  material  that  differs  only  to  moderate  degree  in  hard- 
ness. On  the  Chicago  Drainage  Canal,  two  55-ton  shovels, 
each  working  two  lO^hr.  shifts  a  day  for  four  months,  aver- 
aged 296  cu.  yds.  per  shovel  per  shift  of  solid  rock  (lime- 
stone) loaded  into  cars,  although  it  is  stated  that  one  day 
one  of  the  shovels  loaded  600  cu.  yds.  of  rock  in  10  hrs.  The 
limestone  on  the  Chicago  Canal  did  not  break  up  intc 
small  pieces  upon  blasting  (a  condition  that  Is  essential  to 
economic  steam  shovel  work  in  rock),  but  it  came  out  in 
large  chunks,  much  oi  which  had  to  be  lifted  with  chains, 
instead  of  being  scooped  up  by  the  dipper.  When  each 
separate  rock  must  be  "chained  out"  in  this  way,  a  steam 
shovel  is  really  no  better  than  a  derrick,  and  is,  in  fact, 
not  so  good. 

On  a  large  contract  near  New  York  City,  where  the  rock 
is  a  tough  mica-schist  that  breaks  out  in  large  chunks 
even  with  close  spacing  of  holes,  a  65-ton  shovel  with  a 
21/4-cu.  yd.  dipper  averaged  for  several  weeks  about  280  cu. 
yds.  of  solid  rock  loaded  in  cars.  Part  of  this  rock  was 
loaded  with  the  dipper  and  part  was  chained. 

On  the  J-erome  Park  Reservoir  excavation  in  New  York 
City  the  rock  is  also  a  tough  mica-schist  that  blasts  out 
in  slabs  even  with  heavy  blasting.  I  am  informed  by  Mr. 
R.  C.  Hunt,  manager  for  Mr.  John  B.  McDonald,  contractor, 
that  their  70-ton  shovels  loaded  only  300  cu.  yds.  of  solid 
rock  per  10-hr.  shift    Mr.  Hunt  says: 

"This  was  in  the  gneiss  rock  (mica-schist)  of  this  vicJnJLtr> 
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The  fi-brous  nature  of  Manhattan  and  adjacent  rocks  causes 
it  to  break  in  such  large  and  awkward  shapes  that  the 
shovel  cannot  do  itself  justice.  I  therefore  abandoned  the 
use  of  shovels  in  the  rock  cuts  and  find  that  I  can  handle 
the  rock  with  derricks  more  economically." 

In  thorough  cut  work  on  the  Wabash  Railroad,  one  42- 
ton  shovel  loaded  240  cu.  yds.  of  sandstone  (solid  measure) 
into  dump  cars  in  10  hrs.,  as  an  average  of  a  year's  work; 
but  about  10  per  cent,  of  the  working  time  was  lost  in  break- 
downs, etc. 

In  shale,  or  any  friable  rock  that  breaks  up  into  pieces 
which  readily  enter  the  dipper,  the  output  of  a  steam 
ehcvel  is  far  greater  than  in  hard  rock  such  as  we  have 
been  citing.  Through  the  kindness  of  Mr.  Greorge  Nauman, 
assistant  engineer,  Pennsylvania  Railroad,  I  am  able  to  give 
the  output  of  several  shovels  working  more  than  a  year,  in 
shale  near  Enola,  Pa.  Bach  shovel  worked  two  10-hr.  shifts 
per  day,  six  days  in  the  week.  In  cut  No.  1  there  were 
nearly  2,000,000  cu.  yds.,  of  which  85  per  cent,  was  rock. 
Of  this  rock  a  little  was  very  hard  limestone,  some  was 
blue  shale  nearly  as  hard,  and  most  of  it  was  red  shale, 
somewhat  softer.  Excluding  the  first  two  months,  the  aver- 
age output  of  each  shovel  per  month  of  double-shift  work 
was  nearly  31,000  cu.  yds.,  equivalent  to  15,500  cu.  yds. 
single-shift  work.  There  were,  on  an  average,  four  shovels 
at  work,  averaging  60  tons  weight  per  shovel.  The  best 
month's  output  was  47,300  cu.  yds.  per  shovel  in  August, 
1903,  and  the  poorest  month  (after  work  was  well  started) 
was  20,800  cu.  yds.  per  shovel  in  February,  1904,  working 
double  shifts. 

Cost  of  Handling  in  Carts  and  Wagons.— Since  a  cubic 
yard  of  loose  broken  stone  weighs  about  as  much  as  a 
cubic  yard  of  earth  measured  in  place;  and  since,  ordinarily, 
1  cu.  yd.  of  solid  rock  becomes  1.7  cu.  yds.  when  broken, 
we  may  say  that  a  team  will  haul  about  60  per  cent,  as 
many  cubic  yards  of  solid  rock  per  day  as  of  earth.  In 
other  words,  if  the  roads  are  such  that  1  cu.  yd.  of  packed 
(not  loose)  earth  would  make  a  fair  wagon  load  for  two 
horses,  then  0.6  cu.  yd.  of  solid  rock  would  be  a  fair  load. 
On  page  76  the  sizes  of  loads  of  earth  that  teams  can  haul 


are  diacuaaed,  and  It  Is  only  neceesair  to  multiply  the  earC 
load  as  given  there  by  6-10  (or  60'5t)  to  find  the  equlvalec 
!oad  o(  solid  roi^Ji. 

Open-Cut  ExoBTBtloB.— This  includes  all  rock  excavs 
tlon  1q  open  cuts  (except  trenchee),  where  no  special  car 
is  used  to  quarry  the  stone  in  certain  sizes  tor  masonra 
hut  where  explosives  are  used  freely  to  break  out  the  roc 
In  sizes  that  can  be  handled  with  the  appliances  avallabli 

Spacing  Holes  In  Opeu-Cnt  ExoBTation.— A  commo 
rule  is  to  place  the  row  of  vertical  drill  holes  a  distanc 
back  from  the  face  equal  w  the  deplb  of  the  drill  hole,  an 
to  place  the  drill  holes  a  distance  apart  in  the  row  equa 
to  their  depth.  Another  rule  is  to  place  the  row  of  hole, 
back  from  the  face  a  distance  equal  to  three-four  lbs  theli 
depth,  and  the  same  distance  apart  in  the  row.  In  slrailBed 
rock  of  medium  hardness  theae  rules  may  be  followed  in 
making  the  flrst  experlmenla,  but  they  will  lead  to  serious 
error  if  applied  to  dense  granitic  rocks.  In  the  limestone 
cm  the  Chicago  Canal,  not  much  ol  which  was  load'^d  wUli 
»team  ehoyels,  the  holes  were  usually  12  ft.  deep  and  placed 
In  rowB  about  8  ft.  back  of  the  face  and  8  ft.  apart.  TSess 
boies  were  charged  with  40  per  cent,  dynamite.  In  a  rail- 
way cut  through  sandstone  the  holes  were  20  fL.  deep,  1! 
ft.  back  from  the  face  and  14  It.  apart  in  the  row.  These 
holes  were  "sprung"  three  times,  and  each  hole  charged 
with  200  lbs.  of  black  powder.  In  granite  quarried  tor 
rubble  for  dam  work,  1  have  had  to  place  the  holes  4'^  lo  5 
ft.  back  of  the  face  and  the  same  distance  apart,  the  holea 
being  12  CU  deep,  about  2  lbs.  of  60  per  cent,  dynamite  be- 
ing charged  in  each  hole.  On  railway  work  In  the  Rocky 
Mountains  about  the  same  spacing  was  found  necessary  la 
granitic  rock  that  was  to  be  broken  up  into  chunks  that  a 
steam  shovel  coul-d  handle.  In  pit  mining  at  the  TreaA- 
well  Mine,  Alaska,  the  holes  are  drilled  12  ft.  deep,  in  rowi 
2^  It.  apart,  the  holes  being  6  ft.  apart  In  each  row  and 
staggered.    This  requires  drilling  1.7  ft.  of  hole  per  cu  yd 

It  is  obviously  impossUile  to  lay  down  any  hard  and  fas' 
rule  for  the  spacing  of  drill  holes.     In  stratlfled  rock  tha 

s  trialile.  and  in  traps  that  are  full  of  natural  joints  ani 
seams,  it  Is  often  possible  to  space  the    holes    a    dlstanc 
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apart  somewhat  greater  than  their  depth,  and  still  break 
the  rock  to  comparatively  small  sizes  upon  blasting.  In 
tough  granite,  gneiss,  syenite  and  in  trap  where  joints  are 
few  and  far  between,  the  holes  may  have  to  be  spaced  3 
to  8  ft.  apart,  regardless  of  their  depth,  for  with  wider 
spacing  the  blocks  of  stone  thrown  down  by  blasting  will  be 
too  large  to  handle  with  ordinary  appliances.  The  mica- 
schist,  or  gneiss,  of  Manhattan  Island  is  a  good  example 
of  rock  thai  requires  close  spacing  of  holes  regardless  of 
depth.  I  have  seen  holes  in  it  20  ft.  deep  and  only  4  ft. 
apart. 

The  effect  of  spacing  of  holes  upon  the  cost  of  excava- 
tion is  best  shown  by  tabulation  of  the  feet  of  hole  drilled 
per  cubic  yard  excavated,  as  shown  in  Table  III. : 

TABLE   III. 
Distance  apart  of 

boles,  ft 1  1.5      2  2.S      S  8.5      4  4.5      6 

Cu.  yds.  per  ft.  of 

hole 04      .08      .15      .23      .88      .45      .59      .75      .93 

Ft.  ot  hole  per  cu. 

yd 27.0      12.0    6.8      4.8      8.0      2.2       1.7      1.33    1.08 

Distance  apart  ot 

holes,  ft 6         7         8         9       10       12       14       16       18 

Ca.  yds.  per  ft.  ot 

hole 1.88    1.80    2.87    8.00    3.70    5.32    7.25    9.52  12.05 

Ft  ot  hole  per  cu. 

yd 75      .56      .42      .83      .27      .19      .14      .11      .08 

Since  in  shallow  excavations  the  holes  can  seldom  be 
much  further  apart  than  1  to  1%  times  their  depth,  we  see 
that  the  cost  of  drilling  per  cubic  yard  increases  very  rap- 
Idly  the  shallower  the  excavation.  Thus  an  excavation  2 
ft.  deep,  with  holes  2  ft.  apart,  requires  4.3  ft.  of  drill  hole 
per  cubic  yard,  as  against  0.42  ft.  of  hole  per  cu.  yd.  in  a 
deeper  excavation  where  drill  holes  are  8  ft.  apart.  Fail- 
ure to  consider  this  fact  ruined  one  contractor  on  the  Erie 
Canial  deepening,  where  rock  excavation  was  only  2  ft.  deep. 
Furthermore,  the  cost  of  drilling  a  foot  of  hole  is  much 
increased  where  frequent  shifting  of  the  drill  tripod  is  nec- 
essary. 

By  observing  carefully  the  appearance  of  rocks  in  dif- 
ferent localities  it  is  possible  in  a  short  time  to  become 
tolei-ably  proficient  in  the  art  of  estimating  the  probable 
distance  apart  that  holes  must  be  drilled  for  the  best  effect 
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with  given  charges  of  given  kind  of  explosive;  and  with 
this  end  in  view  a  young  man  should  avail  himself  of  every 
opportunity  of  studying  prevailing  practice  in  spacing  drill 
holes  in  different  localities. 

Cost  of  ExcaTating  Sandstone  and  Shale. — In  excavat- 
ing shales  and  sandstones  of  the  coal  measures  of  Penn- 
sylvania, Ohio,  Virginia;  etc.,  I  find  that  holes  are  usually 
20  to  24  ft.  deep,  and  spaced  12  to  18  ft.  apart.  On  an  aver- 
age we  may  say  that  for  every  cubic  yard  of  solid  rock 
there  is  0.1  lln.  ft.  of  drill  hole,  when  cuts  are  very  wide, 
covering  large  areas  of  ground;  but  in  thorough  cuts  for 
railroads  It  Is  not  safe  to  count  upon  much  less  than  0.2 
ft.  of  drill  hole  per  cu.  yd.  The  holes  are  almost  invariably 
sprung  with  40  per  cent,  dynamite  and  then  charged  with 
black  powder.  As  low  as  Vm  lb.  of  dynamite  per  cu.  yd.  may 
be  used  for  springing  holes  in  shale,  and  as  high  as  %  lb. 
per  cu.  yd.  in  sandstone  that  is  to  be  very  heavily  loaded. 
I  should  put  the  average  at  Vm  lb.  of  dynamite  per  cu.  yd. 
of  shale,  and  Vio  lb.  per  cu.  yd.  of  sandstone.  A  very  com- 
mon charge  is  8  kegs  (200  lbs.)  of  black  powder  per  hole, 
or  about  1  lb.  per  cu.  yd.  in  side  cuts,  and  1%  to  2  lbs.  per 
cu.  yd.  in  thorough  cuts,  although  as  high  as  3  lbs.  per  cu. 
yd.  have  been  used  in  thorough  cuts  in  sandstone  where 
special  effort  was  made  to  break  up  the  rock  to  small  sizes 
for  steam  shovel  work.  The  drilling  of  the  deep  holes  costs 
not  far  from  40  cts.  per  lln.  ft.  where  drilling  is  done  by 
hand  with  wages  at  15  cts.  an  hour,  and  it  may  be  as  low 
as  12  cts.  a  lln.  ft.  If  well  drillers  are  used.  Soda  powder 
costs  about  5  cts.  per  lb.,  and  40  per  cent,  dynamite  12  cts. 
per  lb.    We  have,  therefore,  the  following: 

Cts.  per  cu.  yd. 

Drilling  Vio  ft.  to  Vio  ft.  at  40  cts 4.0  to   8.0 

Dynamite  Vao  lb.  to  V^o  lb 0.6  to   1.2 

Powder,  1  lb.  to  2  lbs 5.0  to  10.0 

Total  for  loosening  the  rock 9.6  to  19.2 

The  rock  is  commonly  loaded  with  steam  shovels,  and  It 
is  not  safe  to  count  upon  more  than  500  cu.  yds.  of  shale, 
250  cu.  yds.  of  sandstone  per  shovel  per  10-hr.  shift 
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r. — The  two  cost  items  that  the  inexperienced 
man  should  seek  first  to  inform  himself  upon,  are:      (1) 
The  number  of  feet  of  hole  drilled  per  cubic  yard  in  differ- 
ent kinds  of  rock;    and  (2)  the  number  of  pounds  of  ex- 
plosive required  per  cu.  yd.  under  varying  conditions.     In 
Table  IV.    I  have  given  a    summary    of    these    items    as 
applying  to  open  cut  work  discussed  in  this    book;      the 
table  does  not  apply  to  trenching,  tunneling  or  other  nar- 
row work.    Two  examples  are  given  for  sandstones  and  two 
for  shales,  such  as  occur  in  the  coal  measures  of  Pennsyl- 
vania.   In  a  thorough  cut  on  railroad  work,  we  have  con- 
ditions that  approach  trench  work,  requiring  more  feet  of 
hole  and  more  powder  than  in  open  side  cuts;    hence  the 
differences  between  Examples  5  and  6,  7,  and  8.    It  will  be 
observed  that  the  large  amount  of  drilling  in  Example  2  is 
due  to  the  shallowness  of  the  face  or  lift,  and  in  Examples 
9  to  12  it  is  due  to  the  toughness  of  the  rock. 

I  shall  greatly  appreciate  further  contributions  of  similar 
data  from  my  readers,  for  use  in  future  editions.  The 
greater  the  number  of  records,  such  as  those  in  this  table, 
the  better  will  readers  be  able  to  judge  the  range  and  the 
average  for  each  class  of  rock. 
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Kind  of  Rock. 

Limestone,  Chicago  Canal. 

tor  crushing. 

for  cement. 

(holes  sprung). 
Sandstone,  side  cut. 

"  thorough  cut. 

Shale,  poft,  side  cut. 

"       hard,  thorough  cut. 
Granite,  tor  rubble. 
Gneiss,  New  York  City. 

Syenite,  Treadwell  mine. 
Maanotlo  Iron  ore. 
Trap.  Bonmy. 
'•      niaaslvo. 
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Trenching  in  Rook. — This  is  a  subject  upon  which  prac- 
tically nothing  has  ever  been  written.  In  consequence  there 
is  probably  no  class  of  rock  work  that  is  so  often  mis- 
managed; and,  as  a  further  consequence  of  the  prevailing 
ignorance,  engineers*  estimates  of  cost  are  often  far  too 
low  and  occasionally  as  far  too  high.  In  city  specifications 
for  sewer  trenching  in  rock  it  is  customary  to  pay  the  con- 
tractor only  for  rock  excavated  within  specified  "neat  lines." 
If  he  excavates  beyond  the  "neat  lines"  he  does  so  at  his 
own  expense.  In  sewer  work  the  most  common  practice 
is  to  specify  that  payment  will  be  made  for  a  trench  12 
ins.  wider  than  the  outside  diameter  of  the  sewer  pipe, 
and  6  ins.  deeper  than  the  bottom  of  the  pipe  when  the 
pipe  is  laid  to  grade.  The  most  rational  specification  that 
I  have  seen  for  general  use  in  rock  trenching  is  as  follows: 
"All  trenches  in  rock  excavation  will  be  estimated  2  ft. 
wider  than  the  external  diameter  of  the  pipe  and  6  ins.  be- 
low the  sewer  grade." 

Different  rocks  vary  greatly  in  the  way  the  sides  and  bot- 
tom shear  off  upon  blasting.  The  sides  of  trenches  in  soft 
rocks  can  be  cut  off  clean  when  the  blast  holes  are  proper- 
ly loaded;  but  tough  granites,  traps,  etc.,  leave  jagged 
walls,  generally  involving  excavation  beyond  the  "neat 
lines"  specified. 

In  excavating  thin  bedded,  horzontally  stratified  rocks 
the  drill  holes  seldom  need  to  go  much,  if  any,  below  the 
neat  lines;  that  is,  6  ins.  below  the  bottom  of  the  pipe. 
But  in  excavating  thick  bedded  and  tough  limestones  and 
the  like,  it  is  generally  necessary  to  drill  12  ins.  below  the 
bottom  of  the  pipe.  In  tough  granites,  traps,  etc.,  it  is  often 
necessary  to  drill  at  least  18  ins.  below  grade  in  order  to 
leave  no  knobs  or  projections  after  blasting  that  would  re- 
quire breaking  off  with  bull  points  and  sledges.  Obvious- 
ly the  shallower  the  trench  the  greater  is  the  importance 
of  making  due  allowance  for  this  extra  drilling. 

The  common  practice  in  placing  drill  holes  is  to  put 
down  holes  in  pairs,  one  hole  on  each  side  of  the  proposed 
trench;  and,  if  the  trench  is  wide,  one  or  more  holes  are 
drilled  between  these  two  side  holes.  However,  it  is  not  al- 
ways necessary  to  drill  the  two  holes  (one  on  each  side); 
^^  narrow  trench  work,  such  as  for  a  12-in.  water  pipe, 
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one  hole  in  the  middle  of  the  trench  will  usually  prove 
suflacient  if  it  is  made  of  large  enough  diameter  to  hold  a 
heavy  charge  of  dynamite.  For  example,  in  trenching  for 
a  12-in.  waterpipe  in  New  Jersey  trap  rock,    holes    were 

drilled  in  the  center  of  the  trench,  6  ft.  deep,  and  2  ft. 

apart.    The  result  was  a  great  saving  in  the  cost  of  drilling 

per  cubic  yard. 

Govt  of  Drilling  and  Blasting. — Next  to  tunneling 
there  is  no  class  of  rock  excavation  requiring  so  much  drill- 
ing per  cubic  yard  as  does  trench  excavation.  In  granites, 
if  shallow  holes  are  drilled  by  hand,  the  holes  are  frequent- 
ly spaced  not  more  than  1^  ft.  apart.  If  in  a  very  narrow 
trench  V^  ft  wide  two  holes  are  drilled  in  a  row,  one  on 
each  side  of  the  trench,  and  if  the  rows  are  1^2  ft.  apart, 
we  have  two  holes  drilled  in  a  square  1%  ft.  on  a  side; 
that  is,  for  every  2^  cu.  ft.  of  rock  we  must  drill  2  ft.  of 
hole,  or  24  ft.  of  drill  hole  per  cu.  yd.  If  the  cost  of  drill- 
ing is  25  cts.  a  foot,  we  have  $0.25  x  24  =  $6  per  cu.  yd.  as 
the  cost  of  drilling  alone.  It  is  seldom,  however,  that  such 
narrow  trenching  is  done.  Trenches  for  small  pipes  are 
usually  2^  to  3  ft.  wide;  two  holes  <are  usually  drilled  in 
a  row,  and  rows  are  usually  about  3  ft.  apart.  A  trench 
3  ft.  wide  with  two  holes  in  a  row,  and  rows  3  ft.  apart, 
requires  6  ft.  of  drilling  per  cubic  yard.  With  drilling  cost- 
ing 50  cts.  per  ft.,  as  it  often  does  where  hand  drills  are 
used  in  granite,  the  cost  is  then  $3  per  cu.  yd.  for  drilling 
alone.  Unless  the  job  is  too  small  to  pay  for  installing 
a  plant,  hand  drilling  should  never  be  used  in  trench  work, 
because  the  drilling  forms  such  a  very  large  part  of  the 
cost 

In  a  treneh  6  ft.  wide  in  hard  New  Jersey  trap  rock 
three  holes  were  drilled  in  a  row,  one  close  to  each  side 
and  one  in  the  middle,  and  the  rows  were  3  ft.  apart,  thus 
requiring  4^4  ft.  of  drill  hole  per  cu.  yd.  of  excavation.  The 
drilling  was  done  with  steam  drills  at  a  cost  of  30  cts.  per 
lin.  ft,  for  the  holes  were  only  4^^  ft.  deep,  the  rock  was 
hard,  and  the  men  slow,  ahout  35  ft.  being  the  day's  work 
per  drill.  The  contractor  had  to  drill  1%  ft  below  grade 
in  this  rock  to  insure  having  no  projecting  knobs  of  rock. 
While  it  cost  $1.35  per  cu.  yd.  to  drill  the  3%  ft  for  which 
payment  was  made,  to  this  must  be  added  nearly  30%,  or 
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$0.40  per  cu.  yd.,  to  cover  the  cost  of  drilling  the  extra  1  ft. 
for  which  no  payment  was  received,  making  the  total  cost 
of  drilling  $1.75  per  cu.  yd.  of  pay  material.  About  2  lbs. 
of  40%  dynamite  were  charged  in  each  hole,  making  about 
2.6  lbs  of  dynamite  per  cu.  yd.  of  pay  material.  The  ex- 
plosives thus  added  another  $0.40  per  cu.  yd.,  making  a 
total  of  $2.15  per  cu.  yd.  for  drilling  and  blasting. 

In  the  same  trap  rock,  where  the  trench  was  8  ft.  wide 
and  12  ft.  deep,  there  were  three  holes  in  a  row  and  rows 
were  4  ft.  apart,  requiring  2.53  ft  of  hole  per  cu.  yd.  of 
pay  excavation,  plus  0.21  ft.  of  hole  per  cu.  yd.  of  pay  ma- 
terial to  cover  the  cost  of  drilling  the  last  1  ft.  of  hole  be- 
low the  "neat  line."  Each  drill  averaged  45  ft.  of  hole  in 
10  hrs.,  and  the  cost  was  23  cts.  per  ft  of  hole;  hence 
$0.23  X  2.74  =  $0.63  per  cu.  yd.  was  the  cost  of  drilling. 
About  4  lbs.  of  40%  dynamite  were  charged  in  each  hole, 
or  1.1  lbs.  per  cu.  yd.  of  pay  material,  making  the  total  cost 
80  cts.  per  cu.  yd.  for  drilling  and  blasting.  A  comparison 
of  this  cost  of  80  cts.  with  the  $2.15  above  given  brings  out 
strikingly  the  fact  that  each  problem  of  trench  work  must 
be  considered  in  detail  by  itself. 

In  a  city  where  the  contractor  must  fire  comparatively 
small  shots  in  order  to  avoid  accidents  to  buildings  and 
suits  for  damages  arising  from  "disturbing  the  peace,"  it 
is  seldom  possible  to  space  the  holes  more  than  3  or  at 
most  4  ft  apart  In  trenching  in  soft  sandstone  in  New- 
ark, N.  J.,  where  the  trench  was  14  ft.  wide  and  10  ft  deep, 
there  were  five  holes  in  a  row  (the  distance  between  holes 
being  S^^  ft.)  and  rows  were  4  ft  apart  making  2.4  ft  of 
hole  per  cu.  yd.  Each  hole  was  charged  with  4.12  lbs.  of 
40%  dynamite,  making  practically  1  lb.  per  cu.  yd.  About 
half  the  dynamite  was  charged  at  the  bottom  of  each  hole, 
then  tamping  was  put  in,  and  the  other  half  was  charged 
up  to  about  2%  ft  below  the  mouth  of  the  hole.  BJach 
steam  drill  averaged  90  ft.  of  hole  per  10  hrs.,  making  the 
cost  of  drilling  10  cts.  per  ft  of  hole,  or  24  cts.  per  cu.  yd. 
Including  the  cost  of  dynamite  and  the  placing  of  timbers 
over  each  blast,  the  cost  of  drilling  and  blasting  was  40 
cts.  per  cu.  yd.  This  is  probably  as  low  a  cost  for  breaking 
rock  in  a  wide  trench  as  can  be  counted  upon  under  favor- 
able conditions.  In  this  rock  there  was  no  necessity  of 
drilling  below  grade. 
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I  am  Indebted  to  Mr.  F.  I.  Winslow  for  the  following  data 
on    trench    work    in    Boston,    Mass.:      For    house   sewer 
trenches,  contractors  are  allowed  3  ft.  width,  and  trenches 
for  water  pipe  (16  ins.  or  less),  2^4  ft  width.    The  rock  is 
granite,  and  the  drill  holes  are  usually  3  ft  apart  drilled 
along  the  center  of  the  trench,  but  staggered  a  little  off 
center.     On  small  jobs  hammer  drills  are  used,  one  man 
holding  and  two  striking.    For  a  hole  10  ft.  deep  the  start- 
ing bit  is  2%  ins.  and  the  finishing  bit  is  1%  ina.  diam.    A 
drilling  gang  of  three  men  averages  8  to  10  ft.  of  hole  in 
10  hrs.,  although  in  very  soft  rock  20  ft.  may  be  drilled  in 
10  hrs.    In  a  trench  10  ft.  deep,  the  rock  is  usually  exca- 
vated in  two  5-ft.  benches,  but  some  contractors  drill  the 
full  10  ft  and  take  it  out  in  one  10-ft.  bench.    Forcite  con- 
taining 75%  nitroglycerin  is  commonly  used,  Mj  to  3  sticks 
being  charged  in  a  hole.     Force  account  records  for  gran- 
ite trenching,  on  jobs  of  less  than  100  cu.  yds.  each,  show 
that  the  average  cost  during  the  past  15  years  has  been 
$3.80  per  cu.  yd.,  including  excavating  and  piling  up  the 
rock  alongside  the  trench.     The  wages  paid  hand-drillers 
were  $1.75  per  10-hr.  day;    and  to  laborers,  $1.40  per  day. 

I  am  indebted  to  the  Harrison  Construction  Co.,  of  New- 
ark, N.  J.,  for  the  following  information:  In  a  sandstone 
trench  about  6  ft  wide  the  holes  were  spaced  about  3  ft 
apart,  thus  requiring  4^  ft.  of  hole  per  cu.  yd.  In  seamy 
rock,  shallow  holes  4  to  6  ft  deep  were  drilled,  and  from 
2  to  3  sticks  of  50%  dynamite  were  charged,  each  stick 
being  1%  x  8  ins.  This  is  equivalent  to  0.55  lb.  per  cu.  yd. 
Where  the  rock  was  solid,  the  holes  were  drilled  8  to  10  ft 
deep  and  the  dynamite  charge  doubled. 

The  cost  of  throwing  rock  out  of  shallow  trenches  or  of 
loading  it  into  buckets  to  be  raised  by  the  engine  of  a 
derrick,  a  locomotive  crane  or  a  cableway,  is  somewhat 
greater  than  the  cost  of  handling  rock  in  open  cuts.  A 
fair  day's  work  for  one  man  is  6  cu.  yds.  of  rock  handled, 
when  there  is  little  sledging;    but  the  output  may  be  only 

4  cu.  yds.  where  there  is  a  large  amount  of  sledging  to  be 

done. 
If  cable  ways  or  derricks  are  used  for  hoisting  the  rock, 

3)ear  in  mind  that  they  will  be  idle  most  of  time,  for  the 

drilling  limits  the  output    With  a  given  number  of  dr* 
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cdbleway,  estimate  the  number  of  cubic  yards  of  rock 
that  the  drills  will  lireak  per  day  and  divide  this  yardage 
Into  the  dally  cost  of  operating  the  cableway.  Thus,  in  a 
trench  6  ft.  wide,  it  the  holes  are  3  ft.  apart,  each  cubic 
yard  of  rock  requires  4V<  ft.  of  hole,  and  each  drill  will 
break  13^^  cu.  yda.  per  day  where  60  ft,  of  hole  is  a  day's 
work.  With  four  drills  per  cableway  the  daily  output  is 
-4  X  13V&  =  53%  eu.  yds.  The  cableway  would  be  capable  of 
handling  several  limes  this  output  were  It  not  limited  by  ibe 
drilling.  NotwilbstandlDg  ttiat  all  this  seems  gelt  evident. 
T  have  known  more  tban  one  contractar  to  overlook  the 
tact  that  the  cost  of  handling  rock  from  trenches  Is  very 
much  greater  than  In  open  cuts  where  holes  are  farther 
apart  and  where  a  few  drills  can  keep  a  cableway  busy. 

Cost  of  QuaTTTing  and  Cmihiiig  Trap.—Tbe  follow- 
ing data  relate  to  quarrying  New  .lerEey  trap  rock  and 
crushing  it  in  gyratory  cruehera.  The  quarry  face  was  12 
to  18  ft.  high.  The  output  of  the  following  gang  was  200 
cu.  yds.  of  crushed  sloae  per  10-hr.  day,  each  cubic  yard 
of  crusher  run  product  weighing  2.700  lbs.,  no  piece  being 
more  than  2  Ins.  diameter.  The  weight  of  a  solid  cubic 
yard  of  this  trap  wa&  4,500  lbs.,  so  that  the  voids  in  the 
crushed  stone  were  40%.  Drill  holes  were  spaced  about  5 
ft,  apart.  „      ,         ^ 

Per  day.    Per  cu.  yd. 

3  drillers  at  (2.75  (8.25  |0.041 

S  helpers  at  Sl,7ii    5.2B  0.02G 

10  men  barring  out  and  sledging 15.00  0,075 

14  men   loading  carta     21.00  0.105 

i  cart  horses 6,00  0.030 

2  cart  drivers 3.00  0,015 

2  men    dumping    carts    and     feeding 

crusher 3.00  0.OJ5 

1  fireman  tor  drill  boiler  2.50  0.013 

1  englneman  for  crusher  3.00  0.015 

1  blacksmith 3.00  0,015 

1  blackamith  helper   Z.OO  0.010 

1  foreman    5.00  0,025 

2  tons  coal  at  13.50  7.00  0.035 

150  lbs.  40%  dynamite  at  15  cts 32.50  0,113 

Total   J106-50  10.533 
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Interest,  depreciation  and  repairs  would  add  about  |8 
or  |10  more  per  day,  or  4  to  5  cts.  per  cu.  yd.  There  was 
no  earth  stripping. 

The  stone  was  loaded  into  one-horse  dump  carts,  the 
ariver  taking  one  cart  to  the  crusher  while  the  other  cart 
was  being  loaded.  The  haul  was  100  ft  The  carts  were 
dumped  into  an  inclined  chute  feeding  into  a  No.  5  Gates 
gyratory  crusher.  The  stone  was  elevated  by  a  bucket  ele- 
vator and  screened.  All  stone  larger  than  2-in.  was  re- 
tured  through  a  chute  to  a  small  No.  3  Gates  crusher  to 
be  re-crushed. 

I  should  add  that  the  trap  rock  was  much  seamed,  so 
that  upon  blasting  it  was  broken  into  tolerably  small 
chunks,  so  that  the  cost  of  sledging  was  not  high  consid- 
ering the  small  size  of  the  crusher. 

Sties  and  Weight  of  Crnshed  Trap.— Mr.  William  E. 
McClintock  gives  the  following  data  relative  to  Massachu- 
setts trap  rock:  The  rock  weighs  180.7  lbs.  per  cu.  ft.  solid, 
or  4,879  Jbs.  per  cu.  yd.  solid,  being  very  heavy.  The 
crushed  trap  of  the  Mass.  Broken  Stone  Co.,  at  Salem, 
weighs  2,586  lbs.  per  cu.  yd.,  and  has  47%  voids.  A  rotary 
screen  is  used  10  ft.  long,  40  ins.  diameter,  with  three  sec- 
tions 3%  ft,  3  ft  and  3  ft.  long  respectively,  having  cir- 
cular holes  %-in.,  1%  ins.  and  3  ins.  diameter.  A  bin  hold- 
ing 29  cu.  yds.  was  used  to  measure  the  %-in.  screenings 
which  were  afterward  weighed  and  found  to  average  2,605 
lbs.  per  cu.  yd.  A  box  holding  1  cu.  yd.  was  packed  full 
with  wet  screenings  which  weighed  only  2,480  lbs.  The 
same  box  packed  full  of  the  same  kind  of  screenings  dry 
was  found  to  hold  2,690  lbs.  A  bin  holding  90  cu.  yds.  of 
the  1^-in.  stone  averaged  2,423  lbs,  per  cu.  yd. ;  and  a  bin 
of  the  same  size  full  of  3-in.  stone,  averaged  2,522  lbs.  per 
<JU.  yd.  This  3-in.  stone  was  again  measured  in  cars,  and 
found  to  average  2,531  lbs.  per  cu.  yd. 

To  determine  the  percentages  of  the  different  sizes,  19 
cu.  yds.  of  broken  stone  were  measured  and  found  to  run 
M  follows: 


%-In.  trap 13.24% 

l^in.  trap 23.89% 

3-In.  trap 62.87% 


Total  X^Smi, 


fo 
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The  tailings  over  3  ins.  in  size  were  re-crushed. 

More  data  on  the  sizes  and  weights  of  broken  stone  wlU 
"be  found  in  the  sections  on  Roads  and  on  Concrete.  Con- 
sult the  index  under  Broken  Stone. 

Cost  of  Breaking  Stone  by  Sand. — ^At  Rochester,  N.  Y., 
I  found  that  a  good  10--hrs.  work  for  a  skilled  man  was  3 
cu.  yds.  of  limestone  broken  to  2-in.  sizes,  but  that  2  cu. 
yds.  were  all  a  beginner  could  break. 

Cost  of  Crnshins  at  Newton,  Mass. — ^A.  F.  Noyes,  City 

Engineer  of  Newton,  Mass.,  giyes  the  following  cost  data 

for  the  year  1891,  on  four  jobs  of  crushing  stone  and  cobbles 

for  macadam.    On  Jobs  A  and  B  the  stone  was  quarried  and 

crushed;    on  jobs  C  and  D  cobblestones  were  crushed.    A 

9  X  15-in.  Farrel-Marsondon  crusher  was  used,  stone  being 

fed  in  by  two  laborers.    A  rotary  screen  having  %,  1  and 

2^-in.  openings  delivered  the  stone  into  bins  having  four 

compartments,  the  last  receiving  the  "tailings"  which  had 

failed  to  pass  through  the  screen.    The  broken  stone  was 

measured  in  carts  as  they  left  the  bin,  but  several  cart  loads 

were  weighed,  giving  the  following  weights  per  cubic  foot  ot 

broken  stone: 

" Size. * 

H-in.  1-in.  2^-ins.  Tailings. 

lbs.  lbs.  lbs.  lbs. 

Greenish  trap  rock,  "A"   95.8  84.3  88.3  91.0 

Conglomerate,  "B" 101.0  87.7  94.4  

Cobblestones,  "C"  and  "D"..  102.5  98.0  99.6  

A  one-horse  cart  held  26  to  28  cu.  ft  (average  1  cu.  yd.) 

of  broken  stone;    a  two-horse  cart,  40  to  42  cu.  ft.,  at  the 

crusher. 

/ Job.-  ■         .— --.  -X 

A.         B.  C.  D. 

Hours  run   412  144  jLOl  198 

Short  tons  per  hour 9.0  11.2  15.7  12.1 

Cu.  yds.  per  hour 7.7  8.9  11.8  9.0 

Per  cent  of  tailings  31.8  29.3  17.5  20.5 

Per  cent,  of  2^-in.  stone 51.3  51.9  57.0  55.1 

Per  cent,  of  1-in.  stone 10.2  

Per  cent,  of  Vi-in.  stone  or  dust  6.7  X3.8  25.5  23.4 


•    • 


•   •••  ••••  •••• 
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, Job » 

A.        B.  C.  D. 

ETxplosives,  coal  for  drill  and 

repairs $0,084  $0,018 

Labor  steam  drilling  0.092 

Liabor  hand  drilling 0.249 

Sharpening  tools 0:069  0.023 

Sledging  stone  for  crusher 0.279  0.420 

I-oading  carts ,  0.098  0.127       ....     $0,144 

Carting  to  crusher    0.072  0.062    $0,314*    0.098 

Feeding  crusher    0.053  0.053      0.033      0.065 

Engineer  of  crusher 0.031  0.038      0.029      0.036 

Coal  for  crusher 0.079  0.050      0.047      0.044 

Repairs  to  crusher 0.041       0.011 

Moving  portable  crusher 0.023       0.019 

Watchman  ($1.75  a  day) 0.053      0.022      0.030 

Total  cost  per  cu.  yd $0,898    $1,116    $0,445    $0,447 

Total  cost  per  short  ton 0.745      0.885      0.330      0.372 

Note.— "A"  was  trap  rock ;  "B"  was  conglomerate  rock ;  "C"  and  "D" 
were  trap  and  granite  cobblestones.  Common  laborers  on  Jobs  "A"  and 
••D"  were  paid  f  1.76  per  O-hr.  day;  on  Jobs  "B"  and  "C,"  $1.60  per  9-hr. 
day;  two-horse  cart  and  drlrer.  96  per  day;  blacksmith,  (2.60;  engineer 
on  crasher.  %2  on  Job  "A/*  92.26  on  "B/'  92.00  on  "0."  92.60  on  "D" ; 
■team  driller  reoelred  98.  and  helper  91*76  a  day;  foreman,  98  a  day. 
Goal  was  96.26  per  short  ton.    Forclte  powder  11 H  cts.  i>er  lb. 

Cost  of  Qvarryins  and  Crushing  Qnartsite. — Mr.  W. 

G.  Klrchoffer  gives  the  following  data  on  the  cost  of  quar- 
rying and  crushing  quartzite  for  macadam,  in  1903,  at  Bara- 
boo.  Wis.  The  plant  was  a  municipal  plant  operated  by  day 
labor,  and  the  costs  were  somewhat  higher  than  under 
contract  work.  The  crusher  was  a  No.  3  Austin  jaw  crush- 
er, 12  X  16-in.  opening.  Three  sizes  of  screen  holes  in  the 
rotary  screen  were  used:  f4-in.,  1%-in.  and  2^in.  The  first 
cost  of  the  plant  was  as  follows,  in  1901: 

Crusher $900 

Bins 108 

Steam  drill  218 

Small  tools 108 


$1,334 


•Loading  and  hauling  in  wheelbarrowsi 


piTjn:  if  "tiff  srmbsET  t^  t^bcs  Sob  taBn. 


IMX.    1903 

TttaC  Bcqiaz:  siL  ^'d^        0»    1,7M    4,883 

Z^BT^  wic^aS, - , -C7         70         88 

Omgnc  jfiar  fiia^.  st  yft^  , 41         S3     55% 

2x  ite  T-SET  ZBIt..  ateac  :2P^  if  i^  sism^  ins  screened  out 
snf  lirr^WTE  f^^QT..  "iriif  -v^Kssf  pKa£  per  l^-ftir,  diy  were: 
LaJicrB:^  till*::  jfOki'iyjusr^.  tl.1*::  ftriilHnniiner,  $2;  engine- 
ssEX  £Dt  fnyrfc.  SLiiL.  TT^  icaaif'  ^^rss  ine^aEred  in  wagcHis 
ItiLj:  ir  ^isuf  ipiBC  I^  iTXL  F^-  ^  mvoekl.  3JMMI  lbs.,  and 
'Jij^  fTdrvria^S^  naes  Snr  IHIS  jir»  ^OAed  iqiNsa  wacon  measure- 

Pw  cu.  yd. 

Qraajry  reii 10.0207 

hoLbor  fqjsairrFts^  ix^il^&^las  SareoBftai 0.3200 

Labor  camllaiEg 0.1980 

Too3s 0.0148 

DS«  fcr  cmsbtt- 0.0636 

Druamit^  (€v^  at  25  cts.  p«r  ltiL>.  caps  and  fuse 0.0910 

Bient  of  en^ne  and  wages  ol  engin^man 0.0635 

Pue!  for  engine,  %kM  pw  ton 0.0477 

CHI  and  waste 0.0033 

IlfluUng  water  and  supplies 0.0499 

Supplies 0.0137 

Superintendent  of  crusher 0.0476 

Depreciation  of  plant   0.0736 

Total   $1.0074 

The  cost  of  hauling  2^>  miles  to  the  street  was  50  cts. 
per  cu.  yd.,  wages  of  team  and  driver  being  $3  a  day. 

The  cost  of  the  macadam  pavement,  including  stone, 
Imullng,  grading,  spreading  stone,  claying  and  rolling,  has 
hd6a  a  little  less  than  50  cts.  per  sq.  yd.  The  macadam  was 
8  Inn.  thick  at  the  center  and  6  ins.  at  the  gutters,  measured 
after  rolling. 

OilAur  Data  on  Cruihlng.— The  size  of  jaw  crushers  is 

<wMiuiM)Mly  denoted  by  the  size  of  opening  through  which 

Mtfi  HhMia  imHHOR  to  the  Jaws.    A  9  x  15-in.  crusher  is  one 

tUK  MM  (M)^nln«  0  ins.  wide  by  15  ins.  long;   which  is  the 
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common  size  for  portable  plants.  To  move  such  a  crusher 
a  few  miles  from  one  location  to  another,  set  up  the  bins, 
etc.,  preparatory  to  crushing,  costs  about  $75,  according  to 
the  author's  experience.  The  main  part  of  this  cost  consists 
in  tearing  down  and  rebuilding  the  bins,  mounting  the 
rotary  screen  and  adjusting  the  bucket-elevator.  There  are 
several  makes  of  portable  bins  on  wheels  now  in  the  mar- 
ket, and  with  these  the  cost  of  moving  should  be  much  re- 
duced. A  large  bin  capacity,  however,  is  desirable  to  "tide 
over"  any  irregularities  in  the  hauling  and  in  the  operation 
of  the  crusher  itself.  Bins  should  always  be  used  to  save 
the  cost  of  shoveling  the  broken  stone  into  wagons. 

The  gyratory  crusher  is  now  largely  used  on  large  per- 
manent plants.  The  following  are  the  sizes  of  the  style  "D" 
Gates  gyratory  crusher: 

Size  Weight  HP.  for 

Diameter  of  each  of  Tons  crusher. 

Size  at  top  recelTlng  crusher,  per  hr.  to  elevator 

No.  out  to  out.  opening.  lbs.  2  >^ -In.  size,  and  screen 

1  3  ft  6  ins.  5  x  18  ins.  5,500  4  to     8  8  to    10 

2  3  ft  10  ins.  6  X  21  ins.  8,000  6  to   12  12  to    15 

3  4  ft  6  ins.  7  x  22  ins.  14,000  10  to    20  20  to    25 

4  6  ft  8  ins.  8  x  27  ins.  21,000  15  to    30  25  to   30 

5  7  ft.  10  ins.  10  x  30  ins.  30,000  25  to   40  30  to    40 

6  8  ft  7  ins.  11  x  36  ins.  42,000  30  to  60  40  to  60 
7%  10  ft  8  ins.  14  x  45  ins.  63,000  75  to  125  75  to  125 
8  11  ft  18x63  ins.  94,000  125  to  200  100  to  150 

The  output  is  given  in  tons  of  2,000  lbs.  per  hour  of  rock 
crushed  to  pass  a  2i^-in.  ring.  A  contractor  is  safe  in  as- 
suming the  smaller  outputs  given  in  the  table. 

Further  data  on  the  cost  of  quarrying  and  crushing  will 
be  found  elsewhere  in  this  book  in  the  section  on  Roads,  for 
which  consult  the  index  under  Crushing. 

References. — In  my  book,  "Rock  Excavation:  Methods 
and  Cost,"  further  data  on  the  subjects  discussed  in  this 
section  are  given;  and,  in  addition,  chapters  on  tunneling, 
shaft-sinking,  dimension-stone  quarrying,  submarine  exca- 
vation, channeling,  canal  excavation,  diamond  drilling,  use 
of  explosives,  etc.. 

In  this  Hand-Book  of  Cost  Data,  the  reader  will  find  fur- 
ther information  in  the  sections  on  Roads,  Concrete  and 
Masonry,  for  which  consult  the  index  under  Rock  Excava- 
tion. 


SECTION    IV. 


COST  OF  ROADS,  PAVEMENTS,  WALKS,  ETC. 


Coit  of  Quarrying  and  Cmiliine  for  Macadam. — Tbe 

cost  of  operating  a  small  quarry,  and  crushing  with  a  port- 
able cr  semi-portable  crusher  is  obviously  much  higher 
than  where  a  large  plant  is  used.  For  some  time  to  come 
the  greater  part  of  road-metal  crushing  will  be  done  with 
small  plants,  under  conditions  such  as  I  am  about  to  de- 
scribe, and  at  costs  not  far  differing  from  those  that  will 
be  given.  I  have  kept  itemized  records  of  the  cost  of  quar- 
rying and  crushing  on  a  number  of  different  road  jobs,  and 
first  published  (1901)  a  part  of  these  records  in  a  little  book 
entitled  "Economics  of  Road  Construction." 

In  quarrying  limestone,  where  the  face  of  the  quarry  was 
only  5  to  6  ft.  high,  and  where  the  amount  of  stripping  was 
small,  one  steam  drill  was  used.  This  drill  received  its 
steam  from  the  same  boiler  that  supplied  the  crusher  en- 
gine. The  drill  averaged  60  ft.  of  hole  drilled  per  lO-hr, 
day,  but  was  poorly  handled  and  frequently  laid  off  for  re- 
pairs.   The  cost  of  quarrying  and  crushing  was  as  follows: 


Quarry. 

1  driller $2.50 

1  helper 1.60 

1  man  Btrlpping 1.50 

4  men  quarrying 6.00 

1  blacksmith 2.50 

>i  ton  coal  at  $8 1.00 

Repairs  to  drill 60 

Hose,  drill  steel  and  Inter- 
est on  plant 90 

24  lbs.  dynamite 8.60 


Crusher. 

1  englneman 92.60 

2  men  feeding  crusher 8.60 

6  men  wheeling 0.00 

Ibinman 1.60 

1  general  foreman 8.00 

Ht'ncoalatyS 1.00 

IgallonoU J25 

Kepalrs  to  crusher. 1.00 

Repairs  to  engine  and  boiler  1.00 

Interest  on  plant. 1.00 


Total $20.10 

Summary  : 

Quarrying 

Crushing 


Total $28.76 


Total  for  60  cu.  yds. 


Per  day. 
$20.10 
28.76 

$48.86 


For  on.  yd. 
90.84 
0.89 


90.78 
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The  "4  men  quarrying"  barred  out  and  sledged  the  stone 
to  sizes  that  would  enter  a  9  x  16-in.  jaw  crusher.    The  "6 
men  wheeling"  delivered  the  stone  in  wheelbarrows  to  the 
crusher  platform,  the  run  plank  being  never  longer  than 
150  ft    Two  men  fed  the  stone  into  the  crusher,  and  a  bin- 
man  helped  load  the  wagons  from  the  bin,  and  kept  tally 
of  the  loads.    The  stone  was  measured  loose  in  the  wagons, 
and  it  was  found  that  the  average  load  was  1^  cu.  yds., 
weighing  2,400  lbs.  per  cu.  yd.    There  were  40  wagon  loads, 
or  60  cu.  yds.  crushed  per  10-hr.  day,  although  on  some  days 
as  high  as  75  cu.  yds.  were  crushed.    The  stone  was  screened 
through  a  rotary  screen,  9  ft  long,  having  three  sizes  of 
openings,  %-in.,  1%-in.  and  2%-in.     The  output  was  16% 
of  the  smallest  size,  24%  of  the  middle  size,  and  60%  of  the 
large  size.    All  tailings  over  2^  ins.  in  size  were  re-crushed. 
It  will  be  noted  that  the  interest  on  the  plant  is  quite  an 
important  item.    This  is  due  to  the  fact  that,  year  in  and 
year  out,  a  quarrying  and  crushing  plant  for  road  work  sel- 
dom averages  more  than  100  days  actually  worked  per  year, 
and  the  total  charge  for  interest  must  be  distributed  over 
these  100  days,  and  not  over  300  days  as  is  so  commonly  and 
erroneously  done.    The  cost  of  stripping  the  earth  off  the 
rock  is  often  considerably  in  excess  of  the  above  given  cost, 
and  each  case  must  be  estimated  separately.    Quarry  rental 
or  royalty  is  usually  not  in  excess  of  5  cts.  per  cu.  yd.,  and 
frequently  much  less.     The  dynamite  used  was  40%,  and 
the  cost  of  electri-c  exploders  is  included  in  the  cost  given. 
Where  a  higher  quarry  face  is  used  the  cost  of  drilling  and 
the  cost  of  explosives  per  cu.  yd.  is  less.    Exclusive  of  quar- 
ry rent  and  heavy  stripping  costs,  a  road  contractor  should 
be  able  to  quarry  and  crush  limestone  or  sandstone  for  not 
more  than  75  cts.  per  cu.  yd.,  or  62  cts.  per  ton  of  2,000  lbs., 
wages  and  conditions  being  as  above  given. 

The  labor  cost  of  erecting  bins  and  installing  a  9  x  16  jaw 
crusher,  elevator,  etc.,  averages  about  $75,  including  haul- 
ing the  plant  two  or  three  miles,  and  dismantling  the  plant 
when  work  is  finished.  Further  quarrying  and  crushing 
data  are  given  in  section  on  rock  excavation. 

Cost  of  Havlinc. — Bins  should  always  be  erected  to  re- 
ceive the  broken  stone,  and  the  bottoms  should  have  a  slope 
of  not  less  than  1  to  1,  and  be  lined  with  sheet  iron.  If  the 
slope  is  flat,  say  1%  to  1,  a  wagon  can  not  be  loaded  in  much 


iAs-tthii^'bip  'e-'otr  riiftr 


less  than  7  mins.  anil  then  a  potato-hook  or  hoe  must  be 
used  to  keep  the  stone  moving.  But  with  a  1  to  1  slope,  the 
Etoue  runs  freely  and  a  wagon  can  be  loaded  in  2  mins.  with 
I'/j  cu-  yde.  In  estimating  the  cast  of  loading  wagons  [roui 
bios  It  ia  well  to  allow  5  niins.  per  load,  to  cover  little  delays. 
Allow  5  rains,  more  to  dump  the  wagon  if  It  ia  a  slat  bot- 
tom wagon.  Dump  each  load  in  three  small  piles,  to  reduce 
the  labor  of  spreading.  With  team  and  driver  at  35  cts. 
per  hr.,  Ihi  cu.  yd.  per  load,  and  an  average  speed  oC  220 
ft.  per  mln.,  or  2^  miles  per  hr.,  the  cost  of  hauling  bro- 
ken stone  from  bins  and  dumping  it  is  T  cts.  per  cu.  yd.,  as 
the  Hxed  coat  for  lost  time  loading  and  dumping,  plus  ^ 
ct.  per  cu.  yd.  per  100  ft.  of  one-way  haul. 

This  rule  may  be  expressed  thus:  To  a  fixed  co»t  of  7 
(i(«.  per  m.  ffd.  add  25  els.  per  mite  measurtd  one  way  from 
the  bill  to  the  dump. 

Tills  rule  applies  to  the  loose  stone  measured  in  the 
wagon  at  the  bin.  I  And  that  after  traveling  a  short  dis- 
tance the  loose  stone  Jars  down  and  compacts  to  a  volume 
about  10%  lees.  It  the  stone  is  estimated  by  the  ton  of 
2,000  lbs.,  the  rule  becomes: 

To  a  fi.reii  coxt  of  6  r(s.  prr  ton  add  20  r(s.  per  ton  per 
mile  of  haul  measured  one  icay. 

The  foregoing  rules  apply  to  a  load  of  1^  cu,  yds.,  which 
Is  a  fair  load  over  bard  earth  roads.  If  the  haul  is  all 
over  macadam  road,  2^  to  3  cu.  yds.  may  he  hauled  per 
load,  even  where  there  are  B%  grades.  I  have  used  coal 
wagons  wltb  fixed  sides  and  solid  bottom,  which  were  un- 
loaded by  opening  the  end  gate  and  two  small  gates  In  the 
middle  of  the  wagon,  one  on  each  aide.  Such  a  wagon  hold- 
ing 3  cu.  yds.  may  be  unloaded  by  the  driver  In  16  mins.; 
and  in  lialt  that  tlrae  if  another  man  assists  the  driver. 
On  comparatively  long  hauls  these  wagons  are  to  be  pre- 
ferred to  slat  bottom  wagons,  and  if  the  work  is  near  a 
city  they  can  usually  be  rented  at  small  cost. 

In  FBtlnnating  the  average  length  of  haul  on  roadwork, 
bear  in  mind  that  the  haul  la  never  constant,  and  that  at 
limes  the  work  will  be  too  great  for  5  teams,  for  example, 
but  not  enough  to  keep  6  teams  fully  busy.  After  estimat- 
ing the  cost  by  the  above  rules,  for  the  actual  average  haul, 
I  consider  it  fair  to  ^dd  aiiout  15^  to  cover  the  added  cost 
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due  to  variable  haul,  and  the  added  cost  of  team  time  due 
to  delays  at  the  crusher. 

Cost  of  Spreading. — Two  men  will  assist  the  drivers  in 
dumping  their  wagons  and  will  spread  the  coarse  stone, 
where  50  cu.  yds.  is  the  daily  output  of  coarse  stone  from 
the  crusher,  provided  the  stone  is  dumped  in  small  piles 
directly  on  the  road  and  not  off  to  one  side.    If  the  specifi- 
cations require  the  stone  to  be  dumped  on  platforms  along- 
side the  road  and  then  shoveled  into  place,  it  will  take  at 
least  four  men  instead  of  two.     By  all  odds  the  cheapest 
way  of  spreading  stone  is  to  use  a  leveling  scraper  drawn 
by  horses.     With  a  Shuart  grader,  drawn  by  a  team  and 
operated  by  the  driver  and  one  man,  50  cu.  yds.  may  be 
spread  in  1  hr.,  at  a  cost  of  1  ct.  per  cu.  yd.   It  costs  1  ct. 
more  per  cu.  yd.  to  complete  the  leveling  of  the  stone  by 
hand  with  a  rake  or  potato-hook.     The  foregoing  relates 
only  to  the  coarse  stone  used  in  macadam,  and  not  to  the 
screening  or  binder  which  is  put  on  after  the  coarse  stone 
has  been  rolled  and  compacted.   The  screenings  should  not 
be  dumped  on  the  rolled  stone,  but  in  piles  alongside  the 
road,  and  spread  with  shovels;    or  the  screenings  may  be 
spread  directly  from  a  wagon  driven  over  the  rolled  stone, 
men  walking  behind  the  wagon  with  shovels  which  they 
fill  from  the  wagon.    From  piles  a  man  spreads  10  cu.  yds. 
of  screenings  in  10  hrs.,  at  a  cost  of  15  cts.  per  cu.  yd. 

Cost  of  Rolling. — The  daily  cost  of  operating  a  10  or 
12-ton  steam  road  roller  seldom  differs  much  from  the  fol- 
lowing average,  except  as  to  the  price  of  coal. 

Per  day. 

Engineman $3.00 

%  night  watchman's  wages 0.75 

0.35  ton  coal  at  $6 2.10 

Oil 0.30 

2  tons  of  water  pumped  and  hauled  for  boiler 0.75 

Annual  repairs  ($150)  1.50 

Annual  interest  ($150)  1.50 


$9.90 

The  annual  repairs  on  roller  seldom  average  less  than 
5%  and  often  are  6%  of  the  purchase  price  of  the  roller; 
these  repairs  include  new  rear  wheels  every  5  or  6  years, 
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new  boiler  tubes,  etc.,  neceesaxy  to  keep  the  roller  cis  good 
as  new.  Moreover,  these  repairs  must  be  charged  up 
against  100  days  actually  worked  each  year.  My  estimate 
of  100  days,  as  an  average,  was  published  four  years  ago, 
and  has  been  recently  con'firmed  in  the  annual  report  of  the 
Massachusetts  Highway  Commission.  If,  therefore,  the  first 
cost  of  the  roller  is  $2,500,  the  annual  interest  charge,  at 
6%,  is  $150,  which  is  equivalent  to  $1.50  per  day  actually 
worked;  and  an  equal  amount  should  be  charged  for  re- 
pairs and  depreciation. 

A  roller  will  average  40  cu.  yds.  of  macadam,  measured 
compacted  after  rolling,  in  a  10-hr.  day,  which  is  equiva- 
lent to  25  cts.  per  cu.  yd.  of  macadam  for  rolling,  or  4  ctfi. 
per  sq.  yd.  of  macadam  6  ins.  thick. 

One  record  that  I  have  shows  that  in  72  working  days 
of  8  hrs.  each,  a  10-ton  roller  thoroughly  compacted  4,000 
cu.  yds.  (24,300  sq.  yds.)  of  6-in.  macadam  on  a  gnravelly 
sub-soil.  This  is  equivalent  to  55  cu.  yds.  of  macadam  per 
day.  The  macadam  was  laid  in  two  courses,  a  4-in.  course 
of  limestone  and  a  2-in.  course  of  trap  rock. 

In  rolling  6-in.  macadam,  at  Hudson,  N.  Y.,  Mr.  H.  K. 
Bishop  has  found  that  60  cu.  yds.  of  compacted  macadam, 
or  360  sq.  yds.,  is  the  average  8-hr.  day's  work  for  a  10-ton 
steam  roller.  The  roller  was  rented  at  $12  a  day,  includ- 
ing engineman  and  fuel,  thus  making  the  cost  nearly  20 
cts.  per  cu.  yd.  of  macadam  for  rolling,  not  including 
sprinkling.  The  sprinkling  was  done  from  the  village  hy- 
drants at  a  cost  of  less  than  2  cts.  per  cu.  yd.  of  macadam. 

Cost  of  Sprinkling. — It  requires  about  4  cu.  ft.  of 
water  per  cu.  yd.  of  compacted  macadam  to  "pud- 
dle" the  screenings  or  binder;  but  some  inspec* 
tors  are  not  satisfied  with  less  than  four  tim» 
the  necessary  amount  of  water.  In  10  hrs.  one  man, 
with  a  hand  pump,  will  raise  1,000  cu.  ft  of  water  16  ft 
high  into  a  tank  from  which  it  can  be  drawn  off  into  the 
sprinkler.  A  small  gasoline  driven  pump  gives  a  cheaper 
method  of  securing  water,  where  the  amount  of  work  war- 
rants, its  purchase  and  installation.  A  two-horse  sprinkler 
holding  60  cu.  ft.  of  water  is  ordinarily  used.  Where  the 
haul  is  short  the  driver  can  pump  the  water  himself  direct 
ly  into  the  water  wagon,  for  he  can  fill  the  wagon  in  half 
an  hour,  or  less.    If  the  haul  is  long,  the  lost  team  time  i» 
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reduced  «by  using  a  tank  from  which  the  wagon  can  be  filled 
in  less  than  10  mins.  Ordinarily  one  sprinkling  wagon, 
whose  driver  pumps  the  necessary  water,  will  supply  all  the 
water  needed  to  sprinkle  the  subgrade  and  puddle  the 
macadam  rolled  by  one  steam  roller.  With  long  hauls  and 
sandy  subgrade,  it  will  take  two  or  more  wagons.  The 
niunber  can  be  closely  estimated,  knowing  the  length  of 
haul,  by  assuming  10  cu.  ft.  of  water  per  cu.  yd.  of  com-* 
pacted  macadam,  which  is  sufficient  to  water  the  subgrade 
and  puddle  the  macadam.  If  one  wagon,  at  $4  a  day  for 
team  and  driver,  is  used,  and  40  cu.  yds.  of  macadam  are 
laid,  the  cost  is  10  cts.  per  cu.  yd.  for  sprinkling. 

Quantity  of  Stone  and  Binder  Required.— In  "E)conom- 
Ics  of  Road  Construction,"  I  called  attention  to  an  error  that 
had  been  copied  in  text  books  from  a  very  early  day  down 
to  the  present,  namely  the  statement  that  a  layer  of  loose 
stone  6  ins.  thick  can  be  compacted  under  a  roller  till  it 
is  4  ins.  thick.    No  such  compression  is  possible,  but  it  of- 
ten happens  that  the  stone  is  driven  1  to  2  ins.  into  the 
subgrade.     On  a  hard  earth  subgrade,    it    never    requires 
more  than  1.3  cu.  yds.  of  coarse  loose  stone  (exclusive  of 
the  screenings  or  binder)   to  make  1  cu.  yd.  of  rolled  or 
eompacted  stone,  and  where  the  stone  is  very  tough  the 
"compression"  is  even  less.     The  percentage  of  binder  or 
screenings  required  to  fill  the  voids   in  the   rolled  stone 
varies  somewhat  with  the  thickness  of  the  macadam.    To 
iBcertain  the  thickness  of  the  coat  of  screenings  necessary 
to  fill  the  voids  in  the  rolled  stone,  divide  the  thickness  of 
the  rolled  stone  by  4  and  add  %  inch.  Thus,  for  a  6-in.  ma- 
cadam road,  there  will  be  required  6  -4-  4  +  %  =  1V«  i^^s.  of 
screenings.     This  is  equivalent  to  0.3  cu.  yd.  of  screenings 
jer  cu.  yd.  of  macadam.    Therefore,  to  make  a  cubic  yard 
of  finished  6-in.  macadam  requires  1.3  cu.  yds.  of  coarse 
stone  and  0.3  cu.  yd.  of  screenings,  or  1.6  cu.  yds.  measured 
it  the  wagons  to  make  1  cu.  yd.  of  compacted  macadam. 
Mated  differently: 

7.8  ins.  of  loose  stone  (%  to  2i^-in.)  will  roll  to  6  ins. 
18  ins.  of  screenings  (less  than  i^-in.)  will  fill  voids. 

9.6  ins.  of  loose  stone  and  screenings  will  make  6  ins.  of 
macadam. 
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U  the  atone  w&lgJia  2,400  lbs.  per  cu,  yd.,  we  need  1.56 
short  tons  o!  coarse  stone  and  0.36  short  ton  of  screen- 
ings, a  total  of  1.92  tons  required  to  make  1  cu.  yd.  of  fin- 
ished macadam.  If  the  stone  is  a  heavy  trap  rock,  weigh- 
ing 2,700  lbs.  per  cu,  yd.,  we  need  1.7B  short  tons  of  coarse 
stone  and  0.41  short  ton  of  screenings,  a  total  of  2.16  tone 
per  cu.  yd.  of  finished  macadam.  Tliis  estimate,  based  upon 
my  own  records,  checks  very  well  with  records  published 
by  the  Massachusetts  Highway  Commission. 

On  2.G  miles  of  6-in.  New  York  State  macadam,  1,600  cu. 
yds.  of  screenings  were  required  to  bind  4,000  cu.  yds.  of 
macadam  rolled  in  place.  This  la  equivalent  to  0.4  cu.  yd. 
of  screenings  per  cu.  yd.  of  macadam,  or  a  depth  of  2,4  ine. 
of  loose  screenings  to  bind  the  S  Ins.  of  rolled  macadam. 
This  large  amount  was  due  to  t^e  speciflcatlon  requirement 
that  a  "wearing  coat"  of  screenings  be  left  on  the  road. 

The  contractor  is  cautioned  against  careless  examination 
of  road  specifications,  for  many  engineers  require  the  con- 
tractor to  grade  the  subgrade  exactly  to  grade  and  then  put 
rjn  enough  stone  to  bring  the  Qnlshed  macadam  up  to  the  es- 
tahlished  road  grade.  This  causes  the  contractor  to  lose  all 
stone  that  Is  driven  Into  the  subgrade  by  the  roller,  which 
in  sand,  or  In  soft  wet  clay,  may  amount  to  2  Ins.  or  more 
of  loose  stone. 

Some  apeclflcations  also  foolishly  require  a  Mi-ln.  "wear- 
ing coat"  of  screenings  to  be  left  on  the  finished  road,  and 
this  also  amounts  to  a  good  many  cubic  yards  of  wasted 
material  in  a  mile.  The  roadmaher  will  do  well  to  carry 
in  mind  the  following  data:  A  bed  1  in.  thick,  10  ft.  wide 
aiul  a  mile  long,  contains  163  cu.  yds.  A.  bed  6  ins.  thick,  [ 
16  ft.  wide  and  a  mile  long,  contains  1.564  cu.  yds.  ' 

Snmiaa,ry  of  Cost. — Based  upon  the  foregoing  data,  tbS 

cost  of  macadam  is  as  follows:  i 

Coat  of  stone  (measured  loose).  Per  cu.  yd. 

Quarrying  and  crushing  (ft 73 

Quarry  royalty 

Hauling,  say,  114  miles  

Spreading  with  shovels  0.15 

Total  per  cu.  yd.  delivered  and  spread fl^  i 
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The  quarrying  includes  4  cts.  per  cu.  yd.  for  stripping  the 
earth. 

Cost  of  macadam  (measured  packed).  Per  cu.  yd. 

1.3  cu.  yds.  coarse  stone,  at  $1.50 $1.95 

0.3  cu.  yd.  screenings,  at  $1.50  0.45 

Sprinkling 0.10 

Rolling 0.25 

%  foreman,  at  40  cts.  per  hr 0.05 


Total  per  cu.  yd.  in  place $2.80 

This  is  equivalent  to  the  following  costs  per  square  yard: 

-  4-in.  macadam  31  cts.  per  sq.  yd. 

6-in.  macadam  47  cts.  per  sq.  yd. 

8-in.  macadam  62  cts.  per  sq.  yd. 

9-in.  macadam  70  cts.  per  sq.  yd. 

It  will  be  remembered  that  wages  of  common  laborers 
were  assumed  at  15  cts.  per  hr.,  and  of  teams  at  35  cts.  per 
hr.  including  driver.     It  will  be  noted    that    the    cost    of 

(spreading  is  assumed  for  the  worst  conditions;  but  where 
the  specifications  permit,  and  where  the  contractor  uses  a 
lereling  scraper,  this  item  may  be  greatly  reduced.  Tlie 
coet  of  hauling  may  also  be  greatly  reduced  if  the  specifica- 
tions permit  the  hauling  of  loads  over  the  newly  laid 
iDacadam  and  if  the  work  of  macadamizing  begins  near  the 
crusher.  Pew  rocks  are  soft  enough  to  yield  a  sufllciently 
large  percentage  of  screenings  to  bind  the  macadam;  in 
Which  case  screenings  must  be  imported,  unless  the  speci- 
fications permit  the  use  of  loam,  sand,  or  clay. 
Macadam  roads  are  usually  made  4  to  6  ins.  thick  after 
lolling,  and  12  to  16  ft.  wide.  I  have  often  urged  the  more 
Common  use  of  single  track  macadam  roads,  8  ft  wide,  with 
turnouts  (16  ft.  wide)  located  every  few  hundred  feet  apart 
In  sparsely  settled  districts  this  would  give  an  excellent 
^d  at  a  small  cost  per  mile. 

Cost  of  a  Sandstone  and  Trap  Macadam, — Near 
Hochester,  N.  Y.,  a  macadam  road  16  ft.  wide  and  6  ins. 
thick  was  built  by  contract,  on  a  sandy  soil.  The  bottom 
4  ins.  of  the  macadam  were  of  sandstone  bound  with  lime- 
^tcme  screenings.    The  top  2  ins.  were  of  trap  rock  bound 
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with  limestone  screenings.  The  sandstone  was  fieldst< 
obtained  mostly  from  old  stone  fences  near  the  road.  Wa 
of  common  laborers  were  15  cts.  an  hour;    teams,  35  cti 

The  cost  of  sandstone  crushed  and  delivered  on  the  r< 
was  as  follows  per  cubic  yard  measured  in  the  wagons: 

Cu. 

Paid  farmers  for  fences $0.1 

Loading,  hauling  ^  mile,  and  crushing 0.8 

Hauling  1  mile  and  spreading  0.3 

Total $1.2 

The  limestone  screenings,  used  as  a  binder,  were  impor 
on  canal  boats,  and  delivered  on  the  road  cost  as  folic 
per  cubic  yard  measured  in  the  wagons: 

Cu. 

Screenings  delivered  on  boats $1.5 

Unloading  into  wagons  with  derrick 0.2 

Hauling  2  miles    0.3 

Spreading  on  road   0.1 

Total $2.2 

The  cost  of  the  trap  rock  was  the  same  as  for  the  lii 
stone  screenings.  The  cost  of  the  4-in.  sandstone  base  i 
as  follows: 

Cu. 

1.4  cu.  yds.  sandstone,  at  $1.25  $1.7 

Vq  cu.  yd.   limestone  screenings,  at  $2.25 0.7 

Rolling  and  sprinkling  O.O 

Total  (measured  in  place)   $2.5 

The  cost  of  the  2-in.  trap  wearing  coat  was  as  follow 

1.4  cu.  yds.  trap,  at  $2.25 $3.1 

%  cu.  yd.  screenings,  at  $2.25 0.7 

Rolling  and  sprinkling  0.5 

Total  (measured  in  place) $4.4 

The  10-ton  roller  pushed  much  of  the  stone  into  the  sai 
subgrrade,  which  accounts  in  ];)art  for  the  fact  that  it  in 
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1.4  cu.  yds.  of  loose  stone  to  make  1  cu.  yd.  of  rolled 
macadam.  No  very  accurate  record  was  kept  of  the  amount 
of  screenings  used,  but  the  amount  stated  is  not  far  from 
correct  It  will  be  noted  that  rolling  the  4-in.  lower  course 
cost  only  8  cts.  per  cu.  yd.  as  compared  with  52  cts.  per 
cu.  yd.  for  the  2-in.  top  course.  This  is  due  to  the  fact 
that  the  lower  course  was  hastily  rolled.  Strictly  speaking 
these  two  courses  should  not  be  treated  separately  in  dis- 
cussing the  cost  of  rolling.  The  cost  of  rolling  and  sprink- 
ling the  two  courses  was  24  cts.  per  cu.  yd. 

Cost  of  Maintenance  of  Steam  Rollers. — Mr.  Thomas 
Mtken,  who  has  used  steam  rollers  for  many  years,  is  au- 
tl  thority  for  the  following  data:    The  rear  wheels  of  a  roller 
51  lasted  7  years,  during  which  time  they  consolidated  60,- 
OOO  tons  of  road  metal.    The  renewal  of  these  wheels,  to- 
gether with  other  repairs  and  renewals  of  fire  boxes,  tubes, 
etc.,  amounted  to  $75  a  year  for  10  years.    A  set  of  4  trac- 
tton  wheels  and  fore  carriage  for  a  12-ton  Aveling  &  Por- 
ter (EJngland)   roller  cost  $325;    and  the  first  cost  of  the 
roller  was  $2,000  in  ETngland.    Aitken  states  that  the  cost 
of  maintenance  of  a  steam  roller  averages    5    to  6%  per 
year. 

gel  Cost  of  a  Idmestone  Macadam  Road. — The  following 
nil  ^ta  apply  to  a  limestone  macadam  road  6  ins.  thick  and 
12  ft  wide,  built  by  contract  near  Buffalo,  N.  Y.,  in  1898. 
The  earth  was  a  tough  clay  and  ditches  nearly  3  ft.  deep 
tere  dug  along  both  sides  of  the  road.  The  cost  of  digging 
Ihe  ditches  was  nearly  half  the  total  cost  of  grading.  The 
following  was  the  cost  of  one  mile  of  grading,  including 

[ I  ditching  and  surfacing,  in  comparatively  level  country,  the 

ji  I  amount  of  excavation  being  about  4,600  cu.  yds.  (the  graded 
road  was  22  ft  wide  between  ditches)  : 

Labor  at  $1.50  per  10-hr.  day $670 

'  111  Teams  at  $3.50  per  10-hr.  day 226 

I'J^  Foreman  at  $2.50  per  10-hr.  day 97 

Waterboy  at  $1.00  per  10-hr.  day 17 


*m 


la 


0.3: 


^'"^  Total  per  mile  $1,010 

This  is  equivalent  to  about  22  cts.  per  cu.  yd. 
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There  were  stretches  of  this  road  where  ditches  already 
existed,  and  the  only  grading  required  was  to  plow  up  the 
old  surface,  shape  the  trench  to  receive  the  macadam,  and 
make  th«  earth  shoulders  5  ft.  wide  on  each  side  of  the 
macadam.    Such  stretches  of  grading  cost  $320  a  mile. 

The  macadam  was  6  ins.  thick  after  rolling  and  12  ft. 
wide.  It  was  laid  in  two  courses;  (1)  a  foundation  course 
of  1^  to  21/o-in.  limestone,  4  ins.  thick  after  rolling;  and 
(2)  a  top  course  of  ^  to  1^-in.  limestone,  2  ins.  thick  after 
rolling.  Both  courses  were  bound  with  limestone  screen- 
ings. As  an  average  of  3%  miles  of  road,  it  was  found 
that  loose  stone  spread  to  a  depth  of  6  ins.  was  rolled 
down  with  a  10-ton  roller  to  an  apparent  thickness  of  4 
ins.,  but  without  doubt  about  1  in.  of  stone  was  pushed  into 
the  subgrade  and  lost  so  far  as  the  final  measurement  was 
concerned.  It  therefore  took  1%  cu.  yds.  of  loose  (1%  to 
2^-in.)  stone  (measured  in  cars  or  wagons)  to  make  1 
cu.  yd.  of  rolled  foundation  course.  For  the  top  course  it 
took  a  thickness  of  2.8  ins.  of  loose  (%  to  1%-in.)  stone  to 
give  the  required  2-in.  thickness  after  rolling.  This  indi- 
cates also  a  further  pushing  of  the  foundation  stone  into 
the  clay  below,  for  all  measurements  of  thickness  were 
made  with  a  level,  and  not  by  digging  holes  through  the 
finished  macadam.  The  average  of  these  two  courses  was 
1.46  cu.  yds.  of  loose  stone  (not  including  screenings)  to 
make  1  cu.  yd.  of  rolled  stone,  but  it  took  a  trifle  over 
%  cu.  yd.  of  limestone  screenings  (from  size  ..of  dust  up  to 
i/^-in.)  to  bind  each  cubic  yard  of  rolled  macadam.  We 
have,  therefore: 

Loose  stone 1.46  cu.  yds. 

Screenings    0.34  cu.  yd. 

Total 1.80  cu.  yds. 

This  means  that  it  required  1.8  cu.  yds.  of  screenings 
and  loose  stone  (measured  in  wagons)  to  make  1  cu.  yd. 
of  rolled  macadam.  The  cost  of  each  cubic  yard  of 
macadam  was  as  follows: 

Stone  and  screenings,  f.  o.  b.,  1.8  cu.  yds.,  at  $0.70 $1.26 

Freight,  25  cts.  ton,  1.8  cu.  yds.,  at  $0.28 0.50 
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\g  cars  into  wagons,  1.8  cu.  yds.,  at  $0.11 0.20 

%  mil«,  1.8  €U.  yds.,  at  $0.28  0.50 

«,  1.8  cu.  yds.,  at  $0.08 0.14 

ig 0.19 

including  rolling  subgrade 0.24 

tal  per  cu.  yd.  of  macadam $3.03 

ft 

»rs  received  $1.50,  and  teams  (with  drivers)  $3.50 
r.  day. 

»f  Grading  a  Road, — ^A  stiff  clay  was  ditched  and 
or  a  macadam  road  near  Buffalo,  N.  Y.,  at  the  foN 
ost  per  cu.  yd.: 

Per  cu.  yd. 

ig $0.05 

ig  into  wagons 0.12% 

ig  1,000  ft  0.05ya 

ling 0.05 

an,  supt.,  timekeeper  and  waterboy 0.05 

Total  $0.33 

rork  was  done  by  contract,  and  wages  were  $1.50 
tnon  laborers,  $4.50  for  teams,  per  8-hr.  day.  The 
3  loosened  with  a  rooter  plow  and  was  hauled  in 
lump  wagons.     This  cost  is  a  safe  figure  for  stiff 

hauled  not  more  than  1,000  ft. 
Ofit  of  grading  2^  miles  of  road  under  conditions 
lly  as  above,  except  that  the  material  was  a  gray- 
,  was  28  cts.  per  cu.  yd. 

of   Grading   Roadi   With   Road   Machine, — Mr. 

'.  Rogers  gives  the  following  data  on  work  done  at 
ron,  Mich.:  A  street  was  to  be  macadamized  with 
)f  macadam  9  ft.  wide  and  about  5  ins.  thick  after 
The  earth  was  sand  and  sandy  loam  overlying 
'he  side  ditches  had  already  been  made,  and  the 
as  already  well  turnpiked  (crowned),  so  that  the 
consisted  merely  in  preparing  a  bed  for  the  macad- 
in  making  earth  shoulders  to  hold  the  stone.  For 
pose  a  common  road  machine  was  used,  first  to  cut 
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off  the  high  places  and  fill  the  hollows  by  setting  the  blade  ar 
at  right  angles  with  the  center  line  of  the  street.  Then,  -r 
to  form  the  shoulders  and  cut  the  crown  of  the  subgrade,  : 
the  blade  was  set  at  a  slight  angle  so  as  to  crowd  enough  )e 
earth  to  one  side  of  the  9-ft.  strip,  forming  first  one  shoul-  . 
der,  then  the  other.  Stakes  were  set  1  ft  outside  the  9-ft  i^. 
strip  to  give  line  in  operating  the  grader.  The  edges  of  7 
the  shoulders  were  afterward  trimmed  by  hand  with  a  .^ 
chovel  while  the  subgrade  was  being  rolled  with  a  steam  . 
roller.  The  grading  cost  $85  per  mile  in  this  soft  sandy  _ 
soil,  where  no  ditching  or  turnpiking  was  done.  _ 

On  another  stretch  of  road,  in  sand,  it  was  necessary  to  — 
break  up,  re-grade,  and  trim  the  ditches  to  line,  as  well  as  .. 
to  make  the  shoulders  for  the  9-ft.  macadam.  This  cost  • 
about  $360  per  mile. 

Two  teams,  a  driver  for  each  team  and  another  man  to 
operate  the  grader  were  used.    Each  team  and  driver  re-     ■ 
ceived  $3.50  for  10  hrs.  and  the  other  man  received  $1.50. 

Cost  of  Crnsliins  and  Hauling  Cobblestone. — On  tb^ 

work  just  described  Mr.  Rogers  states  that  a  9  x  18-in.  jaw  - 
crusher  was  used,  with  a  rotary  screen  having  three  siiee 
of  openings,  %-in..  1%-ln.  and  2V^-in.  This  crusher  aver- 
aged 6*-v»  cu.  yds.  of  cobbles  crushed  per  hour  while  actual- 
ly working.  In  a  run  of  9^  cords  (4.5  cu.  yds.)  of  cobbles 
the  output  was  5.7  cu.  yds.,  or  an  increase  of  25%  in  volume 
after  crushing. 

The  crushed  stone  was  hauled  from  the  bins  in  large  .. 
spreader  wagons,  the  steam  roller  hauling  five  of  theae  " 
wagons  in  a  train,  a  distance  of  %  mile  to  the  dumping^ 
place.  On  the  best  day.  76  cu.  yds.  were  hauled  %  mile,  ji 
at  a  cost  of  13  cts.  per  cu.  yd.  for  hauling,  distributed  thus:  L 

Wages  of  englneman $2.00 

Wages  of  helper  1-50 

b^iel 2.00 

luteresii  and  depreciation  taken  at  16%  ($400  per 
year>  and  dlsiributeil  over  100  working  days 4.00 

IVtal  daily  cost  $9.50 
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The  roller  and  wide-tired  spreader  wagons  were  made  by 
iie  Port  Huron  (Mich.)  E^ngine  &  Thresher  Co.  The  man 
wha  dumped  the  wagons  was  able  to  keep  the  road  well 
rimmed  at  all  times. 

Mr.  Rogers  says  in  a  letter  to  me:  "The  road  roller 
sometimes  hauled  five  wagons,  but  not  always.  It  was 
Qot  always  convenient,  as  some  of  the  wagons  were 
often  at  the  crusher  loading,  when  trips  would  be  made 
with  three  or  four  wagons,  whichever  was  most  con- 
venient. The  wagons  held  3  cu.  yds.  when  level  full.  Three 
wagons  would  haul  about  10  cu.  yds. 

"The  crusher  had  a  9  x  18-in.  jaw  opening.  The  stone 
was  thrown  from  the  cars  in  a  l^^ge  pile  which  must  have 
been  100  ft  long  at  times.  One  man  did  the  special  feed- 
ing, that  is  saw  that  the  jaws  were  kept  full,  but  six  men 
were  required  to  wheel  stone  when  running  at  the  full 
capacity  of  the  crusher.  Besides  these  there  was  one  fore- 
man and  an  engineer.  The  wheelers  were  required  to  dump 
their  wheelbarrows  directly  into  the  receiving  hopper,  thus 
leaving  as  little  work  as  possible  for  the  feeder.  I  have 
since  found  crushers  that  will  crush  Michigan  cobbles  with 
very  little  trouble  from  breakages,  which  were  very  annoy- 
ing on  this  work." 

On  this  work,  in  one  case,  the  macadam  was  made  of 
broken  stone  6  ins.  thick  (measured  loose  before  rolling) 
bound  with  a  2.11-in.  (loose  measure)  layer  of  screenings; 
and  in  another  case,  the  loose  broken  stone  was  5.35  ins. 
thick,  bound  with  1.5-in.  layer  of  screenings.  The  first 
named  road  cost  $2,600  a  mile,  9  ft.  wide,  exclusive  of 
grading,  but  the  grading  cost  only  $85  a  mile,  as  above 
given.  This  was  an  unusually  low  cost  for  grading,  as  the 
road  was  level,  already  ditched,  and  soft  sand.  While  some 
would  call  the  macadam  a  6-in.  macadam,  strictly  speak- 
ing it  was  not,  since  the  6  ins.  were  loose  measure  before 
rolling. 

Cost   of  Resurfacing   Old   Limestone   Macadam. — In 

Engineering  News,  June  6,  1901,  I  gave  the  following  data 
to  show  that  the  intermittent  method  of  repairing  macadam 
is  the  most  economic.    The  data  were  taken  from  my  time 
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books  and  can  be  relied  upon  as  being  well  within  t 
probable  cost  of  similar  work  done  by  contract  under 
good  foreman.  It  will  be  noted  that  the  cost  of  operati 
the  roller  is  estimated  at  $10  per  day.  This  includes  lnt( 
est  and  depreciation,  as  well  as  fuel  and  engineman's  wag* 

The  road  was  worn  unevenly,  but  as  it  still  had  sufficie 
metal  left,  very  little  new  metal  was  added. 

The  roller  used  was  a  12-ton  Buffalo  Pitts,  provided  wi 
steel  picks  on  the  rear  wheels.  It  required  80  hours 
rolling  with  the  picks  in  to  break  up  the  crust  of  a  surfa 
19,400  sq.  yds.  in  area,  240  sq.  yds.  being  loosened  per  hoi 
The  crust  was  exceedingly  hard  and  at  times  the  pic 
rode  upon  the  surface  without  sinking  in,  so  that  a  light 
roller  would  probably  have  been  far  less  efficient  In  fa 
a  10-ton  roller  had  been  used  a  few  years  previous  for  t 
same  purpose  at  more  than  double  the  expense  per  sq.  yi 
I  am  told.  The  picks  simply  open  up  cracks  in  the  cm 
to  a  depth  of  about  4  ins.  and  it  is  necessary  to  follow  tl 
roller  with  a  gang  of  laborers  using  hand  picks  to  comple 
the  loosening  process.  The  labor  of  loosening  and  sprea 
ing  anew  the  metal  was  1,880  man-hours,  or  a  trifle  mo 
than  10  sq.  yds.  per  man-hour.  About  60%  of  this  time  w. 
spent  in  picking  and  40%  in  respreading  with  shovels  ai 
potato  hooks. 

After  the  material  had  been  respread,  a  short  section  wi 
drenched  with  a  sprinkling  cart,  water  being  put  on  i 
such  abundance  that  when  the  roller  came  upon  the  meti 
the  screenings  which  had  settled  to  the  bottom  in  tl 
spreading  process  were  floated  up  into  the  Interstices.  Tl 
roller  and  sprinkling  cart  were  engaged  only  63  hours  J 
this  process,  300  sq.  yds.  being  rolled  per  hour;  an  exce] 
tionally  fast  rate.  The  rapidity  of  rolling  was  due  to  fm 
factors:  1.  The  great  abundance  of  water  used,  the  wat 
haul  being  very  short.  2.  The  unyielding  foundation  (t€ 
ford)  beneath.  3.  The  abundance  of  screenings  and  111 
dust,  the  road  not  having  been  swept  for  some  time. 
The  great  weight  of  the  roller,  which  was  run  at  a  hi| 
rate  of  speed.  I  am  not  prepared  to  say  that  longer  rollil 
would  not  have  secured  a  harder  surface,  but  I  doubt  ▼*! 

'ich  whether  it  would.    The  metal,  I  should  add,  was  htt 
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limeBtone.     Summing  up  we  find  the  cost  of  resurfacing 
this  road  per  sq.  yd.  to  have  been  as  follows: 

Cts.  sq.  yd. 

Picking  with  roller  at  $1  per  hour  0.4 

Picking  by  hand  labor  at  20  cts.  per  hour 1.2 

Bespreading  by  hand  labor  at  20  cts.  per  hour 0.8 

Rolling  with  roller  at  $1  per  hour 0.33 

Sprinkling  with  <;art  at  40  cts.  per  hour 0.13 

Foreman  143  hours  at  30  cts.  for  19,400  sq.  yds 0.44 

Total   3.30 

At  this  rate  a  macadam  road  16  ft.  wide  can  be  resur- 
faced for  little  more  than  $300  a  mile.  The  frequency  with 
which  such  resurfacing  is  necessary  will,  of  course,  depend 
upon  several  factors,  chief  of  which  are  the  amount  of 
traffic  and  the  quality  of  road  metal.  I  should  say  that  five 
years  would  not  be  far  from  the  average  for  a  country  road 
liuilt  of  hard  limestone.  Unless  the  road  has  had  an  excess 
of  metal  used  in  its  construction,  new  metal  should  be  added 
at  the  time  of  resurfacing  to  replace  that  worn  out. 

I  am  unable  to  see  how  any  system  of  continuous  repair 
with  its  puttering  work  here  and  there  can  be  as  econom- 
ical as  work  done  in  the  manner  above  described.  I  would 
not  be  understood,  however,  as  favoring  an  entire  neglect 
of  the  road  between  repair  periods.  At  times  of  heavy 
rains  and  snows,  ditches  and  culverts  need  attention  and 
there  should  be  some  one  whose  duty  it  is  to  look  after 
«uch  matters.  What  I  do  question  is  the  economy  of  hav- 
ing a  man  continuously  at  work  putting  in  patches  upon  the 
Koad. 

Cost  of  Repairins  Sandstone  Macadam. — In  Engineer- 
ing News,  Sept,  19,  1901,  I  described  the  method  of. repair- 
ing macadam  streets  in  the  Village  of  Albion,  N.  Y.  The 
following  is  an  abstract  of  the  article: 

"Using  the  method  that  I  am  about  to  describe,  Mr.  P. 
J.  Stock  succeeded  in  picking,  resurfacing  and  rolling  a 
itretch  of  sandstone  macadam  18  ft.  wide  by  1,000  ft.  long 
h  two  ten-hour  days;  one  day  in  spiking  up  the  old  sur- 
fiee  with  the  picks  in  the  steam  roller  and  one  day  in  re- 
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rolUne.  As  the  surface  was  loosened  to  a  depth  ot  about 
4  Ina.,  It  will  be  eeen  that  over  200  cu.  yds.  of  macadam 
were  compacted  by  the  15-ton  roller  in  10  hrs.  The  point 
to  which  1  wish  to  ca.ll  attention  is  not  so  much  the  extra- 
ordinary rapidity  ot  the  rolling  as  the  very  ingenious 
method  devised  by  Mr.  Stock  tor  completing  the  loosening 
ot  the  macadam  after  cracking  It  up  with  the  roller  aplkes. 


FIG.  7. 

For  this  purpose  Mr.  Stock  built  a  heavy  harrow,  i 
to    those    uEed    on    farms,     Fig.   T,   showing  its  detail  I 
sign.    By  turning  the  harrow  upside  down  It  rides  on  I 
runners  shown  In  the  figure,  and  is  thus  transported  i 
not  Id  use.     A  heavy  team  of  horses  Is  used  to  drag  J 
Bharp-polnted  harrow  over  the  macadam  after  It  has  t 

i  much  as  possible  with  the  apikea  oi  the  steiffl 


R0AD8,    PAVEMENTS,    WALKS,  151 

Tlie  spikes  in  the  harrow  not  only  complete  the 
g:-up  of  the  crust  as  well  as  could  be  done  by  men 
ticks,  ibut  in  addition  the  epikes  spread  the  loos- 
)ne,  filling  up  all  low  places. 

total  cost  of  resurfacing  was: 

Per  sq.  yd. 

ind  engineer  at  $1  per  hour  picking 0.5  ct. 

,nd  engineer  at  $1  per  hour  re-rolling 0.5  ct. 

ng,  with  cart,  40  cts.  an  hour  (1  day) 0.2  ct. 

Ing,  team  and  driver  30  cts.  an  hr.  (2  days) . .  0.3  ct. 

'otal   1.5  cts. 

lis  rate  a  ma^cadam  road  16  ft.  wide  and  a  mile  long 
resurfaced  for  less  than  $140,  or  about  half  the  cost 
bove.  The  cost  of  resurfacing  has,  therefore,  been 
}  per  mile  per  annum!  Yet  we  are  told  that  it  is 
lly  impossible  to  maintain  macadam  roads  and  pay 

on  investment  for  $320  per  mile  per  annum.  (See 
on  in  EJngineering  News,  April  25  and  May  9,  1901.) 

record  made  by  Mr.  Stock  is  indeed  a  remarkable 
d  a  record  that  few  villages  may  hope  to  see  at- 
inless  by  accident  they  secure  an  able  Street  Com- 
er. In  addition  to  the  labor  item  there  were  some 
yds.  of  stone  furnished,  which  it  was  estimated 
)ring  the  road  up  to  its  origrinal  crown.  The  stone 
out  $60,  delivered,  and  was  spread  by  two  men  in 
jTs  at  a  cost  of  $6.     By  using  a  Shuart  grader  the 

spreading  could  have  been  reduced  to  $1.50. 
new  materials  we  have,  therefore,  a  trifle  over  $60 
e  per  annum,  making  a  total  of  about  $90  per  mile 
um  for  labor  and  material  for  resurfacing  a  Medina 
ne  road.  Of  course,  the  loss  of  material  by  wear 
t  accurately  measured,  but  it  was  less  rather  than 
lan  the  amount  put  on  for  repairs.  At  this  rate, 
Lual  vertical  wear  was  about  0.2-in.  over  the  whole 

it  be  remembered  that  this  was  a  main  traveled 
jvhere  farmers'  teams  enter  the  village,  and  that  the 
ze  streets  may  last  another  flve  years  without  re- 
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surfacing.  In  the  face  of  such  facts  as  these,  I  ask  engi« 
neers  who  have  condemned  sandstone  macadam  for  vil- 
lage streets  and  roads  to  give  something  besides  abstract 
reasoning  as  a  basis  for  their  contention." 

Cost  of  Scarifying  ICaoadam. — ^Mr.  Thomas  Aitken  is 
authority  for  the  following  English  data: 

When  a  macadam  surface  is  to  be  picked,  or  scarified,  by 
hand,  soak  the  crust  with  water  to  soften  it,  unless  it  is 
the  intention  to  screen  the  old  materials.  The  depth  to 
which  the  macadam  is  loosened  by  picks  is  usually  about 
2\^  ins.  One  man  will  loosen  at  the  following  rate  per 
day: 

Soft  macadam   33  sq.  yds. 

Hard  macadam   20  sq.  yds. 

Very  hard  (steam  rolled)  macadam 12  to  15  sq.  yds. 

Large  heavy  harrows,  or  scarifiers,  are  much  used  In 
England,  for  resurfacing  macadam.  They  are  designed  to 
be  pulled  along  by  a  steam  roller,  ripping  up  the  surface 
as  they  go.  A  scarifier  with  3  teeth,  spaced  6  ins.  apart, 
is  commonly  used  and  will  break  up  the  macadam  to  a 
depth  of  4  ins.,  at  the  rate  of  300  sq.  yds.  per  hour,  if  not 
interrupted  by  traffic.  With  the  interruptions  that  ordi- 
narily occur  on  a  country  road,  150  to  200  sq.  yds.  per  hour 
is  a  fair  average.  Mr.  Aitken  givea  one  record  of  650 
sq.  yds.  per  hr.,  loosening  to  a  depth  of  3  ins.,  using  a 
3-tooth  scarifier  drawn  by  a  15-ton  roller.  E^ach  set  of 
teeth,  or  tines,  will  scarify  only  150  sq.  yds.  before  sharp- 
ening; and  it  costs  5  to  10  cts.  to  sharpen  each  tine.  A 
scarifier  will  do  the  work  of  100  men. 

Cost  of  Repairing  Macadam  in  Mass. — The  1904  an- 
nual report  of  the  Mass.  Highway  Commission  is  briefly 
abstracted  in  Engineering  News,  Apr.  TO,  1905,  p.  416.  The 
repairing  on  550  miles  of  macadam  roads  averaged  less 
than  $100  per  mile  for  the  year  1904,  although  the  first  of 
these  roads  was  10  years  old. 

In  the  Report  for  1902,  which  is  also  abstracted  in  ETngi- 
neering  News,  Apr.  23,  1903,  p.  379,  data  on  the  cost  of  re- 
pairing three  heavily  traveled  roads  leading  into  cities  are 
given. 
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Per  Tons 

8q.  yd.  stone  Cost 

Age,                                         per  per  per  ton 

Boad.                yrsJ      Length.     Width,     year.  sq.  yd.,  in 

ots.  i>er  yr.  place. 

Leicester. 6  8,150  24  6.17  .03  fl.70 

WestFitchburg...        7  2,200  15  5.15  .023  2.23 

Beyerly 6  2,150  18  5.20  .03  1.80 

None  of  these  roads  had  been  repaired  since  the  day  it 
was  built.  The  Leicester  road  leads  into  Worcester,  and 
is  much  more  heavily  traveled  than  ordinary  country 
roads.  Even  so,  the  cost  of  repairs  per  mile  per  year  on 
these  roads,  lor  a  width  of  16  ft.,  is  only  $160. 

Cost  of  Reflnrfaoins  Macadam. — In  Trans.  Am.  Soc. 
C.  E.,  Vol.  41,  1899,  Mr.  F.  G.  Cudworth  gives  the  following 
data:  An  old  macadam  road  was  resurfaced  with  trap 
rock  to  the  depth  of  3  ins.  after  rolling  with  a  10-ton  steam 
roller.  It  required  3.9  ins.  of  loose  trap  and  2.1  ins.  of 
screenings  to  make  the  3  ins.  of  compacted  macadam,  ac- 
cording to  Mr.  Cudworth,  but  there  must  have  been  an 
error  in  his  estimate  of  the  final  thickness  of  the  resur- 
facing (and  it  is  a  very  easy  matter  to  err  in  measuring 
rolled  macadam).  Possibly  he  did  not  measure  the  thick- 
ness of  loose  screenings  left  on  the  macadam,  for  2.1  ins. 
of  screenings  is  more  than  sufficient  to  fill  the  voids  in 
3  Ins.  of  compacted  stone.  The  steam  roller  averaged  472 
8q.  yds.  or  40  cu.  yds.  of  macadam  per  10  hrs.,  at  a  cost 
of  2%  cts.  per  sq.  yd.  for  rolling  and  sprinkling.  The  cost 
of  rolling  and  sprinkling  was  distributed  as  follows,  and 
It  should  be  noted  that  it  does  not  include  any  allowance 
for  rent  of  roller.  On  the  other  hand  it  is  rare  that  a  fire- 
man is  employed  in  addition  to  the  engineman,  and  it  is 
not  always  that  the  full  wages  of  a  night  watchman  are 
charged  to  the  roller: 

Engineman   $3.00 

Fireman 1.50 

Coal  and  oil  4.00 

Sprinkler 3.00 

Watchman 1.50 

Total  per  day  $13.00 
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The  total  cost  of  resurfacing  was  as  follows,  not  includ-r.3 

cost  of  stone:  _^ 

Cts.  per  sq.  yd. 

Scraping  and  sweeping 2.00 

Picking  up  old  surface  1.50 

Spreading  stone 2.00 

Rolling  and  sprinkling 2.77 

Total  per  sq.  yd 8.27 

Mr.  W.  C.  Foster  gives  the  following  data:  It  was  found 
that  7.38  ins.  of  loose  trap  rock  on  an  old  macadam  pave- 
ment were  rolled  down  to  a  thickness  of  6  ins.  under  a 
12-ton  roller,  a  ratio  of  1%  cu.  yds.  of  loose  stone  to  1  cu. 
yd.  rolled.  It  was  found  in  another  case  that  5.67  ins.  of 
loose  trap  were  rolled  down  to  4  ins.,  a  ratio  1.42  to  1. 
The  stone  in  both  cases  was  trap,  1%  to  2%-in.  size.  It 
was  found  that  1  cu.  yd.  of  blue  limestone  screenings,  suf- 
ficient to  cover  the  rolled  trap  to  a  depth  of  1.7  ins.  over 
21  sq.  yds.,  was  sufficient  to  bind  21  sq.  yds.  of  4-in.  or 
6-in.  macadam.  The  loose  stone  and  the  screenings  were 
measured  in  cars.  I  do  not  think  that  5.67  ins.  of  loose 
trap  can  possibly  be  rolled  down  to  4  ins.,  furthermore 
I  am  sure  that  it  takes  more  screenings  to  bind  a  6-in. 
macadam  than  a  4-in.  macadam.  Mr.  Foster  ©ays 
that  in  this  work  a  12-ton  roller  averaged  314  sq.  yds.,  or 
52  cu.  yds.,  of  6-in.  macadam  per  10-hr.  day. 

Cost  of  Sprinkling  Streets. — ^Mr.  J.  J.  R.  Croes  says 
that  to  keep  down  the  dust  in  Central  Park,  N.  Y.,  from 
Apr.  1  to  Oct.  31.  about  100  cu.  ft.  of  water  were  used 
daily  per  1,000  sq.  yds.  of  macadam,  the  greaites-t  amount 
on  any  one  day  being  157  cu.  ft.  per  1,000  sq.  yds.  Carts 
holding  41  cu.  ft.  of  water  were  used.  Mr.  E.  P.  North 
states  that  to  keep  down  the  dust  on  an  earth  road,  water 
applied  twice  daily,  there  were  143  cu.  ft.  of  water  used 
daily  per  1,000  sq.  yds.  A  sprinkling  cart  holding  60  cu.  ft 
covered  850  sq.  yds. 

Mr.  E.  W.  Howe  gives  the  cost  of  sprinkling  park  roads 
(macadam)  as  follows  per  mile  per  year:  Water  (16  cts. 
per  1,000  gals.),  $187;    teaming,  $533.    The  road  was  sprink- 
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led  10  times  daily  to  keep  the  dust  down,  a  sprinkler  with 
fine  holes  being  used.  The  cost  of  maintaining  these  roads 
was  ahout  $200  per  mile  per  year,  distributed  thus:  Screen- 
ings, $130;  teaming,  $50;  labor,  $20.  As  soon  as  a  rut  or 
a  hole  started,  a  small  quantity  of  screenings  was  applied. 
This  is  a  very  expensive  method  of  repairing,  but  not  an 
uncommon  one. 

Cost  of  Telford  Roads. — ^A  telford  road  consists  of  a 
"bottoming,"  6  to  12  ins.  thick,  made  of  rough  stone  blocks 
supporting  a  macadam  surface  3  to  6  ins.  thick.  If  the  stone 
for  the  "bottoming"  is  limestone  or  sandstone  that  comes  out 
in  thin  layers,  readily  shaped  with  a  hammer  into  rec- 
tangular blocks,  the  "bottoming"  is  laid  like  a  rough  stone 
block  pavement.  But  if  the  stone  is  a  granite  or  trap  that 
breaks  out  in  irregular  chunks,  or  if  cobblestones  are  used, 
no  attempt  is  made  to  lay  a  rough  block  pavement;  and 
the  "bottoming"  then  becomes  a  sort  of  macadam  itself, 
consisting  of  large  and  small  pieces.  This  last  type  of 
telford  is  the  kind  so  largely  used  in  the  towns  of  north- 
ern New  Jersey  where  trap  rock  is  available. 

The  typical  New  Jersey  telford  is  made  of  a  "bottoming" 
6  ins.  thick,  consisting  of  chunks  of  trap  rock  broken  with 
hammers  after  delivery  on  the  road  until  no  chunk  is  more 
than  6  ins.  thick.  The  spalls  are  packed  in  between  the 
larger  stone,  and  earth  is  shoveled  over  the  stone  from  the 
side  of  the  road  until  few  stones  are  visible.  Then  a  5,500- 
Ib.  horse-roller  is  run  over  the  stone  before  the  3-in. 
ntacadam  is  placed  upon  it.  The  macadam  is  bound  with 
earth,  and  finally  a  thin  layer  of  screenings  is  placed  over 
all—more  for  appearance  sake  than  for  usefulness.  The 
cost  of  quarrying  the  trap  rock  for  the  "bottoming"  and 
the  cost  of  crushing  the  portion  of  it  that  is  used  for  the 
macadam  surface,  will  be  found  on  page  128. 

In  building  a  telford  pavement  on  a  New  Jersey  village 
street,  the  pavement  was  made  16  ft.  wide.  The  stones  for 
the  bottoming  were  dumped  from  wagons,  and  a  gang  of 
6  men  broke  the  lar|:er  ones  and  placed  them  all  by  hand 
carefully  so  as  to  secure  a  compact  "bottoming"  6  ins. 
thick.  This  gang  of  6  men  averaged  4  cu.  yds.  of  bottom- 
ing laid  per  man  per  10-hr.  day,  at  a  cost  of  40  cts.  per 
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cu.  yd.  for  placing  the  "bottoming"  after  delivery.  It  to< 
1.2  cu.  yds.  of  loose  stones  measured  in  the  wagon  to  ma 
1  cu.  yd.  of  "bottoming." 

The  macadam  surface  would  have  cost  as  much  as  a; 
other  macadam  of  equal  thickness  (3  ins.)  had  it  not  be 
for  the  use  of  earth  as  a  binder  instead  of  screenings, 
took  1.2  cu.  yds.  of  broken  stone  to  make  1  cu.  yd. 
rolled  stone,  for  a  horse  roller  was  used,  and  it  did  n 
compact  the  stone  as  much  as  a  steam  roller  would.  T 
cost  of  this  broken  stone  can  be  estimated  by  data  alrea 
given.  The  cost  of  rolling  the  "bottoming"  and  the  ms 
adam  surface  were  not  kept  separately;  but  rolling  bo 
was  as  follows: 

The  25^-ton  roller,  drawn  by  a  team,  averaged  150  1! 
ft.  of  roadway  16  ft.  wide  per  day  10  hrs.,  which  is  equi\ 
lent  to  90  sq.  yds.  per  day,  at  a  cost  of  4  cts.  per  sq.  j 
By  far  the  greater  part  of  the  rolling  was  confined  to  t 
3-in.  macadam.  The  team  on  the  roller  was  taken  off  frc 
time  to  time  and  hitched  to  a  sprinkling  cart.  Water  f 
sprinkling  the  macadam  was  obtained  from  a  nearby  h 
drant.    Summarizing  the  costs,  we  have  the  following: 

Per  cu.  J 

Cost  of  bottoming  (6  ins.  thick).  in  place 

Quarrying  and  loading  1.2  cu.  yds.  at  40  cts $0.48 

Hauling  2  miles,  1.2  cu.  yds.  at  40  cts 0.48 

Placing 0.40 

Total  per  cu.  yd.  in  place $1.36 

Cost  of  macadam  surface  (3  ins.  thick). 

Quarry  and  crushing  1.2  cu.  yds.  at  55  cts $0.66 

Hauling  2  miles,  1.2  cu.  yds.  at  40  cts 0.48 

Spreading  1.2  cu.  yds.  at  12  cts 0.14 

Shoveling  on  earth  for  binder,  0.4  cu.  yds.  at  12  cts.  0.05 
Sprinkling  and  rolling,  4  cts.  per  sq.  yd 0.48 

Total  per  cu.  yd.  in  place $1.81 

The  cost  per  square  yard,  exclusive  of  grading  the  roa 
way,  was: 
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Per  sq.  yd. 

1-6  cu.  yd.  bottoming  at  $1.36 $0.23 

1-12  cu.  yd.  macadam  at  $1.81 0.15 

Total $0.38 

Laborers  were  paid  15  ots.  per  hr.,  and  teams  35  cts.  per 
hr.  The  cost  of  foremen  is  not  included.  The  cost  of  the 
quarrying  is  given  on  page  128. 

The  foregoing  relates  to  trap  rock.  If  limestone  or  sand- 
stone occurring  in  thin  beds  is  quarried  by  wedging,  and 
is  roughly  scabbled  and  laid  like  a  paving,  the  cost  of  a 
telford  "bottoming"  is  practically  the  same  as  for  the 
Elope- wall  paving  given  in  section  on  Masonry.  The  cost 
of  the  macadam  surface  may  be  estimated  from  data  given 
on  previous  pages. 

Cost  of  Iiayins  Two  Brick  Pavements. — In  Engineer- 
ing News,  July  24,  1902,  I  originally  gave  most  of  the  fol- 
lowing data  on  brick  pavements: 

The  so-called  "standard  brick"  for  house  building  is  2^ 
X  8%  X  4  ins.,  and  for  a  time  brick  for  paving  purposes 
were  also  made  of  the  same  dimensions.  Within  recent 
years  the  size  of  the  standard  brick  for  paving  purposes 
has  become  2%  x  8^  x  4  ins.,  and  such  bricks  are  common- 
ly called  "pavers."  A  larger  size,  3^  x  S^^  x  4  ins.,  is 
also  much  used,  and  is  known  as  "block."  Some  variations 
^rom  these  dimensions  occur,  as  in  Hallwood  block,  which 
i8.3  X  9  X  4  ins.;  and  as  neither  the  engineer  nor  the  con- 
tractor can  be  sure  of  the  exact  size  of  brick  that  will  be 
delivered,  it  is  always  necessary  to  secure  from  manufac- 
turers a  statement  as  to  the  sizes  they  make. 

When  the  sizes  are  known  there  is  a  factor  of  uncer- 
tainty to  the  inexperienced,  and  that  is  the  thickness 
ot  the  grouted  or  tarred  joints  between  bricks  as 
ordinarily  laid.  I  have  found  as  the  average  of  a  large 
number  of  measurements  that  the  thickpess  of  the  aver- 
age Joint  is  about  %  in.,  unless  the  pavers  are  made  with 
projecting  lugs  to  give  a  wider  joint. 

The  accompanying  table  gives  such  data  as  will  ordinar- 
ily serve  in  estimating  the  number  of  brick  that  will  be 
required.    Brick  are  occasionally  laid  with  extremely  cIop' 


Ko 

Allom 

or  Join 

88.7 

40.B 

39.8 

6b:i 

69.8 

88.4 

8e!4 

38.1 

44.5 

48.8 

34.4 

89.0 
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JoIntB  about  oue-slsteeuth  Inch,  In  which  case  about 
more  "pavers"  laid  on  edge  will  be  required  than  given 
the  table,  but  close  laying  Is  not  only  ezpensire  work 
the  contractor,  but  objectionable  also  in  that  it  la  t 
impossible  to  811  the  Jolata  perfectly.  For  street  pa 
ments  the  bricka  or  blocks  are  laid  on  edge  (making  a  bt 
pavement  4  Ins.  thick),  but  for  sidewalks  they  are  usui 
laid  flatwise,  I  believe  that  In  residence  Etreets  the  bri 
should  usually  be  laid  flatwise  tor  true  economy's  sake. 


size  of  Brick 
1  laldflaCnlBe 


.      X  ->,     4  laid  ^dRBwUe 

t         -      •,  i  laldwlBPwlse 
3x0  14    iiiiaatwlaa 
Si  tz4  lEild  edgeHlBp 

Having  obtained  the  price  per  thousand  (M)  for 
paying  brick  fob  factorj  and  freight  rate  to  deati 
tlon  the  weight  of  the  bricks  must  be  known  to  estln 
total  cost  fob  cars  at  destination.  The  specific  grai 
of  pa\lng  brick  ranges  from  1  9  to  2.7.  Testa  of  13  0 
makes  show  a  lange  cf  195  to  2  25. 

Assuming  a  specific  gravity  of  2.2,  a  square  yard  of  br 
pavers  4  ins.  thick  would  weigh  385  lbs.,  and  a  square  f 
would  weigh  43  lbs.,  as  laid  with  ^i-ln.  joints.  Whence, 
taking  from  the  bidding  sheet  the  number  of  square  ya 
of  pavement  and  multiplying  by  3S5.  the  total  weight 
readily  aacertained;  or,  for  all  practical  purposes,  dlv 
the  number  of  square  yards  by  5,  and  the  quotient  will 
the  number  of  short  tons  of  freight. 

It  la  conTenlent  to  remember  that  a  "paver"  (2\4  x  81 
i  ins.)  weighs  about  <•%  lbs.  and  a  "block"  (3^4  x  8^ 
4  ins.)  weighs  S%  lbs.  These  are  actual  averages  of  ■ 
eral  makes  of  New  York  State  bricks  that  I  have  used. 

In  unloading  pavers  from  a  flat  car,  one  man  will  re 

"V  throw  10,000  pavers  in  10  hrs.  out  to  a  man  on  a  wa| 

will  Stack  them  in  place.    Where  a  large  numliei 

— --'■•nB'  under  a  foreman,  15,000  pavers  will 
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handled  per  man  per  day.  In  unloading  the  wagon,  one 
.  man  in  the  wagon  tossing  out  brick  to  a  man  stacking 
them  along  the  curb  is  required.  With  wages  at  15  cts  per 
hour,  the  cost  of  unloading  cars  is  therefore  30  cts.  per  M, 
and  a  like  amount  for  unloading  wagons. 

If  the  wagon  haul  is  short,  it  will  pay  to  have  an  extra 
wagon  at  each  end  of  the  haul  to  save  team  time,  for  it 

.  takes  two  men  from  20  to  30  minutes  to  load  and  the  same 
length  of  time  to  unload  a  wagon  holding  1,000  pavers. 

;  0?er  paved  streets  1,000  pavers,  weighing  SV2  tons,  are  a 
sood  wagon  load,  and  it  will  tax  a  team  to  the  utmost  to 
imll  such  a  load  over  earth  a  short  distance  at  the  end 
of  the  haul.  Over  good  earth  roads  about  500  pavers  are 
a  fair  load.  Since  a  team  at  a  walk  travels  about  2^  miles 
per  hour,  or  220  ft.  per  minute,  the  cost  of  hauling  over 
paved  streets  is  about  30  cts.  per  mile  per  M  -of  pavers, 
wages  being  35  cts.  per  hour  for  team  and  driver,  to  which 
must  be  added  about  25  cts.  per  M  for  lost  time  of  team 
(10  minutes)  during  loading  and  unloading  when  extra 
f^wagons  are  not  provided. 

A  brick  paving  gang  generally  consists  of  about  15  men, 
Ivhose  duties  are  as  follows: 

4  pavers  laying  brick; 
3  laborers  loading  barrows  and  wheeling  brick; 

1  laborer  spreading  sand  cushion  on  concrete; 

5  laborers  grouting; 

2  laborers  ramming; 
1  laborer  raising  sunken  brick,  etc.; 

*^M  1  foreman. 

'^^  Such  a  gang  will  lay  2,000  to  3,000  pavers  per  hour,  which 
equivalent  to  5,000  to  7,500  bricks  laid  per  brick  layer  in 
hr8. 

^\S  In  paving  a  street  with  shale  brick,  at  Jackson,  Mich., 
p^jbre  were  about  200,000  bricks  used  for  3,500  sq.  yds.,  or 
hricks  per  sq.  yd.  The  bricks  were  2%  x  4i/^  x  8  ins., 
rounded  corners.  On  a  street  42  ft.  wide,  six  brick- 
y^^P^'it  supplied  with  brick  by  helpers,  laid  70,000  bricks  in 
^jBluv.  or  11,666  bricks  per  bricklayer.     The  ordinary  aver- 
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age,  however,  was  7,000  bricks  per  bricklayer  per  day  un- 
der favorable  conditions.  Note  that  the  average  day's  out- 
put was  only  about  two-thirds  the  best  day's  output. 

The  average  wheelbarrow  load  is  about  40  "pavers,"  or 
270  lbs.,  and  is  seldom  more  than  45  "pavers,"  or  305  lbs. 
Such  loads  are  readily  wheeled  over  level  runways  and 
even  up  a  short  slope  of  1  in  7.  A  man  will  readily  load  a 
barrow  in  1%  mins.,  at  which  rate,  if  he  were  doing  noth- 
ing else  but  load  barrows  he  would  average  14,000  "pavers" 
loaded  in  10  hrs.  But  the  men  who  load  the  bricks  usually 
wheel  them  to  place  and  dump  them.  Where  the  difitance 
to  be  wheeled  is  about  40  ft,  it  takes  about  %  min.  to  go 
and  return  plus  another  %  min.  lost  in  dumping  the  bar- 
row and  in  brief  rests;  so  that  a  fair  day's  work  is  10,000 
"pavers"  loaded  and  wheeled  40  ft 

The  following  is  the  actual  cost  on  two  different  jobs: 


Cost  per  sq.  yd.  per  hour, 

when  gang  lays. — . 

2.000  8,000 

pavers.  paven. 

Cts.  Cts. 


2.9 

1.9 

1.8 

.8 

.4 

.8 

1.8 

.9 

.8 

.5 

.4 

.8 

.9 

.6 

4  parorR  at  25  cents  per  hour,  each 

8  lal>oror8  wheeling  at  15  cents  per  hour 

1  lalK>r(ir  spreading  sand 

.'J  laboHTS  grouting 

2  laborers  ramming 

1  lHlrK)r(^r  raining  sunken  brick 

1  foreman  at  80  cents  per  hour 

Total 8.0  5.8 

The  above  data  are  based  upon  the  writer's  experience, 
the  lower  cost  being  on  a  large  job,  but  with  union  pavers 
who  wore  not  fast  workers;  the  higher  cost  being  on  a 
Kinall  job  where  the  work  was  finished  before  the  force 
could  be  well  organized. 

It  is  frequently  desirable  to  know  what  the  cost  will  be 
of  taking  up,  cleaning  old  brick  and  relaying.  A  gang  of 
men,  working  leisurely,  "by  the  day  for  the  city,"  ac- 
complished the  following:  Each  laborer  chipped  the  tar. 
off  500  to  700  bricks  in  eight  hours.  Replacing  a  strip  of 
pavement  4  ft.  wide  over  a  sewer  required  a  gang  of  17 
men,  employed  as  follows,  after  the  pavement  had  been 
removed  and  concrete  relaid: 
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aen  toothing  or  chipping  out  bats. 

^▼em 

nen  furnishing  brick 

men  ramming,  etc 

men  melting  and  pouring  tar 


Wages  for 

Cost  per 

8hrs. 

sq..  yd. 

$4.50 

$0.08 

16.00 

.25 

8.00 

.06 

8.00 

.06 

6.00 

.10 

Total. 


$31.50 


$0.68 


The  average  per  eight-^hour  day  by  the  above  gang  was 
D  sq.  yds.,  the  beet  day's  work  being  70  sq.  yds. 

It  seems  almost  incredible  that  the  cost  of  such  repav- 
ng  was  53  cts.  a  sq.  yd.,  but  it  well  illustrates  the  in- 
jfficiency  of  day  labor  for  a  city. 

The  following  is  a  summary  of  the  cost  of  paving  with 
wick  laid  on  edge,  wages  being  25  cts.  per  hour  for  pavers 
and  15  cts.  for  laborers: 

Cost 
per  sq.  yd. 

57  "pavers"  at  $10  per  M $0.57 

Hauling  V/2  miles  over  earth  roads 0.06 

Laying  pavers,  including  labor  of  grouting 0.08 

Materials  for  grout   0.05 

1-36  cu.  yd.  sand  cushion  at  $1.08  a  cu.  yd 0.03 

Plank  to  protect  concrete   0.01 


Total  net  cost 


$0.80 


To  this,  of  course,  must  be  added  the  cost  of  grading 
and  the  cost  of  a  concrete  base.  Grading  seldom  costs  more 
than  30  cts.  per  cu.  yd.,  or  10  cts.  per  sq.  yd.,  where  the 
average  cut  is  1  ft.  deep.  The  concrete  base  seldom  costs 
more  than  $3  per  cu.  yd.,  or  50  cts.  per  sq.  yd.  Hence  the 
total  actual  cost  of  a  brick  pavement,  including  grading 
and  base,  is  about  $1.40  per  sq.  yd.,  exclusive  of  contractor's 
profits,  when  prices  and  wages  are  as  above. 

The  grout  in  these  cases  was  mixed  in  the  proportion  of 
%  hbls.  of  Portland  cement  to  1  cu.  yd.  of  sand,  or  in 
he  ratio  of  1:2^6,  a  barrel  of  cement  being  considered 
0  be  41^  cu.  ft.  The  cost  of  a  cubic  yard  of  this  grout,  in- 
luding  the  labor  of  mixing  and  spreading  it,  was  as  fol- 

3W8: 
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1  cu.  yd.  sand  at  $1.00 $1.00 

21^  bbls.  cement  at  $1.90 4.75 

12  hrs.  labor  at  15  cts 1.80 

Total  per  cu.  yd $7.55 

1  cu.  yd.  of  grout  filled  the  joints  in  120  sq.  yds.  of  pave- 
ment; hence  the  cost  was  6%  cts.  per  sq.  yd.  for  cwnent 
grout  in  joints,  including  labor.  Where  "blocks"  are  used, 
1  cu.  yd.  of  grout  covers  160  sq.  yds.  of  pavement,  reduc- 
ing the  cost  to  less  than  5  cts.  per  sq.  yd.,  when  prices  are 
as  above  given.  Grout  is  often  mixed  richer  than  in  this 
case.  To  ascertain  the  quantity  of  cement- per  cu'bic  yard 
of  grout  for  any  given  mixture,  use  the  data  on  page  253. 

Cost  of  a  Briok  Paveiiient,  diampaisiiy  111. — ^Mr. 
Charles  Apple  gives  the  following  data  on  the  cost  of  a 
brick  pavement  laid  in  1903  at  Champaign,  111.  The  work 
was  done  by  contract,  the  contract  price  for  grading  being 
23  cts.  per  cu.  yd.,  and  for  brick  pavement  on  concrete 
base,  $1.29  per  sq.  yd. 

The  grading  was  done  with  drag-scoop  scrapers,  wheel- 
scrapers  and  wagons,  each  being  used  as  demanded  by  the 
length  of  haul.  Earth  was  loosened  with  plows  to  within 
3  ins.  of  subgrade  and  this  last  layer  then  removed  with 
pick  and  shovel. 

The  cost  of  removing  the  last  8  ins.  was  2  cts.  per  sq.  yd. 
with  labor  at  $1.75  per  day  of  10  hours.  There  was  a  total 
of  26,715  cu.  yds.  of  grading,  and  there  were  38,504  sq.  yds. 
of  pavement 

The  subgrade  was  compacted  with  a  horse-roller  weigh- 
ing 150  lbs.  per  lin.  in.  at  an  average  cost  of  about  0.05  cts. 
per  sq.  yd. 

The  concrete  foundation  was  6  ins.  thick,  composed  of 
1  part  natural  cement,  3  parts  of  sand  and  gravel,  and  3 
parts  of  broken  stone.  All  the  materials  were  mixed  with 
shovels,  and  were  thrown  into  place  from  the  'board  upon 
which  the  mixing  was  done.  The  material  was  brought  to 
the  steel  mixing  board  in  wheelbarrows  from  piles  where 
it  had  been  placed  in  the  middle  of  the  street,  the  length 
of  haul  being  usually  from  30  to  60  ft. 
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Wben  the  concrete  base  had  set,  a  sand  cushion  1%  Ins. 
lick  was  placed  upon  it,  and  upon  this  the  brick  wearing 
irface  was  laid. 

The  cost  of  the  brick  wearing  surface  is  given  in  the 
3llowing  table,  and  is  based  upon  the  assumption  that 
.000  paving  blocks  will  lay  25  sq  .yds.  of  pavement,  or 
0  blocks  per  sq.  yd.  This  ratio  was  determined  by  actual 
ount  after  the  pavement  was  laid.  To  this  cost  will  have 
o  he  added  something  for  rejected  bricks,  the  amount  de- 
luding upon  how  closely  the  inspection  is  done  at  the 
dins. 


Gott  of  6*ln.  Concrete  Base  for  Parement. 


No.  of     Sq.  yds. 
men.      per  day. 


lolling  snbgrade  (1  roUer,  2 
teams,  1  driver) 

tizlng  and  tamping  eoncrete : 

Turning  with  shovels 

Throwing  into  place 

Handling  cement 

Wetting  with  hose 

Tamping 

Grading  concrete 

Wheeling  stone 

Wheeling  gravel 

Foreman 


8.000 


Total. 


6 
4 
2 
1 
2 
1 
6 
4 
1 


Total 
wages. 

$4.75 

12.00 
8.00 
3.50 
1.75 
8.50 
1.76 

10.50 
7.00 
4.00 


900        $52.00 


Cost  per 
sq.  yd. 

90.0006 


Total  labor  per  sq.  yl 

fbr  1  sq.  yd. :  Unit  Price. 

Cement 

Band  and  gravel . . . 
Broken  stone 


90.0580 
90.0586 


$0.60  a  bbl. 
1.00  cu.  yd. 
1.40  cu.  yd. 


Quantity. 

barrel 

cu.  yd. 

t^cu.yd. 


^ 


Cost. 

$0.10 
.10 
.14 


90.84 
Cost  for  material  and  labor  per  sq.  yd 90.8986 

This  is  practically  40  cts.  per  sq.  yd.,  or  $2.40  per  cu.  yd. 
of  concrete  for  materials  and  labor.  It  is  evident  from 
the  above  quantities  that  a  cement  barrel  was  assumed 
to  hold  about  4.5  cu.  ft,  hence  the  cement  was  measured 
loose  in  making  the  1:3:3  concrete.  I  am  very  much  in- 
clined to  doubt  the  accuracy  of  the  above  given  quan- 
tities of  stone,  gravel  and  cement  It  will  be  noted 
that  the  labor  cost  of  making  and  placing  the  concrete 
i^aa  only  35  cts.  per  cu.  yd.,  wages  being  nearly 
•L85  a  day.  This  Is  so  extremely  low  that  I  doubt  the  ac- 
uracy  of  the  measurement  of  the  work  done.    In  fact  I 
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do  not  hesitate  to  say  that  no  gang  ot  me 
any  considerable  amount  ot  concrete  by  banc 
of  5%   cu,   yds.   per   man   per  (lay. 

OoBt  ol  Brick  Block  WeaiiDg  Baitace. 
(40  bloaka  per  sq.  ;d.) 


BriBk,  CUB  H 
tlnloading,  c 


Halerlol:  Amounl,  Price. 

BandoUBhlon Ayfl.  Sl.OOou.yd J.027T 

Brisk,  I.o.b.  destlD&llDn       9}  sq.  jds.    )6.00perU mW 

Baud  mier 0013 

Total  coat  lormBlerlol  per  Bq.  fd.,  cU 87.00 

TotalcoaC.  mitterlol  oad  IBlnrpereq.  jO,,  au TB.8T 

Hummnry  ol  OustB  of  FaTement. 

oraaingft  aq.  yd.  aloontractprloo  otas  oW.  en.  jd (O.IOOO 

Cnnorelo  b»9e.  ■  Bq.  yd 8988 

Brink  wearing  surfata,  a  gq.  jd .T5M7 

Tolkl  cost,  a  eq.  yd $I.1S79 

The  contract  price  was  $1.29.  Note  that  the  joints  wer« 
filled  with  sand,  and  not  with  grout 

It  will  be  noted  that  one  paver  laid  12,000  per  d&y,  and 
that  each  man  wheeling  averaged  20,000  per  day.  These 
are  such  very  high  records  that  they  should  not  he  taken 
as  averages  upon  which  to  Irase  an  estimate  of  cost.  At  the 
rate  oC  20,000  per  day,  a  raan  would  wheel  50  cu,  yds.  at 
solid  bricks  In  10  hrs,!  This  might  possibly  be  done  If  the 
wheeler  did  not  have  to  load  hla  own  harrow,  and  it  the 
haul  was  very  short.  Usually,  however,  the  wheeler  must 
load  his  own  barrow  from  piles  along  the  ciirb. 

Each  of  the  men  loading  blocks  from  cars  to  wagODS 
averaged  12,000  blocks  loaded  In  10  hrs.;  hut  each  of  the 
men  unloading  the  wagons  at  the  curb  line  averaged  5,000 
,  blocks  In  10  hrs. 
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Cost    of    A    Brick    Pavement    in    Minneapolis. — Mr. 

Irring  B.  Howe  gives  the  following  data  on  laying  17,000 
sq.  yds.  of  brick  pavement  in  1897.    The  work  was  not  done 
by  contract,  but  by  day  labor.    Six  weeks  were  required 
with  a  force  of  about  65  men.    An  old  cedar  block  pave- 
ment on  a  plank  foundation  had  to  be  removed,  and  the 
street  graded.    The  subgrade  was  rolled  with  a  7-ton  horse 
roller.    A  6-in.  concrete  foundation  was  then  laid,  in  pro- 
portion of  1  natural  cement,  2  sand,  5  broken  stone.   There 
were  required  1.16  bbls.  of  natural  cement  per  cu.  yd.  of 
concrete,  at  76  cts.  per  bbl.    The  stone  cost  $1.15  cts.  per 
cu.  yd.  delivered,  and  the  sand  cost  30  cts.  per  cu.  yd.  de- 
livered.   The  total  cost  of  the  concrete  laid  was  $2.80  per 
cu.  yd.    Laborers  mixing  received  $1.75  per  day.    The  Pur- 
ington  Paving  Brick  Co.,  of  Galesburg,  111.,  furnished  198 
car  loads  of  brick,  2%  x  4  x  8-in.  size,  guaranteed  to  lay  56 
to  the  sq.  yd.,  costing  the  city  $15.50  per  M,  or  87  cts.  per 
sq.  yd.  on  the  cars  at  Minneapolis.     The  manufacturers 
guaranteed  the  bricks  for  ten  years.    A  1-in.  sand  cushion 
was  laid  on  the  concrete.    To  secure  a  perfect  crown  1-in. 
strips  of  wood  were  nailed  to  the  concrete  every  12  ft.,  from 
curb  to  curb.    An  iron  shod  straight  edge  or  scraper  was 
placed  on  these  strips  and  dragged  across  the  street  to 
bring  the  sand  cushion  to  a  perfect  surface.    Then  one  of 
the  wood  strips  was  pulled  up  and  moved  ahead.    After  a 
block  of  bricks  had  been  laid,  they  were  rolled  with  a 
roller,  bn  xen  bricks  replaced,  and  the  joints  grouted  un- 
der a  special  contract  of  17%  cts.  per  sq.  yd.  for  the  grout- 
in&    £«xclasive  of  this  grouting  the  actual  cost  per  square 

yard  was  as  follows: 

Per  sq.  yd. 

Removing  old  cedar  paving  $0,035 

Grading 0.032 

Concrete,  natural  cement,  6  ins.  thick 0.467 

Planking  over  concrete,  lumber,  etc 0.008 

56  bricks  at  $15.55  per  M 0.870 

Hauling  brick 0.038 

Sand  cushion,  1-in.,  at  65  cts.  cu.  yd 0.018 

Laying  brick  0.032 

Total  per  sq.  yd.  (not  incl.  grout) $1,500 
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The  pavers  received  $2  a  day,  laborers  $1.75,  teams  $3.50. 
It  will  be  noticed  that  the  hauling  cost  68^  cts.  per  M  of 
bricks. 

Cost  of  a  Brick  PaTement,  Memphis,  Tenn. — Mr.  Niles 
Meriwether  gives  the  following  data  on  the  cost  of  1,300 
sq.  yds.  of  brick  pavements  laid  by  day  labor  (probably 
colored)  in  1893: 

Per  sq.  yd. 

Removing  old  material  and  grading $0.23% 

Concrete  base  (8-in.): 

Natural  cement,  at  $0.74  per  bbl 0.19% 

Sand,  at  $1.25  per  cu.  yd '0.07% 

Broken  stone,  at  $1.87  per  cu.  yd 0.35% 

Ijabcr  hauling  ston€  and  making  concrete 0.15% 

Sand  cushion  0.07 

62  paving  bricks,  at  $18.20  per  M 1.13 

1-25  bbl.  pitch,  at  $5.25 0.21 

Sand  used  in  pitching 0.01 

Labor  paving  and  pitching 0.15 

Total $2.58% 

The  cost  of  curbs  distributed  over  the  pavement  added  10 
cts.  more  per  sq.  yd.  Common  laborers  were  used  to 
lay  the  bricks,  at  $1.25  to  $1.50  per  day  of  8  hrs. 
The  mortar  for  concrete  was  mixed  1  :  2,  and  enough  mor- 
tar used  to  fill  the  voids  in  the  ston€.  It  took  1.36  bbls.  of 
Louisville  cement  per  cubic  yard  of  concrete.  On  three 
other  jobs  of  about  the  same  size,  the  costs  were  practi- 
cally the  same  as  above.  On  one  street  Hallwood  blocks 
were  used,  requiring  50  blocks  per  sq.  yd.,  and  1  bbl.  of 
pitch  for  every  25  sq.  yds.  On  one  job,  where  Virginia  pav- 
ing bricks  were  used,  56  bricks  were  required  per  sq.  yd., 
and  the  labor  cost  of  laying  the  brick  and  pitching  the 
joints  was  11  cts.  per  sq.  yd. 

It  will  be  noted  that  the  cost  of  materials  was  unusually 
high,  and  that  the  labor  was  not  efficient 

Cost  of  Chipping  Tar  Off  Bricks.— When  a  brick  pave- 
ment with  tar  joints  is  taken  up,  the  tar  must  be  chipped 
-**■  ■  -^<?ks  before  re-laying  them.    This  is  usually 

het,  after  cooling  the  bricks  in  a  bucket 
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or  tub  of  water.  As  an  average  of  a  good  many  thousand 
brick  thus  cleaned,  I  found  that  one  laborer  could  be 
counted  upon  to  clean  60  bricks  per  hour.  With  wages  at 
15  cts.  per  hr.,  this  is  equivalent  to  $2.50  per  M  for  cleaning 
the  bricks. 

Cost  of  a  Stoiie  Block  Pavement. — In  E3ngineering 
News,  July  24,  1902,  I  originally  gave  the  following  data  on 
stone  block  pavements: 

"We  have  first  to  consider  the  dimensions  of  the  blocks. 
When  made  of  granite,  they  are  split  with  wedges  to  tol- 
erably uniform   sizes;     but   when  of  stratified   rock,   like 
Medina  sandstone,  a  carload  of  blocks    will    show    wide 
varifation  in  size  of  individual  stone.    In  depth,  of  course, 
the  blocks  must  be  quite  uniform,  and  6  ins.  depth  is  usu- 
ally specified.    In  New  York  City  4  ins.  is  specified  as  the 
maximum  width  of  granite  blocks,  and  it  may  be  assumed 
as  a  certainty  that  they  will  not  be  found  less  than  the 
maximum  allowed,  since  to  split  them  of  less  width  out 
of  granite  would  add  materially  to  the  cost  per  square  yard. 
In  Rochester,  N.  Y.,  5^4  ins.  is  specified  maximum  width 
for  Medina  blocks  but,  due  to  the  thin  stratification  of  the 
stone,  they  frequently  come  3  ins.  in  width.    The  maximum 
length  specified  is  usually  12  ins.,  the  mimimum    8    ins. 
Granite  blocks  which  are  quite  uniform  in  size  are  sold 
by  the  1,000,   and  sometimes  by  the    square    yard,    laid. 
Medina  blocks  vary  so  in  size  that  they  are  sold  by  the 
square  yard. 

Joints  are  ordinarily  about  ^In.  wide,  and  are  filled  first 
with  gravel  or  sand,  into  which  hot  tar  is  poured.  In  New 
York  City  hot  gravel  is  first  poured  in  to  the  depth  of 
2  ina.  and  hot  tar  poured  upon  it  till  voids  are  filled;  then 
another  2-in.  layer  of  gravel  and  tar  is  added,  and  so  on 
until  the  joint  is  full.  By  this  method  one-third  to  half 
the  volume  of  the  joints  is  tar.  In  Rochester  the  Medina 
sandstone  joints  are  first  filled  clear  to  the  surface  with 
hot  sand  (damp  sand  will  not  run) ;  then  men  with  pointed 
wire  pins  like  a  surveyor's  "stick-pin,"  used  in  chaining, 
force  the  sand  down  or  pick  it  cut  if  there  is  an  excess, 
until  the  surface  of  the  sand  is  iv^  to  2  ins.  below  the  sur- 
face of  the  block  pavement.     Hot  tar  is  then  poured  in 


i 
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and  mis  tbe  upper  2  Ins.  of  tbe  Joint  without  penetratl 
lo  the  bottom,  mis  method  gives  as  good  aatlstaetion,  i 
parently.  as  the  New  York  method. 

In  order  to  economize  tar.  which  is  quite  an  item,  t 
writer  would  suggest  a  combination  of  the  two  methoc 
that  is.  first  fill  the  Joint  with  sand  to  within  2  ins.  at  t 
surface,  then  illl  the  upper  2  Ina.  with  hot  pea  grai 
(screened)  and  pour  in  tar. 

Cement  grout  has  been  used  as  a  Joint  filier,  but  since 
cement  Joint,  once  cracked,  does  not  heal  as  a  tar  Jol 
does,  cemeat  appears  less  adapted  for  filling  the  necessari 
wide  Joints  of  a  stone  block  pavement. 

With  blocks  SVj  <  12  K  S  ins.,  there  are  26  per  sq.  j 
where  Joints  are  Vj-ln.  and  the  area  of  Joints  is  13%  of  t 
total  area,  and  the  volume  of  Joint  filler  la  nearly  O.S  i 
(t.  per  aq.  yd.  of  pavement.  If  tar  Is  worth  10  cts,  a  g: 
Ion.  or  75  cts.  a  cu.  ft.  and  one-third  the  volume  of  t 
Joint  la  tar,  the  cost  for  tar  alone  will  be  O.S  x  %  75  = 
eta.  per  sq.  yd.  of  pavement 

In  unloading  flat  cars,  the  stone  paving  blocks  may 
slid  down  an  iron  chute  into  the  waEon.  One  man  w 
pitch  out  to  one  man  stacking  blocks  up  in  the  wagi 
about  10  sq.  yds.  cf  paving  blocks  (6  Ins.  deep)  per  hoi 
which,  with  wages  at  15  cts.  per  hour,  would  cost  3  c 
per  aq,  yd.  for  unloading  from  cars  to  wagon.  The  ec 
of  unloading  wagon  and  stacking  up  on  sidewalk  will  . 
about  the  same. 

Assuming  that  extra  wagons  are  not  used,  but  that  t 
driver  works  at  loading  and  unloading,  we  arrive  at  I 
total  coat  of  hauling  as  follows;  A  wagon  will  carry  n 
much  to  exceed  e  sq.  yds.  (G  ins.  deep)  of  bloclts  welghii 
about  5,400  lbs,  over  paved  streets,  and  it  only  one  mi 
ttsaiata  the  driver  loading  and  unloading,  it  will  requi 
about  one  hour  and  a  quarter  to  load  and  unload  G  sq.  jc 
With  WBKes  of  driver  and  team  at  35  cts.  an  hour  and 
laborer  at  15  cts..  we  have  the  flxed  coat  of  loading  and  u 
loading  about  10  cts,  a  sq.  yd.  The  cost  of  hauling  w 
be  about  E  cts.  per  aq.  yd.  per  mile  of  haul  (lead)  OV' 
pavements  and  10  cts,  over  earth  roads. 

After  the  blocks  are  stacked  up  at  the  sides  of  the  stre 
they  must  be  laid  out  on  edge  in  the  street  in  advance 


ROADf^,    PAVEMEXTfi,    WALKfi.  169 

the  pavers  and  assorted  into  sizes    of   uniform  thickness, 

which  laborers  using  wheelbarrows  will  do  at  a  cost  of 

about  3  cts.  a  sq.  yd.    Two  skilled  pavers,  with  one  laborer 

as  a  helper  to  supply  stone,  form  a  gang.     A  paver  will 

lay  5  to  8  sq.  yds.  an  hour;    6  sq.  yds.  may  be  taken  as  an 

average  for  safe  estimating,  which,  with  pavers'  wages  at 

30  cts.  an  hour  and  labor  at  15  cts.,  makes  cost  of  laying  6 

cts.  per  sq.  yd.    Following  the  pavers,  comes  a  gang  of  3 

men  ramming  and  raising  sunken  stone,  1  screening  sand 

for  joints,  2  heating  sand    and    tar,    1  wheeling  sand  for 

joints,  1  sweeping  sand  into  joints,  7  poking  sand  down 

into  joints  and  digging  out  excess,  5  filling  upper  2  ins.  of 

joints  with  tar,  making  a  gang  of  20  men  following  the 

pavers,  and  with  wages  at  15  cts.  an  hour,  such  a  gang 

covering  60  sq.  yds.  an  hour,  makes  the  cost  of  ramming 

and  filling  joints  6  cts.  a  sq.  yd.     Summing  up,  we  have 

tor  the  total  labor  cost: 

Per  sq.  yd. 

Loading  and  unloading  inclusive  of  lost  team  time  $0.10 

Hauling  1  mile 05 

Distributing  blocks 03 

Laying 06 

Filling  joints 06 

Foreman  at  40  cts.  per  hr.,  30  sq.  yds 013 

2  water  and  errand  boys 007 

Total  labor $0.32 

Cost  of  Medina  block  pavement:  Per  sq.  yd. 

%  cu.  yd.  street  excavation   $0.15 

6-in.  concrete  foundation 50 

1-18  cu.  yd,  sand  cushion  in  place  at  $1.08 06 

Medina  block  (6-in.)  f.  o.  b.  Albion,  N.  Y 1.15 

Freight  to  Rochester 07 

Unloading,  hauling  and  laying 30 

1-5  gallons  tar  at  10  cts.  a  gallon 15 

1-50  cu.  yd.  sand  for  joints 02 

Total $2.40 

Add  for  contractor's  profit     25 

Total  cost %1,^^ 
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In  paying  four  streets  with  Medina  sandstone  blocks, 
Rochester,  N.  Y.,  the  average  amount  of  joint  filler  ^ 
1.4  gallons  of  paving  pitch  per  sq.  yd. 

The  foregoing  cost  data  apply  to  work  done  over  la 
areas  with  fairly  well  organized  gangs;    but  on  small  an 
such  as  paving  gutters  3  ft.  wide,  I  have  had  pavers  ai? 
age  only  3%  sq.  yds.  per  hour  per  paver,  each  paver 
curing  his  own  blocks  from  piles  along  the  curb. 

Cost  of  Granite  Block  Paveiiient  on  Concrete. — 

G.  W.  Tillson,  in  "Street  Pavements  and  Paving  Materia! 
p.  204,  gives  the  following  data  on  the  cost  of  granite  bl< 
pavement  in  New  York  City  in  1899.  The  day  was  10  1 
long: 

Concrete  gang:  Per  d 

1  foreman $3.0 

8  mixers  on  two  boards,  at  $1.25 10.0 

4  wheeling  stone  and  sand,  at  $1.25  5.0 

1  carrying  cement  and  supplying  water,  at  $1.25 . .     1.2 
1  ramming,  at  $1.25 , 1.2 

Total,  240  sq.  yds.  (40  cu.  yds.),  at  8.6  cts $20.5 

The  concrete  is  shoveled  direct  from  the  mixing  boards 
place. 

Cost  1:2:4  concrete:  Per  cu. 

1%  bbls.  natural  cement,  at  $0.90 1 . . .  $1.2 

0.95  cu.  yd.  stone,  at  $1.25  1.1 

0.37  cu.  yd.  sand,  at  $1.00   0.3 

Labor 0.5 

Total  per  cu.  yd $3.2 

With  concrete  6  ins.  thick  this  is  equivalent  to  54.6  < 
per  sq.  yd.  for  the  concrete  foundation. 

The  granite  blocks  were  laid  two  days'  later  with  i 
following  gang: 

Per  sq. 
Labor |0.1 

30  Belgian  blocks,  at  $30  per  M  delivered 0.9 

0.2  cu.  yd.  sand,  at  $1 0.2 

'^otal 11.2 
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A  gang  laying  granite  block  pavement  on  sand  was  as 
follows: 

Per  day. 

4  pavers,  at  $4,50 $18.00 

2  rammers,  at  $3.50 7.00 

3  chuckers,  at  $1.50 4.50 

3  laborers,  at  $1.25  3.75 

Total,  280  sq.  yds.,  at  12  cts $33.25 

On  another  street  where  there  were  street-car  tracks  the 
labor  cost  was  10%  more. 

Per  sq.  yd. 

Labor $0.12 

24  granite  blocks,  at  $55  per  M 1.32 

0.2  cii.  yd.  sand,  at  $1 0.20 

Total , $1.64 

Per  day. 
10  pavers,  at  $4.50  $45.00 

5  rammers,  at  $3.50  17.50 

6  chuckers,  at  $1.50   9.00 

20  laborers,  at  $1.25 25.00 

2  foremen,  at  $3.50 7.00 

Total,  650  sq.  yds.,  at  16  cts $103.50 

Per  sq.  yd. 

Labor  laying  blocks  $0.16 

22^  granite  blocks,  at  $55  per  M 1.24 

3%  gala,  paving  pitch,  at  7  cts 0.24 

1%  cu.  ft.  gravel  for  joints,  at  $1.95  per  cu.  yd. .  0.10 
1%  cu.  ft  sand  for  cushion,  at  $1.00  per  cu.  yd. .  0.06 
1  sq.  yd.  concrete  0.55 

Total $2.35 

Coit  of  Iiaying  Asphalt  Paveineiits  at  Winnipeg. — 

The  following  data  are  given  by  H.  N.  Rut  tan,  City  Engi- 
neer of  Winnipeg,  Manitoba,  on  the  cost  of  laying  asphalt 
with  a  municipally  owned  plant.    In  1899,  the  city  p\iTc\ia^^ 
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a  second-hand  etationary  plant  for  $12,322,  and  made  the 
following  additions: 

New  10-ton  roller  $3,500 

New  6hed8,  etc 733 

Tools  bought  1899  262 

Tools  bought  1900  121 

Maintenance  1899 568 

Maintenance  1900 1,048 

$6,232 
Second-hand  plant 12,322 

Total $18,554 

The  maintenance  items  consisted  largely  in  repairs  to 
the  second-hand  plant  necessary  to  put  it  in  first-class  con- 
dition. The  plant  includes  2  asphalt  melting  tanks,  sand 
drum,  cold  and  hot  sand  elevators,  millstone  for  grinding 
limestone,  storage  tank  for  hot  asphalt,  storage  bins  for 
ground  limestone  and  hot  sand,  mixer  of  7  cu.  ft.  capacity, 
r»0-HP.  boiler,  30-HP.  engine,  air  compressor  and  receiver, 
5-ton  roller,  10-ton  roller,  and  accessories.  The  force  re- 
quired to  operate  the  mixing  plant  was  as  follows: 

1  superintendent $8.00 

1  engineman 3.00 

2  firemen  4.00 

2  asphalt  melters 4.00 

1  asphalt  dipper  and  mixer   2.00 

1  measurer  of  sand  and  limestone  2.00 

2  sand  and  limestone  shovelers 2.00 

1  record  keeper  4.00 

1  man  for  odd  jobs 2.00 

Total  labor  for  9  hrs $31.00 

I  have  assumed  the  above  rates  of  wages,  but  it  is  stated 
that  the  total  cost  of  operating  was  $40  a  day,  which 
doubtless  Inoludos  the  cost  of  IVj  or  2  tons  of  coal.  It  is 
stattHi  that  in  1900  the  prices  of  materials  and  labor  were 
ft«  follows,  on  cars: 
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t.  per  short  ton $36.00 

id  cement,  per  bbl 3.65 

)er  cu.  yd 1.35 

L  stone,  per  cu.  yd 1.10 

m  labor  is  said  to  have  been  17^  to  20  cts.  per  hr.; 
)  cts.  per  hr. 

t  pavement,  consisting  of  1%-in.  binder  and  2-in. 
surface,  laid  on  a  4V^-in.  Portland  cement  con- 
indation,  cost  $2.04  per  sq.  yd.  for  materials  and 
The  concrete  foundation  cost  $0.74  per  sq. 
iving     $1.30     per     sq.      yd.     for     the     asphalt, 

the  grading  was  not  included  in  the  $2.40 
is  nowhere  mentioned.  It  will  be  noticed  that 
md  depreciation  are  not  included.  The  plant  has 
ty  of  1,000  sq.  yds.  of  2-in.  wearing  surface,  or 
yds.  of  l^^-in.  binder,  which  is  equivalent  to  say- 
it  has  a  capacity  of  about  60  cu.  yds.  of  asphalt, 
I  in  the  street,  per  day  of  9  hrs.  In  1899  the  city 
)0  sq.  yds.;  in  1900,  it  laid  22,000  sq.  yds.  If  we 
{0,000  sq.  yds.  as  a  fair  average  for  a  term  of  10 
le  plant  would  pay  for  itself  by  charging  6  cts. 
rd.  for  plant,  and  it  would  be  occupied  about  60 
actual  work  per  year.  But  we  should  not  lose 
the  fact  that  the  services  of  an  expert  to  run  the 
lid  not  be  secured  on  the  basis  of  a  few  dollars  a 
mly  a  small  fraction  of  the  year.  Indeed  the  cost 
)ert*s  annual  salary  alone  might  very  easily  run  up 
an  amount  equivalent  to  10  cts.  per  sq.  yd. 
-he  above  was  written  I  have  secured  the  follow- 
:ional  data  for  the  year  1903.    The  plant  has  been 

and   its  estimated    value    is    now    $21,082.     The 
against  this  plant  for  the  year  1903  were  as  folr 

nance  and  repairs   $2,297 

of  new  tools 236 

erest  on  $21,082  843 

)reciation  on  $21,082   1,054 

axes 100 


tal $4,530 
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In  1903  there  were  laid  65,381  sq.  yds.,  so  that  the  charge 
for  plant  was  6.93  cts.  per  sq.  yd.  The  soil  is  elay  and 
upon  it  is  spread  3  ins.  of  sand  and  gravel  before  laying  the 
concrete  base.  The  cost  of  the  pravement  in  1903,  includ- 
ing grading,  was  as  follows: 

Per  sq,  yd. 

Grading,  including  cross-drains  $0.15 

Sand,  3-in.  foundation  0.15 

Concrete,  4i/^  Ins.  thick 0.65 

Binder  coat 0.28 

Surface  coat 0.60 

Plant  charges  0.07 

Total  $1.90 

The  prices  paid  for  materials,  f.  o.  b.  Winnipeg,  were 
as  follows: 

Portland  cement,  per  bbl $2.96 

Broken  stone,  per  cu.  yd 1.30 

Sand  and  gravel,  per  cu.  yd 1.00 

Crushed   granite,  per  cu.   yd 5.00 

Asphalt,  per  ton   26.37 

Maltha,  per  imp.  gal 0.12 

Common  labor,  per  9-hr.  day   $1.80  to    2.25 

Skilled  labor,  per  9-hr  day 2.70 

Foremen $3.00  to    4.00 

Superintending  chemist  (for  5  or  6  mos.) 8.00 

Mr.  Ruttan  informs  me  that  a  surface  coat  (Bermudez) 
costs  as  follows: 

900  lbs.  sand  (0.4  cu.  yd.) $0.54 

140  lbs  dust 0.18 

Fuel,  cordwood   0.12 

Labor 0.32 

23  lbs.  oil  at  1%  cts 0.34% 

100^^  lbs.  Bermudez  (gross),  at  $1.932 1.94 

Total  for  1,157  lbs $3.44% 

Cost  per  sq.  yd.  (175  lbs.  per  sq.  yd.) $0.52 
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Cost  of  lAjins  Asphalt  Pavement.— The  follow! ug 
shows  the  labor  cost  of  laying  asphalt  on  a  concrete  base 
at  Rochester,  N.  Y.  A  binder  coat,  %-in.  thick,  was  first 
laid;  then  a  wearing,  or  surface  coat  1%  ins.  thick;  mak- 
ing a  total  of  2  ins.  The  gang  consisted  of  16  men,  organ- 
lied  as  follows: 

Binder  gang.  Surfacing  gang. 

4  barrow  loaders.  4  shovelers. 

4  barrow  wheelers.  5  rakers. 

2  rakers.  2  tampers. 

2  tampers.  2  smoothers. 

1  wagon  unloader.  1  cement  spreader. 

1  tar  melter.  1  iron  heater. 

1  iron  heater.  1  foreman. 

1  foreman.  tt 

—  16  men. 

16  men. 

The  binder  gang  averaged  2,250  sq.  yds.  in  10  hrs.  of 
'/^in.  binder  ooat  laid,  although  they  frequently  laid  390 
6Q-  yds.  in  an  hour.  In  surfacing  work,  the  gang  averaged 
1800  sq.  yds.  of  1%-in.  surfacing  coat  in  10  hrs.,  although 
they  frequently  laid  260  sq.  yds.  In  an  hour.  There  were 
two  asphalt  steam  rollers  constantly  at  work,  with  this 
gang  of  16  men.  In  laying  several  thousand  yards  of  this 
2-in.  asphalt  pavement,  I  found  the  average  labor  cost  to 
be  as  follows: 

15  laborers  at  $1.50  $22.50 

1  foreman  at  $4.00    4.00 

2  roller  engineers  at  $3.00  6.00 

Fuel  for  rollers  2.50 


Total  for  1,000  sq.  yds.  of  2-in.  asphalt $35.00 

This  is  equivalent  to  3%  cts.  per  sq.  yd.  for  laying  and 
rolling. 

The  haul  from  the  mixer  to  the  street  was  8  miles,  and 
each  team  made  4  trips  daily,  averaging  V^  cu.  yds.  of 
loose  material  per  load.  It  took  2%  cu.  yds.  of  loose  mate- 
rial In  the  wagons  to  make  2  cu.  yds.  packed  by  the  roller. 
The  wagons  were  slat-bottom  wagons,  and  it  took  about 
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8  mins.  to  dump  a  wa^n,  but  fully  as  much  more  time 
was  lost  waiting  for  other  wagons,  turning  around,  etc., 
which  time  was  made  up  by  trotting  back.  There  were  17 
teams  kept  busy,  at  $3  per  day  each,  making  the  coet  5 
cts.  per  sq.  yd.  for  hauling  the  asphalt  3  miles. 

Cost  of  Cement  Walks. — The  cost  of  cement  walks  is 
commonly  estimated  in  cents  per  square  foot,  in^cluding 
the  necessary  excavation  and  the  cinder  or  gravel  founda- 
tion. The  excavation  usually  costs  about  13  cts.  per  cu. 
yd.,  and  if  the  earth  is  loaded  into  wagons  the  loading 
costs  another  10  cts.  per  cu.  yd.,  wages  being  15  cts.  per 
hr.  The  cost  of  carting  depends  upon  the  length  of  haul, 
and  may  be  estimated  from  data  given  on  page  83.  If 
the  total  cost  of  excavation  is  27  cts.  per  cu.  yd.,  and  if 
the  excavation  is  12  ins.  deep,  we  have  a  cost  of  1  ct.  per 
sq.  ft.  for  excavation  alone.  Usually  the  excavation  is  not 
so  deep,  and  often  the  earth  from  the  excavation  can  be 
sold  for  filling  lots. 

In  estimating  the  quantity  of  cement  required  for  walks, 
it  is  well  to  remember  that  100  sq.  ft  of  walk  1  in.  thick 
require  practically  0.3  cu.  yd.  concrete.  The  base  of  the 
walk  is  often  made  3  ins.  thick,  of  1  :  3  :  6  concrete,  and  the 
top  wearing  coat  is  often  made  1  in.  thick  of  1  :  1^  mor- 
tar.    The   cement   is   invariably  Portland. 

Such  a  walk  is  frequently  laid  on  a  foundation  of  gravel 
or  cinders  4  ins.   thick. 

If  the  concrete  base  is  3  ins.  thick,  we  have  0.3  x  3,  or 
0.9  cu.  yd.  per  100  sq.  ft.  of  walk.  And  by  using  the  tables 
on  page  255,  we  can  estimate  the  quantity  of  cement  re- 
quired for  any  given  mixture.  In  cement  walk  work  the 
cement  is  commonly  measured  loose,  so  that  a  barrel  can 
be  assumed  to  held  4.5  cu.  ft.  of  cement.  If  the  barrel  l6 
assumed  to  hold  4.5  cu.  ft,  it  will  take  less  than  1  bbl.  of 
cement  to  make  1  cu.  yd.  of  1  :  3  :  6  concrete;  hence  it 
will  not  require  more  than  0.9  bbl.  cement,  0.9  cu.  yd. 
stone,  and  0.45  cu.  yd.  sand  per  100  eq.  ft.  of  3-in.  concnste 
base.  The  1-in.  wearing  coat  made  of  1  :  1%  mortar 're- 
quires about  3  bbls.  of  cement  per  cu.  yd.,  if  the  barrel  is 
assumed  to  hold  4.5  cu.  ft  (see  page  253);  and  since  it 
takes  0.3  cu.  yd.  per  100  sq.  ft.,  1  in.  thick,  we  have  0.S  X 
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X,  or  0.9  bbl.  cement  per  100  sq.  ft  rfor  the  top  coat.    This 

makes  a  total  of  1.8  bbls.  per  100  sq.  ft.,  or  1  bbl.  makes  55 

sq.  ft.  of  4-ln.  walk. 

As  the  average  of  a  number  of  small  jabs,  my  records 

show  the   following  costs  per  sq.  ft  of  4-in.  walk  such  as 

Just  described: 

Ots.  per  sq.  ft 

Excavating  8  ins.  deep 0.65 

Gravel  for  4-in.  foundation,  at  $1.00  per  cu.  yd 1.20 

0.018  bbl.  cement,  at  $2.00  3.60 

0.009  cu.  yd.  broken  stone,  at  $1.50 135 

0.006  cu.  yd.  sand,  at  $1.00 0.60 

Labor  making  walk  1.60 

Total 9.00 

This  is  9  cts.  per  sq.  ft.  of  finished  walk.  The  gangs  that 
built  the  walk  were  usually  2  masons  at  $2.50  each  per 
10-hr.  day  with  2  laborers  at  $1.50  each.  Such  a  gang  aver- 
aged 500  sq.  ft  of  walk  per  day. 

Co«t  of  Cement  Walks  in  Iowa.— Mr.  L.  L.  Bingham 
sent  out  letters  to  a  large  number  of  sidewalk  contractors 
in  Iowa  asking  for  data  of  cost.  The  following  was  the 
average  cost  per  square  foot  as  given  in  the  replies: 

Cts.  per  sq.  ft. 

Cement,  at  $2  per  bbl 3.6 

Sand  and  gravel    1.5 

Labor,  at  $2.30  per  day  (average) 2.2 

Incidentals,  estimated  0.7 

Total  per  sq.  ft 8.0 

This  applies  to  a  walk  4  ins.  thick,  and  includes  grad- 
ing In  some  cases,  while  in  other  cases  it  does  not.  Mr. 
Bingham  writes  me  that  in  this  respect  the  replies  ^^^^ 
nnsatlsfactory.  He  also  says  that  the  average  wages  paid 
▼ere  $2.30  per  man  per  day.  it  will  be  noted  that  a  ^^""^ 
of  cement  makes  55%  sq.  ft.  of  walk,  or  it  takes  18 
per  100  sq.  ft.  ^^y^ 

The  average   contract  price  for  a  4-in.  walk  ^^ 
ctfl.  per  sq.  ft. 
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Cost  of  a  Cement  Walk,  San  Francisco. — Mr.  George 
P.  Wetmore,  of  the  contracting  firm  of  Gushing  &  Wet- 
more,  San  Francisco,  gives  the  following: 

The  foundations  of  cement  walks  in  the  residence  dis- 
trict of  San  Francisco  are  2%  Ins.  thick,  made  of  1  :  2  :  6 
concrete,  the  stone  not  exceeding  1  in.  in  size.  The  wearing 
coat  is  i^-in.  thick,  made  of  1  part  cement  to  1  part  screened 
beach  gravel.  The  cement  is  measured  loose,  4.7  cu.  ft 
per  bbl.  The  foundation  is  usually  laid  in  sections  10  ft 
long;  the  width  of  sidewalks  is  usually  15  ft  The  top  coat 
is  placed  immediately,  leveled  with  a  straight  edge  and 
gone  ov«r  with  trowels  till  fairly  smooth.  After  the  in- 
itial set  and  first  troweling,  it  is  left  until  quite  stiff,  when 
it  is  troweled  again  and  polished — a  process  called  "hard 
finishing."  The  hard  finish  makes  the  surface  less  slippery. 
The  surface  is  then  covered  with  sand,  and  watered  each 
day  for  8  or  10  days.  The  contract  price  is  9  to  10  cts, 
per  sq.  ft  for  a  3-in,  walk;  12  to  14  cts.  for  a  4-in.  walk 
having  a  wearing  coat  %  to  1-in.  thick.  A  gang  of  3  or 
4  men  averages  150  to  175  sq.  ft  per  man  per  day  of  9 
hrs.     Prices  and  wages  are  as  follows: 

Cement,  per  bbl $2.50 

Crushed  rock,  per  cu.  yd 1.75 

Gravel  and  sand  for  foundation,  per  cu.  yd 1.40 

Gravel  for  top  finish,  per  cu.  yd 1.75 

Finisher  wages,  best,  per  hr 0.40 

Finisher  helper,  best,  per  hr 0.25 

Laborer,  best,  per  hr 0.20 

Cost  of  a  Cement  Walk,  Forbes  Hill  Reservoir.— Mr. 

C.  M.  Saville.  M.  Am.  Soc.  C.  E.,  gives  the  following  data 
relating  to  6,250  sq.  ft.  of  cement  walk  built  by  contract: 

Per        Per 

Stone  foundation.  cu.  yd.      sq.  ft 

Broken  stone  for  12-in.  foundation $0.40      $0,016  \ 

Labor  placing  same,  15  cts.  per  hr 1.50        0.056 

Total   $1,90      $0,071  i 


J 
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Concrete  base  (Hi  ins.  thickj. 

1.22  bbls.  cement  per  cu.  ^d.,  at  $1.53 $1.87  $0,026 

0.50  cu.  yd.  sand  per  cu.  yd.,  at  $1.02 0.51  0.007 

0.84  cu.  yd.  stone  per  cu.  yd.,  at  $1.57 1.32  0.019 

Labor  (6  laborers  and  1  team)  3.48  0.050 

Total  (for  90  cu.  yds.) $7.18      $0,102 

Top  finish  (1  in.  thick). 

4  bbls.  per  cu.  yd.,  at  $1.53 $6.12  $0,019 

0.8  cu.  yd.  sand,  at  $1.00 0.80  0.002 

Lampblack   0.29  0.001 

Labor  (2  walk  masons  and  1  helper) 6.36  0.016 

Total  $13.57      $0,038 

This  walk  was  6  ft.  wide  laid  on  a  12-in.  foundation  of 
broken  stone.  On  top  of  this  foundation  was  the  concrete 
base,  5  ins.  thick  in  the  middle  and  4  ins.  thick  at  the  sides. 
This  base  was  surfaced  with  a  top  granolithic  finish  about 
1  in.  thick. 

It  is  difficult  to  account  for  the  high  labor  cost  ($1.50)  of 
placing  the  12-in.  stone  foundation  except  on  the  supposi- 
tion that  the  stones  were  broken  by  hand. 

The  work  on  the  concrete  base  was  unusually  expensive, 
for  no  apparent  reason  except  inefficiency  of  the  men. 

The  two  masons  received  $2.25  each  per  day,  and  their 
helper.  $1.50,  and  they  averaged  360  sq.  ft.  per  day,  or 
60  lin.  ft  of  walk  6  ft.  wide,  which  is  equivalent  to  1% 
ctB.  per  sq.  ft. 

Atlas  cement  was  used,  and  in  measuring  was  assumed 
to  be  3.7  cu.  ft.  per  bbl. 

Cost  of  -Conorete  Curb  and  Gntter. — The  following 
coets  were  recorded  by  Mr.  Charles  Apple,  and  relate  to 
work  done  at  Champaign,  111.,  in  1903.  The  work  was  done 
by  contract,  at  45  cts.  per  lin.  ft.  of  the  curb  and  gutter 
shown  in  Fig.  7a. 

The  concrete  curb  and  gutter  was  built  in  a  trench  as 
iliown  in  the  cut.  The  earth  was  removed  from  this 
trench  'with  pick  and  shovel  at  a  rate  of  1  cu.  yd.  per  man 
per  liour.    The  concrete  work  was  built  in  alternate  sec- 
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tlons.  7  ft.  in  length.    A  contln'jous  line  of  planks  was  set 
on  edge  to  form  tbe  front  and  back  of  the  concrete  curb 
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i  gutter;    and  wood  partltione  staked  Into  place, 
3  follows: 
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This  is  the  total  cost,  exclusive  of  lumber,  tools,  inter- 
est, profits,  etc.,  and  it  is  practically  40  cts.  per  lin.  fL 

In  100  lin.  ft.  of  curb  and  gutter  there  were  4.6  cu.  yds. 
of  concrete  and  mortar  facing,  4  cu.  yds.  of  which  were 
concrete;  hence  the  9  men  in  the  concrete  gang  laid  14 
cu.  yds.  of  concrete  per  day,  whereas  the  4  men  mixing 
and  placing  the  mortar  finishing  laid  only  2^  cu.  yds.  of 
mortar  per  day,  assuming  that  the  mortar  finishing  aver- 
aged just  1  in.  thick.  Since  these  4  men  (2  mixers  and  2 
finishers)  received  $10.50  a  day,  it  cost  more  thar  $4  per 
CO.  yd.  to  mix  and  place  the  1:2  mortar,  as  compared  with 
$L41  per  cu.  yd.  for  mixing  and  placing  the  concrete.  The 
concrete  was  built  in  alternate  sections  7  ft.  long.  The 
3  men  placing  forms  averaged  400  lin.  ft.  a  day,  so  that 
the  cost  of  placing  the  forms  was  $1  per  cu.  yd.  of  concrete. 
The  2  men  placing  and  tamping  cinders  averaged  16 cu.  yds. 
of  cinders  per  day,  or  8  cu.  yds.  per  man.  This  curb  and 
gutter  was  built  by  contract  at  45  cts.  per  lin.  ft 

For  several  jobs,  in  which  a  curb  and  gutter  essentially 
the  same  as  shown  in  Fig.  7A  was  built,  my  records  show 
a  general  correspondence  with  the  above  given  data  of 
Mr.  Apple.  Our  work  was  done  with  smaller  gangs,  1 
mason  and  2  laborers  being  the  ordinary  gang.  Such  a 
gang  would  lay  80  to  100  lin.  ft  of  curb  and  gutter  per 
10-hr.  day,  at  the  following  cost: 

1  mason  at  S2.50 $2.50 

2  laborers  at  $1.50 8.00 

Total $5.50 

This  made  a  cost  of  5%  to  7  cts.  per  lin.  ft  for  labor, 
and  it  did  not  include  the  cost  of  digging  a  trench  to  re- 
ceive the  curb  and  gutter. 

Cost  of  Iiayins  Stone  Curbs. — ^After  the  trench  has  been 
dog  and  foundation  prepared,  a  mason  and  a  helper  will 
lay  225  lin.  ft  of  stone  curb  in  10  hrs.  If  the  mason  re- 
ceives 35  cts.  per  hr.,  and  his  helper  receives  20  cts.  per 
hr.,  the  placing  of  the  curb  costs  2%  cts.  per  lin.  ft  This 
cost  is  based  upon  the  work  of  laying  several  thousand 
feet  of  dressed  Medina  sandstone  curb,  24  ins.  deep,  and 
does  not  include  any  dressing  of  the  stone.  The  men  were 
sot  very  eflacient 
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COST  OF  STONE  MASONRY. 

Detlnitloiia. — Abutment,  the  foundation  or  substructure 
of  a  bridge.  Abutments  are  tiuilt  on  the  banks  of  a  stream; 
piers  are  built  In  the  stream  itself. 

Apron,  a  covering  over  the  earth  or  melt  helow  the  spill- 
way of  a  dam. 

Arch  ciiherl,  a  culvert  with  an  arched  roof. 

Ashlar,  flrst-class  squired  Btone  masonry  dressed  9o  that 
its  Joints  do  nftt  much  exceed  14-in.  in  thickuess. 

Bael;  the  rear  face  of  a  wall. 

Barl.inn,  the  rough  backing  masonry  of  a  wall  faced  with 
a  higher  class  ol  masonry.  The  earth  deposited  back  of  a 
wall  or  arch  is  sometimes  miscalled  backing  instead  of 
hack-Blling  or  lining. 

Barrel,  the  under  surface  of  an  arch.    See  Soffit. 

Bat,  a  part  of  a  brick  or  atone. 

Bailer,  the  backward  slope  of  the  face  of  a  wall.  A  1-in, 
batter  means  that  the  face  of  the  wall  departs  from  a  plumb 
line  at  the  rate  of  1  in.  In  every  foot  of  rise. 

IStih,  or  bed  Joints,  the  horizontal  Joints  ot  masonry.  Bee 
also  "Natural  bed." 

Belt  cijurse,  a  projecting  course  of  masonry  immediately 
under  the  coplDg;  a  belt  course  is  often  called  a  corbel 
course.    Its  object  is  to  give  a  better  appearance  to  a  wall. 

Bench  wall,  the  wall  or  abutment  supporting  an  arch. 

Blind  hinder,  a  header  that  extends  only  a  short  dlstajice 
back  into  a  wall  instead  of  extending  to  the  full  depth 
specified;  blind  headers  are  also  called  "bob-tails." 

Bond,  the  arrangement  ot  stones  so  as  to  overlap  or 
^break  Joints." 

|£w  Wlrat,  a  culvert  having  a  waterway  of  rectangular 


COST  OF  STOXE  MASOyPY.  183 

Breast  wall,  a  wall  built  against  the  face  of  an  excava- 
tion to  prevent  its  caving  down;    also  called  a  face  wall. 
Bridge  seat,  see  Pedestal. 

Bulkhead,  a  head  wall  at  the  end  of  a  culvert,  and  per- 
pendicular to  the  axis  of  the  culvert;    see  head  wall. 

Bush  hammer,  to  dress  stone  with  a  hammer  having  a 
number  of  pyramidal  cutting  teeth  on  its  striking  face. 

Buttress,  a  vertical  piece  of  masonry  projecting  from  the 
face  of  a  retaining  wall  to  strengthen  it. 

Centers,  the  temporary  structure  that  supports  an  arch 
during  its  construction. 

Chisel  draft,  a  narrow  plane  surface  cut  with  a  pitching 
chisel  along  the  outer  edges  of  the  face  of  an  ashlar  stone. 

Classes,  different  kinds  of  masonry  specified,  usually,  first, 
second  and  third  class;  the  first  class  being  the  most  ex- 
pensive. What  is  "first  class"  according  to  one  engineer 
may  be  "second  class"  according  to  another. 

Closer,  a  narrow  stone  used  to  finish  a  course  of  masonry. 

Coping,  the  top  course  of  stones  on  a  wall,  usually  made 
of  large  fiat  stones  which  are  laid  so  as  to  project  a  few 
inches  over  the  face  of  the  wall.  A  projecting  coping  re- 
lieves the  wall  of  a  "bobtailed"  appearance. 

Course,  a  horizontal  layer  or  tier  of  stones.  "Coursed 
masonry"  is  built  up  in  courses. 

Cover-stones,  the  fiat  stones  forming  the  roof  of  a  box 
culvert. 

Cramp,  a  bar  of  metal  having  the  two  ends  bent  at  right 
angles  to  the  bar  for  insertion  into  holes  drilled  in  adjoin- 
ing blocks  of  stone. 

Crandall,  a  stone  dressing  hammer,  consisting  of  a  steel 
bar  with  a  slot  in  one  end  holding  10  double-headed  points 
of  steel  (%-in.  square  x  9  ins.  long). 

Crown,  the  top  of  an  airch  at  its  highest  point. 

Cull,  a  rejected  stone  or  brick. 

Culvert,  a  waterway  under  a  road,  canal  or  railroad  em- 
bankment 

Cut-stone,  a  stone  that  is  carefully  "dressed"  or  shaped 
with  tools. 

Cut-water,  the  upper  wedge-shaped  end  of  a  bridge  pier. 

Cyclopean  masonry,  masonry  made  of  huge  stones. 

Damp-course,  a  waterproofed  course  or  bed  joint  in  a  wall, 
usually  just  above  the  surface  of  the  ground;    its  purpose 
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being  to  prevent  the  rise  of  water  in  the  pores  of  the  stoi 
and  mortar  due  to  capillary  action. 

Depth,  the  width  of  a  stone  measured  perpendicularly 
the  face  of  the  wall;    the  distance  that  a  face  stone  extM 
into  the  wall. 

Dimension  stone,  stone  dressed  to  exactly  specified  dinM 
sions. 

Dirt  iTfl//,  see  "mud  wall." 

7>f>f;  holes,  shallow  holes  drilled  in  a  stone  to  afford  a  U 
for  the  "dogs/'  or  hooka,  used  in  lifting  the  stone  wilfli 
derrick. 

Doicel,  a  short  steel  pin  inserted  part  way  into  the  f 
joining  faces  of  two  blocks  of  stone. 

Draft  line,  see  **chisel  draft." 

Dress,  to  cut  or  shape  a  stone  with  tools. 

Drore,  dressed  on  the  face  so  as  to  have  a  series  of  am 
parallel  ridges  and  valleys. 

Dry  trail,  a  stone  wall  built  without  mortar. 

Kfftoresi^nce,  a  white  crust  that  often  forms  on  the  t 
of  masonry,  due  to  the  leaching  of  soluble  salts  out  of  1 
mortar;    often  called  "whitewash." 

Extraitos,  the  curve  that  bounds  the  outer  extremlt 
of  the  joints  between  the  arch  stones,  or  voussoirs. 

Faee,  the  front  surface  of  a  wall. 

Fatr  stums,  the  stones  forming  the  front  of  a  wall. 

Faer-icaU,  see  "breast  wall." 

Footing  courses,  the  bottom  or  foundation  courses,  whi 
usually  project  beyond  the  "neat  work"  of  an  abutment 

Fi^ost  batter,  a  batter  occasionally  given  to  the  rear 
a  wall  near  its  top  to  prevent  the  dislocation  of  the  i 
course  of  stones  upon  the  formation  of  frost  in  the  grou 

FMll'ventemi,  an  arch  that  is  a  full  semi-circle,  or  li 
circle. 

(hvin,  the  curved  intersection  of  two  arches  meeting 
an  angle. 

(/I'OMf,  a  thin  watery  mortar  which  is  poured  into 
Joints  after  the  stones  have  been  laid. 

""""Hk.  the  part  of  an  arch  between  the  crown  and 

laid  with  its  longest  dimension  perp 
the  wall. 
■all.  or  bulkhead,  of  a  culvert 
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Voussoiry  an  arch  stone. 

iri//f;,  a  spur  wall  at  the  end  of  a  bridge  abutment,  also 
called  a  ramp. 

Note:  Other  definitions  will  be  found  at  the  beginning 
of  the  section  on  concrete. 

Percentage  of  Mortar  in  Stone  Masonry. — Published 
tables  giving  the  percentages  of  mortar  in  different  kinds 
of  masonry  have  been  very  misleading,  not  only  because 
they  have  been  based  upon  meagre  data,  T3ut  because  the 
factors  that  cause  variations  in  mortar  percentages  have 
not  been  discussed. 

There  are  two  ways  of  estimating  the  amount  of  cement 
required  per  cubic  yard  of  masonry:  (1)  By  estimating 
the  percentage  of  mortar  in  the  cubic  yard  of  masonry,  and 
then  using  a  mortar  table  like  that  on  page  253.  (2)  B/ 
tabulating  the  different  kinds  of  masonry  and  giving  the 
fractions  of  a  barrel  of  cement  required  for  a  cubic  yard 
of  each  kind  of  masonry,  when  the  mortar  is  a  1  :2  mix- 
ture, also  when  it  is  a  1  :3  mixture — these  two  being  the 
common  mixtures.  Each  method  possesses  its  advantages, 
but  the  first  is  the  safest  because  proper  allowance  can 
be  made  for  variations  in  the  size  of  cement  barrel. 

A  great  many  masonry  walls  consist  of  a  "facing,**  or 
ashlar,  of  squared  stone  cut  to  lay  close  joints,  and  a  "back- 
ing" of  more  or  less  irregular  rubble  stones.    Obviously,  if 
the  wall  is  a  thin  one,  the  percentage  of  backing  is  much 
smaller  than  if  the  wall  is  thick.    So  that  it  would  be  de-    ^ 
sirable  always  to  keep  separate  records  of  the  amount  of    < 
mortar  used  fcr  the  backing  and  for  the  ashlar.    In  prac-     ■ 
tice,  however,  it  is  usually  impracticable  to  keep  separate    - 
records.     The  final  record  usually  gives  only  the  amount     " 
of  cement  per  cubic  yard  of  the  whole  wall.    However,  in    ''- 
making  close  estimates  of  probable  cost  it  is  well  to  keep    •■ 
the  two  classes  of  masonry  distinct.  ^ 

Knowing  the  average  size  of  cut  stone  blocks  and  the  - 
thickness  of  joints  specified,  we  can  estimate  the  per  cent  - 
of  mortar  for  the  face  stone  with  considerable  accuracy..  * 
Suppose  the  cut  stone  is  to  be  in  courses  12  ins.  high,  and  '^ 
dressed  to  lay  V^-in.  joints  for  12  ins.  baek  of  the  faca.  '- 
We  can  assume  that  the  length  of  each  face  stone  will  not  - 
be  far  from  iv^  times  its  thickness,  or  18  ins.  in  this  case.  .=• 
Hence  each  cut  stone  will  contain  1  x  1  x  1%,  or  1%  cu.  ft  ** 
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E^ach  stone  must  have  one  end  and  one  bed  mortared  to  a 
thickness  of  %-in.,  hence  we  have:  1  x  1  x  (i^  ^  12),  or 
0.04  cu.  ft.  of  mortar  for  the  end;  and  1  x  IMi  x  (V^  -^  12), 
or  0.06  cu.  ft.  of  mortar  for  the  bed;  making  a  total  of 
0.1  cu.  ft.  of  mortar  for  the  end  and  l>ed  of  each  stone. 
But  as  each  stone  contains  1.5  cu.  ft.,  we  see  that  0.1  -^  1.5 
gives  us  7%  (nearly)  of  mortar  for  the  cut  stone. 

Obviously  the  larger  the  individual  stones  the  less  is  the 
percentage  of  mortar.  Stones  18  ins.  high,  30  ins.  long,  and 
dressed  to  lay  %-in.  joints  for  18  ins.  back  of  the  face, 
require  4%%  of  mortar. 

The  mortar  required  for  the  back  of  the  stone  is  appar- 
ently omitted  in  applying  the  above  method,  but  it  is  not 
omitted  in  the  final  account,  since  it  is  included  in  the 
nibble  backing,  to  a  consideration  of  which  we  now  pass. 

Rubble  is  a  term  having  wide  variations  in  meaning,  but 
in  general  it  may  be  said  to  apply  to  masonry  built  of 
undressed  stones  just  as  they  come  from  the  quarry.  Now, 
if  the  quan*y  is  limestone  or  sandstone  yielding  fiat-bedded 
stones,  the  rubble  may  be  laid  with  bed  joints  as  close  as 
the  joints  of  well  dressed  granite  ashlar.  On  the  other 
hand,  if  the  quarry  is  granite  or  rock  that  when  blasted 
yields  chunks  of  irregular  shape,  the  rubble  becomes  a 
tort  of  giant  concrete  and  requires  a  large  percentage  of 
mortar  to  fill  Its  voids. 

In  any  kind  of  rubble  the  percentage  of  mortar  can  be 
considerably  reduced  by  packing  spalls  into  the  vertical 
joints  between  adjacent  stones.  As  Portland  cement  mor- 
tar seldom  costs  less  than  $5  per  cu.  yd.,  and  as  spalls 
usually  cost  but  a  few  cents  per  cu.  yd.,  no  pains  should 
be  spared  to  use  as  many  spalls  as  the  joints  will  hold. 

If  no  spalls  are  used,  and  if  the  rubble  is  made  of  irregu- 
lar stones,  about  35%  of  the  rubble  masonry  is  mortar.  If 
the  rubble  is  made  of  fiat-bedded  sandstone  or  limestone. 
It  may  contain  as  low  as  15%  mortar,  but  more  often  will 
avefage  20  to  25%. 

The  following  are  records  of  the  actual  amounts  of  mor- 
tar used  in  different  masonry  structures: 

(1)  The  Medina  sandstone  retaining  walls  on  the  Erie 
Canal  averaged  about  10  ft.  high  and  were  faced  with 
kammer  dressed  stones  and  backed  with  fiat-bedded  rub- 
Me.    About  22%  of  the  wall  was  mortar.    The  mortar  wafl 
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^M      1  :  2,  and  it  required  about  0.63  bbl.  cement  per  en.  j^d.  ot 
^K      wall.    A  barrel  was  couBted  as  taolding  3.8  ca.  ft 
^m         (2)    Mr.  A.  J.  Wile;  states  that  In  the  Crow  Creeh  Dam, 
^H     near  Cbeyenne.  Wyo..  tbere  are  14.420  cu.  yds.  of  rubble 
^P     maaonry.  of  whlcb  34^%  was  mortar.     About  S0%  oF  tbis 

mortar  waa  1  Portland  cement  to  4  sand;    tlie  rest  was  1 

to  3.    Each  barrel  was  counted  as  4  cu.  It.,  and  8,8«  bbla. 

were  naed.  or  0.S2  bbi.  per  cu.  yd. 

(31     The  Oheesman   Dam   la   of  rabble,   with   one  ashlar 

face,  and  is  ;aid  to  contain  28%  mortar. 

(4)  The  Cheat  River  Bridge,  on  the  B.  &  O.  R.  R,,  near 
Uniontown,  Pa.,  has  five  piers  and  two  abutments.  The 
ma'^onry  is  a  flrst-H:lass  sandstone  facing  with  a  rubble 
backing  of  heavy  stcnes,  and  the  mortar  was  1  of  Louis- 
ville (natural)  cement  to  2  of  sand.  There  were  3,710  cu. 
yds,  ol  masonry,  which  required  1,500  bbls.  of  cement 
(shipped  In  bags),  or  0.4  bbl.  per  eu.  yd. 

(5)  The  masonry  lootcB  on  the  Great  Kanawaha  River. 
W.  Va.,  were  built  of  sandstone  obtained  at  Lottes.  W.  Va. 
Face  stones  were  cut  to  lay  '^-in.  bed-joints  and  1-tn, 
vertical  Joints,  Backing  bed-joints  were  1-in.  The  mor- 
tar was  1  part  Rosendale  cement  (Hoffman  brand),  to  2 
parts  sand.    It  required  0.3G  bbl.  per  cu.  yd.  of  masonry. 

(6)  A  curved  masonry  dam,  82  ft.  high,  built  at  Rem- 
Bcheld,  Germany,  is  made  of  slate  having  a  specific  gravity 
tit  2.7.  The  masonry,  laid  In  trass  mortar,  weighs  4,015 
lbs.  per  cu.  yd.  Owing  to  the  Irr^ular  form  of  the  stones 
the  mortar  was  ZS%  of  the  masonry. 

(7)  The  Holyoke  Dam,  31)  It.  high,  Is  of  rubble  masonry 
with  a  cut  granite  Taee.  The  mortar  was  1  Portland  ce- 
ment to  2  sand,  and  It  la  stated  that  0.87  bbi.  ot  cement 
was  required  per  cubic  yard  ot  rubble  masonry. 

(8)  Masonry  in  bridge  piers,  at  Van  Buren,  Arkansas 
Blver,  was  for  the  most  part  ot  white  limestone.  In  10 
piers  there  were  4,500  cu.  yds.  of  masonry,  which  averaged 
0.B7  bbl.  natural  cement  per  cu.  yd.  The  beds  and  joints 
were  1  :  2  mortar,  and  a  1  :  1  grout  was  also  used. 

(9)  The  limestone  masonry  for  the  Sault  Ste.  Marie 
locks  (U.  S.  Government)  amounted  to  80.876  cu.  yds.,  of 
which  23%  was  cut  stone,  607<i  backing  and  17%  mortar. 

^^    The  cut  atone  blocks  average  1.3  eu.  yds.  each,  and  were 
^^^dressed     to     lay     %-ln.     vertical     joiuta     for     18     !ns. 
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back  of  the  face,  and  the'  bed  joints  were  dressed 
to  %-in.  the  full  depth  of  the  stone.  In  cutting 
the  stone  there  was  a  wajstage  of  26^%  of  stone.  The 
mortar  was  1  :  1,  and  it  required  0.29  bbl.  of  Portland  ce- 
ment per  cu.  yd.  of  cut  stone,  1.21  bbls.  of  natural  cement 
per  cu.  yd.  of  backing,  and  0.78  bbl.  per  cu.  yd.  of  the 
wall,  including  cut  stone  and  backing.  The  backing  stones 
each  averaged  8  sq.  ft.  bed  area,  and  no  bed-joint  was 
greater  than  1  in.;  and  no  vertical  joint  exceeded  4  ins., 
the  average  being  2  ins.  This  is  remarkably  close  jointing 
for  backing,  and  was  unquestionably  very  expensive  to  se- 
cure. 

(10)  The  Lanchensee  Dam,  Germany,  was  made  of  gray- 
wacke  rubble  (stones  %  to  V2  <JU.  yd.  each);  35%  of  the 
dam  was  mortar.  A  force  of  45  masons,  12  helpers,  27 
laborers  and  4  foremen  worked  on  the  dam,  and  110  men 
at  the  quarry.  They  averaged  120  cu.  yds.  of  masonry 
per  day,  the  best  day's  work  being  196  cu.  yds.  Eight  loco- 
motive cranes  running  on  trestles  took  the  stone  from  the 
cars.  The  work  was  done  by  day  labor  for  the  German 
Government. 

(11)  The  Sweetwater  Dam,  Cal.,  was  built  of  a  granitic 
rubble  that  was  quarried  in  irregular  chunks.  Mortar  was 
1 :  3,  proportioned  by  'barrels,  and  it  required  0.86  bbl. 
cement  per  cu.  yd.  of  rubble  masonry. 

Cost  of  I«aying  Masoiiry. — According  to  the  author's 
experience  on  numerous  small  culvert  bulkheads  made 
of  limestone  or  sandstone  rubble,  one  mason  with  a  helper 
to  mix  mortar  and  "get  stone"  will  lay  4  to  5  cu.  yds.  per 
8-hr.  day.  If  mason's  wages  are  $3  and  helper's  $1.50,  this 
makes  the  cost  average  $1  per  cu.  yd.  for  laying.  No 
derrick  is  used  in  such  work  the  stone  being  one-man  or 
two-man  stone.  Moreover,  the  stone  requires  little  or  no 
hammer-dressing  on  the  part  of  the  mason. 

In  laying  dry  slope-walls  (12  to  15  ins.  thick)  where 
stone  of  the  same  kind  as  the  above  is  used,  requiring 
very  little  hammer-dressing,  a  slope-wall  mason  will  lay 
5  to  7  cu.  yds.  per  10-hr.  day,  and  I  have  had  a  man  lay 
as  high  as  12  cu.  yds.  per  day.  One  laborer  to  about  2 
or  3  slope-wall  masons  is  required,  to  furnish  them  with 
stone.  A  common  laborer  will  lay  about  half  as  many 
yards  of  slope-wall  stone  as  a  skilled  mason,  so  there  is 
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little  or  no  economy  in  using  unskilled  labor  in  laying  the 
stone  that  must  be  laid  to  a  line  and  occasionally  dressed 
with  a  hammer. 

On  a  highway  arch  bridge  of  30-ft  span,  with  a  barrel 
20  ft.  long,  there  were  50  cu.  yds.  of  cut  stone  sheeting, 
30  cu.  yds.  of  cut  stone  facing  in  the  abutments  and  walla, 
and  190  cu.  yds.  of  limestone  rubble'  in  the  abutments  and 
walls.  The  masonry  was  laid  by  a  mason  and  3  laborers, 
two  of  the  laborers  operating  a  hand  power  derrick  and 
getting  stone  for  the  mason,  while  the  third  laborer  made 
mortar  and  also  assisted  in  getting  stone.  This  gang 
worked  without  a  foreman  and  were  very  slow,  since  they 
averaged  only  3  cu.  yds.  per  8-hr.  day.  With  mason's 
wages  at  $3  and  laborers'  at  $1.50,  the  cost  of  laying  the 
masonry  was  $2.50  per  cu.  yd.  This  included  the  erecting 
of  two  small  derricks  on  opposite  sides  of  the  stream,  but 
did  not  include  erecting  the  centers  for  the  arch.  On 
page  206,  the  cost  of  laying  the  masonry  of  an  arch  bridge, 
similar  to  this  one  is  given  in  detail;  it  being  $1.35  per 
cu.  yd.,  which  shows  hew  easy  it  is  to  reduce  the  cost  of 
laying  where  the  men  are  better  organized.  The  common 
mistake  made  in  organizing  forces  for  laying  &tone  with 
hand  operated  derricks  is  in  having  too  many  laborers  to 
one  mason,  who  is  unable  to  keep  them  busy. 

If  the  mason  must  hammer-dress  the  stone  to  a  great 
rxtont,  as  is  often  required  by  inspectors  on  granite  rub- 
ble arches,  the  cost  of  laying  (including  this  hammer 
dressing)  may  amount  to  $3.50  per  cu.  yd.  It  is  difficult  to 
be  definite  in  the  matter  of  costs  of  hammer-dressed  gran- 
ite rubble,  because  inspectors  vary  so  extremely  in  their 
interpretation  of  specifications.  If  no  hammer-dressing  is 
required  (and  none  should  be  required  for  backing  laid  In 
cement  mortar),  the  cost  of  laying  granite  rubble  need  not 
exceed  the  cost  cf  laying  limestone  or  sandstone  rubble,  say 
$1  per  cu.  yd.,  wages  being  as  above  given. 

In  tearing  down  and  relaying  an  old  masonry  retaining 
wall  (9  ft  high),  the  author  employed  16  laborers  and 
2  masons  under  a  foreman.  A  stiff-leg  derrick  having 
30-ft.  boom,  and  operated  by  hand,  was  used  to  handle  the 
heaviest  stones.  Much  of  the  backing  was  laid  by  hand 
by  the  laborers.  This  gang  averaged  36  cu.  yds.  of  masonry 
laid  per  10-hr.  day,  at  a  cost  of  $30,  exclusive  of  foreman's 
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r  *  wages,  or  leas  than  85  cts.  per  cu.  yd.    It  cost  75  cts.  per 
ctt.  yd.  to  tear  down  the  wall  before  relaying  it. 

iV>r  laying  any  considerable  quantity  of  masonry,  never 
ue  a  hand-operated  derrick.  A  horse-whim  forms  cheaper 
power  than  two  men  on  a  winch.  But  in  either  case  the 
lost  time  of  swinging,  or  slewing,  the  boom  can  not  be 
aroided.  The  men  (usually  two)  who  swing  the  boom 
are  called  "tag  men,"  because  they  pull  the  boom  back 
and  forth  with  "tag  ropes."  The  wages  of  these  men  form 
a  Bnrprisingly  large  part  of  the  cost  of  laying  stone  where 
a  derrick  is  used  which  is  not  provided  with  a  "bull- 
wheel"  for  swinging  the  boom.  The  engineman  controls 
the  swinging  of  the  boom  where  a  bull-wheel  is  used,  and 
can  make  a  swing  of  90''  in  15  to  20  seconds. 

To  show  how  rapidly  stone  may  be  handled  with  a  60- 
fL  boom  derrick,  the  following  record  will  serve: 

Seconds. 

Hooking  on  to   skip    35 

Swinging  boom  90**    20 

Dumping  skip 15 

Swinging  back  90°   20 


Total    90 

This  is  equivalent  to  400  skip  loads  in  10  hrs.;  and, 
were  the  material  supplied  and  removed  fast  enough,  the 
derrick  could  readily  maintain  this  output  for  10  hrs., 
handling  1  cu.  yd.  of  rubble  in  each  skip  load.  Obviously 
in  masonry  work,  where  a  bull-wheel  derrick  is  used,  the 
limiting  factor  is  the  amount  of  stone  the  masons  can 
handle  per  day.  Much  of  the  derrick  time  is  spent  in  the 
pattering  work  necessary  in  carefully  placing  large 
stones  in  the  wall.  Now,  where  tag-rope  men  are  used 
instead  of  a  bull-wheel,  practically  all  their  time  is  wasted, 
as  they  spend  so  little  of  the  day  doing  active  work. 

Pnrther  data  on  the  cost  of  laying  masonry  will  be  found 
I  on  subsequent  pages. 

EttimAtiiis  the  Cost  of  Stone  Dressing. — Stone  may 
9  divided  into  two  classes:  (1)  Stone  stratified  in  beds 
'a  thickness  not  much  exceeding  30  ins.;  and  (2)  stone 
iftt  is  either  unstratified,  or  occurs  in  beds  of  such  thick- 
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ness  that  the  blocks  must  be  split  with  plugs  and  feathers 
to  secure  sizes  which  can  be  handled  with  a  derrick. 

Many  sandstones  and  limestones  occur  in  thin  strata  or 
layers,  and,  after  the  use  of  a  little  black  power  to  "shake 
up"  the  ledge,  it  is  possible  to  quarry  blocks  with  wedges 
and  bars.  These  blocks  will  often  be  as  smooth  as  a  floor 
on  the  bed-joints,  but  may  be  quite  irregular  on  the  ver- 
tical joints.  However,  either  by  hammering,  or  by  plug 
and  feathering,  the  vertical  joints  can  be  squared  up  at 
slight  expense  ready  for  further  dressing  if  required  by 
the  specifications.  On  the  other  hand,  all  granites  and 
many  thick-bedded  limestones  and  sandstones,  break  out 
in  such  irregular  shapes  that  it  often  happens  that  every 
face  must  be  plug  and  feathered  before  the  block  is  rough- 
ly squared  up  ready  to  be  dressed  by  the  stone  cutters.  Ob- 
viously the  dressing  of  the  beds  of  such  stones  is  far 
more  expensive  than  the  dressing  of  the  beds  of  smoothly 
stratified   stones. 

Besides  differences  in  hardness,  we  see  that  the  shape  ot 
the  stones  as  they  come  from  the  quarry  is  a  very  im- 
portant factor  in  the  cost  of  dressing. 

Another  factor  of  scarcely  less  importance  is  the  size 
of  the  blocks  of  stone.  It  is  generally  possible  to  quarry 
granites  in  blocks  of  any  desired  size,  the  limit  being  fixed 
by  the  strength  of  the  derricks  and  other  machinery  used. 
A  very  common  size  of  granite  blocks  dressed  ready  to  lay 
in  the  wall  is  18  ins.  rise  x  40  ins.  length  x  24  to  30  ins. 
depth.  And  as  every  block  of  granite  must  be  plug  and 
feathered  to  size  before  dressing,  it  is  just  as  cheap  to 
make  coursed  ashlar  as  random  I'ange  ashlar.  On  the  other 
hand,  stratified  rocks  like  sandstone  usually  occur  in  lay- 
ers of  different  thickness,  and  it  may  be  impossible  to 
secure  enough  stone  for  courses  of  a  specified  rise  without 
wasting  a  large  part  of  the  quarry  product.  An  engineer 
should  never  specify  any  given  "rise"  for  the  courses  (ex- 
cept in  granite),  until  he  has  examined  the  quarries  and 
is  sure  that  they  will  yield  the  product  specified.  But  en-, 
gineers  often  fail  to  do  this,  and  the  contractor  must  1)6 
careful  not  to  be  equally  foolish  in  failing  to  examine  'the 
stone  available. 

Stone  is  often  so  seamy  or  so  brittle  that    it    can  be 
quarri<5d.  only  in  small  chunks.     Now  it  is  obvious  that 
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the  smaller  the  chunk  the  greater  the  area  that  must  be 

dressed  per  cubic  yard;    bul  how  greatly  this  factor  affects 

the  cost, of  dressing  is  seldom  considered.     To  illustrate, 

let  us  assume  that  blocks  for  ashlar  are  each  12  ins.  rise 

X  24  ins.  long  x  18  ins.  deep.     EJach  block  then  contains 

3  cu.  ft.,  and  has  6  sq.  ft.  of  bed  joints  and  3  sq.  ft  of  end 

Joints,  or  9  sq.  ft.  of  joints  to  be  dressed.    Let  us  now  take 

tn  ashlar  block  18  ins.  rise  x  36  ins.  long  x  24  ins.  deep. 

This  'block  contains  9  cu.  ft.,  and  has  12  sq.  ft.  of  bed 

fAats  and  6  sq.  ft.  of  end  joints,  or  18  sq.  ft.  of  joints  to 

be  dressed.    With  the  smaller  block  we  have  9  x  9,  or  81 

SI,  ft  of  joints  to  be  dressed  for  every  cubic  yard;    where- 

tt  with  the  larger  block  we  have  3  x  12,  or  36  sq.  ft.  to  be 

tressed  for  every  cubic  yard.     In  other  wGtf*ds  the  cost  of 

dressing  ashlar  of  the  S-^cu.  ft.  blocks  is  more  than  twice 

IS  expensive  per  cubic  yard  as  the  cost  of  dressing  the 

^cu.  ft  blocks. 

It  is  apparent,  therefore,  that  all  records  of  the  cost  of 
dressing  stone  should  be  expressed  in  terms  of  the  square 
feet  actually  dressed,  and  then  the  data  can  be  applied  to 
hlocks  of  any  given  size  to  obtain  the  cost  of  dressing  per 
ttbic  yard.  This  method  of  estimating  costs  will  often  lead 
*  contractor  to  import  his  stone  a  long  distance  by  rail 
ftther  than  attempt  to  dress  the  small  sized  stones  from 
[local  quarries. 

It  is  customary  among  contractors  and  stone  cutters  to 

i«peak  of  so  and  so  many  "square  feet"  of  stone  dressed 

day,  meaning  not  the  number  of  square  feet  of  beds 

d  joints  dressed,  but  the  square  feet  of  "face."    For  ex- 

iple  a  stone  Is  l^^  ft.  rise  x  3  ft.  long  x  2  ft  deep.    This 

e  when  laid  lengthwise  in  the  face  of  a  wall  will  show  a 

area  of  4%  sq.  ft,  and  the  stone  cutter  Is  said  to  have 

[tWBsed  4^  sq  ft    As  a  matter  of  fact  he  has  dressed  12 

ft  of  bed  joints,  and  6  sq.  ft    of    end    joints,    beside 

ing  off  or  hammering  the  face  of  the  stone,  and  cut- 

the  drafts  if  specified.    In  my  early  work  I  was  misled 

this  method  of  estimating  stone  dressing  In  terms  of 

square  feet  of  face.     It  Is  a  method  that  should  be 

doned. 

Data  of  the  actual  cost  of  stone  dressing  will  be  given  in 

ibsequent  pages. 

Dftta  on  Stone  Sawing.—There  Is  little  on  this  subject 


196  HANDBOOK  OF  COST  DATA. 

in  print,  but  in  almost  any  large  city  stone  saws  may  be 
seen  at  work,  and  a  rough  estimate  can  be  made  of  the 
cost  of  stone  sawing.  To  tell  how  many  inches  deep  a  saw 
cuts  in  a  day,  examine  a  slab  of  stone  newly  cut  in  the 
yard.  It  will  be  noted  that  there  are  rust  lines  on  the 
face  of  the  slab.  The  distance  between  these  lines  indi- 
cates the  depth  cut  in  a  day,  for  when  the  saws  are  idle  at 
night,  the  rust  forms. 

For  cutting  stone  into  thin  slabs,  it  is  common  practice 
to  run  two  "gangs"  of  saws,  of  15  saws  in  a  "gang'*  driven 
by  a  small  engine.  As  nearly  as  I  have  been  able  to  esti- 
mate by  observation  and  inquiry,  the  daily  cost  of  oper- 
ating a  "two-gang"  plant  is  as  follows  per  9-hr.  day  in 
New  York  City:. 

1  gangman  $4.00 

1  helper  3.00 

2  cu.  yds.  sand,  at  $3 6.00 

Vj  ton  coal,  at  f 6 3.00 

Total  per  day $16.00 

Working  in  Tennessee  marble  each  saw  cuts  about  6 
ins.  deep  per  day,  therefore,  if  the  block  is  6  ft.  long,  the 
30  saws  cut  90  sq.  ft.  per  day  of  9  hrs.  The  cost  of  saw- 
ing slabs,  therefore,  approximates  17  cts.  per  sq.  ft.  The 
saw  cuts  a  kerf  %-m.  wide. 

I  am  told  that  with  wages  of  polisher  at  $3.50,  slabs  can 
be  polished  by  hand  at  6  cts.  per  sq.  ft;  but  where  the 
polishing  is  done  by  machine  the  cost  is  about  2V^  cts.  per 
sq.  ft. 

Wages  of  stone  yard  men  in  New  York  City  are  about  a 
third  higher  than  in  most  other  American  cities. 

Mr.  R.  J.  Cooke  states  that  the  rates  of  sawing  different 
kinds  of  stone  are  as  follows:  j^^p^  ^^^  ^^ 

10  hrs.,  ins. 

Granite,  Addison,  Me.   (shot) 10 

Granite,   Chester,  Mass.    (sand)    12 

Granite,  Red  Beach,  Me.  (shot) 7% 

Bluestone,  Hudson  River  (sand)   8 

Marble,   Carara,   Italy    (sand)    15 

Marble,   Tennessee    (sand)    9 

Marble,  Tate,  Ga.    (sand)    6 
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Depth  cut  in 
10  hrs.,  ins. 

Marble,  Tate,  Ga.  (sand)   12 

Marble,  Gouvemeur,  N.  Y.   (sand) 12 

Marble,  W.  Rutland,  Vt  (sand)   20 

Marble,  Procter,  Vt.  (sand)   15 

Limestone,  New  Point,  Ind.  (sand)  10 

Limestone,  New  Point,  Ind.  (sand)  15 

Oolitic  limestone,  Bedford,  Ind.  (sand) 40 

Oolitic  limestone,  Bedford,  Ind.   (sand)    70 

Magnesian  limestone,  Lemont,  111.  (sand) 36 

Sandstone,  N.  Amherst,  O.    (sand) 40 

Sandstone,  Olarksville,  O.   (sand) 36 

Brownstone,  Portland,  Conn,  (shot)    20 

Brownstone,  Hummelston,  Pa.    (shot)    25 

The  Young  &  Farrell  Diamond  Stone  Sawing  Co.,  of 
Chicago,  x!lassifies  stone  into  soft,  medium  and  hard;  soft 
includes  sandstones;  medium  includes  lime&tones,  and  hard 
includes  marbles  and  granites.  They  say  (1890)  the  cost 
<rf  sawing  per  sq.  ft.  Is:  Soft,  8  to  10  cts.;  medium,  13 
to  17  cts.;  hard,  25  to  30  cts.;  all  on  the  basis  of  4-in. 
sawing  or  two  cuts  to  the  cubic  foot.  With  wages  of  stone 
cutters  at  50  cts.  an  hour,  the  cost  of  hand  dressing  the 
same  classes  of  stones  is  given  as  follows  per  square  foot: 
Soft,  25  to  30  cts.;  medium,  40  to  45  cts.;  and  hard,  75 
to  80  cts.;    all  clear  face  work. 

Cost  of  Stone  Dressing. — In  addition  to  the  data  just 
given.  The  Syenite  Granite  Co.,  of  Graniteville,  Mo.,  say 
(1890)  that  the  cost  of  hand  dressing  36,000  cu.  ft.  of  gran- 
ite to  %-in,  joints  was  20  cts.  per  sq.  ft.,  not  including 
blacksmithing,  handling,  etc.,  which  was  6  cts.  more  per 
sq.  ft.  This  stone  was  granite  cut  to  lay  in  24  to  30-in. 
eoursefi  for  the  Merchants'  Bridge,  St.  Louis,  and  it  was 
delivered  for  $1.15  per  cu.  ft. 

The  Kankakee  Stone  &  Lime  Co.  say  (1890)  that,  with 
wages  at  $3  a  day,  the  cost  of  dressing  limestone  (bush- 
hammered  or  drove-work)  is  25  cts.  per  sq.  ft. 

Cost  of  Cutting  Limestone  and  Sandstone. — In  dress- 
ng  Medina  sandstone,  a  stone  cutter  will  dress  enough 
tone  in  9  hrs.  to  lay  12  sq.  ft.  of  face  in  a  wall  having 
ourses  that  average  15  ins.  rise,  which  is  equivalent  to 
dxmt  0.9  cu.  yd.  of  face  stone  per  day,  or  ^0  ac^.  tV..  ^1 
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On  a  small  portion  of  the  work  the  stone  was  dressed  to 
lay  %-in.  joints,  which  added  $6  per  cu.  yd.  to  the  cost. 

•Cost  of  Cutting  Granite,  New  York  City.— In  TranS. 
Am.  Soc.  C.  E.,  1875,  Mr.  Wm.  W.  Maclay  gives  the  cost  of 
cutting  2,065  cu.  yds.  of  granite  by  a  force  of  40  stone  cut- 
ters working  for  the  New  York  Department  of  Docks,  dur- 
ing 1873  to  1875.  The  working  day  was  8  hrs.  The  fol- 
lowing table  gives  the  average  day's  work  of  a  stone  cutter 
working  for  the  Dock  Department  as  compared  with  work 
done  for  contractors  in  New  York:  , 

— Sq.  ft.  per  8-hr.  day « 

Cutting  Granite.  For  Dock        For  C!on- 

DresBing  beds  and  Joints  (J^  In.) 

Pointed  work  with  1>^  in.  chisel  draft  all  around 

Pean-hammered 

6K5ut  patent  hammered 

8mut  patent  hammered 

It  will  be  noted  that  the  men  working  for  the  Dock  De- 
partment did  about  15%  less  work  daily  than  is  said  to  have 
been  the  average  under  contractors. 

In  doing  this  dock  work  there  were  1,524  cu.  yds.  of 
dimension  stones  cut  into  headers  and  stretchers.  The 
headers  averaged  2  ft.  on  the  face  by  3  ft.  deep;  and  the 
stretchers  averaged  6  ft  long  on  the  face  by  2  ft.  deep; 
the  rise  being  20,  22  and  26  ins.  for  the  different  courses. 
The  stones  were  cut  to  lay  ^-in.  beds  and  joints,  the  faces 
being  pointed  work  with  a  1^-in.  chisel  draft  all  around. 
The  cost  of  this  cutting  was  as  follows: 

Per  cu.  yd.       Per  cent. 

Catting  (4.53  days) $13.22  48% 

Lahor  roUing  stones 8.26  80% 

Sharpening  tools 4.18  15% 

Aiperintendence 1.88  5% 

Hew  tools  and  timber  for  rolling  stones 0.28  1% 

Interest  on  sheds,  derrick,  and  railroad 0.28  1  % 


Dept. 

tractors. 

13.5 

16.0 

8.5 

10.0 

6.0 

7.25 

5.25 

6.15 

4.25 

5.00 

Total $27.55  100% 

In  addition  to  this  work  there  were  310  cu.  yds.  of  cop- 
ing cut  to  lay  %-in.  joints,  pointed  on  the  face  and  with 
a  chisel  draft,  8-cut  patent-hammered  on  the  top,  and  with 
a  round  of  3Mj-in.  radius.  The  coping  stones  were  8  ft. 
long,  4  ft.  wide  and  2^i^  ft.  rise.  The  cost  of  cutting  this 
rcri'-jg  was  as  follows: 
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Per  cu.  yd.  Per  cent. 

Cutting  (6.26  days) $18.27  48>^ 

Labor  rolling  stones 11.42  SO^ 

Sharpening  tools 5.71  16>^ 

Superintendence 1.90  b% 

New  tools  and  timber 0.88  1% 

Interest  on  sheds,  etc 0.88  IH 


Total $88.06  100^ 

It  would  appear  from  the  above  that  the  stone  cutters 
received  $3  for  8  hrs.,  but  Mr.  Maclay  states  that  the  pay 
was  $4  for  8  hrs.  If  so  there  is  some  error  In  the  other 
items,  which  I  have  calculated  from  the  percentages  given 
by  him.  It  is  difficult  to  understand  how  the  "labor  of 
rolling  stones'*  could  have  been  30%  of  -the  total  cost  of 
cutting,  unless  the  laborers  assisted  in  plug  and  feathering 
the  stones  preparatory  to  cutting.  The  cost  of  tool  sharp- 
ening (15%)  was  also  very  high.  Certainly  these  two  items 
were  much  higher  than  they  would  have  been  under  a  con- 
tractor. 

Mr.  J.  J.  R.  Croes  states  that  in  cutting  granite  for  the 
gate-houses  of  the  Oroton  Rcpervodr  at  86th  Sit,  New 
York,  in  1861-2,  the  least  day's  work  was  fixed  at  15  sq.  ft 
of  beds  and  joints.  This  included  the  cutting  of  a  chisel 
draft  around  the  face  of  the  stone,  the  cost  of  which  was 
about  one-fourth  as  much  as  cutting  a  square  foot  of  joint, 
making  the  actual  least  day's  work  equivalent  to  17.7  sq. 
ft.  of  beds  and  joints  cut.  With  wages  of  stone  cutters  as- 
sumed at  $3  per  day,  from  the  percentages  given  by  Mr. 
Croes,  I  have  calculated  the  cost  of  cutting  to  have  h'eea 
as  follows  per  square  foot: 

Per  sq.  ft 

Cutting  (15  sq.  ft.  per  day)   $0,200 

Sharpening  tools 0.022 

Labor  moving  stone  in  yards  0.020 

Drillers  plugging  off  rough  faces  0.008 

Superintendence 0.016 

Sheds  and  tools  0.014 


Total  $0,280 

The  cost  of  all  the  items  other  than  the  wages  of  stone   I 
cutters  was  40%  of  the  wages  of  the  stone  cutters,  or  8  cts. 
per  sq.  ft. 
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Cost  of  Quarrying;,  Ciittiiis  and  Laying  Granite,^ 

In  Trans.  Am.  Soc  C.  B.,  1876,  Mr.  J.  J.  R.  Croes  gives 
the  following  data  relative  to  work  done  on  the  Boyd's 
CJorner  Dam,  near  New  York  City: 

The  stone  is  a  gneiss  that  is  about  as  difficult  to  quarry 
as  granite.  The  face  stone  for  the  dam  average  1.8  ft  rise, 
8.6  ft.  long  and  2.7  ft.  deep,  and  were  cut  to  lay  %-in. 
Joints.  In  quarrying  the  dimension  stone,  plug  and  feath- 
ws  were  used  to  split  the  stone  to  size  ready  for  cutting. 
The  cost  of  quarrying  and  plug  and  feathering  4,000  cu. 
yds.  of  dimension  stone  ready  for  cutting  was  as  follows: 

Days  (10-hr.)     Cost  per 
per  cu.  yd.         cu.  yd. 

Foreman,  at  $3  0.114  $0.34 

Drillers,  at  $2  0.917  1.84 

Laborers,  at  $1.50  0.429  0.65 

Blacksmiths,  at  $2.50  0.102  0.25 

Tool  boys,  at  $0.50 0.108  0.05 

Labor  loading  teams,  at  $1.50 0.284  0.42 


Total  (not  including  explosives  and  teaming)     $3.55 

The  work  was  done  by  contract  in  1867-8.  The  rates  of 
wages  were  not  given  by  Mr.  Croes,  but  Mr.  John  B.  Mc- 
Donald has  been  kind  enough  to  give  me  most  of  the  rates 
of  wages  as  nearly  as  he  can  remember.  The  length  of 
haul  from  quarry  to  stone  yard  was  about  a  mile,  and  Mr. 
McDonald  states  that  oxen  were  used.  The  cost  of  "teams" 
is  given  by  Mr.  Croes,  as  0.62  team  day  per  cu.  yd., 
which  indicates  that  a  good  deal  of  stone  boat  work  was 
done,  or  else  that  there  is  an  error  in  this  item. 

The  cost  of  quarrying  3,400  cu.  yds.  of  rubble  stone  for 
this  same  dam  was  as  follows: 

Days  per       Cost  per 
cu.  yd.  cu.  yd. 

Foremen,  at  $3  0.041  $0.12 

Drillers,  at  $2  0.339  0.68 

Laborers,  at  $1.50 0.140  0.21 

I    Blacksmiths,  at  $2.50   0.036  0.09 

Tool  boy,  at  $0.50  0.035  ^5i^ 
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Days  per  CJost  pe 

cu.  yd.  cu.  yd. 

Labor,  loading  teams,  at  $1.50 0.077  $0.12 

Teams,  at  $4   0.141  0.56 

Total  lat)or $1.80 

It  is  presumable  that  both  the  dimension  stone  and  th 
rubble  stone  were  measured  in  the  dam. 

The  masonry  was  called  "rubble  range,"  a  term  tha 
deceived  most  of  the  contractors,  for  the  specifications  ii 
fact  called  for  stones  cut  to  lay  in  courses  with  %-in 
bed  joints.  During  3^  years  of  work  there  were  5,200  cu 
yds.  of  this  "rubble  range*'  cut,  requiring  the  dressing  o 
6,373  sq.  ft.  Bach  stone  averaged  1.8  ft.  rise,  3.6  ft.  long 
and  2.7  ft  deep.,  or  0.65  cu.  yd.  per  stone.  E}ach  ston< 
cutter  averaged  18.7  sq.  ft.  of  bed  joints  dressed  per  day 
so  that  it  took  1.57  days  to  dress  each  cubic  yard  of  "rubblt 
range"  stone. 

The  ashlar  stones  were  called  "dimension  cut-stone  ma 
sonry'*  and  were  cut  to  lay  ^A-in.  joints  both  on  bed  am 
end  joints,  and  the  faces  were  pean  hammered.  The  lowes 
bid  on  this  ashlar  was  $30  per  cu.  yd.,  but  another  con 
tractor,  who  had  previously  done  the  same  kind  of  work 
bid  $60  per  cu.  yd. 

It  took  9  days'  work  of  a  stone  cutter  to  dress  eacl 
cubic  yard  of  this  ashlar. 

The  coping  was  laid  in  two  courses;  one  course  of  stone 
12-in.  rise,  30-in.  bed,  and  3V^-ft.  length;  the  other  course 
24-in.  rise,  48-in.  bed,  and  2%-ft  length.  The  top  wai 
pean  hammered,  and  the  face  was  left  rough  with  a  chise 
draft  around  it.  The  beds  and  joints  were  cut  to  lay  %-in 
It  took  a  stone  cutter  6.1  days  to  dress  each  cubic  yarc 
of  this  ashlar. 

The  cost  of  laying  the  masonry  in  the  dam  was  as  fol- 
lows, wages  being  assumed  to  be  approximately  what  thej 
are  now  (not  what  they  were  in  1875) : 

. Cost  per  cu.  yd. 

A                B                C  D 

Mason  at  J3.00 J0.86       J0.86  $0.25  fO.81 

Laborers  at  Jl. 60 0.28          0.28  0.22  0.2J 

Mortar  mlxors  at  $1.50 0.15          0.12  0.11  0.11 

Derrick  and  carmon  at  $1.50 0.49         0.51  0.86  O.W 

Engine  at  $4.00 0.18  0.2< 

Teams  from  yard  at  l|i8.50 0.86          0.20  0.20  0.81 

Laborers  loading  teams  at  $1.50 0.28         0.88  0.88  O.U 

ToUd ^1.^1      $1.80       $1.65      $l!ii 
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Columns  A  and  B  relate  to  work  done  in  1S68  and  1869 
when  the  stone  was  hoisted  by  hand;  A  was  a  lift  of  5  ft, 
B  was  a  lift  of  10  to  20  ft  Columns  C  and  D  relate  to 
work  done  in  1869  and  1870,  when  the  hoisting  was  done 
by  engines;  C  being  a  lift  of  20  to  30  ft;  D  being  a  lift 
of  30  to  50  ft  It  will  be  noted  that  each  mason  laid  from 
8%  to  12^  cu.  yds.  per  day.  Each  engine  apparently  served 
two  mafions,  but  it  is  not  stated  whether  each  mason  had 
a  separate  derrick  or  both  worked  with  one  derrick. 

The  stones  were  laid  in  inclined  or  sloping  courses,  which 
made  it  hard  to  keep  them  in  place  as  a  rap  of  a  hammer 
would  cause  sliding. 

It  will  be  noted  that  the  cost  of  loading  and  hauling 
the  stone  from  the  stone  yard  to  the  dam  is  included  in 
the  above  costs  of  laying.  This  cost  of  loading  and  haul- 
ing is  not  properly  a  part  of  the  cost  of  laying. 

The  mortar  was  a  1  :  2  mixture,  natural  cement,  and  it 
required  0.3  bbl.  of  cement,  0.093  cu.  yd.  sand,  and  0.89 
cu.  yd.  of  stone  per  cu.  yd.  of  dam  masonry.  In  other 
words,  only  11%  of  the  masonry  was  mortar! 

Cost  of  Plug  Drilling  by  Hand. — By  timing  a  number 
of  masons  at  work  splitting  granite  blocks  24  to  30  ins. 
thick,  I  found  that  each  man  drilled  each  hole  (%-in.  diam. 
X  2^/^  ins.  deep)  in  a  trifle  less  than  5  mins.,  by  striking 
about  200  blows.  It  took  about  1  min.  for  placing  and 
striking  each  set  of  plug  and  feathers.  A  block  30  ins.  long, 
"With  four  plug  holes,  was  drilled  and  split  with  the  plugs 
and  feathers  in  24  mins.,  on  an  average.  At  this  rate,  a 
good  workman  can  drill  and  plug  80  holes  in  8  hrs.,  but 
it  is  not  safe  to  count  upon  so  large  an  average. 

Cost  of  Pneumatic  Plug  Drilling. — For  drilling  plug 
holes  in  granite  certainly  no  tool  is  as  economic  as  the 
pneumatic  plug  drill.     Horizontal  as  well  as  vertical  holes 
can  be  rapidly  drilled.     The  ordinary  plug  drill,  accord- 
ing to  the  manufacturers,  consumes  15  cu.  ft.  of  free  air 
per  min.  at  70  lbs.  pressure.     At   the    Wachusett    Dam    I 
found  that  a  workman  averaged  one  hole   (%-in.  diam.  x 
3  ins.)   drilled  in  1%  mins.,  including  the  time  of  shifting 
from  hole  to  hole,  but  not  including  the  time  of  driving 
the  plugs.     About  250  plug  holes  are  counted  a  fair  day' 
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work  for  a  plug  drill  where  the  driller  does  not  drive  the 
plugs  himself. 

Cost  of  Quarryins  Granite. — Ck)st  data  relating  to  the 
quarrying  of  granite  dimension  stone  are  extremely  hard 
to  secure.  I  have  been  able  to  find  only  one  writer,  Mr. 
J.  J.  R.  Croes,  who  has  published  anything  on  th-e  subject 
Mr.  Croes*  records,  together  with  mine,  will  at  least  form 
a  t)asis  for  approximate  estimates  of  cost  of  granite  quar- 
rying. My  data  apply  to  quarrying  three-dimension  stone 
in  a  sheet  quarry  on  the  coast  of  Maine.  The  total  number 
of  men  engaged  was,  on  the  average:  6  -enginemen,  6 
steam  drillers,  6  drill  helpers,  3  blacksmiths,  3  helpers,  5 
tool  and  water  boys,  38  quarrymen,  47  laborers,  2  foremen 
and  1  superintendent.  This  force  quarried  and  loaded  on 
boats  about  1,400  cu.  yds.  of  rough  granite  blocks.  The  stone 
was  leaded  by  derricks  onto  cars  from  which  it  was  un- 
loaded into  boats  ready  for  shipment  The  following  cost 
includes   everything  except  interest   and   depreciation  of 

plant,  and  development  expenses: 

Cost 

per  cu.  yd. 

Enginemen,  at  $2  a  day  (of  9  hrs.) $0.20 

Steam   drillers,   at  $2.00    0.20 

Drill  helpers,  at  $1.50   0.15 

Blacksmiths,   at  $2.75    0.14 

Blk.   helpers,  at  $1.75 0.09 

iTool   and    Waterboys,   at   $1    0.16 

Quarrymen,  at  $1.75  1.09 

Laborers,  at  $1.50   1.15 

Foremen,  at  $3.00   0.15 

Superintendent,  at  $8 0.20 

Coal,  at  $5  ton   0.45 

Explosives 0.25 

Other  supplies 0.30 

Total $4.53 

On  the  best  month's  work,  when  a  larger  force  was  be- 
ing operated,  the  cost  of  all  labor,  superintendence  and 
supplies,  was  reduced  to  a  little  Taelow  $4  per  cu.  yd.;  but 
the  above  $4.50  per  cu.  yd.,  may  be  taken  as  a  fair  average 
of  several   months'   work.     To  this  should   be   added  the 
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charges  for  plant  rental,  quarry  rental  (if  any),  stripping 

(If  any),  and  freight  charges  to  destination.    The  freight 

rate  by  boat  from  Maine  to  New  York  is  about  $1  a  ton, 

I    but  as  rough  granite  blocks  are  always  measured  on  their 

least   dimensions,  the   freight  charges   when  $1    per    ton 

amount  to  about  $2.70  per  cu.  yd.,  of  three-dimension  stone 

in  the   rough.     The  explosives   used   were   black  powder, 

costing  $2.25  a  keg  (25  lbs.),  and  dynamite  for  channeling, 

costing  15  cts.  a  lb.    The  sheet  from  which  this  granite  was 

quarried  averaged  about  6^4  ft.  thick,  and  was  nearly  flat. 

The  stone  was  loosened  in  long  blocks  by  Knox  blasting 

with  black  powder,  and  was  split  up  into  sizes  by  plug 

and  feathering;    both  hand  drills  and  pneumatic  plug  drills 

being  used  for  this  purpose.    The  stone,  as  before  stated, 

was  three-dimension  stone.    To  quarry  random  stone  (not 

rubble)  in  this  quarry  cost  about  $3.50  per  cu.  yd. 

If  granite  is  blasted  out  in  all  shapes  and  sizes,  to  be 
used  for  rubble  or  for  concrete,  the  cost  of  quarrying  is 
far  less  than  the  above  and  is  approximately  the  same 
as  quarrying  trap  rock. 

Cost  of  a  Masonry  Arch  Bridge. — ^This  arch  bridge  had 
a  span  of  30  ft,  and  its  barrel  was  60  ft.  long.  The  ma- 
sonry was  limestone  laid  in  Portland  cement  mortar.  There 
were  365  cu."  yds.  of  masonry  distributed  as  follows: 

Cu.  yds. 

Arch  sheeting  112 

Bench  walls  (or  abutments)   165 

Backing  above  arch  17 

Backing  above  haunch   38 

Wing  walls 21 

Parapet  walls  7 

Coping 5 


J» 

0-i>' 
0.4^ 

0.3!  I  Total 365 

„       The  arch   sheeting  masonry   was   dressed   to   lay   %-in. 
*"^^i  Joints,  and  the  cost  of  these  112  cu.  yds.  was  as  follows: 

a^  '!■  Cu.  yd. 

^  tm    Quarrying  rough  blocks $1.00 

Plug  and  feathering  into  blocks 0.85 

'^  Ruling  and  loading  onto  car 0.75 
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Cu.  yd. 

Freight $1.05 

Unloading  from  car  and  hauling  1  mile 0.70 

Cutting 4.55 

Laying 1.35 

Mortar 1.50 

Centers 2.20 

Total $13.95 

This  sheeting  was  cut  to  lay  an  arch  18  ins.  thick  each 
block  averaging  12  x  18  x  28  ins.  in  size,  or  about  %  cu.  yd. 
The  blocks  were  small,  but  the  quarry  did  not  yield  large 
material.  Quarrymen  were  paid  30  ots.  per  hr.  and  help- 
ers 17%  cts.  .per  hr.  The  unloading  from  cars  onto  wagons 
cost  35  cts.  per  cu.  yd.,  wages  'being  15  cts.  per  hr.;  and  the 
hauling  1  mile  cost  35  cts.  per  cu.  yd.,  teams  being  40  cts. 
per  hr. 

The  stone  cutters  were  paid  35  cts.  per  hr.,  and  their 
work  cost  $4.25  per  cu.  yd.;  the  sharpening  of  cutters'  tools 
cost  15  cts.  more  per  cu.  yd.;  and  the  help  of  laborers  oc- 
casionally in  bunkering  a  stone  cost  another  15  cts.  per 
cu.  yd.;  making  a  total  of  $4.55  for  cutting  the  stone  after 
it  had  been  plug  and  feathered  roughly  into  blocks.  The 
small  size  of  the  blocks  made  this  cost  high.  , 

The  stone  was  laid  by  a  hand-power  derrick,  the  cost  of 
laying  being  in  detail  as  follows: 

Per  cu.  yd. 

Masons  at  30  cts.  per  hr $0.80 

Helpers  at  15  cts.  per  hr 0.45 

Team  on  stone  boat,  40  cts.  per  hr 0.10 

Total  cost  of  laying 11.35 

Each  mason  had  1^  helpers  and  laid  3  cu.  yds.  in  8  hrs. 
This  was  the  average  of  all  the  365  cu.  yds.  of  masonry; 
the  cost  of  laying  each  kind  was  not  kept  separately. 

The  mortar  was  1  :  3  Portland  cement,  allowing  4.5  cu. 
ft.  per  bbl.;  it  took  2  bbls.  of  cement  and  0.9  cu.  yd.  sand 
to  make  1  cu.  yd.  mortar;  and  the  cost  of  these  materials 
was  $4.50  per  cu.  yd.  of  mortar.  It  took  %  cu.  yd.  of  mor- 
tar for  each  of  the  365  cu.  yds.  of  masonry;  no  attempt 
was  ma(le  to  determine  the  amo»i-ni^  of  mortar  for  each 
kind  of  masonry. 
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The  cost  of  the  ashlar  facing  in  the  abutments  and  wing 
walls  was  the  same  per  cubic  yard  as  the  arch  sheeting 
after  deducting  the  $2.20  for  centers,  that  is  $11.75  per  cu. 
yd.;    and  there  were  about  50  cu.  yds.  of  this  in  the  "bridge. 

The  cost  of  the  rubble  backing  in  the  abutments,  haunch, 
etc.,  of  which  there  were  nearly  200  cu.  yds.,  was  as  fol- 
lows: 

Per  cu.  yd. 

Rubble  sandstone  delivered  at  bridge  $1.20 

%  cu.  yd.   mortar,  at  $4.50   1.50 

Laying 1.35 

Total   $4.05 

This  rubble  was  a  local  sandstone,  but  the  ashlar  was 
a  limestone  imported  by  rail. 

The  foregoing  costs  do  not  include  foreman's  salary  and 
general  expenses,  which  amounted  to  159&  of  the  total  cost 
of  the  bridge.  In  addition  to  the  365  cu.  yds.  of  stone  ma- 
sonry there  were  65  cu.  yds.  of  concrete  foundations  laid 
on  a  hard  clay.    There  was  no  cofferdamming. 

The  cost  of  the  work  was  higher  than  it  would  have  "been 
under  a  better  foreman. 

Cost  of  Centers  for  30-ft.  Arch. — Centers  for  a 
masonry  arch  of  30-ft.  span  and  having  a  barrel 
60  ft.  long  were  made  of  hemlock.  There  were  21 
arch  ribs  or  centers  spaced  3  ft  apart  and  lagged 
with  hemlock  2  ins.  thick  by  6  ins.  wide.  Each  center 
was  made  of  two  thicknesses  of  2  x  12-in.  plank  cut  in 
fcections  6  ft.  long  and  spiked  together,  breaking  joints. 
The  ribs  were  cut  to  the  curve  of  the  arch  at  a  saw  mill. 
The  following  was  the  bill  of  timber  in  each  center: 

Ft.  B.  M. 

6—2  in.  X  12  In.  x  12  ft.  curved  ribs 144 

4— 2  In.  X  6  In.  X  16  ft.  ties 64 

1— 2  In.  X  6  In.  x  10  ft.  spUces 10 

1—2  in.  X  6  In.  X 10  ft.  post 10 

2— 2  In.  X  6  In.  X  16  ft.  struts 82 

Total  per  bent 260 

22  centers  at  280  ft.  B.  M 5.720 

Lajsglng  2  In.  X  83  f t.  X  60  f t. 8,960 


Total .  .0.680. 


i1 
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The  machine  work  at  the  mill  cost  $20,  and  the  carpen- 
ter work  of  framing  the  centers  was  $7.75  for  carpenters 
at  22^^  cts.  per  hr.  and  $9.25  for  carpenters'  helpers  at  15 
ots.  per  hr.,  making  a  total  of  $37.  This  is  equivalent  to 
$6.50  per  M  when  distributed  over  the  5,720  ft.  B.  M.  in 
the  centers.  The  cost  of  erecting  the  centers  with  the  aid 
of  a  hand-power  derrick  together  with  the  cost  of  placing 
the  lagging  was  $24,  all  this  work  being  done  by  laborers 
at  15  cts.  per  hr.  This  $24  distributed  over  all  the  9,712 
ft.  B.  M.  is  $2.56  per  M.  The  cost  of  removing  the  centers 
after  completion  of  the  work  was  $10,  wages  being  15  cts. 
per  hr.,  or  $1.05  per  M.   The  total  cost  of  the  centers  was: 

9,712  ft.  B.  M.  hemlock,  at  $16 $155.51 

132  oak  wedges,  at  10  cts 13.20 

230  lbs.  wire  nails,  at  3%  cts 8.05 

Machine  work  at  mill   20.00 

Work  framing  centers   17.00 

Work  erecting  centers 24.00 

Work  tearing  down   centers    10.00 

Total    $247.76 

It  will  ibe  noted  that  the  millwork  and  labor  cost  $71, 
which  is  equivalent  to  $7.30  per  M  distributed  over  the 
9,712  ft.  B.  M.  There  were  112  cu.  yds.  of  masonry  In  the 
arch  alone,  so  that  the  cost  of  the  centers  distributed  over 
the  arch  sheeting  was  $2.20  per  cu.  yd.  But  there  were  250 
cu.  yds.  of  masonry,  all  told,  in  the  arch,  the  abutments, 
parapet  and  wing  walls.  The  short  posts  supporting  the 
centers  rested  on  hard  clay. 

Cost  of  Arch  Culverts  and  Abntments,  Erie  CaajJ.— 

In  1840  contracts  were  let  for  enlarging  the  EIrie  Oanal. 
The  courts  later  declared  the  law  making  the  appropria- 
tion unconstitutional  and  the  N.  Y.  State  Legislature 
directed  that  the  contracts  be  cancelled  and  that  con- 
tractors be  paid  their  prospective  profits.  The  12  engineers 
in  charge  of  the  work  submitted  the  following  estimates 
of  the  actual  cost.  The  stone  in  masonry  was  limestone 
from  the  lower  Mohawk  valley.  Masons  and  stone  cutters 
were  paid  $2.25  per  day  of  H  hrs.  worked,  laborers  $1. 
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The  cost  of  masonry  in  arch  culverts  and  bridges  was  as 
follows: 

Face  stone:  Per  cu.  yd. 

Quarrying,  1  cu.  yd.  per  man  day $2.25 

Cutting,  1.3  cu.  yds.  per  man  day 2.25 

Laying,  0.7  cu.  yd.  per  man  day  1.25 

Mortar  0.75 

Total,  not  including  hauling $6.50 

Note:  The  cost  of  quarrying  includes  sharpening  drills, 
foremen,  etc. 

Backing  (rubble): 

Quarrying,  2  cu.  yds.  per  man  day $1.00 

Laying,  1.75  cu.  yds.  per  man  day 1.00 

Mortar   1.25 

Total,  not  including  hauling $3.25 

Arch  sheeting: 

Quarrying,  1  cu.  yd.  per  man  day $2.25 

Cutting,  0.88  cu.  yd.  per  man  day  3.25 

Laying,  0.7  cu.  yd.  per  man  day  1.25 

Mortar 1.00 

Total,  not  including  hauling,  or  centers. .  $7.75 

Ring  and  Coping: 

Quarrying,  0.6  cu.  yd.  per  man  day $3.40 

Cutting,  0.55  cu.  yd.  per  man  day  5.00 

Lasring,  0.58  cu,  yd.  per  man  day 3.00 

Mortar  0.50 

Total,  not  including  hauling $11.90 

The  cost  of  hauling  stone  1  mile  from  quarry  to  canal 
was  50  cts.  per  cu.  yd.,  7  round  trips  being  made  per  day 
by  a  team  hauling  %  cu.  yd.  of  stone,  as  measured  in  the 
work. 

The  centers  for  arch  culverts  of  4  to  8-ft.  span  were  es- 
timated to  cost  50  cts.  per  cu.  yd.  of  arch  masonry.    For 
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spans  of  10  to  15  ft.  the  centers  cost  75  cts.  per  cu.  yd. 
of  arch  masonry. 

Timber  stringers  covered  with  2  or  3-in.  plank  were  large- 
ly used  for  foundations  and  floors  of  culverts.  The  cost  of 
placing  such  timber  was  |4  per  M. 

Cost  of  Lock  Masonry,  Erie  Canal. — The  following  ia 
a  continuation  of  the  data  just  given: 

The  masonry  for  locks  was  dressed  as  follows:    Cut  stone 
face,  %-m.  joints;     hammer  dressed  backing,  1-in.  joints. 
Wages  were  as  above  given. 
Lock  face  stone: 

Quarrying,  0.67  cu.  yd.  per  man  day  $3.00 

Cutting,  0.50  cu.  yd.  per  man  day 5  50 

Laying,  3.00  cu.  yds.  per  man  day  0.83 

Mortar   0  50 

Machinery 0  25 

Total,  not  including  hauling $10.08 

Lock  backing  (1-in.  joints) : 

Quarrying,  1  cu.  yd.  per  man  day  $2  00 

Cutting,  1.8  cu.  yds.  per  man  day  1.50 

Laying,  4  cu.  yds.  per  man  day 0.62 

Mortar 0.75 

Machinery 0.25 

Total,  not  including  hauling $5.12 

The  average  cost  of  lock  masonry,  including  face  and 
backing,  was  $7.10  per  cu.  yd.,  exclusive  of  trr  nsportation 
which  was  $2.75  per  cu.  yd. 

The  cost  of  a  masonry  aqueduct  consisting  of  masonry 
piers,  arches  and  spandrels,  was  as  follows: 
To  lay  pier  masonry:  Per  day. 

1  mason $2.25 

2  tenders,  at  $1  2.00 

^2  Stone  cutter,  at  $2.40   1.20 

Total,  5.9  cu.  yds.  laid  at  $0.92  per  cu.  yd. ,,.  |6.45 
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To  lay  arch  masonry:  Per  day. 

1  mason $2.25 

2  tenders 2.00 

1  stone  cutter  2.50 

Total,  8.95  cu.  yds.  laid  at  $0.76  per  cu.  yd. .  $6,75 

To  lay  spandrel  masonry:  Per  day. 

1  mason $2.25 

2  tenders  2.00 

1%  stone  cutters    4.00 


Total,  8.26  cu.  yds.  laid  at  $1  per  cu.  yd $8.25 

The  total  cost  of  aqueduct  masonry,  per  cubic  yard,  ex- 
cluding the  cost  of  laying  just  given,  was  as  follows: 

Per  cu.  yd. 

Quarrying $2.25 

Transportation 2.00 

Cutting 2.25 

Mortar  1.00 

Machinery 0.25 

Total,  not  including  laying $7.75 

Approximately  $0.90  per  cu.  yd.  should  be  added  to  this 
$7.75  to  include  cost  of  laying  the  masonry. 

Cost  of  the  Sweetwater  Dam. — James  D.  Schuyler  gives 
the  following  data  on  the  Sweetwater  Dam,  California; 
The  dam  is  46  ft  thick  at  the  base,  12  ft.  at  the  top,  and^ 
90  ft.  high.  It  is  built  as  an  arch  with  a  radius  of  222  ft. 
on  line  of  face  at  the  top.  The  stone  was  a  metamorphic 
(or  igneous?)  rock  with  no  well-defined  cleavage,  break- 
ing out  in  irregular  masses.  Its  weight  ranged  from  175 
to  200  lbs.  per  cu.  ft.  And  the  average  weight  of  the  ma- 
sonry was  estimated  to  be  164  lbs.  per  cu.  ft  The  mor- 
tar was  a  1  :  3,  proportioned  by  barrels,  mixed  in  a  Ran- 
some  mixer.  The  mixer  was  given  3  or  4  turns  after 
charging  it  with  sand  and  cement,  then  the  water  was  ad- 
mitted during  the  next  3  or  4  revolutions;  8  to  10  revolu- 
tions made  a  thorough  mixture,  requiring  2  to  3  mins.  A 
trroway  fpr  4«UY?rin^  th^  ffiprtar  was  carri^^  around,  tlJA 
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face  of  the  dam,  on  a  bracket  trestle  held  by  bolts  driven 
into  holes  drilled  in  the  face  of  the  dam  masonry.  A  grade 
of  3  ft.  in  40  at  the  end  of  the  tramway  next  to  the  mixer 
was  sufficient  to  give  the  mortar  car  an  impetus  that  would 
carry  it  to  the  farthest  end  cf  the  dam.  By  using  this 
mechanical  mixer  and  tramway  a  force  of  5  men  and  a 
horse  did  the  work  formerly  done  by  4  mortar  mixers  and 
14  hod  carriers.  The  box  of  mortar  was  lifted  from  the 
car  by  a  derrick  and  delivered  to  the  masons. 

The  stone  was  quarried  from  a  cliff  100  ft.  high  situated 
800  ft.  below  the  dam.  It  was  hauled  in  wagons  rigged 
with  platforms  on  a  level  with  the  rear  wheels.  The  quarry 
derricks  were  simple  shear-legs,  slightly  inclined.  All 
stones  smaller  than  500  lbs.  were  loaded  on  stone  boats 
4  ft.  square,  made  of  3-in.  plank  with  a  bottom  of  boiler 
plate  and  provided  with  chains  at  the  corners.  The  shear- 
leg  derricks  were  used  to  hoist  the  stone  boats  and  de- 
posit their  loads  on  the  wagons.  Stone  boats  cost  $30 
each,  and  several  sets  of  them  were  worn  out  on  the  job. 
A  single  stone,  weighing  3  tons  or  more,  was  readily  lifted 
by  the  shear-legs,  and  lowered  upon  a  wagon  driven  under- 
neath. All  hoisting  was  done  by  horse  power.  Four  der- 
ricks were  used  on  the  dam,  masts  being  30  to  38  ft.  long, 
and  booms  26  to  32  ft.  A  fifth  derrick,  with  a  50-ft  mast 
and  a  45-ft.  boom,  proved  far  more  efficient  than  the  others. 
The  work  was  completed  Apr.  7,  1888,  after  16  mos. 

The  masonry  was  rubble  throughout,  amounting  to  20,- 
507  cu.  yds.,  of  which  19,269  cu.  yds.  were  in  the  daic 
proper;  0.86  bbl.  of  cement  was  used  per  cubic  yard  of  ma- 
sonry. 

The  cost  of  the  dam  was  as  follows; 

17,562  bbls.  cement   $63,111 

Hauling  cement 8,614 

Lumber   2,408 

Iron  work  4,916 

Powder  and   miscellaneous  supplies 3,230 

Pipes,  gates,  etc 5,152 

plant,  tools,   etc 6,237 

Total  for  materials  and  plant $93,668 
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Labor,  common  and  skilled $93,591 

Foremen 6,866 

Teams 19,696 

Engineering 10,555 

Clerical  work 654 

Earthwork  (by  contract)   7,666 

Miscellaneous  expenses  1,377 

Total  for  labor $140,405 

Total  for  materials,  etc 93,668 

Grand  total  $234,073 

Common  laborers  were  paid  $2  to  $2.50  a  day;  masons, 
14  to  $5;  carpenters,  $3.50  to  $4;  blacksmiths,  $4;  teams 
with  drivers,  $5;  machinists,  $7  to  $8;  foremen,  $4  to  $6. 
Workmen  were  scarce  and  independent  on  account  of  the 
"boom"  in  California.  The  work  cost  20  to  25%  more  than 
it  would  have  cost  under  normal  conditions. 

The  itemized  cost  of  11,322  cu.  yds.  of  the  masonry  laid 
from  May  1  to  Dec.  31,  1887,  was  as  follows  per  cubic  yard: 

Percentage 

Per  cu.  yd.  of  total. 

Quarrying  stone  (labor)   $0,425  4.829 

Loading  stone   0.523  5.933 

Hauling  stone   0.420  4.758 

Hoisting  stone  0.577  6.550 

Loading  and  hauling  sand  0.345  3.915 

Cement,  at  $4.20  per  bbl 3.427  38.900 

Mixing  and  delivering  mortar 0.239  2.710 

Masons   0.797  9.050 

Helpers  0.186  2.109 

Excavating  foundations 0.303  3.444 

Making  and  repairing  roads  0.118  1.336 

Blacksmithing  (labor)   0.163  1.854 

Carpentry  0.097  1.104 

Rope 0.104  1.186 

Tools 0.046  .524 

Steel   0.014  .155 

Blacksmith  coal   0.009  .109 


{ 
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Percentage 

Per  cu.  yd.  of  total 

Blocks  and  sheaves $0,011  .133 

Powder  0.086  .974 

Lumber «.195  2.220 

Wetting  masonry   0.048  0.542 

Foremen 0.332  3.774 

Engineering  and  superintendence 0.343  3.891 

_-^_^i^— >«  ^— ^— 1— i— • 

Total 18.808  100.000 

Cost  of  a  Granite  Dam,  Cheyenne,  Wyo. — Mr.  A.  J. 

Wiley  gives  the  following  data  on  a  dam  for  the  Granite 
Springs  Reservoir,  Cheyenne.  The  work  was  done  by  con- 
tract, April  20,  1903,  to  June  21,  1904.  From  Nov.  20,  1903, 
to  April  11,  1904,  work  was  closed  down  on  account  of  cold 
weather.  The  extreme  height  of  the  dam  is  96  ft.,  and  its 
length  of  the  crest  is  410  ft;  the  thickness  at  the  base  is 
56  ft,  and  on  the  top  it  is  10  ft  It  contains  14,222  cu.  yds. 
of  granite  rubble  masonry  laid  in  1:4  Portland  mortar,  ex- 
cept for  the  face  of  stones  where  1:3  mortar  was  used.  The 
mortar  constituted  35.2%  of  the  dam;  and  0.61  bbl.  cement 
was  used  per  cubic  yard  of  masonry. 

The  mortar  was  mixed  with  a  Smith  mixer,  in  batches  of 
l<2  cu.  yd.,  and  the  mixer  output  was  6  cu.  yds.  per  hr.  The 
mortar  was  dumped  into  buckets  and  carried  on  cars  run- 
ning on  a  trestle  built  along  the  up-stream  face  of  the 
dam.  Derricks  on  top  of  the  dam  hoisted  the  mortar 
buckets. 

The  granite  was  a  gabbro,  quarried  about  100  ft  below 
the  dam.  It  was  devoid  of  cleavage  and  was  blasted  out 
in  large  masses  from  an  open  face  20  to  40  ft.  high.  The 
drilling  was  done  by  hand.  For  each  cubic  yard  of  rock 
there  were  used  0.35  lb.  of  dynamite  and  1.05  lbs.  of  black 
powder  The  stones  averaged  2  cu.  yds.,  but  pieces  con- 
taining 5  cu.  yds.  were  used. 

Rocks  breaking  smaller  than  3  cu.  yds.  were  used  as 
they  were  blasted  out  of  the  quarry,  and  larger  masses 
were  split  up  by  plug  and  feather  into  roughly  rectangular 
shapes.  The  best  shaped  stones  were  used  for  face  stoneSi 
the  ordinary  rough  rocks  were  used  in  the  body  of  the 
dam,  and  the  smaller  pieces  made  the  spalls.  The  rock 
was  taken  from  the  quarry  by  a  guyed  derrick  with  40-ft 
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boom,  and  loaded  upon  platform  cars.  The  track  was  laid 
upon  such  a  grade  that  the  loaded  cars  ran  alone  and  the 
empties  were  pushed  back  by  hand.  The  trestle  which  car- 
ried the  track  was  supported  by  the  steps  on  the  down- 
stream side  of  the  dam.  Upon  the  top  of  the  dam  were 
located  two  guyed  derricks  with  40-ft.  booms  similar  to  the 
quarry  derrick.  Each  of  the  three  derricks  was  operated 
by  a  10-ton  hoisting  engine  located  in  an  engine  house  near 
the  south  end  of  the  dam.  The  derricks  on  top  of  the  dam 
took  the  rock  from  the  cars  on  the  lower  side  of  the  dam 
and  set  them  in  the  masonry.  They  also  took  the  mortar 
buckets  from  the  cars  on  the  up-stream  side  of  the  dam 
and  dumped  them  where  needed  on  top  of  the  dam. 

Spalls  were  brought  upon  the  dam  in  skips,  holding  about 
a  cubic  yard  each,  and  kept  in  the  skips  until  used.  The 
mortar  was  usually  dumped  in  half-yard  batches  in  a  con- 
venient depression  of  the  masonry,  and  was  distributed 
with  long-handled,  round-pointed  shovels. 

The  up-stream  face  was  laid  with  the  joints  in  the  true 
plane  of  the  face.     No  objection  was  made  to  having  the 
convexity    of   a   stone   project   beyond   this   plane,   but    no 
stones  with  concave  faces  were  permitted  in  the  face  of 
the  dam.     The  upper  20  ft.  of  the  down-stream  face  were 
laid  in  the  same  manner,  but  the  rest  of  the  down-stream 
face  was  laid  in  rough  steps  with  half  the  step  inside  and 
half  outside  the  theoretical  plane  of  this  face.     The  stone 
in  both  these  faces  were  laid  to  break  joint  and  were  well 
bonded  into  the  body  of  the  dam.    In  the  body  of  the  dam 
but  little  attention  was  paid  to  the  bond  of  the  work,  the 
irregular   stones   insuring    this    without   effort,   but    every 
precaution  was  taken  to  insure  the  filling  of  voids.    To  this 
end  the  -mortar  was  used  very  wet,  even  sloppy,  and  the 
chief  rul«  observed  was  that  there  should  first  be  placed 
a  large  excess  of  mortar  of  which  the  largest  possible  per- 
centage was  to  be  displaced  by  rock.    In  setting  the  large 
rock,  a  bed  was  prepared  with  spalls  and  mortar,  and  then 
a  considerable  excess  of  mortar  was  placed  on   the  bed. 
The  rock  was  then  slowly  lowered  and  settled  on  the  bed 
by  working  it  with  bars.    The  excess  mortar  would  ooze 
from  under  the  rock  which  would  then  float  upon  an  even 
layer  of  mortar,  filling  all  the  spaces  under  it.    During  this 
operation  the  inspector,  either  standing  upon  the  rock  or 
having  his  hand  upon  it,  can  teJl  if  the  rock  \a  tV^Vcl^  ox 


rocklne,  and,  it  necessary,  has  the  rock  raised  and  tlie 
bed  readjusted.  The  large  rock  were  set  as  close  aa  pos- 
sible to  each  other  without  being  in  contact,  the  interven- 
ing spaces  being  niled  with  mortar  and  spalls.  In  thle 
work  the  masons  were  not  permitted  to  sandwich  the  spalls 
between  layers  of  mortar,  but  were  required  to  first  fill  the 
apace  with  wet  mortar  in  which  the  spalls  were  submerged, 
displacing  aa  much  as  possible  of  the  mortar.  While  it  was 
the  intention  to  have  the  masonry  brought  up  in  horisontal 
benches  extending  the  full  length  of  the  dam,  the  exigencies 
of  the  work  prevented  this  and  the  middle  portion  of  the 
dam  was  completed  first,  stepping  off  toward  each  end. 
The  average  rate  of  progress  was  60  cu.  yds.  of  masonry 
per  day  of  ten  hours.  The  best  monthly  rate  wna  2,370 
cu.  yds.  dviring  July,  1903,  averaging  83  cu.  yds.  for  a 
ten-hour  day,  or  41.5  yds.  of  masonry  per  ten-hour  day  for 
a  single  derrick,  including  the  time  lost  in  moving  and  re- 
setting derricks.  During  this  month  the  average  daily 
force  employed  was  as  follows:  In  the  quarry.  21.3  men, 
1%  engine  runners,  and  one  derrick;  in  screening  ajid 
hauling  sand.  3.2  teams  with  drivers,  and  3.2  men;  in 
mixing  and  delivering  mortar,  3  men;  in  laying  masonry, 
3.5  masons,  6.B  helpers,  2^U  engine  runners,  and  2  derricks. 

The  following  were  the  average  wages  paid  per  10-hr. 
day:  Quarrymen,  {2.50:  masons,  |5.00:  masons'  belsers, 
12.25  to  (2.50:    engine  ninners,  (3.00;    common  labor.  J2.2E. 

The  actual  cost  of  the  masonry  was  as  follows: 

0.GB2CU.  yd.  solid  rock,  J1.96  (1.28 

0.34SCU.  yd.  mortar  (not  incl.  cement),  at  J1.93..     0.S7 

0.613  bbl.  cemeiit,  at  J3.58,  delivered  2.19 

Labor  laying  1  cu.  yd 1.11 

Total   (5.25 

The  solid  rock  was  quarried  and  delivered  for  (1.96  per 
cu.  yd.  (solid),  itemized  as  follows: 

Quarrying  and  Delivering:  Per  cu.  yd. 

(solid). 

Common  labor  $1.06 

O.H 

Coal.    96  per   ton    0.08 
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Per  cu.  yd. 
(solid). 

Blacksmithing   $0.13 

Steel    0.04 

Explosives   0.15 

Interest   and  dep.   on   plant   (|1,644) 0.18 

General  expenses    0.18 

Total  per  cu.  yd.  (solid) $1.96 

This  is  equivalent  to  $1.28  per  cu.  yd.  measured  in  the 
dam. 

The  cost  of  securing  the  sand  and  mixing  the  mortar 
was  as  follows  per  cu.  yd.  of  mortar: 

Per  cu.  yd. 

Lahor  digging  and  hauling  (teams)  sand $1.10 

Blacksmithing,  sand   pit    0.13 

General   expense,    sand   pit    0.19 

Labor  mixing  and  delivering   0.30 

Fuel,  $6  per  ton   0.04 

Interest  and  depreciation  on  plant  ($620) 0,12 

General   expense    0.05 

Total  per  cu.  yd.  mortar $1.93 

The  cost  of  laying  the  masonry  was  as  follows  per  cu. 
yl  of  masonry: 

Per  cu.  yd. 

Labor,  masons  and  helpers  $0.50 

Engine  runners    0.18 

Fuel,  $6  per  ton   0.10 

Blacksmithing 0.02 

Interest  and  depreciation  on  plant  ($3,000) 0.22 

CJeneral  expense  0.09 

Total  $1.11 

The  interest  and  depreciation  on  the  plant  was  assumed 
to  be  50%  of  the  first  cost  of  the  plant.  The  fuel  was  es- 
timated on  the  basis  of  5  lbs.  of  coal  per  horse-power  hour 
<tf  actual  working  time  for  the  nominal  horse-power  of 
the  engines.  As  a  matter  of  fact,  a  large  amount  of  cord 
wood  was  used  instead  of  coal. 
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Cost  of  a  Rnbble  Dam. — This  dam  was  built  in  1898 
by  contract,  under  the  direction  of  Mr.  George  W.  Rafter, 
M.  Am.  Soc.  C.  E.,  across  the  Indian  River,  Hamilton 
County,  N.  Y.,  and  is  described  in  Engineering  News,  May 
18,  1899.  The  main  dam  was  7  ft.  wide  on  top,  47  ft.  high, 
33  ft.  wide  on  bottom,  and  400  ft.  long.  The  face  masonry 
was  dressed  to  lay  l^^.-in.  joints.  The  backing  was  large 
irregular  rubble  stones  laid  in  beds  of  1  :  3^  mortar,  and 
the  vertical  joints  filled  with  1  :  3%  :  7%  concrete.  No 
attempt  was  made  to  keep  separate  accounts  of  the  face 
masonry  and  the  backing,  but  it  was  estimated  that  27% 
of  the  dam  was  mortar.  The  stone  was  a  pink  synetic 
granite,  quarried  500  ft.  from  one  end  of  the  dam.  There  was 
no  difficulty  in  quarrying  regular  blocks  for  the  face.  The 
sand  was  loaded  upon  a  scow  holding  30  cu.  yds.  aad  hauled 
2  miles  down  the  river.  A  foreman  and  6  men,  by  using 
a  windlass,  rope  and  sail,  handled  the  scow.  They  loaded 
and  delivered  720  cu.  yds.  of  sand  and  180  cords  of  wood  per 
month,  at  a  cost  of  about  $310.  Wages  of  common  laborers 
were  $1  a  day  and  board,  and  it  is  probaJble  that  the  board 
cost  $0.50  per  man  per  day. 

The  plant  to  build  the  dam  cost  $10,340.  The  actual  cost 
of  the  dam  to  the  contractor  was: 

Labor  clearing  35  miles  of  margins,  1,160  acres $13,000 

Hauling  cement  and  supplies  22  miles  6,836 

Freight,  cement  and  supplies 960 

Barn  account  (teams  owned  by  contractor)    725 

Stone,  cement  and  other  materials  18,830 

Labor  (not  including  clearing)   31,218 

General  expense 9,601 

Interest   1,150 

Insurance    1,235 

Depreciation  of  plant,  est.  33%  3,450 


Total  $87,005 

The  "general  expense"  includes  coffer-damming  and 
pumping,  erecting  and  wrecking  the  plant,  etc.  The  time 
occupied  in  doing  the  work  was  7  months. 
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In  July  and  August,  when  the  work  was  well  under  way, 
the  cost  of  the  masonry  was  very  low,  and  averaged  as  fol- 
lows: 

Per  cu.  yd. 

Quarrying  face  stone  (not  inch  backing) $0.35 

Labor  laying  masonry 0.53 

"      pointing  masonry 0.15 

Mixing  mortar  and  concrete,  and  crushing 0.20 

Cement   2.00 

Sand    0.15 

General  expense  and  superintendence   0.27 

Total  $3.65 

In  addition  to  this  there  was  the  cost  of  quarrying  the 
stone  for  the  backing;  but  this  stone  was  paid  for  as  ex- 
cavation, 60  it  is  not  included  above.  During  July  and 
August  this  excavation  cost  46  cts.  per  cu.  yd. 

It  will  be  noted  that  the  accounts  were  not  well  kept, 
for  no  statement  is  given  of  the  proportion  of  backing  to 
lace  stone.  The  quarrying  of  the  face  stone  doubtless  cost 
several  dollars  per  cubic  yard  of  the  -face  stone,  although  it 
amounted  to  only  $0.35  per  cu.  yd.  when  distributed  over  all 
the  masonry.  Nor  is  it  stated  what  the  dressing  cost. 
Prom  measurements  on  a  drawing  of  the  cross-section  of 
the  main  dam,  I  estimate  that  it  runs  29  cu.  yds.  of  masonry 
per  lin.  ft,  of  which  about  30%  is  face  stone,  if  we  allow  a 
depth  of  2^  ft.  of  face  stone  extending  into  the  dam;  but 
in  the  lower  third  of  the  dam,  where  there  is  great  breadth, 
the  face  stone  would  not  be  more  than  20%  of  the  total 
masonry,  and  at  the  bottom  only  15%.  Hence  if  the  work 
in  July  and  August  was  in  the  lower  part  of  the  dam,  as  it 
doabtless  was,  we  must  multiply  the  $0.35,  above  given,  by 
at  least  5  to  secure  an  approximate  estimate  of  the  cost  of 
Viarrying  a  cubic  yard  of  the  face  stone.  Indeed,  it  is  likely 
that  the  cost  of  face  stone  was  more  than  5  times  $0.35  per 
eiL  yd. 

I  have  gone  into  these  details  for  the  purpose  of  showing 
kow  little  value  there  often  is  in  published  cost  records,  be- 
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t^>\s^  ^^      Q^  the  failure  of  engineer^  to  keep  their  cost  recoix 
^to^^'f     —  ly.      The  wages  of  quaTfJinen  and  masons  are  n< 

T>a\^^i    on    Laying    Masonry     With    a    Cablenvay. — Ii 

Ttaivs .  Am.  Soc.  C,  B.,  Vol.  31,  1894,  Mr.  Spencer  Miller  give 
data,  on  the  use  of  cableways  for  laying  masonry.  Th 
Basin  Creek  Dam  for  the  water-works  of  Butte,  Mont.,  i 
120  ft.  high  and  300  ft.  long,  designed  by  Mr.  Chester  E 
Davis.  A  cableway,  892  ft.  betweeu  towers,  spanned  th- 
dam  and  the  quarry.  No  derricks  were  used  on  the  dam 
for,  'by  using  a  snubbing  post  and  a  horse,  the  stones  coul( 
be  swung  where  desired.  In  16  days  a  gang  of  86  mei 
quarried  and  laid  1,430  cu.  yds.  of  masonry.  This  gang  in 
eluded  6  masons,  quarrymen,  firemen,  and  all  laborers  aboui 
the  dam  and  camp.  These  six  masons  averaged  15  cu.  yds 
of  masonry  each  per  day. 

At  Rochesteer,  N.  Y.,  two  cableways,  side  by  side  and  6C 
ft.  apart,  were  used  to  erect  a  stone  arch  bridge  630  ft.  loni 
and  towers  50  ft.  high.  A  30  HP.,  8^4  x  10-in.,  engine  wa. 
used  for  each  cableway.  Stones  were  laid  between  tla 
cableways  by  hitching  the  hoisting  lines  of  both  cablewa: 
to  the  same  stone.  To  lay  the  masonry  piers  a  frame  ^ 
used  which  straddled  the  piers  and  on  top  of  whiclv 
traveler  was  used  to  place  the  stone  as  fast  as  it  was  " 
livered  by  the  cableway.  After  a  pier  w^^as  completed  '^ 
framework  and  traveler  were  lifted  by  the  cableways  to 
aite  of  the  next  pier,  in  less  than  10  minutes.  The  cenit^ 
for  the  arches  were  lifted  into  pla<;e  by  the  cableways.  T* 
highway  bridge  contained  2,200  cu.  yds.  of  masonry  in  pi- 
and  arches,  2,278  cu.  yds.  arch  sheeting,  2,660  cu.  yds.  c^ 
crete  spandrel  backing,  and  310,000  lbs.  of  iron  work;  350i 
of  lumber  were  used  in  the  centers. 

Cost  of  Masonry  and  Timbep  Crib  Dam.— Mr.  Maur 
S.  Parker,  M.  Am.  Sac.  C.  ^-  sives  data  on  the  Black  Bw 
Falls  Dam,  Missouri  River,  Great  Palls,  Mon-t  The  wc 
was  done  W  day  labor  (AP^-  ^^'  ^^^0»  ^o  Jan.  6,  1891)  un( 
Mr.  Parker's  supervision,  ^.^^Zl""^;^^.  as  follows:  Comir 
labor,  12;  ^tone  masons,  *^\"a?xr\r;^^ 

\ne  cotters    $4.50 ;     ^^^'"^  foremen.  $3.50;  m* 
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The  longitudinal  timbers  cf  the  crib  are  spaced  8  ft.  c.  to  c. 
The  bottom  timbers  were  cut  to  fit  the  rock,  bedded  in 
cement  mortar  and  drift  bolted  to  plugs  of  wood  driven  into 
holes  drilled  in  the  ledge  rock. 

The  work  was  begun  on  the  north  side  of  the  river,  a 
sheer  dam  being  first  built  to  divert  the  stream  from  the 
dam  site.  This  sheer  dam  consisted  of  wooden  horses 
placed  8  ft.  apart,  with  stringers  of  4-in.  plank.  A  facing 
of  2-in.  tongue  and  grooved  planks  was  placed  on  the  up- 
stream legs  of  the  horses,  and  a  row  of  sand-filled  bags 
placed  at  the  toe  of  the  planks.  There  was  a  little  leakage, 
and  the  leakage  water  was  diverted  by  a  second  row  of  sand 
bags  parallel  with  the  first  row,  and  a  short  distance  down 
stream.    This  sheer  dam  withstood  a  fiood  6  ft.  deep. 

On  the  south  side  of  the  river,  which  was  deeper  and 
swifter,  it  was  necessary  to  sink  small  triangular  stone- 
filled  cribs  to  support  the  wooden  horses  for  the  sheer  dam. 
These  cribs  were  of  4-in.  plank  with  6-in.  posts,  each  hold- 
ing 1  cu.  yd.  of  stone,  and  were  placed  8  ft.  apart,  each  crib 
supporting  a  horse.  At  times  the  depth  of  water  against 
this  sheer  dam  was  15  ft.,  but  the  leaksige  was  easily  cleared 
with  hand  pumps. 

To  close  the  long  gap  between  the  two  ends  of  the  dam, 
wooden  horses  were  placed  8  ft.  apart  with  a  foot  walk  of 
4-in.  plank  on  top,  and  heavy  timbers  to  hold  the  horses 
down.  From  this  temporary  bridge  a  second  tier  of  horse 
bents  was  placed  (8  ft.  c.  to  c.)  on  the  up-stream  side, 
connected  with  4-in.  stringers  and  sheeted  with  4-in.  plank. 
The  dam  was  intended  to  break  the  force  of  the  current, 
which  it  did  admirably.  The  leakage  was  taken  care  of  in 
sections  by  small  sheer  dams  built  of  matched  plank,  and 
by  the  use  of  sand  bags.  E^v^ery  48  ft.,  an  opening  of  14  ft. 
was  left  in  the  crib  dam  which  was  used  as  a  temporary 
sluiceway  when  the  coffer  dam  was  removed.  These  gaps 
were  subseciuently  closed  with  planks,  and  the  crlbwork 
with  its  stone  filling  built  in. 

Cost  of  Laying  Masonry,  Dunning's  Dam. — In  Trans. 

Am.  Soc.  C.  E.,  Vol.  32,  p.  389,  Mr.  E.  Sherman  Gould  de- 
scribes The  Dunning's  Dam  near  Scr^iton,  T9,.    Tbe  d^m  i^ 
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masonry  on  a  concrete  foundation,  built  by  contract.  The 
stone  for  the  masonry  was  a  conglomerate  laid  in  swimming 
beds  of  mortar.  On  one  occasion  one  foreman,  8  masons  and 
about  9  helpers  laid  nearly  500  cu.  yds.  of  rubble  in  76  hrs., 
using  a  double  drum  engine  and  derrick.  This  is  equivalent 
to  8.2  cu.  yds.  per  10-hr.  day  per  mason.  On  another  occa- 
sion, another  foreman,  7  masons  and  8  or  9  helpers  laid  375 
cu.  yds.  in  7  days,  or  7.6  cu.  yds.  per  mason  per  day.  This 
was  very  rapid  work  in  both  cases. 

Cost  of  Quarrying  and  Laying  a  Limestone  Wall. — 

Mr.  James  W.  Beardsley  is  authority  for  the  following  data 
on  the  cost  of  quarrying  and  laying  limestone  for  retaining 
walls  on  the  Chicago  Canal.  The  contractors  selected  parts 
of  the  canal  where  the  limestone  occurred  in  strata  that 
were  uniform,  so  that  the  beds  of  the  stone  quarried  re- 
quired no  dressing.  The  stone  was  laid  in  courses  averaging 
about  15  ins.  thick,  the  better  stone  being  selected  for  the 
face  of  the  wall.  Guy  derricks  having  a  capacity  of  6  to 
10  tons,  boom  40  to  60  ft.  long,  operated  by  a  hoisUng  en- 
gine, were  used  for  loading  the  stone.  Black  powder  was 
used  to  shake  up  the  ledges  and  the  stone  was  then  barred 
and  wedged  out.  The  cost  per  cu.  yd.  is  the  average  of  93,- 
500  cu.  yds.,  measured  in  retaining  walls.  The  mortar  was 
only  13'/4%  of  the  wall,  indicating  an  unusually  even  bedded 
stone  that  squared  up  well.  The  cost  does  not  include  gen- 
eral superintendence,  installation  of  plant,  plant  rental, 
powder,  material  for  repairs,  and  cost  arising  from  delays. 

Mr.  Beardsley  has  evidently  divided  the  number  of  work- 
ing days  credited  to  each  class  of  men  by  the  total  num- 
ber of  days  worked  on  the  job,  which  results  in  giving  frac- 
tions of  days  labor  in  the  following  typical  force. 

Per  cu.  yd. 
Quarry  force:  masonry. 

1  foreman,  at  $3.50  $0,078 

2.11  derrickmen,  at  $1.50   0.075 

8.42  quarrymen,  at  $1.65  0.312 

1.10  enginemen,   at  $2.25    0.052 

2.28  laborers,  at  $1.50  0.080 

0.33  waterboy,  at  $1.00 ,,,,,,,..    Q.007 
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If  the  full  cost  or  the  plant  is  charged  to  the  work,  an- 
other 32  fts.  per  cu.  yd.  must  be  added  for  plant. 

The  mortar  was  mixed  1  ;  1,  and  Louisville  (natural) 
cement  was  used,  each  iMg  being  called  2  cu.  ft. 

The  wall  averaged  24  It.  high,  and  was  4  ft.  wide  for  the 
Dpper  S  ft.,  then  It  widened  to  12  ft.  at  the  base.  It  was 
Ud  in  courses  12  to  18  Ins.  thick. 

Coat  of  lAyins  Bridge  Pier  HoAiiiirT-— Mr.  Gustave 
Banfman  gives  the  following  data  on  the  abutments  and 
pierB  of  a  highway  bridge  across  the  Ohio  River  at  Cln- 
dnnati.  The  total  length  of  the  bridge  is  2,966  tL,  with 
I  24-(t  roadway  and  two  7-ft.  sidewalks.  There  are  two 
ibatments,  nine  masonry  piers,  of  which  four  piers  are 
tounded  en  iiroestone,  and  five  on  piles.  There  are  28 
pedestals  for  the  steel  viaduct  approaches.  The  center 
u  of  the  bridge  has  a  clear  height  ot  102  ft,  above  low 
er.  Work  on  the  substructure  was  begun  May  1,  1890, 
floods  caused  many  delays,  so  that  the  bridge  was  not 
opened  till  Aug.,  1891. 

Louisville  cement  was  used  throughout,  except  Portland 
cement  for  pointing.  Piers  Nos.  1,  2,  3  and  9  are  Ohio 
Hlver  treefitone,  with  a  bacltlng  of  freestone.  Where  pile 
toondatioas  were  used,  the  heads  of  piles  were  Imbedded 
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in  3  to  4%  ft  of  concrete  foundation.  Piers  4  to  S,  inclu- 
sive, are  of  Berea  sandstone  with  a  bacl^iinfr,  or  hearting, 
of  concrete,  up  to  the  'belt  course,  above  which  the  masonry 
Is  Ohio  River  freestone  entirely.  The  dimensions  of  the 
piers  are  shown  in  the  table  on  page  225. 

The  masonry  was  laid  with  the  help  of  derrick  scows, 
and  the  cost  of  laying  the  280  cu.  yds.  above  the  starling 
course  was  $1.25  per  cu.  yd.,  including  the  cost  of  sand 
and  cement  The  cost  of  laying  the  sub-coping  and  coping 
was  $1.45  per  cu.  yd.,  including  sand  and  cement. 
The  cost  of  laying  masonry  and  concrete,  courses 
5  to  21,  was  $1.30  per  cu.  yd.,  including  sand  and 
cement  These  costs  do  not  include  cofferdams.  Wages 
were  as  follows,  per  10-hr.  day:  Common  labor,  $1.50; 
masons,  $3.25;  stone  cutters,  $3.50;  engineman,  $2.00; 
foreman,  $4.00. 

The  face  stones  were  laid  alternate  headers  and  stretch- 
ers, stones  being  not  less  than  3^  ft  long,  dressed  to 
%-in.  bed  Joints  and  %-in.  vertical  joints  for  at  least  12  ins. 
back  of  the  face.  The  width  of  each  stone  was  1%  times  the 
depth  of  the  course. 

The  cost  of  laying  Pier  5  was  $0.73  per  cu.  yd.,  courses 
1  to  37;  and  $1.11  per  cu.  yd.,  courses  38  to  54;  and  $1.10 
per  «u.  yd.,  courses  55  and  56;  the  cost  of  sand  and  ce- 
ment is  included  in  all  cases. 

Cost  of  the  Sodom  Dam.— In  Trans.  Am.  Soc.  C.  E., 
Vol.  28,  1893,  p.  185,  Mr.  Walter  McCulloch  gives  the  fol- 
lowing data  on  the  Sodom  Dam,  on  the  east  branch  of  the 
Croton  River,  N.  Y.    The  dam  is  500  ft  long  at  the  coping, 
240  ft.  long  at  top  of  foundation,  53  ft  thick  at  founda- 
tion, 12   ft  thick  under  coping,    and    78    ft    high  above 
ground  line.    Work  was  begun  Feb.  22,  1888,  and  completed 
Oct.   29,  1892.     The  contractor  paid  laborers  $1.25  a  day, 
and  masons,  $3.50.     There  were  35,887  cu.  yds.  of  masonnr 
of  all  classes.     Of  this  23,600  cu.  yds.  were  rubble  laid  iiB. 
1  :  2  Portland  mortar,  6,300  cu.  yds.  rubble  ^n  1  :  3  mortar^ 
780  cu.  yds.  of  granite  dimension  stone  masonry.  4,300  ctt- 
yds.   limestone   face  masonry,   and   530  cu.  yds.   of  briclc 
masonry.    The  face  masonry  and  brickwork  were  laid  iflik 
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1 : 2  Portland  mortar.  The  rubble  was  quarried  1%  miles 
from  the  dam  and  hauled  on  double  team  trucks  carrying 
1  to  1^  cu*  yds.  per  load,  making  6  to  8  trips  a  day.  The 
rock  was  a  hard,  close  grained  gneiss  of  irregular  cleav- 
age. The  face  stones  (4,300  cu.  yds.)  were  quarried  at  a 
limestone  quarry  7  miles  away  and  delivered  on  cars  of 
the  N.  Y.  &  N.  E.  R.  R.  These  stones  were  cut  for  30-in. 
courses,  stretchers  being  3%  ft.  long,  and  headers  4  ft. 
long.  Dimension  stones  (780  cu.  yds.)  were  granite  from 
Wilmington,  Del.  Cement  cost  from  $2.31  to  $2.51  per  bbl. 
The  cost  of  the  rubble  stone  delivered  on  the  work  from 
the  quarry  was  $1.97  per  cu.  yd.,  including  5  cts.  quarry 
royalty.  Rubble  stone  and  spalls  from  the  excavation 
waste  banks  cost  $0.67  per  cu.  yd.  The  average  cost  of 
rubble  stone  was  $1.26.  The  actual  cost  of  rubble  masonry 
in  1 :  2  mortar  was  $4.45  per  cu.  yd.  The  actual  cost  of 
limestone  for  face  work  was  $9.75  per  cu.  yd.,  including 
15  cts.  quarry  royalty,  but  not  including  laying  and  mor- 
tar. The  cost  of  dimension  granite  on  the  work,  includ- 
ing dressing,  was  $30.08  per  cu.  yd.  The  cost  of  the  cof- 
fer-damming and  other  work  is  not  given. 

A  cableway  spanned  the  dam,  2-in.  cable,  7  lbs.  per  ft., 
667-ft  span,  sag  25  ft.  under  10-ton  load.  The  cableway 
plant  cost  $3,800.  After  four  months*  use  the  cable,  under 
a  load  of  only  6  tons,  broke  50  ft.  'from  one  tower,  at  a 
place  where  stone  and  cement  skips  were  taken  up.  A 
new  cable  was  installed,  the  towers  raised  10  ft.  so  as  to 
give  it  more  sag,  and  it  served  till  the  end  of  the  work. 
The  cableway  an-chors  were  oak  deadmen,  2  ft.  diameter 
hy  10  ft.  long,  in  trenches  in  rock  6  ft.  deep.  The  ma- 
sonry was  laid  with  fixed  derricks  and  with  a  traveling 
derrick  on  a  30-ft  trestle  running  upon  a  track  of  36-ft. 
gage.  The  best  month's  work  was  3,000  cu.  yds.  laid  with 
12  masons  and  three  derricks;  the  average  progress  was 
1,700  cu.  yds.  per  month.  The  Giant  Portland  cement 
came  in  duck  bags  of  100  lbs.  each  (93  lbs.  net),  four  to 
the  barrel.  The  Union  natural  cement  came  in  100-lb.  bags 
(96  lbs.  net),  three  to  the  barrel.  The  sand  and  cement 
irere  mixed  dry  (3  turns  with  shovels)  and  delivered  in 
boxes  on  the  work  where  it  was  wet  as  needed.     Rubble 
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stones  varied  from  1  cu.  ft.  to  1  cu.  yd.  in  size,  and  in 
placing  them  the  beds  of  mortar  were  made  very  full  and 
the  stone  thoroughly  shaken  till  firm.  Mortar  was  filled 
into  the  joints  and  then  all  the  spalls  that  it  would  take 
were  forced  in.  Care  was  taken  not  to  build  the  rubble 
up  in  courses.  In  freezing  weather,  above  20°.  hot  brine 
(5  lbs.  salt  to  1  bbl.  of  water)  and  heated  sand  were  used 
for  the  mortar.  Salt  and  sand  were  sprinkled  over  the 
fresh  mortar  at  night.  In  the  spring  the  mortar  laid  in 
freezing  weather  could  be  scaled  oft  1-16  to  1-8  in.  deep, 
but  under  this  it  was  hard.  In  laying  the  foundation  it 
was  found  that  springs  of  water  would  wash  the  cement 
out  of  the  concrete,  so  it  proved  better  to  lay  beds  of  rub- 
ble made  of  small  stones.  The  water  could  be  led  around 
the  rubble  and  nursed  from  place  to  place  till  finally  a 
small  well,  2  ft.  in  diameter  and  1  to  2  ft  deep,  would 
be  formed  where  the  water  boiled  up.  When  the  mortar 
about  each  little  well  had  set,  the  water  was  bailed  out, 
the  well  quickly  filled  with  dry  mortar,  a  bed  of  stiff  wet 
mortar  laid  on  top  and  covered  with  a  large  rubble  stone. 
When  the  water  was  turned  in  behind  this  dam  there  were 
no  leaks.  This  was  in  a  large  measure  due  to  the  use  of 
rich  mortar  and  careful  work.     No  cracks  developed. 

Cost   of  Dams   and   Looks,   Black   Warrior   River. — 

Mr.  R.  C.  McCalla  gives  the  following  data  relative  to  the  cost 
of  building  masonry  locks  and  dams  on  the  Black  Warrior 
River,  Alabama.  The  work  was  done  by  hired  labor  for 
the  Government,  in  1888  to  1895.  The  fitone  is  a  sandstone 
quarried  near  the  locks  along  the  banks  of  the  river  and 
in  the  river  bed.  The  stone  for  Lock  and  Dam  No.  3  was 
quarried  in  a  reef  just  above  falls  7  ft.  high.  The  quarry 
covered  two  acres,  and  was  operated  to  a  depth  of  12  to 
18  ft.  during  low  water,  requiring  only  two  3-in.  Pulsome- 
ter  pumps  to  keep  it  drained. 

The  face  stone  of  locks  Nos.  1,  2  and  3  were  set  in  1  :  3 
Portland  mortar  (cement  measured  loose);  the  backing 
was  partly  set  in  mortar  and  partly  in  1:3:5  concrete. 
Stiff-leg  derricks  were  used  to  set  the  stones. 

In  October,  1891,  200  cu.  yds.  of  backing  and  600  cu.  yds. 
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of  dimension  stone  were  quarried  for  Lock  No.  2,  Black 
Warrior  River,  Tuskaloosa,  Ala.  The  stone  was  a  fine 
quality  of  blue  sandstone  quarried  from  the  bed  of  the 
river  at  the  falls,  after  diverting  the  water.  The  cost  of 
quarrying  these  800  cu.  yds.  was  $1,598,  or  about  $1  per 
cu.  yd.  for  the  backing  and  $2.33  per  cu.  yd.  for  the  dimen- 
sion stone.  In  this  month  434  cu.  yds.  of  dimension  stone 
were  cut  by  stone  cutters  at  a  cost  of  $6.83  per  cu.  yd. 
The  masonry  wall  is  390i^  ft  long,  8  to  14  ft.  wide,  and 
34  ft.  high,  built  in  courses  of  ashlar  18  to  24  ins.  thick, 
and  about  50  per  cent,  cut  stone.  In  October  two  gangs  of 
masons,  using  two  derricks,  laid  1,563  cu.  yds.  of  first-class 
masonry  at  a  total  cost  of  92^^  cts.  per  cu.  yd.,  in<;luding 
the  cost  of  screening  sand,  mixing  mortar,  operating  steam 
hoists,  unloading  material  at  the  wall  and  converting  them 
into  masonry.     The  itemized  cost  of  the  mason  work  was: 

Foreman,  1  mo $90.00 

Masons,  202  days  of  8  hrs.,  at  $2.80 565.60 

Laborers,  35^  days  of  8  hrs.,  at  $1.20 42.15 

Laborers,  270y2  days  of  8  hrs.,  at  $1.00 270  50 

Laborers,  369%  days  of  8  hrs.,  at  $0.80 295.70 

Laborers,  146%  days  of  8  hrs.,  at  $0.60 88.05 

Boys,  831/4   days  of  8  hrs.,  at  $0.40 33.30 

Wages  paid  in  board   42.00 

Fuel   for  hoists    18.49 

Total,  at  921^.  cts.  per  cu.  yd $1,445.79 

.     It  will  be  noted  that  the  wages  of  laborers  were  very 
low.     Doubtless  the  men  were  negroes. 

On  the  south  wall  of  Lock  No.  2,  Black  Warrior  River, 
during  Aug.,  1892,  two  gangs  of  masons,  three  masons  to 
the  gang,  with  helpers,  laid  and  pointed  2,370  cu.  yds.. 
about  40%  of  which  was  dry  rubble  wall,  the  rest  being 
fist-class  masonry  in  Portland  cement  mortar.  This  is  16 
cu.  yds.  per  mason  per  8-hr.  day.  The  following  includes 
the  cost  of  screening  sand,  mixing  mortar,  unloading  ma- 
terials at  the  wall,  operating  steam  hoists,  fuel  for  same, 
laying  and  pointing  the  masonry: 
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VOraman,  1  mo $100.00 

Masons,  14'r^  days,  at  $8.50 516.26 

Laborers,  27>i^  days,  at  $1.50 41.25 

Laborers,  108  days,  at  $1  25 136.00 

lAborers,  510^  day8,at$1.00 610.50 

Laborers,  216  days,  at  $0.80 172.80 

Laborers,  186)^  days,  at  $0.75 139.88 

Laborers,  103  days,  at  $0.55 68.85 

Boys,  87X  days,  at  $0.50 43.88 

Wages  paid  in  board 100.00 

fuel 22.75 

Total,  at  77.6  cts.  per  cu.  yd $1,838.96 

Cost  of  2Etook-fiU  Dams. — The  three  dams  on  the 
Black  Warrior  River,  built  by  hired  labor,  were  of  the 
rock-fill  type  without  mortar  or  core-walls.  The  down 
stream  face  is  composed  of  large  roughly  dressed  stones, 
laid  in  steps  and  dowelled  together.  A  timber  crib  is  built 
into  the  upper  face  of  the  dam  and  sheathed  with  6  x  12- 
in.  plank.  The  dams  were  built  during  low  water,  without 
cofferdamming.  Floating  and  stationary  derricks  were 
used.  Sandstone  for  dams  Nos.  1  and  2  was  delivered  by 
barge,  and  for  No.  3  by  rail,  a  track  being  laid  on  stone- 
filled  cribs  along  the  toe  of  the  dam.  The  cost  of  this 
work  is  given  in  the  table  on  page  234. 

^Crlb  No.  l.-s    ^Crib  No.  2.-^    ^Crlb  No.  3.-^ 

Lumber  and 

Iron Ft.B.M.    34,453    $13.65    33,109    $12.G8    33,109    $14.16 

Carpenter 

work Pt.B.M.    34,453         6.94    33,109         6  83    33.109       12.62 

Wlingrock    Cu.Yds.      1,640        0.35      1,105        0.24      1,090        0.46 

Total....  $1,277     $909       $1,390 

Note:— Crib  No.  1  Is  29  It.  10  Ins.  high,  11  ft.  8  Ins.  wide,  and  90  ft. 
tong;  Cribs  Nos.  2  and  8  are  28  ft.  8  ins.  high,  11  It.  6  ins.  wide,  aiid 
•w  ft.  long.  The  cribs  are  of  6  x  8  in.  yellow  pine  with  cross-pieces  at 
totenrals  of  5  ft.,  drift-bolted  together,  and  filled  with  one-man  stone. 

Coit  of  Ifimestone  and  Sandstone  Slope- Walls. — The 

following  ia  an  abstract  of  one  of  my  articles  appearing  in 
Engineering  News,  June  11,  1903: 

A  slope-wall  is  practically  a  stone  block  pavement  laid 
•pon  a  sloping  face  of  earth  to  protect  it  from  erosion. 
\^  "wash"  o£  passing  boats  in  canals  makes  necessary 
•me  such  protection  of  the  earth  in  certain  places.  The 
[Wting  of  waves  upon  the  sides  of  a  reservoir  or  small 
|tee  acts  in  a  similar  manner,  and  a  slope- wall  is  usually 

)vided   to  resist  the  erosion.     The    concave    side  ol  z» 
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river  bank  is  occasionally  protected  by  slope-walllng,  with 
perhaps  a  line  of  piling  at  the  toe  of  the  wall. 

A  dry  slope-wall,  It  will  be  seen,  is  an  engineering  struc- 
ture often  used,  although  very  little  exists  in  print  as  to  its 
design  or  cost.  Since  the  forces  acting  upon  a  slope-wall 
are  not  readily  measurable,,  the  design  is  an  art,  and  not 
a  science.  Recorded  experience  of  others,  personal  expe- 
rience of  the  designer  and  common  sense  should  govern  the 
design. 

The  oldest  Blope-walls  on  the  Erie  Canal  were  made  of 
cobblestones  rammed  solidly  into  the  bank,  and  placed  so 
that  the  stones  touched  one  another.  Cobbles  for  this  pur- 
pose were  gathered  from  fields  or  creek  beds,  and  ranged 
in  diameter  from  4  ins.  to  12  ins.,  the  average  being  about 
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Fig.  9.    Face  of  a  Good 
Second-class  Slope  Wall. 


SIM.NKIMB. 

Fig.  8.    Cross-section  of  Slope  Wall. 
6  or  8  ins.     These  cobble  slope-walls  while  not  as  hand- 
some as  those  made  of  dressed  quarry  stone  were  in  fact 
more  durable,  for  the  shales  and  limestone  ledges  along 
the  route  of  the  EJrle  Canal  furnish  stone  more  or  less  sub- 
ject to  weathering.    Cobbles,  or  "hardheads,'*  on  the  con- 
trary, are  often  granitic  and  always  tough. 
Slope- walls  made  of  quarry  stone  are  built  as  sbown  in 
^gs.  8  and  9.    The  stones  are  split  with  wedges  or  plug 
*nd  feathered,  then  roughly  dressed  with  a  hammer,  and 
[placed  in  the  wall  on  edge,  just  as  brick  or  stone  block  are 
placed  in  a  street  payement    The  longest  dimension  of  the 
{•toie  is  laid  parallel  with  the  axis  of  the  canal  or  river. 
]M  some  of  the  earlier  walls,  huge  slabs  of  stone  were  laid 
lUtwise  just  as  sidewalk  fiagging  is  laid,  but  such  stones 
pre  apt  to  settle  unevenly  and  tilt  up  so  that  a  passing 
or  moving  Ice  will  displace  them  entirely.    More^^^x 
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it  is  practically  impossible  to  bed  very  large  stone  proper- 
ly, since  ramming  has  no   effect.     Experience,  therefore, 
has  shown  the  necessity  of  splitting  up  slabs  into  blocks 
readily  laid  and  bedded  by  hand;    and  it  costs  no  more  in 
the  end  to  build  walls  in  this  way,  for  the  cost  of  handling 
with  a  derrick  and  cost  of  frequent  moving  of  derrick  more 
than  offset  the  cost  of  splitting  the  stone.    It  is  customary 
on  the  EJrie  Canal  always  to  provide  a  lining  of  gravel 
(Fig.  8)   back  of  the  wall.     This  lining  serves  a  twofold 
purpose:     It  makes  it  easy  for  the  workman  to  bed  jagged 
stone  properly,  and   it  further  adds  to  the   protection  of 
the  subsoil  from  wash.    Waves  beating  through  the  joints 
in  the  slope-wall  strike  this  gravel  which  is  not  easily  dis- 
placed, and  do  not  reach  the  subsoil  with  suflScient  force    ] 
to  displace  it.     It  is  the  writer's  opinion  that  this  grav^    ] 
lining  is  one  of  the  most  important  and  necessary  features    = 
of  a  well-made  slope-wall.   Crushed  stone,  of  course,  woulA-  j 
serve  equally  well  or  better,  but  usually  the  cost  is  morair^ 
than  for  gravel.   There  are  places  where  broken  stone  costfln 
less  than  gravel  and  in  such  places  it  should  be  used.  5 

On  rivers  or  reservoirs,  subject  to  wide  fluctuation  iiSCj 
water  level,  the  gravel  or  stone  lining  for  the  paving  I^Kk 
even  more  necessary;  for  there  the  surface  rain  watex*^ 
flowing  down  over  the  face  of  the  slope-wall,  will  ci 
rivulets  beneath  it  unless  proper  lining  is  provided, 
bankments  are  usually  so  designed  as  to  prevent  much  ra>1 
water  from  flowing  over  the  slope-wall  face,  as  shown 
Fig.  8,  where  the  towpath  is  seen  to  have  a  slope  ai 
from  the  canal.  In  diking  a  river  the  same  form  of 
slope  is  usually  provided  where  a  slope-wall  is  to  be  IbM.-* 
but  in  protecting  a  natural  river  bank  it  is  ofl 
impossible  entirely  to  prevent  rain  water  from  flo"^ 
ing  over  the  face  of  the  slope-wall.  Ditches  should 
dug  to  divert  the  rain  water,  which  is  then  carried  int 
pipe  culvert  through  to  the  river.  Ditches,  however, 
apt  to  fill  up  with  washed-in  earth,  so  that  in  any  even: 
substantial  lining  of  gravel  should  be  placed  back  of  " 
slope-wall,  in  order  to  guard  against  erosion  by  rain  wa? 
A  thickness  of  gravel  lining  of  from  4  to  8  ins.  will  sul! 
ordinarily  being  enough. 
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Passing  to  the  thickness  of  the  stone  slope-wall  itself, 
we  find  a  range  of  from  6  ins.  to  24  ins.  with  12  to  16  ins. 
Host  commonly  used.  The  Chemung  River,  near  Elmira, 
N.  Y.,  is  a  stream  ahout  600  ft.  wide  and  20  ft.  deep  in 
times  of  high  water.  At  one  place  on  this  river  a  slope- 
iwall  24  ins.  thick  was  built  by  the  State,  and  a  few  miles 
[away  another  had  been  built  12  ins.  thick,  both  of  a  shaley 
Imestone.  Both  walls  have  served  for  years,  except  in 
lUces  where  the  piling  at  the  toe  has  been  undermined. 
The  24-lu.  wall  was  evidently  an  extravagant  design;  and 
lot  justified  by  the  conditions,  particularly  as  the  lighter 
[mi  had  been  in  service  some  years  before  the  construc- 
|tl«i  of  the  24-in.  wall  was  begun.  Because  a  river  is  occa- 
Itfonally  a  raging  torrent  it  does  not  follow  that  the  float- 
|lig  debris  or  ice  will  displace  the  small  stones  of  a  well- 
iWd  slope-wall.  As  a  matter  of  fact,  each  stone  is  held 
Jf  the  weight  of  stones  above,  even  when  laid  on  a  IV2 
[te  1  slope,  and  a  stone  is  pried  out  of  a  slope-wall  with 
I  Wit  difficulty.  The  writer  believes  that  ordinary  brick 
[Wd  dry  as  a  slope-wall  pavement  will  protect  a  river  em- 
jknkment  perfectly,  provided  the  subsoil  does  not  become 
taermined.  In  slope-wall  masonry,  on  river  embank- 
[iwrts  subject  to  blows  of  ice  and  logs,  a  thickness  of  8 
10  Ins.  seems  an  advisable  minimum,  for  some  erosion 
settlement  of  the  subsoil  or  lining  must  be  provided 
On  reservoirs  or  canals  a  less  thickness  may  be  used 
blows  from  boats  are  not  frequent.  But  as  above 
12  ins.  is  very  often  specified,  and  as  will  be  seen 
f»  it  is  not  an  extravagant  depth.  Having  fixed  upon 
depth  of  stone  to  be  used  in  the  wall,  the  thickness 
rise)  and  length  remain  to  be  determined.  A  minimum 
less  of  4  ins.  is  usually  specified.  As  a  matter  of  fact, 
^t  for  appearance  sake,  thickness  is  not  an  important 
An  engineer  who  is  fond  of  seeing  coursed  ma- 
will  often  require  that  the  slope-wall  be  laid  in 
of  a  specified  minimum  and  maximum  thickness, 
[ttgts  money  to  dress  the  stone  to  lay  in  such  courses, 
lor  appearance  sake,  near  a  highway,  such  expense 
be  justified.  Ordinarily  it  is  not  justifiable.  Slope- 
are  built  for  protection,  not  for  beauty. 
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If  any  definite  minimum  thickness  of  conraes  is  si)e'cifled, 
it  should  be  governed  by  the  stratified  thickness  of  stone 
in  the  nearest  quarry.  If  the  quarry  is  thick-bedded  lime- 
stone, then  it  is  safe  to  omit  any  minimum  thickness  re- 
quirement; for  to  split  into  thin  slabs  with  plug  and 
feathers  is  expensive,  and  the  contractor  will  surely  not 
split  the  stone  thinner  than  the  maximum  thickness  speci- 
fied. If  the  quarry  stone  is  thin-bedded,  as  shaley  lime- 
stone and  some  sandstones  are,  a  minimum  thickness  of 

3  or  4  ins.  may  be  named.  A  maximum  thickness  of  10 
or  12  ins.  is  a  reasonable  requirement.  A  minimum  length 
of  12  ins.  is  often  specified,  and  is  not  unreasonable,  tor 
slabs  are  readily  broken  with  a  hammer  to  almost  any  de- 
sired length.  There  is  no  objection  to  stones  up  to  24  ins. 
in  length. 

Slope-wall  paving  is  "laid  to  break  joint,"  as  shown  in 
Fig.  9,  and  it  is  well  so  to  lay  it,  because  if  the  toe  is 
washed  out,  this  breaking  of  joint  enables  the  wall  above 
to  span  the  space,  and  so  prevents  rapid  crumbling  away 
of  the  wall.  However,  specifications  are  often  drawn  with. 
absurd  refinement  as  to  this  bonding;  the  least  admissible 
number  of  inches  of  bond  is  named,  and  altogether  the 
wall  is  treated  as  if  it  were  to  be  a  bridge  pier,  or  arch, 
other  necessarily  strong  structure.  To  require  that  th' 
stones  shall  be  laid  so  as  to  beak  joint  is  a  sufficient  r 
quirement  for  slope-wall  work. 

We  come  now  to  the  feature  of  the  specifications  t 
makes  a  wall  cost  little  or  much — ^the  allowable  maxim 
width  of   bed    and    end    joints.     Specifications    someti 
name  l^-in.  joints  to  the  full  depth  of  each  stone.    S 
work  as  we  shall  see  costs  twice  as  much  as  under 
more  reasonable  requirement  of  1%-in.  joints,  carried 

4  ins.  from  the  face  beyond  which  the  stone  may  fall  a 
to  a  wedge  shape.     To  call  for  joints  of  less  than  1^^ 
is  justifiable  only  where  well  coursed  slope-walling  is 
sired   for  appearance  sake.     Wall   with   1%-in.   maxiir 
joints  serves  the  purpose  of  protection  from  erosion, 
any  expense  incurred  in  better  dressing    is    merely  ' 
looks." 

In  laying  a  slope-wall,  "frames"  or  "profiles"  e)iQul4 


or  without  Buch  guides  he  will  surely  lay  a  wall 
imps  and  hollowe.  (See  page  5  for  ilnta  on  atint 
1  slope- walls.)  Another  point  In  practical  laying  is 
to  incline  each  stone  lightly  uphill.  Do  not  try  to 
lactlr  at  rigM  angles  to  the  surface  of  the  ground, 


,  raideavor  to  do  this  results  in  a  wall  like  that  in 
1,  where  the  atone  are  in  steps. 

ftcHie  arc  split  with  plug  and  feathers  and  hammers 
I  quarry,  hauled  by  wagons  and  dumped  at  the  top 

embanhment.  as  in  Fig.  10,    Laborers  then  throw  the 

down  to  the  slope-wall  masons,  who  roughly  scabble 
V  them,  Qlling  in  the  chinlts  bach  of  the  face  with 

ind  gravel  lining.  An  intelligent  laborer  can  soon 
to  lay  common  slope-wall,  but  skilled  slope-wall  ma- 
(f  available,  uaually  lay  a  better-appearing  wait  at 
ML  Sharp-pointed  stones  like  A,  Fig.  12,  should  or- 
ly  Dot  be  allowed;  but  stones  like  B.  that  are  rougtily 
d,  3  to  4  Ins.  back  of  the  face,  and  then  tall  awaj 
to  leave  a  wide  end  joint  as  shown,  are  not  objectlon- 
mrided  tbesQ  joints  are  filled  with  epalle  imd  gnvA. 


Before  passing  to  a  cocslderaLlon  of  coats,  a  worit  sbauld 
bo  given  as  to  protecting  the  toe  or  foot  of  the  wall.  In 
canal  work  it  is  customary  to  lay  a  12  x  12-in.  toe-tliiiber 
or  stick,  as  shown  In  Pig.  10.  Since  timber  continually  sub- 
mergej  does  not  rot.  End  since  frozen  timher  in  the  win- 
ter when  canals  are  closed  does  not  rot  either,  this  design 
Is  not  objectioaahle  for  c  ana  la.  However,  the  writer 
qnestions  the  necessity  of  using  a  toe  stick  at  all  under  or- 
dinary conditions  In  canal  work.  In  river  work,  a  to« 
stick  resting  against  piles  driven  5  fl.  c.  to  c..  is  often  used. 
In  some  cases  the  toe  stick  is  done  away  with  entirely  and 
8  line  of  ciose-driven  piles  auhstituted,  Tvhich  Is  a  very  ex- 
pensive solution  of  the  problem  and  not  altogether  satis- 
factory. Piling  oa  the  concave  bank  of  a  river  seems  to 
hasten  rather  than  retard  undermining.  A  brush  mattress 
Is  a  better  toe  protection  under  such  conditions,  and  heavy 
rip-rap  is  still  better  where  the  brush  la  alternately  wet 

The  following  are  actual  co-ita  of  work  done  by  the  writer: 
The  quarry  required  very  little  stripping,  and  was  located 
on  a  side  hill.  214  miies  from  the  work.     The  stt: 
thin  bedded  limestone,  rather  shaley,  and  was  barred  and 
wedged  out  with  the  use  of  little  or  no  powder.    There  yi 
■very  little  plug  and  feathering  as  the  stone  split  readily-  i 
under  the  hammer.    Common  labor  was  employed,  the  only  j 
skilled  man  being  the  foreman,  who  worked  wilh  the  n 

140  wagon  loads  of  stone,  each  load  measuring  2  eu.  yds.'^ 
corded  upon  the  wagon,  and  1,55  en.  yds.  laid  in  the  slope-' J 
wall,  making  a  total  of  320  cu.  yds.  in  the  wall,  were  guar 
ried  and  loaded  by  five  men  (including  the  foreman)  in  2 
working  days  of  10  hours  each,  or  at  the  rate  of  2.2  c 
yds,  cf  slope-wall  quarried  per  man  per  day.  Laborers  n 
ceived  11.50  a  day  and  foreman  $2. BO,  so  the  wages  ave 
$1.70,  which,  divided  by  2.2,  makes  the  cost  nearly  S 
per  cu.  yd.  for  quarrying  and  loading  the  stone, 
driver  helped  load  and  imload  his  wagoo.  and  hauled  j 
to  B  loads  a  day.  A  team  and  driver  received  70  cts.  I 
load  for  hauling  (5  miles  round  trip)  over  a  good  hal] 
gravel  road  with  no  upgrades;  so  the  cost  of  hanling  n 
aljmit  45  cts.  per  cu.  yd.  of  slope-wall,  making  a  t 


Ired  15  mins.  to  load  a  wagon  with  2  cu.  yds.  meas- 
i  the  wagon,  or  1.55  cu.  yds.  in  the  slope-wall.  The 
alone  would  unload  his  wagon  at  the  dump  in  7 
t>y  simply  rolling  the  stone  off. 
team  traveled  at  a  speed  of  2^  miles  an  hour,  or 
a  minute,  at  a  walk,  and  generally  trotted  part  of 
r  back  to  make  up  for  lost  time  at  both  ends.  With 
;  haul,  or  over  soft  roads  trotting  would  have  been 
the  question;  and  over  very  soft  earth  roads  with 
oal  steep  pulls  a  load  half  as  great  as  the  above  is 
zimum. 

lother  similar  contract  750  cu.  yds.  of  slope- wall  were 
d  at  a  cost  of  $1.10  per  cu.  yd.,  the  stone  being  a 
or  fihaley  limestone,  quarried  by  laborers  at  $1.50 
r  of  10  hours.  The  haul  was  1%  miles  from  quarry 
and  6  trips  a  day  were  made  by  each  team,  hauling 
yds.  each  trip  as  measured  in  the  wall,  at  a  cost 
its.  per  cu.  yd.  for  hauling.  This  stone,  therefore, 
.45  per  cu.  yd.  delivered. 

lying  750  cu.  yds.  of  "second-class"  slope-wall,  12 
Ick,  Joints  1%  ins.  as  a  maximum,  stone  allowed  to 
ly  4  1ns.  back  of  face,  not  laid  in  courses,  but  an 
St  wall  in  appearance  and  in  reality,  the  cost  was 
jwb:  The  first  few  days,  using  new  hands,  intelli- 
borers,  each  man  laid  2%  cu.  yds.  at  a  cost  of  60  cts. 
a,  wages  being  $1.50  per  10-hour  day.  Later  these 
Sdily  averaged  3  cu.  yds.  yer  day.  Some  skilled 
nil  layers  were  imported  and  received  $2.50  per  10- 
ly.  These  men  readily  laid  5  cu.  yds.  each  day,  one 
to  every  four  slope-wall  layers  acting  as  a  helper 
mt  stone.  Thus  600  cu.  yds.  of  slope-wall  were  laid 
layerHlasns  and  35  helper-days,  half  of  the  layers  be- 
lled men,  and  half  common  laborers.     There  iraa 
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no  foreman  in  constant  attendance,  as  each  man*s  worl 
between  the  frames  was  easily  measured  up,  and  his  dail; 
progress  thus  known.  A  portion  of  the  work  was  suble 
at  50  cts.  per  cu.  yd.  to  two  of  the  skilled  slope-wall  mason 
who  had  each  been  averaging  5  cu.  yds.  a  day.  From  tha 
time  on  each  averaged  7V2  cu.  yds.  of  wall  daily!  Skille 
men  like  these  under  subcontract  will  lay  10  or  even  1 
cu.  yds.  of  a  sjomewhat  rougher  slope-wall  in  10  houn 
On  another  contract  where  the  wall  was  16  ins.  thick,  < 
masons  at  $2.50  and  4  laborers  at  $1.50  averaged  60  cu.  yda 
of  fair  slope-wall  per  10-hour  day.  Work  was  scarce,  ani 
one  of  the  masons  was  the  subcontractor  himself,  and  re 
ceived  30  cts.  per  cu.  yd.  Assuming  50  €ts.  per  cu.  yd.  a 
a  fair  average  cost  for  laying  good  "second-class"  slope 
wall  and  $1.25  to  $1.50  for  cost  of  stone  delivered,  we  hav) 
a  total  cost  of  $1.75  to  $2.00  per  cu.  yd.  in  place. 

The  average  contract  price  for  slope-wall  on  the  Erii 
Canal  deei>ening  in  1896-7  was  $2.50  per  cu.  yd.,  wages  be- 
ing as  above  given.  Slope-wall  laid  in  courses,  with  clow 
joints  the  full  depth  of  the  wall,  no  course  less  than  I 
ins.  thick — a  sand-papered  job — was  let  for  $4.50  per  cu.  ydj 
under  conditions  where  $2.50  was  a  fair  price  for  good  o^^ 
dlnary  slope-wall.  The  actual  cost  was  not  far  below  thf 
contract  price  for  stone  plug  and  feathered  to  size  coi 
delivered  $2.50  per  cu.  yd.,  and  laying  cost  $1.25  per  cu. 
Gravel  lining  in  both  cases  was  paid  for  separately, 
contract  price  along  the  Erie  Canal  averaging  90  cts. 
cu.  yd.  of  lining  in  place.  The  actual  cost  of  this  linii 
is  of  course  figured  as  for  any  earthwork,  an  allowance 
ing  made  for  spreading  it  on  the  face  of  the  embankm( 
after  dumping  it.  To  spread  it  most  expeditiously  it 
pay  to  make  a  wooden  chute  into  which  the  gravel 
shoveled  from  the  wagons,  a  shoveler  helping  the  driver 
unload.  Two  men  will  unload  1  cu.  yd.  in  this  way  in 
minutes,  if  they  work  as  they  should.  The  driver  then 
a  rest  on  his  return  trip,  at  the  end  of  which  it  is  well 
provide  an  extra  wagon,  which  has  been  loaded  during 
absence.  It  takes  only  IM;  mins.  to  change  the  team  frtl- 
the  empty  to  the  loaded  wagon.  Since  1  to  1^  cu.  yd8.j 
gravel  cpuQtitut^  a  load,  since  team?  travel  320  ft  per  arf^'j. 
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and  since  a  laborer  can  load  18  cu.  yds.  of  gravel  in  10 
hrs.,  we  have  all  the  factors  necessary  to  compute  the 
cost  of  hauling  and  unloading.  There  is  very  little  work 
in  spreading  the  gravel  where  a  chute  is  used,  2  to  5  cts. 
per  cu.  yd.  covering  this  item. 

If  good  thiurbedded  sandstone  or  limestone  is  not 
available,  it  may  be  necessary  to  plug  and  feather  the 
stone  to  sizes  specified,  and  this  cost  may  be  estimated  by 
data  on  page  203. 

Cost  of  a  Granite  Slope-Wall. — ^The  cost  of  a  granite 
dope-wall  greatly  exceeds  the  cost  of  slope-walls  of  strati- 
fied rock  such  as  are  described  in  the  preceding  paragraphs, 
if  any  attempt  is  made  to  square  the  granite  slope- wall 
stones,  for  rubble  granite  stones  must  be  plug  and  feath- 
ered en  all  faces  to  square  them  up.  Even  where  the  speci- 
fications are  lenient,  if  an  attempt  is  made  to  secure  a 
Sranite  slope-wall  with  a  smooth  face,  but  without  close 
Joints,  the  cost  of  plugging  off  the  facc3  of  stone  before 
hying,  and  the  cost  of  reducing  them  to  a  size  not  greater 
tlian  the  thickness  of  the  wall  (12  to  18  ins.)  is  not  a 
mall  item.  If  granite  boulders,  or  granite  rubble  stones 
from  a  quarry,  are  to  be  used,  first  estimate  roughly  the 
trerage  size  of  each  stone,  then  estimate  the  number  of 
^•hig-holes  necessary  to  split  it  into  slope-wall  stones.  Use 
file  data  on  page  203  for  estimating  the  cost  of  this  plug 
faad  feather  work. 
On.  one  job  of  granite  slope-wall  work,  3  masons  splitting 
Id  boulders  with  plugs,  and  10  laborers  laying  a  wall 
[18  ins.  thick,  averaged  14  cu.  yds.  per  day  of  10  hrs.  for 
[,  or  $1.70  per  cu.  yd.  for  splitting  and  laying  the  stones. 
io  attempt  was  made  to  secure  close  joints  or  to  lay  the 
me  in  courses.  Stones  were  frequently  laid  flatwise  and 
Ided  in  spawls;  and  spawls  were  used  liberally  between 
its.  The  masons  were  rapid  workers,  but  the  laborers 
a  slow  lot  of  men. 

Oast  of  Laying  a  Limestone  Slope-Wall. — Mr.  W.  B. 

ler  in  Trans.  Am.  Soc.  C.E.,Vol.43, 1900,  p.  303,  says:  "The 
iTlng  of  the  apper  sides  of  the  sedimentation  basin  (Al- 
ly, N.  Y.)  is  of  blue  limestone  blocks,  10  to  15  ins.  deep, 
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S  to  20  ins.  wide,  and  15  to  36  ins.  long.  Two  masons  and 
one  helper  together  would  lay  about  16  sq.  yds.  per  day^ 
and  the  labor  cost  of  laying  the  stone  and  gravel,  including 
the  teaming  of  the  material  about  800  ft.,  was  72  cts.  per 
sq.  yd." 

The  specifications  called  for  a  slope-wall  10  ins.  thick 
laid  on  a  gravel  lining  24  ins.  thick. 

Cost  of  Excavating  Masonry. — The  masonry  abutments 
of  an  old  bridge  were  removed  to  make  way  for  a  new 
arch  bridge.  A  hand-power  derrick  was  used,  and  the  ma- 
terial was  piled  near  the  derrick.  The  cost  of  excavating 
this  masonry  was  50  cts.  per  cu.  yd.,  wages  being  15  cts, 
per  hr.  In  another  similar  case  the  cost  was  75  cts.  pei 
cu.  yd.  The  average  contract  price  for  such  work  on  the 
Erie  Canal,  in  1896,  was  80  ctS.  per  cu.  yd.,  wages  being 
121/^  cts.  per  hr. 

Mr.  C.  R.  Neher,  M.  Am.  Soc.  C.  E.,  informs  me  tha^ 
the  cost  of  excavating  3,140  cu.  yds.  of  old  railway  bridge 
piers,  and  depositing  the  material  in  the  river  bed,  was 
38  cts.  per  cu.  yd.,  not  including  the  cost  of  scaffolding. 

Cost  of  Pointing  Old  Bridge  Masonry. — Cleaning  anc 
pointing  old  masonry,  using  Alpha  cement  at  $2.40  pei 
bbl.,  masons  wages  being  $2  and  helpers  $1.60  per  day,  cosi 
as  follows: 

Small  jobs;  no  staging:  Cts.  per  sq.  ft 

Cement    0.26 

Labor   0.74 

Total  per  sq.  ft 1.00 

This  is  equivalent  to  9  cts.  per  sq.  yd. 

Large  jobs;     staging  used:  Cts.  per  sq.  ft 

Cement    0.27 

Labor 1.87 

Total  per  sq.  ft 2.14 

This  is  equivalent  to  19  cts.  per  sq.  yd. 
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Coft  of  liinine  Tunnels. — Drinker  gives  the  following 
data  on  the  lining  of  Carr's  Tunnel  (825  ft.)  on  the  Penn- 
sylvania R.  R.  in  1868-1869.  Brickwork:  609,000  brick  in 
the  arch  (5%  hroken  and  lost);  10.44  bushels  of 
neat  cement  (no  sand  used  in  the  mortar)  laid  1,000  bricks, 
the  mortar  forming  30%  of  the  brick  masonry;  the 
arch  was  25  ft  thick,  24%-ft.  span  and  9-ft.  rise: 

Cost  per  M. 

Bricks  f.  o.  b $8.80 

Loss  in  handling  0.51 

Unloading  and  delivering   1.92 

Laying   5.84 

Cement   5.10 

Total  $22.17 

Bricklayers  received  40  cts.  per  hr.;  helpers,  17%  cts. 
per  hr.;  carpenters,  27i/l>  cts.  per  hr.;  laborers,  17  cts. 
per  hr. 

Stonework:  1,730  perches  (25  cu.  ft.)  of  rough  masonry 
for  side  walls,  presumably  sandstone;  187  perches  of  ring 
stone;  25  perches  wasted  in  dressing.  The  bench  walls 
were  4  ft.  wide  at  the  bottom,  3  ft.  at  the  top  and  13  ft. 
high: 

Cost  per  perch. 

Quarrying  (1,730  perches) $4.80 

Cutting    (1,730  perches)    4.36 

Hauling  (1,942  perches)    1.06 

Handling  and  laying  (1,917  perches)    2.80 

Cement,  1.65  bu.  per  perch  (8  1-6%  of  the  masonry)     0.81 

Total  $13.83 

Stone  cutters  and  masons  received  35  cts.  per  hr.;  quar- 
rymen,  17^^  cts.;  laborers,  17  cts.  The  stone  side  walls 
were  laid  in  8  courses  averaging  2  ft.  thick  each;  hence 
there  were  52,800  sq.  ft.  of  beds  cut;  and  estimating  each 
stone  3  ft.  long  and  dressed  for  1^  ft.  back  of  the  face 
on  joints,  there  were  14,300  sq.  ft.  of  joints;  making  a 
total   of  67,100  sq.  ft.  of  cutting  which  cost  11.2  cts.  per 
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sq.  ft.     This  is  said  to  have  been  too  high  a  cost,  if  the 
measurements  were  correct. 

Arch  centering  cost  $1,400,  to  which  was  added  $600  for 
moving  the  centering  forward  from  time  to  time;  mak- 
ing $2.40  per  lin.  ft.  of  tunnel,  to  which  must  be  added  $0.70 
per  ft  for  scaffolding. 

In  Engineering  News,  Ckjt  25,  1894,  is  given  an  alratract 
of  a  paper  read  before  the  Montana  Society  of  O.  B/s,  by 
Mr.  H.  O.  Relf,  on  the  lining  of  the  MuUan  Tunnel  on 
the  Northern  Pacific  Ry.  with  masonry  to  replace  tim^r. 
The  tunnel  is  3,850  ft.  long,  20  miles  west  of  Helena.  B^ls 
of  rock  and  fires  in  the  tunnel  had  caused  numerous  de- 
lays. The  original  timbering  consisted  of  sets  4  ft  c.  to  c. 
of  12  X  12-in.  timbers,  with  4-in'.  lagging.  The  size  was 
16  X  20  ft  in  the  clear. 

Concrete  side  walls  (30-in.)  and  four-ring  brick  arch 
were  built  in  place  of  the  old  timbering.  A  7-ft  section 
was  first  prepared  by  removing  one  post  and  supporting 
the  arch  by  struts.  Two  temporary  posts  were  set  up  and 
fastened  by  hook  bolts;  and  a  lagging  was  placed  hack 
of  them  to  make  forms  to  hold  the  concrete.  Several  of 
these  7-ft.  sections  were  prepared  at  a  time,  each  two  be- 
ing separated  by  a  5-ft.  section  of  the  old  timbering.  The 
mortar  car  delivered  Portland  cement  mortar  (1  to  3) 
through  a  chute,  making  an  8-in.  layer  of  mortar  into  which 
broken  stone  was  shoveled  until  all  the  mortar  was  taken 
up  by  the  stone  voids.  In  10  to  14  days  the  walls  were 
hard  enough  to  support  the  arches  which  were  then  al- 
lowed to  rest  on  the  walls,  and  the  posts  of  the  remaining 
5-ft.  sections  were  removed,  and  concrete  placed  as  be- 
fore. About  4  parts  of  mortar  were  used  to  5  parts  of 
broken  stone,  which  is  a  very  rich  concrete.  The  average 
progress  per  working  day  was  30  ft.  of  side  wall,  or  45 
cu.  yds.;  and  the  average  cost,  including  removal  of  old 
timber,  train  service,  engineering,  superintendence  and  in- 
terest on  plant,  was  $8  per  cu.  yd.  of  concrete  wall.  From 
3  to  9  ft.  of  brick  arch  was  put  in  at  a  time,  depending' 
upon  the  nature  of  the  ground.  To  remove  the  old  timbe 
arch  one  of  the  segments  was  partly  sawed  through,  ana 
a  smaU  charge  of  dynamite  exploded  in  it;      the  debris] 
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being  caught  on  a  platform  car,  fronn  whi<;h  it  was  re- 
moved to  another  car  and  conveyed  away.  The  center  W€W 
then  placed,  and  the  cement  car  used  to  mix  mortar  on. 
Brick  were  2^  x  4%  x  9  ins.,  four  ringings,  making  a  20-in. 
arch  and  giving  1.62  cu.  yds.  per  lin.  ft.  of  tunnel.  The 
bricks  were  laid  in  rowlock  bond.  Two  gangs  of  3  brick- 
layers and  6  helpers  each,  laid  12  lin.  ft,  or  19.4  cu.  yds., 
of  brick  arch  per  day.  The  brick  work  cost  $17  per  cu.  yd., 
making  the  total  cost  of  tunnel  lining  $50  per  lin.  ft.  The 
work  was  still  in  progress  at  the  time  of  writing. 
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COST  OF  CONCRETE  CONSTRUCTION  OF  ALL  KINDS 

Deflaltloni.— Coiicrefe  Is  an  artificial  atone  made  b7  mix 
Ing  teraent  mortar  with  gravel  or  broken  stone.  The  pro 
porliona  of  cement,  sand  and  stone  are  generally  eApresaei 
In  parts  by  measure  (occasionally  by  weight).  A  1:2; 
(one,  two,  five)  concrete  means  1  part  cement  to  2  part 
sand  to  5  parts  stone.  A  1:3:6  concrete  is  made  of  1  pa.i 
cement,  3  parts  sand  and  6  parts  stone  (or  grave!).  Wle 
both  stone  and  gravel  are  used,  the  concrete  may  be  dealt 
nated  thus.  1:3:2:4.  which  means  1  part  cement,  3  pari 
sand,  2  parts  gravel  and  4  parts  stone. 

Di-y  Convi'ete  Is  a  term  used  to  designate  a.  mixture  con 
talning  so  small  a  percentage  of  water  that  very  hard  ram 
mlng  la  required  to  flush  the  water  to  the  surface. 

Wet  Concrete  contains  so  much  water  as  to  require  llttJe 
or  no  ramming.  "Sloppy  concrete"  Is  concrete  so  wet  ttrnt 
It  win  run  down  a  sligtitly  inclined  trough. 

Natural  cement  is  a  term  applied  to  the  cheap  brands  o' 
hydratillc  cement  inadp  by  calcining  and  grinding  a  lirae=ton» 
containing  naturally  enough  clayey  matter  to  make  a  cc' 
ment  that  will  harden  under  water.  A  few  yeara  ago  II 
was  common  practice  to  give  to  all  natural  cements  (it, 
name  Rosendale  cement,  for  it  was  at  Rosendale,  N.  V , 
that  the  first  natural  cement  was  made  in  this  country. 

I'ortlaiid  rrmiiit  is  a  term  applied  to  a  cement  made  W,. 
calcining  and  grinding  a  mixture  of  about  1  part  clay  tt 
1  parts  limestone,  the  temperature  being  so  high  that  the 
clay  combines  chemically  with  the  lime,  leaving  little  or  no 
Quicklime. 

i'lap  rrmrut  is  a  cement  made  by  mixing  powdered  slaked 
limn  and  piiU-erized  blast-furnace  slag.  It  will  harde^ 
under  water. 

Itnllflst  Ib  «  term  used  to  designate  the  broken  stone  9 
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gravel  used  in  making  concrete.  Tlie  term  aggregate  is  often 
used  instead  of  ballast.  English  writers  use  the  word 
shingle  instead  of  gravel.  The  terms  crushed  stone  and  bro- 
ken stone  are  used  indiscriminately  to  designate  stone  that 
has  been  broken  by  a  rock  crusher.  Screenings  applies  to 
the  product  of  the  crusher  that  passes  through  the  smallest 
screen  used.  The  size  of  the  smallest  hole  in  the  screen 
varies  from  %-in.  to  %-in.,  so  the  word  screenings  has  no 
definite  meaning,  although  it  can  usually  be  taken  to  apply 
to  all  stone  under  ^-in.  in  diameter. 

Crusher  run  means  all  the  crushed  stone  just  as  it  comes 
from  the  crusher,  without  separation  into  sizes,  and  general- 
ly it  includes  the  product  that  would  be  termed  screenings  if 
it  were  screened  out. 

Matrix  is  a  term  sometimes  used  instead  of  mortar,  but 
there  is  no  good  reason  for  using  the  term  at  all. 

A  hatch  of  concrete  is  the  amount  mixed  at  one  time  either 
by  a  gang  of  men  or  by  a  machine  mixer.  In  hand  mixing, 
ordinarily  one  barrel  of  cement  and  the  proper  proportions 
of  sand  and  stone  make  a  batch. 

Forms  are  the  molds  (usually  of  lumber)  that  hold  the 
concrete  in  shape  until  it  has  set  or  haraened. 

Concrete  that  is  mixed  dry  is  spread  in  layers  6  or  8  ins. 
thick  and  rammed  or  tamped  until  the  water  flushes  to  the 
surface.  Concrete  that  is  mixed  wet  is  spaded  with  a  spade- 
like tool  that  is  worked  upon  and  down  in  the  concrete  to 
remove  all  air  bubbles  particularly  near  the  forms  or  near 
any  steel  used  to  reinforce  the  concrete. 

Reinforced  conaete  is  concrete  in  which  are  embedded 
bars  or  wires  of  steel  or  iron.  It  is  often  called  concrete-steel, 
especially  by  workmen  and  contractors. 

Ruhhle  concrete  is  a  term  applied  to  concrete  in  which 
large  rubble  stones,  or  plums,  are  embedded.  Stones  from 
the  size  of  a  man's  head  to  the  size  of  a  barrel  are  thus 
used.  When  larger  stones  are  used,  and  the  concrete  be- 
comes simply  a  coarse  grained  mortar  between  them,  prob- 
ably the  term  cyclopean  masonry  is  more  correct  than  rubble 
concrete;  still  there  is  no  distinct  dividing  line. 

Voids  is  a  term  applied  to  the  spaces  between  the  grains 
of  sand,  or  to  the  spaces  between  the  fragments  of  broken 
stone.  The  voids  are  expressed  in  a  percentage  of  the  total 
volume  of  the  loose  material. 
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Theory  of  the  Quantity  of  Cement  in  Mortar  and 
Concrete. — All  sand  contains  a  large  percentage  of  voids. 
In  1  cu.  ft.  of  loose  sand  there  are  0.3  to  0.5  cu.  ft  of  voids; 
that  is,  30%  to  50%  of  the  sand  is  voids.    In  making  mortar 
the   cement   is   mixed   with   the   sand,   and   the   flour-like 
grains  of  the  cement  fit  in  between  the  grains  of  the  sand, 
occupying  a  part  or  all  of  the  voids  in  the  sand.    Accord- 
ing to  the  old  theory  (as  given  in  Trautwine's  Handbook 
and  elsewhere),  the  amount  of  cement  required  to  make  a 
given  mortar  is  calculated  as  follows:  Suppose  the  mortar 
is  to  be  1  cu.  ft  of  cement  to  2  cu.  ft  of  sand  (a  1  to  2 
mortar);  and  suppose  the  sand  contains  35%  voids,  then  2 
cu.  ft  of  sand  would  contain  2  x  0.35;  or  0.7  cu.  ft  voids. 
Now,  the  1  cu.  ft.  of  cement  would  fill  this  0.7  cu.  ft  of 
voids  in  the  sand  and  leave  an  excess  of  1  —  0.7,  or  0.3  cu. 
ft.  of  cement;  hence,  the  resulting  mortar  would  be  2  cu. 
ft.  of  sand  +  0.3  cu.  ft  of  cement  (the  excess  left  over  after 
filling  the  voids  in  the  sand),  thus  making  2.3  cu.  ft  of  mor- 
tar from  the  mixture  of  1  cu.  ft.  of  cement  with  2  cu.  ft  of 
sand.    As  above  stated,  this  simple  theory  was  commonly 
given  by  all  writers  (without  exception,  so  far  as  I  know), 
although  many  contractors  and  some  engineers  must  have 
learned   by  experience  that  the  theory    is    incorrect.    In 
Engineering  News,  Dec.  5,   1901,  I  called  public  attention 
to  the  errors  of  the  theory.    In  the  same  article  a  theory 
that  gives  much  closer  approximations  to  the  truth  was 
outlined. 

Since  a  correct  estimate  of  the  number  of  barrels  of  ce- 
ment per  cubic  yard  of  mortar  or  concrete  is  very  important, 
and  since  it  is  not  always  possible  to  make  actual  mixtures 
before  bidding,  it  seems  wise  to  give  space  to  a  discussloa 
of  the  theory  that  I  have  offered. 

When  loose-  sand  is  mixed  with  water,  its  volume  or  bulk 
is  increased;  subsequent  jarring  will  decrease  its  volume, 
but  still  leave  a  net  gain  of  about  10%;  that  is,  1  cu.  ft  of 
dry  sand  becomes  about  1.1  cu.  ft  of  damp  sand.  Not  onlf 
does  this  increase  in  the  volume  of  the  sand  occur,  but  ^^' 
stead  of  increasing  the  voids  that  can  be  filled  with  cement 
there  is  an  absolute  loss  in  the  volume  of  available  voids. 
rhis  is  due  to  the  space  occupied  by  the  water  necessary  to 
bring  the  sand  to  the  consistency  of  mortar;  furthermore, 
there  is  seldom  a  perfect  mixture  of  the  sand  and  cement 
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in  practice,  thus  reducing  the  available  voids.    It  is  safe  to 
call  this  reduction  in  available  voids  about  10%. 

When   loose,  dry  Portland  cement  is  wetted,  it  shrinks 

about  16%  in  volume,  behaving  differently  from  the  sand, 

but  it  never  shrinks  back  to  quite  as  small  a  volume  as  it 

occupies  when  packed  tightly  in  a  barrel.    Since  barrels  of 

different  brands  vary  widely  in  size,  the  careful  engineer  or 

contractor  will  test  any  brand  he  intends  using  in  large 

quantities,  in  order  to  ascertain  exactly  how  much  cement 

paste  can  be  made.    He  will  find  a  range  of  from  3.2  cu.  ft 

to  3.8  cu.  ft  per  bbl.  of  Portland  cement     Obviously  the 

larger  barrel  may  be  cheaper  though  its  price  is  higher. 

Specifications  often  state  the  number  of  cubic  feet  that  will 

be  allowed  per  barrel  in  mixing  the  concrete  ingredients, 

BO  that  any  rule  or  formula  to  be  of  practical  value  must 

contain  a  factor  to  allow  for  the  specified  size  of  the  barrel, 

and  another  factor  to  allow  for  the  actual  number  of  cubic 

leet  of  paste  that  a  barrel  will  yield — the  two  being  usually 

quite  different 

The  deduction  of  a  rational^  practical  formula  for  com- 
puting the  quantity  of  cement  required  for  a  given  mixture 
nQl  now  be  given,  based  upon  the  facts  above  outlined. 

Let  p  =  number  of  cu.  ft  cement  paste  per  bbl.,  as  deter- 
mined by  actual  test. 

n  =  number  of  cu.  ft.  of  cement  per  bbl.,  as  specified 
in  the  specifications. 

8  =  parts  of  sand  (by  volume)  to  one  part  of  cement, 
as  specified. 

g  =  parts  of  gravel  or  broken  stone  (by  volume)  to 
one  part  of  cement,  as  specified. 

V  =  percentage  of  voids  in  the  dry  sand,  as  deter- 
mined by  test. 

V  =  percentage  of  voids  in  the  gravel  or  stone,  as 
determined  by  test 

Then,  in  a  mortar  of  1  part  cement  to  s  parts  sand,  we 
have: 

n  s  =  cu.  ft  of  dry  sand  to  1  bbl.  cement. 

n  8  V  = voids  in  the  dry  sand. 

0.9  n  8  V  = available  voids  in  the  wet  sand. 

*  1.1  n  8  = wet  sand. 

p — 079nsv=' cement  paste  in  excess  of  the  voids. 
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Therefore: 
1.1  n  s  +  (  p  —  0.9  n  8  V)  =  cu.  ft  of  mortar  per  bbL 
Therefore: 

27  27 


N  = 


1.1  ns  + (p  — 0.9  ns  V)  p  +  n  s  (1.1  — 0.9  v) 


N  being  the  number  of  barrels  of  cement  per  cu.  yd.  ot 
mortar. 

When  the  mortar  is  made  so  lean  that  there  is  not 
enough  cement  paste  to  fill  the  voids  In  the  sand,  the  for- 
mula becomes 

27 

N  = 

1.1  n  s 

A  similar  line  of  reasoning  will  give  us  a  rational  for^ 
mula  for  determining  the  quantity  of  cement  In  concrete^ 
but  there  is  one  point  of  difference  between  sand  and  gra) 
(or  broken  stone),  namely,  that  the  gravel  does  not  sw( 
materially  in  volume  when  mixed  with  water.    However, 
certain  amount  of  water  is  required  to  wet  the  surface  of  tl 
pebbles,  and  this  water  reduces  the  available  voids,  that 
the  voids  that  can  be  filled  by  the  mortar.     With  this 
mind,  the  following  deduction  is  clear,  using  the  nomen^ 
clature  and  symbols  above  given: 

ng  =  cu.  ft.  of  dry  gravel  (or  stone), 
ng  V  =   "    "    "  voids  in  dry  gravel. 
0.9  ng  V  =   "    "    "  "available  voids"  in  the  wit  gravel 
p  +  n  s  (1.1  —  0.9  v)  —  0.9  ng  V  =  excess  of  mortar  over 

available  voids  in  the  wet  gravel, 
ng  +  p  +  n  s  (1.1  —  0.9  v)  —  0.9  ng  V  =  cu.  ft.  of  concrel 
from  1  bbl.  cement. 

27 

N  = 

p  +  n  s  (1.1  —  0.9  V)  +  ng  (1  —  0.9  V) 

N  being  the  number  of  barrels  of  cement  required 
make  1  cu.  yd.  of  concrete. 
This  formula  is  rational   and   perfectly  general.     01 
^erimenters  may  find  It  desirable  to  use  constants  slight 
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it  from  the  1.1  and  the  0.9,  for  fine  sands  swell  more 
arse  sands,  and  hold  more  water, 
•eader  must  bear  in  mind  that  when  the  voids  in  the 
:ceed  the  cement  paste,  and  when  the  available  voids 
jravel  (or  stone)  exceed  the  mortar,  the  formula  be- 


27 


N  = 


ng 


i  formulas  give  the  amounts  of  cement  in  mortars 
icretes  compacted  in  place.  Tables  V.  to  VIII.  are 
iiI>on  the  foregoing  theory,  and  will  be  found  to 
latisfactorily  with  actual  tests. 

TABLE  V. 
els  of  Portland  Cement  per  Cubic  Yard  of  Mortar. 

.  sand  being  35%,  and  1  bbl.  cement  yielding  3.65  cu.  ft.  of 

cement  paste.) 


rtion  of  Cement  to  sand. 

1  tol 

ItolJ 

1 
1  to2  lto2i  1  to  3 

1  to4 

eclfled  to  be  3.5  cu.  ft 

"     3.8        ••  

"     4.0 

"     4.4       ••  

Bbls. 
4.22 
4.09 
4.00 
3.81 

0.6 

Bbls. 

3.49 

3.33 

3.24 

3.07 

Bbls. 

2.97 

2.81 

2.73 

2.57 

Bbls. 

2.57 

2.45 

2.36 

2.27 

0.9 

Bbls 
2.28 
2.16 
2.08 
2.00 

Bbls. 

1.76 

1.62 

1.54 

1.40 

land  per  cu.  yd.  mortar 

0.7 

0.8 

1.0 

1.0 

TABLE  VI. 
els  of  Portland  Cement  per  Cubic  Yard  of  Mortar. 

.  sand  being  45%,  and  1  bbl.  cement  yielding  3.4  cu.  ft.  of 

cement  paste.) 


rlJon  of  Cement  to  Sand. 

1  tol 

Itol^ 

1 
1  to2  lto25 

lto3 

lto4 

eclfled  to  be  3.5  cu.  ft 

3.8       "  

4.0        ••  

4.4       •• 

Bbls. 

4.62 

4.32 

4.19 

3.94 

Bbls. 
8.80 
3.61 
3  46 
3.34 

Bbls. 

3.25 

3.10 

8.00 

2.90 

Bbls. 

2.84 

2.72 

2.64 

2.57 

Bbls. 
2.35 
2.16 
2.06 
1.86 

Bbls. 

1.76 

1.62 

1.54 

1.40 

and  per  cu.  yd.  mortar 

0.6 

0.8 

0.9 

1.0 

1.0 

1.0 

ng  these  tables  remember  that  the  proportion  of  ce- 
sand  is  by  volume,  and  not  by  weight.    If  the  spec- 
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rzii^  ?:,~i:f  -r.n:  :.  nr.-re:  :,:  cTmriii  shall  be  considered 
..  :.'.«  >  ."4.  f..  i^r  txiorjiif  and  thai  ihe  mortar  shall  be  1 
:■:,.•  ,---.:.  :.  :  ji;.-;?  sthL.  :t(r.  1  barrel  of  cement  is 
n..:.; .  \.i  >  .  i.  :;  jf  sfijad.  regardless  of  what  is  the 
4i.  :.:u  >:.-:  .^  .i^-.  ixLm'.  auc  recardless  of  how  much 
.'^r.^i:  .  :;,.>.:  .i.:  :»t  Hianf  v  :it  a  barrel  of  cement.  If  the 
s*:*: .  .:  .i..  .  :>  .i..  :.-  s:!.:*  ¥ha:  :he  size  of  a  barrel  will  be, 
.1*:^:    .;■:    ..  :;-a.:.r   if    jt:':  :.-*   frjt»ss. 

-L  ,^':  >:»:•,.:..£:  .^nf  .i.';  for  prorionions  by  weight,  aa- 
>,.:-.:  :  :. -.  ..: ..  ::.—•;  ::  .\->r.::.lL  r.M'  lbs.  of  cement,  and 
■.?v.  .:-;  J — ::.  V :.£.:;  .-.f  &  iubic  foot  of  the  sand  to  be 
.:st*..  sj>:  .  '  :^*:t^  t  i:r-, r:;t  :?■  :e  weight,  due  both  to  the 
»:^-.:..  .:  .:  .::  :>;r  .ii.:  o'  voids,  and  to  the  variation  in 
.:-  i.  ^. .  . ".  r.  .::-£.,*  o:"  '»y.Kh  ite  sand  is  composed.  A 
:.i^.:.£  ;;:  .  lo:.":!!  weichs  107  lbs.  per  cu.  ft; 
x:.:  .'  :..'.^  .r.c  ^r  icid^  wtiphs  only  91  lbs.  per 
. ..  :*:  .:  ,::  v:.ir:  rf  :^.f  sa:.d  luiist  be  guessed  at,  as- 
>^::?  ..».  :-.s  ,»:?..,  ::  If  The  spetifii  at  ions  require  a  mix- 
'..'-,  ,:  .:"-:::  :,•*  .  'f  s£r.i  by  weight,  we  will  have  380 
:  >.  .  •  :  : :  .  , :  .--fr.;  r..:\Td  wiih  2  \  3S0.  or  760  lbs.  of 
s.:: .  ;.:  ,\  .:  :r.T-  avir.,:  'Wjich?  s*C'  lbs.  j»er  cu.  ft.,  we  shall 
:.;.':  ':.  :•.  ,"*  >  t-  :v.  fi.  of  s.iiid  to  every  barrel  of 
.-•.'.x\:  '.'..  :':.ir  ::  \.>x  :hf  :al>s  above  given,  we  may 
*",:..;>  ..:  .'a:-.  >.:;  .^f  ^.arrv*:  let  us  say  4  cu.  ft;  then 
> -!-:  -:*:..:•>.■*.:  r.vT'.s  ^f  sand  by  volume  to  1  part  of 
.-."-■..:      \v  ::..*..:  -'A'.-t:.^:  trror  we  may  call  this  a  1  to  2 

T    :\v..l   .  j-^"^  :h:-   ^^Vlt^s,  remembering  that  our  barrel 

^  <;.-..:.-..:  :.^  Vf  "  4  «.u.  ft.  If  we  have  a  brand  of 
:■-"..:?  o4  .-.:.  fi.  of  paste  per  bbl.,  and  sand 
!-.;i..".?;  -i:  ^.  ■;.:>.  w,r  f.r.d  that  approximately  3  bbls.  of 
.  t  *.: .  t  V. :   V  -.  '.■  V  V. .  y .;    v^  f  r.: :-  r :  a r  w i  11  be  requ ired. 

1:  SV..V.M  Vo  evi.icr.:  fron:  the  foregoing  discussions  that 
1:0  '.:\\'W  villi  Vo  :i::iv:e.  and  no  rule  can  be  formulated  that 
wi.l  yitM  a^\'.:ra:o  resv/.ts  unless  the  brand  of  cement  is 
teazled  and  iho  pervor.'.itsre  of  voids  in  the  sand  determined. 
This  beini:  so  iho  <o::s:b:e  plan  is  to  use  the  tables  merely 
as  a  rough  guide,  and.  where  the  quantity  of  cement  to.  be 
used  is  very  large,  to  make  a  few  batches  of  mortar  using 
the  available  brands  of  cement  and  sand  in  the  proportions 
specified.  Ten  dollars  spent  in  this  way  may  slave  a  thou- 
sand, even  on  a  comparatively  small  job,  by  showing  what 
nent  and  sand  to  select 
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TABLE   VII.« 
I]i|pr«dleiits  In  1  Cable  Tard  of  Concrete. 

(tend  ToldB.  40%:  stone  ▼olds.  45%;  Portland  cement  barrel  srleldlnff 
8.65  on.  tt.  paste.    Barrel  8i)eclfled  to  be  8.8  cu.  ft.) 


Proportions  by  Volame.  1:2:4  1:2:5  1:2:6  l:2K:5'l:2>i:6  1:8:4 


BblB.  cement  per  en.  yd.  (x>ncrete 


1.46    1.80    1.18 


Co.  yds.  sand 
Co.  yds.  stone 


«« 
«« 


0.41  :  0.36 
0.82  I  0.90 


I 


0.33 
1.00 


Proportions  by  Yoltune.  1:3:5  1:3:61 :8:7|  1:4:7  ,   1:4:8 


Bbls.  cement  per  on.  yd.  concrete  1.13;  1.05 


Co.  yds.  sand 
Co.  yds.  stone 


«* 
•« 


<< 
«« 


0.48 
0.80 


0.44 
0.88 


0.96  I  0.82 
0.40  0.46 
0.93     0.80 


0.77 
0.43 
0.86 


1.25 
0.58 
0.71 

1:4:9 


0.73 
0.41 
0.92 


~~» 


*  Tbls  table  Is  to  be  used  where  cement  Is  measured  packed  In  the 
tMrrel,  for  the  ordinary  barrel  holds  3.8  cu.  ft. 

It  will  be  seen  that  the  above  table  can  be  condensed  into 
the  following  rule:  Add  together  the  number  of  parts  and 
divide  this  sum  into  ten,  the  quotient  will  be  approximately 
the  number  of  barrels  of  cement  per  cubic  yard.  Thus  for 
a  1:2:5  concrete,  the  sum  of  the  parts  is  1  +  2  +  5,  which 
is  8;  then  10  -f-  8  is  1.25  bbls.,  which  is  approximately 
equal  to  the  1.30  bbls.  given  in  the  table.  Neither  this 
rule  nor  this  table  is  applicable  if  a  different  size  of  ce- 
ment barrel  is  specified,  or  if  the  voids  in  the  sand  or  stone 


TABLE    VIII. 
Ingredients  In  1  Cubic  Yard  of  Concrete. 

(Sand  Tolds,  40%;   stone  voids,  45%;  Portland  cement  barrel  yielding 
8.65  cu.  ft.  of  paste.    Barrel  specified  to  be  4.4  cu.  ft.) 


Proportions  by  Volume . 

Bbls.  cement  per  cu.  yd.  concrete 
Co.  yds.  sand  "  " 

Co.  yds.  stone         "  " 

Proportions  by  Volume. 

Bbls.  cement  per  cu.  yd.  concrete 

Co.  yds.  sand 

On.  yds.  stone         "  " 


1:2:4 

1:2:5 

1:2:6 

1:2>2:5 

l:2>i:6 

1.30 
0.42 
0.84 

1.16 
0.38 
0.95 

1.00 
0.33 
1.00 

1.07 
0.44 
0.88 

0.96 
0.40 
0.95 

1:3:5 

1:3:0 

1:3:7 

1:4:7 

1:4:8 

0.96 
0.47 
0.78 

0.90 
0.44 
0.88 

0.82 
0.40 
0.93 

0.75 
0.49 
0.86 

0.68 
0.44 
0.88 

1:3:4 

1.08 
0.53 
0.71 

1:4:9 

0.64 
0.42 
0.95 


Hots. — ^Thls  table  is  to  be  used  when  tbe  cement  is  measured  loose, 
after  dumping  it  into  a  box.  for  under  such  conditioAs  a  barrel  of  cem^ni 
yields  4.4«  on,  ft,  o(  I0090  Q^ment- 
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differ  materially  [rom  40%  and  45%  reepectiTely.  There  are 
Buch  Innmerabte  porobinatlons  of  varying  voids,  and  vary- 
ing sizes  o[  barrel,  that  the  author  does  not  deem  it  worth 
while  to  give  other  tables. 


H.  P.B 

tollo 

nagc 

wereo 

btaloe 

AulharllT. 

Ne...'ltol 

1  lo2 

ItoB 

l,o4 

lto5 

i».!i», 

ib.a 

HI 

f§ 

2.84 

Hbla. 
9.06 

BblB 

liil 

SI 

"t 

BUa. 

W.&.  Fuller 

l-W! 

The  proportions  were  by  barrels  of  cement  to  barrels  of 
sand,  and  Sabln  called  a  380-lb.  barrel  3.65  cu.  ft.,  whereas 
Fuller  called  a  380-lb.  barrel  3.80  cu.  ft.;  and  Boardman 
called  a  38D-Ib.  barrel  3,5  cu.  ft,  Sabln  used  a  sand  having 
38%  voids:  Fuller  used  a  sand  having  45%  voids;  and  Board- 
man  used  a  sand  having  38%  voids.  It  will  be  seen  that  the 
cement  used  by  Sabin  yielded  3,C5  cu.  ft.  of  cement  paste 
per  bbl.  (1,  e,  27  -^  7.4),  whereas  the  (Atlas)  cement  used  by 
Fuller  yielded  3,4  cu.  ft,  of  cement  paste  per  bbl.  Sabin 
found  that  a  barrel  of  cement  measured  4.37  cu.  ft.  when 
dumped  and  measured  loose. 

Mr.  Boardman  states  a  barrel  (380  Iba.,  net)  ot  Lebigb 
Portland  cement  yields  3.65  ca.  ft.  ot  cement  paste;  and 
that  a.  barrel  (265  Iba.,  net)  of  Louisville  natural  cement 
yields  3.0  cu.  ft.  of  cement  paste. 

Mr.  J.  J,  R,  Croes.  M.  Am.  Soc.  C.  E.,  states  that  1  bli!. 
ot  Roaendale  cement  and  2  bbls.  of  sand  (8  cu.  ft.)  make 
9,7  cu.  ft  of  mortar,  the  extreme  variations  from  this  aver- 
age being  7?:, 

The  Slie  and  Weight  of  Barrels  ot  Cement.— A  barrel 
of  Portland  cement  contains  380  lbs.  of  ceraeol.  and  the 
barrel  itself  weighs  20  iba,  more.  The  size  of  the  barrel 
varies  considerably,  due  to  the  difference  in  weight  per 
struck  bushel,  and  to  the  difference  in  compressing  the 
cement  in  the  barrel.  A  light  burned  Portland  cement 
welghB  100  lbs.  per  struck  bushel;  a  heavy  burned  cement 
weighs  118  to  125  lbs.  per  struck  bushel.     The  number  of 
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cubic  feet  of  packed  Portland  cement  in  a  barrel  ranges 
from  3  to  3^  English  Portland  cement  barrels  contain 
3%  to  3^  ctL  ft  packed.  There  are  usually  four  bags  (cloth 
sacks)  of  cement  to  the  barrel,  and  each  bag  itself  weighs 
IMi  lbs. 

Tbe  natural  cements  are  lighter  than  Portland.  The  West- 
em  cements,  such  as  Louisville,  Akron  and  Utica  weigh  265 
lbs.  per  bbl.,  and  the  barrel  weighs  15  lbs.  more.  A  barrel 
of  Louisville  cement  =  3%  cu.  ft  packed.  The  Rosendale 
cements  of  New  York  and  Pennsylvania  weigh  300  lbs.  per 
bbL  and  the  barrel  weighs  20  lbs.  more.  There  are  usually 
three  bags  of  natural  cement  to  the  barrel. 

When  cement  is  ordered  in  cloth  sacks,  there  is  a  charge 
made  of  10  cts.  per  sack,  but  on  return  of  the  sacks  a  credit 
of  8  to  10  cts.  per  sack  is  allowed.  Cement  ordered  in 
wooden  barrels  costs  10  cts.  more  per  bbl.  than  in  bulk. 
Cement  ordered  in  paper  bags  costs  5  cts.  more  per  bbl.  than 
in  bulk.  Hence  it  is  that  nearly  all  cement  used  in  large 
quantities  is  ordered  in  cloth  sacks  which  are  returned. 

When  a  barrel  of  cement  is  dumped  out  and  shoveled  into 
a  box  it  measures  much  more  than  when  packed  in  the 
barrel,  ordinarily  from  20  to  30%  more.  I  have  measured 
a  number  of  barrels  of  English  Portland  cement,  which  is 
Btill  much  used  on  the  Pacific  Coast  of  America,  and  find 
that  a  barrel  having  a  capacity  of  3%  cu.  ft.  between  heads 
will  yield  4.5  cu.  ft  of  cement  measured  dry  and  loose  in  a 
box.  I  have  found  brands  of  American  Portland  cement 
that  yield  4.65  cu.  ft  when  measured  loose  in  a  box.  The 
variation  is  considerable,  as  is  seen  in  the  following  table, 
compiled  from  data  given  by  Mr.  Howard  Carson,  M.  Am. 
Soc  C.  E.: 

(1)  (2)                 (8) 

Brand  Actual  Volume 

of                          Capacity  contents         when        Increase 

Portland                         of  of  packed  dumped            in 

cement.                         bbL  bbl.            loose.           bull;:. 

Cu.  ft.  Cu.  ft.  Cu.  ft. 

Giant 8.5  8.36  4.17  25% 

Atlas. 8.45  8.21  8.76  18>^ 

Baylor's 8.25  3.15  4.05  80^ 

Alsen  (German) 8.22  3.16  4.19  SB% 

Dyckerhoff  (aerman).M  8.12  3.03  4.00  3S% 

Some  engineers  require  the  contractor  to  measure  the 
sand  and  stone  in  the  same  sized  barrel  that  the  cement 
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comes  in;  then  1  part  of  sand  or  stone  usually  means  3^ 
cu.  ft.  Other  engineers  permit  both  heads  of  the  barrel  to 
be  knocked  out,  for  conTenienoe  in  measuring  the  sand  and 
3tone:  then  a  barrel  means  about  3:^^  cu.  ft  Still  other  engi- 
neers permit  the  contractor  to  measure  his  cement  in  a  box, 
loose:  then  a  barrel  usually  means  from  4  to  4.5  cu.  ft.  Since 
most  or*  the  cement  now  used  is  shipped  in  bags  and  since 
tour  tags  of  Portland  cement  make  a  barrel,  it  is  the  cus- 
tom among  many  engineers  to  call  a  bag  1  cu.  ft.,  even 
though  1:  may  yield  a  little  more  cement.  Still  other  en- 
gineers prefer  to  specify  that  a  Portland  barrel  shall  be 
called  3.S  cu.  ft.,  which  is  equivalent  to  100  lbs.  of  cement 
per  on.  ft. 

It  is  desirable  that  engineers  and  architects  adopt  some 
uniform  practice  in  this  matter,  for  now  a  contractor  is 
often  unable  to  estimate  the  quantity  of  cement  required 
for  ar.y  speoiiied  mixture  because  the  size  of  the  barrel  is 
not  sreciSed. 

There  have  been  advocates  of  proportioning  parts  by 
weight,  but.  aside  from  the  fact  that  it  is  seldom  conven- 
ion:  to  weigh  the  ingredients  of  every  batch,  there  Is  no 
gain  i::  su^h  a  departure  from  long  standing  precedent 
Sand  and  gravel  and  stone  are  by  no  means  constant  in 
<;H\i:-.'  gr.iv::y.  as  advocatos  cf  weighing  seem  to  suppose. 

Effect  of  Moisture  oa  Voids  in.  Sand. — ^Few  engineers 
and  fcwor  xOn:ra.:ors  realize  how  greatly  the  volume  of 
san»;  is  a:TCx:i\:  ly  t-e  presence  of  varying  percentages  of 
n.oisf.ive  ir.  :V.o  sand.  A  dry.  loose  sand  that  has  45%  voids 
n:i\t\:  with  "  v-y  weigh: •  of  water  will  swell  (unless 
;'i\i^  :o  su.l.  .m  ex:cn:  :ha:  ::s  voids  may  be  57%.  The 
san'.o  sAni,  if  sAtur^tc.;  with  more  water  until  it  becomes  a 
thin  paste,  n.ay  shew  only  37',:%  voids  after  the  sand  has 
s ;";■«,:.  7hr  f.i.i  wing  tests  by  Ferei  show  the  effect  that 
water  has  v.ion  sansi: 

Two  kinds  of  s^nd  were  used,  a  very  fine  sand  and  a 
coarse  sand.  They  were  measured  in  a  box  that  held  2  cu. 
ft.,  and  was  S  ins.  deep,  the  sand  being  shoveled  into  the 
l^>\.  b*,;t  not  tan. red  or  shaken.  After  measuring  and 
weighing  the  dry  sand.  0.?",  ^by  weigljt)  of  water  was 
Add«d«  the  sand  was  mixed  and  shoveled  into  the  box  again 
«><L  This  was  repeated  with  varying  perc^^ta^pea 
10X»  wiUi  the  following  results: 


9    « 
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Far  cent,  of  water  In 
sand 0%      0.5%      1%         2%       S%        6%       10% 

Wftight  per  cu.  yd.  of  Ll>8.  Lbs.  Lba.  Lbs.  Lbe.  Lbs.  Lbs. 

fine  sand  and  water  8,457  2,206  2,085  2,044  2,037  2.086  2,133 
Weight  per  cu.  yd.  of 

coarse  sand  &  water  2,551  2,466  2,380  2,122  2,058  2,070  2,200 

It  will  be  noted  that  the  weight  of  mixed  sand  and  water 
is  given;  but,  to  ascertain  the  exact  weight  of  dry  sand  in 
the  mixture,  divide  the  weight  given  in  the  table  by  100% 
plus  the  given  tabular  % ;  thus,  the  weight  of  dry  fine  sand 
mixed  with  5%  of  water  is  2,035  h-  1.05  =  1,938  lbs.  per  cu. 
yd.  It  will  also  be  noted  that  when  the  water  exceeds  3  to 
5%,  the  weight  of  the  mixture  increases,  showing  that  a 
larger  percentage  of  water  compacts  the  sand.  The  voids 
in  the  dry  fine  sand  were  45%,  and  in  the  sand  with  5% 
moisture  they  were  56.7%. 

It  is  well  known  that  pouring  water  onto  loose,  dry  sand 
compacts  it  By  mixing  fine  sand  and  water  to  a  thin  paste, 
pouring  it  into  a  pail  and  allowing  it  to  settle,  it  was 
found  that  the  sand  occupied  11%  less  space  than  when 
measured  dry  in  a  box.  The  voids  in  fine  sand,  having  a 
specific  gravity  of  2.65,  were  determined  by  measurements 
in  a  quart  measure,  and  found  to  be  as  follows: 

Voids. 

Sand,  not  packed  44^% 

shaken    to    refusal 35     % 

saturated  with  water  37^% 


tt 


Mr.  H.  P.  Boardman  made  some  experiments  with  Chi- 
cago sand  having  34  to  40%  voids  when  dry,  by  adding  water 
to  the  sand.  The  results  were  as  follows:  / 

%       %       %       ^        %  \ 

Water  added,  %  by  weight 2  4  6  8  10 

Besultlng  Increase  in  volume 17.6     22        19.6     16.6       15.6 

However,  a  very  moderate  amount  of  shaking  would  re- 
duce this  increase  in  volume  by  %  to  %. 

BIfeot  of  Size  of  Sand  Grains  on  Voids. — If  in  any 
given  volume  of  sand  all  the  grains  were  of  the  same  shape 
and  of  uniform  size,  the  percentage  of  voids  would  be  the 
same,  regardless  of  the  size  of  the  grains.  This  is  equiva- 
lent to  saying  that  the  finest  birdshot  has  the  same  percent- 
age of  voids  as  the  coarsest  buckshot    Natural  fiSJiOL  tS^ra.\TA« 
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unless  they  have  been  sorted  by  screening,  are  apt  to  vary 
greatly  in  size,  large  and  small  being  intermixed.  It  is 
this  that  causes  such  wide  discrepancies  in  published  data 
as  to  the  percentage  of  Toids  in  dry  bank  sands.  We  may 
divide  sand  into  three  sizes,  for  convenience.  The  largest 
size  (L)  being  sand  that  will  pass  a  sieve  of  6  meshes  per 
lineal  inch,  but  will  not  pass  a  sieve  of  15  meshes  per  lineal 
inch;  the  medium  size  (M)  being  sand  that  will  pass  a  15 
mesh  sieve,  but  will  not  pass  a  sieve  of  50  meshes  per  lineal 
inch;  and  the  fine  size  iF)  being  sand  that  will  pass  a  50- 
mesh  sieve.  If  we  mix  varying  proportions  of  the  large, 
medium  and  fine  (L,  M  acd  F),  we  find  that  we  get  the 
densest  mixture,  with  the  least  voids,  when  we  have  a  L6, 
MO.  F4  mixture,  that  is.  6  parts  large  size,  no  parts  medium, 
and  4  parts  fine  size.  With  a  dry  sand  whose  grains  have  a 
specific  gravity  of  2.C5.  if  we  weigh  a  cubic  yard  of  either  the 
fine,  or  the  medium,  or  the  large  size,  we  find  a  weight  of 
J,15K)  lbs,  per  cu.  yd.,  which  is  equivalent  to  51%  voids.  If 
we  mix  the  three  different  sizes  in  varying  proportions,  we 
find,  as  above  stated,  that  an  L6,  MO,  F4  mixture  is  densest. 
and  it  weighs  2.$40  lbs.  per  en.  yd.  shoveled  into  a  box  dry. 
This  is  equivalent  to  36  \  voids.  We  can  get  a  denser  mix- 
ture, with  a  lower  percentage  of  voids,  if  we  mix  about  equal 
parts  of  sand  and  clean  graveL  It  will  be  noted  that  the 
common  statement  that  the  densest  mixture  is  obtained  by  a 
mixture  of  gradually  increasing  sizes  of  grains  is  erroneous. 
There  must  be  enough  difference  in  the  sizes  of  grains  to 
provide  voids  so  large  that  the  smaller  grains  will  enter 
them  and  not  wedge  the  larger  grains  apart. 

The  shape  of  the  grains  has  a  very  pronounced  effect  upon 
the  percentage  of  voids.  rou!^ded  grains  having  less  voids 
than  angular  grains.  I'sing  sand  having  a  granulometric 
composition  of  l-o.  MS,  Fi.  measured  in  a  quart  measure,  the 
fiDllowing  results  were  obtained  by  Peret: 

, ^Voids. , 

Unshaken     Shaken. 

HUnral  sand,  rounded  grains 35.9%         25.6% 

^  Quartdte.  angular  grains  42.1  27.4 

'Is.  flat  grains    44i3  31.8 

tiite.  flat  grains 47.5  34.6 

was  shaken  until   no    further    settlement 
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Mr.  William  B.  Fuller  made  the  following  tests:  A  dry 
sand,  having  34%  voids  shrank  9.6%  in  volume  upon  thor- 
ougli  tamping,  until  it  had  27%  voids.  The  same  sand 
moistened  with  6%  water,  and  loose,  had  44%  voids,  which 
was  reduced  to  31%  by  ramming.  The  same  sand  saturated 
with  water  had  33%  voids,  and  by  thorough  ramming  its 
volume  was  reduced  8^^%,  until  the  sand  had  only  26^% 
voids. 


Hald  by  a  Sieve 

Ho.10 

Ho.  20 

Ho.  80 

No.  40 

Ho.  50 

Ho.  100 

Ho,  200 


TABLU  IX.— Sizes  of  Sand  Grains. 

B 


A 

85.8% 

82.1 

14.6 

•  •  •  • 

9.6 
4.9 

2.0 


12.8?^ 
49.0 

•  •  •  • 

29.3 
5.7 
2.8 

39«^ 


4.2% 
12.5 
44.4 


11% 
14 

•  •  •  • 

58 


Voids  83%  39%  41.7%  81% 

Note.— A  is  a  "  fine  gravel "  (containing  &%  clay)  used  at  Philadelphia. 
B,  Delaware  Blver  sand.  C,  St.  Mary's  River  sand.  D.  Oreen  Blver,  Ky., 
sand,  "clean  and  sharp." 

TABLE  X.— Voids  in  Sand. 


LocaUty 

Ofl1<^  RIVfiT.  ,  -  ,  -  ,  ^ 

Authority 

W.  H.  Hall 
C.  E.  Sherman 
C.  E.  Sherman 
S.  B.  Newberry 
H.  H.  Henby 
H.  von  Schon 
H.  P.Boardman 

Voids 

81% 

40% 

40% 

32.8% 

34.3% 

41.7% 

84  to  40% 

39% 
81  to  34% 

88% 
40>i% 
45.6% 

80% 

Remarks 
Washed 

Sandusky,  0 

Franklin  Ck).,  0 

Muddusky  Bay.  0.. . . 

Lake 
Bank 

St.IiOal8,Mo 

Sanlt  Ste.  Marie 

Chlcaso.  Ill 

Miss.  River 
River 

Philadelphia,  Pa 

Mass.  CSoast 

Del.  River 

Oeo  A.*  Kimball 
Myron  S.  Falk 
W.  B.  Fuller 
G.  W.  Chandler 

Boston.  Mass 

GowBay,L.I 

LltfleFalls.N.  J.... 
Canton,  lU 

Clean 

Clean 

V«ids  in  Broken  Stone  and  Gravel. — The  percentage 
of  voids  in  loose,  broken  stone  depends  upon  the  character  of 
the  stone,  upon  whether  it  is  broken  by  hand  or  in  a 
crusher  (probably  also  on  the  kind  of  crusher),  and  upon 
whether  it  is  screened  into  different  sizes,  or  the  run  of  the 
cruBher  is  taken. 

Pure  quartz  weighs  165  lbs.  per  cu.  ft.,  hence  broken 
quartz  having  40%  voids  weighs  165  x  60%,  or  99  lbs.  per  cu. 
ft.  Few  gravels  are  entirely  quartz,  and  many  contain  stone 
having  a  greater  specific  gravity  like  some  traps,  or  a  less 
specific  gravity  like  some  shales  and  sandstones. 
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TABLE  XL 
!»V«M.*i£i«  GraTity  of  Stome. 

■  ConiLeniMHi  from  Sierrill's  '*  atones  for  Building") 


BottCuiuMaiM 

DuiuUi.  Mine. '^.(5 to 

Jer»0y  Oily.  N.  J 

Stawn  IslAnO.  N.Y 

iin«iiM».  Ha«ibM>n.\re..>i.Y 

vsJfRUiite.Mow  London.Coiiu 

c»rtH*ii wich.  Conn 

Vluailiuvf  u.  .He 

viuiuoy,  M.a0». 

Barre.  vt 


2.T» 

Limestone 

.  Joilet,m 2.56 

a.u 

•  4 

Quincy.  UL  .2.61  to  2.67 

;j.i  »3 

<• 

(ooUtic)   BecUord, 

2.86 

Ind 2.26  to  2.45 

2.V>2 

•  4 

Marquette.  MJcli..    2.^4 

2.tJ<3 

•  4 

Glens  Falls,  N.  Y..    2.70 

a.t*4 

44 

Lake  Chamn^ain. 

2.t3« 

N.Y 2.75 

2.t>« 

Sandstone, 

,  Portland,  Conn ...    2 .64 

2.y5 

•• 

Haverstraw,  If .  Y.    2.18 

<• 

Medina,  N.Y 2.41 

44 

Potsdam.  N.Y... .    2.60 

44 

(gnt)Berea.  O....   2.12 

TABLE  XIL 

aywcifltf  Gravity  of  Conumon  Minerals  and  Rocks. 

Limestone 2.35 — 2.'  7 

Mainietite.  Fes04 4.9  —6.2 

Marble 2.08— 2.85 

Mica 2.76—3.1 

Mica  Schist 2.5  —2.9 

Olivine 3.33—3.5 

Porphyry 2.5—2.6 

Pyrlte.  FeSx 4.83— r. 2 

Quartz,  SiOt 2.5  —2  8 

guartzite 2.6  —2.7 

Sandstone 2.0  —2.78 

••         Medina 2.4 

••         Ohio 2.2 

*•         Slaty 1.82 

Shale 2.4  —2.8 

Slate 2.5  —2.8 

Sphalerite.  ZnS 8.9  — 4.2 

Stibnite,  SbjS^ 4.5  —4.6 

Syenite 2.27—2.65 

Talc 2.56—2.8 

Trap 2.6  —3.0 


Apatite 2.1^2—3.25 

Baaait 3.ul 

Calcite,  OaCU, 2.5  —2.73 

CaiMlterite.  SnO« t5.-t  —7.1 

Cerrusite.  PbCos 6.46 — 6.48 

Chaicopynti*.  CuheS^.  -4.1  — 1.3 

Coal,  anthracite 1.3  —1.84 

Coal,  bituminous 1.2  —1.5 

Diabast' 2.0  — 3.U3 

Oiurtti« 2.92 

Dolomite.  CaM^:  {i:Onh.  --^  —2.9 

Felilspar 2.44—2.78 

Fel»it4.« 2.t55 

Oaloua.  PbS 7.25—7.77 

aamt»t 3.  ir, — i.M 

Gneiss 2.t32-2.V)2 

Oranitt» 2.5o — 2.86 

Gypsum 2.3—3.28 

Halite  (sail).  NaCl 2.1  —'l.oti 

Hematite,  Ft»-i>3 4.5  —5.3 

Hornblende 3.05—3.47 

Limonite.  Fe^Ot^OH),-,.  3.6  -4.0 

The  weight  of  a  cubic  foot  of  loose  gravel  or  stone  is 
therefore  no  accurate  index  of  the  percentage  of  voids  un- 
less the  specific  gravity  is  known. 

Tables  XI.  and  Xil.  show  specific  gravities  of  different  min- 
erals and  rocks,  and  weights  of  broken  stone  corresponding 
to  different  percentages  of  voids. 

It  is  rare  that  a  gravel  has  less  than  30%  or  more  than 
45%  voids.  If  the  pebbles  vary  considerably  in  size,  so 
that  the  small  fit  in  between  the  large,  the  voids  may  be 
as  low  as  30%;  but  if  the  pebbles  are  tolerably  uniform  the 
voids  will  approach  45%. 

Broken  atone,  being  angular,  does  not  compact  so  read- 
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^1 

0U 

TABLE  XIII. 

s| 

Weight  In  Lbs.  per  cu 

.  yd.  when 

11 

80% 

35% 

Voids  are 
40% 

45% 

60% 

1.0 

62.855 

1,684 

1,178 

1.094 

1.010 

926 

842 

2.0 

124.7 

8.367 

2,357 

2.187 

2.020 

1,852 

1.684 

2.1 

130.9 

3.586 

2.475 

2.298 

2.121 

1,945 

1.768 

2.2 

137.2 

3,704 

2.593 

2.408 

2.222 

2.037 

1,852 

2.8 

148.4 

3.872 

2.711 

2.517 

2.323 

2.130 

1.936 

2.4 

149.7 

4,041 

2.828 

2.626 

2.424 

2,222 

2.020 

2.5 

155.9 

4,209 

2.946 

2.736 

2.525 

2.315 

2.105 

2.6 

162.1 

4,377 

3.064 

2.845 

2,626 

2.408 

2.189 

2.7 

168.4 

4,546 

3.182 

2.955 

2.727 

2.500 

2.273 

2.8 

174.6 

4.714 

3,300 

3.064 

2.828 

2.593 

2.357 

2.9 

180.9 

4,882 

3.418 

3,174 

2.929 

2.685 

2.441 

3.0 

187.1 

5.051 

3.580 

3.2H3 

3  030 

2.778 

2,526 

8.1 

193.3 

5,219 

3.658 

3.392 

8.131 

2.871 

2.609 

8.2 

199.5 

5,388 

3,771 

3.502 

3.232 

2.968 

2.694 

3.8 

205.8 

5.556 

3.889 

3.611 

3.333 

3.056 

2,778 

3.4 

212.0 

5.724 

4.007 

3,721 

3.434 

8,148 

3.862 

8.5 

218.8 

5.893 

4,125 

3,830 

8,535 

8,241 

2,947 

"  TABLE    XIV. 
Toids  in  Loose  Broken  Stone. 


Authority. 

Voids. 

Sabin. 

49.0 

<< 

44.0 

Wm.  M.  Black 

46.5 

J.  J.  B.  Oroes 

47.5 

8.  B.  Newljerry 

H.  P.Boardman 

Wm.  n.  Hall...!!!!!!! 

47.0 
39  to  42 
48  to  52 

48.0 

Wm.  H.  Hall 

50.0 

Wm.  B.  Fuller 

47.6 

Geo.  A.  Kimball 

Myron  8.  Falk 

49.5 
48.0 

W.  H.  Henby 

43.0 

<( 

46.0 

Feret 

58.4 

« 

51.7 
52.1 
45.8 
45.8 
54.5 
54.6 
45.0 
61.2 
40.0 
89.0 
46.0 

« 

A.  W.  Dow 

(( 

Taylor  and  Thompson 
«« 

•• 

$1 

G.  W.  Chandler. 

Bmllo  L'^w. ......  T  T  •  t  T 

O.M.SayUle 

Remarks. 


Limestone,  crusher  run  after  screening 

out  ,S,-ln.  and  under. 
Limestone  (1  part  screenings  mixed  with 

6  parts  broken  stone). 
Screened  and  washed.  2  ins.  and  under. 
Gneiss,  after  screening   out   >4-in.   and 

under. 
Chiefly  about  egg  size. 
Chicago  limestone,  crusher  run. 

"  "  screened  into  sizes. 

Green    Blver    limestone,   2>^   Ins.   and 

smaller,  dust  screened  out. 
Hudson  River  trap,  2}i  ins.  and  smaller, 

dust  screened  out. 
New  Jersey  trap,  crusher  run,  ^  to  2.1  In. 
Roxbiiry  conglomerate,  >i  to  2>i  Ins. 
Limestone.  X  to  3  Ins. 
2-ln.  size. 
"  lii-ln.  size. 

Stone,  1.6  to  2.4  Ins. 
0.8  to  1.6  in. 
"       0.4  to  0.8  In. 
Bluestone,  89%  being  1)^  to  2K  Ins. 

90%belng^to  l>iln. 
Trap,  hard,  1  to  2>^  ins. 
K  to  1  In. 
"         "      0to2Kln8. 
"      soft,  %  to  2  Ins. 
Canton,  111. 

Buffalo  limestone,  crusher  run,  dust  In, 
Crushed  cobblestone,  screened  into  sizes. 
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tly  as  grmvel.  and  shows  a  higher  percentage  of  voids  when 
the  fragments  are  uniform  in  size  and  shoveled  loosely  into 
a  box;  but  the  voids,  even  then,  seldom  exceed  52%. 

The  following  records  of  actual  tests  will  indicate  the 
range  of  void  percentages: 

Prof.  S.  B.  Newberry  gives  the  voids  in  Sandusky  Bay 
gravel.  %  to  ^-in.  size,  as  being  42.4%  voids;  %  to  Vto-in. 
size.  33.9%  voids. 

Mr.  Wi-liam  M.  HiiJl,  M.  Am.  Soc.  C.  E.,  gives  the  follow- 
ing tests  on  mixtures  of  Green  River,  Ky.,  blue  limestone 
and  Ohio  River  washed  gravel: 


Stone 

GimTBl 

Voids  tn  Mixture 

100\ 

wtta 

S"^ 

4SH 

80 

•  • 

20 

44 

70 

•• 

80 

41 

SO 

<« 

40 

88>i 

60 

*« 

50 

86 

0 

•« 

100 

85 

The  stone  passed  a  2^-in.  screen  and  the  dust  was  re- 
moved by  a  fine  screen.    The  gravel  passed  a  IV^-ln.  screen. 

The  voids  in  mixtures  of  Hudson  River  trap  rock  and 
clean  gravel,  of  the  sizes  just  given  for  the  Kentucky  mate- 
rials, were  as  follows: 

Trap  Orayel  Voids  In  Mixture 

llK>%  with  0%  50^ 

60                         •«  40  88>i 

60  **  50  86 

0  ••  100  85 

NTr.  H.  von  Schon  gives  tests  on  a  gravel  having  34.1%> 
voids  as  follows: 

Betalnedon  l-lnrlng lO-l^?^ 

Vm.  ring 28.go 

No.4alove 8.^? 

No.  10  sieve 17- J;* 

No.  20  sieve 21-7? 

No.  80  sieve ®- ^ 

No.  40  sieve ^-S 

Passed       No.408leve S   5!i 

IS-Inring lOO-*^ 

Feret  gives  the  following  results  of  tests  on  mixture^  oj 
different  sizes  of  pebbles,  and  mixtures  of  different  sise^  ^ 
stone  (the  stone  and  pebbles  were  not  mixed  together): 
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Passing  a  ring  of. 
Held  by  a  ring.... 


Parts 

«« 


«( 
<« 
«« 
(* 
(« 
«* 
«( 


2.4" 

1.6" 

0.8" 

Voids  in . 

Bound        Broken 

1.6" 

0.8" 

0.4" 

Pebbles 

Stone 

1 

0 

0 

40.0% 

53  4% 

0 

1 

0 

88.8 

51.7 

0 

0 

1 

41.7 

52.1 

1 

1 

0 

83.8 

50.5 

1 

0 

85.8 

47.1 

0 

1 

87.d 

4d.5 

1 

1 

35.5 

47.8 

4 

1 

34.5 

49.2 

1 

4 

38.6 

49.4 

1 

1 

4 

38.1 

48.6 

8 

0 

2 

34.1 

Mr.  A.  W.  Dow  gives  the  following  tests  on  mixtures  of 
broken  stone  and  gi*avel  at  Washington,  D.  C: 

< ^Parts  of  Broken  Bluestone >       . Parts  of  Gravel v 


•  •  •  • 


OraaolitMo          Coarse          Average  Average  Small  Void**. 

(92%  being     (89%  being    (90%  being  (90%  bei^g  (90%  being  Percent 

^a"to§")      lJ"to2J")       i"to2")  4"toli")  i"toi") 

X                            ....  ....  ....  40.0 

X  ....  ....  4u.t5 

X  ....  ....  0<7.0 

....  i.  ....  JifJmO 

1  ....  1  85.5 

2  ....  1  86.7 

Taylor  and  Thompson  give  the  following: 


43 


«       *^*fld^    ♦'•^Sf     *-'fla     ^^B 


«>    Ssss    §5a    ggi    s«„ 

Bef.  «i  uits  ^«|   J^ss   :;«g 

No.        stone  Size  «2      £  g^  2     S^2      Slf"      Sog? 

O  0"2  O  O©  © 

J-..  Hard  trap  2^"tol"  54.5  19.2  43.7 

*•...             "  1"  to   >6"  64.5  14.8         46.9  20.5  42.8 

»•...            "  2^"  too  45.0  14.6         85.7  20.8  30.6 

J-...  Soft  trap  2"to%'  51.2  11.9        44.6  17.8  40.6 

2-...           ••  %"t.o%"  61.2  14.3         48.1  23.9  85.9 

*»•...  Gravel  2>i"  to  V'  86.5  12.5         27.4  11.5  28.2 

The  stone  was  thrown  into  a  measuring  box  and  measured, 
^^en  rammed  in  6-in.  layers.  The  variation  in  the  last  col- 
^JUn  for  Nos.  4  and  5  was  due  to  the  breaking  of  the  trap  un- 
^er  the  rammer.  No.  3  was  "crusher  run"  containing  44.4% 
^t  No.  1,  33.3%  of  No.  2,  and  22%  of  screenings  from  %-in. 
^own  to  dust.  Nos.  1,  2  and  3  were  crushed  in  a  gyratory 
^^usher;  Nos.  4  and  5,  in  a  jaw  crusher. 

Mr.  George  W.  Rafter  gives  the  voids  in  clean  limestone, 
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broken  (by  hand?)  to  pass  a  2Va-in.  ring,  as  43%  after  being 
**slighti7  shaken,"  and  37^%  after  being  rammed. 

Mr.  Desmond  Flczgerald  states  that  broken  stone  dropped 
12  fL  into  a  ear  measured  7%  less  in  Tolume  after  tbe  fall. 

As  stated  in  mj  "Rock  E^xcayation/*  I  have  found  that  a 
wagon  load  of  broken  stone  measures  10%  less  in  volume 
after  it  has  traveled  a  short  distance,  due  to  the  shaking 
down.  In  buying  broken  stone  by  the  cubic  yard  it  is  well 
to  bear  this  fact  in  mind. 


Pereemtage  «f  Water  Rc^wired  im  Mortar. — ^A  good 
rule  by  which  to  determine  the  percentage  of  water  by 
weight    for    any    given    mixture  of  mortar  is  as  follows: 

Multiply  the  parts  of  sand  by  8.  add  24  to  the  product  and 
divide  the  total  by  the  sum  of  the  parts  of  sand  and  cement 

E^xample:  Required  percentage  of  water  for  a  mortar  of 
1  cement  to  3  sand: 

Solution. 

1  cement  =  24% 

S    sand   x    8%    =   24% 


4  parts  at  12%  =  48% 

Hence  the  water  should  be  12%  of  the  combined  weight  of 
the  cement  and  sand.  For  a  1:1  mortar,  the  rule  gives  16% 
water.  For  1:2  mortar,  the  rule  gives  13%%  water.  For  a 
1:6  mortar,  the  rule  gives  10.3  ;o  water.  Incidentally,  it  may 
be  added,  the  percentages  of  water  obtained  by  this  rule 
give  a  mortar  that  has  the  greatest  adhesion  to  steel  rods 
(see  Falk's  "Cements.  Mortars  and  Concretes,"  page  61). 

Cost  of  Sand. — ^The  cost  of  sand  may  be  estimated  by 
adding  together  the  cost  of  loading  in  the  pit,  the  cost  of 
hauling  in  wagons,  the  cost  of  freight  and  rehandling  if 
necessary  and  the  cost  of  washing.  On  page  271  are  given 
data  on  the  cost  of  shoveling  sand  into  wagons.  The  cost 
of  wagon  hauling  is  given  on  page  83.  Freight  rates  can 
always  be  seciu-ed,  and  it  is  usually  safe  to  estimate  the 
weight  on  a  basis  of  2,700  lbs.  per  cu.  yd.,  provided  the  sand 
has  not  been  rained  upon  after  loading  in  the  car.  The  cost 
of  screening  sand  by  hand  is  the  -cost  of  shoveling  it  up 
against  an  Inclined  screen;  but  if  a  large  amount  of  gravel 
•^"it,  be  screened  to  get  a  small  amount  of  sand,  care  must 
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be  taken  to  make  tests  in  the  pit  to  ascertain  how  many 
cable  feet  of  gravel  and  sand  must  be  shoveled  to  secure  one 
cubic  foot  of  sand.  In  some  places  sand  must  be  dredged  or 
pumped  with  a  sand  pump  from  the  bottom  of  a  river  or 
lake.  In  other  places  sand  must  be  made  by  crushing  stone 
and  running  the  small  erushed  product  through  rolls.  At 
Coudersport,  Pa.,  a  small  plant  for  making  artificial  sand 
from  stone  has  been  in  operation  for  many  years. 

Stone  was  crushed  and  passed  through  rolls  in  order  to 
make  a  sand  for  the  mortar  used  in  the  Lanchensee  Dam, 
Germany.  A  jaw  crusher,  driven  by  a  15-HP.  engine, 
crushed  65  cu.  yds.  of  stone  (graywacke)  per  10-hr.  day. 
All  pieces  from  0.16  to  1.6  ins.  diameter  were  passed 
through  rolls.  The  rolls  were  14^^  ins.  long  and  34  ins.  di- 
ameter, and  made  22  revolutions  per  minute,  requiring  12 
to  15  HP.  A  pair  of  these  rolls  produced  20  cu.  yds.  of 
sand  per  10-hr.  day.  The  rolls  had  chilled  bands  which, 
when  worn,  were  ground  true  with  an  emery  wheel  without 
removing  the  roils. 

Where  a  large  amount  of  concrete  is  to  be  made,  a  con- 
tractor can  seldom  afford  to  guess  at  the  source  of  his  sand 
supply.  I  have  known  several  instances  where  long  hauls 
over  poor  roads  have  made  the  sand  more  expensive  than 
the  stone  per  cubic  yard  of  concrete.  Each  job  should  be 
estimated  in  detail,  using  the  data  given  elsewhere  in  this 
book. 

A  very  common  price  for  sand  in  cities  is  |1  per  cu.  yd., 
delivered  at  the  work.  Sand  is  often  sold  by  the  load,  in- 
stead of  by  the  cubic  yard.  It  is  wise  to  have  a  written 
agreement  defining  the  size  of  a  load. 

Cost  of  Washing  Sand  With  a  Hose.— Where  the 
quantity  of  sand  to  be  washed  is  not  very  large,  the  simplest 
method  is  to  use  water  from  a  hose.  Build  a  tank  8  ft.  wide 
and  15  ft.  long,  the  bottom  having  a  slope  of  about  8  Ins. 
in  the  15  ft.  The  sides  should  be  about  8  ins.  high  at  the 
lower  end,  rising  gradually  to  3  ft,  the  height  of  the  upper 
end.  The  lower  end  of  this  tank  should  be  closed  with  a 
board  gate  about  6  ins.  high,  sliding  in  guides  so  that  it  can 
be  removed.  Dump  about  3  cu.  yds.  of  the  dirty  sand  at 
the  upper  end  of  the  platform  and  play  a  stream  of  water 
upon  it  from  a  %-in.  nozzle,  the  man  standing  on  the  out- 
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Elde  of  the  lower  end  of  the  platform.  The  water  and  sand 
flow  down  the  platform  and  the  dirt  passes  off  with  the 
overflow  water  over  the  gate.  In  ahout  an  hour  the  batch 
of  sand  will  be  washed.  By  building  a  pair  of  platforms  the 
washing  can  proceed  continuously;  and  one  man  can  wash 
30  cu.  yds.  a  day,  at  a  cost  of  5  cts.  per  cu.  yd.  for  his  labor. 
To  this  must  be  added  the  cost  of  shoveling  up  the  sand 
again,  say,  10  cts.  per  cu.  yd.,  and  any  extra  hauling  due  to 
the  location  of  the  washer.  If  the  water  is  pumped,  about  10 
cts.  more  per  cu.  yd.  will  be  spent  for  coal  and  wages,  mak- 
ing a  total  of  25  cts.  per  cu.  yd. 

Washing    With    Sand    Ejectors. — ^Where    very    large 
quantities    of    sand    are    to   be    washed    more    expensive 
apparatus    than    above    described   may  be  used.     In  En- 
gineering   News,    Feb.    13    and    Sept.    11,    1902,    will   be 
found  detail  drawings  of  what  are  termed  "sand  ejectors," 
consisting  of  a  row  of  conical  hoppers  now  used  extensively 
for  washing  filter  sand.     From  the  bottom  of  each  hopper  the 
sand  and  water  are  forced  to  the  top  of  the  next  hopper  by 
a  stream  of  water  passing  through  an  ejector.    The  dirty 
water  overflows  at  the  top  of  each  hopper,  and  finally  <:lean 
sand  is  discharged  into  receiving  bins  or  buckets.    One  man 
can  readily  attend  to  feeding  the  sand  into  the  first  hopper 
and  another  man  will  handle  the  discharge.     It  requires 
about  3,000  gallons  of  water  per  cu.  yd.  of  sand  washed,  so 
that  with  an  output  of  36  cu.  yds.  of  sand  in  10  hrs.,  the 
amount  of  water  to  be  pumped  is  108,000  gallons.    A  gaso- 
line pump  may  be  used. 

Cost  of  Washing  Sand  in  a  Tank  Washer. — ^Mr.  W. 

H.  Roper  gives  the  following  data  on  the  cost  of  washing 
sand  for  U.  S.  Lock  No.  3,  at  Springdale,  Pa.     The  sand 
dredged  from  the  river  contained  much  fine  coal  and  silt 
which  was  removed  by  the  washer,  which  consisted  of  a  cir- 
cular tank,  9  ft.  diam.  x  7  ft.  high,  provided  with  a  sloping 
false  bottom   perforated  with   1-in.   holes,   through   which 
water  was  forced.    A  7V^  x  5  x  6-ln.  pump  with  a  3-in.  dis- 
charge pipe  was  used  to  force  the  water  into  the  tank.   The 
paddles  for  keeping  the  sand  in  suspension  were  rotated 
^  7-HP.  engine,     A  charge  of  14  cu.  yds.  of  sand  was 
In  from  1  to  2  hrs.,  at  a  cost  of  7  cts.  per  cu.  yd. 
Wee  was  designed  by  Capt.  W.  R.  Graham,  who  is 
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said  to  have  applied  for  a  patent    It  is  doubtful  whether 
any  patentable  combination  exists  in  the  device. 

Mr.  F.  H.  Stephenson  gives  the  following  data  relating  to 
a  sand  washer  designed  by  Mr.  Allen  Hazen,  which  con- 
sisted of  a  wooden  box  10  ft.  long,  2^!  ft.  wide  and  21/0  ft. 
doep;  a  6-in.  pipe,  provided  with  a  gate,  or  valve,  enters  at 
one  end,  and  connects  with  three  3-in.  pipes  capped  at  the 
«nd8.  In  the  bottoms  of  these  3-in.  pipes  are  %-in.  holes, 
qttced  6  ins.  apart,  through  which  water  discharges  under 
pressure  into  the  box.  Sand  is  shoveled  into  the  box  at  one 
end,  and  the  upward  currents  of  water  raise  the  fine  and 
dirty  particles  until  they  escape  through  the  waste  troughs. 
When  the  box  becomes  filled  with  sand  a  sliding  door  is 
raised  at  the  end,  and  the  clean  sand  fiows  out  through  a 
3-in.  hole  in  the  box.  The  operation  is  continuous,  so  long 
as  sand  is  fed  into  the  washer.  By  manipulating  the  door 
the  sand  can  be  made  to  flow  out  with  a  very  small 
percentage  of  water.  Sand  containing  7%  of  dirt  was  thus 
washed  so  that  it  contained  only  0.6%  dirt.  In  10  hours  the 
washer  handled  200  cu.  yds.  of  sand. 

If  sand  is  handled  to  and  from  the  washere  by  shovels,  the 
cost  of  shoveling  is  the  largest  item  of  expense,  and  this  can 
be  easily  estimated.  If  the  sand  is  dumped  into  bins  which 
feed  into  the  washer  by  gravity,  and  is  finally  delivered  by 
gravity  to  buckets  or  cars,  the  cost  of  washing  is  mainly  the 
cost  of  pumping,  plus  the  interest  and  depreciation  of  plant. 
The  amount  of  water  required  per  cubic  yard  has  been  given 
above,  so  that  a  close  estimate  of  cost  can  readily  be  made 
for  any  given  condition. 

Cost  of  Making  Conorete  by  Hand.— The  cost  of  mak- 
ing concrete  by  hand  may  be  divided  into  the  following 
items: 

(1)  Loading  the  barrows,  buckets,  carts  or  cars  tised  to 
transport  the  materials  (stone,  sand  and  cement)  to  the 
mixing  board. 

(2)  Transporting  and  dumping  the  materials. 

(8)  Mixing  the  materials  by  turning  with  shovels  or  hoes. 

(4)  Loading  the  concrete  with  shovels  into  barrows,  buck- 
^,  carts  or  cars. 

(5)  Transporting  the  concrete  to  place. 

(6)  Dumping  and  spreading. 


tm  BAxoaooK  of  cost  data. 

(T)  Rammiiig. 

(6)  Fomu..  runwavE.  cement  bouse,  bine,  etc 
<9l  Flnisfaing  the  surface  of  Uie  concrete. 
(10)  Superlnt£ikdence  and  general  expeiiEee. 

tJvlomdlBC  ik*  M*t«ri«la  From  Can, — The  stone  and 
t«nd  will  ordinarily  be  delivered  hy  wagons  or  cars  and 
dumped  into  stock  piles  as  near  tlie  [iraposed  work  as  pos- 
sible, without  being  in  the  way  after  consiruotion  begina. 
"Hie  contractor  should  use  forethought  not  only  in  plan- 
ning the  location  of  his  stock  piles,  but  also  in  providing  a 
large  enough  storage  capacity  to  tide  over  IrregularitieB  la 
the  deJirery  of  matertaJs,  especially  where  materials  come 
by  rail  from  a  distancei.  It  is  usually  a  short-sighted  policy 
to  attempt  to  unload  direct  rrom  railway  cars  onto  the  mix- 
ing board,  without  providing  a  stock  pile;  for  the  foreman 
will  be  spending  most  of  his  time  trying  to  get  the  railroad  | 
to  deliver  materials  promptly.  By  all  means  provide  stock 
piles,  unless  there  is  some  good  reason  to  the  contrary. 

Sand  can  be  dumped  directly  on  the  ground,  but  brcken 
stone  (unless  it  is  very  small,  %-in.  or  less  in  size)  should 
always  bo  dumped  upon  a  plank  floor,  well  made.     Such  a    - 
floor  should  consist  cf  2-in.  plank  laid  on  4  x  6-in.  stringers    '. 
flrmly  bedded  in  the  ground  and  spaced  about  3  ft.  apart.    ■ 
Never  lay  a  lot  o(  loose  plank  directly  upon  the  ground, 
without  stringers,  tor  they  are  sure  to  settle  unevenly  under   '< 
the  load,  and  thus  make  It  difficult  to  shovel  up  the  stone. 
The  object  of  the  plank  is  to  provide  an  even  surface  along 
which  a  square  pointed  shovel  can  be  pushed  in  loading    < 
barrows,  carts,  etc.    I  find  that  a  man  can  load  18  or  20  cu.    i 
yds.  of  broken  stone  Into  wheelbarrows  in  10  hrs..  if  he  !■    ) 
shoveling  oft  a  well-laid  plank  platform,   but  he   will   not     i 
average  more  than  12  or  1-1  cu.  yds.  a  day  shoveled  from  a    ■" 
pile  without  a  plank  fiooring.    The  reason  is  that  a  shovel    i 
can  be  shoved  with  difficulty  into  a  mass  of  broken  stona  • 
{2-ln.  size),  but  can  readily  be  shoved  along  a  plank  floor.     I 
Incidentally  I  may  add  that  broken  stone  delivered  In  hop-    . 
per-bottom  cars  can  be  shoveled  with  difficulty  as  compared    w 
with  shoveling  in  flat-bottom  cars;    the  ratio  being  about 
I,,  yds.  per  man  per  day  from  hopper-bottom  cars  as 
■     i  with  20  cu.  yds.  from  flat  cars.    On  the  other  hand,     ' 
r-bottom  c<ml  car  should  always  be  chosen  whers 
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»e  dumped  through  a  trestle.    If  the  amount  of  ^ork 

one  will  justify  the  expense  a  trestle  may  be  built. 

lowever,  there  is  a  railroad  embankment  which  can 
away  for  a  short  distance  and  stringers  placed  to 
the  track.    Then  the  cars  can  be  dumped  into  the 

us  made,  and  the  material  shoveled  out  and  down 

e  seen  many  foremen  for  railway  companies  wasting 
is  of  dollars  by  shoveling  the  materials  from  freight 
t  upon  the  earth— often  upon  the  side  of  an  embank- 
rhere  shoveling  is  very  diflBcult.  In  many  cases  it 
lave  paid  well  to  have  unloaded  the  cars  by  the  aid 
Bf-leg  derrick  and  iron  buckets  or  skips  loaded  by  the 
rs  in  the  cars;  these  skips  being  dumped  upon  a 
ide  platform.  In  other  cases  chutes  lined  with  sheet 
3uld  have  served  to  deliver  the  stone  upon  a  plank 
:  at  the  foot  of  the  embankment,  just  as  coal  is 
>d  into  a  cellar.  Damp  sand  will  not  slide  down  a 
a  a  slope  of  l^^  to  1,  but  coarse  broken  stone,  if  given 
when  cast,  with  the  shovel,  will  slide  on  an  iron-shod 
!  3  or  4  to  1. 

)  material  is  delivered  in  wagons  it  seldom  is  neces- 
have  large  stock  piles  provided  the  wagons  come 
!rom  the  sand  pit  and  the  quarry. 

of  Iioadimg  the  Slaterialft. — ^A  man  who  is  a  will- 
rker  can  readily  load  20  cu.  yds.  of  sand  into  a 
or  cart  in  10  hrs..  but  under  poor  foremen,  or  when 
s  are  scarce,  it  is  not  safe  to  count  upon  more  than 
jrds.  a  day,  or,  say,  10  cts.  per  cu.  yd.  for  loading, 
ally  the  same  figures  hold  true  of  broken  stone 
a  off  a  good  plank  floor;  but,  if  the  stone  is  shoveled 
ground,  estimate  15  cu.  yds.  a  day  under  good  man- 
t,  or  12  cu.  yds.  a  day  under  poor  management.  Since 
ibic  yard  of  concrete  there  are  ordinarily  about  1 
of  broken  stone  and  about  0.4  cu.  yd.  of  sand,  the 
loading  the  materials  into  whefelbarrows  and  carts 
Hows,  wages  being  15  cts.  per  hour: 

1   cu.   yd.   stone   loaded   for  11  cts. 
0.4    "     "      sand        "         "        4    " 

1  cu.  yd.  concrete  loaded  for  15  cts. 


^1^^  BjjepBooK  nr  COST  nirl: 

Tte  M9MBt  cm  b«  loaded  viih  mora  ease  than  the  olher 
natartals,  wWtlm-  it  is  is  barrels  or  In  bags,  and  the  cost  ol 
loxliBS  It  iato  buToa^  or  cans  trill  be  noi  over  2  cts.  per 
en.  yd.  oC  eoDcrate.  Urns  D&kliig  a  total  of  IT  cis.  per  cu.  jA. 

tor  IcwAas  Uw  oonerete  outeriiUs  into  barrows  or  carts- 
Coat  «<  TrkBivortiBS  tke  Material*.— The  most  com- 
mon ■waj  ot  tnnsportiDg  the  materials  from  stock  plies  to 
the  mixtns  board  is  in  wheelbarrows  over  plank  runways. 
A  wheelbarrow  is  usually  loaded  with  2  sacks  of  Portland 
cement  (200  lbs.),  or  with  2  cu.  ft.  of  stone  or  of  sand,  If  a 
Bleep  rise  most  be  made  to  reach  the  mixing  platform;  but, 
if  the  ms  iB  level.  300  lbs.  of  cement,  or  3  cu.  fL  of  sand  or 
stone  Is  a  common  wheelbarrow  load.  A  man  wheeling  a 
barrow  travels  at  the  rate  of  about  20D  fL  per  minute,  going 
and  coming,  and  loses  ^  minute  each  trip  dumping  the  load, 
fixing  ron  planks,  etc.  An  active  man  will  do  20  or  25% 
more  work  than  this,  while  a  very  lazy  man  may  do  20% 
less.  With  wages  at  15  cts.  per  hour,  the  cost  of  wheeling 
the  materials  for  1  cu,  yd.  of  concrete  may  be  obtained  by 
the  following  rule; 

To  a  fixed  cost  of  4  cts.  (for  lost  time)  add  1  ct.  for  every 
£0  ft  of  distance  from  stock  pile  to  mixing  board  if  there  Is 
a  steep  rise  in  the  runway,  but  if  the  runway  is  level  add  1 
cL  for  every  30  ft.  distance  of  haul.  Since  loading  the  bar- 
rows costs  17  cts.  per  cu.  yd.,  the  total  fixed  cost  is  4  +  17  cts, 
or  21  cts,  per  cu,  yd.,  to  which  is  added  1  ct,  for  every  30  or 
30  ft.  of  haul,  according  to  the  character  of  the  runway, 

I  have  frequently  seen  small  stock  piles  located  as  close 
as  possible  to  mixing  boards,  so  that  wheelbarrows  were  not 
used,  the  materials  being  carried  In  shovels  direct  to  the 
mixing  boards.  On  work  of  any  considerable  size  this  la  ft 
very  foolish  plan,  as  we  can  readily  see.  It  takes  from  100 
to  150  shovelfuls  of  stone  to  make  1  cu.  yd.  It  therefore 
costa  at  the  rate  of  50  eta.  per  cu.  yd.  to  carry  it  100  ti.  and 
return  empty  handed,  for  In  walkiog  short  distances  the 
men  travel  very  slowly — about  IBO  ft.  per  minute.  Prom 
this  it  appears  that  it  costs  more  to  wall;  even  half  a  dozen 
paces  with  stone  carried  In  shovels  than  to  wheel  It  In 
barrows.  Of  course,  by  using  large  coal  scoops  the  cost  of 
carrying  materia!  In  shovels  could  be  reduced  to  one-halt  or 
one-third  the  cost  with  ordinary  shovels;  but  scoops  are 
never  used  in  mixing  concrete. 
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Another  mistake  that  is  very  <K>mmonly  made  by  foremen 
is  to  proyide  no  plank  runways  from  the  stock  pile  to  the 
mixing  board,  but  instead  to  run  the  wheelbarrows  over  the 
ground.  This  Is  bad  enough  even  in  dry  weather  over  a 
very  hard  packed  earth  path,  but  after  a  rain  or  on  a  soft 
pathway  it  means  a  great  loss  of  efficiency.  Had  I  not  seen 
this  error  committed  repeatedly,  I  should  not  mention  it,  for 
it  would  seem  that  no  foreman  could  be  so  short-sighted  as 
not  to  provide  a  few  planks  for  runways. 

Where  the  runway  must  rise  to  the  mixing  board,  give  it  a 
slope  or  grade  seldom  steeper  than  1  in  8,  and  if  possible 
flatter.  Make  a  runway  on  a  trestle  at  least  18  ins.  wide,  so 
that  men  will  be  in  no  danger  of  falling.  See  to  it,  also,  that 
the  planks  are  so  well  supported  that  they  do  not  spring 
down  when  walked  over,  for  a  springy  plank  makes  hard 
wheeling.  If  the  planks  are  so  long  between  the  "horses"  or 
"bents"  used  to  support  them,  that  they  spring  badly,  it  is 
nsually  a  simple  matter  to  nail  a  cleat  across  the  underside 
of  the  planks  and  stand  an  upright  strut  underneath  to 
support  and  stiffen  the  plank. 

Materials  may  be  hauled  in  one-horse  dump-carts  for  all 
distances  more  than  50  ft.  (from  stock  pile  to  mixing  board) 
at  a  cost  less  than  for  wheelbarrow  hauling.  A  cart  should 
be  loaded  in  4  mins.  and  dumped  in  about  1  min.,  making  5 
mins.  lost  time  each  round  trip.  It  should  travel  at  a  speed 
of  not  less  than  200  ft.  per  min.,  although  it  is  not  unusual 
to  see  variations  of  15  or  20%,  one  way  or  another,  from  this 
average,  depending  upon  the  management  of  the  work.  A 
one-horse  cart  will  readily  carry  enough  stone  and  sand  to 
make  ^/^  cu.  yd.  of  concrete,  if  the  roads  are  fairly  hard  and 
level;  and  a  horse  can  pull  this  load  up  a  10%  (rise  of  1  ft. 
in  10  ft.)  planked  roadway  provided  with  cleats  to  give  a 
foothold.  If  a  horse,  cart  and  driver  can  be  hired  for  30 
ctB.  per  hour,  the  cost  of  hauling  the  materials  for  1  cu.  yd. 
of  concrete  is  given  by  the  following  rule: 

To  a  fixed  cost  of  5  cts.  (for  lost  time  at  both  ends  of 
haul)  add  1  ct.  for  every  100  ft  of  distance  from  stock  pile 
to  mixing  board.  Where  carts  are  used  it  is  possible  to 
locate  the  stock  piles  several  hundred  feet  from  the  mixing 
boards  without  adding  materially  to  the  cost  of  the  concrete. 
It  is  well,  however,  to  have  the  stock  piles  in  sight  of  the 
foreman  at  the  mixing  board,  so  as  to  insure  promptness  of 
delivery. 
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Cost  of  Mixing  the  Materials. — ^This  element  of  cost 
depends  upon  the  number  of  times  that  the  materials  are 
turned  over  with  shovels.  I  have  seen  street  paving  work 
where  the  inspection  was  so  lax  that  the  contractor  was 
required  to  turn  over  the  mass  of  sand,  cement  and  stone 
only  three  times  before  shoveling  it  into  place.  On  the 
other  hand,  the  contractor  is  rarely  required  to  turn  over  the 
cement  and  sand  more  than  three  times  dry  and  three  times 
wet  to  make  the  mortar,  and  then  turn  over  the  mortar  and 
stone  three  times.  A  willing  -workman,  under  a  good  fore- 
man, will  turn  over  mortar  at  the  rate  of  30  cu.  yds.  in  10 
hrs.,  lifting  each  shovelful  and  casting  it  into  a  pile.  This 
means  a  cost  of  5  cts.  per  cu.  yd.  of  mortar  for  each  turn; 
but  as  there  is  seldom  more  than  0.4  cu.  yd.  of  mortar  per  cu. 
yd.  of  concrete,  we  have  a  cost  of  2  cts.  per  cu.  yd.  of  con- 
crete for  each  turn  that  is  given  to  the  mortar.  So  if  the 
mortal*  iS  given  6  turns  before  adding  the  stone»  -we  have 
2  cts.  X  6  which  is  12  cts.  per  cU.  yd.  of  concrete  for  mixing 
the  mortar.  Then  if  the  mortar  and  stOne  are  turned  three 
times  we  have  5  cts.  x  3,  or  15  cts.  more  for  mixing, 
thus  making  a  total  of  27  cts.  per  cu.  yd.  for  mixing  the 
concrete,  wages  being  15  cts.  per  hr. 

I  recall  seeing  one  specification  that  called  for  6  tttrnft  of 
the  mortar  dry  and  3  turns  wet.  Under  such  a  specification 
the  cost  of  mixing  the  mortar  would  be  50%  more  than  I 
have  assumed  in  the  example  just  given.  Specifications  for 
hand  mixing  should  always  state  the  number  of  turns  that 
will  be  required,  but  frequently  they  do  not,  thus  leaving 
the  contractor  to  guess  at  the  probable  requirements  of  the 
inspector.  In  such  a  case  it  is  a  good  plan  to  use  hoes  in- 
stead of  shovels  for  mixing  the  mortar,  because  in  this  way 
a  good  mortar  can  be  mixed  with  much  greater  rapidity  than 
when  an  inspector  insists  on  6  to  9  turns  with  shovels,  as 
frequently  happens  when  specifications  are  ambiguous. 

As  above  stated,  it  often  happens  that  on  city  pavement 
work,  two  turns  of  the  mortar,  followed  by  two  turns  of  the 
mortar  and  stone,  are  considered  sufficient  In  such  a  case 
the  cost  of  mixing  the  mortar  is  2  cts.  x  2,  or  4  cts.  per  cu. 
yd.  of  concrete;  to  which  is  added  5  cts.  x  2,  or  10  cts.,  for 
mixing  the  mortar  and  stone,  making  in  all  14  cts.  per  cu. 
yd.  of  concrete.  When  concrete  is  mixed  very  wet,  or 
sloppy,  this  amount  of  mixing  appears  to  give  good  results. 
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Where  a  given  number  of  turns  of  concrete  is  specified, 
disputes  often  occur  between  inspectors  and  foremen  as  to 
whether  shoveling  into  wheelbarrows  constitutes  a  "turn" 
or  not,  and  whether  any  subsequent  shoveling  in  getting  the 
concrete  to  its  final  resting  place  constitutes  a  "turn."  It 
seems  but  fair  to  count  each  handling  with  the  shovel  as  a 
turn,  no  matter  when  or  where  it  occurs,  but  inspectors  will 
not  always  look  upon  it  in  that  light 

The  foregoing  costs  of  mixing  apply  to  work  done  by  dili- 
gent men;  but  easy-going  men  will  make  the  cost  25  to  50% 
greater.  I  have  seen  this  latter  class  of  men  most  fre- 
quently on  day  labor  work  for  cities,  railways  and  other 
companies  and  corporations  whose  foremen  have  little  or  no 
incentive  to  secure  a  fair  day's  work  from  the  men. 

Cost  of  Iioading  and  Hauling  Conorete. — The  cost  of 
loading  concrete,  after  it  is  mixed,  is  less  than  the  cost  of 
loading  the  materials  separately  before  mixing,  because 
while  the  weight  is  greater  (due  to  the  added  water),  the 
bulk  or  volume  of  the  concrete  is  much  less  than  the 
volume  of  the  ingredients  before  mixing.  Moreover  a 
smooth  mixing  board,  and  the  presence  of  the  foreman, 
secures  more  rapid  work.  In  shoveling  any  material  a  large 
part  of  the  work  consists  in  forcing  the  shovel  into,  or 
under,  the  mass  to  be  lifted.  With  wages  at  15  cts.  per  hour, 
the  cost  of  loading  concrete  into  barrows  or  buckets  should 
not  exceed  12  cts.  per  cu.  yd.  The  cost  of  wheeling  it  after 
loading  is  practically  the  same  as  for  wheeling  the 
dry  ingredients,  as  given  by  the  rule  on  page  272. 
*nie  cost  per  cubic  yard  of  loading  and  wheeling  is  therefore 
given  by  this  rule:  To  a  fixed  cost  of  16  cts.  (for  loading 
and  lost  time)  add  1  ct.  for  every  30  ft.  of  level  haul. 

If  the  concrete  must  be  elevated,  a  gallows  frame,  or  a. 
mast  with  a  pulley  block  at  the  top,  a  team  of  horses  and  a 
rope  for  hoisting  the  skip  load  of  concrete,  can  often  be 
used  to  advantage.  An  example  of  the  cost  of  filling  steel 
cylinders  by  this  method  is  given  on  page  336. 

Another  method,  well  worthy  of  more  frequent  use,  con- 
sists in  wheeling  the  barrows  of  concrete  to  a  gallows  frame 
where  they  are  raised  by  a  horse,  and  then  wheeled  to  place, 
as  described  on  page  327. 

In  building  railway  abutments,  culverts,  and  the  like,  it  la 
pften  desirable  to  locate  tb^  mixing  board  on  high  ground* 


perhaps  at  eome  little  distance  from  the  forms.  If  this  can 
he  done,  the  use  of  derricks  may  be  avoided  aa  above  sug- 
gested or  by  building  a  light  pole  trestle  from  the  mixing 
board  to  the  forms.  The  concrete  caa  then  be  wheeled  in 
barrows  and  dumped  into  the  forms.  If  the  mixing  board 
can  be  locatpd  on  ground  as  high  as  the  top  of  tlie  concrete 
structure  is  to  be,  OUvlously  a  trestle  will  enable  the  men  to 
wheel  on  a  l;>vel  runway.  Such  a  trestle  can  be  built  rery 
cheaply,  especially  where  second-hand  Inmber,  or  lumber 
that  can  be  used  Bubsequently  for  forms  is  available.  A 
pole  trestle  whose  bents  are  made  entirely  of  round  sticks 
cut  from  the  forest  is  a  very  cheap  structure,  if  a  foreman 
knows  how  to  throw  it  together  and  up-end  the  bents  after 
they  are  made.  1  have  put  up  such  trestles  for  25  els, 
per  lineal  foot  of  trestle,  including  all  labor  of  cutting  the 
round  timber,  erecting  it,  and  placing  a  plank  flooring  i  ft 
wide  on  top.  The  stringers  and  flooi-ing  plank  were  used 
later  for  forms,  and  their  cost  is  not  ineluded.  A  trestle  100 
ft.  long  can  thus  be  built  at  less  cast  than  hauling,  erecting 
and  taking  down  a  derrick;  and  once  the  trestle  is  up  It 
Baves  the  coat  of  operating  a  derrick. 

Concrete  made  with  Portland  cement  (but  not  with  nat- 
ural cementj  can  be  hauled  long  distances  in  a  cart  or 
wagon  before  it  begins  to  harden.  This  fact  should  be  taken 
advantage  of  by  contractors  far  oftener  than  it  la.  I  am  in- 
clined to  think  that  the  extensive  use  of  natural  cement, 
which  Eets  too  quickly  to  admit  of  hauling  far,  has  blinded 
contractors  to  the  possibilities  of  saving  money  by  haiiiing 
Portland  cement  concrete  long  distances.  Since  a  cart  is 
readily  hauled  at  a  speed  ol  200  £t.  a  minute,  where  there 
are  no  long  steep  hills,  it  is  evident  that  in  614  minutes  a 
cart  can  travel  a  quarter  of  a  mile;  in  13  minB,,  halt  a  mile; 
and  in  26  minutes,  a  mile.  Now,  Portland  cement  does 
not  begin  to  set  for  30  minutes;  hence  it  may  be  hauled  a 
mile  after  mixing  it.  The  cost  of  hauling  concrete  with  one- 
horse  dump-carts  is  practically  the  same  as  the  cost  Ot  haul- 
ing its  dry  ingredients,  as  given  on  page  272. 

Coat  of  Dmuplng,  Spreading  and  Ranunlng. — The  cost 
of  dumping  wheelbarrows  and  carts  is  Included  ia  the  mles 
of  cost  already  given,  excepting  that  In  some  cases  It  Is 
necessary  to  add  the  wages  of  a  man  at  the  dump  who 
assists  the  cart  drivers  or  the  barrow  men.    Thug  in  dump- 
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ing  concrete  from  barrows  into  a  deep  trench  or  pit,  it  ia 
usually  advisable  to  dump  into  a  galvanized  iron  hopper 
provided  with  an  iron  pipe  chute.  One  man  can  readily 
dump  all  the  barrows  that  can  be  filled  from  a  concrete 
mixer  in  a  day,  say  150  cu.  yds.  At  this  rate  of  output  the 
cost  of  dumping  would  be  only  1  ct.  per  cu.  yd.,  but  if  one 
man  were  required  to  dump  the  output  of  a  small  gang  of 
men,  say  25  cu.  yds.,  the  cost  of  dumping  would  be  6  cts.  per 
cu.  yd. 

Concrete  dumped  through  a  chute  requires  very  little  work 
to  spread  it  in  6-in.  layers;  and,  in  fact,  concrete  that  can  be 
dumped  from  wheelbarrows,  which  do  not  all  dump  in  one 
place,  can  be  spread  very  cheaply;  for  not  more  than  half 
the  pile  dumped  from  the  barrow  needs  to  be  moved,  and 
then  moved  merely  by  pushing  with  a  shovel.  Since  the 
spreader  also  rams  the  concrete,  it  is  difficult  to  separate 
these  two  items.  As  nearly  as  I  have  been  able  to  estimate 
this  item  of  spreading  "dry"  concrete  dumped  from  wheel- 
barrows in  street  paving  work,  the  cost  is  5  cts.  per  cu.  yd. 
If,  on  the  other  hand,  nearly  all  the  concrete  must  be 
handled  by  the  spreaders,  as  in  spreading  concrete  dumped 
from  carts,  the  cost  is  fully  double,  or  10  cts.  per  cu.  yd. 
And  if  the  spreader  has  to  walk  even  3  or  4  paces  to  place 
the  concrete  after  shoveling  it  up,  the  cost  of  spreading  will 
be  15  cts.  per  cu.  yd.  For  this  reason  it  is  apparent  that 
carts  are  not  as  economical  as  wheelbarrows  for 
hauling  concrete  up  to  about  200  ft.,  due  to  the  a;dded  cost 
of  spreading  material  delivered  by  carts. 

The  preceding  discussion  of  spreading  is  based  upon  the 
assumption  that  the  concrete  is  not  so  wet  that  it  will  run. 
Obviously  where  concrete  is  made  of  small  stones  and  con- 
tains an  excess  of  water,  it  will  run  so  readily  as  to  require 
little  or  no  spreading. 

The  cost  of  ramming  concrete  depends  almost  entirely 
upon  its  dryness  and  upon  the  number  of  cubic  yards  de- 
livered to  the  rammers.  Concrete  that  is  mixed  with  very 
little  water  requires  long  and  hard  ramming  to  flush  the 
water  to  the  surface.  The  yardage  delivered  to  the  ram- 
mers is  another  factor,  because  if  only  a  few  men  are 
engaged  in  mixing  they  will  not  be  able  to  deliver  enough 
concrete  to  keep  the  rammers  properly  busy,  yet  the  ram- 
mers by  slow  though  continuous  pounding  may  be  keeping 
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up  an  appearance  of  working.  Then,  again,  I  have  noticed 
that  the  slower  the  concrete  is  delivered  the  more  particular 
the  average  Inspector  becomes.  Concrete  made  "sloppy" 
requires  no  ramming  at  all,  and  very  little  spading. 

I  have  had  men  do  very  thorough  ramming  of  moderately 
dry  concrete  for  15  cts.  per  cu.  yd.,  where  the  rammers 
had  no  spreading  to  do,  the  material  being  delivered  in 
shovels.  It  is  rare  indeed  that  spreading  and  ramming  can 
be  made  to  cost  more  than  40  cts.  per  cu.  yd.,  under  the  most 
foolish  inspection,  yet  one  instance  is  recorded  on  page  336 
of  even  higher  cost 

If  engineers  specify  a  dry  concrete  and  "thorough  ram- 
ming" they  would  do  well  also  to  specify  what  the  word 
"thorough"  is  to  mean,  using  language  that  can  be  expressed 
in  cents  per  cubic  yard.  It  is  a  common  thing,  for  example, 
to  see  a  sewer  trench  specification  in  which  one  tamper 
is  required  for  each  two  men  shoveling  the  back-fill  into 
the  trench;  and  some  such  specific  requirement  should  be 
made  in  a  concrete  specification  if  close  estimates  from 
reliable  contractors  are  desired.  Surely  no  engineer  will 
claim  that  this  is  too  unimportant  a  matter  for  considera- 
tion when  it  is  known  that  ramming  can  easily  be  made  to 
cost  as  high  as  40  cts.  per  cu.  yd.,  depending  largely  upon 
the  whim  of  the  inspector. 

The  Cost  of  Snperintendenoe. — This  item  is  obviously 
dependent  upon  the  yardage  of  concrete  handled  under 
one  foreman  and  the  daily  wages  of  the  foreman.  If  a 
foreman  receives  $3  a  day  and  is  "bossing  a  job  where  only 
12  cu.  yds.  are  placed  daily,  we  have  a  cost  of  25  cts.  x)er  cu, 
yd.  for  superintendence.  If  the  same  foreman  is  handling  a 
gang  of  20  men  whose  output  is  50  eu.  yds.,  the  Buperin- 
tendonce  item  is  only  6  cts.  per  cu.  yd.  If  the  same  foreman 
is  handling  a  concrete-mixing  plant  having  a  daily  output  of 
150  cu.  yds.,  the  cost  of  superintendence  is  but  2  cts.  per  cu. 
yd.  I  have  given  these  elementary  examples  simply  because 
figures  are  more  impressive  than  generalities,  and  because  it 
is  so  common  a  sight  to  see  money  wasted  by  running  too 
small  a  gang  of  men  under  one  foreman. 

Of  all  classes  of  contract  work,  none  is  more  readily 
estimated  day  by  day  than  concrete  work,  not  only  because 
it  is  usually  built  in  regular  shapes  whose  volumes  are^ 
eMSlIy  ascertained  at  the  end  of  each  day,  but  because  a. 
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tficOrd  of  the  bags,  or  barrels,  or  batches  gives  a  ready 
method  of  computing  the  output  of  each  gang.  For  this 
reason  small  gangs  of  concrete  workers  need  no  foreman  at 
ail,  provided  one  of  the  workers  Is  given  command  and  re- 
quired to  keep  tally  of  the  batches.  If  the  efficiency  of  a 
gang  of  6  men  were  to  fall  off,  say,  15%,  by  virtue  of  having 
no  regular  non-working  foreman  in  charge,  the  loss  would 
be  only  11.35  a  day — a  loss  that  would  be  more  than  counter- 
balanced by  the  saving  of  a  foreman's  wages.  Indeed,  the 
efficiency  of  a  gang  of  6  men  would  have  to  fall  off  25%,  or 
more,  before  it  would  pay  to  put  a  foreman  in  charge.  I 
know  by  experience  that  in  many  cases  the  efficiency  will 
not  fall  off  at  all,  provided  the  gang  knows  that  its  daily 
progress  is  being  recorded,  and  that  prompt  discharge  will 
follow  laziness.  Indeed,  I  have  more  than  once  had  the 
efficiency  increased  by  leaving  a  small  gang  to  themselves  in 
command  of  one  of  the  workers  who  was  required  to  punch 
a  hole  in  a  card  for  every  batch. 

To  reduce  the  cost  of  superintendence  there  is  no  surer 
method  than  to  work  two  gangs  of  18  to  20  men,  side  by  side, 
each  gang  under  a  separate  foreman  who  is  striving  to  make 
a  better  showing  than  his  competitor.  This  is  done  with 
marked  advantage  in  street  paving,  and  could  be  done  else- 
where oftener  than  it  is. 

In  addition  to  the  cost  of  a  foreman  in  direct  charge  of 
the  laborers,  there  is  always  a  percentage  of  the  cost  of 
general  superintendence  and  office  expenses  to  be  added. 
In  some  cases  a  general  superintendent  is  put  in  charge  of 
one  or  two  foremen;  and,  if  he  is  a  high-salaried  man,  tJie 
cost  of  superintendence  becomes  a  very  appreciable  item. 
One  instance  of  this  is  given  on  page  328. 

Summary  of  Costs. — ^Having  thus  analyzed  the  costs  of 
making  and  placing  concrete,  we  can  understand  why  it  is 
that  printed  records  of  costs  vary  so  greatly.  Moreover,  we 
are  enabled  to  estimate  the  labor  cost  with  far  more  ac- 
curacy than  we  can  guess  it;  for  by  studying  the  require- 
ments of  the  specifications,  and  the  local  conditions  gov- 
erning the  placing  of  stock  piles,  mixing  boards,  etc.,  we  can 
estimate  each  item  with  considerable  accuracy.  My  purpose, 
however,  has  not  been  solely  to  show  how  to  predict  the 
labor  cost,  but  also  to  indicate  to  contractors  and  their  fore- 
men some  of  the  many  possibilities  of  reducing  the  cost  of 
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work,  onee  che  contract  lias  been  seenrwL  I  hare  f CKuid  that 
an  anaiTsia  of  ou&cs,  sucii  as  above  gtvan^  is  the  most  effec- 
dve  way  vif  discuveriits  luxneeeaBary  '^leaka^"*  and  of  opening 
one's  tiyes  co  che  poaeibiiities  at  ef&H:tins  eccmomies  in  any 

To  uuiicace  the  method  of  sammarizin^  the  costs  of  mak- 
ing concrete  hy  hand.  let  us  assume  that  the  concrete  is  to 
he  put  into  a  deep  dmndatlon  requiring  wheeling  a  distance 
of  20  ft:  tiiac  :Jie  stank  piles  are  on.  plank  60  ft.  distant 
from  the  mixing  board;  titat  the  specifications  call  f6r  6 
turns  ot  gravel  concrete  thoraugiily  rammed  in  6-in.  layers; 
and  chat  a  guod  i^zed  gang  ot,  sskj.  16  men  (at  |1.50  a  day 
each)  is  co  work  under  a  foreman,  receiving  ^70  a  day.  We 
then,  have  the  following  summary  by  applying  the  rules 

•'"^'^  S^'«»-  Per  cu.  yd. 

concrete. 

Loading  sand,  stone  and  cement $  -17 

Wheeling  60  ft.  in.  barrows  (4  -h  2  cts.) 06 

giving  concrete,  6  turns  at  5  cts 30 

yxiftifing  concrete  into  barrows 12 

Wheeling  30  ft  (4  -  1  cD 05 

Dumping  barrows  U  man  helping  barrowman) 05 

Spreading  and  heavy  ramming 15 

Total  cost  of  labor I  .90 

Foreman,  ac  |2.T0  a  day 10 

Grand   total 11.00 

*  To  estimate  the  daily  output  of  this  gang  of  16  laborers 
proceed  thus:  Divide  the  daily  wages  of  all  the  16  men,  ex- 
pressed in  cents,  by  the  labor  cost  of  the  concrete  in  cents, 
the  quotient  will  be  the  cubic  yards  output  of  the  gang. 
Thus,  2,400  -7-  90  is  27  cu.  yds.,  in  this  case. 

In  street  paving  work  where  no  man  is  needed  to  help 
dump  the  wheelbarrows,  and  where  it  is  usually  possible  to 
shovel  concrete  direct  from  the  mixing  board  into  place,  and 
where  half  as  much  ramming  as  above  assumed  is  usually 
satisfactory,  we  see  that  the  last  four  labor  items  instead 
of  amounting  to  12  +  5  +  5  + 15,  or  37  cts.,  amount  only  to  one- 
half  of  the  last  Item,  %  of  15  cts.,  or  7%  cts.  This  makes  the 
'-♦oi  labor  cost  only  60  cts.  instead  of  90  cts.    If  we  divide 
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2,400  cts.  (the  total  day's  wages  of  16  men)  by  60  cts.  (the 
labor  cost  per  cu.  yd.),  we  have  40  which  is  the  cubic  yards 
output  of  the  16  men.  This  greater  output  of  the  16  men 
reduces  the  cost  of  superintendence  to  7  cts.  per  cu.  yd. 

Cost  of  Mixing  Concrete  With  Machines. — Care  must 
be  taken  not  to  confuse  the  cost  of  mixing  concrete  with 
the  cost  of  delivering  materials  to  the  mixer  and  convey- 
ing the  concrete  away  from  the  mixer.  A  study  of  the 
various  costs  given  on  subsequent  pages  will  show  that  the 
cost  of  mixing  alone  is  only  a  small  part  of  the  total  cost 
of  making  concrete. 

If  all  the  materials  are  delivered  to  the  machine  in  wheel- 
barrows, and  if  the  concrete  is  conveyed  away  in  wheel- 
barrows, the  cost  of  making  concrete,  even  with  machine 
mixers,  is  high.  On  the  oth^r  hand,  where  the  materials 
are  fed  from  bins  by  gravity  into  the  mixer,  and  where 
the  concrete  is  hauled  away  in  cars,  the  cost  of  making  the 
concrete  may  be  very  low. 

There  are  three  types  of  mixers:  (1)  Batch  mixers;  (2) 
continuous  mixers;  (3)  gravity  mixers.  The  cube  mixers, 
double-cone  mixers  of  the  Smith  make,  and  the  drum 
mixers  of  the  Ransome  make,  are  all  batch  mixers  in  which 
a  charge  of  materials  \fi  rotated  for  10  or  15  turns  and  then 
discharged  all  at  once.  The  continuous  mixers  have  paddles 
or  plows  that  stir  up  the  materials  as  fast  as  they  are  de- 
livered, a  continuous  stream  of  concrete  being  discharged. 
In  the  gravity  mixers  the  falling  materials  strike  baffle 
plates  which  perform  the  mixing. 

Batch  mixers  are  commonly  made  in  three  sizes,  V>-Yd., 
%-yd.  and  1-yd.  It  is  generally  considered  sufficient  to 
give  the  mixer  10  to  15  turns,  occupying  1  to  1%  minutes, 
after  charging  it  with  a  batch;  but  as  some  time  is  con- 
sumed in  charging  and  discharging,  etc.,  it  is  safe  to  count 
on  only  one  batch  every  3  mins.,  or  200  batches  in  10  hrs. 
If  each  batch  is  ^yd.,  the  daily  output  is  lOO  cu.  yds.;  if 
the  batch  is  1  yd.,  the  daily  output  is  200  cu.  yds. 

Where  the  work  is  well  organized,  and  no  delays  occur 
in  delivering  the  materials  to  the  mixer,  a  batch  every  2 
mins.,  or  300  batches  in  10  hrs.,  will  be  averaged;  and  there 
are  a  few  records  of  1  batch  every  1^2  mins. 
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Not  inor«  tluA  12  HP.  ar«  required  to  run  a  %-yd.  mixef. 
When^  maceriats  ar«  deiirer«d  from  bins  or  skips  2  men 
will  charge  a  *»-yd.  mixer  and  1  man  will  attend  to  dump* 
ins  it.  ^Etd  a  gasoline  en^ne  consuming  10  gals,  of  gasolind 
per  l»>-lir.  day  at  12^-  cts.  per  gal.,  will  represent  the  full 
cost  of  labor  and  fuel  for  mixing  200  cu.  yds.  If  the  2  men 
are  paid  |L3i^  each,  and  1  man  at  $1.73,  the  cost  of  labor 
and  fuel  is  only  16.00.  or  3  cts.  per  cu.  yd.  It  is  not  in  the 
«Mt>t««;.  therefore,  thai  the  money  is  consumed,  but  in  con- 
veying materials  to  and  from  the  mixer,  in  ramming  the 
concrete,  in  installing  the  plant  for  mixing  and  conveying, 
and  in  interest  and  depreciation  charges. 

The  following  table  gives  sizes  and  capacities  of  the  Ran- 
some  concrete  mixer: 


So.  of  3f  Ixer.  (1) 

Site  of  tMktch.  cvment.  ou.  tt.  1 

siotto.       "  e 

Ca|Micit7  por  hour.  ou.  yvi'j. . .  10 

eo^iae )  5x5 

rateJ )  5  h.p. 

N.>aer. I  30x60 

r«it^Hl S  7  lup. 

Spo^  of  drum.  rvv.  n*?r  oiln.  16 

StM»od  of  drlvlu^  shJift.  n?T. 

(ter  min 116 


•* 


.4 


1  54di&m. 

3I«j>a»urt»ineut»  of  drum J  ^  ^^ 

Weight*  of  mixer  on  »i.Lds. .  2. TOO 

Wcl45ht»  of  mixer  aud  en- 

giuo  v>u  stkid* 3.St.K> 

Wel4fht»  of   mixer,    enirlne 

and  boiler  ou  skid*. G.OOO 


The  Municipal  Engineering  and  Contracting  Co.,  of  Chi- 
k»n.  MivttA  the  following  data  relative  to  the  horse-power 

I  different  sizes  of  their  cube  mixer: 


w 

(S) 

(4) 

a 

3 

4 

6 

0 

12 

12 

18 

24 

20 

30 

40 

7  X  7 

8x8 

9x0 

10  h.  p. 

14  h.p. 

20  h.p. 

36x72 

42x84 

42  X  108 

12  1I.PW 

20  h.  p. 

27  h.p. 

15 

14X 

14 

122 

94 

99 

60dtain. 

63dlain. 

09  dlam 

x42 

x48 

x54 

2,800 

4.800 

5.000 

4.600 

7,500 

9.200 

7aoo 

11.500 

14,100 
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Hnmbei* 

of 
Hlzer. 

1 

3 

« 

• 


Horse 

Horse 

Power. 

Power. 

Steam. 

Gasoline, 

28 

80 

12 

16 

9 

12 

6 

0 

6 

6 

3 

4 

1 

1 

Goncrete  in 

Place,  cu.  yds. 

per  batch. 

2 
1 

% 

H 
i 


The  following  data  as  to  the  weights  of  this  mixer  will 
be  useful: 

Crated  for 
Net,  ETxport, 

lbs.  lbs. 

3,600  6,300 

4,550  7,970 

4,350  7,800 

8,325 


H  yd.  on  Skid®,  with  pulley  or  gear 
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Wheels,  with  pulley  or  gear 
Skids,   with   engine   mounted 
Wheels,  with   engine  mounted    5,300 
Skids,      engine      and      boiler 

mounted    6,250 

Wheels,     engine     and     boiler 

mounted    7,200 

Skids,  with  pulley  or  gear  ..  6,000 
Wheels,  with  pulley  or  gear. .  7,425 
Skids,  with  engine  mounted  7,250 
Wheels,  with  engine  mounted  8,675 
Skids,      engine     and      boiler 

mounted    10,600 

Wheels,     engine     and     boiler 

mounted    12.000 


10,937 

12,600 
10,500 
13,000 
12,737 
15,200 

18,550 

21,000 


€o«t  of  Forms. — It  is  common  practice  to  re<Jord  the  cost 
^  forms  or  molds  in  cents  per  cubic  yard  of  concrete,  giv- 
hig  separately  the  cost  of  lumber  and  labor.  This  should  be 
^one,  but  the  analysis  of  the  cost  of  forms  should  always 
be  carried  a  3tep  farther.  The  records  should  be  so  kept  as 
to  show  the  first  cost  per  M  (i.  e.,  1,000  ft.  B.  M.)  of  lumber, 
the  number  of  times  the  lumber  is  used,  the  labor  cost  of 
ttecting,  and  the  labor  cost  of  taking  down  the  forms  each 
tJmfr— all  expressed  in  M  ft.  B.  M.  Thus  only  is  it  possible 
to  compare  the  cost  of  forms  on  different  kinds  of  concrete 
Work,  and  thus  only  can  accurate  predictions  be  made  of 
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the  cost  of  forme  for  concrete  work  having  dimensions  dif- 
fering from  work  previously  done.  It  Is  well  also  to  make 
record  of  the  number  of  square  feet  of  exposed  concrete 
surface  to  which  the  forms  were  applied.  There  are  three 
ways,  therefore,  of  recording  the  cost  of  forms:  (1)  In  cents 
per  cubic  yard  of  concrete;  (2)  in  cents  per  square  foot  of 
concrete  face  to  which  forms  are  applied;  and  (3)  in  dollars 
per  M  ft.  B.  M.  of  lumber  used — in  all  three  cases  keeping 
the  cost  of  materials  and  labor  separate.  Furthermore,  it 
is  well  to  make  a  sketch  of  the  construction  of  the  forms, 
and  attach  the  sketch  to  the  record  of  cost 

I  find  few  engineers  who  are  able  to  estimate  closely  the 
cost  of  forms  for  any  class  of  concrete  work  that  is  new  to 
them.  This  is  due  mainly  to  the  practice  of  recording  the 
costs  only  in  terms  ot  the  cubic  yard  as  the  unit. 

In  estimating  the  probable  cost  of  fomus  I  find  the  fol- 
lowing method  most  reliable:  First,  after  ascertaining  the 
time  limit  within  which  the  work  must  be  completed,  deter- 
mine the  number  of  cubic  yards  of  concrete  that  must  be 
laid  each  day,  after  allowing  liberally  for  delays.  Knowing 
the  number  of  cubic  yards,  estimate  the  number  of  thou- 
sand feet  board  measure  of  forms  required  to  encase  the 
concrete  to  be  placed  in  a  day.  This  will  give  the  minimum 
amount  of  lumber  required,  for  it  is  never  permissible  to 
move  the  forms  until  the  concrete  has  hardened  over  night 
This  brings  us  to  a  very  important  question  in  economics. 
Thousands  of  words  have  been  written  on  the  advantages 
and  disadvantages  of  using  "wet"  or  "dry"  concrete,  but  I 
have  never  seen  mention  of  one  of  the  most  forceful  objec- 
tions to  the  use  of  concrete  mixed  so  wet  that  it  is  sloppy. 
I  refer  to  the  slowness  with  which  such  concrete  hardens. 
Obviously,  the  more  slowly  it  hardens,  the  longer  must  the 
forms  be  left  in  place;  and  the  longer  the  forms  are  left  in 
place  the  more  lumber  will  be  required;  the  more  the 
lumber,  the  greater  the  cost  of  forms  per  cubic  yard  of 
concrete. 

A  concrete  mixed  "dry,"  and  rammed,  will  harden  over 
night,  so  that  in  retaining  wall  construction  It  is  safe  to 
remove  the  forms  the  next  morning;  but,  where  the  con- 
«rete  has  been  mixed  "sloppy,"  I  have  seen  whole  sections 
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of  wall  fall  out  upon  the  removal  of  forms  twelve  hours 
after  placing  the  concrete.  In  cold  weather  the  setting 
la  further  delayed,  and  in  very  coW  weather  it  may  cease 
entirely  unless  proper  precautions  are  taken.  Specifications 
relating  to  sloppy  concrete  usually  provide  that  wall  forms 
shall  not  be  moved  within  48  hours  after  placing  the  con- 
crete; but  in  hot  weather  it  is  often  safe  to  remove  the 
forms  in  24  hours  or  less. 

Forms  for  concrete  arches  or  beams  muist  obviously  be 
left  in  place  longer  than  in  wall  work,  because  of  the  tend- 
ency to  fail  by  ruipture  across  the  arch  or  beam.    Forms  for 
small  circular  arches,  like  sewers,  may  be  removed  in  18  to 
24  hours  if  dry  concrete  is  used;   but  in  24  to  48  hours  if 
wet  concrete  is  used.     Forms  for  large  arch  culverts  and 
arch  bridges  are  seldom  taken  -down  in  less  than  14  days, 
and  it  is  often  specified  that  they  must  not  be  struck  for 
28  days  after  placing  the  last  of  the  concrete.    This  last  re- 
quirement is  probably  necessary  where  the  backfilling  over 
the  arch  is  put  on  at  once;  but,  except  in  the  case  of  arches 
of  great  span,  there  appears  to  be  no  sufllcient  reason  for 
keeping  the  centers  so  long  under  the  arch,  provided  they 
can  be  used  elsewhere.    Indeed,  I  am  inclined  to  think  that 
a  week's  time  is  ample  for  arches  having  a  span  of  40  ft.  or 
less,  provided  no  filling  is  placed  on  the  aroh.     In  fact,  a 
study  of   the   compressive  strength  tests  given  in   Falk's 
"Cements,   Mortars   and   Concretes,"   pages  128,    131,   etc., 
shows  that  the  difference  of  compressive  strength  between 
7-day  and  28-day  Portland  cement  mortar  and  concrete  is 
often  less  than  25%,  and  averages  about  50%;  and  that  in 
any  case  concrete  a  week  old  is  amply  .strong  enough  to 
hold  its  own  weight  In  an  arch  of  moderate  size."   Progres- 
sive settlement  of  the  abutments  might  in  some  cases  be 
given  as  a  reason  for  leaving  centers  a  long  time  in  place, 
but  abutments  founded  on  rock  or  on  piles  do  not  show 
progressive  settlement  after  the  striking  of  centers,  unless 
the  subsequent  jarring  of  trains  causes  the  piles  to  go 
down. 

Forms  supporting  concrete-steel   fioors  and  beams  are 
usually  left  in  a  place  at  least  a  week. 
The  consideration  of  the  time  element  in  the  use  of  forms 
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Is  essential  in  making  an  accurate  forecast  of  the  quan 
of  lumber  that  will  be  reqiilred  in  any  given  case.  A 
additional  auggesttona  will  not,  therefore,  be  out  of  plac 
Often  the  uprights  or  studs  used  to  hold  the  sheel 
plank  are  also  used  as  legs  for  a  trestle  to  support  a  tr 
or  runway  over  which  the  concrete  Is  transported.  In  b 
a  case  tlie  amount  of  limt>er  in  the  forms  is  considen 

rromra  S'o"  C.nC. 


A\ 
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"L~             ' 

—     ^B,   A     Coping    o  'p' 
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more  than  would  be  ind:i.atea  bj  LOnsIderlng  merely 
length  of  time  that  tiie  forms  must  stand  before  remoi 
tor,  so  long  as  the  upiighta  stand,  it  is  impossible  to 
move  the  sheeting  plank  where  oidlnary  kinds  of  forms 
used.  I  have  seen  many  instances  of  unnecessary 
pendlture  of  money  fo:  forms  due  to  neglect  to  eonai 
this  fact.  Bear  in  mind  therefore  that  It  may  be  chea 
to  proTide  a  movable  derrick  or  to  us?  a  cableway  for 
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liTering  the  concrete,  rather  than  to  use  the  uprights  of 
the  'forms  as  posts  for  a  trestle. 

I  have  found  it  cheaper,  as  a  rule,  to  build  the  coping  of 
retaining  walls  after  finishing  the  wall  itself.  One  of  the 
reasrons  for  this  is  that  a  projecting  coping  is  apt  to  fall, 
dae  to  its  own  weight,  if  the  forms  are  not  left  in  place 
longer  than  it  is  necessary  to  leave  the  forms  for  the  wall 
below  the  coping.  In  an  editorial  article  in  Engineering 
News,  July  9,  1903,  p.  37,  I  described  the  simple  coping 
forms  illustrated  in  Fig.  13.  By  providing  frames  with 
bolts  B  and  C  that  can  be  taken  out,  the  forms  can  be 
knocked  down  and  used  again  and  again.  In  building  a 
12-ft.  section  of  coping,  the  frames  may  be  supported  on 
blocking  or  on  the  end  of  the  last  section  of  coping. 

This  lea4s  us  to  the  subject  of  building  forms  in  panels 
that  can  be  shifted  from  place  to  place  without  tearing  the 
forms  to  pieces  and  building  them  up  again.  When  panels 
can  be  used,  it  is  evident  that  the  cost  of  labor  and  lumber 
for  forms  may  be  reduced  to  a  few  cents  per  cubic  yard  oi 
concrete.  Examples  of  low  cost  of  sewer  work  Where  the^ 
forms  are  thus  shifted  in  sections  will  be  found  on  subse-' 
quent  pages.  Even  high  retaining  walls  may  thus  be  btftlt- 
with  movable  forms,  as  illustrated  on  page  321. 

There  are  few  classes  of  concrete  work  where,  at  the 
expense  of  a  little  thought  in  designing  movable  forms,  a 
Sreat  expense  in  lumber  may  not  be  saved. 

Having  estimated  the  quantity  of  lumber  required  for  any 
giren  concrete  job,  and  the  number  of  times  that  it  can 
tie  used,  the  labor  cost  of  framing,  erecting  and  taking  down 
the  forms  may  be  calculated  thus:  With  carpenters'  wages 
U  25  cts.  per  hour,  and  laborers'  wages  at  15  cts.  i>er  hour, 
Working  1  laborer  to  2  carpenters,  my  records  show  that 
ftrdinary  forms  for  walls,  arches,  etc.,  can  be  framed  and 
Greeted  for  $6  per  M  ft  B.  M.,  when  men  are  working 
for  a  contractor.  The  forms  can  be  carefully  torn  apart» 
tiken  down  and  moved  a  short  distance,  for  $1.50  per  M; 
liaking  the  total  labor  cost  $7.50  per  M.  for  each  time  that 
Qte  forms  are  built  up  and  torn  down.  Where  the  forma 
re  built  in  panels  and  are  not  ripped  apart  and  nailed 

gether  agpain  at  every  move^  there  is  only  the  cost  of  mov^ 
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ing  them  each  time  after  they  have  oiKie  been  built,  and  this 
cost  may  not  exceed  50  cts.  per  M  for  each  move.  There  is 
another  economic  advantage  in  using  forms  in  panels, 
namely,  that  they  last  longer.  Indeed,  there  is  hardly  any 
limit  to  the  number  of  times  that  a  panel  may  be  used. 
But  when  forms  are  torn  apart  each  time,  the  nail  holes 
and  the  battering  due  to  hammers  and  pinch  bars  gradually 
bring  the  lumber  to  a  state  of  unfitness. 

For  data  of  actual  cost  of  forms  consult  the  index  under 
Concrete  Forms  and  under  Timberwork. 

Cost  of  Lining  and  Plastering  a  Reservoir,  Forbes 
Hill,  Mass.— ^Mr.  C.  M.  Saville  is  authority  for  the  following 
cost  data  on  the  Forbes  Hill  Reservoir,  Quincy,  Mass.,  built 
l)y  contract  in  1900-1901.  Common  laborers  were  paid  $1.50 
per  10-hr.  day.  There  were  four  classes  of  concrete  used, 
and  their  itemized  costs  were  as  follows: 

Class  "A";   Concrete  1:2%: 4. 

1.35  bbl.  Portland  cement,  at $2.23  $3.01 

0.46  cu.  yd.  sand,  at 1.13  .52 

0.74    "    "      stone,    at 1.13  .84 

25  ft.  B.  M.  lumber  for  forms,  at 20.00  per  M.       .50 

Labor,  on  forms 59 

mixing  and  placing 1.15 

general   expenses 20 


Total  (279  cu.  yds.)  per  cu.  yd $6.81 

Class  "B";  Con<5rete  1:3:6. 

1.07  bbl.  Portland  cement,  at $2.23  $2.39 

0.44  cu.  yd.  sand,  at 1.13  .50 

0.88    "    '•      stone,    at 1.13  .99 

ev^  ft.  B.  M.  lumber  for  forms,  at 20.00  per  M.       .13 

Labor,  on  forms 21 

mixing  and  placing 97 

general  expenses 15 


Total  (284  cu.  yds.)  per  cu.  yd 15.84 

Class  "C";  Concrete  1:2:5: 

1.25  bbl.  natural  cement,  at $1.08  11.85 

0.34  cu.  yd.  sand,  at 1.02  ^ 

0.86    "    *'     «tone,  at 1.67  UXi 
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4%  ft.  B.  M.  lumber,  at  20.00  per  M.  $0.09 

Labor,  on  forms 10 

"       mixing  and  placing 1.17 

"       general    expenses 08 

Total  (400  cu.  yds.)  per  cu.  yd $4.49 

Class  "D";  Concrete  1:2%:6%. 

L08  bbl.  Portland  cement,  at $1.53  $1.65 

0.37  cu.   yd.  sand,  at 1.02  .38 

0.96    "      "      stonei,   at 1.57  1.51 

1  ft  B.  M.  lumber,  at 20.00  per  M.       .02 

Labor,  on  forms 12 

"       mixing  and  placing 1.21 

"      general   expenses 18 

Total  (615  cu.  yds.)  per  cu.  yd $5.07 

Class  "B";   Concrete  1:2%:  4. 

1,37  bbl.   Portland  cement,  at $1.53  $2.09 

0.47  cu.  yd.  sand,  at 1.02  .48 

0.75    "      "    stone,  at 1.57  1.17 

12%  ft  B.  M.  lumber  in  forms,  at 20.00  per  M.       .25 

Labor,  on  forms 26 

"      mixing  and  placing 1.53 

"      general  expenses   15 

Total  (1,222  cu.  yds.)  per  cu.  yd $5.93 

In  all  cases  the  lumber  was  used  more  than  once,  so  that 
the  cost  of  the  labor  on  the  forms  can  not  be  computed  per 
M.  ft  B.  M. 

Class  **A'*  was  used  for  walls  and  floors  of  gate  vault  and 
sate  chamber,  and  for  cut-off  walls. 
Class  "B"  was  used  for  the  foundations  of  a  standpipe. 
Class  "C,"  the  only  natural  cement  concrete  on  the  work, 
was  used  for  the  lower  layer  of  the  bottom  of  the  reservoir. 
Then  came  a  layer  of  Portland  cement  plaster  ^-in.  thick, 
on  which  was  placed  the  top  layer  of  Portland  cement  con- 
crete, Class  "E."  The  slopes  of  the  reservoir  were  lined  in  a 
similar  manner,  except  that  Class  "D"  was  substituted  for 
Class  "C."     The  upper  layer  of  concrete  was  laid  in  10  ft. 
squares,  alternate  squares  being  laid  and  allowed  to  harden, 
ludd  then  the  other  squares  were  laid. 
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The  cement  was  mostly  Atlas,  delivered  in  bags,  four  of 
which  made  a  barrel,  iand  assumed  to  be  3.7  cu.  ft.  All 
concrete,  except  on  the  sides,  was  made  rather  wet,  and  was 
kept  wet  for  a  week.  The  cost  of  laying  with  the  ordinary 
concrete  gang  was  as  follows,  wages  being  $1.50  per  10-hr. 
day: 

Cost  per 
cu.  yd. 
2  men  measuring  materials %  .15 

2  "      mixing  mortar   15 

3  "      turning  concrete  (3  times) 22 

3     "      wheeling        "        23 

1  "      placing  "        07 

2  "      ramming        "        15 

1  sub-foreman  ($2.50) ' 13 

Total   (20  cu.  yds.   per  day) $1.10 

In  addition  to  this  gang  there  were  3  plasterers  and  3 
helpers  working  on  the  slopes.  The  ^^-in.  layer  of  plaster  b^ 
tween  the  concrete  layers  was  put  down  in  strips  4  ft  wldlh 
and  finished  similar  to  the  surface  of  a  granolithic  wallu 
This  plaster  was  mostly  1:2  mortar  with  finishing  surface  oC 
1:4.  Strips  of.  coarse  burlap  soaked  in  water  were  used  ta 
keep  this  layer  wet  and  cool;  in  spite  of  which  some  crackH 
appeared.  This  plastering  gang  averaged  2,100  sq.  ft  pea 
day,  the  cost  being  as  follows  for  %-in.  plaster: 

I • — -Cost  per -^ 

100  sq.f  t       -Sq.  yd.       Cu.  yd! 

Cement  at  $1.53  per  bbl $1.15  $0,103  $7.43 

Sand    at  $1.02 13  0.012  .^^ 

Burlap 02  0.002  .1-- 

Labor   92  0.083  6.(^ 


Totals $2.22  $0,200  $14. 

Although  plastering  work  is  usually  measured  in  sq 
yards,  I  have  computed  it  in  areas  of  100  sq.  ft,  and  in  cub; 
yards  for  purposes  of  comparison.  It  will  be  seen  that 
took  more  than  5  bbls.  of  cement  per  cu.  yd.  of  this  : 
mortar,  and  that  it  cost  $6  per  cu.  yd.  for  the  labor. 
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Retuniing  again  to  the  concrete^  the  stone  ^as  cobbles 
picked  out  of  the  hardpan  excavated  to  make  embankments. 
It  was  washed  before  crushing,  anc.  had  to  be  gathered  up 
from  scattered  piles,  which  accounts  in  part  for  the  high 
cost.  It  was  crushed  with  a  9  x  15  Farrel  crusher  operated 
by  a  12-HP.  engine.  The  crusher  was  rated  at  125  tons  a 
day,  but  averaged  only  about  40  tons.  The  bin  had  a 
c&paoity  of  30  cu.  yds.,  divided  into  three  compartments,  one 
tor  stone  less  than  1%  diameter,  one  for  stone  between  1% 
and  2^  Ins.,  and  the  third  for  stone  over  2%  ins.  which  had 
to  be  recrushed.  The  stone  had  about  46%  voids  and 
veighed  95  lbs.  per  cu.  ft. 

Cost  of  Lining  a  Reservoir  at  Canton,  111. — G.  W. 
Chandler  gives  the  cost  of  a  small  concrete  reservoir  at 
Canton,  111.  Presumably  the  work  was  done  by  day  labor, 
not  by  contract.  The  reservoir  was  built  in  the  summer  of 
1901.  It  is  100  X  80  ft.,  13  ft.  deep  and  holds  12  ft.  of  water. 
The  bottom  is  concrete,  10  ins.  thick,  including  a  %-in.  coat 
mortar.  The  footings  of  the  side  wall  and  the  coping  are 
concrete.  The  concrete  was  1:3%:7M>.  Voids  in  the  stone 
40%,  in  the  clean  sand  30%.  The  sand  and  cement 
mixed  dry,  then  shoveled  into  a  pile  with  the  stone, 
wetted,  shoveled  over  again  and  shoveled  into  barrows. 
95-lb.  sack  of  cement  contained  0.9  cu.  ft.  The  %-in. 
ar  coat  was  1:2^,  spread  and  worked  smooth  with  a 
el.    The  concrete  cost  as  follows,  per  cubic  yard: 

i7  cu.  yd.  stone,  at  $2.17 $1.86 

bbl.  cement,  at  $2.50 2.14 

bu.  sand  (100  lbs.  per  bu.)  at  5%  cts 58 

(wages  19  cts.  per  hr.) 80 


Total $5.38 

le  stone  weighed  2,500  lbs.  per  cu.  yd. 

side  walls  built  of  paving  brick  (costing  $6.50  pec 
delivered)  were  laid  in  1:2%  cement  mortar. 

[ttt   of    a    Reservoir   Floor,    at   Pittsburg,   Pa. — Mr. 

le  Low  gives  the  following  data: 

floor  of  the  Highland  Ave.  Reservoir  at  Pittsburg,  Pa., 
covered  in  1884  to  a  depth  of  5  ins.  with  concrete,  laid 
clay  puddle  foundation.  The  concrete  mortar  was  made 
bbl.  natural  cement  to  2  bbls.  sand,  mixed  to  a  thin 
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grout  in  wooden  boxes  standing  on  legs.    Five  barrels  ot 
stone  (sandstone)  were  spread  on  a  platform  of  2-in.  plank, 
10  X  16  fL,  and  the  grout  was  poured  over  it,  the  whole 
mass  being  then  turned  over  three  times  with  shovels,  then 
deposited  to  the  depth  of  5  ins.  and  rammed.    The  stone  was 
quarried  and  hauled  20  miles  by  rail,  then  unloaded  into 
small  cars  and  hauled  %  mile  to  the  reservoir.     The  sand 
was  obtained  in  the  reservoir  limits,  and  cost  merely  the 
work  of  excavation,  or  1%  cts.  per  bushel. 
The  following  was  the  cost  of  two  days'  work: 

27  laborers,  2  days,  at  $1.25 172.90 

1  foreman,  2  days,  at  $2.50 5.00 

Total,  101  cu.  yds.  at  77  cts $77.90 

During  one  month  the  labor  cost  was: 

Total  cost. 

642  days,  laborers  at  $1.35 $866.70 

17    "       water-boy,  at  60  cts 10.20 

22    "        foremen,   at    $2.50 55.00 

Total,  1,302  cu.  yds.  at  71^  cts $931.90 

During  another  month  1,425  cu.  yds.  were  laid  at  95  cts. 
per  cu.  yd.,  wages  being  $1,25  a  day. 
The  average  cost  of  the  7,680  cu.  yds.  of  1:2:5  concrete 

^^^'  Percu.yd. 

Quarrying  stone   $  .45 

Transporting  "       50 

Breaking         "     (2%-in.    ring) 35 

1%  bbl.  natural  cement 1.8 

8  bu.  sand 1 

Water    0 

Labor  (wages  $1.25  a  day),  mixing  and  laying 7 

Incidentals    0 

Total $4.0^ 

The  contract  price  was  $6  per  cu.  yd. 

Cost  of  Lining  a  ReserToir. — Mr.  G.  L.  Christian  giYcm^ 
the  following:     In  laying  3,000  cu.  yds.  of  1:3:6  concrete 
6  ins.  deep,  over  the  bottom  of  a  reservoir,  the  wages  pai( 
were:    Foreman,  $2.50;  laborers,  $1.35;  and  teams  %i  a 
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The  cost  of  blasting  the  rock  is  not  included,  but  the  cost 
of  loading,  hauling  and  crushing  is  included: 

Per  cu.  yd. 

Sand    1.37 

Natural  cement  1.10 

Loading  and  hauling  stone  to  crusher 25 

Labor  at  crusher,  at  $1.35  a  day 20 

Rent  of  crusher 01 

Coal  for  crusher 05 

Hauling  stone  from  crusher 15 

Foreman  of  concrete  gang 05 

Laborers  concreting,  at  $1.35 50 

Teams  "  at   $4 08 


Total $2.76 

7o  for  supt,  time-keeper,  office  help,  etc 24 


Total $3.00 

The  concrete  was  mixed  very  wet. 

Cost    of    Conorete,    Asphalt    and    Brick    Reservoir 
^ning. — ^Mr.  Arthur  L.  Adams  gives  the  following  data  on 
^he  Astoria  (Ore.)   City  Water-Works:     The  reservoir  bot- 
tom is  lined  with  6  ins.  of  concrete   (laid  with  expansion 
Joints),  %-in.  of  cement  mortar,  one  coat  of  liquid  asphalt, 
^Jid  one  harder  asphalt  coat.    The  lining  of  the  slopes  is  the 
^ame  except  that  a  layer  of  brick  laid  flat,  after  dipping  each 
^Tick  in  hot  asphalt,  was  laid  on  the  concrete.    The  bricks 
^ere  laid  on  an  asphalt  coating  and  given  a  final  asphalt 
^f)at    The  actual  cost  per  sq.  ft.  was: 

Slope  Per  sq.  ft.  Bottom 

in.  concrete $0.1187  6-ln  concrete $0.1031 

^t  coat  asphalt 0.0100  Cement  mortar  finish 0.0113 

':ilck  In  asphalt 0.0889  1st  coat  asphalt 0.0077 

<l  coat  asphalt 0.0131  2d  coat  asphalt 0.0082 

wnklnc  crevices  with  as- 

phalf* 0.0030 

^^roning 0.0035 


Total $0.2872  Total $0.1303 

*  These  crevices  developed  near  the  top  of  the  slope,  due  to  sliding 
'.  the  brick  slope. 

The  detailed  cost  of  this  lining  work  was  as  follows: 

The  concrete  was  composed  of  basalt  rock,  quarried  and 
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crushed  near  the  work,  of  river  gravel,  sand  and  imported 
Portland  cement.  One  cubic  yard  of  concrete  contained  0.9 
cu.  yd.  stone,  0.5  cu.  yd.  gravel,  0.1  cu.  yd.  sand  and  1  bbl. 
cement.  There  were  603  cu.  yds.  of  concrete  on  slopes  and 
678  cu.  yds.  on  the  bottom.  The  work  was  well  managed, 
each  man  averaging  1.84  cu.  yds.  per  10-hr.  day,  mixed  and 
placed  on  the  slopes,  and  2.35  cu.  yds.  on  the  bottom.  The 
men  were  Italians.  The  rock  was  quarried  and  crushed  and 
delivered  at  the  work  (800  ft  haul)  for  95  cts.  per  cu.  yd. 
Sand  and  gravel  were  bought  at  86^4  cts.  per  cu.  yd.,  and  ce- 
ment at  $2.45  per  bbl.  All  mixing  was  done  by  hand.  There 
I  were  three  gangs  of  mixers,  6  men  in  a  gang,  supplied  with 
'materials  by  9  wheelbarrow  men  (5  on  rock,  3  on  gravel 
and  sand  and  1  on  cement).  The  18  mixers  placed  the  con- 
crete for  6  men  to  rake  and  ram.  Beside  this  force  of  33 
men,  there  were:  1  helper  at  the  cement,  1  man  tending 
water,  1  man  sprinkling  concrete  already  laid,  1  water-boy 
and  1  foreman.  The  gravel,  sand  and  cement  were  mixed 
dry,  then  mixed  wet,  and  stone  added;  the  concrete  was  then 
turned  three  times,  aiwi  once  more  when  deposited.  On  the 
slopes  a  rough  finishing  coat  of  mortar  was  applied  by  tak- 
ing a  little  mortar  from  the  next  batch.  The  concrete  was 
mixed  with  very  little  water.  By  raking  the  coarse  rock 
down  the  slopes  and  by  using  a  straight  edge  before  ram- 
ming, even  slopes  were  secured. 

On  the  bottom  the  %-in.  mortar  (1:2)  coat  was  applied  by 
two  finishers  using  smoothing  trowels,  and  they  were  served 
by  4  men  mixing  and  carrying  the  mortar. 

On  the  slopes  the  concrete  was  placed  in  sheets  10  ft. 
wide  from  top  to  bottom;  and  on  the  bottom  it  was  laid  in 
*  squares,  20  ft.  on  a  side;  2  x  6-in.  planks  being  used  to  hold 
(the  free  sides  of  the  concrete.  When  a  new  square  was 
laid  adjoining  an  old  square,  the  2  x  6  pieces  were  removed, 
and  replaced  by  a  piece  of  %  x  4-in.  weather  boarding.  Two 
weeks  later  these  %-in.  strips  were  removed  so  that  the 
grooves  could  be  run  full  of  asphalt.  The  ^-in.  strips 
should  be  beveled  and  laid  with  the  wide  edge  up,  or  they 
will  be  removed  with  diflaculty.  The  labor  cost  of  concreting 
was  $1.07  per  cu.  yd.  on  the  slopes  and  67  cts.  on  the  bottom, 
wages  being  15  cts.  an  hour. 

"*«  of  Alcatraz  asphalt  were  used:  the  L  and  the 
Ing  brand.     The  L  grade  is  a  natural  liquid 
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asphalt,  and  the  XXX  grade  is  the  product  of  refining  the 
natural  rock  asphalt  with  about  20%  of  the  liquid  as  a  fiux; 
they  are  sold  in  barrels  holding  400  lbs.  No  asphalt  i^as 
placed  on  the  concrete  until  it  had  been  in  place  two  weeks 
and  was  dry  on  the  surface.  On  the  bottom  of  the  reservoir 
the  first  coat  applied  was  the  L  grade,  the  second  coat 
was  the  XXX  grade.  On  the  slopes  none  of  the  L  grade  was 
used,  because  of  its  tendency  to  creep;  moreover,  the  harder 
asphalt  when  at  the  proper  temperature  runs  readily  and 
fills  all  crevices.  The  only  advantage  of  the  L  grade  is  that 
it  will  adhere  to  a  damp  surface  where  the  XXX  will  not. 

For  best  results  all  work  should  be  done  in  the  dry  sum- 
mer months.  All  dust  must  be  carefully  swept  off  the  con- 
crete as  it  prevents  bonding  with  the  asphalt  The  asphalt 
applied  with  mops  made  of  twine,  was  delivered  in  sheet- 
iron  buckets  by  attendants  who  carried  it  from  two  melting 
kettles  holding  3,000  lbs.  each. 

The  bricks  used  on  the  slopes  were  half  vitrified  and  half 
common,  due  to  inability  to  get  the  full  number  of  vitrified 
bricks.  They  were  submerged  in  a  bucket  of  hot  asphalt 
and  placed  on  the  slope  with  iron  tongs;  a  common  laborer, 
alter  a  little  practice,  readily  averaged  2,300  bricks  laid  in 
10  hrs,  A  puah  joint  was  made.  To  secure  close  joints  and 
consequent  economy  in  asphalt,  the  asphalt  must  be  kept 
hot  enough  to  run  like  water. 

The  asphalt  finishing  coat  followed  the  brick  laying  as 
closely  as  possible,  to  avoid  delays  due  to  rain-water  stand- 
ing in  open  joints.  The  slope  was  ironed  with  hot  irons  to 
improve  the  appearance.  Overheating  of  the  irons  is  apt  to 
injure  the  asphalt  During  hot  weather  the  brick  slid  on  the 
slope  somewhat  by  closing  up  thick  joints  laid  in  colder 
weather;  hut  all  motion  ceased  in  a  few  weeks.  The  ad- 
vantage of  asphalt  lies  in  retarding  the  passage  of  water 
through  brick  or  concrete;  it  does  not  exclude  water,  for  an 
asphalt  coated  brick  submerged  in  water  will  eventually 
absorb  as  much  water  as  an  uncoated  brick. 

Oost  of  First  Asphalt  Ck>at  on  Cioncrete  Slopes  (29,637  sq.  ft.) 

Total  CJost  per 

Labor :  cost.  sq.  ft. 

Building  sheds $5.00  $0.00017 

Spreading,  91  hours  at  20  ots 18.20  0.00061 

BoUlng,  91^          ••         15cts 18.72  0.00046 

Helpers.  78K        ••         15  ots 11.02  0.00087 

Sweeping.  49^     **        15cts 7.48  0.00025 


2»(> 
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If  aterlals : 

Asphalt.  19.243  lbs.  at  $0.1226. . . 

Fuel,  1  cord  wood  at  $2.50 

HauUng  0.6  tons  asphalt  at  $0.47. 

Totals 


Labor: 

Building  sheds 

Spreading,  95K  hours  at  15  cts. . 
Boiling,  78>i  "  •« 

Helpers,  1441.^       ** 
Sweeping,  20         ••  •• 

Foreman,  60  ••  25 cts.. 

Materials : 

Asphalt,  25.280  lbs.  at  $0.01225. 

Fuel.  1  cord , 

Hauling  12.6  tons  at  $0.47 

Totals 


Total 
cost 

OoBt  per 
sq.  ft. 

$235.78 
2.60 
4.50 

$0.00795 
0.00009 
0.00015 

$298.10 

$0.01005 

\  (29,637  sq. 

ft.) 

Total 
cost 

Cost  per 
sq.ft. 

$5.00 
14.86 
10.99 
21.68 
8.00 
15.00 

0.00017 
0.00049 
0.00087 
0.00078 
0.00010 
0.00051 

309.07 
2.60 
5.92 

$0.01O42 
0.00008 
0.00O20 

$887.52 

$0.01807 

Cost  of  Ironing  Asphalt  Siope  (29,637  sq.  ft) 


Labor; 

Ironers,  295.5  hours  at  15  cts 

Heaters,  75  ••  "         

Helpers  and  sweeping,  84 >^  hrs.  at  16  cts. 
Foreman.  49 >4  hours  at  25  cts 

Uaterlals : 

Irons,  20  at  $1.50 

Fuel,  1  cord  at  $2.60 

Totals 


Total 
Cost 

$44.38 

11.25 

5.18 

12.37 


30.00 
2.60 

$105.68 


Cost  per 
sq.  It. 

$0.00150 
0.0O038 
0.00017 
0.00042 


0.00101 
0.00008 

$0.00856 


Cost  of  First  Asphalt  Goat  on  Concrete  Bottom  (34,454  sq  ft.) 


Labor: 

Building  sheds,  25  hrs.  at  20  cts. 
Spreading,  38      "      20  cts. 

Boiling.  87      '«      16  cts. 

Helpers,  48      "      15  cts. 

Sweeping,  44      •'       15  cts. 

Materials : 
Asphalt,  18,490  lbs.  at  $0.01225. 

"•»8at'$6.*47.'.V.*.V 


Total 
cost 

Cost  per 
sq.ft. 

$6.00 
7.60 
5.55 
6.45 
6.60 

$0.00016 
0.00022 
0.00016 
0.00019 
0.00019 

226.50 
2.50 
4.36 

0.00658 
0.00012 
0.00007 

^264.56 

90.00768 
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Cost  of  Second  Asphalt  Goat  on  Bottom 

0 

Ijabor: 

Building  sheds 

Spreading,  85  hrs.  at  15  cts 

Boiling,       80       ••       "        

Helpers,      62>i    "       ••        

Sweeping,  ^4hi    **       *•        

Poreman,    17>^    ««      25  cts 

^UFAterlals  * 

Asplialt,'l9.591  lbs.  at  $0.01225 

J^el.  1  cord  at  $2.50 

Bauilng,  9.8  tons  at  $0.47 

Totals 


(84,454  sq. 

tt.) 

Total 

Cost  per 

cost 

sq.  ft. 

$5.00 

$0.00015 

5.25 

0.00015 

4.50 

0.00018 

7.88 

0.00028 

6.68 

0.00020 

4.88 

0.00018 

239.99 

0.00702 

2.50 

0.00007 

4.61 

0.00018 

$280.79 


$0.00821 


Ck>8t  of  Laying  Brick  on  slopes  (182.000  bricks  dipped  in  Asphalt  and  laid 

Hat;  29,637  sq.  ft.). 


Ijabor: 

-Unloading  brick  from  barge,  290  hrs.  at  15  cts. 

••  ••       foreman,      22       "      25  cts. 

Hauling  and  storing,  160  hrs.  at  35  cts.  and 

140  hrs.  at  55  cts 

Ikying,  561  hrs.  at  15  cts 

Attendajice,  1,341  hrs.  at  15  cts 

Soiling  Asphalt,  220  hrs.  at  1 5  cts 

foreman,  96  hrs.  at  25  cts 

ICaterials : 

Brlclc,  132  M  at  $7.00 


Total 
cost. 

$49.00 

152.48 

84.15 

201.15 

83.00 

24.00 

924.00 


Aspbalt.  93  372  lbs.  at  $0.01225 1,143.81 


Asplialt  haul,  46.7  tons  at  $0.47 


21.95 


Cost  per 
M. 

$0.87122 

1.15478 

0.63750 
1.52387 
0.24500 
0.18180 

7.00000 
8.66516 
0.16628 

Totals $2,633.49     $19.95055 

Cost  of  Fortification  Work,  at  Fort  Point,  Cal. — In 
Jour.  Assoc.  Eng.  Soc,  Vol.  XIV.,  1895,  p.  239,  George  H. 
Mendell  gives  the  following  data:  The  work  was  the  con- 
struction of  fortifications  at  Fort  Point,  near  San  Francisco. 
The  following  experiments  were  made: 


X  i>t>l.  Portland  cement  measured  loose. 

Water  added 

Yolaiiit»  of  stiff  paste  resulting 

MoJat  Band  added 

Wator  added 

YolvUMkG  ot  mortar  resulting 

OraTel  addedt 

Tolnme  of  loose  concrete 

Yolumo  of  concrete  tamped  in  place 


Experiment 

No.  1 

No.  2 

No.  8 

cu.  ft. 

cu.  ft. 

cu.  ft 

4.42 

4.58 

4.5* 

2.00 

1.75 

1.92 

4.00 

3.80 

3.82 

10.12 

11.40 

13.50 

2.00 

2.50 

2.00 

10.12t 

12.30 

14.00 

86.50 

86.90 

45.25 

48.23 

37.50 

«>  Tlile  barrel  measured  3  ^  cu.  ft.  packed. 

t  Tbere  Is  some  doubt  as  to  the  accuracy  of  this  moanurement,  for  it 
_a  recorded  as  9.12  cu.  ft.,  although  it  was  probably  10.12. 

it  Tlile  gravel  in  experiment  No.  1,  was  in  %-in.  sizes  down  to  bird- 
ghdt;  in  experiment  No.  2  it  was  the  size  of  beans  and  smaller.  There 
me  a  oonsiderable  percentage  of  what  should  be  called  sand  in  the 
CMTol,  probahly  20^)^. 
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In  making  the  concrete  ail  materials  were  measured  loose 
and  a  barrel  of  cement  was  assumed  to  measure  4^  cu.  ft. 
The  proportions  of  a  batch  were  1:3:8;  the  8  being  8  x  4H> 
or  36  cu.  ft.  of  stone  and  gravel.  In  making  a  mass  of  con- 
crete 60  ft.  long,  40  ft.  wide  and  30  ft.  high,  a  careful  record 
was  kept  of  the  cost  of  several  weeks'  work,  measuring 

1,825  cu.  yds.  in  place:  _    . 

Cost,  per  cu.  yd. 

0.73  bbl.  cement  at  $2.50 $1.82 

0  83  cu.  yd.  atone 1.40 

0.26    "    •*      gravel    .35 

0.31    "    "      sand    .29 

Water .04 

Crushing  stone,*  mixing  and  placing  concrete.  .80 

Total $4.70 

*  While  it  Is  not  definitely  stated  I  infer  from  what  is  said  that  the 
labor  of  crushing  was  about  IS  cts. 

Wages  were  $2  per  day  of  8  hrs.  for  laborers,  and  $4  for 
foremen.  The  cost  of  timbering  and  incidental  expenses  is 
not  included  other  than  the  pay  of  the  men  and  the  foreman. 
The  total  volume  of  all  the  loose  materials,  exclusivo  of  the 
water,  was  2,767  cu.  yds.  before  mixing;  after  mixing,  and 
measured  in  cars  holding  20  cu.  ft.  each,  the  volume  was 
2,433  cu.  ft.;  after  being  rammed  in  place  the  volume  was 
1,825  cu.  yds.  The  shrinkage  of  the  concrete  under  the 
ramming  was  therefore  25%.  A  number  of  experiments 
were  made  on  single  carloads  which  showed  that  a  carload 
of  20  cu.  ft.  of  loose  concrete  made  15  to  15*^  cu.  ft  com- 
pacted in  place. 

The  stone  was  quarried  at  Angel  Island,  and  delivered  on 
the  wharf  in  sizes  suitable  for  a  Gates  crusher,  hauled  in 
wagons  to  the  crusher,  which  delivered  it  to  the  mixer,  into 
which  all  the  ingredients  -were  fed  from  hoppers  automat- 
ically. The  mixer  was  of  the  cylindrical  continuous  type, 
and  there  was  difficulty  in  delivering  the  materials  to  it 
automatically  and  in  the  desired  proportions.  The  concrete 
was  delivered  by  the  mixer  into  cars  holding  20  cu.  ft 
When  a  car  was  filled,  the  door  of  the  mixer  was  closed  for 
a  minute,  during  which  minute  another  car  was  put  in  place, 
^-^ucrete  in  the  meantime  accumulating  in  the  mixer.  ^ 
9  were  pushed  by  men  to  the  place  of  dei>Ofiit,  a    L 
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variable  distance  of  300  to  600  ft,  and  discharged  tlirough  a 
trestle  having  an  extreme  height  of  30  ft.,  gradually  dimin- 
ishing to  4  ft.  The  concrete  was  then  shoveled  into  wheel- 
barrows and  wheeled  20  to  40  ft. 

During  the  month  of  Aug.,  .1892,  concrete  was  mixed  by- 
hand  by  a  gang  of  20  men  under  1  foreman.  The  average  8- 
hr.  output  was  45  cu.  yds.  of  concrete  at  a  cost  of  $1  per  cu. 
yd.  for  mixing  and  placing,  wages  being  $2  a  day.  A  batch 
consisted  of  4  bbls.  of  cement  and  144  cu.  ft  of  gravel  and 
stone,  giving  144  cu.  ft.  of  concrete.  The  materials  were 
piled  conveniently  around  the  mixing  platform.  The  stone 
and  gravel  were  delivered  in  barrows  and  spread  to  an  even 
thickness  on  the  platform.  Upon  this  the  sand  was  wheeled 
and  spread  with  a  straight  edge.  The  cement,  also  leveled, 
formed  the  top  layer.  Water  was  added  In  the  turning. 
The  materials  were  turned  twice  with  shovels,  being  well 
dispersed  in  turning.  A  third  turning  resulted  from  shovel- 
ing the  concrete  into  wheelbarrows,  and  a  fourth  turning  in 
distributing  the  concrete.  There  was  no  ascent  and  the 
distances  were  short  in  wheeling  the  concrete,  and  the  men 
were  a  picked  lot 

Cost  of  Fortification  Work.— Mr.  L.  R.  Grabill  is  au- 
thority for  the  following  cost  data:  The  work  was  upon 
fortifications  built  in  1899  for  the  U.  S.  Government,  and 
was  done  by  contract,  working  8  hrs.  per  day.  The  follow- 
ing is  the  average  for  9,000  cu.  yds.: 

Per  day.     Per  cu.  yd. 

6  laborers  wheeling  materials  to  board..  ^7.50  $  .16 

8         "      mixing    10.00  .21 

8         "      wheeling  away    10.00  .21 

6         "      placing  and  ramming 7.50  .16 

1  pumpman 1.25  .02 

1  water-boy 1.00  .02 

1  foreman 2.00  .04 

Total,  48  cu.  yds.  a  day $39.25  $  .82 

ESach  batch  contained  %  cu.  yd.  of  1:2:2:3  concrete,  and 
was  turned  four  times. 

The  cost  of  mixing  4,000  cu.  yds.  in  a  machine  mixer  iby 
day  labor  (not  by  contract)  was  as  follows: 
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Cost    of    CoBorete    Loeks,    Coosa    River,    Ala. — Wr. 

Charles     Firth     gives     the    following    on    the     concrete 
locks  on  the  Coosa  River,  Ala.    Lock  No.  31  has  a  length  of 
322  ft  between  hollow  quoins  and  a  length  of  420  ft.  over 
all,  with  a  width  of  52  ft  in  the  clear.    The  lock  walls  are 
34.7  ft.  high  and  16  ft  thick  at  the  hase.    The  total  quantity 
of  concrete  was  20,000  cu.  yds.,  requiring  21,500  bbls.  of  ce- 
ment, half  Atlas  and  half  Alsen's.    It  was  mixed  1:3:5%,  the 
stone  being  crushed  mica-schist    Two  mechanical  4-ft  cube 
mixers   were   used,   being  driven   by  a  10   x   16  engine. 
Each  batch  consisted  of  3  cu.  ft  cement,  9  cu.  ft.  sand  and 
16%  cu.  ft.  stone,  and  was  turned  4  times  before  and  6  times 
after  adding  the  water,  at  a  speed  not  exceeding  8  revolu- 
tions per  minute.    The  top  floor  of  the  mixing  house  had  a 
storage  capacity  of  2,000  bbls.  of  cement.     The  sand  and 
stone  were  delivered  in  side  dump-cars.    The  concrete  was 
delivered  into  bottom-dump  cars.     The  average  output  of 
these  two  mixers  was  200  cu.  yds.  in  8  hrs.,  or  100  cu.  yds. 
per  mixer,  but  it  was  limited  by  the  means  of  placing  the 
concrete.     Each  batch  of  concrete  measured  24  cu.  ft  in 
the  car,  but  it  shrank  20%  when  rammed  in  place,  so  that 
it  required  34  cu.  ft  of  concrete  in  the  cars  to  make  1  cu. 
yd.  in  place.    The  concrete  was  mixed  quite  dry  and  rammed 
in  6  to  8-in.   layers,  using  30-lb.  iron  rammers  having  a 
square  face  6  ins.  on  a  side.    On  all  exposed  surfaces  a  1:3 
mortar  was  placed  as  the  work  progressed,  making  a  thick- 
ness of  6  ins.  of  mortar.    To  do  this  2  x  12-in.  planks  were 
placed  4  ins.  away  from  the  forms,  being  kept  at  that  dis- 
tance by  2  X  4-in.  strips  of  wood.    After  the  backing  concrete 
was  in  place  and  partly  rammed,  these  planks  were  re- 
moved and  the  6-in.  space  filled  with  mortar.    The  walls 
were  carried  up  in  lifts,  each  lift  being  completed  all  around 
the  dock  before  the  next  was  commenced.    The  first  lift  was 
10.7  ft  high;  each  succeeding  lift  was  6  ft,  except  the  last 
which  was  4.5  ft,  exclusive  of  the  18-in.  coping.    The  coping 
was  5  ft  wide  and  made  in  separate  blocks  3  ft  long,  which 
were  placed  after  the  walls  were  completed.    The  coping 
was  1:2:3  concrete,  faced  with  1:1  mortar,  and  was  cast  in 
blocks  face  down,  its  edges  being  rounded  to  a  3-'in.  radius. 
The  sides  of  the  molds  for  these  blocks  were  removed  3 
days  after  making,  and  10  days  later  the  blocks  w^r^  staQke<i 
away. 
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In  building  the  forms  6  x  8-in.  posts  24  ft.  long  were  set 
up  on  the  inside  of  the  lock  in  line,  5  ft.  7  ins.  apart;  and  a 
similar  row  of  posts  12  ft.  long  was  set  up  outside  of  the  lock. 
The  posts  were  capped  with  6  x  8-in.  caps  which  supported 
the  track  stringers  for  the  concrete  cars.  Each  line  of  posts 
was  sheeted  with  3  x  10-in.  plank  dressed  on  all  sides,  and 
the  posts  were  well  braced  with  inclined  struts.  After  the 
first  lift  was  completed,  the  back  row  of  posts  was  lifted 
onto  the  offset  left  on  the  back  of  the  wall  by  the  reduced 
width  of  the  next  lift;  but  the  long  posts  on  the  front  face 
were  not  moved,  the  caps  being  simply  unbolted  from  them 
and  fastened  near  the  top  of  the  posts.  The  sheeting  plank 
was  of  conrse  moved  up.  No  tie  bolts  were  built  into  the 
concrete  wall,  which  made  the  bracing  of  the  forms  rather 
elaborate  as  the  wall  grew  higher. 

The  bottom-dump  concrete  cars  were  dumped  onto 
wooden  platforms  inside  the  forms,  as  it  was  found  that 
even  a  slight  drop  caused  the  larger  stones  to  separate  and 
roll  to  the  outer  edges.  These  stones  were  shoveled  back 
into  the  pile,  and  then  the  concrete  was  placed  with  shovels. 
The  doors  of  the  cars  were  hung  at  the  sides,  and  upon 
dumping  they  would  strike  the  stringers  carrying  the  track, 
thus  jarring  the  forms  and  frequently  throwing  them  out  of 
line.  A  better  method  would  have  been  to  have  hinged  the 
doors  at  each  end  of  the  car.  It  was  found  advisable  to  have 
plenty  of  head  room  at  the  end  of  each  lift,  otherwise  the 
spreading  and  ramming  were  not  properly  done.  During  the 
year  ending  June,  1895,  there  were  only  90  days  when  work 
was  carried  on  uninterrupted  by  floods.  The  total  quantity 
of  concrete  placed  that  year  was  8,710  cu.  yds.,  the  work  be- 
ing done  by  day  laborers  for  the  Government  (not  by  con- 
tract). Negroes  at  $1  per  8-hr.  day  were  employed.  The 
cost  per  cubic  yard  of  1:3:5V6  concrete  was  as  follows: 

1  bbl.  cement ^2.48 

0.88  cu.  yd.  stone,  at  $0.76 67 

0.36    "     "    sand    "    0.34 12 

Mixing,  placing  and  ramming 88 

Staging  and  forms f 42 

Total,  per  cu.  yd $4.57 

Had  wages  been  $1.50  per  day  the  cost  would  have  been 
U.32  per  cu.  yd.  instead  of  88  cts.  for  mixing. 


^H        Cost   of 

^f    Wo^rroaan 
or  conorete 
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Cost   of   Conorete   Loeki,   I.   ft  K.  CsbbI. — ^Mr.   J.  W. 

Wo^rroaan  girof,  \hv  rollowing  data  relating  to  tlie  bulldine 
locks  for  tbe  Illinois  and  MisslEsippi  Canal:  Tbe 
work  was  done  in  1882  to  1894  by  day  labor  for  tbe  Govern- 
ment, tbe  working  day  being  S  hrs.  long.  Tbe  stone  was  a 
flinty  liicestaqe  without  bed,  or  at  best  In  tbin  irregular 
strata  unSt  for  even  good  rubble  masoory.  In  addition  to 
the  (ODcrete  locks  there  were  several  concrete  abutments 
for  two  timber  dams,  and  these  will  be  described  lirst. 

Abutments:  The  forms  for  the  Brst  two  abutments  were 
erected  in  sections,  alternate  sections  being  erected  and 
filled  with  concrete.  "When  tbe  concrete  bad  set.  the  forms 
were  removed  and  the  forma  tor  the  intermediate  sections 
were  erected  and  braced  against  the  concrete  already  in 
place.  It  was  found  impossible  to  secure  good  alinement  of 
the  concrete  faces  in  this  way,  so  tbe  forma  Cor  subsequent 
work  were  erected  ail  at'once.  The  two  abutments  on  Carr's 
Island  were  L-sbaped,  the  side  next  to  the  river  being  40  IL 
long,  and  the  side  extending  into  the  earth  20  ft.  long.  The 
top  thickness  was  3  ft,  the  front  was  vertical,  the  base  bad 
a  thickness  equal  to  0.4  the  height  of  the  wall,  the  back  of 
the  wall  being  stepped.  Each  dam  abutment  was  built  in 
Tour  sectiona,  each  of  which  contained  30  cu.  yds.,  which 
constituted  an  8-hr.  day's  work  for  a  gang  of  2S  men  dis- 
tributed as  follows:  t.     ^        t. 

Per  day.  Per  cu.  yd. 
S  handling  cement  and  measuring  sand.  (3.00         (  .10    j 
3  suing  barrows  with  gravel  and  stone. .     4.50 

8  mixing  with  shovels 12.00 

2  shoveling  concrete  into  barrows 3.00 

5  wheeling  concrete  to  forms 7.50 

1  spreading  concrete  1.50 

5  tamping  concrete 7.50 

Totals »39.00        Jl.SO 

Cost  of  254  cu.  yds.  of  concrete  In  two  abutments  on  Carr's 

Per  cu,  yd. 

1.G5  bbls.  of  Portland  (Germania)   cement (S.fiO 

yd.  crashed  stone 2.07 

gisvel   59 

Band    


^m^ 
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Lrumber  for  forms,  and  warehouse  and  platforms 

(charging  %  of  first  cost  of,  $18  per  M) $  .55 

Carpenter  work*  ($9  per  M)   1.10 

Mixing  and  placing  concrete 1.47 

20%  of  first  cost  of  plant 31 

E?ngineering  and  miscellanies 31 

Total 112.24 

It  will  be  noted  that  the  amount  of  cement,  1.65  hbls.  per 
cu.  yd.,  as  above  given,  was  exceedingly  great.  This  was 
due  to  facing  the  abutments  with  a  1:2  mortar  8  ins.  thick! 
The  body  of  the  wall  was  made  of  1  part  cement,  2  parts 
sand,  2  parts  gravel,  and  2  parts  broken  stone.  The  cement 
was  measured  loose,  one  barrel  of  packed  cement  (Alsen's) 
containing  3.6  cu.  ft  made  4.5  cu.  ft  of  loose  cement  A 
barrel  of  cement  weighed  395  lbs.  gross,  or  370  lbs.  net.  The 
concrete  was  mixed  quite  dry  and  well  rammed,  the  ram- 
ming alone  costing  nearly  30  cts.  per  cu.  yd.  The  cost  of 
mixing  was  high,  but  this  is  to  be  expected  where  men  are 
working  by  the  day  for  the  Government  The  sand  and  ce- 
ment were  turned  over  3  times  with  shovels  and  spread  out; 
then  gravel  was  spread  over,  and  finally  the  stone;  the 
mass  was  turned  over  at  least  4  times  with  shovels;  the  last 
turn  landing  it  in  the  wheelbarrow.  The  forms  consisted  of 
2  X  8-in.  studs  placed  upright,  2  ft.  between  centers,  and 
faced  with  2  x  8-in.  plank  dressed  on  both  sides.  Braces  of 
4  X  6-in.  stuff  were  used. 

Locks:  The  concrete  for  the  locks  was  mixed  by  a 
mechanical  mixing  plant,  shown  in  Fig.  14.  A  queen  truss 
was  supported  by  two  A-frames,  one  of  the  frames  having 
legs  30  ft  long,  the  other  having  legs  38  ft.  long.  A  pit  was 
dug  under  the  truss,  and  tracks  laid  on  each  side  of  the  pit 
so  that  dump  cars  could  readily  deliver  materials  into  a 
charging  box  placed  in  the  pit  The  charging  box  was  3  ft 
8  ins.  square  inside  and  3  ft.  deep,  holding  40  cu.  ft.,  and  was 
raised  by  a  %-in.  steel  cable  running  through  a  pair  of 
double  blocks.  The  slope  of  the  lower  chord  of  the  truss 
was  such  that  the  cable  hoisted  the  bucket  and  carried  it 
along  the  truss  without  the  use  of  any  latching  devices. 

•  Carpenters  received  $2.25  a  day  and  lal^Qrers  $1.50;  thero  was  one 
W90vex  %o  Wq  carpenters, 
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This,  it  should  be  noted,  is  a  very  simple  and  ingenious 
hoisting  and  conveying  apparatus.  A  15-H'P.  portable  en- 
gine operated  the  hoist  with  one  pulley,  and  its  other  pulley 
operated  the  friction  clutch  driving  the  4-ft.  cubical  concrete 
mixer.  Above  the  mixer  was  a  hopper,  and  under  the  mixer 
the  track  for  the  dump  cars  that  carried  the  concrete  to  the 
lock  walls.  It  was  found  necessary  to  lower  the  hopper  6 
inch-es  lower  than  shown  so  as  to  obviate  spilling  the 
materials.  It  was  also  found  desirable  to  reduce  the  dis- 
tance between  the  mixer  and  the  lower  platform  by  9  ins., 
and  to  place  diagonal  timber  braces  under  the  timbers  sup- 
porting the  axles  of  the  mixer.  Nine  revolutions  of  the 
mixer  secured  a  perfect  mixture  of  the  concrete.  It  was 
found  that  the  mixer  did  not  mix  the  1:2  mortar  for  the 
facing  satisfactorily,  so  it  was  mixed  with  shovels.  The 
belt  hoist,  trolley,  charging  box,  and  cubical  mixer,  with  the 
necessary  shafting,  gearing,  etc.,  cost  $706  delivered,  and  the 
timber,  framing  and  erection  cost  |300  more.  The  frame- 
work was  put  together  with  bolts  so  as  to  be  readily  moved 
from  site  to  site. 

The  crushing  plant  consisted  of  a  No.  2  Gates  crusher,  de- 
livering to  a  bucket  belt  elevator.  The  broken  stone  was 
hauled  in  dump  cars,  into  which  the  proper  amounts  of 
sand  and  cement  were  also  loaded.  The  cars  delivered  the 
materials  into  the  charging  box  as  above  described.  The 
concrete  was  hauled  over  a  trestle  in  cars  to  the  forms. 

The  average  force  engaged  in  operating  the  plant,  not 
including  the  men  engaged  in  rock  crushing,  was  as  fol- 
lows on  the  first  lock  built,  namely,  the  "guard  lock": 

Per  cent. 

Men.  of  cost. 

Handling    cement 3  5.26 

Filling  and  pushing  sand  car 5  8.77 

stone   car 9  15.79 

Measuring  water 1  1.75 

Dumping  bucket  on  top  platform 3  5.26 

Opening  and  closing  door  of  mixer 1  1.75 

Operating  friction  clutch 1  1.76 

Attending  concrete  cars  under  mixer 1  1.76 

Dumping  cars  at  forms 2  3.51 

Spreading  concrete  in  forms 3  5,26 

Tamping         "  "       "     1^  Yl.^"^ 
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Men.  of  cosL 

Mixing  mortar  tor  facing  (witli  shovels) 6  10.53 

FlnlBbing  top  of  wall 2  3.51 

Hauling  concrete  cara  (with  1  horse) 1  3.51 

Englneman  operating  holat 1  3.61 

engine 1         3.51 

Foreman  1  3.51 

General  foreman 1         3.51 

Totals 52      100.00 

The  percentage  of  total  cost  is  calculated  upon  the  as- 
Bumption  that  each  laborer  received  one  half  as  much  wageg 
as  each  englneman.  foreman,  and  driver  with  horse,  per 
8  hrs.,  which  would  make  the  total  daily  wages  equivalent 


to  the  wages  of  67  men.    Wages  of  common  laborers  were 
(1.50  a  day.    The  output  of  this  force  per  8-hr.  day'waa  60 
1)atchca  of  concrete  and  40  batches  of  facing  mortar,  re- 
quiring In  all  100  bbls.  of  cement    The  concrete  consisted  ol 
1  bbl.  Alsen's  cement  (4.5  cu.  ft.  measured  loose),  10  cu.  ft 
sand,  and  20  cu.  ft.  of  broken  stone.     It  is  probB.ble  that 
"  "iiiiture  did  not  yield  more  than  0.8S  cu.  yd,  of  rammed 
■  liatcb.    The  1:2  mortar  was  1  bbl.  cement  to 
nd  probably  one  batch  did  n^t  mucb  exceed 


CONCRETE    CONSTRUCTION,  309 

0.33  cu.  yd.  If  these  assumptions  are  correct  the  daily  out- 
put was  about  51  cu.  yds.  of  concrete  mixed  in  the  mixer 
beside  13  cu.  yds.  of  facing  mortar  mixed  by  hand— ^  very 
poor  showing  considering  the  excellent  plant  and  large  num- 
ber of  men.  The  9  men  filling  and  pushing  the  stone  cars 
must  have  shoveled  the  stone  off  the  ground,  for  otherwise, 
with  a  comparatively  short  haul,  one  or  two  men  and  a 
horse  could  have  delivered  all  the  stone  from  bins.  As  it 
was,  each  of  the  9  men  handled  less  than  6  cu.  yds.  per  day! 
Note  also  that  each  of  the  cement  men  handled  only  33  bbls., 
or  SMi  cu.  yds.,  of  cement  per  day.  Note  the  high  cost  of 
ramming  the  concrete. 

There  were  2,213  cu.  yds.  of  concrete  in  the  lock  walls,  and 
1,550  cu.  yds.  in  culverts,  foundations,  etc.,  requiring  1.4 
bbls.  cement  per  cu.  yd.  The  cost  of  mixing  and  placing 
was  $1.77  per  cu.  yd.  There  were  145,000  ft.  B.  M.  pine  tim- 
ber used  in  forms,  trestles,  etc.  (Fig.  15),  the  first  cost  of 
which  was  $18  per  M.,  one-quarter  of  which  was  charged  up 
to  this  lock,  as  the  lumber  was  used  for  four  locks. 

The  cost  of  building  lock  No.  36,  containing  2,140  cu.  yds. 
of  concrete  (1,820  cu.  yds.  of  which  was  in  the  lock  walls) 
was  as  follows; 

Total        Cost  per     Percent, 
cost.  cu.  yd.         ol  cost 

3,010bbls.Alsen'8 cement,  at $3.02....  f 9,057  $4.23  47% 

1,377  cu.  yds.  broken  stone,  at  $1.37.. .  1,922  0.90  10 

393       ••     screened  pebbles,  at  $0.90  864  0.17  1            o 

459        "      gravel,  at  $0.67 310  0.151            ^ 

500       "      sand,  at  $1.78 889  0.42              5 

150,000  ft.  B.  M.  timber  lor  forms  an^' 
warehouse  (charging  one-fourth  the 

cost  of  $16  per  JA) 600  0.28              8 

Carpenter  work  on  forms,  trestles,  etc. 

($l0perM) 1,472  0.68             8 

Fuel,  lights,  repairs,  etc 253  0.11              1 

Mixing  and  placing  concrete 8,897  1.82  20 

20%  of  cost  of  plant 650  0.30              3 

Total $19,404  $9.06         100% 

On  lock  No.  37,  which  had  walls  25  ft.  high,  4  ft.  wide  at 
the  top  and  11  ft.  wide  at  the  bottom  (uniformly  battered  on 
the  back),  a  gang  of  58  men  on  each  shift  averaged  65 
batches  of  concrete  and  31  batches  of  face  mortar,  or  86.2 
cu.  yds.  of  wall  per  8-hr.  day.  There  were  3,767  cu.  yds. 
in  this  work,  and  180,000  ft.  B.  M.  of  timber  were  used  in 
the  forms,  trestles,  etc.  The  work  of  erecting  and  taking 
down  this  timber  cost  $14  per  M.    The  labor  of  mixing  and 
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placing  the  concrete  cost  $1.M  per  cil  yd.,  inclading  engi- 
neering It  is  not  clear  why  this  item  of  cost  should  have 
been  much  exceeding  $1  per  cu.  yd.,  tor,  as  above  stated,  58 
men  areraged  S6  cu.  yds.  a  day. 

Each  batch  of  concrete  contained  5  IT  cu.  fL  of  Alsen's 
cement  (measured  looese),  16  cu.  f t.  of  a  mixture  of  sand  and 
grayeL  and  20  cu.  ft.  of  broken  stcme.  This  batch  made  ex- 
actly 1  cu.  yd.  measured  in  the  walL  Three  8-hr.  shifts  were 
worked  each  24-hr.  day,  with  65  men  in  each  shift.  The  or- 
ganization of  each  gang  was  the  same  as  giren  on  page  307, 
except  that  the  force  of  tampers  was  doubled,  as  it  had  been 
found  that  they  had  limited  the  daily  output  on  previous 
work.  The  average  output  per  shift  was  76  batches  of  ccm- 
Crete  and  35  batches  of  face  mortar,  the  best  shift's  record 
being  96  batches  of  concrete  and  22  batches  of  face  mortar. 
One  wall  containing  973  cu.  yds.  was  built  in  10  shifts,  or 
97.3  CU-  yds.  per  shift  The  two  lock  walls  were  each  238  ft. 
long,  4  ft  wide  on  top,  7U  ft.  wide  at  the  base,  and  16  ft 
high,  and  were  built  in  sections  22  ft  long.  The  forms,  Fig« 
16,  were  made  of  pine,  the  uprights  being  8  x  10-in., 
spaced  4  ft  center  to  center,  and  were  sheeted  with  4-in. 
dressed  pine  on  the  face,  and  2-in.  rough  pine  on  the  back 
of  the  walls.  The  uprights  were  braced  by  6  x  8-in.  inclined 
braces.  A  trestle  was  provided  for  concrete  dump-cars  to 
run  upon,  as  shown.  It  will  be  noted  that  the  timbering 
throughout  was  exceedingly  heavy.  The  reason  for  this  is 
said  to  have  been  that  lighter  forms  had  yielded  in  places; 
and  that,  in  view  of  the  shocks  that  would  occur  in  dump- 
ing the  concrete  from  cars,  it  was  not  deemed  advisable  to 
use  light  forms.  However,  I  have  seen  concrete  dumped  in- 
to light  forms  (2-in.  plank  and  4  x  6-in.  uprights)  from 
cars  at  much  greater  heights  that  in  this  lock  work,  yet 
without  injury  to  the  forms.  The  secret  lies  in  proper  brac- 
ing and  fastening.  The  use  of  more  than  70  ft  B.  M.  of 
timber  for  each  cubic  yard  of  concrete  in  heavy  work  like 
this  shows  great  extravagance.  In  fact,  there  is  scarcely  an 
item,  except  the  stone  and  sand,  that  was  not  costlier  than 
it  would  have  been  by  contract  work.  The  cement  used 
amounted  to  1.4  bbl.  per  cu.  yd.  of  wall.  This  excessive 
amount  was  due  to  facing  the  walls  with  a  1:2  mortar,  8  ins. 
thick,  and  costing  $16  per  cu.  yd.  Mortar  ^  ins.  thick  would 
have  served  Just  as  welL 
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Since  the  foregoing  was  written  I  have  received  from  Mr. 
Woermaun  the  following  interesting  data  which  show  how 
the  cost  of  more  recent  lock  work  has  been  reduced.  Mr. 
Woermann  says: 

"If  any  criticism  was  to  be  made  of  the  concrete  masonry 
erected  in  1893  and  1894,  it  would  probably  be  to  the  effect 
that  it  was  too  expensive.  The  cost  of  the  masonry 
erected  during  those  two  seasons  was  $8.00  to  $9.00 
per  cubic  yard.  Our  records  showed  that  about 
45%  of  this  cost  was  for  Portland  cement  alone,  and,  more- 
over, that  40%  of  the  total  cement  used  at  a  lock  was  placed 
in  the  8-in.  facing  and  5-in.  coping.  So  in  the  seven  locks 
erected  in  1895  on  the  eastern  section,  the  facing  was  re- 
duced to  3  ins.  and  the  proportions  changed  from  1:2  to- 
1:2%. 

"In  1898  this  cost  received  another  severe  cut,  and  Major 
Marshall's  instructions  stated  that  the  facing  should  not 
exceed  1%  ins.  in  thickness  nor  be  less  than  %-in.,  while  the 
layer  of  fine  material  on  top  of  the  coping  was  to  be  only 
sufficient  to  cover  the  stone  and  gravel.  The  amount  of  sand 
was  again  increased  so  that  the  proportions  were  1 : 3. 

"The  cost  of  the  Portland  cement  concrete  was  likewise 
cheapened  by  increasing  the  amount  of  aggregates.  On  the 
earlier  work  the  proportions  were  1:2:2:3,  while  on  the 
work  in  1898  the  proportions  were  1:4:4.  The  cost  of  the 
walls  was  further  cheapened  by  using  Utica  cement  in  the 
lower  ateps  of  the  wall,  with  2  ft.  of  Portland  cement  con- 
crete on  the  face.  The  proportions  used  in  the  Utica  cement 
concrete  were  1:2^:2^  This  lower  step  is  one- third  of  the 
height,  or  about  7  ft. 

"The  forms  were  of  the  same  character  as  those  used  on 
the  first  locks,  except  that  for  lining  the  inner  face,  3  x  10-in. 
hard  pine  planks  were  substituted  for  the  4  x  8-in.  white 
pine.  The  hard  pine  was  damaged  less  by  the  continuous 
handling,  and  the  cost  was  practically  the  same.  There  was 
also  an  important  change  made  in  the  manner  of  fastening 
the  plank  to  the  8  x  10-in.  posts.  A  strip  1%  ins.  square  was 
thoroughly  nailed  to  each  post,  once  for  all,  with  20d.  spikes, 
and  the  planking  was  then  nailed  from  the  outside,  as 
shown  in  Fig.  16.  This  kept  the  face  of  the  plank  in  a  per- 
fectly smooth  condition,  and  prevented  the  formation  of  the 
little  knobs  on  the  face  of  the  concrete  which  represented  all 
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the  old  nail  holes.  This  style  ol  forming  wbb  also  easier  to 
take  apart  after  the  setting  of  the  concrete.  Rough  pine 
plaoks,  2  X  ]2-iB.,  were  used  for  the  back  of  the  form,  the 
aame  as  before. 

"In  order  to  keep  ahead  of  the  concrete  force  it  was 
necessary  to  use  two  gangs  of  carpenters,  erecting  the  forms 
for  the  next  two  locks.  Each  gang  consisted  of  ahout  20 
carpenters  (at  (2.25)  and  10  helpers  (at  (1.50);  but  men  were 
transferred  from  one  to  the  other,  according  to  the  stage  of 
completion  of  the  two  locks.  In  addition  to  these  two  gangs, 
two  carpenters  were  on  duty  with  each  concrete  shift  to  put 
In  the  steps  in  the  back  of  the  forms.  SufBcienl  lumber  was 
required  for  the  forms  tor  three  complete  locks,  and  14  locks 
(Nos.  S  lo  211  were  built. 

"The  same  type  of  miier  has  been  used  as  on  the  earlier 
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work  at  Milan,  namely,  a  4-ft.  eubical  steel  box  mounted  on 
corners    diagonally   opposite.      On   account  of   the   greater 
number  of  locke  to  be  built  on  the  eastern  section,  however, 
two  mlxera  were  found  necessary,  so  that  while  the  concrete 
force  was  at  work  at  one  lock,  the  carpenters  and  helpers 
were  erecting  the  mixer  at  the  next  lock.    The  facing  was 
mixed  by  hand.     After  turDlng  over  the  dry  cement  and 
sand  at  least  twice  with  shovels,  the  mixture  was  then 
through  a  No.  5  sieve,  after  which  the  water  was  In 
porated  slowly  by  the  use  of  a  sprinkling  can  so  as  to  avoid 
washing.    The  secret  of  good  concrete,  after  the  selection  ol 
good   materials,   is   thorough    mixing   and    hard    tamping. 
Each  batch  of  concrete,  consisting  of  atiout  1.2  cu.  yds.  in 
place,  was  turned  In  the  mixer  for  not  less  than  2  mins. 
the  rate  of  9  revolutions  per  minute.    The  amount  of  tan 
ing  is  Indicated  by  the  fact  that  about  IS  men  out  of  72 
each  shift  did  nothing  hut  tamp.    The  rammers  used  wi 
6  ina.  square  and  weighed  33  lbs.    The  bottom  of  the 

jlof  three  ridges,  each  l-!n.  in  height,  soaa  to  make 
wtween  the  successive  layers. 
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"On  the  eastern  section  the  top  of  the  lock  walls  was 
higher  above  the  ground,  as  a  rule,  than  at  the  Milan  locks, 
and  the  cars  were  run  up  an  incline  with  a  small  hoisting 
engine.  A  15-HP.  portable  engine  and  boiler  operated  the 
bucket  hoist  from  one  pulley,  the  mixer  from  the  other 
pulley,  and  also  furnished  steam  for  the  hoist  which  pulled 
the  cars  up  the  incline.  The  incline  made  an  angle  of  about 
30**  with  the  ground.  The  practice  of  carrying  en  two  sec- 
tions at  once  was  continued  the  same  as  on  the  western 
SMlion.  Each  main  wall  was  systematically  divided  into 
11  sections,  making  each  section  about  20  ft  long.  The  cor- 
ners of  the  coping  were  dressed  to  a  quadrant  of  about  3  ins. 
radius  with  a  round  trowel  like  those  used  on  cement  walks. 
In  fact,  the  whole  method  of  finishing  the  coping  was  the 
same  as  is  used  on  concrete  walks.  The  mortar  was  put  on 
rather  wet  and  then  allowed  to  stand  for  about  20  mins.  be- 
fore finishing.  This  allowed  the  water  to  come  to  the  sur- 
face and  prevented  the  formation  of  the  fine  water  cracks 
which  are  sometimes  seen  on  concrete  work.  After  its  final 
set  the  coping  was  covered  with  several  inches  of  fine  gravel 
which  was  kept  wet  for  at  least  a  week. 

"The  last  concrete  laid  during  the  season  was  in  Novem- 
ber, on  Lock  No.  21,  and  Aqueducts  Nos.  2  and  3.  Portions 
of  these  structures  were  built  when  the  temperature  was 
below  freezing.  The  water  was  warmed  to  about  60  or  70° 
Fahr.,  by  discharging  exhaust  steam  into  the  tank. 
Salt  was  used  only  in  the  facing,  simply  sufllcient  to  make 
the  water  taste  saline.  The  maximum  amount  used  on  the 
coldest  night  when  the  temperature  was  about  20°  Fahr. 
was  1^%. 

The  concrete  force  on  each  shift  was  as  follows: 

Men. 

Filling  and  pushing  stone  car 10 

Filling  and  pushing  gravel  car 8 

Measuring   cement 3 

Measuring  water  and  cleaning  bucket 2 

Dumping  bucket  on  top  platform 2 

Operating  mixer 2 

Loading  concrete  cars 1 

Pushing  and  dumping  cars  on  forms 3 

Switchmen  on  forms 2 

Spreading  concrete  in  forms 12 
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MeiK 

Tamping  concrete  in  forms 16 

Mixing  facing 3 

Water- boys    2 

Total  laborers 66 

Operating   hoists 2 

Finishing  coping 2 

Fireman   1 

Sub-overseers   2 

Overseer   1 

Total  force 74 


i(f 


The  cost  of  material  and  labor  at  Lock  No.  15  (10  ft  lift), 
which  coK tains  2,558  cu.  yds.  of  concrete,  was  as  follows: 

Ma ter ials :  Per  cu.  yd. 

0.56  bbl.  Port,  cement  (0  96  per  cu.  yd) . . , ^.42 

0.64    "     Utica      "-        (158    "     *'     "   ) 30 

0.58  cu..  yd.  £tone 1.15 

0.60    "     "    gravel 52 

14  ft.  B.  M.  lumber*  at  f  15  per  M 21 

0  6  ]b.  spikes 01 

Coal  (10  tons  in  all,  at  $1.70) .01 

0.35  gal.  kerosene 03 

-  !■  K 

Total  materials 13.65 

Labor: 

Erecting  forms  ($7  per  M  ) 45 

Removing    "       ($2  per  M.) 13 

Erecting  and  removing  mixer  ($161) 06 

Loading  and  unloading  materials  at  yards  and 

lock  sites 23 

Track  laying  ($86) 03 

Train  service  (narrow  gage  road) 09 

Delivering  materials  to  mixer 28 

Mixing  concrete 11 

Depositing    "       21 

Tamping       *• .21 

*  The  lumber  was  used  nearly  five  times,  which  aooounts  for  Its  low 
'V  cu.  yd. 
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Per  cu.  yd. 
Mix.,  dep.  and  tamping,  69  cu.   yds.   face  mor- 
tar  ($160)    $0.23 

General  construction  ($553) 22 

Total  labor $2.25 


ur 


'There  were  1,430  cu.  yds.  of  Portland  cement  concrete, 

69  cu.  yds.,  of  Portland  cement  mortar  facing,  and  1,059  cu. 

yds.  of  Utica  cement  concrete.    The  Portland  concrete  cost 

$6.43  per  cu.  yd.;  the  Utica  concrete,  $4.77  per  cu.  yd.    The 

following  is  the  cost  of  labor  on  Lock  No.  20  (11  ft  lift,; 

2,750  cu.  yds.) :  ^ 

Per  cu.  yd. 

E3recting  forms   ($7  per  M.) $  .434 

Removing     *•      ($1.70  per  M.) 113 

Erecting  and  removing  mixer  ($151) 058 

Loading  and  unloading  at  yards,  lock  sites,  etc. .        .614 

Tracks    024 

Train  service  (narrow  gage) 016 

Pumping 114 

Delivering  material  to  mixer 288 

Mixing   concrete 134 

Depositing  concrete 205 

Tamping   concrete 192 

Mix.,  dep.  and  tamping,  85  cu.  yds.  face  mortar. .        .071 

General    construction 246 

Total $2,509 

Iiabor  Cost  of  Retaining  Walls. — In  canal  excavation, 
in  subway  work  in  cities,  and  the  like,  it  is  often  necessary 
to  dig  trenches  and  build  retaining  walls  in  the  trenches  be- 
fore excavating  the  core  of  earth  between  the  walls.  The 
following  example  of  this  class  of  work  is  taken  from  some 
records  that  I  have:  A  Smith  mixer  was  used,  the  concrete 
being  delivered  where  wanted  by  a  Lambert  cableway  of  400 
ft  span.  The  broken  stone  and  sand  were  delivered  near 
the  work  in  hopper-bottom  cars  which  were  dumped  througli 
a  trestle  onto  a  plank  floor.  Men  loaded  the  material  into 
one-horse  dump  carts  which  hauled  it  900  ft.  to  the  mixer 
platform.  This  platform  was  24  x  24  ft.  square,  and  5  ft. 
high,  with  a  planked  approach  40  ft  long  and  contained 
7,500  ft  B.  M.     The  stone  and  sand  were  dumped  at  the 
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month  of  the  mixer  and  shoveled  in  hy  4  men.  EUght  men, 
working:  in  pairs,  loaded  the  broken  stone  into  the  carts,  and 
2  men  loaded  the  sand.  Each  can  was  loaded  with  abont  70 
shOTelfuls  of  stone  on  top  of  wnich  35  shorelfuls  of  sand 
were  thrown.  It  took  3  to  5  mins.  to  load  on  the  stone  and  1 
min.  to  load  the  sand.  The  carts  traveled  very  slowly,  about 
ISO  fL  a  minute — in  fact,  all  the  men  on  the  job,  indnding 
the  cart  drivers,  were  slow.  After  mixing,  the  concrete  was 
dumped  into  iron  buckets  holding  14  co.  ft.  water  measure, 
making  about  ^j  cu,  yd.  in  a  batch.  The  buckets  were 
hooked  on  to  the  cableway  and  conveyed  where  wanted  in 
the  wall.  Steam  for  running  the  mixer  was  takai  from  the 
same  boiler  that  supplied  the  cableway  engine.  The  aver- 
age output  of  this  plant  was  100  cu.  yds.  of  concrete  per 
10-hr.  day,  although  on  many  days  the  output  was  125  cu. 
yds.,  or  250  batches.  The  cost  of  mixing  and  placing  was 
as  follows,  on  a  basis  of  100  cu.  yds.  per  day: 

Per  day.    Per  cu.  yd, 

8  men  loading  stone  into  carts ^12.00  %  .12 

2    "            "        sand      "         *       3.00  .03 

1  cart  hauling  cement 3.00  .03 

8  carts       "        stone  and  sand 24.00  .24 

4  men  loading  mixer 6.00  .06 

1  man  dumping  mixer 1.50  .01 

2  men  handling  buckets  at  mixer 3.00  .03 

6    **      dumping  buckets  and  ramming. .  9.00  .09 

12  **      making  forms  at  $2.50 30.00  .30 

1  cable  engineman 3.00  .03 

1  fireman    2.00  .02 

1  foreman    6.00  .06 

1  water-boy  1.00  .01 

1  ton  coal  for  cableway  and  mixer 4.00  .04 

Total   $107.50  $1.07 

In  addition  to  this  cost  of  $1.07  per  cu.  yd.  there  was  the 
cost  of  moving  the  whole  plant  for  every  350  ft.  of  walL 
This  required  2  days,  at  a  cost  of  $100,  and  as  there  were 
about  1,000  cu.  yds.  of  concrete  in  350  ft  of  wan  16  ft  high, 
the  cost  of  moving  the  plant  was  10  cts.  per  cu.  yd.  of  con- 
crete, bringing  the  total  cost  of  mixing  and  placing:  up  to 
—  -^^  fier  cu.  yd.    As  above  stated,  the  whole  gan^  was 
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The  labor  cost  of  making  the  forms  was  high,  for  such 
simple  and  heavy  work,  costing  $10  per  M.  of  lumloer  placed 
each  day.  The  forms  were  2-in.  sheeting  plank  held  by 
4  X  6-in.  upright  studs  2y2  ft.  apart,  which  were  braced 
against  the  sides  of  the  trench.  The  face  of  the  forms  was 
dressed  lumber  and  all  cracks  were  carefully  puttied  and 
sandpapered. 

The  above  costs  relate  only  to  the  massive  part  of  the  wall 
and  not  the  cost  of  putting  in  the  facing  mortar,  which  was 
excessively  high.  The  face  mortar  was  2  ins.  thick,  and 
about  3%  cu.  yds.  of  it  were  placed  each  day  with  a  force 
of  8  men!  Two  of  these  men  mixed  the  mortar,  2  men 
wheeled  it  in  barrows  to  the  wall,  2  men  lowered  it  in  buck- 
ets, and  2  men  put  it  in  place  on  the  face  of  the  wall.  If  we 
distribute  this  labor  cost  on  the  face  mortar  over  the  100  cu. 
yds.  of  concrete  laid  each  day,  we  have  another  12  cts.  per 
cu.  yd.;  but  a  better  way  is  to  regard  this  work  as  a  separate 
item,  and  estimate  it  as  square  feet  of  facing  work.  In  that 
case  these  8  men  did  500  sq.  ft.  of  facing  work  per  day  at  a 
cost  of  nearly  2i^  cts.  per  sq.  ft.  for  labor. 

The  building  of  a  wall  similar  to  the  one  just  described 
was  done  by  another  gang  as  follows:  The  stone  and  sand 
were  delivered  in  flat  cars  provided  with  side  boards.  In  a 
stone  car  5  men  were  kept  busy  shoveling  stone  into  iron 
dump  buckets  having  a  capacity  of  20  cu.  ft.  water  measure. 
Each  bucket  was  filled  about  two-thirds  full  of  stone,  then  it 
was  picked  up  by  a  derrick  and  swung  over  to  the  next  car 
which  contained  sand,  where  two  men  filled  the  remaining 
third  of  the  bucket  with  sand.  The  bucket  was  then  lifted 
and  swung  by  the  derrick  over  to  the  platform  of  the  mixer 
where  it  was  dumped  and  its  contents  shoveled  by  four  men 
into  the  mixer,  cement  being  added  by  these  men.  The 
mixer  was  dumped  by  two  men,  loading  iron  buckets  hold- 
ing about  1/^  cu.  yd.  of  concrete  each,  which  was  the  size  of 
each  batch.  A  second  derrick  picked  up  the  concrete  bucket 
and  swung  it  over  to  a  platform  where  it  was  dumped  by  one 
man;  then  ten  men  loaded  the  concrete  into  wheelbarrows 
and  wheeled  it  along  a  runway  to  the  wall.  One  man  as- 
sisted each  barrow  in  dumping  into  a  hopper  on  the  top  of 
a  sheet-iron  pipe  which  delivered  the  concrete.  The  two 
derricks  were  stiff-leg  derricks  with  40-ft.  booms,  provided 
witb  l?uU-wlieels,  apd  operated  hy  doul?le  cylinder  (,7  k  1<V- 
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In.)  engines  of  18HP.  each.  About  1  ton  of  coal  was  burned 
daily  under  the  boiler  supplying  sieam  to  these  two  hoisUng 
engines.  The  output  of  this  plant  was  200  batches  or  100  cu. 
yds.  of  concrete  per  10-hr.  day,  when  materials  were 
promptly  supplied  by  the  railroad;  but  delays  In  delivering 
cars  ran  the  average  output  down  to  80  cu.  yds.  per  day. 
On  the  basis  of  100  cu.  yds.  daily  output,  the  cost  of  mixing 
and  placing  the  concrete  was  as  follows: 

Per  day.  Per  cu.  yd. 

5  men  loading  stone $7.50  %  .07% 

2    "  "  sand    3.00  .03 

4    "      charging    mixer 6.00  .06 

2  "      loading  concrete  into  buckets..      3.00  .03     . 
1    "      dumping      "         from    "         ..       1.50               .01% 

10    "      loading  and  wheeling  concrete.     15.00  .15 

1  "      dumping   wheelbarrows 1.50  .01% 

3  "      spreading  and  ramming 4.50  .04% 

2  enginemen    5.00  .05 

1  fireman    2.00  .02 

1  water-»boy    1.00  .01 

1  foreman    6.00  .06 

10  men  making  forms  25.00  .25 

1  ton  coal 4.00  .04 

Total $85.00  $  .85 

In  addition  there  were  8  men  engaged  in  mixing  and  plac- 
ing the  2-in.  facing  of  mortar  as  stated  above. 

Cost  of  Retaining  Walls,  Chicago  Drainage  Canal. — 

Mr.  James  W.  Beardsley  gives  the  following  data  on  20,- 
000  lin.  ft.  of  concrete  wall,  built  by  contract.    The  work 
was  let  in  two  sections.  Sees.  14  and  15,  which  will  be  con- 
sidered separately.     In  both  cases  a  1  :  1%  :  4  natural  ce- 
ment concrete  was  used,  and  it  was  faced  with  1  :  3  Portland 
mortar  3  ins.  thick,  also  coped  with  the  same  3  ins.  thick. 
The  average  height  of  the  wall  was  10  ft.  on  Sec.  14,  and 
22  ft.  on  Sec.  15,  the  thickness  at  the  base  being  half  the 
height 
On  Sec.  14,  the  stonr  for  the  concrete  was  obtained  from 
— »i  ijank  of  the  canal,  loaded  into  wheelbarrows  and 
100  ft.  to  the  crusher;    some  was  hauled  in 
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'agons.  Aa  Austin  jaw  crusher  was  used,  and  it  dis- 
barged  the  stone  into  bins  from  which  it  was  fed  into  a 
ooysmith  mixer.  The  crusher  and  the  mixer  were  mounted 
n  a  flat  car.  Bucket  elevators  were  used  to  raise  the  stone, 
and  and  cement  from  their  bins  to  the  mixer;  the  buckets 
rere  made  of  such  size  as  to  give  the  proper  proportions 
*t  ingredients,  as  they  all  traveled  at  the  same  speed. 
)nly  two  laborers  were  required  to  look  after  the  eleva- 
ors.  The  sand  and  cement  were  hauled  by  teams  and 
lumped  into  the  receiving  bins.  There  were  23,568  cu.  yds. 
m  Sec.  14,  and  the  cost  was  as  follows:  ' 

Typical  Wages  per  Cost  per 

force.  10  hrs.  cu.  yd. 
Jeneral  force: 

Superintendent   10  |5.00  |0.026 

Blacksmith   1.1  2.75  0.016 

Timekeeper 0.5  2.50  0.007 

Watchman 0.6  2.00  0  007 

Waterboys 3.9  1.00  0.022 

Vail  force: 

Foreman 0.9  2.50  0.013 

Laborers 8.6  1.50  0.073 

Tampers 2.3  1.75  0.022 

4ixer  force: 

Foreman 1.2  2.50  0.017 

Bnginemen 1.8  2.50  0.025 

Laborers 6.7  1.50  0.057 

Pump  runner 1.0  2.00  0.010 

Mixing  machines  1.7  1.25  0.012 

Timber  force: 

Foreman 0.6  2.50  0.008 

Carpenters 4.7  2.50  0.057 

Laborers 1.2  1.50  0.010 

Helpers 5.3  2.50  0.075 

Hauling  force: 

Laborers 2.6  1.75  0.026 

Team« ^3  3.25  0.U6 
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Typical  Wages  per  CJost  per 
Crushing  lorce:  force.        lOhrs.         ca.yd. 

ForemaQ 0.5  $2.50  |0.007 

Engineman    1.7  2.50  0.023 

Laborers 3.5  1.50  0.032 

Austin  crushers 1.7  1.20  0.011 

Loading  stone: 

Foremen 1.7  2.50  0.023 

Laborers 32.9  1.50  0.280 

Total  for  crushing,  mixing  and  placing $0,975 

The  dally  costs  charged  to  the  mixers  and  crushers  in- 
clude the  cost  of  coal,  at  $2  a  ton,  and  the  cost  of  oil. 

The  gang  "loading  stone'*  apparently  did  a  good  deal  of 
sledging  of  large  stones,  and  they  also  wheeled  a  large 
part  of  it  in  barrows  to  the  crusher. 

The  plant  cost  $9,600,  distributed  as  follows: 

2  jaw  crushers $3,000 

2  mixers  3,000 

Track 1,260 

Lumber 500 

Pipe 840 

Sheds 400 

Pumps 600 

Total $9,600 

If  this  first  cost  of  the  plant  were  distributed  over  the 
23,568  cu.  yds.  of  concrete  it  would  amount  to  41  cts.  per 
cu.  yd. 

The  cost  of  the  concrete  was  as  follows: 

Per  cu.  yd. 

Utica  cement,  at  $0.65  per  bbl $0,863 

Portland  cement,  at  $2.25  per  bbl 0.305 

Sand,  at  $1.35  per  cu.  yd 0.465 

Stone  and  labor,  as  above  given 0.975   • 

Total   $2,608 

•Bt  cost  of  plant   $0,407 
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On  Sec.  15  the  conditions  were  much  the  same  as  on 
5ec.  14,  just  described,  except  that  the  limestone  was  quar- 
'ied  from  the  bed  of  the  canal,  and  was  crushed  in  a  sta- 
ionary  crusher,  No.  7  Gates.  The  stone  was  hauled  1,000 
t.  to  the  crusher  on  cars  drawn  by  a  cable  from  a  hoisting 
jngine.  The  output  of  this  crusher  averaged  210  cu.  yds. 
)er  day  of  10  hrs.  The  crushed  stone  was  hauled  in  dump 
;ars,  drawn  by  a  locomotive,  to  the  mixers.  Spiral  screw 
nlxers  mounted  on  flat  cars  were  used,  and  they  delivered 
he  concrete  to  belt  conveyors  which  delivered  the  concrete 
nto  the  forms. 

The  forms  on  Sec.  15  (and  on  Sec.  14  as  well)  consisted 
>f  upright  posts  set  8  ft.  apart  and  9  ins.  in  front  of  the 
eall,  held  at  the  toe  by  iron  dowels  driven  into  holes  in 
he  rock,  and  held  to  the  rear  posts  by  tie  rods.  The 
ilank  sheeting  was  made  up  in  panels  2  ft.  wide  and  16  ft. 
ong,  and  was  held  up  temporarily  by  loose  rings  which 
^ssed  around  the  posts  which  were  gripped  by  the  friction 
>f  the  rings.  These  panels  were  brought  to  proper  line 
tnd  held  in  place  by  wooden  wedges.  After  the  concrete 
lad  set  24  hrs.  the  wedges  were  struck,  the  panels  re- 
Qoved  and  scraped  clean  ready  to  be  used  again. 

The  cost  of  quarrying  and  crushing  the  stone,  and  mix- 
ng  the  concrete  on  Sec.  15  was  as  follows: 

Typical  Wages  per  Cost  per 
;teneral  force:  ^orce.        10  hrs.       cu.  yd. 

Superintendent 1.0  $5.00  $0,024 

Blacksmith 0.9  2.75  0.011 

Teams 1.7  3.00  0.025 

Waterboy 4.5  1.00  0.022 

^all  force: 

Foreman 1.1  2.50  0.010 

Laborers 14.4  1.50  0.105 

Tampers 0.1  1.75  0.001 

4ixer  force: 

Foreman 2.1  2.50  0.026 

Bnginemen 2.1  2.50  0.022 

laborers 23.1  1.50  0.180 

Mixing-  machines 2.1  .        1.25  .        0.022 
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The  cost  of  mixing  on  Sec.  15  is  higher  than  on  Sec.  14  be- 
cause the  materials  were  dumped  on  platforms  and  shoveled 
into  the  mixer,  instead  of  being  discharged  from  bins  into 
the  mixer  as  on  Sec.  14. 

Cost  of  a  Retaining  Wall. — For  building  a  retaining 
wall  7  ft  high,  forma  were  made  and  placed  by  a  carpenter 
and  helper  at  |8  per  M,  wages  being  35  cts.  and  20  cts.  an 
hour,  respectively.  Concrete  materials  were  dumped  from 
wagons  alongside  the  mixing  board.  Ramming  was  un- 
usually thorough.  Foreman  expense  was  high,  due  to  small 
number  in  gang;  2  cu.  yds.  were  laid  per  hour  by  the  gang. 

Per  day  Percu.  yd. 

7  mixers,  15  cts.  per  hr $10.50  $0.53 

2  rammers,    "  "       3.00  0.15 

1  foreman,  30  cts.  per  hr.,  and  1  water- 
boy,   5  cts 3.50  0.17 

Total  labor $17.00  $0  85 

The  total  cost  was  as  follows  per' cubic  yard: 

Per  cu.  yd. 

0.8  bbls.  Portland  cement,  at  $2 $1.60 

Sand    0.30 

Gravel    0.70 

Labor  mixing  and  placing 0.85 

Lumber  for  forms,  at  $16  per  M 0.56 

Labor  on  "      "       $8       "        0.28 

Total,  per  cu.  yd $4.29 

The  sheathing  plank  for  the  forms  was  2-in.  hemlock. 

Cost  of  Abntmentt  and  Piers,  Lonesome  Valley 
Viadnct. — Mr.  Gustave  R.  Tuska  gives  the  following  on  the 
concrete  substructure  of  the  Lonesome  Valley  Viaduct,  near 
Knoxville,  Tenn.  There  were  two  U-shaped  abutments  and 
36  concrete  piers  made  of  a  light  limestone  that  deteriorates 
rapidly  when  used  for  masonry.  Derricks  were  not  needed 
as  would  have  been  the  case  with  masonry  piers,  and  col- 
ored labor  at  $1  for  11  hrs.  could  be  used.  The  piers  were 
made  4  ft.  square  on  top,  from  5  to  16  ft.  high,  and  with  a 
batter  of  1  in.  to  the  foot  The  abutments  average  26  ft 
high,  26  ft  long  on  the  face,  with  wing  walls  27  ft-long^.thi 
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wall  at  the  bridge  seat  is  5  ft.  thick,  and  the  wing  walls  are 
3%  ft.  wide  on  top.    Batters  are  1  in.  to  the  foot. 

The  forms  were  made  of  2-in.  tongued  and  grooved  plank, 
braced  hy  posts  of  2  x  10-in.  plank  placed  3  ft.  c.  to  c.  for  the 
abutments,  and  at  each  corner  for  the  piers.  At  the  comers 
one  side  was  dapped  into  the  other,  so  as  to  prevent  leakage 
of  cement.  The  posts  were  braced  by  batter  posts  from  the 
earth.  For  the  piers  a  square  frame  was  dropped  over  the 
forms  and  spiked  to  the  posts.  The  abutment  forms  were 
built  up  as  the  concreting  progressed.  The  north  abutment 
forms  were  made  in  sections  6  ft.  high,  held  by  %-in.  bolts 
buried  in  the  concrete.  The  lower  sections  were  removed 
and  used  again  on  the  upper  part  of  the  work,  thus  saving 
plank.  The  inside  of  forms  was  painted  with  a  thin  coat  of 
crude  black  oil.    The  same  form  was  used  for  several  piers. 

The  concrete  was  1:2:5,  the  barrel  being  the  unit  of 
measure,  making  about  %  cu.  yd.  of  concrete  per  batch. 
The  mortar  was  mixed  with  hoes,  but  shovels  were  used  to 
mix  in  the  stone.  By  passing  the  blade  of  a  shovel  between 
the  form  and  the  concrete,  the  stone  was  forced  back  and 
a  smooth  mortar  face  was  secured.  Rammers  weighing  30 
to  40  lbs.  were  used  for  tamping.  Two  days  after  the  com- 
pletion of  a  pier  the  forms  were  removed.  The  concrete  was 
protected  from  the  sun  by  twigs,  and  was  watered  twice  a 
day  for  a  week.  It  was  found  by  actual  measurement  that 
1  cu.  yd.  of  concrete  (1:2:5),  the  ingredients  being  meas- 
ured in  barrels,  consisted  of  1^=  bbls.  of  Atlas  cement,  10 
cu.  ft.  of  sand,  and  26%  cu.  ft.  of  stone.  The  total  amount  of 
concrete  was  926  cu.  yds.  of  which  two-thirds  was  in  the 
two  abutments.  The  work  was  done  (in  1894)  by  con- 
tract, for  $7  per  cu.  yd.,  cement  costing  $2.80  per  bbl.,  sand 
30  cts.  per  cu.  yd.,  and  wages  $1  a  day.  A  slight  profit  was 
made  at  this  price.  A  gang  of  15  men  and  a  foreman  would 
mix  and  lay  about  40  cu.  yds.  in  11  hrs.  when  not  delayed  by 
lack  of  materials.  The  cost  of  making  the  concrete,  with 
wages  at  $1  a  day,  was: 

Cts.  per. 
cu.  yd. 

1  man  filling  sand  barrels  and  handling  water 2.7 

2  men        "      rock      "         5.4 

4    "      mixing  sand  and  cement 10.6 

4    "  "       etone  and  mortar 10.6 
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Cts.  per 
cu.  yd. 


2  men  wheellag  concrete    5.3 

1  man  spreading  concrete  in  place 2.7 

1     "      tamping    2.7 

Total  labor 40.0 

1  foreman  at  (2 5.0 

'        Total  exclusive  ot  forms 4E.0 

If  wages  had  been  11.50  a  day  Instead  of  it,  the  labor  cost 
would  have  been  6S  eta.  per  cu.  yd. 

Cort  of  Bridge  Abntmenta.— Mr.  W.  A.  Rogers  gives  the 
toUowing  data  relative  to  the  construction  of  bridge  abut- 
ments on  the  C.  M.  &  St.  P.  Ry.:  The  work  consisted  In 
building  20  abutments  (or  10  four-track  plate  girder  bridgeB 
over  street  crossings  In  Chicago.  The  work  was  done  fte- 
twepn  May  1  and  Oct.  1,  1898,  in  which  time  8,400  cu.  yfla.  of 
concrete  were  placed,  all  the  worb  being  done  by  company 
labor.  The  forma  were  made  of  2-in.  plank  and  6  x  B-ln. 
posts  bolted  together  at  the  top  and  bottom  with  %-in.  rode. 
The  lumber  was  usecl  over  and  over  again.  "When  tie 
dressed  plank  became  too  poor  for  the  face  it  was  uaed  tot 
the  back.  The  concrete  was  1  Portland  cement,  3  gravel  and 
4  to  4^  limestone  (crusher  run  up  to  3-fn.  size).  A  mortar 
face  114  ins.  thick  was  built  up  with  the  reat  of  the  concrete 
The  concrete  was  made  quite  wet,  and  each  man  ramming 
averaged  18  cu.  yds.  a  day  rammed.  The  concrete  was  miitd' 
by  a  machine  of  the  Ransome  type,  operated  by  a  IS-HP. 
portable  gasoline  engine.  The  load  was  very  light  for  the 
engine,  and  8  HP.  would  have  been  sufficient.  The  engine 
made  235  revolutions  per  minute,  and  the  pulley  wheels 
were  proportioned  so  that  the  mixer  made  12  revs,  per 
inin.  One  gallon  of  gasoline  was  used  per  hour,  and  tbe 
mixing  was  carried  on  day  and  night  so  as  not  to  give  Bn 
concrete  time  to  set.    The  time  required  for  each  batch  W» 

2  to  3  mlns.,  and  about  Vj  cu.  yd.  of  concrete  was  delivered 
per  batch.  The  average  output  was  70  cu.  yds.  per  10-ht- 
shift,  with  a  crew  of  28  men;  but  aa  high  as  96  cu.  yds.  were 
mixed  in  10  hrs.  The  concrete  was  far  superior  to  hand 
mixed  concrete.  The  water  for  the  concrete  was  measured 
in  an  upright  tank  and  discliarged  by  a  pipe  into  the  miser. 

^Tl»e  Band  and  stone  were  delivered  to  the  mixer  In  wheel- 
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barrows,  and  the  concrete  was  taken  away  in  wheelbarrows, 
No  derricks  were  used  at  all.  Each  wheelbarrow  of  concrete 
was  raised  by  a  rope  passing  over  a  pulley  at  the  top  of  a 
gallows  frame;  «ne  horse  and  a  driver  serving  for  this 
raising.  A  small  gasoline  hoisting  engine  would  have  been 
more  satisfactory  than  the  horse  which  was  worked  to  its 
full  capacity.  After  the  barrows  were  raised  (12  ft.),  they 
were  wheeled  to  the  abutment  forms  and  dumped.  The 
empty  wheelbarrows  were  lowered  by  hand,  by  means  of  a 
rope  passing  over,  a  sheave  and  provided  with  a  counter- 
weight to  check  the  descent  of  the  barrow.  The  cost  of  the 
concrete  (built  by  company  labor)  was  as  follows: 

Per  cu.  yd. 

Cement,  gravel  and  stone  delivered ^3.28 

Material  in  forms  (used  many  times) 11 

Carpenters  building  and  taking  down  forms 34 

Labor   1.18 

Total  per  cu.  yd |4.91 

The  labor  cost  includes  moving  the  plant  from  one  bridge 
to  the  next,  building  runways,  gasoline  for  engine,  oil  for 
lights  at  night,  and  unloading  materials  as  well  as  mixing, 
delivering  and  ramming  the  concrete.  Wages  were  |1.75  per 
10-hr.  day  for  laborers  and  |2.50  for  carpenters. 

Cost  of  6  Arch  Culverts  and  6  Bridge  Abutments,  "N, 

C.  A  St,  L.  Ry. — Mr.  H.  M.  Jones  is  authority  for  the  follow- 
ing data;     An  18-ft.  full-centered  arch  culvert  was  built  by 
contract  on  the  N.  C.  &  St.  L.  Ry.,  near  Paris,  Tenn.    The 
culvert  was  built  under  a  trestle  65  ft.  high,  before  filling  in 
the  trestle.    The  railway  company  built  a  pile  foundation  to 
support  a  concrete  foundation  2  ft.  thick,  and  a  concrete 
paving  20  Ins.  thick.    The  contractors  then  built  the  culvert 
vhlch  has  a  barrel  140  ft.  long.    No  expansion  joints  were 
provided,  which  was  a  mistake  for  cracks  have  developed 
about  50  ft   apart     The  contractors  were  given  a  large 
Quantity  of  quarry  spalls  which  they  crushed  in  part  by 
luuid,  much  of  it  being  too  large  for  the  concrete.     The 
fitone  was  shipped  in  drop-bottom  cars  and  dumped  into  bins 
^uilt  on  the  ground  under  the  trestle.    The  sand  was  shipped 
1q  ordinary  coal  cars,  and  dumped  or  shoveled  into  bins. 
The  mixing  boards  were  placed  on  the  surface  of  the  groiiwil^ 


and  wheelbarrow  runways  ■ 
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It  will  be  seen  that  only  19  cu,  yds.  of  < 
placed  per  day  with  a  gang  that  appears  to  have  numberea 
about  21  laborers,  who  were  negroes  receiving  about  (1.10 
psr  day.  This  was  the  first  work  of  its  kind  that  the  con- 
tractors had  done.  It  will  be  noticed  that  the  cost  of  41 
cts.  per  cu.  yd.  for  superintendence  and  foremanehlp  wM 
unnecessarily  high. 

The  worh  in  Tables  XV,  and  XVI.  was  "company  work" 
done  by  negro  labor  under  eompany  foremen, 
TIBLE  xv. 
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Note:— All  these  arches  were  built  under  existing  trestles, 
and  in  all  cases,  except  No.  2,  bins  were  built  on  the 
ground  under  the  trestle  and  the  materials  were  dumped 
from  cars  into  tHe  bins,  loaded  and  delivered  from  the  bins 
in  wheelbarrows  to  the  mixing  boards,  and  from  the  mixing 
boards  carried  in  wheelbarrows  to  place.  Negro  laborers 
were  used  in  all  cases,  except  No.  5,  and  were  paid  90  cts.  a 
day  and  their  board,  which  cost  an  additional  20  cts.;  they 
worked  under  white  foremen  who  received  |2.50  to  |3  a  day 
and  board.  In  culvert  No.  5,  white  laborers,  at  |1.25  with- 
out board,  were  used.  There  were  two  carpenters  at  |2  a 
day  and  one  foreman  at  |2.50  on  this  gang,  making  the 
average  wage  |1.47  each  for  all  engaged.  The  men  were  all 
green  hands,  in  consequence  of  which  the  labor  on  the  forms 
in  particular  was  excessively  high.  The  high  rate  of  daily 
wages  on  culverts  Nos.  1  and  3  was  due  to  the  use  of  some 
carpenters  along  with  the  laborers  in  mixing  concrete. 
The  high  cost  of  mixing  concrete  on  culvert  No.  2  was  due  to 
the  rehandling  of  the  materials  which  were  not  dumped 
into  bins  but  onto  the  concrete  floor  of  the  culvert  and  then 
wheeled  out  and  stacked  to  one  side.  The  cost  of  excavating 
and  backfilling  at  the  site  of  each  culvert  is  not  included 
in  the  table,  but  it  ranged  from  70  cts.  to  |2  per  cu.  yd.  of 
concrete. 

TABLE  XVI. 
Cost  of  Concrete  Abutment,  Retaining  Walls  and  Foundations. 

No.  of  structure 7  8  9              10              11            12 

Cu.  yds,  of  concrete     810  99  282            78              71            72 
Batio  of  cement  to 

stone 1:5.7  1:6.8  1:5.9       1:6.6       1:5.7        

Increase  of  concrete 

over  stone 6.2%  10.0%  12.8%       4.0%       10.9%       

Bbls.     cement    per 

cu.  yd 1.09  0.95  0.99         0.96          1.03          1.39 

Cu.    yds.   sand  per 

cu.  yd 0.47  0.45  0.44         0.61          0.45           0.58 

Cu.  yds.   stone  per 

cu.  yd 0.94  0.91  0.90         0.98          0.90          1.09 

Total     days     labor 

(incl.  foremen) 573  226  699          128           131            224 

Av.  wages  per  day 

(incl. foremen)....    $1.43  $1.88  $1.48       $1.69       $2.05       $1.55 
Cost  per  cu.  yd. ; 

Cement $2.32  $1.66  $1.98       $2.07       $2.19       $2.95 

Sand 0.19  0.18  0.18         0.21          0.18         0.17 

Stone 0.52  0.18  0.22          0.48         0.18         0.66 

Lumber 0.56  0.09  0.28         0.28         0.51         0.34 

Building  forms.. . .      0.35  0.40  1.09           

Mixing  k  placing      1.94  3.38  1.36         2.21          1.74         2.59 

Total $5.88       $5.91       $5.09       $5.28       $4.80       V^A^ 
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Note: — Structure  No.  7  consists  of  two  abutments  to  carry 
a  24-ft  span  bridge  made  of  I-beams.  Bins  to  hold  stone 
and  sand  were  built  on  the  railway  embankment.  At  the 
head  of  the  bin  a  part  of  the  bank  was  dug  away  under  the 
track,  and  long  stringers  put  in  to  carry  the  track.  The 
rock  was  dumped  from  the  car  into  this  opening  and  shov- 
eled into  the  bin.  The  forms  for  the  concrete  were,  of 
course,  simpler  than  for  the  arches  in  Table  XV. ;  hence  the 
labor  on  them  cost  less. 

Structure  No.  8  consists  of  concrete  side  walls  to  support 
a  cedar  cover,  forming  a  culvert.  Slag  was  used  instead  of 
crushed  stone  in  this  structure  as  well  as  in  Nos.  9  and  11. 

Structure  No.  9  is  a  retaining  wall.  There  was  much 
handling  of  materials  due  to  lack  of  room  for  storage  near 
the  work.    Old  material  was  used  for  the  forms. 

Structures  Nos.  10  to  12  are  foundations  for  track  scales. 
It  is  not  clear  why  the  labor  cost  of  this  work  was  so  very 
high. 

Cost  of  an  Arch  Culvert. — ^In  Engineering  Record,  Apr. 
12,  1902,  the  following  is  given: 

The  cost  of  a  concrete  arch  culvert,  26  ft.  span,  62  ft 
barrel  (exclusive  of  excavation),  with  wing  walls  and 
parapet,  built  near  Pittsburg  in  1901,  was  as  follows,  the 
concrete  being  1  to  8  and  1  to  10,  hand  mixed: 

Per  cu.  yd. 

0.96  bbl.  cement,  at  |1.60 11.535 

1.03  tons  coarse  gravel,  at  $0.19 0.195 

0.40    "        fine         "         "      0.21   0.085 

0.32    "        sand  "      0.36  0.115 

Tools,  etc 0.078 

Lumber   for   forms   and   centers 0.430 

Carpenter  work  on  forms  (23  cts.  hr.)   0.280 

•*  platforpis  and  buildings 0.050 

Preparing  site  and  cleaning  up 0.210 

Changing  trestle  0.085 

Handling  materials 0.037 

Mixing  and  laying,  av.  15^^  cts.  per  hr 1.440 

Total  per  cu.  yd 14.540 

Wages  per  hour  were:  General  foreman,  40  cts.;  foreman, 
25  cts.;   carponters,  22^/^  'to  25  cts.;   laborers,  15  cts.    The 
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finished  structure  contained  1,493  cu.  yds.  total  cotst,  being 
17,243,  including  |463  for  excavation.  The  work  was  done 
for  a  railway  apparently  by  company  forces. 

Concrete  Arch  Viaduct,  S.  P.«  L.  A.  ft  S.  L.  R.  R. — 

In  Engineering  News,  Oct.  22,  1903,  Mr.  A.  C.  Ostrom  gives 
the  following  facts  about  an  eight-arch  viaduct  crossing  the 
Santa  Ana  River  on  the  San  Pedro,  Los  Angeles  &  Salt 
Lake  R.  R.  The  viaduct  is  984  ft.  long,  17  ft.  wide,  55  ft. 
high  (averaged),  and  contains  14,000  cu.  yds.  of  concrete 
without  any  steel  reinforcement.  E^ch  arch  has  a  radius  of 
4314  ft.,  a  rise  of  37  ft,  and  a  thickness  of  42  ins.  at  the 
crown.  The  arch  ring  projects  6  ins.  beyond  the  face  of  the 
spandrel  walls.  The  piers  have  a  footing  16  x  28  ft.  resting 
on  granite,  and  narrow  by  steps  to  9  x  21.  They  are  pene- 
trated vertically  by  two  wells  2%  x  5  ft.,  thus  saving  con- 
crete and  providing  drainage  by  weep  holes  below  and  hori- 
zontal tunnels  at  the  top  of  the  arch  haunch.  There  are  two 
sets  of  spandrel  walls  connected  by  cross  walls,  covered  by  a 
10-in.  concrete  floor  which  sustains  the  3%  ft.  of  ballast. 
Cement  and  gravel  in  the  ratio  1  to  11  were  used  for  the 
foundations  and  spandrel  walls.  The  arch  rings  were  made 
of  1:2: 41^  stone  concrete.  The  gravel  was  washed  by  means 
of  a  sluice  passing  through  a  box  where  the  coarse  gravel 
and  clean  sand  settled.  Three  Ransom e  mixers  were 
operated  by  a  25-HP.  engine.  The  arch  centers  were  sup- 
ported on  four  bents  of  four  piles  per  bent  driven  to  bed 
rock.  These  were  capped  by  12  x  12-in.  caps.  The  inrust 
from  the  segments  was  conveyed  by  radial  8  x  8-in.  struts  to 
horizontal  chords  which  were  upheld  by  wedges  placed  on 
12  x  12-in.  stringers  that  rested  upon  the  caps. 

Coat  of  a  Highway  Arch  Bridge.— In  Engineering 
News,  Aug.  27,  1903,  Mr.  William  B.  Barber  gives  the  fol- 
lowing data:  This  highway  bridge  crosses  San  Leandro 
Creek,  Cal.  It  has  a  macadam  roadway  41  ft.  wide,  and  two 
8-ft.  cement  walks.  The  span  is  81^  ft.,  the  rise  is  26  ft, 
and  the  thickness  is  3  ft  The  footings  have  at  the  crown 
a  width  of  30  ft  on  each  side  and  extend  5  ft.  below  the  bed 
of  the  creek,  resting  upon  a  bed  of  clay  without  any  pile 
supports.  Thero  were  90,000  ft  B.  M.  of  lumber  in  the 
centers.  The  concrete  was  a  1:2:7  of  broken  stone.  The 
bridge  contains  3,384  cu.  yds.,  and  was  built  at  a  contract 
price  of  125,840  by  the  E.  B.  &  A.  L.  Stone  Co.,  of  Oakland, 
Cal. 
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Coft  of  a  Reinforced  Arch  Highway  Bridse. — ^Mr.  P. 

A.  Ck)urtright  gives  the  following  on  the  cost  of  mixing  asd 
placing  concrete  in  a  concrete-steel  bridge  having  7 
arches,  each  of  54  ft.  span  and  8  ft.  rise,  at  Plainwell,  Mich., 
in  1903,  as  follows: 

Total  Total 

per  day.    percu-yd. 

13  men,  at  |1.80 123.40  |0.78 

Engine  and  mixer 5.00  0.17 

1  team    3  00  0.10 

1  foreman    3.00  0.10 

Total  labor  for  30  cu.  yds |34.40  |1 15 

0.9  cu.  yd.  gravel,  at  |0.50 |0.46 

0.65  bbl.  cement,  at  $2.00 1.30 

Total,  per  cu.  yd |2.90 

The  concrete  yardage  was  as  follows; 

570  cu.  yds.  of  1.8  gravel  concrete  in  foundations. 
770    •'      ••      "1:6        •*  "         **   arches. 

150    "      **      "1:6        •*  "         "   wails. 

One  sack  of  cement  was  considered  to  be  1  cu.  ft.  Th< 
bridge  had  an  18-ft.  roadway  and  a  5-ft.  side  wall,  a  loi^ 
length  of  446  ft.,  and  the  estimate  of  its  cost  at  contraC 
prices  was: 

1,490  cu.  yds.  concrete,  at  $7.00 $10.4^' 

1,200    "       "    earth  fill,  at  $0.30 3tf< 

36,000  lbs.  of  steel,  at  $0.05   1,80< 

2,800  ft.  of  piles  in  foundations,  at  $0.20 66* 

2,230  sq.  ft.  of  cement  walk,  at  $0.10 22- 

Totai    I$13,37i 

Excavating,  pumping,  cofferdams,  and  centers,  $791 

per    arch 5,634 

Grand   total $18,910 

1  would  say  that  the  above  estimate  appears  to  be. too 
high  on  tho  concrete  item,  and  too  low  on  nearly  every 
other  item,  except  perhaps  tha  last 

The  method  of  making  the  concrete  was  as  follows:  The 
gravel,  which  had  32%  voids,  and  contained  sufficient  sand. 
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Rras  shoveled  into  a  1  <m.  yd.  wagon  at  the  tit,  and  hauled 

to   a   platform   at   the  intake  of   a   McKelvey   continuous 
mixer.     Half  the  cement  required  for  a  batch  was  spread 
>ver  the  load  of  gravel  before  dumping  the  load  through  the 
bottom  of  the  wagon;    then  the  rest  of  the  cement  was 
Eidded  after  dumping.    One  man  shoveled  the  material  over 
to  another  man  who  shoveled  it  into  the  mixer.    After  the 
material   had  passed  one-third   the   length  of  the  mixer, 
water  was  turneti  in.    The  mixer  delivered  the  concrete  into 
wheelbarrows  from   which   it  was  dumped  to  place  and 
spread  in  3-in.  layers.    Two  men  were  employed  tamqping  to 
1  man  shoveling  the  concrete.     The  gravel  for  the  arches 
and  walls  was  screened  through  a  2-in.  mesh  screen  placed 
on  the  wagon  while  loading  at  the   pit.     Regarding  the 
product  of  the  mixer,  Mr.  Courtright  says:     "A  more  com- 
plete blending  of  materials  would  be  difiScult  to  produce." 
This  statement"  is  noteworthy  in  view  of  the  common  preju- 
dice against  continuous  mixers. 

Centers. — The  heels  were  supported  on  the  benches  con- 
structed upon  each  pier  and  abutment  foundation.  Each 
center  was  supported  at  the  panel  joints  by  twelve  tempor- 
ary piles.  These  were  driven  in  advance  of  the  foundation 
york,  sawed  off,  capped  with  timbers,  and  used  as  a  work- 
ing platform. 

The  centers  themselves  were  made  of  Georgia  pine  plank. 
Each  rib  section  was  built  up  with  three  planks,  two  2  x  12 
Inch  for  outside,  and  one  10  x  2-inch  between.  These  were 
securely  nailed  and  bolted  together,  the  panels  being  joined 
^7  bolting  on  two  pieces  of  2  x  4-inch  oak. 

The  top  chord  was  made  of  one  plank,  cut  in  sections,  and 
rounded  to  fit  the  intrados  of  the  arch.  The  panel  joints 
were  supported  by  8  x  12-inch  timbers,  carried  on  posts  rest- 
ing on  8  x  12-inch  timber  caps  on  piles. 

Wedges  for  lowering  the  centers  were  used  at  all  bearing 
points. 

Centers  were  covered  with  2  x  12-inch  planed  pine  lagging 
nnd  made  a  very  rigid  and  smooth  surface  for  concrete. 
The  minimum  of  time  allowed  for  the  removel  of  centers 
after  the  completion  of  an  arch  was  28  days. 

The  appearance  of  the  arch  rings,  showing  the  same 
4ivide^.as  by  joints  between  stones,  was  produced  by  nail- 
ing HV  round  strips  on  the  .form,  and  gives  a  good  ^truc? 
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tnral  effect  to  the  work.  The  entire  stmctiire  was  huilt  in 
the  fonns  with  the  single  exception  at  the  fourteen  key- 
stones, which,  owing  to  their  peculiar  design,  were  cast 
separate,  and  set  in  the  form. 

Piling. — £«ach  abutment  foundation  has  31  piles,  the 
piers  having  23  each.  Piles  were  oak,  elm,  beech  and 
hickory,  not  less  than  12  ins.,  nor  more  than  16  ins.  at  the 
head.  They  cost,  delivered  on  -the  ground  and  sharpened 
ready  for  driving,  15  cents  per  lineal  foot.  The  average 
number  driven  per  day  was  8%. 

The  character  of  the  soil  rendered  driving  very  difficult; 
a  penetration  of  2  or  3  ins.  when  starting  a  pile  was  the 
exception  rather  than  the  rule. 

Cost  cf  driving: 

Engine  and  driver,  per  day |5^00 

E^n^gineer    2.50 

Fireman 1.80 

Four  driver  men,  at  $1.80  7.20 

Total    116.50 

Conditions  for  construction  were  very  favorable.  The 
water  varied  in  depth  from  3  to  5  ft,  with  a  current  of  from 
two  to  three  miles  per  hour.  Under  the  silt  and  sand  which 
formed  the  river  bed,  gravel  was  found  to  depth  of  about  3 
ft.;  below  this,  quicksand,  filled  with  stones  of  varying 
sizes,  was  encountered. 

For  foundations,  piles  were  driven  to  an.  approximate 
depth  of  10  ft  below  the  bed  of  the  stream.  Cofferdams 
were  built,  the  water  pumped  out,  and  the  excavation  car- 
ried down  until  1  ft.  of  gravel  was  left  above  the  quick- 
sand. The  piles  were  sawed  off  1%  ft  above  the  bottom  of 
the  excavation,  and  the  concrete  carried  up  to  the  spring 
line  of  the  arches. 

Cost  of  3  Reinforced  Arch  BridgeSy  L.  S.  ft  M.  S. 

Ry. — Mr.  Samuel  Rockwell  gives  the  following  as  to  the 
size  and  cost  of  three  concrete-steel  railway  arch  hridges: 
The  bridge  arches  had  a  span  of  30  ft,  a  rise  of  9  ft.,  a  crown 
thickness  of  33  Ins.,  a  thickness  at  the  spring  of  6^  ft,  and 
^  barrel  length  of  40,  60  and  160  ft,  respectively.  The  abut- 
ments were  8  ft  high  and  14  ft  wide  at  the  base.    Johnson 
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ated  steel  bars  were  used,  for  reinforcement  The 
tp  was  1  sand,  3  gravel  an^  sand  (50%  each)  and  6 
I  stone,  laid  wet  In  all  there  were  4,833  cu.  yds.,  in- 
?  wing  walls  and  parapets.  The  work  was  done  by 
ny  forces  at  Elkhart,  Ind.,  in  1903.  It  will  be  noted 
le  sand  and  stone  were  unusually  low  in  cost 

Total      Cost  per 

cost  cu.  yd. 

t    18,860  1.84 

1,789  0.36 

ind  gravel  (obtained  from  founda- 

0    240  0.05 

tile  103  002 

•ods  3,028  0.63 

on  concrete 8,091  1.68 

Bering  and  watching  508  0.11 

centers  and  forms 3,529  0.73 

piling  and  boxing 1,006  0.21 

ating  and  pumping  1,620  0.33 

aery,  pipe,  fittings,  etc 416  0.08 

>rary  buildings,  trestles,  etc 752  0.16 

)tal  for  4.833  cu.  yds ...|29,942  $6.19 

b  of  a  Bla»t  Furnace  Foundation;— In  Trans.  Am. 
!.  E.,  Vol.  XV.,  1886,  Capt  O.  E.  Michaelis  gives  the 
ing  data:  Concrete  foundations  were  buiit  for  the 
[ron  and  Steel  Co.'s  blast  furnaces  on  Breaker  Island. 
Kcavation  was  about  15  ft  deep,  and  the  concrete  was 
i  up  13  ft  above  the  surface,  no  forms  being  used,  as 
•in.  wall  of  masonry  was  built  first  and  filled  behind 
2oncrete.  It  is  stated  that  the  men  worked  with  a 
but  it  does  not  appear  so),  although  they  were  paid 

1  -a  day,  for  they  expected  permanent  jobs  after  the 
etion  of  the  furnaces.  The  cost  of  9,600  cu.  yds.  of 
>te  was  as  follows: 

Percu.yd. 

11.  yd.  stone,  at  |1.41 ^ |1.04 

"     "    gravel,   at  |0.30 .11 

"     "    sand,   at   $0.30 .04 

bis.  Rosendale  cement,  at  |1.00 1.23 

unloading  stone  (wages  10  cts.  per  hr.)  ^^.^ . . .  .13 


Per  cu.  yd. 

Lakor  drawing  cemeat    (20  rts.  per   bbl.) 02 

"       making  coDcrete    .85 

Total   (3.41 

4  mOB.  superintendence  at  (2,50  per  mo ,1S 

Grand  total    , I3.EJ 

Ex*mple  a£  HIeIi  Coit  of  TarapinE. — Mr.  Hermu 
Conrow  Is  autbority  for  ibe  following  data:  1  foreman,  9 
ffien  mixing,  1  ramming,  averaged  15  cu.  yda.  a  day,  or  only 
]i^  cu.  yds.  per  man  per  day,  wben  laying  wet  concrete. 
When  laying  dry  concrete  tbe  same  gang  averaged  only  i 
eu.  yds.  a  day,  tliere  being  i  men  ramming.  WlLh  foreman  tt 
$2  and  laborers  at  ?1.50  a  day,  the  cost  was  $2.12  per  cu.  yd. 
for  labor  on  the  dry  concrete  as  against  J1.13  per  eu.  yd.  lor 
the  wet  concrete.  Three  turnings  of  the  stone  with  a  wet 
mortar  effected  a  better  miKturethan  four  turnings  with  a 
dry  mortar.  Tbe  ramming  of  the  wet  concrete  cost  10  eta. 
per  cu.  yd.,  whereas  the  ramming  of  the  dry  concrete  cost 
75  Lts.  per  cu.  yd.!  I  think  thU  is  the  highest  cost  on  re- 
cord for  ramming.  It  la  evident,  however,  that  tbe  men 
were  under  a  poor  foreman,  for  an  output  of  only  15  cu.  yds, 
per  day  with  10  men  is  very  low  for  ordinary  conditions. 
Moreover,  the  expensive  amount  of  ramming  indicates 
either  poor  management  or  the  moat  foolish  inspection  re- 
quirements. 

Coit  of  FUline  Plei^  CyllndeTB  WltK  Conorete.— ill 
this  case  the  gravel  and  sand  forming  the  concrete  were 
wheeled  in  ijarrows  a  distance  of  100  ft.  to  tbe  misiog- 
board  at  ibe  foot  of  eteei  pier  cylinders,  into  which  concrete 
was  dumped  after  raising  it  20  ft.  in  wooden  skips.  Two 
cu.  yds.  concrete  laid  per  hour  by  tbe  gang. 

Per  day.    Per  cu.  yd- 
S  men  wheeling  materials  and  mixing, 

15  cts,  per  hour (9.00  J0.46 

2  men  dumping  skips  and  ramming,  15 

cts.  per  br 3.00  0.15 

1  team  and  driver,  at  40  cts,  per  hr 4.00  0.20 

1  foreman,  at  30  cts.  per  hr 3.00  O.IB 

i.. ,        .     Total. .?19,P0  |O.BS 
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Had  the  Job  been  larger,  more  men  would  have  been  em- 
ployed to  reduce  the  fixed  expense  of  team  time,  for  a  team 
can  readily  raise  10  cu.  yds.  an  hour,  using  a  mast,  or  gin- 
pole,  with  block  and  tackle.  The  foreman  worked  on  the 
mixing-board  himself.  The  concrete  was  perfectly  mixed. 
The  men  worked  with  great  energy. 

Cost  of  Concrete  Work  on  Ry.  Culverts. — I  have  de- 
scribed in  EJngineering  News,  May  21,  1903,  the  construction 
work  on  the  Wabash  Ry.,  near  Pittsburg.  An  abstract  of 
certain  data  on  arch  culvert  construction  is  here  given. 
The  cost  of  form  work  is  not  included. 

One  contractor  using  a  %  cu.  yd.  cubical  mixer  averaged 
40  cu.  yds.  of  concrete  per  10-hour  day,  at  the  following 
cost  for  labor: 

Per  day.    Per  cu.  yd. 
1  foreman    $3.00  |0.08 

3  men    loading    barrows    and     feeding 

mixer   4.50  0.11 

1  <mah  attending  to  engine  of  mixer. ...  2.50  0.06 

2  men  loading  barrows  with  concrete. .  3.00  0.08 

4  "    wheeling  concrete  barrows,  100- 

ft    haul 6.00  0.15 

4  mon  ramming  concrete 6.00  0.15 

4      "    wheeling  in   and    bedding    large 

stones   in  concrete 6.00  0.15 

Total $31.00  $0.78 

Assuming  %  ton  of  coal  per  day  at  $3  per  ton,  we  have 
2  cts.  more  per  cu.  yd.  for  fuel. 

The  plant  was  located  on  a  hillside  with  the  crusher  bins 
above  the  loading  floor  or  platform  which  extended  over  the 
top  of  the  mixer,  so  that  crushed  stone  could  be  drawn 
directly  from  the  chutes  of  the  bins  and  wheeled  to  the 
mixer.  The  sand  was  hauled  up  an  incline  in  one-horse 
carts  and  dumped  on  this  floor,  and  was  also  wheeled  in 
barrows  to  the  mixer.  The  proi>ortions  of  ingredients  used 
were  4  bags  of  ceonent,  4  barrows  of  sand  and  stone  dust, 
and  7  <barrows  of  crushed  stone.  The  cost  of  ramming,  it 
will  be  noted.  Is  much  larger  than  is  ordinarily  the  case. 
The  cost  of  bedding  rubble  stones  in  the  concrete  was 
greatly  outbalanced  by  the  saving  in  cement. 
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Another  cubical  mixer,  not  in  operation  when  I  visited 
the  work,  was  so  arranged  as  to  dump  the  mixed  concrete 
directly  into  wooden  skips  which  were  run  under  the  mixer 
on  trucks.  There  were  two  skips,  each  holding^  1  cu.  yd., 
and  ono  truck  running  on  light  rails.  A  mule  was  used  to 
pull  the  loaded  skip  on  the  truck  over  to  a  60-ft  boom 
derrick  operated  Ijy  an  engine.  This  derrick  then  picked 
the  skip  up,  swung  it  over  to  the  concrete  wall  where  it 
was  dumped. 

Another  contractor  had  just  installed  a  small  Smith  con- 
ical concrete  mixer.  Each  charge  was  a  small  one— 4  bar- 
rows of  stone,  2  barrows  of  sand  and  2  bags  of  cement— and 
the  mixer  was  so  designed  that  a  low  loading  platform  could 
be  used  which  is  decidedly  advantageous  where  the  stone 
and  sand  must  be  wheeled  up  onto  the  loading  platform.  The 
cubical  mixers  have  a  loading  platform  8  to  11  ft  abore 
the  ground  level.  This  Smith  mixer  had  its  loading  floor 
only  4  ft.  above  the  ground  level,  but  it  is  only  fair  to  add 
that  the  mixer  is  so  arranged  as  to  dump  its  charge  into  a 
sort  of  sump  or  hole  about  3  ft  deep.  Into  this  sump  a 
derrick  delivers  iron  skips  which  receive  the  charge  of 
mixed  concrete.  These  skips  or  buckets  are  then  swung  out 
and  dumped  in  the  work.  The  cost  of  operating  thia 
mixer  was: 

Per  day.  Per  cu.  yd 

1  man   foeding   mixer $1.50  |0.03 

1  man  running  the  mixer  engine 2.50  0.05 

1  derrick    engineman 2.50  0.05 

2  tagmen    swinging    derrick    boom    and 

dumping    buckets 3.00  0.06 

6  barrowmon   wheeling  stone  and  sand 

to    mixer 9.00  0.18 

2  men   tamping   concrete 3.00  0.06 

1   foreman    3.00  0.06 

Total 124.50  |0.49 

The  cost  of  coal  was  about  3  cts.  per  cu.  yd.  of  concrete. 
The  output  of  this  gang  was  50  cu.  yds.  per  day  of  10 
hours. 

At  another  culvert  the  contractor  was  mixing  concrete  by 
hand  and  claimed  that  he  was  doing  the  work  as  cheaply  as 
with  a  mixer,  considering  moving  of  plant  and  depreciatioi^ 
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He  had  20  men  working  in  two  gangs  of  10  in  a  gang,  each 
sang  being  served  by  a  derrick  operated  by  an  engine.  The 
daily  output  of  these  20  men  was  60  cu.  yds.  of  concrete 
rammed  in  place,  at  a  cost  of  50  cts.  per  cu.  yd.  for  labor, 
not  including  foreman  and  engineman. 

Cost  of  Subaqueous  Concrete  for  a  Pier. — The  follow- 
ing has  been  abstracted  from  Engineering  News,  Mar.  2, 
1905,  and  relates  to  the  construction  of  a  pier  3,023  ft.  long 
at  Superior  EJntry,  Wis.  The  work  was  done  by  day  labor 
for  the  (rovernment,  under  the  direction  of  Mr.  Clarence 
Coleman,  M.  Am.  Soc.  C.  B.,  U.  S.  Assistant  Engineer. 

About  80%  of  the  concrete  was  deposited  in  molds  under 
waiter,  according  to  a  plan  devised  in  1902  by  Maj.  D.  D. 
Gaillard,  Corps  of  Engineers.  The  molds  consisted  of 
bottomless  boxes,  built  in  four  pieces,  two  sides  and  two 
end  pieces,  held  together  by  1^-in.  turnbuckle  tie-rods. 
Cast-iron  weights  were  attached  to  the  molds  to  overcome 
the  buoyancy  of  the  timber.  The  concrete  was  built  in 
place,  in  two  tl^rs  of  blocks,  the  lower  tier  resting  di- 
rectly on  piles  and  entirely  under  water.  The  upper  tier  of 
blocks  was  almost  entirely  above  water.  A  pile  trestle  was 
built  on  each  side  of  the  proposed  pier,  and  a  traveler  for 
raising  and  lowering  the  molds,  spanned  the  gap  between 
the  two  trestles.  After  the  mold  for  a  block  of  concrete  had 
been  placed  on  the  bottom,  it  was  filled  with  concrete  low- 
ered in  a  bucket  with  a  drop  bottom.  Twelve  of  these 
buckets  were  used,  and  were  hauled  from  the  mixer  on 
cars  to  a  locomotive  crane,  which  lifted  each  bucket  from 
the  car  and  lowered  it  to  place.  The  locomotive  crane  was 
elevated  on  a  gantry  frame  so  that  a  train  of  cars  on  the 
same  trestle  could  pass  directly  under  it  without  inter- 
ference. This  enabled  two  of  these  locomotive  cranes  to 
work  on  the  same  trestle. 

Each  concrete  bucket  was  provided  with  two  12-oz.  can- 
vas curtains  or  covers  each  3x4  ft.,  quilted  with  110 
pieces  of  1-16  x  1  x  3-inch  sheet-lead.  The  <;urtains  were 
fastened,  one  to  each  side  of  the  top  of  the  bucket,  and 
were  folded  over  the  concrete  so  as  to  cover  it  completely 
and  protect  it  from  wash  while  being  lowered  through  the 
water.  Occasionally,  when  an  opportunity  occurred  to  al- 
low the  top  of  the  concrete  in  a  bucket  to.be  examined  after 
being  lowered  and  raised  through  23  ft.  of  water,  the  con- 
crete was  Invariably  ionM  in  good  condition.   Discoloration 
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of  the  water  from  cement  was  seldom  noticed  during  the 
descent  of  the  bucket.  The  concrete  for  this  subaqueous 
work  was  mixed  quite  wet. 

The  pebbles  for  the  concrete  were  delivered  by  contract, 
and  were  unloaded  from  the  scows  by  means  of  a  clam- 
shell bucket  into  a  hopper.  This  hopper  fed  the  pebbles 
on  to  an  endles*  belt  conveyor  which  delivered  them  to  a 
rotary  screen.  Inside  this  screen  water  was  discharged  un- 
der a  pressure  from  a  4-ln.  pipe,  to  wash  the  pebbles.  From 
the  screen  the  pebbles  passed  through  a  chute  into  4-yd. 
cars,  which  were  hauled  up  an  incline  to  a  height  of  65  ft. 
by  means  of  a  hoisting  engine.  The  cars  were  dumped 
automatically,  forming  a  stock  pile.  Under  the  stock  pile 
was  a  double  gallery  or  tunnel,  provided  with  eight  chutes 
through  the  roof;  and  from  these  chutes  the  cars  were 
loaded  and  hauled  by  a  hoisting  engine  up  an  inclined 
trestle  to  the  bins  abo^'e  the  concrete  mixer.  A  system  of 
electric  bell  signals  was  used  in  handling  these  cars. 

The.  sand  was  handled  from  the  stock  pile  in  the  same 
manner.  The  cement  was  loaded  in  bags  on  a  car  at  the 
warehouse,  hauled  to  the  mixer  and  elevated  by  a  sprocket- 
chain  elevator. 

Chutes  from  the  bins  delivered  the  materials  into  the 
concrete  mixer  which  was  of  the  modified  cubical  type  re- 
volving on  trunnions  about  an  axial  line  through  diagonal 
corners  of  the  cube.  The  mixer  possessed  the  advantage  <rf 
charging  and  discharging  without  stopping.  It  was  driven 
by  a  7  X  10-in.  vertical  single  engine  with  boiler.  The 
mixer  demonstrated  its  ability  to  turn  out  a  batch  of  pe^ 
fectly  mixed  concrete  every  l^/j  mins.  It  discharged  intoi 
hopper,  provided  with  a  cut-off  chute,  which  discharged  In- 
to the  concrete  buckets  on  the  cars.  Four  buckets  of  con- 
crete were  hauled  in  a  train  by  a  locomotive  to  their  desti- 
nation.   There  were  two  locomotives  and  23  cars. 

In  the  operation  of  this  plant  55  men  were  employed,  4J 
being  engaged  on  actual  concrete  work  and  12  building 
molds  and  appliances  for  future  work.  The  work  was  done 
by  day  labor  for  the  Government,  and  the  co»t  of  operatioB| 
was  as  follows  for  one  typical  week  when,  ia  6  days  of  <! 
hours  each,  the  output  was  1,383  cu.  yds.,  or  an  average  eC 
230  cu.  yds.  per  day.  The  output  on  one  day  was  conside^ 
ably  below  the  average  on  account  of  an  accldeat  to  pliotij 
but  this  may  be  considered  as  typical. 
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Per  cu.  yd. 
Pebbles  from  stock  pile  to  mixer: 

4  laborers,  at  $2  $0.0348 

1  englneman,  at  $3 0.0131 

CJoal,  oil  and  waste,  at  $1.03 0.0043 

Sand  from  stock  pile  to  mixer: 

5  laborers,  at  $2 0.0434 

1  engineman,  at  $2.50 0.0109 

Coal,  oil  and  waste,  at  $0.82 0.0035 

Cement  from  warehouse  to  mixer: 

5  laborers,  at  $2 0.0434 

Mixing  concrete: 

1  engineman,  at  $2.50 0.0109 

1  mechanic,  at  $2.50   0.0108 

Coal,   oil   and   waste,   at   $1.29    0.0056 

Transporting  concrete: 

4  laborers,  at  $2 0.0348 

1  engineman,  at  $3  0.0130 

Coal,  oil  and  waste,  at  $0.66 0.0028 

Depositing  concrete  in  molds: 

4  laborers,  at  $2 0.0348 

1  engineman,  at  $3 0.0130 

1    rigger,   at  $3 0.0130 

Coal,  oil  and  wast6,  at  $1.18 0.0051 

Assembling,  transporting,  setting  and  removing 
molds: 

4  laborers,  at  $2 0.0347 

1  engineman,  at  $3.25 0.0141 

1  carpenter,  at  $3 0.0130 

1   mechanic,  at  $2.50 0.0109 

Coal,  oil  and  waste,  at  $1.39 0.0060 

Care  of  tracks: 

1  laborer,  at  $2 0.0086 

1  mechanic,  at  $2.50 0.0109 

Supplying  coal: 

3  laborers,  at  $2 0.0260 


I 
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Blacksmith  work:  Pereo-yd. 

1  laborer,  at  |2   $0.0086 

1  blacksmith,  at  $3.25 0.0141 

Water  boy,  at  $0.75 0.0032 

Total  per  cu.  yd. $.4473 

Add  75^  of  the  cost  of  administraticn 0.1388 

TMal  labor  per  cu.  yd $.5861 

The  total  cost  of  each  cubic  yard  of  concrete  in  place  is 
estimated  to  be  as  follows: 

Per  cu.  yd. 

Ten-elevenths  cu.  yd.  pebbles,  at  $1.085 $0:9864 

Ten-twenty-seconds  cu.  yd.  sand,  at  $0.00 0.0000 

1.26  bbls.  cement,  at  $1.77 2.2302 

Labor,  as  above  given   — 0.5861 

Cost  of  plant  distributed  over  total  yardage 0.8400 

Total    $4.6427 

It  will  be  noticed  that  the  sand  cost  nothing,  as  it  was 
dredged  from  the  trench  in  which  the  pier  was  built,  and 
paid  for  as  dredging.  The  cost  of  the  plant  was  distributed 
over  the  South  Pier  work  and  over  the  proposed  North  Pier 
work,  on  the  basis  of  only  20%  salvage  value  after  the  com- 
pletion of  both  piers.  It  is  said,  however,  that  80%  is  too 
high  an  allowance  for  the  probable  depreciation. 

The  cost  of  the  trestles  was  included  in  the  cost  of  the 
plant.  The  Washington  fir  used  in  the  trestles  cost  $16  per 
M  delivered  In  the  yard.  The  cost  of  framing  and  placing 
the  timberwork  (exclusive  of  the  piles)  was  $3.25  per  M. 

The  cost  of  the  plant  was  as  follows: 

Machinery  $30,055.98 

Piles  and  pile  driving 13,963.00 

Lumber  for  trestles  and  molds 12,094.26 

Iron  and  castings  7,572.86 

Labor  on  plant  15,760.40 

ToUl    $79,446.00 
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The  item  of  "labor  on  plant"  includes  all  work  in  building 
trestles,  laying  track,  building  molds,  mold  traveler  and  all 
appurtenances  for  performing  the  work.  The  cost  of  plant 
per  cu.  yd.  of  concrete  was  estimated  thus: 

First  cost  $79,446 

20%  depreciation  during  use  on  South  Pier 15,889 

Estimated  increase  in  size  of  plant  for  use  on  North 

Pier 3,972 

Total  for  both  piers  $99,307 

Salvage  value  of  plant  20%   19,861 

Net    $79,446 

$79,446  ~  94,000  cu.  yds.  =:  $0.84  per  cu.  yd. 

The  proportions  of  the  subaqueous  concrete  were  1:2.5:5 
by  volume,  or  1:2.73:5.78  by  weight,  cement  being  assumed 
to  weigh  100  lbs.  per  cu.  ft.  The  proportions  of  the  super- 
aqueous  concrete  were  1:3.12:6.25  by  volume,  or  1:3.41:7.22 
by  weight.  The  dry  sand  weighed  109.2  lbs.  per  cu.  ft,  the 
voids  being  35.1%.  The  pebbles  weighed  115.5  lbs.  per  cu. 
ft.,  the  voids  being  ?1%. 

As  above  stated,  the  molds  were  bottomless  boxes  built 
in  four  pieces,  two  sides  and  two  ends,  held  together  by  tie- 
rods.  The  1^-in.  turnbuckle  tie-rods  passed  through  the 
ends  of  beams  that  bore  against  the  outside  of  the  mold. 
These  tie-rods  had  eyes  at  each  end,  in  which  rods  with 
wedge  shaped  ends  were  inserted.  The  mold  was  erected  on 
the  trestle  by  the  locomotive  crane,  and  was  then  lifted  by 
the  mold  traveler,  carried  and  lowered  to  place.  The  largest 
one  of  these  molds,  with  its  cast-iron  ballast,  weighed  40 
tons.  When  it  was  desired  to  remove  a  mold,  after  the  con- 
crete block  had  hardened,  the  nuts  on  the  wedge-ended  rods 
were  turned,  thus  pulling  the  wedge  end  from  the  eye  of  the 
tie-rod,  and  releasing  the  sides  of  the  mold  from  the  ends. 
The  locomotive  crane  then  raised  the  sides  and  ends  separ- 
ately and  assembled  them  ready  to  be  lowered  again  for  the 
next  block.  The  time  required  to  remove  one  of  these  40- 
ton  molds,  reassemble  and  set  it  again  rarely  exceeded  60 
mins.,  and  had  been  accomplished  in  45  mins. 

As  already  stated,  the  concrete  was  built  in  alternate 
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blocks;  then  the  intermodiate  blocks  were  built,  the  ends 
of  the  concrete  blocks  just  built  servingr  as  end  molds  for 
the  new  blocks.  The  two  sides  of  a  moM  (without  the  end 
pieces)  were  assembled  by  the  aid  of  templates,  and  were 
bolted  together  by  tie-rods.  To  hold  the  sides  apart  when 
the  templates  were  removed,  it  was  necessary  to  surronnd 
each  of  the  six  tie-rods  with  a  box  of  1-in.  plank.  These 
boxes  measured  4  ins.  square  on  the  inside;  and  were  left 
buried  in  the  concrete.  Their  purpose  was  to  act  as  hori- 
zontal struts  to  hold  the  sides  of  the  mold  apart,  and  to 
permit  removal  of  the  tie-rods  after  the  concrete  block  had 
been  built.  The  removal  of  these  rods  was  accomplished 
by  withdrawing  the  wedge-ended  rods. 

The  mold  traveler  deserves  a  brief  description.  It  waa 
provided  with  a  four-drum  engine,  and  the  drums  were 
actuated  by  a  worm  gear  which  was  positive  in  its  move- 
ment in  lowering  as  well  as  in  raising.  The  drums  act  In- 
dependently or  together,  as  desired.  The  hoisting  speed  was 
6  ft.  per  min.,  and  the  traveling  speed,  100  ft  per  min.  The 
load  was  suspended  on  four  hooks,  depending  by  double 
blocks  and  %-in.  wire  ropes  from  four  trolleys  suspended 
from  tho  truss,  which  allowed  lateral  adjustment  of  the 
mold.  The  difficulty  of  using  so  broad  a  gage  as  31  ft.,  on  a 
curve  having  a  radius  of  563  ft.,  was  overcome  by  using  a 
defferentlal  gear  in  the  driving  shaft  of  the  propelling  gear, 
thus  compensating  for  the  greater  distance  traveled  by  the 
wheels  on  the  outer  rail.  The  whole  machine  was  carried 
on  six  trucks  having  two  double-flanged  wheels  each.  The 
four  forward  trucks  were  swiveled  on  steel  bed  plates  with 
3-in.  king  bolts.  The  two  rear  trucks  were  fixed  to  the 
chord  and  had  idler  wheels,  which  slid  on  their  axles  so  as 
to  accommodate  themselves  to  the  curve. 

Cost  of  Concrete  Base  for  Pavements. — In  an  article 
in  Engineering  News,  Dec.  5,  1901,  I  originally  gave  some 
of  the  following  data: 

The  ordinary  labor  cost  of  concrete  foundations  is  0.4  to 
0.5  of  a  10-hour  day's  wages  per  cubic  yard  of  concrete, 
although  occasionally  it  may  be  as  low  as  0.3  of  a  day  where 
two  mixing  gangs  are  worked  side  by  side  under  separate 
foremen,  and  under  an  exacting  contractor.  In  such  a 
case,  the  rivalry  between  the  two  mixing  gangs  where  the 
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pro^n^ess  of  the  work  can  be  seen  at  a  glance,  as  in  laying 
pavement  foundations,  will  insure  a  saving  of  at  least  25% 
in  tlie  labor  item.  The  following,  taken  from  my  note- 
books and  time-books,  indicates  the  ordinary  cost  of  con- 
crete mixing  and  laying: 

Case  I.  Laying  6-in.  pavement  foundation.  Stone  de- 
livered and  dumped  upon  2-in.  plank  laid  to  receive  it.  If 
dumped  directly  upon  the  ground  it  costs  half  as  much  again 
to  shovel  it  up.  Sand  and  stone  were  dumped  along  the 
street,  so  that  the  haul  in  wheelbarrows  to  mixing  board 
was  about  40  ft.  Two  gangs  of  men  worked  under  separate 
foremen,  and  each  gang  averaged  4.5  cu.  yds.  concrete  per 
hour. 

The  labor  cost  was  as  follows  for  45  cu.  yds.  per  gang: 

Per  day.  Per  eu.  yd. 
4  men  filling  barrows  with  stone  and  sand 

ready  for  the  mixers,  wages  15  cts. 

per  hr $6.00  $0.13 

10  men,  wheeling,  mixing  and  shoveling 

to  place  (3  or  4  steps),  wages  15  cts. 

per  hr 15.00  0.33 

2  men  ramming,  wages  15  cts.  per  hr. . .      3.00  0.07 
1  foreman  at  30  cts.  per  hr.  and  1  water 

boy,  5  cts 3.50  0.08 

Total $27.50  $0.61 

Case  II.  Sometimes  it  is  desirable  to  know  every  minute 
detail  of  cost,  for  which  purpose  I  give  the  following: 

i — Per   cu.    yd. — » 
Day's  labor.    Cost. 

3  men  loading  stones  into  barrows .06  $0.09 

1  man  loading  sand  into  barrows .02  0.03 

2  men  ramming .04  0.06 

1  foreman  and  1  water  boy  equivalent  to  .035  0.05 

wheeling  sand   and   cement    to 

mixing  board .02  0.03 

-  wheeling  stone  to  mixing  board  .026  0.04 

3  men  \  ^^j^^j^g  mortar 013  0.02 

mixing  stone  and  mortar .049  0.07 

placing  concrete  (walking  15  ft.)  .072  0.11 

Total  ^.^^         V^XjSii 
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In  one  respect  this  is  not  a  perfectly  fair  example  (al- 
thongh  it  represents  ordinary  practice),  for  the  mortar  was 
only  turned  over  on<;e  in  mixing  instead  of  three  times,  and 
the  stone  was  turned  only  twice  instead  of  three  or  four 
times.  Water  was  used  in  great  abundance,  and  by  its  pud- 
dling action  probably  secured  a  very  fair  mixture  of  cement 
and  sand,  and  in  that  way  secured  a  better  mixture  than 
would  be  expected  from  the  small  amount  of  labor  expended 
in  actual  mixing.  About  9  cts.  more  per  cu.  yd  spent  in 
mixing  would  have  secured  a  perfect  concrete  without  trust- 
ing to  the  water. 

Case  III.  Two  gangs  (34  men)  working  under  separate 
foremen  averaged  600  sq.  yds,  or  100  cu.  yds.  of  concrete  per 
10-hr.  day  for  a  season.  This  is  equivalent  to  3  cu.  yds.  per 
man  per  day.  The  stone  and  san-d  were  wheeled  to  the 
mixing  board  in  barrows,  mixed  and  shoveled  to  place.  Each 
gang  was  organized  as  follows: 

Per  day.    Per  cu.yd. 

4  men  loading  barrows  $6.00  $0.12 

9    "      mixing  and  placing  13.50  0.27 

2    "      tamping    3.00  0.06 

1  foreman   2.50  0.05 

Total    $25.00  $0.50 

These  men  worked  with  great  rapidity.  The  above  cost 
of  50  cts.  per  cu.  yd.  is  about  as  low  as  any  contractor  can 
reasonably  expect  to  mix  and  place  concrete  by  baud  in 
pavement  work. 

Case  IV.  Two  gangs  of  men,  34  in  all,  working  side  by 
side  on  separate  mixing  boards,  averaged  720  sq.  yds.,  or 
120  cu.  yds.,  per  10-hr.  day.  Each  gang  was  organized  as 
follows: 

Per  day.  Per  cu.yd. 

6  men  loading  and  wheeling  $9.00  $0.16 

8    "      mixing  and  placing  12.00  0.20 

2  "      tamping   3.00  0.05 

1  foreman   3.00  0.05 

Total   127.00  $0.46 
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Instead  of  shoveling  the  concrete  from  the  mixing  board 
into  place,  the  mixers  loaded  it  into  barrows  and  wheeled 
it  to  place.    The  men  worked  with  great  rapidity. 

Case  V.  Mr.  Alfred  F.  Harley  is  authority  for  the  follaw- 
Ing:  In  laying  concrete  foundations  for  street  pavement  in 
New  Orleans,  a  day's  work,  in  running  three  mixing  boards, 
covering  the  full  width  of  the  street,  averaged  900  sq.  yds., 
6  ins.  thick,  or  150  cu.  yds.  with  a  gang  of  40  men.  With 
wages  assumed  to  be  15  cts.  per  hr.  the  labor  cost  was: 

Cts.  per 
cu.  yd. 

6  men  wheeling  broken  stone 6 

3    "  "         sand   3 

1  "  "         cement 1 

2  "      opening      **       2 

7  "      dry  mixing   7 

8  "     taking  concrete  ofC   8 

3  "      tamping  3 

3    "      grading  concrete 3 

1  "      attending  run  planks   1 

3  water  boys  1 

2  extra  men  and  1  foreman 4 

Total  labor  cost 39  cts. 

Cafie  VI.  The  following  cost  of  a  concrete  base  for  pave- 
ments at  Toronto  has  been  abstracted  from  a  report  (1892) 
of  the  City  Engineer,  Mr.  Granville  C.  Cunningham.  The 
concrete  was  1:2%: 7%  Portland;  2,430  cu.  yds.  were  laid, 
the  thickness  being  6  ins.;  at  the  following  cost  per  cu.  yd.: 

0.77  bbl.  cement,  at  $2.78 $2.14 

0.76  cu.  yd.  stone,  at  $1.91 1.45 

0.27    "    "      sand  and  gravel,  at  $0.80 0.22 

Labor  (15  cts.  per  hr.) 1.03 

Total  $4.84 

Judging  by  the  low  percentage  of  stone  in  so  lean  a  mix- 
ture as  the  above,  the  concrete  was  not  fully  6  ins.  thick  as 
assumed  by  Mr.  Cunningham.  Note  that  the  labor  cost  was 
1%  to  2  times  what  it  would  have  been  under  a  good  con- 
tractor. 
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It  is  also  noteworthy  that  Portland  cement  was  used.  Un- 
til quite  recently  Natural  cement  has  been  used  almost  ex- 
clusively in  pavement  foundations  in  America.  A  Natural 
cement  concrete  is  usually  made  1:2:5,  the  cement  being 
measured  loose,  so  that  about  1.15  bbls.  of  cement  are  re- 
quired per  cubic  yard  of  concrete.  A  sufficiently  good  Port- 
land cement  concrete  can  be  made  with  %  bbl.  cement  per 
cubic  yard;  and  I  think  that,  if  the  mixing  is  well  done  in  a 
mechanical  mixer,  it  is  safe  to  make  concrete  for  pavement 
foundations  6  ins.  thick  using  not  more  than  %  bbl.  of  Port- 
land cement  per  cubic  yard. 

Case  VII.  Mr.  Charles  Apple  gives  the  following  data  on 
the  cost  of  a  6-in.  concrete  foundation  for  a  brick  pavement, 
at  Champaign,  111.  The  concrete  was  1.3:3,  Natural  cement, 
mixed  by  hand.  The  material  was  brought  to  the  steel  mix- 
ing plate  from  piles  30  to  60  ft.  away. 

Cost  per 
cu.  yd. 

1.2  bbls.  cement,  at  $0.50 $0,600 

0.6  cu.  yd.  sand  and  gravel,  at  $1 0.600 

0.6    "     "     broken  sLone,  at  $1.40 0.840 

6  men  turning  with  shovels,  at  $2 0.080 

4    *•      throwing  into  place,  at  $2 0.053 

2    "      handling  cement,  at  $1.75 0.023 

1  "      wetting  with  hose,   at  $1.75   0.012 

2  "      tamping,  at  $1.75 0.023 

1    "      leveling,   at   $1.75    0.012 

6    "      wheeling  stone,  at  $1.75 0.070 

4    "  "        graver,  at  $1.75   0.047 

1  foreman,*  at  $4    0.027 

Total  per  cu.  yd $2,387 

The  cost  of  mixing  and  placing  this  concrete  was 
only  35  cts.  per  cu.  yd.,  a  gang  of  26  men  and  1  foreman 
placing  150  cu.  yds.,  or  900  sq.  yds.,  per  day.  I  do  not  be- 
lieve these  figures  of  Mr.  Apple  to  be  trustworthy,  for  rea- 
sons given  on  page  163. 

Cost    of    Machine    Mixing    and    Wagon    Hauling.— 

Mr.  D.  G.  Fisher,  Asst.  Engr.,  The  Laclede  Gas  Light  Ca, 
fit.  Louis,  has  given  the  following  data  on  the  mixing,  de- 
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liv€ring  and  placing  of  Portland  cement  concrete  for  a 
pavement  base  6  ins.  thick. 

The  gravel  was  dumped  from  wagons  into  a  large  hopper, 
raised  by  a  bucket  elevator  into  bins,  and  drawn  off  through 
gates  into  receiving  hoppers  on  the  charging  platform  where 
the  cement  was  added.  The  receiving  hoppers  discharged 
into  the  mixers,  which  discharged  the  mixed  concrete  into  a 
loading  car  that  dumped  into  wagons,  which  delivered 
it  on  the  street  where  wanted.  The  longest  haul  in  wagons 
was  30  mins.,  tbut  careful  tests  showed  that  the  concrete  had 
hardened  well.  The  wagons  were  patent  dump  wagons  of 
the  drop-bottom  type. 

Mr.  Fisher  says: 

"You  may  consider  the  following  figures  a  fair  average  of 
the  plant  referred  to,  working  to  its  capacity.  To  these 
amounts,  however,  must  be  added  the  interest  on  the  In- 
vestment, the  cost  of  wrecking  the  plant  and  the  deprecia- 
tion of  the  same,  superintendence,  and  the  pay  roll  that 
must  be  maintained  in  wet  weather.  I  am  assuming  the 
street  as  already  brought  to  grade  and  rolled. 

"With  labor  at  $1.75  per  day  of  10  hours,  teams  at  $4,  en- 
gineer and  foremen  at  $3,  and  engine  at  $5  per  day,  con- 
crete mixed  and  put  in  place  by  the  above  method  costs: 

Per  cu.  yd. 

To  mix   $0.12  to  $0.15 

To  deliver  to  street  0.10  to    0.14 

To  spread  and  tamp  in  place 0.08  to    0.11 

Total  $0.30  to  $0.40 

**The  mixers  are  No.  2%  Smith,  sold  by  the  Contractors* 
Supply  and  Equipment  Co.,  Chicago,  111.,  and  a  ^-yd.  Cube, 
sold  by  Municipal  Engineering  &  Contracting  Co.,  Chicago. 

"The  Smith  mixer  will  deliver  40  thoroughly  mixed 
batches  per  hour  under  favorable  conditions. 

"The  above  figures  are  on  the  basis  of  a  batch  every  2 
minutes,  which  is  easily  maintained  by  using  the  loading 
car,  as  by  this  means  there  will  be  no  delay  in  the  opera- 
tion of  the  plant  owing  to  the  irregularity  of  the  arrival 
of  the  teams. 

"My  experience  leads  me  to  believe  that  a  better  efficieijcy 
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can  be  obtained  by  using  mixers  of  1  cu.  yd.  capacity,  and 
that  the  batch  mixer  is  the  only  type  of  machine  where  any 
certainty  of  the  proportion  of  the  mixture  is  realized." 

Cost  of  Mixing  with  a  Gravity  Mixer. — ^Mr.  G.  B.  Ash- 
croft  states  that  a  small  gravity  mixer  of  the  Peter  Haines 
type  was  used  in  the  building  of  a  dock  for  The  William 
Skinner  Ship-Building  &  Dry  Dock  Co.,  of  Baltimore,  Md. 
It  consisted  of  two  conical  hoppers,  one  above  the  other, 
and  above  those  were  four  small  pyramidal  hoppers  for 
measuring  the  sand  and  stone,  and  above  these  were  small 
bins.  On  man  at  each  conical  hopper  tending  the  gaites, 
and  two  men  at  the  pyramidal  hoppers  (4  men  in  all)  con- 
stituted the  gang  on  the  mixer.  A  scow  load  of  sand  and 
another  of  broken  stone  were  hauled  alongside  the  bulk- 
head on  which  the  mixer  stood,  and  a  clamshell  bucket 
dredge  was  used  to  load  the  sand  and  stone  from  the  scows 
into  the  bins  of  the  mixer.  Each  batch  was  25  cu.  ft  of 
1:2:5  concrete  rammed  into  place.  The  record  for  10  hrs. 
was  110  batches,  making  about  35  cts.  per  cu.  yd.  as  the 
labor  cost.  Wages  of  common  laborers  were  $1.50.  The 
concrete  was  run  directly  into  place  through  chutes;  and  the 
mixer  was  moved  from  place  to  place  by  means  of  the 
dredge  boom. 

On  the  Cedar  Grove  Reservoir,  built  for  Newark,  N.  J., 
a  large  gravity  mixer  of  the  Haines  type  was  used.  A 
photograph  of  the  mixing  plant  is  given  in  E)ngineering 
Record,  Dec.  5,  1903,  and  the  statement  is  made  that  the 
best  day's  output  of  the  mixer  was  360  cu.  yds.  of  1:2:5 
concrete.  As  a  matter  of  fact  the  best  day's  output  was 
403  cu.  yds.;  the  average  output  during  the  best  month  was 
302  cu.  yds.;  and  the  average  of  the  whole  job  was  225  cu. 
yds.  per  10-hr.  day.  The  stone,  sand  and  cement  were  all 
raised  by  bucket  elevators  to  the  top  of  the  high  wooden 
tower  that  supported  the  bins  and  the  mixer.  There  were 
10  men  operating  the  mixer,  so  that  (exclusive  of  power, 
interest  and  depreciation)  the  labor  cost  of  mixing  averaged 
only  7  cts.  per  <;u.  yd.;  and  during  one  month  it  was  as  low 
as  5  cts.  per  cu.  yd.  This  does  not  include  delivering  the 
materials  to  the  men  at  the  mixer,  nor  does  it  include  con- 
veying the  concrete  away  and  placing  it.  ThQ  wprk  was 
done  by  contract, 
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Cost  of   Concrete  Made   With  a   Trump  Mixer. — la 

Trans.  Am.  Soc.  M.  B.,  June,  1905,  Mr.  B.  N.  Trump,  of 
Syracuse,  N.  Y.,  describes  his  novel  device  for  automatically 
measuring  the  ingredients  of  concrete,  which  are  delivered 
in  a  continuous  stream  into  a  paddle  mixer.  The  stone, 
sand  and  cement  are  elevated  into  hoppers  hy  bucket  eleva- 
tors, and  the  hoppers  discharge  continuously  onto  rotating 
tables,  where  large  steel  knives  scrape  off  the  proper  pro- 
portions of  ingredients  into  a  chute  that  delivers  to  the 
mixer.  The  device  is  so  simple,  so  effective  and  so  remark- 
ably cheap  to  operate  that  it  is  deserving  of  careful  con- 
sideration. About  10  HP.  are  said  to  be  sufficient  for  oper- 
ating the  measurer  and  mixer.  Mr.  Trump  gives  the  fol- 
lowing cost  data: 

No.  1  Concrete  Experiment. — A  concrete  mixer  was  In- 
stalled in  a  central  position,  where  the  stone,  cement  and 
sand  could  be  elevated  into  hoppers  by  means  of  a  system 
of  buckets,  elevated  on  an  elevator  and  pushed  by  hand  at 
both  the  bottom  and  the  top,  the  labor  including  shoveling 
the  sand  and  stone  into  the  buckets  and  emptying  cement 
from  the  bags.      The  cost  of  this  concrete  was  as  follows : 

1  -cubic  yard  of  concrete,  with  a  1:3:5  mixture,  weighs 
3,800  lbs.  and  contains  as  follows: 

4.5  cu.  ft.  or  V/s  bbls.  of  cement,  @  $1.15  per  bbl.. .      $1.54 

13.5    *•    "  of  sand 45 

22.5    "    "    "  spalls,  1,975  lbs.  @  $0.35  per  net  ton. .  .345 

For  hauling  isand,  then  elevating  and  placing  in 

liopper 021 

For  hauling  cement,  then  elevating  and  placing  in 

hopper 025 

Cost  of  mixing  50  yds.  per  day,  labor  @  $0.15  per  hr.       .056 

Current  and  motors .01 

Repairs — ^Average  for  six  months 01 

Cost  per  cu.  yd.  loaded  into  wagons $2,457 

Cost  of  making  concrete  exclusive  of  material. .       0.122 

The  concrete  machine  running  with  the  table  making  5 
revolutions  per  minute  has  a  capacity  of  50  cu.  yds.  per 
hour. 

Th^  abpve  figures  for  labor  are  higher  than  they  would 
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be  If  more  concrete  had  been  made,  only  50  cu.  yds.  being 
the  amount  required. 

The  machine  was  operated  by  making  two  or  three  cubic 
yards  at  a  time,  and  thon  stopping  until  more  concrete  wai 
required. 

No.  2  Concrete  Experiment.. — Foundations  of  a  larg9 
building,  the  concrete  being  hauled  in  carts  and  dumped  into 
trenches. 

Cost  of  concrete  loaded  into  wagons  (as  above  srlven)      $2.46 

Hauling  from  mixer  to  job  ^         ^19 

Putting  in  place 3g 

Total  cost  per  cubic  yard  in  place |2.M 

In  the  above  case  Lhe  concrete  was  made  as  fast  as  sli 

carts  could  haul  it  500  ft. 

No.  3  Concrete  Experiment.— Cost  of  machine  shop  floor, 
having  8-in.  thickness  of  concrete,  left  with  a  rough  sur- 
face. 

Cost  of  concrete  loaded  into  wagons  |2.46 

Hauling  from  mixer  to  job  "        .175 

Putting  in  place   g6 

Total  cost  per  cubic  yard  in  place $3,485 

No.  4  Concrete  Experiment. — Heavy  foundations. 

Concrete  put  into  wheelbarrows  and  wheeled  on  plank 
runways  about  150  ft. 

Cost  of  concrete  loaded  into  wheelbarrows $2.45 

Wheeling  150  feet  and  putting  in  place 73 

Total  cost  per  cubic  yard ,        $3.18 

No.  5  Concrete  Experiment. — 'Heavy  concrete  retaining 
walls,  and  concreting  around  a  series  of  large  pipes  in  a 
trench,  hauling  concrc^te  2,200  ft.  on  bad  roads,  and  wheeling 
from  where  wagons  were  dumped  and  putting  in  place. 

Cost  of  concrete  loaded  into  wagons $2.45 

Hauling  2,200  ft.  on  bad  roads 26 

Wheeling  from  wagons,   dumping  and  putting  in 

place  .22 

Total  cost  per  cubic  yard  $2.93 
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Cost  of  Groined  Arches  and  Forms  on  the  Albany 
Filter  Plant. — The  following  data  are  given  by  Mr.  Allen 
Hazen  and  Mr.  William  B.  Fuller,  in  Trans.  Am.  Soc. 
C".  E.  1904.  The  concrete  was  mixed  in  5-ft  cubical 
mixers  in  batches  of  1.6  cu.  yds.  at  the  rate  of  200 
cu.  yds.  per  mixer  day.  One  barrel  of  cement,  380 
lbs.  net,  assumed  to  be  3.8  cu.  ft.,  was  mixed  with  three 
volumes  of  sand  weighing  90  lbs.  per  cu.  ft,  and  five  volumes 
of  gravel  weighing  100  lbs.  per  cu.  ft.  and  having  40%  voids. 
On  the  average  1.26  bbls.  of  cement  were  required 
per  cu.  yd.  The  conveying  plant  consisted  of  two 
trestles  (each  900  ft.  long)  730  ft.  apart,  support- 
ing four  cableways.  The  cables  were  attached  to  car- 
riages, which  ran  on  I-beams  on  the  top  of  the  trestles. 
Rope  drives  were  used  to  shift  the  cableways  along  the 
trestle.  Three-ton  loads  were  handled  in  each  skip.  The 
installation  of  this  plant  was  slow,  and  its  carrying  capacity 
was  less  than  expected.  It  was  found  best  to  deliver  the 
skips  of  concrete  to  the  cableway  on  small  railway  track, 
although  the  original  plan  had  been  to  move  the  cableways 
horizontally  along  the  trestle  at  the  same  time  that  the  skip 
was  traveling. 

The  cost  of  mixing  and  placing  the  concrete  was  as  fol- 
lows: 

Per  cu.  yd. 

Measuring,  mixing  and  loading $0.20 

Transporting  by  rail  and  cables  0.12 

Laying   and   tamping   fioore   and  walls   Including 

setting  forms 0.22 

Total  $0.54 

The  cost  of  laying  and  tamping  the  concrete  on  the  vault- 
ing was  14  cts.  per  cu.  yd.  The  vaulting  is  a  groined  arch 
6  ins.  thick  at  the  crown  and  2^^  ft.  thick  at  the  piers. 

The  lumber  of  the  centering  for  the  vaulting  was  spruce 
for  the  ribs  and  posts,  and  1-in.  hemlock  for  the  lagging. 
The  centering  was  all  cut  by  machinery,  the  ribs  put  to- 
gether to  a  template,  and  the  lagging  sawed  to  proper  bevels 
and  lengths.  The  centers  were  made  so  that  they  could  be 
taken  down  in  sections  and  used  again.  The  cost  of  center- 
ing was  as  follows: 
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Labor  on  centers  covering  62,560  sq.  ft 

Foreman,  435  hrs.  at  35  cts $152.25 

Carpenters,  4,873  hrs.  at  22%  cts 1,096.42 

Laborers,  3.447  hrs.  at  15  cts 517.05 

Painters,  577  hrs.  at  15  cts 86.55 

Teaming,  324  hrs.  at  40  €ts 121.60 


Total  labor  building  centers  313  M  at  $6.37 $1,973.87 

Materials  for  centers  covering  62,560  sq.  ft. 

313,000  ft.  B.  M.  lumber,  at  $18.20 $6,700.00 

3,700  lbs.  nails,  at  3  cts ULOO 

8  bbls.  tar,  at  $3  24*00 

Total $6,835.00 

These  centers  covered  two  filters,  each  having  an  area  of 
121%  X  258  ft.  There  were  six  more  filters  of  the  same 
size,  for  which  the  same  centers  were  used.  The  cost  of 
taking  down,  moving  and  putting  up  these  centers  (313  M) 
three  times  was  as  follows: 

Foreman,  2,359  hrs.  at  35  cts $825.65 

Carpenters,  12,766  hrs.  at  22 >^  cts 2,872.35 

Laborers,  24,062  hrs.  at  15  cts 3,609.30 

Team,  430  hrs.  at  40  cts 172.00 

3,000  ft.  B.  M.  lumber,  at  $20 60.00 

3,000  lbs.  nails,  at  3  cts 90.00 

Total    cost   moving   centers    to   cover   196,660 

sq.    ft $7,629.30 

The  cost  of  moving  the  centers  each  time  was  $8.10  per  M, 
showing  that  they  were  practically  rebuilt;  for  the  first 
building  of  the  centers,  as  above  shown,  cost  only  $6.37 
per  M.  In  other  words,  the  centers  were  not  designed  so  as 
to  be  moved  in  sections  as  they  should  have  been.  Although 
the  centers  were  used  four  times  in  all,  the  lumber  was  in 
fit  condition  for  further  use.  The  cost  of  the  labor  and 
lumber  for  the  building  and  moving  of  these  centers  for  the 
8  filter  beds,  having  a  total  area  of  259,220  sq.  ft.,  was  $15,438, 
or  6  cts.  per  sq.  ft. 
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Cost  of  Lining  a  Water- Works  Tunnel. — In  Trans. 
Am.  Soc.  C.  E.,  Vol.  31,  p.  294,  Mr.  Desmond  Fitz  Gerald 
describes  the  lining  of  a  water-works  tunnel  with  concrete. 
The  tunnel  passes  through  Beech  Street,  Boston,  and  is 
in  a  conglomerate  rock.  It  was  built  in  1875  and  was  lined 
with  concrete,  12  ins.  thick,  in  1889-1892,  the  tunnel  inside 
the  lining  having  a  horse-shoe  shape,  9  ft.  in  diameter.  The 
water  was  shut  off  four  days  out  of  every  week  while  work 
was  in  progress.  All  work  was  done  by  day  labor  and  was 
very  expensive,  the  cost  being  $16.15  per  cu.  yd.  of  concrete 
for  lining  1,182  ft.  of  tunnel,  or  at  a  cost  of  nearly  $50  per 
lin.  ft.!  The  progress  was  6.36  ft.  of  tunnel  lined  per  day 
fol"  186  days  worked.  I  have  abstracted  the  following  data 
to  illustrate  how  very  expensive  day  labor  work  often  is 
compared  with  work  done  by  contract. 

A  track  having  a  2-ft.  gage,  and  a  length  of  4,000  ft.,  was 
laid  in  the  bottom  of  the  aqueduct  and  the  tunnel,  the  track 
being  supported  on  a  small  trestle,  which  is  illustrated  and 
described  in  detail.  There  were  75  centers  spaced  4  ft. 
ai>art  and  lagged  with  2  x  4-in.,  containing  in  all  14  M  ft.  of 
spruce,  which  cost  $100  per  M  in  place!  The  gang  of  men 
was  as  follows: 

2  men  screening  sand. 

1  "      shoveling  sand. 

2  "      shoveling  stone. 

1  "      opening  cement 

7    "      transporting  materials  on  cars. 
5    "      mixing  concrete. 

2  "      conveying  concrete  on  cars. 

2  "      unloading  concrete. 

4    "      spreading  and  ramming. 

4    "      digging  foundation  piers,  pumping  water  and  pr^-» 
paring  centers. 

3  "      taking  down  and  helping  set  up  centers. 

3    "      taking  nails  out  of  lagging,  scraping  and  washing 

lagging. 
3  carpenters  setting  centers  and  building  drains. 
1  foreman. 
1  superintendent. 

41  total  gang. 
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This  gang  worked  in  the  tunnel  four  days  weekly,  and 
worked  the  other  two  days  elsewhere.  The  number  of  cubic 
yards  of  concrete  placed  daily  by  this  large  gang  of  men  was 
only  18  cu.  yds.,  or  less  than  i^  cu.  yd.  per  man  per  day! 
The  average  distance  that  the  material  was  transported  in 
cars  was  2,700  ft.,  and  192  bbls.  of  cement,  sand  <and  stone 
were  rammed  by  7  men  daily.  Three  of  these  men  pushed 
a  car  holding  11  bbls.  of  material,  making  8  trips  a  day. 
The  distance  traveled  per  man  per  day  was  only  7.66  miles. 
These  men  also  unloaded  their  cars,  thus  shoveling  27.4  bbls. 
(or  3.4  cu.  yds.)  besides.  Loaded  cars  had  right  of  way, 
and  returning  empty  cars  had  to  make  quick  trips  from 
switch  to  switch.  It  is  apparent  from  the  cost  data  given 
that  the  men  were  a  lazy  lot. 

Some  interesting  measurements  were  made  showing  the 
shrinkage  of  sand  and  stone.  It  was  found  that  a  barrel 
of  sand  shoveled  into  a  measuring  box  measured  3.42  cu.  ft, 
but  this  sand  when  allowed  to  drop  12  ft.  through  a  chute 
into  the  cars  measured  77o  less.  A  barrel  of  stone  averaged 
3.37  cu.  ft,  but  upon  falling  12  ft  the  stone  was  comjmcted 
9%.  As  the  materials  were  measured  compacted  in  the  cars, 
the  1:2:5  concrete  contained  1  bbl.  of  cement,  2  1-6  bbls.  of 
loose  sand,  and  5l^  bbls.  of  loose  stone.  By  actual  measure 
this  was  found  to  make  20  cu.  ft  of  thoroughly  rammed 
concrete.  The  concrete  in  the  tunnel  was  not  so  com- 
pact, however,  as  it  measured  21  cu.  ft  per  batch,  1.3  bbls. 
of  Portland  cement  being  used  per  cubic  yard  of  concrete, 
so  that  it  required  38  cu.  ft.  of  cement,  sand  and  stone  to 
make  1  cu.  yd.  of  concrete.  The  stone  was  the  "run  of  the 
crusher."  A  cement  barrel  was  put  into  a  box,  surrounded 
with  concrete,  and  filled  with  water.  It  took  3.425  cu.  ft  of 
water  to  fill  the  barrel  between  the  heads.  The  sand  and 
stone  were  measured  in  barrels  with  one  head  out  and  there- 
fore measured  more.  Two  barrels  of  sand  and  one  of 
cement  mixed  5  times  dry  still  fill  three  barrels,  but  the 
moment  water  is  added  shrinkage  occurs. 

Cost  of  Making  Blocks  for  a   Concrete  Sewer. — ^At 

Coldwater,  Mich.,  in  1901,  there  was  built  a  concrete  sewer 
with  a  monolithic  invert  and  an  arch  of  concrete  blocks. 
Riggs  &  Sherman,  of  Toledo,  O.,  designed  the  sewer,  an4 
H.  V.  Gifford,  of  Bradner,  O.,  was  in  charge  of  construe- 
tion. 
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The  sewer  was  circular,  having  an  inner  diameter  of  42 
Ins.,  the  thickness  of  the  invert  and  the  arch  alike  was 
8  ins.  The  concrete  was  1  of  Portland  cement  to  6  of 
gravel.  There  were  11  concrete  blocks  in  the  ring  of  the 
arch,  each  block  being  24  ins.  long,  8  ins.  thick,  8  ins.  wide 
on  the  outside  of  the  arch  and  5%  ins.  wide  on  the  inside 
of  the  arch.  A  block  weighed  90  lbs,  which  was  too  heavy 
for  rapid  laying;  blocks  18  ins.  long  would  have  been  bet- 
ter. Some  8,500  blocks  were  made.  Molds  were  of  2-ln. 
lumber,  lined  with  tin,  for  after  a  little  use  it  was  found 
the  concrete  would  stick  to  the  wood  when  the  mold  was 
removed.  The  four  sides  of  the  mold  formed  the  extrados, 
the  intrados,  and  the  two  ends  of  the  block;  the  other  two 
sides  being  left  open.  When  put  together  the  mold  was 
laid  upon  a  1-in.  board,  12  x  30  ins.,  reinforced  by  cleats 
across  the  bottom.  The  sides  of  the  molds  were  held  to- 
gether with  screws  or  wedge  clamps.  When  the  blocks 
had  set,  the  sides  of  the  molds  were  removed,  and  the 
blocks  were  left  on  the  12  x  30-in.  boards  for  3  days,  then 
piled  up,  being  watered  several  times  each  day  for  a  week. 

A  gang  of  14  men  made  the  blocks;  2  screening  gravel 
through  1-in.  mesh  screen;  4  mixing  concrete;  4  molders; 
3  shifting  and  watering  blocks;  and  1  foreman.  With  a 
little  practice  each  molder  could  turn  out  175  blocks  a  day; 
and  since  each  block  measured  %  cu.  ft.,  the  output  of  the 
14  men  was  19%  cu.  yds.  a  day.  Mr.  Gifford  informs  me 
that  the  wages  were  $1.50  a  day  for  all  the  men,  except  the 
foreman.  The  daily  wages  of  the  14  men  were  $22,  so  that 
the  labor  of  making  the  blocks  was  $1.10  per  cu.  yd. 

Each  batch  of  concrete,  containing  i/^  bbl.  of  Portland 
cement  costing  $1.35  per  bbl.,  made  18  blocks.  (1  bbl.  per 
cu.  yd.)  Since  the  gravel  cost  nothing,  except  the  labor 
of  screening  it,  the  total  cost  of  each  block  was  11  to  12 
cts.,  which  includes  0.85  cent  for  use  of  molds  and  mold 
boards,  which  were  an  entire  loss.  At  12  cts.  per  block  the 
cost  was  $4.32  per  cu.  yd. 

The  contract  price  was  $3  per  lin.  ft.  of  this  sewer,  as 
against  a  bid  of  $3.40  per  ft.  for  a  brick  sewer. 

When  the  trenching  had  reached  to  the  level  of  the  top 
of  the  invert,  two  rows  of  stakes  were  driven  in  the  bot- 
tom, stakes  being  6  ft.  apart  in  each  row,  and  rows  being 
a   distance  apart  %-ln.   greater  than  the  outer  diameter 
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of  tbe  aewer.  Tbrae  stakee  were  driven  to  such  a  grade 
that  the  top  of  a  Z  k  4-ln.  cap  or  "runner"  set  edgewlsa 
on  top  of  them  waa  at  the  proper  grade  of  the  top  ot 
the  Invert.  The  excavation  (or  the  invert  waa  then  begun. 
and  flnlaheil  to  the  proper  curve  by  the  aid  of  a  tempM 
drawn  along  the  2  x  4-in.  niiiners.  In  gravel  It  was  im- 
poBsible  to  hold  the  true  curve  of  the  invert  bottom.  Con- 
crete was  then  placed  tor  the  invert  To  bold  up  the  Bide* 
of  the  Invert  concrete,  a  board  served  as  a  support  for  the 
inaldee,  but  regular  forms  were  more  satisfactory  in  everr 
respect  except  that  they  were  in  the  way  of  the  work- 
men. A  form  was  tried,  its  length  being  6  ft  It  was  buiR 
Ilka  the  center  for  an  arch,  except  that  the  ebeeting  wa* 
omitted  on  the  lower  part  of  the  invert.  It  was  sua- 
pended  from  cross-pfeces  resting  on  the  "runners."  After 
the  concrete  had  been  rounded  in  place,  the  form  waa  re- 
moved and  the  invert  trued  up.  This  form  worked  well 
In  soil  that  could  be  excavated  a  number  ot  feet  ahead,  so 
that  the  forms  could  be  drawn  ahead  instead  of  having  to 
be  lifted  out;  but  in  soil,  where  the  concreting  must  im- 
mediately follow  the  excavation  for  the  invert,  the  form 
Is  in  the  way.  The  Invert  was  trued  up  by  drawing  along 
the  runners  a  semicircular  templet  having  a  radius  of 
2Hi  Ins.  Then  a  i^-ln.  coat  ot  1:2  mortar  was  rougbl; 
troweled  on  the  green  concrete.  Another  templet  having 
a  21-ln.  radius  was  then  drawn  along  the  runners  to  finish 
the  Invert. 

When  the  plaster  had  hardened,  two  courses  of  con- 
crete bloclis  were  laid  on  each  shoulder  of  the  invert,  using 
a  1:2;W  mortar,  the  Vt  part  being  lime  paste.  The  lima 
made  the  mortar  more  plastic  and  easier  to  trowel.  Than 
,the  form  for  the  arch  was  placed,  and  aa  each  8-fL  section 
of  the  arch  waa  built,  a  grout  of  1:1  mortar  waa  poured 
over  the  top  to  fill  the  Joints.  Earth  was  thrown  on  each 
flhoulder  and  tamped,  and  the  center  moved  ahead. 

Common  laborers  were  used  for  all  the  invert  work,  ei- 
cept  the  plastering  which  was  done  by  masona  who  were 
paid  30  cts.  per  hr.  Masons  were  also  used  to  lay  the  cwi- 
crete  blocka  In  the  arch.  Mr,  Gifford  states  that  two 
masona  would  lay  at  tlie  rate  of  100  lin.  ft.  of  arch  per 
day.  if  enough  invert  were  prepared  in  advance.  Aa  there 
1  11  blocks  in  the  ring  of  the  arch,  this  rata  would  be 
egulvalent  to  T/i  cu.  yds.  of  arch  laid  per  mason  per  daj, 


CONCRETE   CONSTRUCTION,  359 

Cost    of    Concrete    Block    Manholes. — Mr.    Hugh    G. 
Baker,  Jr.,  gives  the  following: 

The   cost  of  making   concrete   block   manholes   at  Rye, 
N.  Y.,  was  as  follows  per  manhole: 

30  blocks  for  walls.  2.5  cu.  yds.  of  1:2:5  concrete..  $21.00 

6  blocks  for  cover,  %  cu.  yd.  reinforced  concrete. .. .  4.27 

I-beams  for  cover,  in  place 5.40 

Supervision,  freight  and  hauling,  5.6  tons  concrete. .  9.38 

3  hrs.  labor  placing  cover  at  15  cts 0.45 

20  hrs.  labor  placing  walls  at  15  cts 3.00 


Total  per  manhole,  exclusive  of  iron  cover..  $43.50 

Each  manhole  Was  5  ft.  deep  inside,  8-in.  walls,  5  ft. 
in  diameter.  All  concrete  was  handmixed,  very  wet,  %-in. 
stone  being  used.  A  set  of  30  wooden  molds  for  the  wall 
blocks  was  made.  These  molds  cost  from  $3.50  to  $12  each; 
some  being  made  of  hard  wood  lined  with  zinc.  In  making 
the  blocks  4  men  averaged  15  wall  blocks  a  day  of  about  2^4 
cu.  ft.  each,  which  is  equivalent  to  0.84  cu.  yd.  per  man 
per  day.  The  concrete  was  allowed  to  set  3  to  12  hrs.  be- 
fore removing  the  molds;  24  to  36  hrs.  before  taking  the 
blocks  outside  to  dry;  and  7  days  before  shipping  the 
blocks.  About  1^000  blocks  were  made  and  only  9  lost  by 
breaking. 

For  com.parison  it  is  well  to  give  the  cost  of  brick  man* 
holes,  as  follows: 

1,450  brick  at  $8.25  per  M $11.96 

Mason    6.00 

46  hrs.  labor  at  15  cts 6.90 

4  bbls.  cement  at  $1.25   5.00 

Sand   75 

Supervision,  etc 2.50 

Concrete  top  blocks  (%  cu.  yd.)  and  I-beams   11.40 

Total    $44.51 

This  brick  manhole  had  a  flat  concrete  top. 

Cost  of  Condnit  Fonndation  and  Invert. — Mr.  Henry 
H.  Carter  gives  the  following  data  on  the  building  of  2,500 
cu.   yds,  of  concrete  for  a  foundation  and   invert  of  the 
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Farm  Pond  conduit.  The  work  was  done  in  about  100 
days  in  1885  for  the  city  of  Boston  by  day  labor  (not  l7 
contract),  at  a  cost  of  $4.21  per  cu.  yd.,  distributed  thus: 

Per  cu.  yd. 

Foreman,  at  $2.75   $0.16 

Laborers,  20  at  $1.65  1.22 

Carpenters,  2  at  $2.25    0.15 

Horse  and  car,  at  $3.15  0.15 

Miscellaneous  labor  0.01 

Total   labor    $1.69 

1.32  bbls.  natural  cement  $1.66     • 

0.38  cu.  yd.  sand  at  $1.20  0.45 

1  cu.  yd.  gravel  at  $1.20  1.20 

Wasted  cement,  etc 0.03 

Total  materials  in  concrete  $3.34 

Lumber  for  forms,  $125  $0.05 

Cement  shed,  $100  0.04 

Cars.  $66  0.03 

Tools,  loss  and  depreciation,  $25  0.01 

Boiler  (20  days),  $20  0.01 

Pumps  (100  days),  $25 0.01 

Coal  for  pumps,  12  tons,  $72 0.03 

Total  plant   $0.18 

Cost      of      Concrete-Steel     Bnilding     Coluniiui. — Mr. 

Keith  O.  Guthrie  gives  the  following  data:  Brick  columns 
of  the  station  of  the  Louisville  Lighting  Co.  laid  in  lime 
mortar,  in  10  years  became  so  lacking  in  strength  that 
they  were  cut  out,  and  concrete-steel  columns  substituted. 
The  design  and  dimensions  of  these  columns  are  shown  in 
Fig.  17.  The  building  was  shored,  and  a  light  moTable 
soaffoldihg  (4  \  6  ft  \  50  ft.  high)  was  built  from  which 
to  out  away  the  old  brick  and  build  the  concrete^  There 
were  12  columns,  and  the  scaffolding  was  taken  down  and 
moved  from  column  to  column  at  a  cost  of  $2.94  each 
move.  The  12  ou.  yds.  of  brick  masonry  in  each  column 
were  out  out  by  two  men  with  a  drill  and  sledge  in  about 
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15  hrs ,  at  a  cost  of  TO  cts    per  cu   76     Including  removal 

to  the  street  Then  the  eight  reinCorcmg  bars  were  set 
up  15  ft  leugths  of  iron  were  ussd  apllcecl  with  2%-ln. 
bolts  and  distanced  by  sid"  bars  and  cress  bolts  at  the 
splices  This  formed  a  cage  easily  held  in  place.  Con- 
crete was  mixed  in  6  cu  ft.  batches  at  the  toot  of  the 
column  by  three  men  with  a  fourth  turning  over  and  fill- 
ing buckets  V  fifth  man  ret.eUed  the  buckets  on  the 
scaffold  as  fast  as  they  were  hoisted  and  dumped  them 
into  the  form  where  a  aUtli  man  tamped  with  a  short 
iron  bar  and  with  bis  feet  The  bu  kets  ivere  of  galvanized 
iron  12  ins  In  diam  and  H  ins  high— just  about  all  a 
man  can  handle  full  of  concrete 


After  tamping  each  batch  which  raised  the  level  ol  the 
concrete  IE  ins  the  man  Inside  the  form  hooked  six  cross 
ties  of  No  6  steel  wire  on  the  reinforcing  bars,  as 
shown  The  lies  were  bent  by  hand  in  a  \lse  at  a  cost 
of  less  than  1  tt  each  for  labor  A  mule  druen  by  a  man 
hoisted  thf>  buckets  wages  being  fl  a  day  for  the  mule  and 
J<  50  for  the  dr]\er  the  cost  of  hoisting  being  25  to  40 
cts  per  cu  yd  depending  upon  the  rapidity  of  the  man 
inilde  the  column  It  took  from  I'j  to  2  days  to  concrete 
a  column  of  12  cu  yds  The  work  could  have  been  done 
In  half  the  time  had  the  man  inside  been  able  to  handle 
the  material."  The  concrete  was  l:3.g:S.7;  the  stone  being 
limestone  "screeningF."  It  was  deposited  wet  enough  to 
be  easily  pushed  into  corners,  A  good  surface  was  secured 
except  where  leaks  In  the  forms  drained  off  the  mortar. 
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This  fault  was  overcome  by  the  use  of  triangular  mold- 
ing strips  (Uj  ins.  on  a  side)  of  poplar  tacked  in  the  cor< 
ners  of  the  forms,  making  them  water  tight.  Two  faces 
of  the  columns  were  painted  with  grout.  The  bulldhig 
vibrated  excessively  during  the  concreting,  due  to  a  high 
speed  engine  tha:  was  running;  but  this  vibration  disap- 
peared as  the  cement  hardened,  until  only  a  tremor  re- 
mained. 

Mr.  Guthrie  informs  me  that  the  heavy  lumber  for  shor- 
ing cost  $23  per  M  and  was  used  4  times.  The  light  lum- 
ber for  forms  cost  $18  per  M.  All  lumber  was  yellow  pine; 
The  forms  for  one  column  required  650  ft.  B.  M.;  and  on 
an  average  the  forms  were  used  twice.  As  a  matter  of 
fact  the  side  strips  and  outside  braces  were  used  3  times, 
while  murh  of  tho  "^-m.  sheeting  was  destroyed  after  one 
usage,  although  heavy  oil  was  used  to  save  it  from  the 
killing  effect  of  wet  concrete.  Tongue  and  groove  boards 
can  not  be  shifted  to  advantage,  regardless  of  their  thick- 
ness. For  light  work  1^4  x  9  in.  square  dressed  stuff  is 
the  handiest  and  most  lasting. 

All  labor  (n<»groes).  15  cts.  per  hr.;  foreman  (who 
worked).  22^ ^  tts.  per  hr. 

Cost  per      Cost  per 
Concrete.  column.        cu.  yd. 

Lunber    for   forms    $4.81  $0.40 

Setting  up  and  removing  forms   11.32  0.95 

Cement,   10.17   bbls.    at   $2.40    24.40  2.03 

Sand,  5.87  yds.  at  $0.90 5.28  0.44 

Stone,  8.75  yds.  at  $1.35   10.94  0.91 

Mixing  and  wheeling  15.73  1.31 

Hoisting  by  mule  with  driver 4.80  0.40 

Handling  bucket  on  scaffold   2.93  0.25 

Tamping  inside   column    2.93  0.25 

Painting   with    grout    3.89  0.32 

Clearing  away  rubbish   1.97  0.16 

Rigging,  etc 2.64  0.21 

Tools   0.59  0.05 

Moving  scaffold    2.94  0.26 

Moving  mix  beard  and  rigging  hoist. .  1.62  0.14 

Total  cost  of  concrete    $96.79  $8.07 
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Cost  per  Cost  cts.  per 
column,    lb.  of  bars. 

Iron  bars,  1,034  lbs $20.68  2.00 

Drilling  iron  bars 1.44  0.14 

Setting  iron  bars  in  place  1.23  0.12 

Bolti»  for  splicing  and  spacing 3.98  0.40 

Wire,  cross  ties  at  21/^  cts.  lb 1.39  0.14 

Labor  forming  130  cross  ties   1.13  0.11 

Total  cost  of  iron  and  steel  $29.85  2.91 

Summary  of  Cost. 

Per  column.  Per  cu.  yd. 

Concrete  in  place  $96.79  $8.07 

Steel  in  place  29.85  2.49 

Cutting  out  and  removing  brick 8.36  0.70 

Shoring  floors  and  roof,  labor  5.87  0.49 

Ditto  for  lumber  used  3  times  .... 3.44  0.29 

Total    $144.31         $12.04 

Cost  of  Mixing  cind  Placing  Concrete  for  a  Bnild- 

ing. — The  following  relates  to  the  placing  of  concrete  in 
the  walls,  floors  and  columns  of  a  concrete-steel  building. 
The  concrete  was  mixed  in  a  Smith  mixer  driven  by  a 
gasoline  engine.  It  was  dumped  from  the  mixer  through 
a  pivoted  chute  into  two  10-cu.  ft.  buckets  on  a  flat  car, 
and  hauled  by  a  horse  to  one  of  the  two  cableways  which 
raised  and  delivered  the  buckets  to  the  platforms  where 
ihe  buckets  were  dumped.  Men  then  shoveled  the  con- 
crete into  wheelbarrows  and  delivered  it  where  wanted. 
The  crew  at  the  concrete  mixer  was  organized  as  fol- 
lows: 14  men  loaded  wooden  skips  with  the  required 
proportion  of  sand  for  a  batch,  the  sand  being  shoveled 
into  a  bottomless  measuring  box  laid  on  the  bottom  of 
the  skip.  After  loading  the  sand,  the  broken  stone  was 
wheeled  in  barrows  and  dumped  into  the  skip.  A  der- 
rick then  hoisted  the  skip  which  was  dumped  by  two  men 
into  a  chute  leading  to  the  mixer.  These  same  two  men 
fed  in  the  necessary  number  of  bags  of  cement,  and  the 
water.     Each  batch  of  concrete  was  %  cu.  yd.,    and   the 
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mtxer  averaged  200  batches,  or  150  cu.  yds.  a  day.  The 

best  day's  run  was  246  batches.     The  cost  of  mixing  and 
placing  the  concrete  was  as  follows: 

Per  day. 

14  men   loading  skips  with  sand  and  stone 121.00 

1  tag-rope  man  swinging  derrick  boom  L7S 

1  derrick  engineman 2.50 

2  men  feeding  mixer  3.00 

1  man  (foreman)  dumping  mixer  2.60 

10  gals,  gasoline  for  mixer  engine L25 

%  ton  coal  for  derrick  engine  1.50 

6  horses  on  6  cars  9.00 

6  drivers  for  same  9.00 

2  men  receiving  cars,  left  side  of  building 3.00 

2  men  receiving  cars,  right  side  of  building 3.00 

2  cableway  enginemen   6.00 

1  ton  coal  for  cableways   4.50 

2  signal    men    3.00 

2  men  dumping  buckets  3.00 

10  men  loading  and  wheeling  15.00 

4  men  placing  concrete   6.00 

1  superintendent   6.00 


Total,  150  cu.  yds.,  at  67  cts $101.00 

The  concrete  was  mixed  "sloppy,"  so  that  it  required 
only  a  small  amount  of  spading.  The  cost  of  forms  and  of 
placing  the  steel  before  concreting  is  not  available. 

Cost  of  Concrete  Building  Blocks. — In  Engineering 
News,  AfJril  6,  1905,  Mr.  L.  L.  Bingham  gives  the  following 
data.  Letters  were  sent  to  more  than  a  hundred  mo.kers  of 
concrete  blocks  in  Iowa.  Most  of  the  replies  gave  data 
relating  to  blocks  for  walls  10  ins.  thick.  The  average 
cost  per  square  foot  of  blocks  for  a  10-in.  wall  was: 

Sand   2.0cte. 

Cement,  at  $1.60  per  bbl 4.5  cts. 

I^bor,  at  $1.83  per  day  3.8  cts. 

Total,  per  sq.  ft 10.3ctB. 


I 
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Labor  of  making  the  blocka  Includes  mlxlns,  mold' 
riokling,  piling  and  re-pIllng  during  or  after  cur- 
ho  average  output  per  man  was  48^  eq.  ft.  (I'^  cu. 
er  day. 

10'^  eta.,  bowever,  does  not  Include  all  costs  of 
cture,  for  it  does  not  Include  Interest,  depreciation 
mira,  purchase    of    Improved    machinery,  superln- 


PIG.   IS. 

e  and  ofBce  espenae.  One  maker  who  turned  out 
ilocks  (40  car  loads)  had  a  general  expense  of  near- 
;.  per  sq,  ft.,  besides  the  above  given  16%  cts.  The 
price  of  10-ln.  blocks  averaged  21  cts.  per  sq.  ft  of 


of  a  Conorete -Steel  Sewer, — Mr,  Oeo.  S.  Pierson 
le  following  data: 

crete-steei  sewer  1,080  ft  long  at  Kalamazoo,  Mich., 
^n  Nov.  3,  1902,  and  finished  Jan,  10,  1903.  The 
■as  done  by  day  labor  for  the  city.  Much  of  the 
as  done  at  a  temperature  of  12°  to  25°.  The  sewer 
s  a  span  of  S  ft.  10  Ins.,  and  the  sewer  is  6  ft.  high 
Lvert  to  crown.  The  arch  is  8  ins.  thick  at  the 
and  the  invert  Is  6  las  thick.  Fig.  18.  The  concrete 
aforced  with  woven  wire  fabric  of  No.  11  steel  wires. 
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The  concrete  was  1  cement  to  6  gravel  and  sand,  but  this 
proportion  was  not  strictly  adhered  to.  The  centers  were 
built  in  sections  12^  ft.  long,  and  there  were  6  arch  sec- 
tions and  12  invert  sections.  The  ribs  for  the  arch  centers 
were  of  2-iQ.  pine,  and  were  2  ft.  apart.  The  sheeting  was 
1-in.  dressed  white  pine.  The  average  gang  was  10  men 
mixing  and  wheeling  concrete,  5  men  placing  and  ram- 
ming, and  iV2  men  moving  and  setting  up  forms.  This 
gang  averaged  18.6  lin.  ft.  of  sewer  per  day,  the  best  day's 
work  being  28  lin.  ft.  There  were  0.95  cu.  yds.  of  con- 
crete per  lin.  ft  of  sewer.  Wages  were  |1.75  a  day.  Tlie 
cost  per  lineal  foot  was  as  follows,  including  superintend- 
ence: 

Per  lin.  ft.    Percu.  yd. 

1.18  bbls.  cement  |2.44  |2.5$ 

Sand  and  gravel  u.42  0.44 

Labor  mixing  and  wheeling  (10  men) .  0.98  LOS 

Labor  placing  and  ramming  (5  men).  0.47  0.50 
Labor  moving  and  setting  forms  (4^ 

men)   0.43  0.48 

Cost  of  forms  and   templates 0.30  0.32 

Metal  fabric  (175  lin.  ft.  No.  11  wire)  0.39  0.41 

Finishing     0.09  0.10 

Tools,  general  expenses  and  superin- 
tendence      0.43  0.45 

Total  $5.95  |6.26 

The  cost  of  excavation  and  backfilling  is  not  included. 
It  will  be  noted  that  the  cost  of  moving  and  setting  the 
forms   was   unnecessarily   high.   Compare   this   cost  of  46 
cts.  per  cu.  yd.  with  the  5  cts.  per  cu.  yd.,  at  Wilmington, 
Del.,  in  the  next  case  cited. 

Cost   of   Conorete-Steel    Sewer,   WilminKtoiiy   DeL^ 

Mr,  T.  Chalkley  Hatton,  M.  Am.  Soc.  C.  E.,  gives  the  fol- 
lowing data:  Fig.  19  shows  a  profile  of  Price's  Run  Sewer, 
Wilmington,  Del.,  built  in  1903,  by  day  labor  for  the  city. 
the  working  day  being  8  hrs.  long.  Fig.  20  shows  cross- 
sections  at  different  points.  The  notable  feature  is  the 
boldness  in  the  design  of  such  thin  concrete  shells  for 
sewers  of    such    large    diametei^.    ThQ    cross-se^ons  o( 
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sewers  in  trenches  deep  enough  to  cover  the  arch  are 
marked  "deep  cutting";  the  sections  where  the  arch  pro- 
jects above  Ihe  ground  surface  are  marked  "light  cutting." 
The  section  through  the  marsh  was  700  ft.  long,  the  cut- 
ting being  8  ft.  deep,  and  at  high  tide  the  marsh  was  flooded 
1  to  4  ft.  The  material  was  a  soft  mud  that  would  pull  a 
tight  rubber  boot  from  a  workman's  foot.  The  cost  of 
this  marsh  excavation  including  cofferdams,  underdrain- 
ing,  pumping,  etc.,  was  $4.60  per  cu.  yd.  For  1,100  ft.  the 
9^  ft.  sewer  was  through  a  cut  22  to  34  ft.  deep,  the  ma- 
terial being  clay  underlaid  by  granite.    A  Oarson-Lidger- 


T 
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Coarse  Sand 

FIG.  19. 

wood  cableway  was  used.  Although  the  crown  of  the  arch 
was  but  8  ins.  thick,  it  withstood  the  shock  of  dumping 
1  cu.  yd.  buckets  of  earth  and  rock  from  heights  of  3  to 
10  ft.;  and  the  v/eight  of  25  ft.  of  loose  filling  caused  no 
cracks  in  the  concrete. 

Concrete  was  placed  in  4-in.  layers  (the  depth  of  the 
lagging)  and  well  rammed,  since  it  was  found  that  "wet" 
concrete  left  small  honeycombed  spaces  on  the  inner  sur- 
face. Concrete  for  the  invert  was  1:2:6,  the  stone  being 
iVfe-in.  and  smaller,  and  the  sand  being  crusher  dust.  The 
arch  was  1:2:5. 

The  reinforcing  metal  used  in  the  9%-ft.  sewer  was  No. 
6  expanded  metal,  6-in.  mesh,  in  sheets  8x5^  ft,  supplied 
by  Merritt  &  Co.,  of  Philadelphia.  A  single  layer  was 
placed  around  the  sewer,  2  ins.  from  the  inner  surface,  its 
position  being  carefully  maintained  by  the  vr  c  ramming. 
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and  with  but  little  difficulty  as  the  sheets  were  first  bent 
to  the  radius  of  the  circle.  Eiach  sheet  was  lapped  one 
mesh  (6  ins.)  over  its  neighbor  at  both  ends  and  sides,  and 
no  sheets  were  wired  except  the  top  ones,  which  were  lia- 
ble to  displacement  by  men  walking  over  them. 

The  metal  used  on  the  rest  of  the  work    was    a    wire- 
woven  fabric  furnished  by    the    Wight-Easton-Townsend 
CO.,  of  New  York.    This  fabric  comes  in  rolls  5%  ft.  wide 
and  100  ft.  to  the  roll.    The  wire  is  No.  8,  with  a  6  x  4-in. 
mesh.    This  fabric  was  placed  by  first  cutting  the  sheets 
to  the  required  length  to  surround  the  sewer  entirely,  em- 
bedding it  in  the  concrete  as  fast  as  concrete  was  placed, 
in  the  same  manner  as  was  done  with  the  expanded  metal, 
except  over  the  center  where,  on  account  of  its  pliability, 
the  fabric  was  held  the  proper  distance  from  the  lagging 
by  a  number  of  2-in.  blocks  which  were  removed  as  the 
concrete  was  placed.    The  wire  cloth,  being  all  in  one  sheet, 
can  be  placed  a  little  more  expeditiously    than    expanded 
metal,  but,  on  the  other  hand,  the  expanded  metal  holds  its 
position  better  in  the  concrete,  since  it  is  more  rigid. 

I  quote  now  from  Mr.  Hatton's  letter  to  me:  "The 
major  portion  of  concrete  was  mixed  by  machine  at  a  cost 
of  66  cents  per  yard,  including  wheeling  to  place,  coal  and 
running  of  mixing  .machine,  wages  being  $1.50  per  day 
of  8  hrs.  Stone  was  delivered  alongside  of  machine  and  all 
material  had  to  be  wheeled  in  barrows  upon  the  platform, 
and  after  mixing  to  the  sewer..  Placimg  and  ramming  con- 
crete around  the  forms  cost  39  cts.  per  cu.  yd.,  additional. 
Setting  forms  in  invert  cost  2  cts.  per  cu.  yd.,  setting 
centers  7  cts.  per  cu.  yd.  Cost  of  setting  forms  and  cen- 
ters includes  placing  steel  metal.  Each  lineal  foot  of 
9^-ft  sewer  contained  1  cu.  yd.  of  concrete,  although  the 
section  only  calls  for  0.94  cu.  yd.  The  excess  was  usually 
wasted  by  falling  over  sides  of  forms  or  being  made  too 
thick  at  crown. 

**This  yard  of  1:2:5  concrete  cost  in  place  as  follows 
(record  taken  as  an  average  of  several  days'  run) : 

Cement,  1.31  bbls.  at  |1.30  $1,703 

Stone,  0.84  cu.  yds.  at  $1.21 1.016 

Stone  dust,  0.42  cu.  yd,  at  $1.21 , . ,  0.5Q^ 


r?>  SAyL»3'jr'S:  >jf  '.oz^r  data. 

Labor  a:  I ••"4  :c3.  ^er  b^ir     OJ>87 

Liccr  *ir-:L.iz  f  :ma  iz. i  s*zzzi:ig  mecal 0.045 

Cosu  -jt  ;:r=s     iiar^.:  i-:?,:  iTer  1.5»>j  tz,  of  sevo-) 0.082 

*:•  541.  tz.  eijaziei  =.-:a:  1:  V-^  :is L700 

Labor  jlasiertn*  iz-Trn   O.O70 

Cos:  ;er  f;L.  :r  ;er  11.  ji |0.1U 


"The  fon=«  f >r  ih^  :z.T*rt  were  made  of  S-in.  roiig:h  hem- 
lock boards  ciz  cue  4  ins.  less  diameter  chan  the  diameter 
of  uhe  sever,  exzepc  for  IS  iiLS.  a:  the  bouom  of  the  form 
which  coin.:; del  wi:*:  :i.r  inside  form  of  sewer.  The  hottom 
of  :he  sewers  was  laid  :a  :he  bottom  of  this  form  hefore 
it  was  s«.  Th-rQ  the  lazzing.  cozisisting  of  2  x  6-in.  x  10-ft 
hem!o<:k  planed,  was  placed  against  each  side  of  the  form, 
one  at  a  lime,  acd  the  concrete  brought  to  the  line  of  this 
top  in  6-in.  layers  until  the  whole  i avert  was  finished. 
These  forms  were  set  in  16  fc  sections,  five  to  each  sectiim. 

•The  centers  consisted  of  seven  ribs  of  2-iiL  hemlock  npon 
which  was  nailed  l^ir^n.  lagging,  2  ins.  wide,  tong^ned  and 
grooved,  and  were  16  f:.  long,  non-collapsable,  but  had 
one  wing  on  each  side.  5  ins.  wide,  which  conld  be  wedged 
out  to  fit  any  inaccuracies  in  the  invert.  We  used  four  of 
these  centers  setting  two  a:  each  operation  and  worked 
from  two  ends.  We  left  the  centers  in  for  18  hours  before 
drawing. 

'The  cost  of  the  concrete  on  the  smaller  sewers  was  the 
same  as  are  the  larger  sewers,  but  the  steel  metal  cost 
less,  as  it  was  wire  woven  metal  that  cost  2%  cts.  per  sq. 
ft.  It  was  much  easier  handled  and  cut  to  no  waste  as  it 
came  in  long  rolls  and  was  very  pliable. 

"After  training  our  men,  which  occupied  about  one  week 
or  10  days,  we  had  no  difficulty  in  getting  the  concrete  well 
placed  around  the  metal,  preserving  the  proper  location 
of  the  latter,  which,  however,  bore  constant  watching,  as  a 
careless  workman  would  often  take  the  temporary  support- 
ing; blorrks  and  allow  the  metal  to  rest  against  the  wooden 
center.  In  which  case  the  metal  would  show  throug'h  the 
surface  Inside  of  the  sewer.  The  metal  was  kept  2  ins.  away 
from  the  Inside  forms  and  the  arch.  To  keep  it  at  this  loca- 
««"ii  wc  had  several  2-in.  wooden  blociks  cut  which  were 
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Bllpp^  under  the  wire  or  expanded  metal  and  as  soon  as 
some  concrete  was  pushed  under  the  wire  at  this  point  the 
block  was  removed. 

"After  the  forms  were  removed  the  invert  needed  plas- 
tering, but  the  arch  was  practically  like  a  smoothly  plas- 
tered wall  except  where  it  joined  the  invert,  where  it  fre- 
luently  showed  the  result  of  too  much  hurry  in  depositing 
the  first  loads  of  concrete  on  the  arch.  We  remedied  this  by 
requiring  less  concrete  to  be  deposited  at  the  start,  thus 
glYing  the  rammers  time  to  place  the  material  properly. 

^'An  interesting  result  was  obtained  in  the  smoothness 
of  the  inside  surface  by  using  a  mixture  of  different  sized 
stones.  When  %-in.  stones  or  smaller  were  used  in  the 
arch,  the  inside  was  honeycombed;  but,  where  1  to  1%-in. 
stones  (nothing  smaller)  were  used,  the  inside  was  per- 
fectly smooth,  and  the  same  was  true  of  the  invert,  show- 
ing that  the  use  of  larger  stones  is  an  advantage  and  se- 
cures more  monolithic  work.  When  the  run  of  the  crush- 
er from  1^  to  %rin.- stones  was  used  the  work  was  not  at 
all  satisfactory. 

"The  diilerence  in  cost  of  mixing  by  hand  and  machine 
is  practically  nothing  on  this  kind  of  work.  As  the  moving 
of  the  machine  to  keep  pace  with  the  progress  of  the  work 
equals  the  extra  cost  of  mixing  by  hand  when  the  mixing 
can  be  done  close  to  the  point  where  the  cement  is  being 
placed." 

The  total  cost  of  the  sewers,  including  excavation,  etc., 
was: 

Cost  per  lin.  ft. 

9^-ft.  sewer  through  marsh  $32.00 

9%'U,  sewer  in  cut  averaging  24^^  ft 24.00 

6%-ft  sewer  in  cut  averaging  12  ft 10.00 

5-ft.  sewer  in  cut  averaging  11%  ft 6.70 

Cost  of  Concrete^Steel  Sewer  at  Cleveland,   O. — Mr. 

Walter  C.  Parmley,  M.  Am.  Soc  C.  E.,  gives  the  following 
data:  There  were  3^  miles  of  concrete-steel  sewer,  IB% 
ft.  diameter,  of  section  shown  in  Fig.  21  (taken  from  a 
cut  in  Engineering  Record,  Aug.  29,  1903).  The  contract 
price  was  $62  per  lin.  ft.,  including  excavation,  and  the  ex- 
cavation averaged  20  cu.  yds.  per  lin.  ft.  Th^  \A^  Vst  ^ 
hricVi  sewer  was  f 75  per  lin.  ft 


•872 
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It  will  be  noted  that  there  are  two  rows  of  "aachor  ban" 
burled  In  tbe  side  walla.  The  Invert  and  aide  walls  wew 
Drat  built  up  as  high  as  the  top  of  the  brick  lining,  then 
the  arch  centers  were  placed,  and  the  steel  Bkeleton  was 
boiled  to  the  anchor  bars.  The  ribs  of  this  steel  skeleton 
were  spaced  IE  Ids.  centers,  and  there  were  S  rows  of  bori- 
EOntal  or  longitudinal  bars  of  l^  >:  ^-in.  steel  bolted  to  the 
ribs.  The  metal  was  all  bent  to  shape  In  the  shop,  so  that 
there  was  no  field  work  «cept  to  place  and  bolt  the  metal 


together.  There  were  93  lbs,  of  steel  per  lin.  tt.  of  aewer. 
This  design  of  steel  skeleton  was  patented  by  Mr.  Parmley. 
The  lagging  of  the  arch  centers  was  covered  with  build- 
ing paper  water-proofed  with  paraflne.  Then  Portland 
cement  mortar  2  to  3  Ins,  thick  was  plastered  on  the  paper, 
eo  aa  to  form  the  intetiot  finVsi  ol  «vb  arch.    Then  th?  cpo- 
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Crete  for  the  arch  was  placed  and  rammed,  being  12  ins. 
thick  at  the  crown  and  15  ins.  thick  at  the  spring  line.  No 
outside  forms  were  used  on  the  arch.  The  arch  concrete 
was  1:3;  7%.  When  the  paper  lining  was  pulled  off  a  smooth 
surface  was  left.  The  invert  concrete  was  made  with 
natural  cement. 

Mr.  Parmley  had  an  inspector  keep  a  record  of  progress 
for  several  days  on  the  work,  when  the  men  did  not  know 
they  were  being  timed.  He  informs  me  that  an  8-hour 
shift  was  worked.  The  labor  cost  of  building  40  lin.  ft.  of 
13%-ft  concrete-steel  sewer  was  as  follows: 

Cost  of  Labor  on  40  lin.  ft.  of  Sewer. 

Labor  placing  anchor  bars  (1,500  lbs) : 

1  man    1  day,  at  $3.50 $3.50 

1  man    1  day,  at  $1.75 1.75 

1  man  ^  day,  at  $1.60 0.80 

Placing  1,500  lbs.  steel,  at  0.4  cts $6.05 

Labor  on  concrete  invert  and  side  walls: 

5  men  mixing  and  wheeling,  at  $1.75 $8.75 

1  man  tamping  1.75 

1  man  carrying  concrete  1.75 

%  man  lowering  concrete,  at  $2.25 1.50 

Labor,  13  cu.  yds.  concrete,  at  $1.06 $13.75 

Labor  on  shale  brick  lining  (2  rings) : 

2  masons,  at  $5.60  $11.20 

1  man  mixing  mortar   2.25 

3  men  wheeling  sand,  filling  buckets  and  dumping, 

at  $1.75 5.25 

%  man  lowering  materials,  at  $2.25 0.75 

Labor,  6.38  cu.  yds.  brick  work,  at  $3.05 $19.45 

Labor  on  concrete  arch: 

1  man  putting  mortar  lining   on    centers,    3  'days, 

at  $1.75 $  5.25 

2  men  mixing  mortar,  screening  and  wheeling  sand, 

3  days,  at  $1.75  10.50 
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8  men  on  mixing  board,  3  days,  at  $1.75 $42.00 

1  man  tamping,  3  days,  at  $1.75  5i5 

Labor,  72  cu.  yds.,  at  $0.87  $68.00 

Labor  placing  centers  and  steel  skeleton: 

1  man,  3  days,  at  $3.50 $10.50 

2  men,  3  days,  at  $1.75  10.50 

Labor.  40  lin.  ft,  at  52%  cts.  per  ft $21,00 

There  were  56  lbs.  of  steel  skeleton  per  lin.  ft,  and  about 
%  the  time  of  this  last  gang  of  3  men  was  spent  in  plac- 
ing the  metal,  %  being  spent  in  moving  and  placing  the 
centers;  so  the  labor  cost  0.3  cts.  per  lb.  of  steel,  and  the 
labor  moving  centers  cost  35  cts.  per  lin.  ft.  of  sewer.  The 
back  filling  was  begun  6  to  12  hrs.  after  the  arch  was 
built,  but  the  centers  were  left  in  place  14  days. 

On  another  section  of  this  sewer  a  six-day  observation 
showed  the  labor  cost  (hand  work,  no  machine  mixers) 
was  81  cts.  per  cu.  yd.  of  concrete  in  the  invert  and  side 
walls,  and  70  cts.  per  cu.  yd.  on  the  concrete  in  the  arch; 
36  cts.  per  lin.  ft.  for  placing  centers,  and  18  cts.  per  lin.  ft 
for  placing  the  steel  skeleton;  0.32  cts.  per  lb.  for  placing 
the  anchor  rods.  A  gang  of  2  brick  masons  and  6  laborers 
laid  11.2  cu.  yds.  of  the  double-ring  brick  lining  per  day, 
at  a  cost  of  $2  per  cu.  yd.  All  wages  were  as  above  given. 
It  will  be  seen  that  this  longer  observation  gave  much  lower 
costs  than  above  tabulated,  and  Mr.  Parmley  regards  it 
as  being  nearer  a  fair  average. 

Cost  of  a  Concreie-Stcel  Conduit.— To  Mr.  G.  C.  Wool- 
lard,  engineer  for  James  Stewart  &  Co.,  contractors,  I  am 
indebted  for  the  following  data  relating  to  the  construc- 
tion of  a  6-ft  concrete-steel  conduit  iii  the  Cedar  Grove 
Reservoir,  near  Newark.  N.  J.  Two  conduits,  side  by  side, 
were  built  across  the  bottom  of  the  reservoir  from  the  gate 
house  to  a  tunnel  outlet.  Since  the  conduits  are  to  be  sub- 
merged, a  small  amount  of  leakage  at  end  joints  is  not  ob- 
jectionable. 

Trial  sections  of  the  conduits  were  tested  under  hydro- 
static pressure;  one  of  the  conduits  broke  under  an  internal 
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pressure  of  16  lbs.  per  eq.  In.,  rupture  taking  place  at  a  }oint 
□ear  the  sprmging  line  of  tbe  arch  where  work  had  been 
stopped  over  night  during  construction.     Another  flection. 


i*  «'-*«■  •M'--*! 


FIG.  : 


In  -which  no  stopping  had  occurred,  resisted  a  pressure  of 
34  lbs.  per  sq.  in.;  hut  the  leakage  of  the  wooden  bulkhead 
used  In  the  teat  prevented  applying  a  greater  pressure. 
The  concrete  was  1:2:5,  no  stone  exceedlog  \S/%  \tiS:  ^)ft^S% 
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used.  Elxpanded  metal.  No.  10  steel  with  a  3-in.  mesh, 
weighing  0.56  lbs.  per  sq.  ft,  made  by  the  Afisociated  Ex- 
panded ^letal  Companies,  was  used.  When  construction 
was  begun  the  sheets  of  expanded  metal  were  bent  up  into 
the  middle  wall,  but  it  was  found  that  the  inclined  part  of 
the  metal  acted  as  a  screen  to  separate  the  mortar  from  the 
stone.  HencA  the  form  of  the  metal  was  made  as  in 
Fig.  22. 

"The  particular  thing  that  was  insisted  upon  by  botii 
Mr.  M.  R.  Sherrerd,  the  chief  engineer  of  the  Newark  Water 
Department,  and  Mr.  Carlton  E.  Darls,  the  resident  en^eer 
at  Cedar  Grove  Reservoir,  in  connection  with  these  con- 
duits, was  that  they  be  built  without  sections  in  their  cir- 
cumference, that  the  whole  of  the  circumference  of  any  one 
section  of  the  length  should  be  constructed  at  one  time; 
They  were  perfectly  willing  to  allow  us  to  build  the  conduit 
in  any  length  section  we  desired,  so  long  as  we  left  an  ex- 
pansion joint  occasionally  which  did  not  leak. 

"The  good  construction  of  these  conduits  was  demon- 
strated later,  when  the  section  stood  40  lbs.  pressure  to  the 
square  inch,  and,  in  addition,  I  may  say  that  these  conduits 
have  not  leaked  at  all  since  their  construction.  This  shows 
tbe  wisdom  of  building  the  conduit  all  round  in  one  piece, 
that  is,  in  placing  the  concrete  over  the  centers  all  at  one 
time,  instead  of  building  a  portion  of  it,  and  then  com- 
pleting that  portion  later,  after  the  lower  portion  had  had 
an  opportunity  to  set 

"The  centers  which  I  designed  on  this  work  were  very 
simple  and  inexpensive,  as  will  be  gathered  from  the  cost 
of  the  work,  when  I  state  that  this  conduit,  which  mea- 
sured only  0.8  cu.  yd.  of  concrete  to  the  lineal  foot  of  s^igle 
conduit,  cost  only  $6.14  per  cu.  yd.,  built  with  Atlas  cement, 
including  all  labor  and  forms  and  material,  and  expanded 
metal.  The  forms  were  built  in  16  ft.  lengths,  each  16  ft. 
length  having  five  of  the  segmental  ribbed  centers  such  as 
are  shown  in  Fig.  22,  viz.,  one  center  at  each  end  and  three 
intermediate  centers  in  the  length  of  16  ft  These  seg- 
ments were  made  by  a  mill  in  Newark  and  cost  90  cts. 
apiece,  not  including  the  bolts.  We  placed  the  lagging  on 
these  forms  at  the  reservoir,  and  it  was  made  of*  ordinary 
2x4  material,  surfaced  on  both  sides,  with  the  edges  hcv- 
'""•d  to  the  radius  of  the  circle.      These  pieces  of  2  x  4 


CONCRETE   CONSTRUCTION.  377 

were  nailed  with  two  lOd.  nails  to  each  segment.  The  seg- 
ments were  held  together  by  four  %-in.  bolts,  which  passed 
through  the  center,  and  1%-in.  wooden  tie  block.  There 
was  no  bottom  segment  to  the  circle.  This  was  left  open, 
and  the  whole  form  held  apart  by  a  piece,  B,  of  3  x  2 
spruce,  with  a  bolt  at  each  end  bolted  to  the  lower  segment 
on  each  side. 

"The  outside  forms  consisted  of  four  steel  angles  to  each 
16  ft.  of  the  conduit,  one  on  each  end,  and  two,  back  to 
back,  in  the  middle  of  each  16  ft.  length.  These  angles 
were  2x3,  with  the  2-in.  side  on  the  conduit,  and  the  3-in. 
side  of  the  angle  had  small  lugs  bolted  on  it  at  intervals, 
to  receive  the  2  x  12  plank,  which  was  slipped  down  on  the 
outside  of  the  conduit,  as  it  was  raised  in  height.  The 
angles  were  held  from  kicking  out  at  the  bottom  by  stakes 
driven  into  the  ground,  and  held  together  at  the  top  by  a 
H-in.  tie-rod. 

"The  conduit  was  8  ins.  thick,  save  at  the  bottom,  where 
it  was  12  ins.  The  reason  for  the  12  ins.  at  the  bottom  was 
that  the  forms  had  to  have  a  firm  foundation  to  rest  on,  in 
order  to  put  all  the  weight  required  by  the  conduit  on  them 
in  one  day  or  at  one  time,  without  settling.  We  therefore 
excavated  the  conduit  to  grade  the  entire  length,  and  de- 
posited a  4-in.  layer  of  concrete  to  level  and  grade  over  the 
entire  length  of  the  conduit  line.  This  gave  us  a  good,  firm 
foundation,  true  and  accurate  to  work  from,  and  this  is  the 
secret  of  the  good  work  which  was  done  on  these  conduits. 
If  you  examine  them,  you  will  say  that  they  are  ono  of  the 
neatest  jobs  of  concrete  in  this  line  that  has  been  built, 
especially  with  regard  to  the  inside,  which  is  true,  level  and 
absolutely  smooth.  [The  author  can  confirm  this  state- 
ment.! When  the  conduit  is  filled  with  water,  it  falls  off 
with  absolutely  no  point  where  water  stands  in  the  conduit 
owing  to  its  being  out  or  the  proper  amount  of  concrete  not 
being  deposited. 

"The  centers  were  placed  in  their  entirety  on  a  new 
length  of  conduit  to  be  built,  resting  upon  four  piles  of 
brick,  two  at  each  end  as  shown.  The  first  concrete  was 
placed  in  the  forms  at  the  point  marked  X  and  the  next 
concrete  was  dropped  in  through  a  trap  door  cut  in  the  roof 
of  the  conduit  form  at  the  point  marked  Y.  I'his  material 
was  dropped  in  to  form  the  invert,  and  this  porUotL  ^^& 
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shaped  by  hand  with  trowels  and  screened  to  the  exact 
radius  of  the  conduit.  The  concrete  was  then  placed  con- 
tinuously up  the  sides,  and  boards  were  dropped  in  the 
angles  which  I  have  mentioned,  and  which  served  as  out- 
side form  holders  till  the  limit  was  reached  at  the  top, 
where  it  was  impossible  to  get  the  concrete  in  under  the 
planking  and  ihoroughly  tamped.  At  this  point  the  top 
was  formed  by  hand  and  with  screeds. 

**Each  16-ft.  length  of  this  concrete  was  made  with  op-' 
posite  ends  male  and  female  respectively,  that  is,  we  had  & 
small  form  whioh  allowed  the  concrete  to  step  down  at  one 
end  to  3  ins.  in  thickness  for  8  ins.  back  from  the  end  of  the 
section,  and  on  the  other  end  of  the  section  it  allowed  It  to 
step  down  to  3  ins.  in  thickness  in  exactly  the  opposite  way, 
making  a  scarf  joint.  This  was  not  done  at  every  16  ft 
length,  unless  only  16  ft.  were  placed  in  one  day.  We 
usually  placed  48  ft  a  day  at  one  end  of  the  conduit  with 
one  gang  of  men.  This  was  allowed  to  set  24  hours,  and, 
whatever  length  of  conduit  was  undertaken  in  a  day,  was 
absolutely  completed,  rain  or  shine,  and  the  gang  next  day 
resumed  operations  at  the  other  end  of  the  conduit  on  an- 
other 48  ft.  length.  This  was  completed,  no  matter  what 
the  weather  conditions  w^ere,  and,  towards  the  close  of  this 
day  the  forms  placed  on  the  preceding  day  were  being 
drawn  and  moved  ahead. 

"The  method  used  in  moving  these  forms  ahead  for  an- 
other day's  work  is  probably  one  of  the  secrets  of  the  low 
cost  of  this  work,  and  it  is  one  which  we  have  never  seen 
employed  before.  The  bolt  at  A,  Fig.  22,  was  taken  out,  and 
the  tie  brace  13  thrown  up.  We  had  hooks  at  the  points  C. 
A  turnbuckle  was  thrown  in,  catching  these  hooks,  and 
given  several  sharp  turns,  causing  the  entire  form  to  spring 
downward  and  inwards,  which  gave  it  just  enough  clear- 
ance to  be  carried  forward,  without  doing  any  more  strik- 
ing of  forms  than  pulling  the  bolt  at  A.  This  method  of 
pulling  the  forms  worked  absolutely  satisfactorily,  and 
never  gave  any  trouble,  and  we  were  able  to  move  the  forms 
very  late  in  the  day  and  get  them  all  set  for  next  day's 
work,  giving  all  the  concrete  practically  24  hours'  set,  as  we 
always  started  concreting  in  the  morning  at  the  furthest 
end  of  the  form  set  up  and  at  the  greatest  distance  from  the 
Tncrete  possible  in  the  48  ft.  length,  as  the  furthest 
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form  had,  of  course,  to  be  moved  first,  it  being  impossible 
to  pass  one  form  through  the  other. 

''Six  16-ft.  sections  of  these  forms  were  built,  and  three 
were  used  each  day  on  each  end,  as  shown  by  the  diagram 
MN,  Fig.  22,  which  gives  the  day  of  the  month  for  the  com- 
pletion of  each  of  seven  48-ft.  sections. 

"A  gang  of  men  simply  shifted  on  alternate  days  from 
end  to  end  of  the  conduit,  although  several  sections  were  in 
progress  at  one  time;  and  of  course,  finally,  when  a  Junc- 
tion was  made  between  any  division,  say  of  1,000  ft.  to  an- 
other 1,000  ft,  one  small  form  was  left  in  at  this  junc- 
tion inside  of  the  conduit,  and  had  to  be  taken  down  and 
taken  out  the  entire  length  of  the  conduit. 

'The  centers  for  a  16-ft.  length  of  this  conduit  cost  com- 
plete for  labor  and  material,  $18.30,  but  they  were  used 
over  and  over  again;  and,  after  this  conduit  was  completed, 
they  were  taken  away  for  use  at  other  points,  so  that  the 
cost  is  hardly  appreciable,  and. the  only  charge  to  centers 
that  we  made  after  the  first  cost  of  building  the  centers,  was 
on  account  of  moving  them  daily.  Part  of  this  conduit  was 
built  double  (two  6-ft.  conduits)  and  part  single,  the  only 
difference  being  that,  where  the  double  conduit  was  built, 
two  forms  were  placed  side  by  side,  and  not  so  much  was 
undertaken  in  one  day. 

"These  conduits,  when  completed  and  dried  out,  rung 
exactly  like  a  60-in.  cast-iron  pipe,  when  any  one  walked 
through  them  or  stamped  on  the  bottom." 

Mr.  Woollard  gives  the  following  analysis  of  the  cost  per 
cubic  yard  of  the  concrete-steel  conduit  above  described: 

Per  cu.  yd. 

1.3  bbl.  cement $1.43 

10  cu.  ft.  sand   0.35 

25  cu.  ft.  stone 1.10 

26  sq.  ft.  expanded  metal,  at  3  cts 0.78 

Loading  and  hauling  materials  2,000  ft.  to  the  mix- 
ing board  (team  at  $4.50)   0.50 

Labor  mixing,  placing,  and  ramming  1.38 

Labor  moving  forms   0.60 

Total  $6.14 

Wages  were  17%  cts.  per  hr.  for  laborers  and  50  cts.  per 
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hr.  for  for«mezL  The  concrete  was  1:2:5,  a  barrel  being 
assumed  to  b«  3.8  cu.  ft.  The  concrete  was  mixed  by  band 
on  platforms  alon^ide  the  conduit.  The  cost  of  placing 
and  ramminx  was  hi^h.  on  account  of  the  expanded  metal, 
the  small  space  in  which  to  tamp,  and  to  the  screeding  cost 
When  forms  were  moved  they  were  scraped  and  brushed 
with  soft  soap  before  b^ing  used  again. 

fVom  Mr.  Morris  R.  Sherrerd,  Engr.  and  Supt,  Dept  of 
Water,  Newark,  X.  J..  I  have  received  the  following  data 
which  differ  slightly  from  those  given  by  Mr.  Woollard. 
The  differences  may  be  explained  by  the  fact  that  the  cost 
records  were  made  at  different  times.  Mr.  Sherrerd  states 
(Sept.  26.  1904)  that  each  batch  contains  4  cu.  ft.  of  cement, 
8  cu.  ft  of  sand,  and  20  cu.  ft  of  stone,  making  22  cu.  ft 
of  concrete  in  place.  One  bag  of  cement  is  assumed  to 
hold  1  cu.  ft  He  adds  that  a  10-hr.  day's  work  for  a  gang 
is  63  lin.  ft.  of  single  6-ft  conduit  containing  47.4  cu.  yds. 
of  concrete  and  1.260  sq.  ft.  of  expanded  metal.  This  is 
equivalent  to  *4  cu.  yd.  of  concrete  per  lin.  ft  The  total 
cost  of  material  for  one  complete  set  of  forms  64  ft.  long 
was  $160:  and  there  were  7  of  these  sets  required  to  keep 
two  gangs  of  men  busy,  each  gang  building  63  lin.  ft  ol 
conduit  a  day.  Since  the  total  length  of  the  conduit  was 
3,850  ft.  the  first  cost  of  the  material  in  the  forms  was  18 
cts.  per  lin.  ft. 

Cost  of  Labor  on  6-ft.  Conduit: 

Per  day.  Per  cu.  yd. 

1  foreman  on  concrete  $3.35  $0.07 

1  water  boy   0.75  0.01 

11  men  mixing  at  $1.75  19.25  0.39 

5  "  mixing  at  $1.50 7.50  0.16 

4  "  loading  stone  at  $1.40   5.60  0.12 

4  "  wheeling  stone  at  $1.40    5.69  0.12 

2  "  loading  sand  at  $1.40  2.80  O.OS 

2  "  wheeling  sand  at  $1.40    2.80  0.06 

1  "      placing  concrete  at  $1.75  1.75  0.04 

6  "      placing  concrete   at   $1.50    9.00  0.19 

2  "      supplying  water  at  $1.50  ., 3.00  0.06 

1      "      placing  expanded  metal  at  $2 2.00  0.04 

1      '*      placing  expanded  metal  at  $1.50.     1.50  0.03 

Total  labor  on  concrete   $64.90  |1.86 
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Cost  of  Labor  Moving  Forms: 

Per  day.    Per  cu.  yd. 

4  carpenters  placing  forms  $13.00  $0.27 

2  helpers  "  "        4.00  0.08 

1  carpenter  putting  up  boards  for  outside 

forms  2.75  0.06 

1  helper  putting  up  boards  for  outside 

forms  2.25  0.05 

2  helpers  putting  up  boards  for  outside 

forms 3.50  0.O7 

1   team  hauling  lumber    ^.50  0.09 

1  helper  hauling  lumber  1.75  0.04 

Total  labor  moving  forms  $31.75  $0.66 

It  will  be  noted  that  it  required  two  men  to  bend  and 
place  the  7C0  V.:s.,  or  1,2C0  sq.  ft,  of  expanded  metal  required 
for  63  lin.  ft.  of  conduit  per  day,  which  is  equivalent  to  %c. 
per  lb.,  or  3  cts.  per  sq.  ft.,  for  the  labor  of  shaping,  placing 
and  fastening  the  metal. 

Concrete-steel  Conduit  for  the  Jersey  City  Water 
Snpply  Co. — In  Engineering  Record,  Jan.  16,  1904,  p.  72, 
the  following  data  are  given  relating  to  a  conduit  similar 
to  the  one  Just  described.  The  concrete  was  1:7  of  sand 
and  trap  rock  ballast,  100  lbs.  of  cement  being  assumed  to 
measure  1  cu.  ft.  The  ballast  was  run  of  crusher,  the 
crusher  being  set  to  break  2-in.  stone.  The  concrete  was 
mixed  with  Kansome  and  with  Smith  mixers  mounted  on 
trucks. 

The  concrete  was  mixed  wet,  like  a  thin  mush,  so  that  it 
•would  flow  down  on  an  iron  trough  having  an  8  to  1  slope 
The  concrete  flowed  from  the  trough  into  dish-shaped 
shoveling  boards  which  were  on  top  of  the  arch  centers, 
whence  it  was  shoveled  with  large  coal  scoops  into  place. 
Forks  and  tamping  bars  were  used  for  working  the  con- 
crete against  the  forms  so  as  to  leave  no  voids.  The  cross- 
section  of  the  conduit  is  shown  in  Fig.  23.  This  section 
was  used  for  all  depths  of  earth  back  fill  up  to  10  ft  Where 
the  back  fill  was  15  ft.  deep  a  heavier  section,  with  a  crown 
8  ins.  thick,  was  used.  Ransome  twisted  rods  were  used 
for  relHforcemeHt.  In  no  case  was  any  difficulty  experi- 
enced in  keeping  the  reinforcing  rQ(i^  \ix  \\x^\t  ^x^i^et  ^opfic 
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tlone  provided  a  lUtle  watchfulneBs  was  exercised  wliill 
placing  the  concrete. 

The  centers  were  made  in  Bectione  12Vj  ft.  long,  consiBting 
of  11  parts,  no  part  weighing  more  tlian  could  be  readllj 
handled— 200  Iba.  The  %-iii.  lagging  was  covered  with 
sheet  steel,  whtch  wae  scraped  clean  and  greased  with  cheap 
vaseline  cut  with  kerosene  oil.  The  sole  duty  of  one  man 
was  to  clean  and  grease  the  forms.  The  lagging  on  th» 
bottom  of  the  centers  was  omitted  (or  a  width  of  6  ft,  and 
the  face  of  the  invert  was  shaped  by  screeding  and  trowel- 
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Ing.  No  outside  forms  were  employed  for  a  width  of  B  ft 
over  the  top  of  the  arch.  The  centers  were  supported  on 
6-ln.  cubes  of  concrete  built  Into  the  work.  Concrete  was 
first  deposited  on  the  outside  and  forced  under  by  tamping 
bars  until  it  appeared  on  the  inside.  A  trap-door,  2  ft 
aguare,  was  left  In  the  crowQ  of  each  arch  through  which 
concrete  was  shoveled  for  the  invert.  After  flnlshing  the 
invert  the  walls  were  carried  up  by  placing  outside  forms 
In  sections  2  ft.  high.  At  the  end  of  each  day's  work  a 
bonding  groove  was  made  In  the  end  of  the  last  aectlob  of 
concrete. 

On  one  section  for  G5  working  days  a  gang  of  38  men  aver- 
aged 40  lin.  ft.  of  conduit  per  lO-hr.  day. 
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Cost  of  Bush-Hammering  Concrete. — ^Mr.  G.  R.  Neher 
states  that  a  concrete  face  can  be  bush-hammered  by  an 
ordinary  laborer  at  the  rate  of  100  sq.  ft.  in  10  hrs.,  at  a 
cost  of  V/2  cts.  per  sq.  ft  The  cost  of  forms  saved  by  using 
rough  lumber  goes  a  long  way  toward  covering  the  cost  ot 
bush-hammering.  The  fi'ont  of  the  Dakota  elevator  in 
Buffalo,  N.  Y.,  was  bush-hammered.  Bush-hammering  re- 
moYes  stains  due  to  efflorescence. 

Ransome  says  that  bush-hammering  concrete  costs  1^  to 
2\^  cts.  per  sq.  ft,  wages  of  common  laborers  being  15  cts. 
per  hr. 

The  walls  of  the  Pacific  Borax  Co.  factory  at  Bayonne, 
N.  J.,  were  dressed  by  hand  at  the  rate  of  100  to  200  sq.  ft. 
per  day;  but  most  of  the  dressing  was  done  with  a  pneu- 
matic hammer,  with  which  a  man  was  able  to  dress  300  to 
SCO  sq.  ft  per  day. 

At  the  Harvard  Stadium  I  timed  men  working  with  pneu- 
cnatic  hammers,  using  a  tool  like  an  ice  chopper  with  a  saw- 
tooth cutting  blade.  One  man  dressed  a  wall  at  the  rate  of 
50  sq.  ft  per  hr.,  but  I  was  told  that  200  sq.  ft  was 
a  10-hr.  day's  work.  I  am  inclined  to  think,  however,  that 
much  more  than  200  sq.  ft.  a  day  could  be  averaged.  Com- 
mon laborers  are  used  for  this  sort  of  work. 

The  cost  of  operating  pneumatic  hammers,  when  gasolene 
ts  used  for  power,  is  given  in  section  on  Bridges. 

Rnbble  Concrete  Data. — By  some    engineers    it  is  be- 
lieved that  rubble  concrete,  particularly  for  dam  construc- 
tion, is  a  very  new  form  of  masonry.    In  Trans.  Am.  Soc. 
O.  E3.,  1875,  Mr.  J.  J.  R.  Croes  describes  work  on  the  Boyd's 
CJomer  Dam  on  the  Croton  River,  near  New  York.    This 
Work  was  begun  in  1867,  and  for  a  time  rubble  concrete 
Was  used,  but  was  finally  discontinued,  due  to  the  impres- 
Bion   that  it  might  not   be   water-tight      In    those  days 
"sloppy"  concrete  would  not  have  been  allowed,  which  prob- 
ably accounts  for  the   difficulty  of  getting  a  water-tight 
rubble  concrete.     The  specifications  called  for  a  dry  con- 
tirete  that  had  to  be  thoroughly  rammed  in  between  the 
rubble  stones;  and,  to  give  room  for  this  ramming,  the  con- 
tractor was  not  permitted  to  lay  any  two  stones  closer 
together  than  12  in«.    As  a  result,  not  more  than  33%  of 
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the  masonry  was  rubble  stones,  the  rest  being  the  concrete 
between  the  stones.  Mr.  Croes  states  that  most  of  the 
bidders  erred  in  assuming  that  66%  to  75%  of  the  maaonry 
would  be  rubble  stones. 

In  an  editorial  article  in  Engineering  News,  July  16, 
1903,  I  have  discussed  some  features  of  rubble  concrete 
construction,  which  it  may  be  well  to  summarize  here.  In 
the  first  place,  the  form  of  the  rubble  stones  a;3  they  come 
from  the  quarry  should  be  considered.  Stones  that  have 
flat  beds,  like  many  sandstones  and  limestones,  can  be  laid 
upon  layers  of  "dry"  concrete,  and  can  have  their  vertical 
Joints  readily  filled  with  concrete  rammed  into  place.  But 
granites  and  other  stonos  that  break  out  irregularly,  con 
not  be  well  bedded  in  concrete  unless  it  is  made  so  soft  as 
to  be  "sloppy."  In  thin  retaining  walls,  small,  irregular 
stones  may  be  forced  into  concrete  by  jumping  upon  them, 
men  wearing  rubber  boots. 

When  stones  come  out  flat  bedded,  if  it  is  desired  to 
economize  cement,  make  the  bed  Joints  of  ordinary 
mortar  (not  concrete),  and  fill  the  vertical  joints  with  con- 
crete. 

Generally  it  is  an  absurd  practice  to  break  up  large 
blocks  of  stone  in  a  crusher  for  the  purpose  of  making  the 
whole  of  a  heavy  wall  of  concrete,  since  rubble  concrete  re- 
quires not  only  less  cement  but  effects  a  saving  in  crush- 
ing. There  are  exceptions,  however.  For  example,  the 
anchorages  of  the  Manhattan  Bridge  in  New  York  City  are 
specified  to  be  of  rubble  Concrete,  doubtless  because  the 
designer  believes  this  sort  of  masonry  to  be  cheaper  than 
concrete.  In  this  ca^e  an  economic  mistake  has  been  made, 
for  all  the  rubble  stone  must  be  quarried  up  the  Hudson 
River,  loaded  into  scows,  unloaded  onto  cars,  and  finally 
unloaded  and  delivered  by  derricks.  Now  this  repeated 
handling  of  large,  irregular  rubble  stones  is  so  ezpensive 
that  it  more  than  offsets  the  cost  of  crushing,  as  well  as  the 
extra  cost  of  cement  in  plain  concrete.  Crushed  stone  can 
be  unloaded  from  boats  by  means  of  clam-shell  dredge 
buckets  at  a  low  cost  It  can  be  transported  on  a  belt  con- 
veyor, elevated  in  a  bucket  conveyor,  mixed  with  sand  and 
cement,  and  delivered  to  the  work,  all    with    very  Httl* 
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manual  labor  where  the  installation  of  a  very  efficient 
plant  is  justified  by  the  magnitude  of  the  job.  Large 
rubble  stones,  on  the  other  hand,  can  not  be  handled  so 
cheaply  nor  with  as  great  rapidity  as  crushed  stone.  £3ach 
particular  piece  of  work,  therefore,  must  be  treated  as  a 
separate  problem  in  engineering  economics;  for  no  un- 
qualified generalization  as  to  the  relative  cheapness  of  this 
or  that  kind  of  masonry  is  to  be  relied  upon. 

In  Engineering  Record,  Aug.  8,  1903,  the  construction  of 
the  Boonton  Dam,  Boonton,  N.  J.,  is  described.  The  dam 
is  of  Cyclopean  masonry,  that  is,  of  large  rubble  stones 
bedded  in  concrete.  The  concrete  was  made  so  wet  that 
when  the  stones  were  dropped  into  it  the  concrete  fiowed 
into  every  crevice.  The  granite  rubble  stones  measured 
from  1  to  2%  cu.  yds.  each.  It  is  estimated  that  only  40  to 
45%  of  the  dam  is  concrete,  the  rest  being  rubble.  The 
materials  were  all  delivered  on  cars,  from  which  they  were 
ielivered  to  the  dam  by  derricks  provided  with  bull-wheels. 
On  the  dam  were  4  laborers  and  1  mason  to  each  derrick, 
and  this  gang  dumped  concrete  and  joggled  the  rubble 
stones  into  it  A  derrick  has  laid  as  much  as  125  cu.  yds. 
of  masonry  in  10  hrs.  With  35  derricks,  20  of  which  were 
laying  m'asonry  and  15  either  passing  materials  to  the 
3ther  derricks,  or  being  moved,  as  much  as  21,000.  cu.  yds.  of 
masonry  were  laid  in  one  month.  The  amount  of  cement 
per  cubic  yard  of  masonry  is  variously  stated  to  have 
been  0.6  to  0.75  bbl. 

In  the  construction  of  a  dry  dock  at  the  Charleston  Navy 
Yard,  rubble  concrete  was  used.  The  rubble  stones  aver- 
aged about  1^  cu.  yd.  each,  and  were  spaced  about  18  ins. 
apart  About  67%  of  the  masonry  was  1:2:5  concrete,  leav- 
ing 33%  of  rubble  stones. 

In  EJngineering  News,  June  18,  1903,  the  -Spier  Palls  Dam, 
on  the  upper  Hudson  River,  is  described.  This  dam  is  of 
eyclopean  masonry,  the  rubble  stones  being  very  large 
pieceiB  of  granite,  which  are  bedded  in  1:2%:  5  concrete.  At 
the  time  of  my  visit  to  the  dam,  it  was  estimated  that  about 
33%  of  the  masonry  was  concrete.  I  have  recently  been 
informed  by  Mr.  C.  E.  Parsons,  the  chief  engineer,  that 
about  1  bbl.  of  cement  was  used  in  each  cubic  yard  of  ma- 
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sonry.  This  high  percentage  of  cement  may  be  accounted 
for  by  the  fact  that  there  was  a  good  deal  of  plain  rubble 
laid  in  cement  mortar,  no  accurate  record  of  which  was 
kept  At  the  time  of  my  visit,  three  Ran^ome  mixers  were 
being  used,  two  for  concrete  and  one  for  mortar.  £)ach 
concrete  mixer  averaged  200  batches  in  10  hours,  of  23 
cu.  ft.  of  concrete  per  batch.  I  am  inclined  to  think,  from 
inspection  of  the  masonry  during  the  time  it  was  being 
laid,  that  about  40%  of  the  dam  was  rubble  stones,  and  the 
remaining  60%  was  concrete  and  mortar.  The  stones  and 
concrete  were  delivered  by  cableways  to  stifF^leg  derricks, 
which  deposited  the  material  in  the  dam.  There  were  two 
laborers  to  each  mason  employed  in  placing  the  materials, 
wages  being  15  cts.  and  35  cts.  per  hr.  respectively.  Tbe 
labor  cost  of  placing  the  materials  was  60  ets.  per  cu.  yd. 
of  masonry. 

In  Engineering  News,  July  7,  1904,  a  rubble  concrete  dam 
across  the  Chattahoochee,  17  miles  north  of  Atlanta,  Ga., 
is  described  and  illustrated.  The  stone  was  a  local  gneiss 
that  came  out  of  the  quarry  in  large  slabs  with  parallel 
beds,  some  stones  containing  4  cu.  yds.  each.  About  40% 
of  the  dam  was  of  this  rubble  and  60%  of  concrete  between 
the  rubble  stones.    The  concrete  was  a  1:2%:  5  mixture. 

In  Engineering  News,  Jan.  21,  1897,  a  description  is 
given  of  the  breakwater  at  Marquette,  Mich.,  which  was 
built  of  rubble  concrete,  the  rubble  stones  amounting  to 
27%  of  the  volume  pf  the  breakwater  masonry. 

The  Hemet  Dam,  California,  is  built  of  granite  rubble 
concrete,  the  concrete  being  a  1:3:6  mixture.  The  face 
stones  of  the  dam  were  laid  in  mortar.  There  were  31,100 
cu.  yds.  of  masonry,  which  required  20,000  bbls.  of  cement, 
or  0.64  bbl.  per  cu.  yd.  The  cement  was  hauled  23  miles 
over  roads  having  grades  of  18%  in  places,  the  total  ascent 
being  3,350  ft.  The  cost  of  hauling  was  %1  to  $1.50  per  bbl. 
The  sand  was  conveyed  400  ft  from  the  river  to  the  dam 
by  an  endless  double-rope  carrier  provided  with  V-shaped 
buckets  spaced  20  ft  apart,  the  rise  of  the  conveyor  being 
125  ft  in  the  400  ft  This  was  a  simple  and  luexpen^ive 
conveyor. 
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Some  English  Data  on  Rnbble  Concrete. — The  follow- 
ing is  an  abstract  of  an  article  from  London  "EJngineer- 
ing*':  Railway  work,  under  Mr.  John  Strain,  in  Scotland 
and  Spain,  involved  the  building  of  abutments,  piers  and 
archer  of  rubble  concrete.  The  concrete  was  made  of  1  part 
cement  to  5  parts  of  ballast,  the  ballast  consisting  of  broken 
stone  or  slag  and  sand  mixed  in  proportions  determined  by 
experiment  The  materials  were  mixed  by  turning  with 
shovels  4  times  dry,  then  4  times  more  during  the  addition 
of  water  through  a  rose  nozzle.  A  bed  of  concrete  6  ins. 
thick  was  first  laid,  and  on  this  a  layer  of  rubble  stones,  no 
two  stones  being  nearer  together  than  3  ins.,  nor  nearer 
the  forms  than  3  ins.  The  stones  were  rammed  and  probed 
around  with  a  trowel  to  leave  no  spaces.  Over  each  layer 
of  rubble,  concrete  was  spread  to  a  depth  of  6  ins.  The 
forms  or  molds  for  piers  for  a  viaduct  were  simply  large 
open  boxes,  the  four  sides  of  which  could  be  taken  apart. 
The  depth  of  the  boxes  was  uniform,  and  they  were  num- 
bered from  the  top  down,  so  that,  knowing  the  height  of  a 
given  pier,  the  proper  box  for  the  base  could  be  selected. 
As  each  box  was  filled,  the  next  one  smaller  in  size  was 
swung  into  place  with  a  derrick.  The  following  bridge 
piers  for  the  Tharsis  &  Calanas  Ry.  were  built: 


Length        Height  No.  Cu.  Yds.  Weeks 

of                of  of  in  to 

Kame.                    Bridge.        Piers.  Spans.  Piers.  Build. 

Ft.  Ft. 

Tamujoso  River....            485                28  12  1,737  14>i 

Oraque 428                81  11  1.590  15 

Cascabelero 480  80  to  80  10  2,680  21 

No.  16 294  28to5()  7  1,046  16^i 

Tlesa. 165  16  to  28  8  420  4 

It  is  Stated  that  the  construction  of  some  of  these  piers 
in  ordinary  masonry  would  have  taken  four  times  as  long. 
The  rock  available  for  rubble  did  not  yield  large  blocks, 
consequently  the  percentage  of  pure  concrete  in  the  piers 
was  large,  averaging  70%.  In  one  case,  where  the  stones 
were  smaller  than  usual,  the  percentage  of  concrete  was 
76%%.  In  other  work  the  percentage  has  been  as  low  as 
55%,  and  In  still  other  work  where  a  rubble  face  work  was 
used  the  percentage  of  concrete  has  been  40%. 
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In  these  piers  the  average  quantities  of  materials  per 
cubic  yard  of  rubble  concrete  were: 

448  lbs.  (0.178  cu.  yd.)  cement. 

0.36  cu.  yd.  san<i. 

0.68  cu.  yd.  broken  stone   (measured  loose  in  piles). 

0.30  cu.  yd.  rubble  (measured  solid). 

Several  railway  bridge  piers  and  abutments  in  Scotland 
are  cited.  In  one  of  these,  large  rubble  stones  of  irregular 
size  and  weighing  2  tons  each  were  set  inside  the  forms, 
3  ins.  away  from  the  plank  and  3  ins.  ifrom  one  another. 
The  gang  to  each  derrick  was:  1  derrickman  and  1  Iwy,  1 
mason  and  10  laborers,  and  about  one-quarter  of  the  time 
of  1  carpenter  and  liis  helper  raising  the  forms.  For 
bridges  of  400  cu.  yds.,  th-e  progress  was  12  to  15  cu.  yds.  a 
day.    The  forms  were  left  in  place  10  days. 

To  chip  off  a  few  inches  from  the  face  of  a  concrete  abut- 
ment that  was  too  far  out,  required  the  work  of  1  quarry- 
man  5  days  per  cu.  yd.  of  solid  concrete  chipped  off. 

Concrete  was  used  for  a  skew  arch  over  the  River  Doch- 
art,  on  the  Killin  Ry.,  Scotland.  There  were  5  arches,  each 
of  30  ft.  span  on  the  square  or  42  ft.  on  the  skew,  the  skew 
being  45°.  The  piers  were  of  rubble  concrete.  The  con- 
crete in  the  arch  was  wheeled  300  ft.  on  a  trestle,  and 
dumped  onto  the  centers.  It  was  rammed  in  6-iii,  layers, 
which  were  laid  corresponding  to  the  courses  of  arch 
stones.  As  the  layers  approached  the  crown  of  the  arch, 
some  difficulty  was  experienced  in  keeping  the  surfaces 
perpendicular.    Each  arch  was  completed  in  a  day. 

In  a  paper  by  John  W.  Steven,  in  Proc.  Inst.  C.  R,  the 
following  is  given: 

Bubble  Per  Cent. 

(Concrete  Concrete  of  Rubble 

per  per  In  Bubble 

cu.  yd.  cu.  yd.  Concrete. 

Ardrossan  Harbor $6.00  $5.00  20.0. 

Irvine  Branch 7.00  3.68  63.6 

Calanas  &  Tharsls  By. . . .  7.08  3.43  80.8 

Cost  of  a  Rubble  Concrete  Abntment. — Mr.  Elmmet 
Steece  gives  the  cost  of  278  cu.  yds.  rubble  concrete  in  a 
bridge  abutment  at  Burlington,  la.,  as  follows: 
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Per  cu.  yd. 

0.82  bbl.  Saylor'fi  Portland,  at  $2.60   $2.14 

0.22  cu.  yd.  sand,  at  %1  0.22 

0.52  cu.  yd.  broken  stone,  at  $0.94  0.49 

0.38  cu.  yd.  rubble  stones,  at  $0.63 0.24 

Water     0.07 

Labor  (15  otfi.  per  hr.) 1.19 

Foreman    0.09 

Total    $4.44 

The  concrete  was  1:2%:  4%,  laid  in  4-in.  layers,  on  which 
were  laid  large  rubble  stones  spaced  about  6  ins.  apart. 
Concrete  was  rammed  into  the  spaces  between  the  rubble, 
which  was  then  covered  with  another  4-in.  layer  of  con- 
crete, and  so  on.  A  force  of  28  men  and  a  foreman  aver- 
aged nearly  40  cu.  yds.  of  rubble  concrete  per  day.  The 
cost  of  lumber  for  the  forms  is  not  included.  The  abut- 
ment was  3  ft  wide  at  top,  9  ft.  at  the  base  and  30  ft  high. 

Cost     of    .RemoTing     £f f lore«oenoe     With     Acid.  — 

Elfflorescence,  or  "whitewash,"  on  a  concrete  bridge  at 
Washington,  D.  C,  was  removed  by  using  hydrochloric 
(muriatic)  acid  and  common  scrubbing  brushes;  30  gals,  of 
acid  and  36  scrubbing  brushes  were  used  to  clean  250  sq. 
yds.  of  concrete.  The  acid  was  diluted  with  4  or  5  parts 
water  to  1  of  acid;  and  water  constantly  played  with  a  hose 
on  the  concrete  while  being  cleaned  to  prevent  penetration 
of  the  acid.  One  house-front  cleaner  and  5  laborers  were 
employed,  and  the  total  cost  was  $150,  or  60  cts.  per  sq.  yd. 
This  high  cost  was  due  to  the  diflHculty  of  cleaning  the  bal- 
ustrades. It  is  thought  that  the  cost  of  cleaning  the  span- 
drels and  wing  walls  did  not  exceed  20  cts.  per  sq.  yd.  The 
cleaning  was  perfectly  satisfactory.  An  experiment  was 
made  with  wire  brushes  without  acid,  but  the  cost  was 
$2.40  per  sq.  yd.  The  flour  removed  by  the  wire  brushes 
was  found  by  analysis  to  be  silicate  of  lime.  Acetic  acid 
was  tried  in  place  of  muriatic,  but  required  more  scrub- 
bing. 

Cost  of  Sylrester  Wash  and  Sylvester  Mortar. — Mr. 

W.  C.  Hawley  is  authority  for  the  following:  A  covered  con- 


a90        HANDBOOK  OF  COST  DATA. 

Crete  clear  water  well  of  the  Apollo  Water- Works  Oo.  leaked, 
80  it  was  plastered  with  a  Sylvester  mortar.  A  light  colored 
soft  soap  was  dissolved  in  water,  1%  lbs.  soap  to  15  gallons 
of  water.  Then  3  lbs.  of  powdered  alum  were  mixed  with 
each  bag  of  cement  The  mortar  was  1:2.  Two  coats  of 
this  plaster  were  applied  to  the  dry  walls,  giving  a  total 
thickness  of  ^  in.    Leaking  was  thus  stopped  completely. 

The  cost  was: 

2  lbs.  soap  (with  24  gals,  water),  at  7%  cts $0.15 

12  lbs.  alum,  at  3%  cts 0.42 

Total $0.57 

Or  57  cts.  for  soap  and  alum  per  barrel  of  Portland  cement 

In  repairing  the  bottom  of  a  reservoir  lined  with  4  to  6 
ins.  of  concrete  which  leaked,  a  Sylvester  wash  was  used. 
The  soap  solution  was  %  lb.  of  Glean  soap  to  1  gal.  of 
water,  and  the  alum  solution  was  ^  lb.  alum  to  4  gals, 
water;  both  well  dissolved,  soap  solution  being  boiled.  On 
the  clean  dry  concrete  the  boiling  hot  soap  solution  was 
applied;  24  hrs.  later  the  alum  wash;  24  hrs.  later  the  soap 
wash;  24  hrs.  later  the  alum  wash.  Two  men  applied  the 
solutions,  using  whitewash  brushes,  while  a  third  man  car- 
ried pails  of  the  solution.  In  making  the  soap  solution 
2  men  attended  4  kettles,  1  man  kept  up  fires,  2  men  carried 
solution  to  men  applying  it.  The  alum  solution  required 
fewer  men,  being  made  cold  in  barrels.  After  applying  the 
second  soap  wash  to  the  concrete  slopes,  men  had  to  be  held 
by  ropes  to  keep  from  slipping.  The  rope  was  placed 
around  two  men,  who  started  work  at  top  of  the  slope,  a 
third  man  paying  out  on  the  rope.  The  work  was  done 
in  8l^  days,  and  the  cost  as  follows: 

Labor: 

1,140  hrs.  labor  at  15  cts $171.00 

83    "    foremen  at  30  cts 24.90 

83    •'    waterboy  at  6  cts 4.98 

Add  for  supt.  15%   30.13 

Total  labor  $23L01 
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Materials: 

900  lbs.  Olean  soap  at  4  1-3  cts $39.00 

210    "    alum  at  3  ots. 6.30 

6  whitewash  brushes  (10-in),  at  $2.25 13.50 

6  stable  brushes,  $1.25  7.50 

Total  materials   $66.30 

Total  labor  and  materials   $297.31 

This  covered  131,634  sq.  ft.,  hence  the  cost  of  the  two 
coats  of  soap  and  alum  was  $2.26  per  1,000  sq.  ft,  or  0.23 
ct.  per  sq.  ft.  All  leaks  but  one  from  a  slight  crack  were 
stopped. 

The  concrete  lining  of  a  new  reservoir  near  Wilmerding 
was  waterproofed  by  using  caustic  potash  and  alum  in  the 
finishing  mortar  coat.  The  stock  solution  was  2  lbs.  of 
caustic  potash,  and  5  lbs.  of  alum  to  IC  qts.  of  water.  This 
was  made  in  barrel  lots,  from  which  3  qts.  were  taken  for 
each  batch  of  finishing  mortar,  which  consisted  of  2  bags  of 
cement  mixed  with  4  bags  of  sand;  a  batch  of  mortar 
covered  an  area  6  ft.  x  8  ft.  x  1  in.  thick.  The  extra  cost  of 
this  waterproofing  was: 

100  lbs.  caustic  potash  at  10  cts $10.00 

70    "    caustic  potash  at  9  cts 6.30 

960    "    alum  at  3^,  3%  and  4  ots 34.38 

60  hrs.  mixing  at  15  cts 9.00 

Fr't,  express  and  hauling 11.50 

Total  for  74,800  sq.  ft  $71.18 

So  the  cost  was  95  cts.  per  1,000  sq.  ft,  or  less  than  0.1  ot 
I)er  sq.  ft.  Hence  the  cost  was  less  than  by  using  Sylves- 
ter's wash  and  the  result  was  better,  for  with  Sylvester's 
wash  the  penetration  is  only  1-16  to  %-in.  It  was  found  that 
if  less  than  2  parts  of  sand  to  1  part  of  cement  were  used 
the  mortar  cracked  in  setting.  Clean  sand  was  imperative 
as  any  organic  impurities  soon  decomposed,  leaving  soft 
spots.  Do  not  use  an  excess  of  potash;  a  slight  excess  of 
alum,  however,  does  not  decrease  the  strength  of  the  mor-' 
tar. 


SECTION  VII. 
COST  OF  WATER- WORKS. 

Cost  of  Loading  and  Hauling  Cast  Iron  Pipe. — ^Three 
men  assisted  by  a  driver  averaged  5  lengths  of  12-in.  pipe 
loaded  from  a  flat  car  onto  a  wagon  in  12  mins.  Planks 
were  laid  from  the  car  to  the  wagon  and  the  pipe  was 
rolled  down  the  plank  runway.  This  same  ga.iig  would 
unload  a  wagon  in  6  mins.  As  each  length  of  pipe  weighed 
nearly  ^  short  ton,  the  wagon  load  was  2%  tons.  It, 
therefore,  cost  5  cts.  per  ton  to  load  and  2%  cts.  per  ton  to 
unload  the  wagons,  wages  of  men  'being  15  cts.  per  hr.; 
but  this  does  not  include  the  lost  time  of  the  two  horses 
during  loading  and  unloading,  which  is  equivalent  to  about 
2  cts.  per  ton.  The  total  flxed  cost  of  loading  and  unload- 
ing was  10  cts.  per  ton,  including  team  time.  The  haul- 
ing costs  12  cts.  per  ton  per  mile,  where  2^^  tons  are  the 
load  (wages  of  team  and  driver  35  cts.  per  hr.),  and  the 
team  returns  empty.  Good,  hard,  level  roads  are  required 
for  so  large  a  load.  See  page  76  for  discussion  of  team- 
ing. If  the  haul  is  short  and  this  loading  gang  of  3  men 
walks  along  with  the  wagon,  the  cost  of  hauling  becomes 
25  cts.  per  ton  mile,  instead  of  10  cts. 

Pipe  should  never  be  shipped  in  hopper- bottom  cars,  for 
the  difficulty  of  unloading  adds  very  much  to  the  cost  I 
have  had  a  gang  of  6  men  who  unloaded  only  75  lengths  of 
12-in.  pipe  in  10  hrs.  from  a  hopper  gondola,  into  wagons. 
Each  length  weighed  800  lbs.,  making  30  tons  the  day's 
work,  at  30  cts.  per  ton.  This  work  was  by  hand,  no  der- 
rick being  available. 

Prices    of    Cast    Iron    Pipe    Since    1882. — Figure  24 

shows  the  prices  paid  for  oast  iron  pipe  in  cities  and  towns 
of  the  Central  West,  centering  about  Chicago,  according 
to  data  collected  by  J.  W.  Alvord  from  pipe  contracts  as 
published  in  Engineering  News. 
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WeiBht  «B  €Mt  Iron  Pipe.— Pipe  from  3  Ins.  to  60 
Ins.  diameter  Is  cast  In  12-ft  lengthB.  that  is  la  lengths 
that  require  440  pipe  len^s  to  lay  a  mile  of  pipe  line; 
l^ln.  and  2-iii.  pipes  are  not  often  used,  but  when  used 
are  cast  In  sborter  lengtbs. 

Table  XVII  glTea  the  approximate  weights  of  cast  Iron 
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pipes.  It  is  cu8tomar7  to  paint  the  weight  of  eacli  pipe  in- 
side the  pipe.  Aa  variations  In  single  pipes  of  5%  from 
the  listed  weight  are  common,  it  is  well  to  epecify  the  maxi- 
mum average  variation  allowable. 

W*t«r  Pipe  Treneltei.— Trenches  for  water  pipes  in  the 
northern  vart  of  America  are  usually  5  ft.  deep  from  the 
surface  of  the  street  to  the  axis  of  the  pipe.  In  the  South, 
trenches  are  only  3  ft.  deep.  Water-pipe  trenches  are 
usually  dug  not  less  than  IS  to  24  tns.  wider  than  the  in- 
side diameter  of  the  pipe;  and  Just  before  the  pipes  are 
laid  a  gang  of  men  enlarges  and  deepens  the  trench  tai  '»■ 
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COST  OF  WATER-WORKS.  895 

lioilt  space  where  each  pipe  joint  is  to  come;  this  is  called 
llgging  the  **l3ell-holes.**  The  bell-holes  enable  the  yar- 
lers  oalkers  to  make  the  joints  properly.  It  is  usually  not 
lecessary  to  brace  the  sides  of  a  trench  that  is  only  5  or 
}  ft  deep. 

Cost  of  Trenching. — At  Corning,  N.  Y.,  a  trench  for  a 
lO-in.  water  pipe  was  excavated  2%  ft.  wide  x  5  ft.  deep, 
<  1,500  ft.  long  =  600  cu.  yds.  in  4%  days  by  24  men,  or  at 
the  rate  of  6  cu.  yds.  per  man  per  10-hr.  day,  equivalent 
X)  11  cts.  a  running  foot  or  25  cts.  a  cu.  yd.  The  backfilling 
pras  done  in  3  days  by  2  men  and  1  horse  with  driver,  us- 
ing a  drag  scraper  and  a  short  length  of  rope  so  that  the 
lorse  worked  on  one  side  of  the  trench  while  the  two  men 
landled  the  scraper  on  the  opposite  side,  pulling  the  scraper 
iirectly  across  the  pile  of  earth.  In  this  way  the  back- 
ftUing  was  made  at  a  cost  of  1.1  cts.  per  lin.  ft.  or  2^^  cts. 
per  cu.  yd.,  there  being  no  ramming  of  the  backfill  re- 
quired. This  is  a  remarkably  low  cost  for  backfilling,  and 
one  not  ordinarily  to  be  counted  upon.  The  material  was 
EL  loamy  sand  and  gravel. 

At  Rochester,  N.  Y.,  with  the  size  of  trench  and  kind  of 
material  practically  the  same  as  above: 
1  man  excavated  8  cu.  yds.  a  day  at  cost  of  19  cts.  per 

•cu.  yd. 
1  man  backfilled  16  cu.  yds.  a  day  at  cost  of  9  cts.  per 

cu.  yd. 
Total  cost  of  excavation  and  backfill,  28  cts.  per  cu.  yd. 

Cost  of  Trencliing:,  Great  Falls^  Mont. — ^The  Great 
Falls  (Montana)  Water  Co.  excavated  25,500  cu.  yds.  of 
earth,  1,900  cu.  yds.  of  loose  rock,  and  1,500  cu.  yds.  of 
solid  rock,  in  trenching  for  a  6-in.  water  pipe.  The  work 
was  done  by  company  labor  (not  by  contract),  wages  being 
$2.25  for  laborers,  and  the  cost  was  34  cts.  per  cu.  yd. 
lor  excavation  and  3%  cts.  more  per  cu.  yd.  for  backfilling 
and  tamping.  If  wages  had  been  $1.50  a  day  the  cost 
'would  have  been  23  cts.  per  cu.  yd.  for  excavation  and  2% 
cts.  per  cu.  yd.  for  backfilling. 

Cost  of  Trenehing,  Astoria,  Oregon. — Mr.  A.  L.  Adams, 
States  that  in  trenching  for  the  Astoria  (Oregon)  Water- 
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works,  in  1896,  the  first  contractor  averaged  only*  7  tx)  8 
cu.  yds.  per  man  per  day.  Later  on  another  contracftor, 
even  in  the  rainy  season,  averaged  nearly  10  cu.  yds.  per 
man  per  10-hr.  day  of  ti-enching  (including  backfilling), 
at  a  cost  (including  foreman)  of  17%  cts  per  cu.  yd.,  wages 
being  $1.70  a  day.  The  material  was  yellow  clay  dug  with 
mattocks  and  shovels. 

Cost  of  Trenching,  Hilbum,  N.  Y.— Mr.  W.  C.  Foster 
gives  the  following  data  on  17,000  ft.  of  trenching  for  water 
pipe  at  Hilburn,  N.  Y.  The  trench  was  4  ft.  deep,  for 
4-in.  to  8-in.  pipe.  The  digging  was  hard,  the  banks  being 
full  of  cobbles  and  frequently  caved  in.  The  streets  were 
not  paved.  The  cost  of  trenching  and  backfilling  was  10.1 
cts.  per  lin.  ft.,  wages  being  $1.35  for  laborers  and  $3  for 
foremen. 

•Cost   of    Trenching    and    Pipe    Laying,    ProTideneei 

R.  I.— In  Engineering  News,  June  28,  1890,  Mr.  E.  B.  Wes- 
ton, Engineer  Water  Department,  Providence,  R.  I.,  giyes 
very  full  records  of  pipe  laying  costs.  The  following  ta- 
bles are  given  by  him,  and  are  ba^ed  upon  many  miles  of 
trench  work: 

EASY  DIGGING.  SAND. 
Slzo  of  pipe.  Ins 4  6  8  10         12         16        20 

1.  Trenching* 0422    .0518    .0611    .0707    .0798    .1445    .2088 

2.  Laying 0129    .0162    .0191    .0219    .0249    .0370    .0497 

8.  Foreman 0130    .0158    .0188    .0216    .0244    .0308    .0880 

4.  Tools,  etc 0041  .0050  .0059  .0069  .0078  .0184  .0191 

5.  Calking 0106  .0107  .0108  .0111  .0118  .0159  .0801 

6.  Lead,  5  cts.  lb 0224  .0320  .0481  .0553  .0683  .0950  .1205 

7.  Teams 0070  .0090  .0115  .0136  .0160  .0208  .0218 

8.  Carting 0078  .0149  .0208  .0275  .0846  .0618  .0746 

9.  Total 1200    .1554    .1911    .2286    .2676    .4082    .160^ 

MEDIUM  DIGGING,  GRAVEL.  ETC. 

Slzoofplpe.ln.       4  6  8  10  12         16  20        24 

1.  Trenching*    .0597  .0697  .0790  .0883  .0974  1700  .2400  .8019 

2    Laying 0189  .0220  .0249  .0279  .0807  .0440  .0577  .0689 

8.  Foreman..    .0180  .0208  .0234  .0266  .0294  .0360  .0878  .0896 

4.  Tools,  etc. .    .0056  .0065  .0075  .0084  .0098  .0154  .0214  .0602 

5.  Calking  ...     .0100  .0107  .0108  .0111  .0118  .0159  .0801  ,0757 

6.  Lead  5c.  lb    .0224  .0320  .0431  .0553  .0688  .0950  .1208  .1600 

7.  Teams 0070  .0090  .0115  .0136  .0160  .0208  .0216  .0228 

8.  Carting 0078  .0149  .0208  .0275  .0846  .0618  .0746  .1817 

9.  Total 1500    .1854    .2210    .2586    .2976    .4474    .6080   .8680 

*in?ludlng  backfilling,  and  In  all  cases  the  depth  of  the  trench  was  SUioli^ 
that  the  center  ot  the  pii>e  was  4  ft.  8  Ins.  below  ground  Burtace. 
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HABD  DIOaiKG,  HABD  OB  MOIST  OLAY. 
Blze  of  pipe.  Ins 4  6  8  10  12         16         20 

1.  Trenching* 0860  .0959  .1068  .1147  .1300  .2261  .8264 

2.  liaying 0271  .0303  .0383  .0362  .0411  .0530  .0669 

8.  Foreman 0260  .0286  .0314  .0348  .0372  .0428  .0452 

4.  Tools,  etc 0081  .0090  .0099  .0109  .0118  .0201  .0283 

6.  GaUing 0106  .0107  .0108  .0111  .0118  .0159  .0801 

6.  Lead.  5ct8.  ib 0224    .0820    .0431    .0553    .0688    .0950    .1203 

7.  Teams 0070    .0090    .0115    .0136    .0160    .0203    .0216 

8.  Oarting 0078    .0149    .0208    .0275    .0346    .0513    .0746 

0.  Total 1950    .2804    .2661    .3036    .8508    .5250    .7134 

^Including  backfilling,  and  in  all  cases  the  depth  of  the  trench  was  such^ 
that  the  center  of  the  pipe  was  4  ft.  8  ins.  below  ground  surface. 

Wages  in  all  cases  above  were  $1.50  a  day  for  laborers 
trenching  and  laying,  $3  a  day  for  foreman,  $2.25  for  calk- 
ers,  and  $2.25  for  teams  which  probably  refers  to  team 
without  driver.  Carting  was  in  all  cases  $1  a  ton.  Allow- 
ance for  tools,  item  4,  was  made  on  a  basis  of  7.2%  of  items 
1  and  2. 

. Tap  and  stop .  , Lead  service  pipe  per  lin.  ft. . 

Diam.  Tap,  stop,  etc.          Diam.                Weight       Ctost  of  pipe 

In  Including                 in                       in             trenching 

Ins.  tapping.                  ins.                     lbs.           laying,  etc. 

%  56.00  >i  3.00  $0.34 

H  6.23  %  4.00  .40 

%  6.81  X  4.75  .45 

}i  8.67  1  6.00  .52 

1  10.71  l}i  9.00  .70 

....                    1%  10.00  .76 

In  the  above,  lead  pipe  was  assumed  at  6  cts.  per  lb.; 
labor  of  trenching  and  laying,  16  cts.  per  ft. 

Short  lengths,  15  to  50  ft,  of  6-iii.  pipe  cost  34  cts.  per 
ft  in  easy  digging  to  45  cts.  in  hard  digging  for  excavation, 
laying  and  backfilling,  wages  being  as  above  stated. 

The  trench  for  a  24-in.  pipe,  19,416  ft  long  and  6.6  ft 
deep  cost  32  cts.  per  cu.  yd.  for  excavation  and  backfill, 
with  wages  at  $1.50  a  day. 

A  48-in.  main  was  laid  for  $1.65  per  ft.  including  digging, 
laying,  calking  and  backfilling. 

A  16-in.  pipe,  374  ft  long  passed  under  two  railway 
^acks,  and  the  cost  of  trenching,  laying  and  backfilling  was 

50  cts.  per  ft. 

An  8-in.  pipe  was  laid  across  a  bridge,  and  the  cost  of 
boxing,  laying  pipe,  etc.,  was  $1.32  per  ft.,  while  for  a  12- 
in.  pipe  the  cost  was  $1.50  per  ft 
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Trenches  were  ordinarily  2  ft.  wider  than  the  pipe  and 
5  ft.  plus  half  the  diameter  of  the  pipe  deep.  Such 
trenches  were  dug,  the  pipe  laid  and  backfilling  made  at 
the  following  rate  per  laborer  engaged: 

e-ln.  pipe,  easy  earth 21.0  lln.  ft.  per  day 

6-iii.  "  medium  earth 17.2       •• 

e-ln.  "  hardearth 10.3 

8-ln.  "  easyearth 19.8       '•  " 

'    12-111.  "  medium  earth 18.4 

20-ln.  "  easyearth 9.0 

24-ln.  *«  medlumearth 4.4       •• 

ESarth  excavation  in  trenches  where  digging  is  easy  costs 
20  cts.  per  cu.  yd.;  rock  excavation  averages  $2  per  cu.  yd. 
and  runs  as  high  as  $3,  wages  being  $1.50  a  day  for  labor. 

Co»t   of   Water  Pipes   Laid   at   Baston. — Mr.     C.     M. 

Saville  gives  the  following  data  relative  to  62  miles  of 
pil)e  work  done  by  contract  for  the  City  of  Boston:  The 
costs  are  averages  of  the  actual  costs  under  21  contracts, 
from  1896  to  1903.  As  a  general  rule  the  pipes  were  laid 
with  the  axis  of  the  pipe  5  ft.  below  the  surface.  The  pipes 
were  usually  placed  in  the  trench  by  a  hand  operated  der- 
rick spanning  the  trench.  In  practically  all  cases  the 
streets  were  macadamized.  Just  how  many  feet  of  each 
kind  of  pipe  were  laid  is  not  stated;  ^but  there  were  not 
less  than  the  following  amounts: 

12-in.  pipe  15,500  ft. 

16-in.  pipe  44,600  ft. 

20-in.  pipe  21,200  ft. 

24-ln.  pipe  19,600  ft. 

30-in.  pipe 7,200  ft 

36-in.  pipe  36,800  ft 

48-in.  pipe  97,900  ft 

The  first  item  in  Table  XVIII  of  $30  per  ton  for  pipe  was 
calculated  by  adding  12%  to  the  actual  cost  of  $26.80  per 
ton,  this  12%  being  added  to  cover  incidentals.  These  inci- 
dentals are  as  follows,  by  percentages: 

'  Per  cent. 

Small  pipes   for  blow-ofCs  and  connections 1% 

Special  castings 4^ 
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Valves  5 

Miscellaneous  materials  1 

Total  percentage  to  be  added  to  the  cost  per 
short  ton  of  straight  pipe  12 

The  cost  of  teaming  on  21  contracts  previous  to  1898  was 
26  cts.  per  ton  per  mile,  the  average  haul  toeing  2.4  miles 
from  the  pipe  yards;  but,  in  order  to  he  liberal,  30  cts. 
per  ton  per  mile  for  a  214-mile  haul  is  assumed  as  an  aver- 
age; wages  of  two-horse  team  and  driver  being  45  cts. 
per  hr. 

The  lead  is  estimated  at  5  cts.  per  lb.,  and  as  each  joint 
requires  about  as  many  pounds  of  lead  as  2  times  the  di- 
ameter of  the  pipe  in  inches,  the  cost  of  lead  per  foot  of 

2  X  diam.  of  pipe  in  ins. 

pipe  is  found  by x  $0.05. 

12 

The  column  headed  "miscellaneous  expenses"  is  based 
upon  actual  experience,  and  includes  cost  of  tools,  insur- 
ance of  men,  lumber,  yarn,  and  incidental  expenses.  The 
tools  depreciate  about  50%  on  any  contract.  It  was  esti- 
mated that  4%  of  the  cost  of  laying  the  pipe  should  he 
added  to  cover  the  cost  of  tools.  The  cost  of  accident  in- 
surance was  3%  of  the  pay  roll.  The  contractor's  bond 
cost  %%  of  the  bond.  Incidental  expenses  were  about 
1%  of  the  pay  roll.  It  was  estimated  that  these  three 
items  amounted  to  3.2%  of  the  cost  of  laying  the  pipe.  The 
cost  of  lumber,  yarn,  etc.,  averaged  2.8%  of  the  cost  of  haul- 
ing and  laying.  Hence,  the  total  cost  of  "miscellaneous 
expenses"  was  4%  +  3.2%  +  2.8%,  which  is  10%  of  the  cost 
of  laying  the  pipe.  The  word  "laying"  is  here  used  to  in- 
clude the  cost  of  hauling  the  pipe,  the  cost  of  lead,  the  cost 
of  trenching  and  backfilling,  and  the  cost  of  placing  the 
pipe  in  the  trench  and  calking  it. 

The  column  headed  "labor"  includes  the  cost  of  trench- 
ing in  earth  (there  was  very  little  rock),  and  the  cost  of 
placing  the  pipe  in  the  trench  and  calking  it.  Wagos  paid 
for  labor  were  as  follows; 
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Foreman $100.00  per  month 

Sub-foreman 8.00  per  day 

Oalkers  and  yarners 2.50       " 

Laborers,  l8t  class 1.75       •• 

2d      "  1.60 

Double  team  and  driver 0.45  per  hour 

Single  ••  '•    0.80 


<( 


A  considerable  amount  of  extra  work  was  done  by  force 
account  o<n  38  miles  of  the  pipe  lines,  averaging  12  cts. 
per  ft.  of  line,  due  to  obstructions  encountered  causing 
changes  of  location,  etc. 

Cost  of  "Water  Pipe  Laid  at  Alliance,  O.— Mr.   L.  L. 

Tribus  gives  the  following  costs  of  work  done  in  1894,  the 
material  being  loam  and  clay  excavated  to  such  a  depth 
that  4  ft.  of  earth  would  be  left  on  top  of  each  class  of 
pipe  after  backfilling: 

size  of  pipe  in  Ins 4  6  8-  10  12 

Wt.  of  pipe.  lbs.  per  ft 10  30^  44  62  79 

Lbs.  ppecial  per  ft 0.4  0.76  1.1  1.55  1.9 

Lbs.  lead  per  ft 0.4  0.66  1.0  1.25  1.5 

Lbs.  yarn  per  ft 0.02  0.025  0.05  0.08  0.1 

Totallength  in  ft 2,890  9.760  1,860  3,320  2,980 

COST  PER  LIN.  FT.  LAID. 

Size  of  pipe,  ins 4      6      8     10     12 

Pipe $0.2300  $0.3780  $0.5350  $0.7470  $0.9400 

Specials  and  valves 0120  .0180  .0268  .0374  .0470 

Hauling i 0056  .0078  .0011  .0145  .0190 

Lead 0020  .0330  .0500  .0630  .0750 

Yarn 0014  .0018  .0035  .0056  .0070 

Trenching 1240  .1210  .1287  .1480  .1902 

Pipe  laying 0370  .0346  .0313  .0542  .0463 

Total $0.4860  $0.5951  $0.7764  $1.0697  $1.3245 

This  work  was  done  by  laborers  and  men  employed  by 
the  water  company  and  does  not  include  cost  of  super- 
intendence. The  4-ft.  cover  over  the  pipe  was  in  some 
cases  exceeded.  The  digging  was  comparatively  easy  with 
little  ground  water  to  bother.  Mr.  Tribus  informs  me  that 
the  wages  paid  were:  Laborers,  $1.25;  pipe  handlers, 
11.50;    and  calkers,  $2.25,  per  10-hour  day. 

Howt  ot  Water  Pipe  Laid  at  Porterville,   Cal.— Mr. 

P,  E.  Harroun  gives  the  following  data  on  laying  4,  6,  8 
and  10-in.  water  pipe  and  making  service  connections,  at 
Porterville,  Cal.,  in  1904.  The  work  was  done  l3y  company 
labor,  and  the  workmen  were  very  inefficient.    All  trenches 
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were  lu  Ct  wide  and  Th;  fL  deep  in  a  ItcaTT  sdobe  (day), 
exiiepc  ter  short  scretciies  in  aanrf  3a  hereafter  noted.  The 
streets  were  not  paved,  but  covered  with.  4  ins.  of  bard 
roiled  oiaj  iRd  gravel  wblcb.  required  a  4->lfeoirae  plow  to 
break  tirou^.  In  backfilling,  a  "go  devil"  was  used  to 
tlirow  tae  material  intj  tiie  trencli  whererer  practicable, 
and  water  Cram  street  liydrants  was  used  to  conscHidate 
riie  backfU. 

Cost  of  4-Ln.  water  pipe  line  (2^46  ft  UmSr  of  which  900 
ft.  were  in  sand » : 

Per  ft. 

Labor  trencliing.  at  20  cts.  per  hr.   $0,070 

Two  horses  trenching,  at  15  ctSw  per  hr. 0.001 

Labor  digging  bell-holes,  at  20  cts.  per  hr 0.015 

Labor  laying  pipe,  at  20  cts.  per  hr 0.010 

Tamers,  at  221^2  cts.  per  hr 0.005 

Labor  pouring  lead,  a:  20  cts  per  hr 0.004 

Calkers,  at  25  cts.  per  hr. 0.008 

Labor  backfilling,  at  20  cts.  per  hr 0.011 

Two  hcrses  backfilling,  at  15  cts.  per  hr 0.004 

Distribution  of  materials,  at  60  cts.  per  ton 0.005 

Miscellaneous  labor    0.004 

Foreman,  at   40  cts.   per  hr 0.017 

Time  keeper  0.002 

Total  cost  of  laying  per  ft |0.156 

The  cost  of  materials  for  this  4-in.  pipe  line  was  as  fol- 
lows: 

Per  ft. 

Pipe  (2,820  ft.,  30  short  tons),  at  $44.40 $0,461 

Specials  (4,462  lbs.),  at  3^  cts 0.051 

Valves  (9),  at  $9.40  0.030 

Hydrants  (5),  at  $28.60  0.050 

l^ad  (2,010  lbs.),  at  5.3  cts 0.038 

Yarn  (105  lbs.),  at  5.4  cts 0.002 

Tools 0.015 

Miscellaneous 0.006 

Total  materials  per  ft ,...., $0,653 
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Cost  of  6-in.  water  pipe  line  (838  ft.  long,  of  which  300  ft 

were  in  sand) : 

Per  ft. 

Labor  trenching,  at  20  cts.  per  hr $0,075 

Two  horses  trenching,  at  15  cts.  per  hr 0.001 

Liabor  digging  bell-holes,  at  20  cts.  per  hr 0.017 

L#abor  laying  pipe,  at  20  cts.  per  hr 0.013 

Yarners.  at  22^^  cts.  per  hr 0.005 

Labor  pouring,  at  20  cts.  per  hr 0.007 

Calkers,  at  25  cts.  per  hr 0.010 

Labor  backfilling,  at  20  cts.  per  hr 0.012 

Two  horses  backfilling,  at  15  cts.  per  hr 0.004 

Miscellaneous ' 0.005 

Distribution  of  materials,  at  60  cts.  ton 0.012 

Foreman,  at  40  cts.  per  hr 0.018 

Time  keeper 0.002 

Total  cost  of  laying  per  ft $0,181 

The  cost  of  materials  for  this  6-in.  pipe  line  was  as  fol- 
lows: 

Per  ft. 

Pipe  (816  ft,  13.12  tons),  at  $43.40  per  ton $0,679 

Specials  (1,420  lbs.),  at  3^  cts 0.055 

Valves  (10),  at  $15.65 0.187 

Hydrants  (9),  at  $29.85  0.320 

Lead   (804  lbs.),  at  5.3  cts 0.052 

Yarn  (42  lbs.),  at  5.4  cts. 0.003 

Tools 0.016 

General 0.010 

Total  materials  per  ft $1,822 

Cost  of  8-in.  water  pipe  line  (2,558  ft  long,  of  which  800  ft 

were  in  sand) : 

Per  ft. 

Lalbor  trenching,  at  20  cts.  per  hr $0,071 

Labor  digging  bell-holes,  at  20  cts.  per  hr 0.016 

Labor  laying  pipe,  at  20  cts.  per  hr 0.016 

Yarners,  at  22^^  cts.  per  hr. 0.006 

Labor  pouring,  at  20  cts.  per  hr 0.006 
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Per  ft 

Calkers,  at  25  cts.  per  hr 0.013 

Labor  backfilling,  at  20  cts.  per  hr 0.012 

Two  horses  backfilling,  at  15  cts.  per  hr 0.004 

Miscellaneous 0.004 

Distributing  materials,  at  60  cts.  per  hr 0.016 

Foreman,  at  40  cts.  per  hr 0.017 

Time  keeper 0.002 

Total  cost  of  laying  per  ft $0,183 

The  cost  of  materials  for  this  8-in.  pipe  line  was  as  fol- 
lows: 

Per  ft. 

Pipe  (2,512  ft.,  57.61  tons),  at  $43.40 $0,978 

Specials  (4,056  lbs.),  at  3^4  cts 0.052 

Valves   (5),  at   $24    0.047 

Lead   (3,618  lbs.),  at  5.3  cts 0.076 

Yarn  (189  lbs.),  at  5.4  cts 0.004 

Tools 0.015 

Miscellaneous 0.009 

Total  materials  per  ft .$1,181 

Ck>st  of  10-in.   water  pipe  line   (124  ft.  of  pipe,  14  ft  of 

specials;    total,  138  ft): 

Per  ft. 

Labor  trenching,  at  20  cts.  per  hr $0,174 

Labor  digging  bell-holes,  at  20  cts.  per  hr 0.015 

Labor  laying  pipe,  at  20  cts.  per  hr 0.022 

Labor  yarning,  at  20  cts.  per  hr 0.002 

Labor  pouring,  at  20  cts.  per  hr. 0.002 

Labor  calking,  at  20  cts.  per  hr 0.015 

Labor  backfilling,  at  20  cts.  per  hr 0.060 

Labor  miscellaneous,  at  20  cts.  per  hr 0.015 

Distribution  of  materials,  at  60  cts.  ton 0.020 

Foreman,  at  40  cts.  per  hr , 0.016 

Time  keeper 0.002 

Total  labor  per  ft $0,343 
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The  cost  of  materials  for  this  10-in.  pipe  line  wa6  as  fol- 
lows: -.     ^ 

Per  ft. 

Pipe  (124  ft.,  3.75  tons),  at  $43.40 |1.179 

Specials  (603  lbs.),  at  3%  cts 0.178 

Valves   (1),  at  134.60   0.251 

Lead  (268  lbs.),  at  5.3  cts 0.105 

Yarn  (14  lbs.),  at  5.4  cts 0.005 

Tools 0.015 

Miscellaneous 0.009 

Total  materials  per  ft $1,742 

Cost  of  78  service  connections  (%-in.  screw  pipe): 

Elach. 

L#abor  trenching,  at  20  cts.  per  hr $0,613 

Tapping  and  making,  at  40  cts.  per  hr 1.003 

Tapping  and  helper,  at  20  cts.  per  hr 0.289 

Backfilling,  at  20  cts.  per  hr 0.206 

Total  labor  per  connection $2,111 

The  cost  of  materials  for  each  service  connection  was  as 
follows:  Each. 

Goosenecks  and  cocks  $2.48 

Fittings  .0.40 

Tools  ($68)  0.88 

Tapping  machine  ($81)   1.03 

Total  materials  and  tools  per  connection..  $4.79 

It  will  be  noted  that  the  full  cost  of  the  tools  and  tap- 
ping machine  is  charged  to  these  78  connections,  making 
the  cost  of  each  unusually  high. 

Assuming,  as  above  stated,  that  the  trenches  averaged 

1%  ft.  wide  and  Z%  ft.  deep,  the  cost  per  cubic  yard  of 

trench  work  was  as  follows: 

Cents. 

Digging  trench 38 

Digging  bell-holes   8^ 

Backfilling  8^ 

Total  per  cu.  yd ^^^ 
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An  Unuiually  EzpensiTe  Pieoo  of  IXTorlu — ^"G.  S.  W. 

•88"  in  The  Technic  of  1896,  gives  the  followinir,  the  ma- 
terial in  all  cases  being  clay:  Wages  of  laborers  15  ets., 
pipe  handlers  16  to  n\^  cts.,  foreman  20  cts.  per  boor; 
depth  of  trench,  4  to  5%  ft.: 

Example A  B  CD 

size  of  plpo.  Ins 24            24  12-16            10 

Length  of  pipe,  ft 2,550       2.2001  6.241       8,969 

Ezoavatlon.  cu.  yds 2.710       1.968  8,441       4,608 

Surplus  earth,*  cu.  yds 1,300  862         1.038       

Cost  of  excavation  per  foot $0.2725    $0,838    $0.2061  $0.24l« 

pipe  laying,  per  ft 2480        .182  .2089       .0939 

boll  holes,  per  ft 1500        .128  .0954       .0098 

backniling.  per  ft 1790        .191  .1228       .1860 

ramming,  per  ft 7927t      .107*  .2896t     .18221 

tile,  hose  work,  per  ft 074         0200 

load'g  excess  earth,  ft 0895        .046  .0858       .0025 

"     oart'g  excess  earth,  ft 0686        .055  .0685       .0046 

Total  labor  cost  per  ft $1.7963   $1,116*  $1.081811  $0.6483 

Cost  of  exoavation,  cu.  yd 0.2562      0.373        .3736  .4807 

••      baokfllUng,  cu.  yd 0.1684      0.216         .2226  .2706 

••      ramming,  cu.  yd 0.7461t    0.121II       .5434t  .86l8t 

••     tile,  hose  work.  cu.  yd 0.084 

Swellhigof  material  on  loosening...  44^  30. to 44 M^*  20^  


•• 
(f 
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*  This  BurplUH  earth  was  hauled  away  in  wagons,  after  filling  the 
tron<rhoH  and  leaving  a  4-in  crown  to  provide  for  settlement. 

H  1.4()()  feet  of  this  trench  was  backfilled  without  ramming,  using 
water  instt^ad;  ramming,  however,  was  much  more  elTectlve  In  compact- 
ing the  clay. 

t  Rammed  dry  in  4-in  layers. 

t  Hammcid  wet;  the  ix>rtion  that  was  rammed  dry  cost  $1.40  p«r  ft* 
total. 

II  This  total  does  not  check  with  the  items,  so  there  must  be  an  error 
somewhere. 

With  labor  at  $1.25  for  8  hours  and  material  clay  as 
before,  streets  paved  with  wood.  *'G.  S.  W."  also  gives  the 
following: 

Example E  F  G  H 

Hize  of  pipe  in  ins , 12  12  10  8 

Depth  of  trench,  ft 5  5  5  5 

Length  of  trench,  ft 1,048  2,475  2.592  2,049 

Costof  excavation,  per  ft $0,186  $0,184  $0.1920  $0.1442 

pipe  laying,  per  ft 257  .162  .1218  .0678 

ba(;kfllllng.  per  ft 450  .890  .8949  .8682 

hauling  surplus,  per  ft 014  .011  .0101  .0194 

Total  labor  cost  per  ft $0,907     $0,697    $0.7188    $0.5746 


<• 
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The  two  most  striking  features  in  the  foregoing  data 
are  (1)  the  enormous  swelling  of  the  clay  upon  loosen- 
ing and  casting  it  out  of  the  trenches,  and  (2)  the  extra- 
ordinary high  cost  of  ramming  the  clay  in  backfilling.  It 
is  difficult  to  explain  either  of  these  items  except  upon  the 
assumption  that  the  loosened  clay  dried  out  when  exposed 
to  the  sun  and  air,  forming  hard  rock-like  clods  which  no 
amount  of  ramming  seems  to  have  consodidated  effectual- 
ly. Adding  water  as  in  Example  B  seems  to  have  had  no 
very  good  effect  in  consolidating  the  backfill,  although  it 
was  less  expensive  than  ramming.  But  it  is  a  well-known 
fact  that  water  makes  dry  clay  swell,  and  it  does  not  cause 
layers  of  hard  lumpy  clay  to  settle  in  a  trench  except  as  a 
result  of  weeks  of  slow  seepage  of  rains. 

It  will  be  noted  that  all  this  work  was  extraordinarily 
expensive.  EJven  the  pipe  l&ylng  cost  double  the  usual 
amount.  We  may  infer  that  this  work  was  not  done  by  con- 
tract but  by  day  labor  for  a  municipality  or  a  company, 
and  that  the  foreman  did  not  secure  "a  day's  work"  from 
the  men — which  is  so  often  the  case  in  municipal  day-labor 
work. 

Cost  of  a  6-iii.  Pipe  Line  in  Ohio. — Mr.  E.  H.  Oowan 
has  given  me  the  following  data:  A  6-in.  pipe  line,  1^ 
miles  long,  was  laid  in  an  Ohio  city  by  contract,  the  cost 
per  foot  of  pipe  line  to  the  contractor  being  as  follows: 

Per  ft. 

33.74  lbs.  of  6-in.  pipe,  at  $24  per  short  ton $0,405 

0.67  lb.  of  specials,  at  2%  cts.  per  lb 0.018 

Hydrant  connections,  4-in 0.008 

Hydrants,  $26  each   0.066 

Gates  ($12.60  each)  and  gate  boxes  ($3.09  each) . .     0.054 

0.74  lb.  lead,  4i^  cts.  per  lb 0.033 

0.07  lb.  jute  packing,  3%  cts.  per  lb 0.003 

Labor,  18%  to  26  cts.  per  ft.,  averaging 0.211 

Teaming,  49i^  cts.  per  short  ton 0.009 

Miscellaneous  items  0.008 

Total   10.815 


MM  HASDBrfOK  OF  COST  DATA^ 


Th«  vorkiag  forc^  vu  as  fcUovi: 

1  forexAC.  a:  S2.S»>  per  lO-br.  day. 

2  futr-foremen,  a:  12.44. 

9  men  in  pipe  s&ng  iinclading  2  ealken),  at  $1.75. 
t2  laborers  digging  trench,  ai  $1.50. 
12  laborers  backfilling,  at  $1.50. 

1  waterboy    at  $1.00. 

At  times  the  backfilling  ganc:  was  engaged  in  trendi 
digging.  Trenches  were  5  ft.  2  ins.  deep.  The  digging 
ranged  from  the  easiest  spading  to  the  liardest  picking,  the 
average  being  ^'average  earth."  Could  the  contractor  liafS 
been  present  all  the  time,  the  cost  might  tiaye  been  Ism. 
The  backfilling  was  done  by  liand,  and  it  was  not  rammed, 
but  the  trench  was  flushed  with  water.  No  material  wis 
hauled  away.  The  work  was  done  in  August  and  Septem- 
ber, ld03.  and  there  was  very  little  rain.  It  was  not  nec- 
essary to  brace  the  trench  except  at  a  few  spots. 

Cost  of  Water  Pipe  Laid  is  a  Somtken  City,— In  Bngi- 
neering  New3,  March  30,  1893,  Mr.  C.  D.  Barstow  gives  very 
complete  tables  of  cost  of  shallow  trenching  and  pipe  lay- 
ing in  a  southern  city,  where  negro  laborers  were  used. 
Prom  the  data  given  by  him  I  have  compiled  the  following 
tables  of  cost: 

For  the  most  part  the  trenches  were  If  ins.  idde  at  bot- 
tom and  20  ins.  at  top,  and  3  ft  deep.  Some  trenching  wis 
done  ijsing  a  team  on  a  drag  scraper,  20  ins.  idde;  then 
the  trench  was  made  3  ft  wide  at  top.  Using  teams  was 
more  economical,  as  may  be  seen  by  comparing  C  with  D  la 
the  foregoing  table.  After  a  rain,  however,  the  scrapers 
could  not  'be  used  to  advantage.  In  using  a  plow  for  loosen- 
ing the  earth,  several  feet  of  chain  are  fastened  to  the  end 
of  the  plow  beam,  and  one  or  more  men  ride  the  beam;  in 
this  way  plowing  may  be  done  in  a  trench  4  ft  deep,  one 
horse  walking  on  one  side  and  one  on  the  other  side  of 
tho  trr^nch.  A  blacksmith  was  kepi  busy  sharpening  about 
CO  picks  a  day.  There  was  a  night  watchman.  The  pipe 
was  dlstrihuted  by  contract  at  34  cts.  per  ton. 
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TABLE  OF  OOST  OF  TBENOHING  AND  PIPELAYING  IN  THE  SOUTH 

• 

Wages  per  10-hr.  day  for  negro  laborers.  $1.25 ;  for  calkers,  $1.75 ;  for 
wMU  foremen,  $8.00;  for  teams,  $8.25 ;  for  horse  ridden  by  boy,  $1.50. 

Job ABO  D  E  F 

Pipe,  ins 

Length,  ft 11,000 

Width  trench,  ft 

Depth  trench,  ft 

Material 

No.  laborers  digging 

No.  teams  plowing 

Team  time,  cts.  per  ft. . . . 

Labor,  digging,  cts.  ft. . . . 

Foreman .  digging,  cts. ,  ft. 

Labor,  pipe  laying,  cts.  ft. 

Foreman,  pipe  lay'gcts.ft 

Bell  hole  digging,  cts.,  ft. 

Bell  hole  digging,  fore- 
man, cts.  per  ft 

Oalking,  cts.,  per  ft 

Backfill  and  tamp : 

Labor,  cts.;  per  ft 

Foreman,  cts.,  per  ft. . . 

Team,*  cts.  per  ft 

Horse  rid'n  by  boy,  cts.f  t. 

Total  cost,  cts.  per  ft 


101 

•  •  •  •  •  • 

6 

8 

10 

88 

L1,000 

2 

8.5 

6,000 

6,215 

11,852 

2,636 

21.856 

8 

4 

8 

8 

8 

8 

0 

88 

80 

""io 

"si 

"*45 

46 

•  • • •  •  •  • 

S^ 

5 

2>^ 

•• •  •  •  •  • 

0.80 

0.62 

0.60 

6.66 

2.74 

6.19 

2.68 

2.12 

4.00 

0.50 

0.28 

0.81 

0.21 

0.12 

0.20 

2.04 

0.6S 

0.77 

0.94 

1.12 

0.89 

0.17 

0.21 

0.18 

0.24 

2.70 

0.77 

0.98 

0.98 

1.16 

0.27 

0.16 

0.21 

0.18 

0.18 

1.80 

0.52 

0.64 

0.68 

0.75 

4.828 

1.006 

1.01« 

2.09 

1.42T 

0.969 

0.86 

0.22 

0.22 

0.82 

0.18 

0.18 

0.86 

•  •  •  •  • 

0.41 

•  •  •  •  • 

•  ■  •  •  • 

0.07 

•  •  «  •  • 

0.09 

•  •  •  •  • 

18.54 

4.19 

9.46 

8.91 

7.41 

9.79 

'^Backfill  with  drag  scraper. 

iTrenching  in  an  old  street,  1,200  ft.  In  very  muddy  ground.  Two  rain; 
spells  in  18  days  of  work.  Then  10-in.  pipe  was  laid  for  8,440  ft. ;  then  4,088 
tt.  of  12-in.  pipe  were  laid  for  IX  cts.  per  ft.  less  than  It  cost  for  the  10-ln. 
pipe. ;  then  8.270  ft.  of  8-in.  pipe  were  laid  tor  2}i  cts.  per  ft.  less  than  it 
cost  for  the  10-in. 

■Cemented  clay  and  gravel  requiring  hard  picking.   Frequent  rains. 

>The  backfilling  and  tamping  were  done  most  thoroughly,  a  stretch  of 
3,550  ft.  requiring  8  days  for  30  men. 

48and  and  loam,  bottom  land,  very  easy  digging. 

SYery  easy  shoyeling  and  no  tamping;  11  men  7  days  backfilled  9,620 
R.  of  trench. 

^ragscrapers  used  to  baokfiU ;  boy  riding  horses  to  tamp,  gang  22  men, 
S  teamsv  1  boy  and  horse,  2  days  on  5.447  ft. 

TBackfilled  1,670  ft.  In  one  day  by  19  men,  using  1  boy  and  horse  on 
iBmplng. 

SHalf  the  pipe  was  8-ln.  at  cost  hsre  giyen,  half  was  6-in.  costing  >^-ct. 
less  per  ft.  for  laying. 

•around  wet  and  often  muddy.  Backfilling  11.433  ft.  done  by  12  men 
and  a  teams  on  scrapers  In  7  days ;  no  tamping. 

The  lead  and  yam  consumed  per  ft.  of  pipe  (leng-tli  12 
tt)  was: 

1.3  lbs.  of  lead  and  .04  lb.  of  hemp  for  12-in.  pipe. 
.96  lb.  of  lead  and  .04  lb.  of  hemp  for  10-in.  pipe. 
.95  lb.  of  lead  and  .03  lb.  of  hemp  for  8-in.  pipe. 
•66  lb.    of  lead  and  .02  lb.  of  hemp  for    6-in.  pipe. 

Some  6,000   ft  of  2-in.   wrought-iron   service  pipe  was 
laid  in  trenches  2  ft  deep,  at  a  cost  of  1.9  cts.  for  trertfi.\!Aa%> 
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iV:^4  o:.  for  laying  pipe,  and  0.71  ct.  for  backfilling— there 
was  no  tamping  done. 

FVr  a  disuniN?  of  373  ft.  a  trench  2  ft  wide  and  3  ft.  deep 

parsed  Khrv>iigh  a  street  paved  with  "brick  laid  on  7%  ins. 

of  vvn\*rvte.     The  brick  was  removed  for  a  width  of  3  ft. 

and  (he  coc$t  was  as  follows: 

Hen,   OtB.per 
days     lln.tt 

K«tt^^Ttn*^rtok•ndcv»nc^•^* {SSrere        7.0       2.61 

Kxo*Ti^iin*  u>Mioh {EltSrere     18.0       6.30 

l^'trtlUiMCauatamplnjw^ll {lSSS^w  lO.e  4.00 

I  atvr  n^ljkviu^  iS^nort>u» 7.8  2.61 

briv-'k* 4.6) 

rtv>tw«iv>nal  brtok  i>iivor» 4.0S  4.60 

holder* a.o) 

HauUiic  *^r«r  CS  KNa4»  surplus  earih 1.28 

l^ou*  yxl««  Mkiul  ouAhion 4.02 

l.TiV  n^wbrlok* €.92 

1^^  bt4».o«m<M>t  io  r»Uy  c^oncr^te 6.20 

^^^^^la 88.68 


Cost   of   Takiaie   Up   an    Old   Pipe  Idne.— Mr.  'K  B. 

Kit^iutrivk  fiirnishos  the  following  data  relative  to  taking 
\ip  uu>:v  ihi^n  3  miles  of  pipe  line  at  Greenburg,  Kansas. 
Thort^  wore  U\i\V  ft.  of  4-in.  pipe;  4,310  ft  of  6-in.;  2,050 
U.  of  S-iiK.  and  Si^O  ft.  of  10-in.  After  digging  the  trenches, 
the  S-ln.  and  10-in.  pipes  were  raised  a  little,  and  fires 
bull!  under  the  jinnts  until  the  pipe  expanded;  then 
I  he  piivs  wore  un  jointed  by  working  them  up  and  down 
with  a  three-los:  derriok.  The  4-iii.  and  6-in.  pipes  were 
riUsod  bodily  in  K  uir  sei^tions  onto  the  bank,  heated  a  little, 
and  unjoinioii  by  means  of  jack-screws  and  clamp&  The 
time  riHixiired  to  do  all  the  trenching,  backfilling  and  un- 
Jointing.  was  equivalent  to  the  work  of  1  man  for  425  days; 
and.  Ass\iming  wages  at  $1.50  a  day,  the  cost  was  only  3% 
cts.  per  fvxit  of  pipe. 

Cost  of  Subaqueona  Pipe  Laying. — ^A.  line  of  12-in. 
wart  or  piin^  was  laid  in  a  trench  dredged  across  a  river 
500  ft.  wide,  as  follows:  The  water  in  the  river  averaged 
4  ft  deep  and  the  trench  was  dug  6  ft.  deep,  making  a 
depth  of  10  ft,  from  water  surface  to  bottom  of  the  trench. 
The  small  home-made  dredge,  described  in>  my  book  on 
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Earthwork,  was  used  for  the  dredging.  To  lower  the  pipe 
into  the  trench  A-frame  bents  were  built  of  4  x  6-in.  timber, 
the  legs  of  the  bents  straddling  the  trench,  and  each  pipe 
was  supported  by  an  iron  rod  passing  through  a  hole  bored 
in  the  horizontal  member  of  the  A-frame.  These  rods  were 
about  12  ft.  long,  %-in.  diameter,  and  threaded  their  full 
lengrth.  Bach  rod  was  provided  with  a  hook  at  Its  lower 
end  to  hook  into  an  iron  ring  around  the  pipe.  The  pipe 
was  ordinary  cast  iron  pipe,  and  was  leaded  and  calked 
while  suspended  from  the  A-frames.  Then  it  was  the 
intention  to  lower  the  500  ft.  of  pipe  all  at  one  time  by 
putting  a  man  with  a  monkey-wrench  at  each  rod,  to  give 
the  nut  on  the  rod  a  turn  at  a  given  signal  from  a  whistle. 
There  were  43  bents,  12  ft.  apart,  and  it  was  decided  that 
a  force  of  10  men  could  lower  the  pipe  satisfactorily  by 
giving  a  few  turns  of  the  nuts  on  10  rods,  then  moving  to 
the  next  10  rods,  and  so  on.  Through  carelessness  or  mis- 
chief, some  of  the  men  gave  more  turns  to  the  nuts  than 
the  signals  called  for.  This  threw  the  weight  of  several 
pipes  upon  two  or  more  rods,  and  broke  one  of  them  at 
the  hook,  which  was  the  weak  spot  Immediately  all  the 
other  rods  broke  In  rapid  succession,  dropping  the  pipe 
line  into  the  river.  The  pipe  settled  to  the  bottom  without 
breaking  in  two  anywhere,  and  only  one  joint  showed  any 
leakage  of  air  when  I  inspected  the  line  immediately  after 
the  accident.  This  joint  was  calked  by  a  man  who  dived 
down  repeatedly,  and  struck  a  few  blows  each  time  he  was 
down.  However,  a  diver  was  sent  for  to  examine  every 
joint,  and  his  inspection  showed  the  pipe  line  to  be  intact 
from  end  to  end.  The  cost  of  building  the  A-frames, 
placing  and  calking  the  pipe  line  was  as  follows: 

10  men,  3  days,  at  $1.75   $52.50 

1  foreman,  3  days,  at  $3.00 9.00 

10  men,  1  day  at  work  lowering  pipe,  at  $1.75 17.50 

1  foreman,  1  day  at  work  lowering  pipe,  at  $3.00      3.00 

1  diver,  1  day  inspecting  line  25.00 

Traveling  expenses  of  diver  15.00 

Total  for  516  ft  of  pipe ...$122.00 
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Tho  above  does  not  Include  the  cost  of  the  iron  rods, 
ncr  the  timber  used  in  the  hents,  nor  the  "building  of  a 
small  raft  from  which  to  erect  the  A-frame  bents. 

From  this  experience  I  believe  it  would  be  safe  to  dis- 
pense with  the  threaded  iron  reds  for  lowering  such  a  line 
of  pipe.  The  pipe  could  be  held  just  above  the  water  sur- 
face by  small  manila  ropes,  until  calked.  Then  upon  cut- 
ting one  or  two  of  the  ropes,  the  rest  would  break  and 
allow  the  pipe  to  settle  into  the  water.  As  the  pipe  line 
is  quite  bouyant,  when  filled  with  air,  it  settles  down  gent- 
ly upon  the  bottom  of  the  trench.  In  case  a  break  should 
occur  in  the  line,  threaded  rods  could  be  made,  and  the 
pipe  raised  and  repairs  made  at  but  slightly  greater  expense 
than  would  have  been  incurred  had  rods  been  used  in  the 
first  place.  When  pipe  is  lowered  as  above  described,  one 
flexible  pipe  joint  is  usually  provided  at  each  end  of  the 
pipe  line. 

CJost  of  Laying  Pipe  Across  the  Snsqiie]ianna.—Mr. 

James  P.  Herdic  gives  the  following  data  relating  to  laying 
10-in.  cast  iron  pipe  across  the  Susquehanna  River,  at 
Montoursville,  Pa.,  a  distance  of  600  ft.,  average  depth  of 
water  being  13  ft.  A  %-in.  manila  rope  was  first  stretched 
across  the  river,  to  act  as  a  ferry  line  for  the  scows.  The 
scows  wore  loaded  with  pipe.  The  crew  of  8  men  and 
foreman  were  engaged  1  day  in  this  preliminary  work,  and 
then  laid  the  600  ft.  of  pipe  line  in  the  next  2^^  days.  One 
ball  and  socket  joint  was  used  to  every  six  ordinary  joints. 
The  pipe  line  was  lowered  between  the  two  scows,  by  means 
of  chain  pulleys  suspended  from  a  heavy  sawhorse  that 
spanned  the  gap  between  the  two  boats.  The  pipe  was  laid 
in  a  gentle  curve,  bowed  up  stream,  so  as  to  form  an  arch 
to  resist  the  stronger  currents.  This  is  certainly  an  ex- 
cellent record  for  economic  work. 

On  another  place  in  the  Susquehanna  River,  where  the 
current  was  so  swift  that  it  would  swamp  a  scow  if  held 
sidewise  in  the  current  by  a  cable,  as  above  described,  the 
following  method  was  used:  A  scow  was  held  in  the  cur- 
rent with  its  nose  up  stream,  but  at  an  angle  with  the  cur- 
rent;   ropes  from  bow  and  stern  to  the  nearest  shore  eer?- 
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ing  to  hold  it.  In  this  way  the  current  kept  the  ropes 
taut,  and  the  scow  remained  steady  while  the  lead  joints 
were  poured.  The  pipe  line  lay  across  the  middle  of  the 
scow,  which  was  moved  out  from  under  each  joint  as  fast 
as  made.  Six  common  joints  to  each  ball  and  socket  joint 
were  used. 

Cost  of  Laying  a  6-iii.  Pipe  Under  Water. — About 
6,100  ft.  of  6-in.  pipe  were  laid  from  the  New  Jersey  shore 
to  Ellis  Island  under  10  to  17  ft.  of  water.  A  trench  was 
dug  5  ft  deep  by  10  ft.  wide  in  the  mud,  using  a  clam-shell 
bucket.  Heavy  pipe,  weighing  800  lbs.  per  length,  pro- 
vided with  Ward  flexible  joints,  was  used.  Two  scows, 
each  26  x  80  ft.,  were  fastened  together,  6  ft.  apart,  and 
provided  with  two  skids  of  10  x  10-in.  timibers  55  ft  long, 
leading  down  between  the  scows  to  the  bottom  of  the 
trench.  The  skids  could  be  lowered  in  rough  weather. 
•Two  lengths  of  pii>e  were  placed  at  one  time  on  the  skids, 
a  derrick  being  used  for  the  purpose,  and  then  the  scows 
were  warped  ahead  24  ft.  The  whole  work  occupied  just 
a  month,  using  a  force  of  10  laborers,  2  calkers  and  1  diver 
to  calk  any  leaks,  etc.  The  best  day's  work  was  516  ft 
The  line  was  tested  under  80  lbs.  pressure,  and  leaked  only 
5  cu.  ft  in  %-hr. 

Cost  of  Laying  Pipe  Across  the  Willamette  River. — 

In  EJng.  Record,  Sept  19  and  26,  1897,  the  laying  of  32-in. 
pipe  across  the  Willamette  River,  Oregon,  is  described. 
Two  scows  and  an  inclined  cradle  were  used.  The  gang 
was  16  men  and  1  diver,  and  they  laid  80  tt.  of  pipe  per  day 
ia  a  trench  23  ft  below  the  water  surface. 

Cost  of  a  Wood-Pipe  Line. — Mr.  James  D.  Schuyler, 
in  Trans.  Am.  Soc.  C.  E.,  Vol.  31  (1894),  describes  and  illus- 
trates very  fully  the  building  of  a  wooden  pipe  line  for 
Denver,  CJol.  The  pipe  was  30  ins.  diameter,  made  of 
staves  of  Texas  pine  lM:-in.  thick,  with  %-in.  round  iron 
bands.  A  pipe  laying  gang  consisted  of  8  to  16  men  ac- 
cording to  the  number  of  bands  per  unit  of  length,  half 
the  gang  being  employed  in  back  cinching.  On  a  34-in. 
pipe  a  gang  placed  700  to  1,000  bands  per  day,  laying  from 
150  to  300  lin.  ft  of  pipe.    On  a  44-in.  pipe  the  rate  was 
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500  bands  per  day.  The  cost  of  erection  waa  from  5  cts. 
per  band  on  a  30-in.  pipe  to  10  cts.  per  band  on  a  48-iiL 
pipe.  The  cost  of  16.4  miles  of  30-in.  pipe  -was  $1.36  per 
ft,  distributed  as  follows: 

1,869  M  Texas  pine,  at  $27.50 |51,399 

271,900  steel  bands  (V^-in.)  and  shoes  54,300 

Erection  of  pipe,  5.1  cts  per  band,  by  contract..    13,866 

$119,565 

In  addition  the  trenching  and  backfilling  cost  48  cts. 
per  ft.,  which  was  unusually  expensive. 

Cost  of  A  64-HP.  Gasoline  Pvmpins  Plant  and 
Pumping. — ^Mr.  P.  B.  Harroun  gives  the  following  on  the 
cost  of  a  gasoline  pumping  plant  ifor  the  water-works  of 
Porterville,  Cal.,  having  a  population  of  2,000: 

Two  gasoline  engines: 

Two  gasoline  engines,  each  32  HP $2,860 

Hauling  and  placing  on  foundations  90 

Two  belt  tighteners    76 

Framing  and  placing  same   22 

Fittings,  foundation  bolts,  tubes,  etc 48 

Uabor,  lining  up,  adjusting,  etc.,  30  cts.  per  hr. . . .  38 

Belting   141 

(Miscellaneous   U 

Ck)st  of  two  engines  in  place $3,286 

Two  pumps: 

Two  9  X  12-in.  single  acting  triplex  pumps $2,816 

Hauling  and  placing  on  foundations 170 

Foundation  bolts,  tubes  and  setting  same 42 

Special  castings   372 

Pipe,  flanges  and  bolts 248 

Valves *. 160 

*  Fittings,  gaskets,  miscellaneous  and  blacksmithing  134 

Labor  connecting  up 100 

Ejector,  pipe  fittings  and  connecting  up 38 

Cost  of  two  pumps $4,080 
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This  makes  the  combined  cost  of  engines  and  pumps,  ex- 
clusive of  concrete  foundations,  $7,366. 

The  cost  of  pumping  with  this  plant  into  a  stand-pipe 
was  as  follows,  in  the  month  of  May,  1904: 

1,700  gals,  crude  Ooalinga  oil,  at  4  cts $68.00 

22  gals,  engine  oil,  at  50  cts 11.00 

5  gals,  engine  gasoline,  at  30  cts 1.50 

25  gals,  pump  oil,  at  50  cts 12.50 

8  lbs.  pump  gear  compounds,  at  25  cts 2.00 

20  lbs.  waste,  at  10  cts 2.00 

%  time  of  superintendent 50.00 

Full  time  of  assistant  superintendent 65.00 

Total  per  month  $212.00 

During  this  month  the  pumps  raised  12,678,000  gals,  a 
height  of  164  ft.;  the  pumps  actually  pumped  458  hrs. 
This  makes  the  cost  a  trifle  more  than  10  cts.  per  million 
gallons  raised  1  ft.  high.  There  were  1,200  consumers  who 
used  340  gals,  per  capita.  The  crude  oil  weighs  7^  lbs. 
per  gal.,  and  develops  19,600  B.  T.  U.  per  gal.  The  best 
performance  of  the  plant,  extending  over  several  days,  has 
been  1.43  pints  of  crude  oil  per  horse-power  hour.  The 
combined  efficiency  of  th-e  pump  and  belting  was  70%,  so 
that  1  pint  of  crude  oil  developed  about  1  B.  HP.  per  hr. 
Half  of  the  superintendent's  time  is  charged  to  the  plant 
and  half  to  the  office  expense  of  the  water-works  system. 

Cost  of  a  PnmpxPit. — Mr.  P.  B.  Harroun  gives  the  fol- 
lowing data  on  excavating  a  circular  pump-pit  26  ft.  deep 
and  22  ft.  in  diameter.  The  work  was  done  in  Porterville, 
Cal.,  in  1904,  by  company  labor  which  was  not  efficient, 
and  was  high  priced.  In  sinking  the  pit,  the  upper  8  ft. 
were  river  silt,  then  came  5  ft.  of  coarse  gravel  carrying 
a  large  volume  of  water,  and  the  remaining  13  ft.  were 
in  clay.  The  clay  was  very  hard  to  pick,  and  contained 
many  seams  carrying  water.  The  sides  of  the  pit  were 
covered  with  spouting  streams  and  the  bottom  of  the  pit 
was  a  series  of  small  geysers.  On  account  of  the  slough- 
ing of  the  sides,  it  wa^  uecessary  to  timber  the  pit  frg© 


416  HAXDBOOK   OF   COST  DATA. 

top  to  bottom.  The  timbering  consisted  of  4  x  12-in. 
rangers  or  wales,  and  braces,  sheeted  with  2-in.  plank 
driven  vertically,  as  in  sewer  work.  The  earth  was  loaded 
with  shovels  into  dump  boxes,  holding  %-cu.  yd.  each,  and 
raised  with  a  derrick,  the  hoisting  power  being  a  pair  of 
mules.  One  box  was  loaded  while  the  other  was  being 
dumped  into  a  wagon.  The  following  costs  do  not  include 
the  hauling  away  in  wagons  or  the  cost  of  pumping  the 
pit: 

Per  cu.  yd. 

Laborers,  at  20  cts.  per  hr $0.58 

Team  of  mules,  at  20  cts.  per  hr 0.06 

Foreman  of  laborers  (130  hrs.),  at  30  cts.  per  hr.. .     0.08 

Tools  and  blacksmithing 0.14 

Lumber  (7l^  M,  at  $22)   0.36 

Miscellaneous  material 0.04 

Carpenter  (160  hrs.),  at  35  cts 0.11 

Carpenter's  helper  (154  hrs.),  at  20  cts 0.07 

Foreman  of  timbering  (130  hrs.),  at  30  cts 0.08 

Total  per  cu.  yd.,  for  454  cu.  yds $1.52 

It  will  be  noted  that  the  carpenter  work,  including  help- 
er, cost  $11.50  per  M  of  timber.  There  were  10  laborers, 
1  team  of  mules,  and  1  foreman,  at  work  about  13  days 
(10-hr.),  doing  the  excavating. 

A  circular  reservoir  4  ft.  deep  and  52  ft  in  diameter  was 
excavated  in  stiff  adobe  (clay),  and  about  300  cu.  yds.  were 
loaded  with  pick  and  shovel  into  wagons  and  hauled  away. 
The  cost  of  this  pick  and  shovel  work  alone  was  59  cts. 
per  cu.  yd.,  wages  being  20  cts.  per  hour. 


SECTION   VIII. 

COST   OF  SEWERS,  VITRIFIED  CONDUITS  AND  TILE 

DRAINS. 

General  Considerations. — Trenches  for  sewers  are  usu- 
ally much  deeper  than  trenches  for  water  pipes,  because 
it  is  generally  considered  desirable  to  have  a  sewer  deep 
enough  to  drain  cellars  and  basements.  In  cities  a  com- 
mon depth  is  8  to  11  ft  If  the  depth  is  more  than  about 
6  ft.,  even  in  narrow  trench  work,  men  will  be  required  on 
the  surface  to  shovel  the  earth  back  from  the  edge  of  the 
trench  after  it  has  been  cast  up.  In  such  cases  always  cast 
the  earth  onto  plank,  for  reasons  given  In  Section  2  on 
Earthwork.  When  the  depth  much  exceeds  8  ft,  it  is 
advisable  to  cast  the  earth  out  of  the  trench  in  stages, 
using  platforms  about  6  ft  apart — or  less  if  the  earth  is 
sloppy.  Bear  in  mind  that  where  the  trench  is  a  wide 
one,  there  is  much  handling  of  the  earth  after  it  reaches 
the  surface,  both  in  stacking  it  up  in  piles  and  in  moving 
it  back  into  the  trench  ("backfilling")  after  the  sewer 
has  been  laid.  In  large  sewer  construction  there  is  more 
excavation  than  backfill,  and  the  excess  must  be  loaded 
and  carted  away.  JSach  case  must  be  estimated  separately, 
which  can  be  done  with  the  data  given  in  Section  2  on 
Elarthwork,  and  with  the  data  in  this  section  and  in  the 
previous  section  on  Water-works. 

Deep  trenching  is  beset  with  so  many  difficulties,  such 
as  the  handling  of  unexpected  bodies  of  water,  the  cav- 
ing of  banks  even  when  well  sheeted,  and  the  like,  that 
liberal  estimates  of  cost  should  always  be  made.  Then 
$7  to  $10  a  day  should  ordinarily  be  added  for  rental  of 
a  trench  machine,  for  even  where  owned  by  the  contractor 
a  ]i<beral  allowance  must  be  made  for  wear  and  tear  and 
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Interest,  since  so  much  of  the  time  the  machine  is  ordi- 
narily idle.  The  cost  of  the  sheeting  plank  must  be  added, 
also  that  of  pumping.  In  many  localities  glacial  boulders 
are  likely  to  be  encountered,  greatly  delaying  work  and 
adding  to  the  cost. 

Accidents  to  men  are  frequent — so  mutjh  so  in  some  soils 
that  accident  insurance  companies  absolutely  refuse  to 
Insure  a  sewer  contractor's  men.  Accident  insurance  is 
seldom  less  than  1%  of  the  pay  roll,  even  on  safe  work, 
and  on  sewer  work  it  often  runs  up  to  several  per  cent 

Coat     of     EzeaTating    With    Trench     Maohinea.— A 

trench  machine,  as  the  term  is  here  used,  does  not  mean 
an  oarih  digger,  but  an  earth  conveyor.  The  Carson  trench 
machine  is  a  good  example  of  the  type.  It  consists  essen- 
tially of  a  single  rail  track  on  which  a  trolley  travels, 
being  hauled  back  and  forth  by  the  cables  of  a  hoisting 
engine.  The  trolley  carries  the  bucket  into  which  the 
earth  or  rock  has  been  loaded  by  hand.  The  single  rail 
track  is  supported  at  intervals  by  a  light  trestle  made  of 
bents  that  are  A-shaped. 

Tho  logs  of  the  A-bents  are  provided  with  wheels  at 
tho  bottom  riding  on  a  track  straddling  the  trench,  and 
tbc  wbolo  trestle  can  be  moved  forward  in  5  to  10  mins., 
from  timo  to  time,  as  the  work  advances,  without  taking 
the  trestle  apart,  unless  a  curve  has  to  be  rounded.  These 
A-bents  are  of  6  x  8-in.  spruce,  20  ft.  high  and  have  a 
spread  of  IS  ft.  at  the  bottom.  The  trestle  is  288  ft  long, 
and  buckets  of  1  cu.  yd.,  each  are  handled.  The  crew  and 
the  cost  of  operation  are  the  same  as  for  a  cableway. 

Mr.  A.  W.  Byrne  states  that  in  completing  one  4,000-ft 
section  of  the  Metropolitan  sewer  system,  at  Boston,  he 
used  the  following  force: 

1  engineman    $3.00 

1  lockman  2.00 

1  dumper   1.50 

8  shovelers,  at  $1.75 14.00 

2  bracers,  at  $2.50   5.00 

2  tenders,  at  $2.00  4.00 
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4  plank  drivers,  at  $2.00 |8.00 

2  men  cutting  down  planks,  at  $2.00 4.00 

8  men  pulling  planks,  etc.,  at  $1.75 14.00 

Total  $55.50 

This  force  wx)rking  in  a  trench  9  ft.  wide  x  20  to  30  ft. 
deep  averaged  64  lin.  ft.  a  week  in^  "boiling  sand,"  the 
pressure  of  which  would  break  6  x  8-in.  stringers  2%  ft 
apart,  and  192  ft.  a  week  in  grravel  and  coarse  sand,  which 
is  equivalent  to  70  to  110  cu.  yds.  a  day  in  the  running  sand, 
and  200  cu.  yds.  in  good  ground,  or  at  a  -cost  ranging  from 
80  to  25  cts.  cu.  yd.  A  steam  pump  running  at  a  cost  of 
$10  a  day  was  also  required,  and  about  ^ton  of  coal  was 
used  by  the  trench  machine.  The  work  mentioned  was 
done  after  the  trench  machine  was  set  up,  and  the  gang 
well  organized.  Another  contractor  states  that  it  took 
him  two  days  to  dismantle  a  machine,  move  it  1,000  ft.  and 
set  up  again. 

The  Adams  trench  machine  consists  of  a  series  of 
wrought-iron,  n -shaped  bents,  the  lower  feet  of  the  0 
being  provided  with  wheels  running  on  rails  laid  each 
side  of  the  trench.  These  fl  bents  carried  two  rails,  oii 
each  side,  beneath  the  top  of  the  bent,  and  a  car  ran  along 
these  rails;  this  car  is  pulled  back  and  forth  by  cables 
from  a  hoisting  engine  at  one  end  of  the  trench;  and  the 
same  engine  raises  buckets  up  to  the  car  where  they  are 
gripped.  Working  In  sand  at  Peoria,  111.,  the  following 
was  the  cost  in  a  trench  13  ft  wide  x  45  ft  deep: 

Per  day. 

18  men   loading  buckets,   at   $1.50 $27.00 

1  man  operating  bucket  car 2.00 

1  foreman  3.00 

1  englneman 2.50 

1  waterboy 50 

Coal,  oil,  etc 1.00 

Total  per  day $36.00 

Tbls  force  excavated  284  buckets  of  1  1-9  cu.  yds.  eacb.^ 
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fjT  310  '  'J    vis..  dai:v  at  a  cost  of  11.4  rts.  per  cu.  yd.,  as  the 
av«-*"a;?''  of  1   month. 

TJi*-  fcam*?  ^ang  operating  in  a  trench.  12  ft.  wide  x  33  ft 
i\t*'\).  av<rrajr*r'l  li'sS  buckets  a  day,  at  a  cost  of  12.5  cts.  per 
nj,  yrl.  MoKt  of  the  excavated  materia]  was  dumped  di- 
rectly from  the  buckets  as  backfill  into  the  trench  where 
the  Kewer  was  completed. 

A  Moore  Hoister  and  CJonveyor,  which  differed  only  in 
having?  the  bucket  car  travel  on  top  of  the  hent^  Instead 
of  below,  r(.'<juirerl  cue  more  man  handling:  the  buckets, 
making?  the  daily  force  account  $38.  In  a  trench  12  ft.  wide 
/  '.\T,  ft.  deep  the  Moore  machine  dally  averag:ed  286  buckets 
of  1  ^u.  yd.  each,  at  a  cost  of  13.3  cts.  per  cu.  yd. 

TlK'«e  records  for  Adams  and  Moore  machines  show  un- 
usually low  costs.  They  should  not  be  taken  as  averages, 
but  rather  as  showing  the  very  best  that  can  be  done 
under  favorable  conditions.  Mr.  A.  D.  Thompson  is  my 
authority  for  these  cost  records.  The  cost  of  sheeting  these 
treiH'hes  is  given  on  pages  435  and  436. 

Cost   of   Difficult   Trench   EzoaTation   in   ICaM.— Mr. 

II.  II.  Tarter  gives  the  following  account  of  work  done  by 
conirart.  in  Massachusetts  in  1884:  A  trench  2,100  ft  long,9^ 
fl.  (ie<p  and  20  ft.  wide  was  dug  for  a  conduit  along  the  shore 
of  a  i>Mid  and  about  30  ft.  away  from  the  water's  edge. 
'!'h«'  wjiljr  in  ihi'  pond  was  8  ft  higher  than  the  bottom  of 
tlin  trench,  but  most  of  the  water  that  entered  the  trench 
Hcejx'd  In  from  the  side  farthest  away  from  the  pond.  The 
water  was  handled  by  two  Pulsometer  Steam  Pumps.  A 
large  (luantlly  flowed  in  at  some  places.  All  water  was 
pumped  from  Kunips  located  ahead  of  the  laying  of  the 
brick  <()iidult.  No  underdrains  were  left  under  the  finished 
<M>nduli.  The  mat(Mial  excavated  was  variable.  The  greater 
part  of  lUn  conduit  was  built  on  a  hard,  coarse  sand  and 
gravel  bottom;  l)ut  for  several  hundred  feet  quicksand  was 
encountered  In  the  l)ottom.  A  Carson  trench  machine  was 
UHcd  f(»r  10  weekH.  Tlie  total  excavation  was  15,100  cu.  yds., 
or  7.2  cu.  yds.  per  lln.  ft.  of  trench.  The  backfill  amounted 
to  only  l.r>  cu.  yds.  per  lin.  ft  of  trench.  The  itemized  colt 
was  AS  follows  for  2»100  ft,  or  15,100  cu.  ydi.: 
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Tatal.    Per  cu.  yd. 

Foreman,  66  days  at  $4.00 $264.00  )  ^^^.. 

159  days  at  $2.50 397.50  f  '^"^^ 

Engineman,  123  days  at  $2.50  ....       307.50  0.020 

Fireman,  147  days  at  $1.75 257.25  0.016 

Pumpman,  94  days  at  $3.00  282.00  )  ^  .„^ 

56  days  at  $1.75   98.00  ]  "'"^^ 

Laborer,  2,400  days  at  $1.25 3,000.00  0.200 

2,200  days  at  $1.50 3,300.00  0.220 

Bracer,  366  days  at  $1.75   640.50  0.042 

Carpenter,  7  days  at  $2.00 14.00  0.001 

Horse  and  cart,  88  days  at  $4.00  . .       352.00  0.023 

Horse  and  car,  10  days  at  $3.15  . .         31.50  0.002 

Scraper,  71  days  at  $5.00  355.00  0.024 

Carson  machine,  10  weeks  at  $45.00       450.00  0.030 

Engines,  103  days  at  $2.00 206.00  0.014 

Boiler,  129  days  at  $1.00 129.00  0.009 

Pumps  (two),  199  days  at  $0.80  . .        159.20  0.011 

Derricks,  72  days  at  $1.00  72.00  0»005 

Tools 71.00  0.005 

Coal,  80  tons  at  $6.00 480.00  0.032 

Sheeting,  loss  on,  at  $14  per  M. . . .        200.00  0.013 

Iron,  at  3  cts.  per  lb 15.00  0.001 

Miscellaneous 26.00  0.002 

Total   $11,107.45  $0,740 

The  backfilling  and  embankment  cost  is  included  in  the 
above  cost  of  74  cts.  per  cu.  yd.  of  trench  excavation.  Prop- 
erly it  should  be  separated,  as  follows:                 p  ,.      .. 

Excavating  trench $3.20 

Bracing  trench,   labor    0.30 

lumber  0.10 

Pumping  trench 0.45 

Backfilling 0.71 

Ehnbankment   « 0.69 

Miscellaneous 0.28 

Total  pBr  lin.  ft $5.73 

Deducting  the  backfilling  and  embankment,  we  have  left 
14.33  per  lin.  ft.,  or  60  cts.  per  cu.  yd.  of  trench.  The  back- 
filling itself  cost  18  cts.  per  cu.  yd.  backfilled. 
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This  same  trench  work  was  extended  across  a  pond  that 
had  been  filled  with  an  embankment  of  grrayel  and  sand 
from  a  trestle.  The  trench  was  excavated  in  the  center  of 
this  embankment,  and  was  18  ft.  wide,  with  sheet  piles  on 
both  sides,  and  its  bottom  was  6  ft  below  the  level  of  the 
pond.  The  water  was  handled  by  two  pulsometers  and  one 
Andrews  pump.  The  trench  was  1,550  ft  long,  containfaig 
8,070  cu.  yds.  and  took  125  days  to  excavate.  The  itemized 
cost  was  as  follows: 

Total.    Per  cu.  yd. 

Foreman,  35  days  at  $3.50  $122.50  $0,015 

150  days  at  $2.50 375.00  0.047 

Engincman,  146  days  at  $2.50  ....  465.00  0.058 

Pumpman,  286  days  at  $1.75 500.50  0.062 

Laborer,  400  days  at  $1.65 680.00  0.085 

460  days  at  $1 50 690.00  0.086 

2,500  days  at  $1 25 3,125.00  0.383 

Bracer,  255  days  at  $1.75  446.25  0.056 

Horse  and  car,  12  days  at  $3.15 37.80  0.004 

Engines,  125  days  at  $2.00 250.00  0.031 

Boiler,  125  days  at  $1.00   125.00  0.015 

Pulsometers,  223  days  at  $0.80 178.40  0.022 

Pump  (Andrews),  67  days  at  $2.00  134.00  0.017 

Derricks,  125  days  at  $1.00 125.00  0.015 

Tools 57.00  0.007 

Coal,  52  tons  at  $6.00 312.00  0.039 

Spruce.  49  M  left  in  at  $14.00   ....  686.00  0.086 

Miscellaneous    35.00  0.004 


Total  (1,550  lin.  ft)  $8,344.45  $1,032 

f  This  cost  of  $1.03  per  cu.  yd.  includes  some  but  not  all  of 
the  backfilling.  The  cost  per  lin.  ft  was  distributed  as  fol- 
lows: 

Per  lin.  ft 

Excavating   $3.25 

Bracing,  labor  0.29 

lumber  0.45 

Pumping  0.72 

Backfilling  and  embankment  0.66 

Total  $6.37 
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Deducting  the  backfilling  we  have  $4.71  per  lln,  ft,  which 
is  equivalent  to  90  cts.  per  cu.  yd.  of  trench.  The  backfill- 
ing itelf  cost  19  cts.  per  cu.  yd.  backfilled.  The  contractor's 
price  was  less  than  half  what  the  work  cost  him,  but  it  ap- 
pears evident  that  he  did  not  manage  his  work  very  well. 

Cost  of  TrenoMng  by  Cableways. — A  cableway  con- 
sists essentially  of  a  main  cable  suspended  between  two 
towers,  and  serving  as  a  track  for  the  trolley  carrying  the 
loaded  bucket,  which  is  pulled  back  and  forth  by  small 
cables  from  a  stationary  hoisting  engine.  The  following 
data  will  give  a  good  idea  of  what  can  be  done  with  a  cable- 
way. 

Parallel  with  a  railroad  track  a  trench  14  ft.  wide  by  18 
ft.  deep  was  dug  in  earth  slightly  more  compact  than  "aver- 
age." A  Lambert  cableway  with  towers  400  ft.  apart  was 
used,  and  it  delivered  the  buckets  to  a  chute  that  discharged 
into  railroad  cars  alongside.  The  writer's  record  of  cost 
was  as  follows: 

Per  day. 

30  men  loading  buckets,  at  $1.50 $45.00 

1  signalman   (signaling  engineman),  at  $1.75. .  1.75 

1  man  hooking  buckets  to  cable's  trolley,  at  $1.75  1.75 

1  man  dumping  buckets,  at  $1.75   1.75 

4  men  driving  sheet  plank  and  bracing,  at  $1.50  6.00 

5  men  spreading  earth  in  cars  and  moving  cars, 

at  $1.50  7.50 

1  engineman 3.00 

1  fireman    1  75 

1  waterboy  1.00 

1  foreman 4  00 

Total   $73.50 

The  output  was  260  buckets  in  10  hrs.,  each  bucket  holding 
1%  cu.  yds.  of  loose  earth,  which  was  probably  not  much 
more  than  1  cu.  yd.  measured  in  cut.  The  wages  and  coal 
amounted  to  $76  a  day.  Hence,  not  including  the  cost  of 
timber  sheeting,  nor  the  hauling  and  unloading  of  cars,  the 
cost  of  excavation  was  about  30  cts.  per  cu.  yd.  There  was 
no  backfilling,  as  the  trench  was  for  a  retaining  wall.  When 
the  bucket  was  traveling  360  ft.  from  pit  to  dump,  the  fol- 
lowing time  was  required  for  each  round  trip: 


« 

tt 
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Raising  bucket   15  seconds. 

Moving  bucket  360  ft 35 

Dumping  bucket 25        " 

Returning  bucket  35 

Lowering  bucket   15 

Changing  buckets  15       " 

Total    140  seconds. 

Almost  5  sees,  could  be  saved  on  each  of  these  six  items  if 
everything  went  well,  but  with  the  ordinary  slight  delays  the 
above  is  a  fair  average  for  each  round  trip — that  is  2%  mins. 
A  cableway  may  be  used  to  advantage  in  pulling  sheet 
planking,  and  one  2  x  10-in.  plank  buried  16  ft  in  the  earth 
can  be  pulled  in  1  min.,  thus  making  the  cost  of  timber  re- 
moval merely  nominal.  In  pulling  the  plank  use  a  piece 
of  1  X  3-in.  iron  bent  into  a  U-shape  and  with  a  ring  welded 
to  one  leg  of  the  U.  It  clings  to  the  plank  even  though  it  is 
not  held  by  a  set  screw  or  the  like. 

To  move  one  of  these  cableways  takes  a  gams  of  15  men 
three  days  if  they  are  "green"  at  the  work,  two  days  if  ifley. 
are  used  to  it.  The  anchorage  for  the  main  cable  is  made 
by  digging  a  trench  5  or  6  ft.  deep  and  16  f L  long,  in  which 
a  log  16  or  18  ins.  in  diameter  and  15  ft.  long  is  laid,  and  the 
cable  carried  around  its  centre.  A  short  narrow  trench 
leads  off  from  the  main  trench  so  as  to  give  a  clear  way  for 
the  cable  to  pass  to  the  top  of  the  tower.  The  main  trench 
is  filled  with  stones  carefully  laid  over  the  log,  and  on  top 
of  the  ground  over  the  log  is  built  a  pile  of  stones  6  ft.  high 
X  12  X  12  ft.  To  move  all  this  rock  for  the  anchors,  to 
move  the  engine,  towers,  cables,  etc.,  and  set  up  again  will 
seldom  cost  less  than  $50,  and  frequently  costs  $75,  to  say 
nothing  of  the  lost  time.  If  this  cost  is  added  to  the  cost 
of  excavating  the  earth  in  a  tren-ch  370  ft  long,  it  will 
amount  to  several  cents  per  cu.  yd.  Thus  if  the  trench 
is  only  6  ft  wide  x  9  ft  deep,  there  will  be  740  cu.  yds.  in 
370  ft.  of  trench,  and  if  it  costs  $74  to  move  the  cableway, 
we  have  10  cents  per  cu.  yd.  of  trenching  chargeable  to  the 
cableway  moving,  besides  the  cost  of  excavation  and  back- 
fill. For  deeper  and  wider  trenches  this  cost  of  moving, 
being  distributed  over  a  greater  yardage,  becomes  a  com- 
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paratiyely  em-all  item.      Eiach  case  must  be  treated  as  a 
separate  problem,  in  ascertaining  the  cost 

The  following  data  have  been  obtained  from  The  Carson 
Trench  Machine  Co.,  of  Charles  town,  Boston,  Mass.,  mak- 
ers of  the  Carson-Lidgerwood  cableway  much  used  on  the 
Rapid  Transit  Subway,  New  York  City: 

Two  A-shaped  bents  or  towers,  20  to  35  ft.  high,  and  200 
to  300  ft.  apart,  support  the  1%-in.  cable  along  which  the 
bucket  travels.  A  hoisting  engine  at  one  end  with  two 
7  X  10-in.  cylinders  and  capable  of  lifting  5,000  lbs.,  raises 
and  transports  the  buckets  at  a  speed  of  440  ft  a  minute, 
or  5  miles  an  hour. 

Aside  from  the  men  required  to  fill  the  buckets,  the  force 
required  consists  of  an  englneman,  a  fireman,  a  signalman, 
•and  a  dumpman;  and  Mj  to  l^-ton  of  coal  is  daily  consumed. 
On  a  sewer  in  Orange,  N.  J.,  44  buckets  (1  cu.  yd.)  were 
handled  per  hour  on  an  average,  60  being  the  maximum. 
The  output  depends  upon  the  number  of  men  digging,  and 
the  character  of  the  material,  but  250  cu.  yds.  a  day  may  be 
taken  as  a  good  output. 

The  following  costs  are  given  in  letters  to  the  Carson 
Trench  Machine  Co.: 

Mr.    Frank  P.    Davis,   G.   E.,  gives  the  following  for  a 
sewer  in  Washington,  D.  C:    Width  of  trench  18  ft;    depth 
at  which  cableway  began  work,  15  ft;    distance  of  travel 
of  1  cu.  yd.  bucket,  150  ft;    number  of  trips  per  hour,  35; 
hours  per  day,  8;    material,  cemented  gravel.    Cost: 

Engineman   $2.00 

Fireman 1.25 

Signalman 1.00 

2  dumpers,  at  $1 2.00 

Coal,  oil  and  waste  1.50 

Interest  and  maintenance  (estimated) 7.00 

$14.75 
30  men  picking  and  shoveling  30.00 

Total'for  280  cu.  yds $44.75 

Cost  of  picking,  shoveling,  hoisting  15  ft  and  conveying 
150  ft  to  wagons,  16  cts.  cu.  yd.    (Note  that  the  wages  were 
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very  low.)    Bracing  and  sheeting  was  going  on  at  the  same 
time;   the  men  did  not  know  they  were  being  timed. 

James  Pilkington,  of  New  York,  says:  '*I  have  excavated 
and  refilled  250  cu.  yds.  in  10  hours  at  an  expense  of  15 
cts.  per  yard.  For  rock  excavation  the  cableway  has  no 
equal.  I  have  taken  the  machine  down  and  moved  250  ft, 
and  put  up,  and  was  in  working  order  in  three  hours  and 
fifty  minutes."  This  is  unusually  fast  and  indicates  that 
Mr.  Pilkington  did  not  raise  his  towers  by  "main  force 
and   awkwardness." 

Co  ft  of  Trenching  With  Trench  Excavators. — In  En- 
gineering News,  Dec.  24,  1903,  Mr.  EJrnest  McCullough,  En- 
gineer for  the  Municipal  Engineering  and  Contracting 
Co.,  Chicago,  111.,  gives  the  following  data  relating  to  work 
done  by  the  "Chicago  Trench  EJxcavator" — a  machine  made 
by  that  company. 

The  machine  consists  of  an  endless  chain  provided  with 
cutters  and  scrapers  which  deliver  the  earth  onto  a  trav- 
eling belt,  the  excavators  and  conveyors  being  carried  by 
a  four-wheeled  traction  engine,  which  furnishes  the  power. 
These  machines  are  rented  or  sold  to  contractors. 

In  laying  IV2  miles  of  pipe  sewers  at  Mashfield,  Wis.,  the 
daily  cost  of  operating  the  machine  and  laying  pipe  was 
as  follows: 

Operator  of  trench  digger  $3.00 

Engineman  of  trench  digger 2.75 

Fireman  of  trench  digger  2.25 

Man  trimming  bottom  of  trench 2.25 

2  men  bracing  trench  with  plank 4.00 

,    2  pipe  layers,  at  $2.50  5.00 

*    2  men  furnishing  pipe  and  mortar 4.00 

2  men  tamping  earth  around  pipe  4.00 

1  man  shoveling  earth  down  to  the  tampers 2.00 

2  teams  and  drivers  scraping  backfill   7.50 

4  men  holding  the  scrapers   8.00 

Total  labor  per  10-hr.  day $44.75 

About  %-ton  of  coal  was  used  daily. 

The  trench  was  27  ins,  wide  and  averaged   7  ft.  deep. 
The  best  day's  run  was  850  lin.  ft.  of  trench,  or  500  cu.  yd& 
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in  10  hrs.,  in  dry  clay  containing  no  stone^.  On  another 
day  nearly  5O0  ft.  were  run  in  spite  of  many  stops  to  blast 
out  boulders.  A  fair  average  was  400  to  500  lin.  ft,  or 
300  cu.  yds.,  per  day.  Due  to  the  jarring  of  the  ground 
by  the  machine  it  is  necessary  to  brace  the  trench. 

(I  -am  informed  by  Mr.  McCullough  that  records  of  650 
cu.  yds.  per  day  have  recently  been  made  with  this  ma- 
chine.) 

These  trench  excavators  are  made  in  four  sizes  to  ex- 
cavate from  14  ins.  to  60  ins.  in  width  and  up  to  20  ft.  in 
depth. 

As  confirming  these  data  of  Mr.  McCullough's,  the  fol- 
lowing records  given  by  Mr.  B.  Ewing  are  of  value:  In  the 
summer  of  1904,  many  miles  of  pipe  sewers  were  built  at 
Wheaton,  111.,  by  contract.  Two  Chicago  EJxcavators  were 
usfed,  cutting  a  trench  2^^  ft  wide,  7  to  18  ft  deep.  One 
machine  would  excavate  750  lin.  ft.  of  trench  7  ft  deep 
through  hard  clay  mixed  with  small  stones,  in  a  10-hr.  day. 
In  cutting  trenches  15  to  18  ft,  a  machine  would  average 
150  to  200  lin.  ft.  per  day,  depending  upon  how  much  brac- 
ing was  necessary. 

Cost  of  Pumping  Water  From  TrenchoB. — ^The  cost 
of  pumping  water  from  trenches  is  given  by  Mr.  Eliot  C. 
Clarke  as  follows  for  three  kinds  of  wet  trenches,  name- 
ly, "slightly  wet,"  "quite  wet"  and  "very  wet" 

In  a  "slightly  wet"  trench  one  hand-pump  was  used. 

In  a  "quite  wet"  trench  one  steam-pump  and  a  line  of 
8-ln.  pipe  was  used,  sumps  or  wells  being  .500  ft.  apart; 
the  rent  of  this  plant  is  rated  at  $3  a  day;  the  engineman, 
$2.50  a  day;    the  price  of  fuel  is  not  given. 

In  a  "very  wet"  trench  two  steam  pumps  and  wells  every 
250  ft.  were  used;    three  enginemen. 

The  cost  of  pumping  per  lineal  foot  of  trench  ynsis  as 
follows: 

Depth  of  trench,  ft 5  10  15  20  25 

SUghtly  wet.  cost  perft $0.06      $0.07      $0.10      $0.13      $0.18 

Quite  wet  cost  per  ft 0.71        0.78        0.78        1.04        1.27 

Very  wet,  cost  per  ft 1.17        1.19        1.28        1.64        2.26 

Sizes  and  Prices  of  Sewer  Pipe. — The  manufacturers 
of  vitrified  sewer  pipe   have  adopted    (Dec.   19,  1901)   the 
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Special  Deep  Socket  Pipe. 


Size  of 

Thick- 

Depth of 

CemanI 

Weight 

Pipe. 

ness. 

Socket. 

Space. 

per  ft. 

4  In. 

>4  m. 

a 

In. 

^  m. 

10  lbs. 

6    •• 

h    " 

2^ 

>i    " 

18    «• 

e   " 

%    " 

2>i 

>i    •• 

17    •• 

8    •• 

H    •• 

2% 

H    '* 

26    «• 

10    ••       . 

%    •* 

2% 

H    " 

86    •• 

12    " 

1       " 

8 

^    •• 

48    " 

16    " 

IH    " 

8 

K    " 

70    " 

18    •• 

IK    •• 

8>i 

^    *' 

80    " 

30    •• 

IH    " 

8^ 

H    •• 

100   •• 

24    " 

IX    " 

4 

^    •• 

160    " 

TABLE  XX. 
Dimensions  of  Donble  Streng^th  Sewer  Pipe. 

Standard  Socket. 


f             Thick- 
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Socket. 
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i.             l}i  in. 

2yi  m. 

yi  m. 

80  lbs. 

l>i    " 

.    2>i    - 

)i    " 

100   •• 

1%    " 

2%    " 

K    •• 

126    •• 

1%    '* 

8       " 

>i    '« 

188    •• 

1  8   ** 

3 

>i    •• 

155    " 

2        " 

8)i    •• 

K    •• 

200    •• 

2H    " 

4       •• 

5i    *• 

260    " 

2^    •• 

4 

%    " 

800    " 

2%    " 

5 

IK    " 

340    •« 

2X    " 

5 

IK    " 

380     •' 

Size  of 
Pipe. 

16  m. 

18 

30 

31 

22 

24 

27 

80 

88 

86 


Cement  Required  for  Seixrer  Pipe  Joints. — There  are 
vo  kinds  ol  sewer  pipe:  (1)  The  standard  pipe  with 
lallow  joints;  and  (2)  the  special  deep-socket  pipe  with 
ide  and  deep  joints.    The  dimensions  of  these  two  kinds 

joints  are  given  in  Tables  XIX.  and  XX.  Unless  ether- 
ise specified,  the  standard  pipe  with  shallow  joints  is 
sed;  but  many  engineers  prefer  the  deep-socket  pipe,  and 
)ecify  it. 

If  the  mortar  is  filled  in  the  pipe  joint  and  cut  off  ver- 
cally,  fiush  with  the  face  of  the  bell,  the  joint  is  called  a 
Bush  joint."  If  the  mortar  is  also  plastered  on  the  out- 
de,  and  beveled  on  a  1  to  1  slope  from  the  outer  edge  of 
le  bell  to  the  body  of  the  entering  pipe,  the  joint  is 
illed  an  "overfilled  joint"  or  a  "beveled  joint."  The 
mount  of  m«rtar  required  for  each  of  these  kinds  of  joints 

given  in  Tables  XXI.  and  XXII.  I  have  made  no  allow- 
ace  for  the  space  In  the  joint  occupied  by  gasket  or  yarur 
or  discussion  of  the  amount  of  cement  per  cubic  7ar4,^6|( 
ortar  see  page  253.  ,      .^.u.it. 
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TABLE  XXI. 

C«ment  B«Qvlrcd  to  Lay  lOO  ft.  off  Bteadaard  8ewer  Pipe 

{ 2tt.  LengthB). 

Size  of  pipe,  ins..        4  0         8       10       12       15       18       20      24 

Co.  yda.  Mortar  ^ 

noflh  Joints..    .009    .013    .014    .018    .025    .040    .050    .055   .065 
OrerflUed  "  ..    .02O    .036    .058    .072    .087    .116    .1«0    .260   .810 

Bbls.  Cement  (1  to 

1  mortar): 

Flush  Joints..    .036    .051    .056    .072    .100    .160    .200    .220   .260 
Orerfllled  "  . .    .080    .144    .232    .288    .t48    .464    .640    1.04    1^4 
Bbls.  Cement  ( 1  to 

2  mortar) : 

Flush  Joints..    .027    .039    .042    .054    .075    .120    .150    .165    .195 
Orerfllled  "  ..    .060    .108    .174    .216    .261    .848    .480    .780   .080 

TABLE  XXII. 

Cement   BeQaired   to   Lay  lOO  ft.  of  Special  I>oep  Socket  Fip« 

(2-tt.  Lengths). 

Size  of  pipe,  Ins..        4         6         8       10       12       15       18       20      24 

Cu.  yds.  Mortar  :* 

Flush  Joints..    .035    .050    .060    .075    .090    .130    .146    .170   .280 
Ovsrfllled  ••  ..    .065    .100    .140    .170    .200    .800    .340    .440    .600 

Bbls.  Cement  (1  to 

1  mortar ) : 

Flush  Joints. .    .140    .200    .240    .800    .860    .520    .580    .680    1.04 
Overfilled  ••  . .     .260    .400    .560    .680    .800    1.20    1.36    1.76    2.40 
Bbls.  Cement (1  to 

2  mortar) : 

Flush  Joints..    .105    .150    .180    .225    .270    .890     485    .510    .780 
Overmied  ••  ..    .195    .800    .420    .510    .600    .900    1.02    1.82    1.80 

To  calculate  the  cost  of  cement  per  lineal  foot  of  pipe 
line  multiply  the  fraction  of  a  barrel  of  cement  (given  in 
Tables  XXI.  and  XXII.)  by  the  price  of  cement  in  dollars  per 
barrel.  Thus,  if  cement  is  $2  per  bbl.,  and  the  mortar  is 
mixed  1  part  cement  to  1  part  sand,  and  deep-socket  pipe 
is  to  be  used  with  overfilled  joints,  we  find,  from  Table  XXII., 
that  a  6-in.  pipe  requires  0.4  bbl.  cement  multiplying  this 
0.4  by  2,  gives  0.8  ct.  per  lin.  ft.  as  the  cost  of  cement, 
when  cement  is  $2  per  bbl. .  Under  these  same  conditions 
the  cost  of  cement  per  lin.  ft,  for  different  sizes  of  pipe,  is 
as  follows: 

Size  of  pipe,  ins 4      6      8     10    12     15     18    20    24 

Cement  per  ft,  cents..  0.5   0.8   1.1   1.4    1.6    2.4   2.7   3.5   4.8 

•The  number  of  barrels  of  cement  required  to.  make  1  ou.  yd.  of  mortar 
l»  given  on  page  253.  I  have  assumed  4  bbls.  per  cu.  yd.  for  1  to  1  mor^ 
Iwr.  and  8  \>\>\b,  per  ou.  yd,  tovl\o9  mort^.      *'     v«.  f  «•  wf  *  w  x  mw 
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Cost  of  Hanlins  Sewer  Pipe. — The  weight  of  sewer 
pipe  is  given  in  Table  XVIIL,  and  if  2  tons  (4,000  lbs.)  are 
hauled  per  wagon  load,  a  wagon  will  carry  the  following 
amounts  of  pipe  at  the  costs  given: 

Jlzeofplpe.lns 4  6        8       10       12     15     18  '20     24 

:iln.  ft.  per  wagon 444     266     174     114     92     66     46     40     28 

)ostof  HauUng.cts.,  x>6r 
iln.  n.,  per  mile 0.10    0.15    0.25    0.40    0.5    0.7    1.0    1.1    1.6 

The  cost  of  hauling  is  based  upon  wages  of  $3.50  a  day 
Cor  team  and  driver,  and  16  miles  traveled  per  day.  It  is 
assumed  that  enough  men  are  provided  at  both  ends  of 
the  haul  to  load  and  unload  the  wagon  rapidly  enough  to 
leave  the  team  time  to  cover  its  16  miles,  or  that  extra 
wagons  are  provided  for  eacli  team.  The  <;ost  of  hauling 
12-in.  pipe,  it  will  be  seen,  is  ^^-ct.  per  lin.  ft.  per  mile. 
This  does  not  include  the  cost  of  loading  and  unloading  the 
pipe,  which  is  practically  as  much  more  as  the  cost  of  haul- 
ing It  one  mile.  Thus  for  12-in.  pipe,  the  cost  of  loading 
and  unloading  is  ^^-ct.  per  lin.  ft.,  and  to  this  must  be 
added  the  cost  of  hauling  at  the  rate  of  ^/^-ct  per  lin.  ft. 
per  mile  of  distance  from  the  freight  yard  to  the  sewer. 
In  other  words,  to  calculate  the  cost  of  loading  and  haul- 
ing pipe,  determine  the  actual  number  of  miles  from  the 
freight  yard  to  the  sewer  and  add  1  mile  (to  cover  the 
cost  of  loading  and  unloading),  then  multiply  by  the  cost 
of  hauling  given  in  the  table.  For  example,  if  the  actual 
haul  is  1%  miles,  then,  by  the  rule,  add  1  mile,  which 
makes  2%  miles.  If  the  pipe  is  10-in.  pipe,  the  table  gives 
us  0.4  ct.  per  ft.  per  mile,  which  multiplied  by  the  2^  miles 
gives  1  €t 

Cost  of  Laying  Sewer  Pipe.— With  ivro  laborers  fur- 
nishing pipe  and  mortar  to  two  pipe  layers,  the  cost  of 
laying  and  calking  vitrified  pipe  need  not  exceed  the  fol- 
lowing rates: 

Size  of  pipe  Ins....     4      6      8        10       12        18       20    24 
Cts.  per  lin.  ft %      1      IV2      2%      3^      W2      8    10 

The  wages  are  assumed  tx>  be  $2.25  for  each  pipe  layer, 
and  $1.75  for  each  helper.  Where  men  are  working  very 
hard,  under  favorable  conditions,  the  costs  may  be  30% 
less  than  those  above  given.    These  costs  do  not  Include 
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trenching  or  backfilling,  but  do  include  tamping  jgome 
earth  around  the  bottom  and  sides  of  the  pipe,  preparatory 
to  backfilling. 

Diagram  Giving;  Contract  Prices  of  Seisrers. — The  dia- 
gram. Fig.  25,  is  one  that  I  have  prepared  from  data  given 
by  Mr.  G.  M.  Warren,  based  upon  confract  prices  for  about 
60  miles  of  sewer  work  in  Newton,  Mass.^  and  covering 
a  period  of  four  years,  1891-1895.  The  wages  of  common 
laborers  were  $1.50  for  10  hrs. 

The  prices  for  trenching  include  excavating,  sheeting  and 
backfilling  in  earth;  and  do  not  relate  to  work  in  rock 
or  quicksand. 

The  price  of  1  ct  per  inch  of  diameter  of  pipe  per  lin. 
ft.  laid,  includes  hauling  of  pipe,  labor  of  laying,  and  ce- 
ment for  joints. 

The  price  of  pipe  is  70%  oft  the  list  price  given  in  Table 
XVI II.,  plus  20%  to  cover  the  cost  of  branches  which  are 
placed  25  ft.  apart.  For  example,  the  list  price  of  12-in.  pipe 
is  $1.00;  and  with  70%  discount  the  price  becomes  30  cts. 
Now,  20%  of  30  cts.  is  6  cts.,  which  approximately  covers 
the  extra  cost  of  branches  spaced  25  ft.  apart,  so  that  the 
total  cost  of  the  pipe  for  a  12-in.  pipe  line  is  .30  cts.  plus 
6  cts..  or  36  cts.  To  this  is  added  12  cts.  (1  ct  for  each 
12  ins.  of  diameter)  to  cover  the  price  of  "laying,"  making 
a  total  of  48  cts.,  exclusive  of  trenching.  The  first  8  ft.  in 
depth  of  trench  are  dug  at  a  price  of  50  cts.  per  cu.  yd.  The 
next  6  ft.  below  are  dug  at  a  price  of  75  cts.  per  cu.  yd., 
and  the  price  for  each  succeeding  6-ft  lift  is  25  cts.  higher 
per  cu.  yd.  than  the  preceding  lift.  This  is  based  upon 
the  assumption  that  trench  machines  are  not  used,  and 
that  the  earth  is  raised  in  6-ft.  lifts. 

To  show  how  to  use  the  diagram,  an  example  will  serve. 
Suppose  it  is  desired  to  know  the  contract  price  for  a  12-in. 
sewer  in  a  trench  15  ft.  deep.  Start  at  the  bottom  of  the 
diagram  on  the  line  marked  15,  and  follow  the  line  up 
until  it  meets  the  sloping  line  marked  12".  Then  starting 
from  this  intersection,  follow  the  straight  line  across  the 
page  to  the  right  until  the  side  of  the  diagram  is  reached, 
when  it  will  be  seen  that  the  intersection  is  Just  one  divi* 
iBion  above  $1.50;   and,  as  eaclx  diyisian  is  egual  to  6  ot&i 
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Con+ract     Prices 

Pipe     Sewer's. 
Trenches  i!ir6"tvl5"pipe,3'ff:wicfe 
"         «  l8"ioZ4'  "     ■  " 

Thenchino  C'ia  8  'i^cvp,  $0.50  per  aivd. 
"  ffioPf'x         0.75^    "    ■• 

'•        l4-'l0-20'"       I.C 
"       SO'A/SS"       l.i 
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the  price  is  $1.55  for  a  12-in.  pipe  in  a  15-ft  trench.    TWb 
price  includes  contractor's  profits. 

Cost  of  8-in.  Sewer  at  Itl&aea,  K.  'Y, — ^In  Ehigineering 
News,  Aug.  20,  1896,  Mr.  H.  N.  Ogden,  C.  Bu,  gives  the  fol- 
lowing costs  of  trenching  and  laying  8-in.  sewer  pipe  in 
Ithaca,  N.  Y.:  The  column  of  labor  cost  is  based  on  daily 
wages  of  $1.35  for  laborers,  $1.50  for  pipe  layers,  and  $2 
for  foreman.    Mr.  Ogden  has  kindly  informed  the  writer 

Kame  of  street    I^»«*^      Depth  of     Mate-     No.  ot    ^-Oost  of  labor.-v 
MwaooiBireet      ^^^      trench  In  ft  rial,  day's  work    Total      Per  ft 

Wheat 1.184  6.8  i  4  91Z6.50  $0.11 

Op'^n., 1,604  6.8  «  6  200.70  .H 

Waahlngton 898  4.9  •  1^  49.50  .12 

TWtUB 1.891  6.8  4  4^  818.90  .28 

Plain 1.882  6.9  »  7  209.00  l* 

BuffaJo 697  6.7  «  4  108.25  .18 

Fayette 984  6.6  i  4  196.05  .20 

Centre 1,884  6.8  8  7  847.00  .26 

Green 1,9X9  6.7  »  11  418.86  .22 

Clinton 2,408  5.4  10  n  619.85  .22 

Albany 1.481  6.0  n  9  819.60  .22 

Oenova 1.828  6.8  w  7  878.47  .28 

Cayuga 1,418  6.8  »  10  468.26  .88 

iWot  clay;  water  8  ft.  down,  balled  out. 

'Wet  olay ;  itvater  8  ft.  down,  balled  out,  occasional  bracing. 

•Wot  olay. 

^Loam  oyer  wet  clay ;  water  6  ft.  down ;  occasional  bracing. 

BWetclay:  water  6  ft.  down;  diaphragm  pump;  occasion^  bracing. 

oGlay  and  gravel ;  much  water  in  places ;  pump ;  braced. 

7Wot  clay ;  water  4  ft.  down ;  occasional  bracing  and  pumping. 

8 Wot  clay ;  water  8  ft.  down ;  1  diaphragm ;  occasional  bracing. 

^Half  clay,  half  gravel ;  half  close  sheeted;  underdrain  pumps. 

loWotclay,  some  gravel  pockots;  1  pump;  some  bracing. 

"Gravel  containing  water  at  5  ft. ;  pump ;  half  sheeted. 

i^Shoeting  and  pumping  entire;  water  at  6  ft. 

i'Loose  gravel ;  brick  pavement  removed ;  half  braced  and  half  sheeted. 

that  the  working  day  was  10  hours  long.  Teams  were  paid 
$3.50,  masons  on  manholes  $3.50  and  masons'  heli>ers,  $1.50, 
8-in.  sewer  pipe  cost  12V^  cts.  per  ft.  Natural  cement,  at 
95  cts.  per  hbl.,  laid  120  to  243  ft.  of  pipe  per  bbl.  (Doubt- 
less neat  cement  mortar  was  used.)  The  work  was  by  con- 
tract, and  not  all  under  the  same  foreman;  hence  the 
variation  in  coSt  shown  in  the  table. 

Cost  of  a  12-in.  Pipe  Sewer,  Menasha,  "Wim, — In  1903, 
some  pipe  sewers  were  built  in  Menasha,  Wis.,  by  day  labor. 
I  am  indebted  to  Mr.  S.  S.  Little  for  the  following  data: 
There  were  2,200  ft.  of  trench,  about  half  of  which  was  for 
12-ln.  pipe  and  half  for  15-in.  pipe.    The  depth  of  trench 
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ranged  from  7^  to  10  ft,  averaging  9  ft,  and  the  width  was 
2  ft.  The  material  was  solid  red  clay.  Wages  paid  were 
$1.75  per  10-hr.  day.  Some  team  work,  at  $3.50  a  day,  was 
used  in  scraping  in  the  backfill.  The  labor  of  trenching  lay- 
ing pipe,  and  back  filling  averaged  37  cts.  per  lin.  ft  of 
trench. 

Cost  of  8-in.  to  18-in.  Sewers  at  Cardele,  Ga. — In  E7n- 
gineering  News,  March  30,  1893,  Mr.  Geo.  G.  Earl,  C.  B., 
gives  the  cost  of  some  pipe  sewer  work  at  Cardele,  Ga. 
Wages  were  80  cts.  to  $1  per  day  for  labor  (presumably  ne- 
groes) and  the  foreman  received  $70  a  month. 

Size  of  pipe. 


8  Inches. 

8 

8 

8 
10 
10 
12 
18 
18 


Depth 

Cost  of 

Cost  of 

of  out 

Length 

labor. 

foreman. 

in  ft. 

In  ft. 

cts.  per  ft. 

cts.  per  ft. 

5.9 

1.185 

14.1 

1.0 

7.0 

8,090 

22.8 

1.9 

8.0 

900 

33.8 

1.9 

11.2 

487 

85.2 

5.8 

7.0 

225 

26.7 

•  •  •  • 

7.1 

298 

35.5 

1.6 

5.4 

1,044 

27.0 

1.1 

6.7 

968 

33.5 

1.7 

10.6 

867 

79.2 

40 

The  "CJost  of  Labor'*  given  in  the  fourth  column  includes 
trenching,  pipe  laying  and  backfilling. 

In  building  2.6  miles  of  sewer  (2  miles  of  which  were 
8-in.)  and  35  manholes,  the  total  cost  was: 

Labor $3,867      Brick   $252 

Masons  and  helpers..      462      Cement 166 

Sundries 17      Hauling 82 

Foreman 266      Manhole  covers  289 

Supervision 1,000  Tools  and  incidentals . .  561 

Pipe  2,635 


Total  $9,596^ 

Cost  of  Sheeting  at  Peoria,  IlL — On  a  trench  13  ft.  wide 
X  45  ft.  deep,  at  Peoria  111.,  sheeting  in  16-ft  lengths  cost 
as  follows  for  labor: 

2  men  on  top,  at  $2 $4 

2  men  setting  sheeting,  at  $2.50 5 

8  men  driving  sheeting,  at  $1.50 12 

8  men  pulling  sheeting,  at  $1.50 12 

2  men  moving  lumber  ahead,  at  $1.50 3 


Total  daily  wages  of  gang $36 
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This  gang  sheeted  12  lin.  ft.  cf  trench  per  day  at  a  cost 
of  %Z  per  lin.  ft.,  ail  work  being  by  hand;  this  is  eqaivalent 
to  6^  CIS.  per  lin.  ft.  of  trench  for  each  foot  of  d^th.  If 
2- in.  she«;  plank  were  used,  there  were  192  ft.  B.  M.  of  sheet 
plank  per  lin.  ft.  of  trench  and  probably  38  f t.  B.  M.  of 
stringers  and  braces,  say  230  ft  B.  M.  per  lin.  ft  From 
which  we  see  that  driving  and  pulling  sheeting,  including 
bracing,  cost  for  labor  about  $13  per  M.  (=  1.000  ft  B.  M.) 
at  the  rate  of  wages  above  given,  which  is  a  high  cost 

The  cost  of  exactly  the  same  kind  of  work,  using  an 
Adams'  trench  machine  with  steam  power  for  driving  and 
pulling  the  sheeting,  was  as  follows: 

2  limber  men  on  top,  at  $2  |4.00 

2  men  setting,  at  |2.50 5.00 

1  man  operating  driver   2.00 

2  helpers,  at  $1.50 3.00 

1  man  pulling   2.00 

2  helpers,  at  |1.50  3.00 

1  engineer   2.00 

1  man  moving  lumber  ahead 1.50 

Coal,  oil,  steam  hose  and  repairs 2.50 

Total  125.00 

Twelve  lineal  feet  of  trench,  45  ft  deep,  were  timbered  per 
day  at  this  cost  of  $25,  or  at  $2.08  per  lin.  ft.,  which  is  prac- 
tically t:{  the  cost  by  hand  above  given,  and  in  addition  the 
wear  of  the  sheet  plank  was  less  than  with  hand  driving. 

The  following  cost  of  sheeting  is  for  hand  work,  trench 
being  12  ft  wide  x  35  ft.  deep: 

2  timber  men  on  top,  at  $2 $4.00 

1  man  setting    2.50 

6  men  driving,  at  $1.50   9.00 

4  men  pulling,  at  $1.50   • 6.00 

1  man  moving  lumber  1.50 

Total  $23.00 

At  this  cost,  13  lin.  ft.  of  trench  were  sheeted  per  day,  or 
^  "he  rate  of  $1.77  per  lin.  ft. 
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Smaller  trenches,  8  ft.  to  16  ft  deep  in  sand,  cost  from  10 
to  25  cts.  per  lln.  ft.  for  labor  of  sheeting  with  2  x  8-in.  hem- 
lock. Stringers  in  trenches  35  ft.  or  more  deep  were  8x8 
ins.  yellow  pine,  with  6  x  8-in.  white  pine  braces.  In 
trenches  of  less  depth  6  x  6-in.  hemlock  stringers  and  braces 
:were  used.  The  above  costs  do  not  include  wear  and  tear 
on  timber.  Some  sewer  contractors  figure  on  using  hemlock 
sheeting  about  4  times,  with  hand-driving,  before  It  is  worn 
out. 

Cost  of  12-in.  Sewers  in  Toronto,  Canada. — A  large 
number  of  12-in.  pipe  sewers  were  built  by  day  labor  for  the 
city  of  Toronto  in"  1891,  at  the  following  costs: 

li    It    ""•    1^  If  If  ll  ll 

8 10' 10"       Quicksand       1,041  5  6  15        $1.95 

9 11'    2"  Clay  4,427         19         21         240  1.27 

18'   0"        Blue  clay  650  3  ..  ..  2.11 


ti 

s«' 

u 

a  <D 

Hi 

is 

1,041 

5 

6 

4,427 

19 

21 

650 

3 

•  • 

180 

1 

•  • 

251 

•  • 

•  • 

800 

8 

4 

483 

4 

2 

480 

2 

2 

357 

8 

•  • 

820 

2 

2 

535 

8 

2 

12'  1"  ••  180  1  ..  15  2.20 

11'  6"  ••  251  ..  ..  4  2.41 

8'  1"  "  800  8  4  29  1.33 

9'  9"  "  483  4  2  24  1.78 

11'  2"  Clay  loam  480  2  2  18  0.96 

10'  8"  ••  357  3  ..  17  1.90 

11'  0"  Hardpan  820  2  2  18  1.28 

11'  8'  Sand  535  8  2  5  1.50 


21 11'    4"      Av.  of  above     9,474        45         39         880  1.61 

Note. — The  cost  per  ft.  includes  all  materials,  labor  and 
inspection  of  work.  It  also  includes  the  manholes  and  catch- 
basins,  and  the  Y-connections.  The  12-in.  pipe  cost  22  cts. 
per  ft.;  brick  was  $8.50  per  M.  Laborers  were  paid  15  cts. 
per  hr.,  and  a  few  special  men  were  paid  18  cts.  per  hr.; 
bricklayers  were  paid  40  cts.  per  hr. 

Brick  Sewer  Data. — ^Brick  sewers  are  either  "circular" 
or  "egg-shape."  In  either  case  the  upper  part  of  the  sewer 
is  called  the  "arch,"  and  the  lower  part  is  called  the  "in- 
vert" The  depth  of  a  brick  sewer,  as  given  on  profiles,  is 
the  depth  from  the  surface  of  the  street  to  the  inside  of  the 
bottom  of  the  sewer,  so  that  the  thickness  of  the  sewer  in- 
vert should  be  added  to  secure  the  full  depth  of  the  trench. 
The  thickness  of  a  brick  sewer  is  usually  expressed  in 
"rings."    A  "one-ring"  sewer  is  made  one  .brick  thick;  that 
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I  .t  •   z  :-.'    ■ .   -i:!   -L  -  i.i»?>3»  ic  ii'i  i*fvf?r  IX  ff*::  this  gives 
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/T  -.It  :.  i-.i  i:-  v-iij.;ei   izi  5:Il^^e  :-r  inside  of  the 

..:   .?-i    :■-  :.  i=-.T-T'i   =::rr  nc-riiT  is  required  ihan  in 

■.:..£-.:>      .-.:.; .:  .  J.;  i^  :  4  c^  yi.  cf  mortar  is  re- 

.;--.:    :• :    .f  :  r  .£  nis-rnry.    The  nuaiber  of  barrels 

1-1-.  :^;.L:ri  ::  ziiir  1  ;:i-  yi.  of  aionar  is  given  on 

:l  Vi.  ::i^  :-f:.  ilmlir  SrTers  a:  Lawrence.  Mass.,  in 
IVt'l.  I  yi.:-.  :ii".i:..l  :-r=iTz:  ::  1--  parts  sand  was  nsed;  and 
i\  r^.'iiiT'-A  i*-a  ":i'5.  ci  :rz:r-:  per  thousand  bricks. 

A*.  N>-*-.oi  Jplass..  2.  24  •  S6-:n.  egg<«haped  sewer  re- 
qiirh'l  :..'  \V,s.  'A  cesien:  per  cj.  yd.,  the  mortar  being  mixed 
l-'l^j.  Thfrre  were  5'Vj  bricks  per  cu.  yd.  of  sewer  mason- 
ry, not  ifif.l'^'iir.g  :he  was:e;  and  520  bricks  including  waste. 

At  r>^  Angeles,  two -ring  40-in.  circular  sewers  required 
f»^  bbl.  Portland  cement  per  lineal  foot  of  sewer,  which  is 
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equivalent  to  1.12  bbls.  cement  per  cu.  yd.  of  brick  masonry. 
The  mortar  was  1  part  cement  to  2  parts  sand. 

Mr.  Desmond  Fitzgerald  gives  the  following  as  averages  of 
cost  of  brick  sewer  work  done  by  certain  contractors  at 
Boston,  prior  to  1894. 

r-Per  cu.  yd.--* 

Labor  $2.89  $3.40 

Brick  (560  to  580  per  cu.  yd.) 5.48  5.30 

Sand 0.30  0.40 

Natural  cement,  1.27  bbls 1.35  1.50 

Centers 0.23  .20 

Miscellaneous    0.19  .20 

Total  per  cu.  yd.  '. $10.44        $11.00 

The  first  example  is  the  cost  of  a  well  handled  job  of 
1,300  cu.  yds.  of  brick  masonry.  The  second  example  is  the 
average  of  several  jobs.  Brick  cost  $9.50  per  M;  and  nat- 
ural cement  $1.13  per  bbl.    The  mortar  was  probably  mixed 


TABLE  XXIII. 

3k  Masonry  In  Circular  Sewers,  Cn,  Ydi 

Diameter 

One-Bing 

Two-Ring 

Ft. 

Ins. 

(4H  Ins.) 

(9  ins.) 

2 

0 

0.103 

0.240 

2 

8 

.114 

.261 

2 

6 

.125 

.280 

2 

0 

.136 

.805 

3 

0 

.147 

.327 

8 

8 

.158 

.849 

8 

6 

.169 

.371 

8 

9 

.180 

.398 

4 

0 

.191 

.415 

4 

8 

.202 

.436 

4 

6 

.218 

.458 

4 

9 

.228 

.480 

6 

0 

.284 

.501 

6 

8 

.245 

.523 

6 

6 

.266 

.645 

6 

9 

.267 

.567 

6 

0 

.278 

.589 

6 

8 

.611 

6 

6 

.633 

6 

9 

.655 

7 

0 

.677 

7 

6 

.720 

8 

0 

.763 

8 

6 

.807 

9 

0 

.851 

0 

6 

.895 

10 

0 

.938 

Three-Ring 
(18  >i  ins.) 


.802 

.834 

.867 

.900 

.933 

.966 

1.000 

1.031 

1.068 

1.128 

1.193 

1.260 

1.825 

1.890 

1.456 
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TABLE  XXIV. 

k  Masonry  in 

ESS-BhAP«<l 

Sewers,  Cn.  Tds. 

per  lineal 

Dimensions 

One-Bing 

Two-Ring 

Tbree-Blng 

Ins. 

(4K  Ins.) 

(9  ins.) 

(18X  Ins.) 

12x18 

0.071 

0.176 

14x21 

.081 

.194 

16x24 

.090 

.212 

18x27 

.099 

.231 

20x30 

.108 

.249 

22x88 

.117 

.267 

24x86 

.126 

.286 

26x80 

.136 

.804 

28x42 

.145 

.822 

80x45 

.154 

.841 

32x48 

.168 

.859 

34x61 

.172 

.874 

36x54 

.182 

.896 

• 

88x57 

.191 

.414 

40x60 

.200 

.488 

0.698 

42x68 

.451 

.726 

44x66 

.469 

.768 

46x69 

.488 

.781 

48x72 

.506 

.806 

50x75 

.524 

.886 

52x78 

.548 

.868 

54x81 

.561 

.891 

56x84 

.579 

.918 

58x87 

.598 

.946 

60x90 

.616 

.973 

1  part  cement  to  1^  parts  sand.    Wages  of  bricklayers  were 
probably  50  cts.  per  hr.,  and  helpers  15  to  20  cts.  per  hr. 

Bricklayers  on  sewer  work  often  receive  abnormally  higt 
wages.  In  some  cities  the  labor  unions  have  forced  up  the 
price  to  $1  per  hour!  In  such  cases  a  bricklayer  is  usually 
required  to  lay  not  less  than  3,000  bricks  a  day;  and  I  have 
known  as  high  as  5,000  bricks  to  be  laid  by  a  very  skilful 
and  rapid  layer. 

The  dimensions  of  egg-shaped  sewers  are  griven  in  terms 
of  the  inside  diameter  of  the  upper  arch,  and  the  inside 
height  of  the  sewer;  thus  a  30  x  45-in.  sewer,  is  one  having 
an  upper  arch  30  ins.  inside  diameter  and  an  inside  height 
of  45  ins.  The  Phillips  Metropolitan  Standard  (English) 
egg-shaped  sewer  has  an  inside  height  which  is  1%  times 
the  diameter  of  the  arch.  Calling  the  diameter  of  the  arch 
d,  the  other  dimensions  are: 

Radius  of  invert  %  d 

Radius  of  side  X%  d 

Height 1%  d 

Area  of  waterway    X.15  d* 

Perimeter   3.96  d 
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The  first  dimension  given  in  the  first  column  of  Table 
CXIII.is  d.  The  table  gives  the  number  of  cubic  yards  of  ma- 
lonry  per  lin.  ft.  of  egg-shaped  sewer. 

Oost  of  Brick  MaaJioleft. — ^The  walls  of  brick  manholes 
\.re  generally  8  ins.  thick  up  to  12  ft  in  depth,  and  12  ins. 
hick  below.  The  cross-section  of  manholes  is  usually 
illiptical,  3  ft.  X  P^  ft.,  up  to  the  neck  of  the  manhole 
rhich  is  circular  and  narrows  down  to  about  24  ins.  in  di- 
imeter.  The  cast  iron  ring  and  cast  iron  cover  weigh 
rom  375  lbs.  to  650  lbs.,  the  lighter  weight  being  used  in 
Ullage  streets.  A  common  weight  for  use  in  cities  is 
75  lbs.  These  "manhole  heads"  are  carried  in  stock  by 
aanufacturers  of  sewer  pipe,  and  are  listed  in  their  cat- 
Llogues.  The  following  is  the  actual  cost  of  a  manhole 
milt  by  day  labor  for  a  Western  city: 

2,000  brick  at  $G  $12.00 

475-lb.  ring  and  cover,  at  2  cts 9.50 

2%  bbls.  Louisville  cement,  at  75  cts 2.00 

1  cu.  yd.  sand 1.50 

24  hrs.  brick  layer,  at  55  cts 13.20 

24  hrs.  helper,  at  18%  cts 4.50 

Total   $42.70 

It  will  be  noted  that  the  mason^  averaged  less  than  700 
()ricks  per  8-hr.  day,  which  indicates  that  he  realized  that 
lie  was  working  for  a  city  and  not  for  an  individual.  How- 
ever, small  jobs  like  manhole-work  are  apt  not  to  be 
handled  with  rapidity.  Consult,  for  comparison,  the  data 
m  manhole  work  given  on  page  456. 

Cost  of  Pipe  and  Brick  Sewers,  St.  Louis. — Mr.  Cur- 
is  Hill  gives  the  following  data,  which  are  averages  of 
¥ork  done  by  contract  during  three  years,  April,  1901,  to 
Lpril,  1904.  The  work  consisted  in  building  40  miles  of 
)ipe  sewers,  12  to  24  ins.  diam.,  and  13  miles  of  egg-shaped 
18  X  27-in.  to  48  x  60-in.)  and  circular  (60  to  108-in.) 
ewers.  The  egg-shaped  sewers  were  9  ins.  thick;  the 
ircular  sewers  were  13  ins.  thick.  The  excavation  was, 
or  the  most  part,  in  stiff  clay,  only  a  small  amount  of 
[uicksand  occurring.    Trench  excavators  were  not  very  sue- 
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c^ssful.  because  the  "join:  clay-  caved  in  if  not  well  braced 
as  fisc  is  exoarated.  The  Chicago  Sewer  Excavator,  how- 
ever, aiade  the  best  records  made  with  trench  excavators. 
Pot:er  trench  nuichines  were  largely  used  for  the  smaller 
irent'hes.  and  cable  ways  for  the  larger  trenches.  The  Potter 
machine  consists  of  a  movable  trestle,  and  a  bucket  car 
that  rides  on  tracks  on  top  of  the  trestle  bents.  This  car 
is  moved  back  and  forth  by  a  stationary  hoisting  engine, 
which  also  hoists  the  buckets.  The  legs  of  the  trestle  span 
the  :reiich  aai  are  provided  with  wheels  that  rest  on  rails. 
The  following  table  gives  the  actual  average  cost  to 
the  ».\jntractor5.  including  foremen  and  superintendence, 
bu:  cot  in«.ludir.g  interest  and  depreciation  of  plant,  insur- 
ance of  men.  and  office  expenses. 


COST  OF  PIPE  AXD  BRICK  SEWEB8.  ST.   IX)Xn8 


Brlok 
Bewersw 


EATth  ExcaTation. 
=  5  5^  2- "^5 


12S  iir>* 

i»'  oiivular*. 
5'  oip.'ular*. 


55 


I 


2i  3  ;. 


30 
26 
17 
16 
11 


T         I 


1.0 
0.8 
0.8 


f4.>.86 
0.40 
0.40 


$7.84 
8,00 
8.05 
8.10 
a50 


•  H^^thod  of  excavation  was  steam  shovel  followed  by  a  cable>way. 
The  IuiuIkt  braoin^  cost  $3.60  per  running  foot  of  sewer, 
t  K'tt*^r  tronoh  machine  used. 
i  No  trench  machine  used. 

The  "cu.  yds.  per  laborer  per  hr."  means  the  number  of 
cubic  yards  excavated  and  loaded  into  buckets  by  each  la- 
borer actually  engaged  in  digging.  The  average  of  all  the 
work,  including  pipe  sewers,  was  about  9  cu.  yds.  excavated 
per  man  per  10-hr.  day. 

On  pipe  sewer  trenches  where  no  machinery  was  used 
the  cost  of  earth  excavating  was  as  follows: 

Size  of  pipe.  ins.  Depth  in  ft.       Cost  per  <m.  yd. 

24 16  $0.50 

21 16  0.50 

21 7  0.S6 

18 8  0.85 

15 16  0.65 
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It  cost  90  cts.  per  cu.'  yd.  to  excavate  loose  rock  in  the 
trenches  15  and  16  ft.  deep;  and  $3.80  per  cu.  yd.  to  ex- 
cavate solid  rock. 

"Four  men,  the  bottom  man  and  his  helper,  with  two 
men  handling  and  lowering  the  pipe,  laid  21-in.  and  24-in. 
pipe  at  the  rate  of  sixteen  lineal  feet  per  hour.  Three  men 
will  lay  the  same  amount  of  15-in.  or  18-in.  pipe  in  the  same 
time.  Including  the  material  for  jointing,  the  cost  of  lay- 
ing pipe  is  10  cts.  per  lin.  ft. 

"A  good  sewer  brick  mason  will  lay  from  400  to  500  bricks 
per  hr.  There  is  one  case  where  four  masons,  working  on 
a  61/^-ft.  brick  sewer,  each  averaged  600  bricks  per  hr.,  and 
kept  it  up  for  several  days,  but  this  is  far  above  the 
average." 

The  average  contract  prices  for  the  three  years  (1901-4) 
was  as  follows: 

12-in.  pipe,  per  lineal  foot   $0.45 

15-in.  pipe,  per  lineal  foot   0.55 

18-in.  pipe,  per  lineal  foot   0.80 

21-in.   pipe,  per  lineal   foot    1.00 

24-in.  pipe,  per  lineal  foot   1.60 

Pipe  junctions,  extra,  each  1.50 

Slants  for  brick  sewers,  eaoh   ■. 0.65 

Earth  excavation,  per  cubic  yar(!   0.55 

Loose  rock  excavation,  per  cubic  yard 1.60 

Solid  rock  excavation,  per  cubic  yard 4.00 

Concrete,  per  cubic  yard    6.50 

Brick  masonry,  per  cubic  yard   9.40 

Vitrified  brick  masonry,  per  cubic  yard 12.20 

It  will  be  noted  that  the  excavation  was  paid  for  as  a 
separate  item,  and  not  included  with  the  pipe  or  brick. 

Mr.  Hill  informs  me  that  on  a  recently  completed  brick 
sewer,  requiring  287  days  to  build,  two  Potter  machines 
and  a  cableway  were  used.  There  were  49,918  cu.  yds.  of 
Class  "A**  excavation  (earth),  6,629  cu.  yds.  of  class  "B" 
(loose  rock),  and  33  cu.  yds.  of  Class  **C**  (solid  rock). 
There  were  2,303  lin.  ft.  of  9-ft.  sewer,  3,240  lin.  ft.  of  8-ft. 
sewer.  254  lin.  ft.  of  7-ft  sewer.  1,607  lin.  ft.  of  5y2-ft. 
sewer,  and  1,203  lin.  ft.  of  4  x  5-ft.  sewer.  These  required 
8,177  cu.  yds.  of  hard  brick  masonry  and  723  cu.  yds.  of 
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CX)ST  OF  A  WEEK'S  SEWEB  WORK  ON  FOUB  JQBS 


Kind  of 
Trench  Mach. 


Foreman 

Ijaborer 

)k>ttom  man.. 

Water  boy 

Team 

Watchman . . . . 
<  Machine 


Potter 


Wages 
per 

hour 
$0.50 
.22  )i 
.80 
.15 
.60 
.25 

1.50 


Total  for  excavation . 
Total  cu.  yds,     " 
Cubic  yards  per  hour 

per  man 

Cost  per  cubic  yard  . . . 
Depth  of  trench,  ft. . . . 


Kind  of  soil. 


Size  of  sewer 

Length  of  sewer,  f t. . . . 


Brick  Mason . . 

Helper 

Mortarman  . . . 


$0.75 
.25 
.27K 


Job  No.  1 


Hrs. 
54 

1.089 
60 
54 
54 
68 
64 


Wages 

$27.00 

245.02 

15.00 

8.10 

27.00 

15.75 

81.00 


$418.87 
080 

0.9 
$0.48 
19>i 

Sandy 

8  X  4  ft. 
800 


104 
104 
104 


$78.00 
26.00 
28.60 


Total .$132.60 


Potter 


Job  No.  2 


Hrs. 
54 

1.000 
47 
54 


54 


Wages 

t27.00 
25.00 
14.10 
8.10 


81.00 


$855.20 
600 

0.6 

$0.60 

28 

Stiff  earth 
and  clay 

2>ix8Kft. 
154 


68 
84 
84 


$61.00 

ai.oo 

28.10 


Cu.  yds.  brick  masonry 

Cu.  yds.  per  mason  per  hr. . . 
Cost  of  labor  per  cubic  yard 

masonry 

450  brick  at  $8.25  M 

0.7  bbl.  cement  (l-8mort.)  at 

$1.50 

0.2  cu.  yd.  sand,  at  $1.10. . . . 

Total  per  cubic  yard  brick 
masonry 


112 
1.08 

$1.20 
8.71 

1.05 
0.22 


$0.18 


$95.10 

61 
0.90 


fl.56 
8.71 

1.05 
0.22 


Carson 


Job  No.  8 


Hrs. 

54 

640 

64 

64 


54 
54 


Wages 

f  27.00 
44.00 
16.20 
8.10 


18.50 
81.00 


$289.20 
407 

0.64 

$0.71 

18 

Stiff  earth, 

fire  clay  and 

80%  loose  rk. 

18-in.  pipe 

244 


$6.54 


4H  lln.  tt.  of 
pipe  (double 

strength) 

laid  per  hour 

per  bottom 

man  (or 

pipe  layer), 

whose  wages 

are  80  cents 

pertLOVLT 


None 


Job  No.  4 


Hrs. 

9 
126 

9 

9 


Wages 

$4.60 

28.86 

2.70 

1.36 


$86.90 
120 

0.95 

$0.81 

Shallow 

Black  loam 

21-ln.plpe 


ULpi 
108 


121Ui.^v»' 
pipe  per  hour 

per  bottom 

maa 

Trench 

shidlow, 

no  scaffold* 

Ingor 

bracing 


*  A  trench  machine  is  rented  for  $125  per  month,  and  bums  15  bushels  at 
coal  per  9-hour  day.  When  the  rental  and  fuel  costs  are  added  to  the  wages  Oi 
engiuomau  and  fireman,  the  total  cost  is  $1.50  i)er  hour. 


vitrified  brick  masonry.  The  excavation  (**A,"  **B"  and 
*'C")  cost  68  cts.  per  cu.  yd.,  of  which  11^4  cts.  was  the 
cost  of  the  trench  machines.  The  total  cost  of  this  trench 
excavation  (56.580  cu.  yds.),  including  labor  of  bracing  and 
backfilling,  was  as  follows: 


Foreman,  6,400  hours,  at  50  cts $3,200.00 

Laborer,  87,000  hours,  at  2214  cts 19,575.00 

Bottom-man.  6.360  hours,  at  30  cts 1,908.00 

Waterboy.  3.S00  hours,  at  15  cts. 570.00 

Team.  10.450  hours,  at  50  cts 5,225.00 
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Watchman,  4,800  hours,  at  25  cts $1,200.00 

Machine,  4,400  hours,  at  $1.50 6,600.00 

Total $38,278.00 

Most  of  the  trenches  require  hracing,  the  timber  for  which 
costs  2  cts.  to  10  cts.  per  cu.  yd.  of  excavation,  which  is 
not  included  in  the  above.    Yellow  pine  costs  $18  per  M. 

The  wages  of  foremen,  Waterboys  and  watchmen  are  all 
charged  against  excavation,  and  no  part  against  masonry. 

The  cost  of  laying  the  brick  masonry  was  as  follows: 

Masons,  9,400  hrs.,  at  75  cts $7,050.00 

Helpers,  1,400  hrs.,  at  25  cts 3,500.00 

Mortarmen,  10,750  hrs.,  at  27^  cts. .  - 2,956.25 

Total  for  8,900  cu.  yds.,  at  $1.52 $13,506.25 

The  masons  averaged  422  bricks  per  hr.,  or  3,376  bricks 
per  8-hr.  day. 

Cost  of  I«arge  Brick  Sewers,  Denver,  Col. — Mr.  W.  W. 

Follett  gives  the  following  data  on  brick  and  concrete 
sewers  built  by  day  labor  in  Denver,  Col.:  Work  was  be- 
gun Aug.,  1894,  and  finished  June,  1895.  Work  was  car- 
ried on  in  the  winter  which  added  somewhat  to  the  cost. 
The  wages  paid  were  high  and  the  hours  of  labor  short 
The  men  were  considered  to  be  efficient  The  following 
were  the  number  of  day's  work  performed  and  the  wages 
I>er  8-hr.  day: 

726  days,  foremen,  at  $3.33%  to  $5. 
1,398  days,  stone  masons^  at  $3.60. 
1,491  days,  brick  masons,  at  $4.00. 

385  days,   watchmen,   blacksmiths,   and  timbermen,   at 
$2.50. 
8,115  days,  labor,  at  $2.00. 
7,628  days,  labor,  at  $1.75. 

363  days,  Waterboys,  at  $1.00  to  $1.25. 
2,150  days,  team  with  driver,  at  $3.50. 

252  days,  enginemen  and  pumpers,  at  $3.00. 

Note. — Sec.  1  was  built  in  filled  ground  containing  city 
refuse.  The  original  ground  was  about  level  with  the 
invert,  and  bad  been  filled  with  2  to  5  ft.  of  refuse.    ThQ 
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t>ottom  of  the  trench  was  2  to  4  ft.  below  the  level  of  a 
•iver  near  by,  »o  that  there  was  much  pumping.  The  back- 
iJl  was  largely  hauled  in  with  wagons,  as  the  material  from 
Ae  trench  was  not  a  suitable  backfill.  The  sewer  had  a 
loncrete  base  8  ins.  thick  and  16  ft.  wide,  on  top  of  which 
uras  a  stone  cradle.  The  invert  was  a  single  rin'g  of  brick, 
ind  the  arch  was  three  rings. 

Sec.  3  was  nearly  all  in  good  ground,  but  there  was 
^ater  all  along  it.  The  cross-section  of  the  sewer  was  the 
same  as  in  Sec.  1,  except  with  less  diameter,  giving  about 
{0%  as  much  material. 

•Sec.  6  contained  rock  for  its  full  lengrth,  but  the  rock 
WSLS  very  soft,  being  in  places  hardly  more  than  indurated 
ilay.  The  trench  averaged  11  ft.  deep,  and  was  timbered  all 
ilong.  No  water  was  encountered.  The  sewer  was  three- 
•ing  brick. 

Sec.  7  was  similar  in  every  way  to  Sec.  6,  except  that  a 
loose  sand  overlaid  the  rock. 

Sec.  8  was  in  gravel  containing  much  water.  The  cut 
iveraged  12%  ft.  deep. 

Sec.  9  was  in  fine,  loose  sand  'heavily  charged  with 
water.     The  average  cut  was  14  ft.  deep. 

The  concrete  foundations  were  made  1:3:6  Portland 
cement  and  crushed,  unscreened  sandstone.  The  stone 
was  estimated  on  a  basis  of  2,500  lbs.  per  cu.  yd.  Con- 
crete was  hand  mixed  and  delivered  in  wheelbarrows.  The 
average  cost  of  1,545  cu.  yds.  of  concrete  was  as  follows: 

0.732  bbl.  cement   $2,543 

0.754  cu.  yd.  stone   1.409 

0.424  cu.  yd.  sand    0.148 

Water  0.007 

Labor  ($1.75  an  8-hr.  day)   0.703 

Total  per  cu.  yd $4,810 

The  stone  cradle  was  built  of  a  soft  sandstone  which 
broke  out  square  in  the  quarry  so  that  little  hammering 
was  required  in  the  trench.  It  was  bought  by  the  ton. 
Louisville  (natural)  cement,  weighing  265  lbs.  per  bbl., 
was  used  In  a  .X  :  2  mortar.     The  average  cost   (not  in- 
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eluding  engineering)  of  6,438  cu.  yds.  of  thia  stone  cradle 
was  as  follows: 

1.297  cu.  yds.  of  rubble  $1,975 

0.875  bbl.  natural  cement 1.261 

0.305  cu.  yd.  sand 0.130 

Water 0.005 

Labor  (masons,  |3.60,  laborers,  |2.00,  for  8  hrs.).     1.284 

Total  per  cu.  yd |4.655 

The  invert  brick  ring  of  Sec.  3  was  laid  in  1  :  3  Port- 
land mortar,  and  the  same  mortar  was  used  in  plastering. 
On  Sees.  1,  3  and  5  a  1  :  2^^  Louisville  mortar  was  used; 
and  on  Sees.  6,  7,  8  and  9,  a  1:3  Louisville  throughout 
One  foreman  handled  18  brick  layers  divided  into  three 
gangs,  the  total  number  of  his  force,  including  helpers 
ajid  laborers,  being  80  men.  The  amount  of  cement  per 
cubic  yard  of  brickwork,  by  sections,  was  as  follows:  Sec. 
10,  0.835  bbl.;  Sec.  3,  1  bbl.;  Sec.  5,  1.07  bbls.;  Sec.  6,  0.87 
bbl.;  Sec.  7,  0.937  bbl.;  Sec.  8,  0.99  bbl.;  Sec.  9,  0.876 
bbl.  The  number  of  brick  per  cubic  yard  ranged  from  431 
on  Sec.  3  to  450  on  Sec.  6.  The  average  cost  of  6,702  cu. 
yds.  of  brickwork  on  all  sections  was  as  follows,  per 
cu.  yd.: 

439  brick  |4.584 

0.92  bbl.  cement 1.953 

0.41  cu.  yd.  sand  0.198 

Miscellaneous 0.229 

Labor    2.384 

Total  per  cu.  yd |9.348 

The  labor  cost  ranged  from  $2  per  cu.  yd.  on  Sees.  1  and 
3  to  $2.95  on  Sec.  9. 

A  neat  form  of  steel  centering  was  designed  and  used  as 
follows:  Light,  8-lb.,  dump^ar  rails  were  bent  so  as  to 
form  half-rings;  the  lower  half-ring  (or  semicircle)  be- 
ing bent  with  the  head  of  the  rail  facing  out,  and  the 
upper  half-ring  with  its  head  facing  in,  as  shown  in  Fig. 
26.  A  short  piece  of  rail  was  laid  with  its  flange  against 
the  flange  of  thQ  lower  half-rin^  and   riyete^.     Qw  Ot 
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ess  abort  plecet  nt  rail  v&b  tbiis  riveted  at  each  end  of 
e  lower  half-ring.  Thus  It  was  possible  to  butt  the  ends 
the  upper  half-ring  against  these  short  pieces  of  rail 
reted  to  the  lower  half-ring,  and  connect  the  two  with 
b-plates  and  bolts.  In  order  to  be  able  to  "strike" 
;moTe)   these  steel  centers,  a  bevei-joint  was  made,  an 


View  of  Joln+  View  c*  Joirrt- 

Looking  c<croe»         Loohing  olonq 
■ttio  S«werfrxnn  -Hie  Side  of  tfie 

it»  Center.  Sewer, 

no.  2a 
jwn  In  the  figure.  TbU  was  done  by  sawing  one  end  of 
s  upper  lialt-rlng  across  on  a  bevel,  and  sawing  a  similar 
vel  on  the  end  of  the  short  piece  at  rail  agalnat  which 
butted.  After  the  flsh-plate  bolts  were  removed,  a  blow 
a  hammer  would  readily  knock  the  two  hall-rlngs  apart 
the  bevei-loint.  It  will  be  noted  that  the  2-ln.  lagging 
«laid  upon  the  flange  ot  the  upper  baU-ring,  no  lagging- 
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being    used    on    the    lower  half-rin£^,  as  the  invert  wafl 
built  of  brick. 

To  hold  the  lagging  to  the  upper  half-ring,  it  ^ras 
found  best  to  make  little  iron  clips,  three  of  which  were 
fastened  to  the  underside  of  each  12-ft  stick  of  lagging, 
using  two  wood  screws  for  each  clip.  The  end  of  the  clip 
slipped  over  the  flange  of  the  steel  rail,  but  was  not  screwed 
or  bolted  to  the  rail,  so  that  each  stick  of  lagging  was 
quickly  removed  by  shoving  it  endwise.  These  steel  cen- 
ters or  rings  were  placed  2  ft  5  ins.  apart,  c.  to  c,  so  that 
40  rings  sufficed  to  set  up  centers  for  96  ft  of  sewer.  Two 
men  would  take  down,  clean  and  set  up  96  ft  of  this  cen- 
tering in  a  day,  making  the  cost  of  moving  centers  about 
4  cts.  per  ft  of  sewer.  In  building  8,290  ft.  of  sewers,  three 
sets  of  steel  centers  and  two  sets  of  lagging  were  used, 
costing  $775  for  materials  and  labor  of  making,  or  9.3  cts. 
per  ft.  of  sewer,  making  a  total  cost  of  a  little  over  13  cts. 
per  ft.  of  sewer  for  making  and  moving  lagging  and  ma- 
terial. There  were  only  three  sets  of  rings  because  there 
were  only  three  sizes  of  sewers,  70,  77  and  94-in. 

Cost  of  a  Concrete  and  Brick  Sewer. — Mr.  WilHam 
G.  Taylor,  City  Engineer  of  Medford,  Mass.,  gives  the  fol- 
lowing data  of  work  done  in  1902,  by  day  labor  for  the 
city.  Figure  27  is  a  cross-section  of  the  sewer,  which  has 
a  concrete  invert  and  sides  and  a  brick  arch.  The  concrete 
was  1:3:6  gravel.  The  forms  for  the  invert  were  made 
collapsible  and  in  10-ft  lengths.  The  two  halves  were 
held  together  by  iron  dogs  or  clamps.  The  morning  fol- 
lowing the  placing  of  the  concrete  the  dogs  were  removed 
and  turnbuckle  hooks  were  put  in  their  places,  so  that 
by  tightening  the  turnbuckle  the  forms  were  carefully  sepa- 
rated from  the  concrete.  The  concrete  was  then  allowed 
to  stand  24  hrs.,  when  the  arch  centers  were  set  in  place. 
These  centers  were  made  of  %  x  1^-in.  lagging  on  2-in. 
plauk  ribs  2  ft.  apart,  and  stringers  on  each  side.  Wooden 
wedges  on  the  forward  end  of  each  section  supi)orted  the 
rear  end  of  the  adjoining  section.  The  forward  end  of 
each  section  was  supported  by  a  screw  jack  placed  under 
a  rib  2  ft.  from  the  front  end.  To  remove  the  centers,  the 
rear  end  of  a  small  truck  was  pushed  under  the  section 
about  18  ins.;    an  adjustable  roller    waa   fastened  by  a 
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thnmb  screw  to  the  forward  rib  of  the  center  the  screw, 
jack  vaa  lowered  allowing  the  roller  to  drop  on  a  run 
board  on  top  of  the  truck  the  truck  was  then  pulled  back 
b7  a  tall  rope  until  the  adjuatablo  roller  ran  oft  the  end 
of  the  truck  whereupon  the  truck  was  pulled  forward 
drawing  the  center  off  the  aupportlng  wedges  of  the  rear 


FIG     2T 

section.     Id  this  manner  not  the  least  injury  -was  done  to 
the  fresh  concrete 

B>ach  lineal  toot  of  sewer  required  Vji  cu  yds  of  exca- 
vation; 4  cu  ft  of  concrete  and  1  cu  tt  of  brick  arch. 
The-  aewer  was  1  610  ft  long  and  was  built  by  day  labor, 
wages  being  $2  tor  8  hrs  The  material  excavated  was 
gravel  and  clay 
Ez«avation  and  backfill:  Per  cu.yd.  Per  I  In.  ft 

Excavation,  labor,  2&  cU  per  hr (0.339        (0.424 

Bracing   0.026  0.032 

Backfilling 0.168  0.210 

Waterboy  0.017         0.021 

Kerosene  0.009         0.011 

Lumber 0.035         0.044 

Total tO.E94        (0.748 
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Concrete  mascnuT:  Per  en.  ji  Per  lin.  ft. 

Portland  cement,  at  $2.15  per  bbl $2,292  $0,313 

Labor  mixing  and  placing X017  $.452 

Cost  of  forma 0.187  0.028 

Lxbor  screening  gravel* 0.471  O.070 

Carting 0.592  0.088 

Miacellaneona 0.146  0.021 

Total $6,706        $L002 

Brick  masonry:                                         Per  en.  yd.  Per.  lin.  ft. 

492  brick,  at  $8.50  per  M $4,182  $0,153 

1^^  bbla.  cement.^  at  $2.25  per  bbl 3.026  0.111 

Forma   0.408  0.015 

Labor,  mason 1.343  O.049 

Labor,  helpers   2.091  0.077 

Carting   0.680  0.025 

Incidentals 0.340  0.012 

Total $12,070        $0,442 

•The  ifrave!  an!  saad  were  obtained  from  the  excaratton. 
tTlit-»  lnrlu'le-5   cement  used  In  plastering  the    arch. 

The  cost  of  this  30-rn.  sewer  was,  therefore,  $1.44  per 
lin.  ft.  eicluaive  of  the  excavation  which  cost  74  cts.  per 
lin.  ft.  The  cost  of  brickwork  in  manholes  was  $15.34  per 
cu.  yd.  It  should  be  noted  that  wages  were  high  ($2  per 
8  hrs.)  and  that  the  work  was  done  by  day  labor,  thus  mak- 
ing the  cost  higher  than  it  would  be  to  a  contractor. 

C«st  of  a  Brick  Comdvit. — A.  ccmduit  of  horse-shoe 
shape,  7%  ft.  in  diameter,  was  built  with  a  brick  arcb 
8  ins.  thick  and  a  concrete  invert  lined  with  brick  4  ins. 
ihifk.  The  cost  of  the  concrete  work  is  given  on  page  360. 
The  following  relates  only  to  the  brickwork.  Work  was 
done  by  cx)ntract,  in  1884,  in  Massachusetts.  The  cost  of 
960  M  of  brickwork  was  as  follows: 

Tjabor: 

Koreman/SO  days,  at  |5.00 $195.00 

Laborers,  320  days,  at  |1.25  400.00 

Laborers,  1,752  days,  at  $L50 , 2,628.00 
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Masons,    753days,  at  $4.90 |3,601.50 

Carpenter,  4  days,  at  $2.50 10.00 

Horse  and  car,  90  days,  at  $3.15 283.50 

Miscellaneous  labor 23.76 

Materials: 

Brick,  960,000,  at  $8.40  per  M 9,024.00 

Cement,  315  bbls.  Portland,  at  $3.20 1.008.00 

Cement,  1,681  bbls.  natural,  at  $1.26 2,118.06 

•Sand,  571  cu.  yds.,  at  $1.20 685.20 

Plant: 

Boiler,  15  days,  at  $1.00  15.00 

Pumps,  101  days,  at  $0.25 25.25 

Cars  and  tools  79.00 

Forms  and  centers 304.00 

Coal,  12  tons,  at  $6.00 72.00 

Office  building   57.00 

Total   $20,529.26 

Greneral  expense,  time  keeper,  watchman,  etc. .     1,038.36 

Grand  total  $21,567.62 

These  960  M  of  brick  made  1,600  cu.  yds.  of  masonry,  or 
570  bricks  per  cu.  yd.  About  5%  were  culled  and  rejected. 
It  took  1.23  bbls.  of  cement  per  cu.  yd.  Masons  each  aver- 
aged 1,250  bricks  per  day,  which  was  a  poor  average  for 
men  paid  such  high  wages.  The  cost  per  cubic  yard  of 
this  brick  masonry  was: 

Per  cu.  yd. 

Masons  laying,  at  49  cts.  per  hr $2.38 

Laborers  tending,  including  unloading,  etc.,  at  15 

cts.  per  hr.  2.07 

Brick,  570  at  $8.40  per  M  5.59 

San<i,  0.35  cu.  yd.,  at  $1.20 0.42 

Cement,  1.23  bbls ; 1.55 

Forms 0.19 

General  expense  and  miscellaneous 1.05 

Total  per  cu.  yd $13.25 
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Cost  of  Tile  Drains. — Clay  tiles  for  drainage  purposes 
are  usually  round  in  section,  and  are  usually  made  in  1-ft 
lengtlis.     In  soil  that  can  be  spaded,    a    special  ditching 
spade  should  be  used.    The  blade  of  this  type  of  spade  is 
narrow  and  very  long  (18  ins.),  and  strongly  curved  for- 
ward to  give  greater  stiffness.    With  such  a  spade,  a  trench 
5  ft  deep,  and  not  more  than  15  ins.  wide  at  the  top,  can 
be  dug.    Trenches  3  ft  deep  are  10  to  12  ins.  wide  on  top, 
and  are  taken  out  in  two  spadings,  or  benches.    The  bot- 
toms of  the  trenches  are  shaped  so  as  to  fit  the  tile,  by 
using  a  tile  hoe  or  scoop  of  proper  shape,  different  widths 
being  used  for  different  sizes  of  tile.     The  tiles  are  laid 
by  a  man  standing  on  the  surface  of  the  ground,  using  a 
tile  hook  for  the  purpose  of  placing  the  tiles  in  the  trench. 
The  trench  is  backfilled  by  a  team  dragging  a  plow  pro- 
vided with  a  long  evener,  so  that  there  is  one  horse  on  each 
side  of  the  trench. 

In  "Practical  Farm  Drainage,"  C.  G.  EJlliott  gives  the 
following  as  the  actual  cost  of  draining  an  80 -acre  farm 
in  Illinois: 

, Tile. ^  Cost  per  lin.  ft. . 

Sise,  Lin.  Depth.        Tile.  Laying.         Total.  Total. 

Ins.  ft.  ft.  cts.  cts.  cts. 

8 7.030  3  1.82  2.00  8.32  f  238.40 

4 8,280  8^,  2.00  2.00  4.00  831.20 

5....  860  4  8.00  2.42  6.42  46.07 

6 2.700  5  4.00  8.68  7.66  206.82 

7 1.000  6  6.00  8.72  0.72  97.20 

Total.  80  acres  at  $11.43  per  acre $914.69 

The  cost  of  "laying,**  as  above  given,  includes  the  cost 
of  digging  the  trench,  laying  the  pipe  and  backfilling.  The 
men  were  paid  %2  a  day,  being  skilled  diggers  and  tile 
layers.  The  soil  was  a  black  loam  2%  ft  thick,  under  whicn 
was  a  yellow  clay  subsoil. 

For  tile  up  to  6  ins.  diameter,  Elliott  estimates  1%  cts. 
per  lin.  ft  for  labor  of  trenching  3  ft.  deep  and  laying  the 
tile;    and  he  allows  0.3  ct.  per  lin.  ft  for  backfilling. 

The  manufacturers  of  tile  do  not  have  uniform  list 
prices  from  which  discounts  are  given.  The  following  net 
prices  are  quoted  (1905)  for  New  York  delivery  in  car-load 
lots: 
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Weight.       Net  price  per 
Size  of  drain  tile,  ins.  lbs.  per  ft.         ft.,  cts. 

2 8  1.46 

2yi 4  1.72 

8 5  2.18 

4. 7  3.04 

5 9  8.93 

6 12  6.88 

8 19  8.20 

10 28  14.60 

12 40  18.80 

Tile  drains  are  frequently  used  for  road  drainage.  In 
such  c^es  tlie  trench  is  usually  filled  part  way  up  with 
broken  stone  or  gravel,  the  cost  of  which  must  be  included 
in  the  bidding  price  per  lin.  ft.  of  drain.  Tile  collars  to  be 
used  at  joints  are  occasionally  specified,  but  they  are  of 
questionable  value,  and  are  rarely  used  in  land  drainage. 
On  road  work  done  by  the  author,  the  cost  of  laying  4-in. 
tile  in  a  trench  was  ^  ct.  per  lin.  ft,  exclusive  of  digging 
the  trench  and  filling  with  gravel.  The  man  laying  tile  re- 
ceived 16  cts.  per  hr.,  and  he  averaged  640  ft.  laid  per 
10-hr.  day. 

In  New  Jersey  roadwork,  where  tile  drains  are  used,  the 
4-in.  tiles  are  frequently  specified  to  be  laid  on  a  1-in.  yel- 
low pine  plank,  6  ins.  wide,  in  a  trench  2  ft.  deep.  If  plank 
costs  $20  per  M  delivered  this  item  adds  1  ct.  per  lin.  ft 
The  average  bidding  price  in  New  Jersey  has  been  about  12 
cts.  per  lin.  ft.  for  a  4-in.  tile  drain  complete. 

Vitrified  Comdvit  Data.— Vitrified  conduits  for  carry- 
ing electric  wires  underground  are  made  in  singls  or  mul- 
tiple ducts.  A  single  duct  is  a  pipe  18  ins.  long  with  a 
round  or  square  bore  ranging  from  3%  to  4  ins.  diameter. 
Multiple  ducts  are  made  with  two  or  more  ducts  in  one 
piece.  The  common  multiples  are  2,  3,  4,  6  or  9  ducts  in 
one  piece.  The  lengths  of  the  pieces  are  24  or  36  ins.  Ducts 
are  sold  by  the  duct-foot,  and  the  present  price  in  New 
York  City  is  about  3%  cts.  per  duct-foot.  A  six-duct  mul- 
tiple has  6  duct-feet  per  lin.  ft,  and  its  price  is  therefore 
6  X  3%,  or  21  cts.  per  lin.  ft.  of  the  6-duct  piece.  The 
weight  varies  somewhat  with  different  manufacturers,  but 
8  lbs.  per  duct  foot  may  be  used  for  estimating  freight  and 
haulage. 

I  am  informed  by  one  of  the  large  manufacturers  that 
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the  9-dnct  multiple  is  not  so  popular  as  it  once  was,  due 
:o  loss  by  breakage. 

The  outside  dimensions  of  vitrified  conduits  are  about 
as  follows: 

^nmberof  dnctolnthepieee 12         8         4         6  9 

Dlmenalons  of  Um  pi«ce.  ins 5x5    5x9    5x18    9x9    9x18    18x18 

These  ducts  are  all  square  bore,  3%  ins.,  square  with 
rounded  comers. 

Cost  of  IcaylAK  deetrie  Comdwits. — My  own  cost  rec- 
ords for  this  class  of  work  cover  only  two  sizes  of  vitrified 
pipe  conduits  encased  in  concrete.  One  of  these  conduits 
was  made  of  four-duct  pipe,  each  duct  being  3^  ins.  in- 
side diameter,  the  four  ducts  being  baked  together  in  one 
piece  18  ins.  long.  First  a  trench  was  dug  2  ft.  8  ins.  deep 
and  18  ins.  wide«  then  a  bed  of  concrete  4  ins.  thick  was 
laid  in  the  trench.  Upon  this  concrete  the  conduit  was  laid, 
every  joint  being  wrapped  with  a  strip  of  cheap  cotton 
cloth.  Then  concrete  was  packed  on  both  sides  of  the 
conduit  and  4  ins.  thidk  over  its  top.  The  labor  cost  of 
laying  this  conduit,  not  including  the  cost  of  trenching 
and  the  cost  of  making  and  placing  the  concrete,  was  as 
follows:  Two  men  laying  the  duct  pipe  and  one  helper 
delivering  pipe  from  piles  along  the  sidewalk,  averaged 
60  lin.  ft  of  4-duct  conduit  laid  per  hour,  which  is  equiva- 
lent to  120  ft.  of  single  duct  per  hour.  With  wages  of  duct 
layers  at  20  cts.  each  per  hour,  and  helper  at  15  cts.  per 
hour  the  cost  of  laying  was  a  trifle  less  than  1  ct  per  lin. 
ft.  of  4-duct  conduit,  or  ^  ct.  per  ft.  of  single  duct 

In  laying  a  9-duct  conduit  (each  piece  of  pipe  having 
9  ducts  instead  of  4  as  above),  two  men  laying  were  sup- 
plied with  pipe  by  two  helpers.  This  gang  averaged  30 
lin.  ft  of  9-duct  conduit  per  hour,  at  a  cost  of  2.3  cts.  per 
lin.  ft.  of  conduit,  or  H  ct.  per  ft.  of  single  duct  BYom 
this  it  appears  that  the  labor  cost  of  laying  the  pipe  is 
practically  the  same  per  duct-foot,  whether  4-duct  or  9-duct 
conduit  is  laid. 

At  another  time,  one  man  laying  a  single  duct  line  (ex- 
clusive of  trenching  and  concreting)  averaged  66  lin.  ft 
per  hour,  at  a  cost  of  a  trifle  less  than  %  ct  per  ft  The 
work  in  all  these  cases  was  done  by  day  labor  for  the  com- 
pany. 
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Cost  of  Briok  Manlioloi    for    Elootrio    Comdmiti. — 

Square  manholes  were  built  with  brick  walls  12  ins.  thick. 
The  bottom  of  the  manhole  was  concrete,  and  the  top 
was  reinforced  concrete.  The  following  data  relate  only 
to  the  brick  work:  Elach  manhole  contained  4.6  cu.  yds. 
of  brick  masonry,  and  the  following  gang  averaged  1% 
days  to  each  manhole,  the  day  being  8  hrs.  long: 

2  masons,  at  $3.00 16.00 

3  helpers,  at  $1.50 4.50 

Total  per  day $10.50 

Therefore,  it  cost  $18.35  per  manhole  for  the  labor  on 
the  brick  work,  which  is  equivalent  to  $4  per  cu.  yd.  of 
brick  masonry.  Since  each  manhole  contained  2,140  bricks, 
each  mason  averaged  about  600  bricks  laid  per  8-hr.  day. 
This  was  very  slow  work.  It  was  done  by  day  labor  for 
a  company. 

Cost  of  Vitrified  Conduits,  Memphis,  Tenn. — Mr.  F. 

G.  Proutt  gives  the  following  data  on  electric  vitrified  con- 
duit construction  at  Memphis,  Tenn.,  in  1903:  The  work 
was  done  by  day  labor,  the  wages  of  common  labor- 
ers (negroes)  being  $1.50  per  day.  There  were  about 
3,700  ft  of  trenches  containing  27  ducts,  and  7,200  ft 
of  trench  containing  18  ducts,  besides  which  there  were 
575  ft.  of  trench  containing  from  6  to  60  ducts,  making  in 
all  11,475  ft  of  trench  and  252,000  duct  feet.  An  18-duct 
conduit  was  made  up  of  three  6-duct  sections  (no  single 
duct  sections  were  used),  each  section  measuring  9  x  13 
ins.,  sections  being  laid  one  on  top  of  the  other.  The 
ducts  were  surrounded  on  all  sides  with  concrete  3  ins. 
thick,  making  6  ins.  of  concrete,  27  ins.  of  ducts  and  30 
ins.  of  backfill,  or  a  trench  5^  ft  deep  for  an  18-duct  con- 
duit The  width  of  the  duct,  13  ins.,  plus  6  ins.  for  con- 
crete, gives  a  trench  19  ins.  wide,  or  about  8^  cu.  ft.  (less 
than  %  cu.  yd.)  of  excavation  per  foot  of  trench.  The 
27-duct  conduit  was  made  up  of  4  multiple  ducts  of 
6  ducts  each,  and  one  multiple  of  3  ducts,  laid 
in  tiers,  making  the  trench  6^  ft.  deep  and  19  ins. 
wide,  or  about  9.4  cu.  ft.  per  foot  of  trench.    Roughly  speak- 


458        HANDBOOK  OF  COST  DATA. 

Ing,  all  the  trench  work  averaged  %  cu.  yd.  excavation  per 
foot  of  trench.  All  6-duct  sections  were  3  ft.  long,  and  all 
3-duct  sections  were  2  ft  long: 

The  executive  force  consisted  of  1  general  foreman  at  $3; 
1  foreman  of  pipe  layers;  1  foreman  of  concrete  mixing 
gang;  1  foreman  in  charge  of  digging  for  manholes;  1 
foreman  in  charge  of  backfilling  and  hauling  away,  and  1 
time  keeper.  There  were  8  men  on  manholes  and  service 
boxes,  80  men  trenching,  concreting  and  pipe  laying.  The 
best  day's  work  was  703  ft.  of  trench  and  15,156  duct  feet. 

In  laying  the  duots,  the  3-in.  tsoncrete  bottom  was  first 
placed,  then  2  men  in  the  trench  laid  the  lower  tier  or  run, 
two  men  on  the  bank  handing  the  sections  down  by  means 
of  a  rope  run  through  one  of  the  holes.  This  run  was 
followed  by  a  similar  gang  of  4  men  working  a  few 
lengths  back.  Three  dowel  pins  were  used  in  each  section. 
The  joint  was  made  with  a  strip  of  cheap  canvas  5  ins. 
wide  by  5  ft.  long  laid  on  the  bottom  before  placing  the 
du€ts.  A  boy  followed  along,  wrapping  the  canvas  over 
the  top  joint  and  painting  the  lap  with  asphaltum.  To  cut 
the  canvas  into  strips  a  table  was  made  with  a  saw  kerf 
in  it  5  ins.  from  one  edge  and  at  this  edge  was  a  strip 
against  which  to  push  the  bolt  of  cloth.  A  large  butcher 
knife  was  then  run  through  the  saw  kerf  and  cloth,  cutting 
off  a  strip  5  ins.  wide  and  the  length  of  the  bolt.  This  strip 
was  wound  on  a  reel  whose  circumference  was  5  ft.,  and 
a  cut  through  the  cloth  at  the  circumference  made  strips 

5  ft  long. 

The  concrete  was  mixed  with  "Dromedary"  mixers  cost- 
ing about  $200  each.  A  "Dromedary"  mixer  holds  about 
%  cu.  yd.  of  concrete,  and  is  hauled  by  two  horses  in 
tandem.  Half  the  charge  of  sand  is  shoveled  in,  then  the 
cement,  then  the  rest  of  the  sand,  and  finally  the  stone. 
The  door  is  closed  and  the  mixer  hauled  about  150  ft.  to 
the  water  tank  and  from  6  to  8  pails  of  water  are  thrown 
in.  If  the  concrete  must  be  rehandled  the  mixer  is  hauled 
to  a  dumping  board  6  ft.  wide  by  24  ft  long,  made  in  two 

6  X  12-ft.  sections. 

The  cost  of  252,000  duct  feet,  laid  in  11,475  ft  of  trench, 
was  as  follows: 
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254,500  duct  feet  (1%  l)roken),  at  5%  cts $13,997 

45  cars  of  ducts  utiloaded,  at  $7.50 338 

Liabor  trenching,  backfilling,  concreting  and  duct 

laying 7,745 

Materials  for  882  cu.  yds.  of  1:4:8  concrete,*  at 

$5.22  4,604 

32  brick  manholes,t  at  $115 3,680 

81  manhole  drains,!  at  $86  2,666 

48  service  boxes,§  at  $30 1,520 

4,300  lin.  yds.  canvas  (5  ft.  wide),  at  5  cts .215 

5  t)bls.  asphalt  paint,  at  $30 150 

40,000  dowel  pins  for  ducts,  at  i^  ct 200 

Tools    800 

City  water  50 

Plumbers  repairing  water  pipes  100 

New  sidewalks   600 

Repaving  city  streets  1,000 

City  inspection  195 

Engineering  1,000 

Incidentals * 1,140 

252,000  duct  feet,  at  nearly  16  cts $40,000 


•Each  cubic  yard  of  1:4:8  concrete  required  0.96  bbl.  ( a  bbl.  being 
counted  as  4  cu.  ft.)  cement  at  $2.10  per  bbl.;  0.66  cu.  yd.  of  sand  at 
$1.26  per  cu.  yd. ;  and  1.86  short  tons  of  broken  limestone  at  $2  a  ton. 

tSaoh  manhole  was  8-slded.  6  ft.  wide  by  7  ft.  long  and  6^  ft.  deep,  in- 
side measure,  with  18-in.  brick  walls,  a  6-in.  concrete  floor,  and  a  12-in. 
concrete  top  reinforced  by  old  rails.  There  were  8.200  bricks  in  each 
manhole  at  $7.60  per  M. ;  there  were  nearly  4  cu.  yds.  of  concrete  in  the 
bottom  and  top  at  $6.76  per  cu.  yd.  for  materials.  Masons  were  paid  $6 
a  day  and  helpers  $2.  The  cost  of  excavating  for  and  building  a  manhole 
sTeraged  about  $40,  The  iron  rails  cost  $6.  The  cast-iron  cover  for  each 
manhole  weighed  1,160  lbs.  costing  1.9  cts.  per  lb. 

tManhole  drains  averaged  170  ft.  long  of  6  in.  sewer  pipe,  costing  $10 
tor  materials  and  $76  for  labor. 

{Service  boxes  contained  826  bricks  each,  and  were  8  ft.  square  inside, 
with  9-in.  walls,  and  provided  with  cast-iron  covers  like  the  manhole  cover. 

Cost  of  Making:  Cement  Pipe.— Mr.  Arthur  S.  Bent 
gives  the  (following  data:  In  1892  four  miles  of  28-in. 
cement  pipe  were  laid  for  an  irrigation  system  in  River- 
side Co.,  California.  The  mortar  was  mixed  by  hand  In 
boxes  holding  %  cu.  yd.,  and  was  hoed  over  3  times  dry 
and  3  times  wet.  It  was  then  tamped  (17-lb.  tampers)  by 
hand  into  sheet  iron  molds. 

The  pipe  was  28  ins.  diameter,  2%  ins.  thick  ^.li^  Va.  V 
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ft.  lengths.  The  mixture  used  was  1  part  Portland  cement 
and  Z^i  parts  pit  gravel  and  sand.  A  gang  of  25  men  made 
1  mile  of  pipe  per  week,  or  35  ft  per  man  per  day,  or  1% 
cu.  yds.  of  concrete  per  man  per  day.  With  wages  at  |1.75 
a  day  the  labor  cost  was  $1  per  cu.  yd.  of  concrete  In  the 
pipe,  or  5  cts.  per  lin.  ft  of  pipe.  This  pipe  line,  after 
seven  years  of  use,  showed  no  appreciable  loss  of  water  in 
its  4  miles  of  length. 

The  Miracle  Pressed  Stone  Co.,  of  Minneapolis,  Minn., 
manufacture  molds  for  making  cement  tile  and  cement 
sewer  pipe  with  bell  ends.  Their  catalogue  contains  the 
data  given  in  the  following  table: 

Cost  of  Cement  Pipe,  in  8-ft.  I<ensth8. 

(Mortar,  1:8  mixture;  sand,  75  cts.  per  ciuyd.;  cement,  $2perbbL; 

labor,  $2  per  day.) 


Pipe.  2  ft.  long. 

OD 

*-i 

VI -M* 

*-i   . 

Total  cost, 
2-ft.  pipe. 

*» 

Kind  of 
pipe. 

M 
o 

Eh 

Cu.  ft.  ( 
sand. 

Cost  0 
sand. 

S8 

Cost  o 
Labor 

Is 

24"  Bell-End  . . 

.     2" 

2.75 

$0,075 

$0,460 

$0.15 

$0,685 

$0.84 

24"  Straight.  .. 

2" 

2.25 

.063 

.870 

.12 

.558 

.28 

20"  Bell-End  . . 

.     IV 

1.95 

.056 

.825 

.13 

.511 

.26 

20"  Straight  . . . 

IX" 

1.67 

.045 

.266 

.09 

.401 

.20 

18"  Bell-End . . 

.    IV 

1.84 

.650 

.280 

.13 

.445 

.22 

18"  Straight  . . . 

IV 

1.50 

.450 

.190 

.10 

.335 

.17 

15"  Bell  End.. 

.    IS" 

1.40 

.039 

.235 

.11 

.884 

.19 

15"  Straight  ... 

iy»" 

1.17 

.033 

.195 

.08 

.808 

.16 

12"  Bell-End.. 

.  ly^" 

1.10 

.030 

.180 

.10 

.810 

.1« 

12"  Straight  ... 

iH" 

.88 

.025 

.145 

.07 

.240 

.U 

10"  Bell-End.. 

.   ir," 

.83 

.250 

.105 

.10 

.280 

.12 

10"  Straight  . . 

i%" 

.08 

.020 

.850 

.07 

.176 

.00 

Cost  of  Concrete-Steel  Sewers. — See  Section  VI.,  Ck)n« 
Crete  Construction,  pages  365  to  382. 


SECTION    IX. 
COST  OF  PILING,  TRESTUNG  AiND  TIMBER  WORK- 

Pilei. — Foundation  piles  are  piles  driven  to  support  a 
bridge,  building  or  other  structure.  They  are  usually 
spaced  not  closer  than  3  ft.  center  to  center. 

Trestle  piles  are  driven  to  form  the  posts  of  a  trestle. 
There  are  usually  4  piles  driven  in  a  row;  and  these  4 
piles,  with  their  12  x  12-in.  cap  and  sway  braces,  are  called 
a  hent.  In  wagon  road  trestles  3  piles  are  enou^  for  a 
bent  In  falsework  for  bridge  spans  two  piles  to  a  bent  will 
suffice  for  moderate  spans,  the  bents  being  located  just  in 
advance  of  tl^e  panel  points. 

Batter  piles  are  piles  driven  inclined;  or  driven  plumb 
and  afterward  pulled  over  into  an  inclined  i>osition. 

Sheet  piles  are  piles  driven  touching  one  another  so  as 
to  form  a  tight  enclosure,  as  for  a  coffer-dam.  Triple-lap 
sheet  piles  are  often  made  by  bolting  or  spiking  three 
planks  together,  the  middle  plank  being  set  off  line  from 
the  outer  planks,  so  as  to  form  a  rough  tongue  and  groove. 
This  is  the  Wakefield  piling,  the  patent  for  which  has  re- 
cently expired.  Interlocking  sheet  piles  are  made  of  steel, 
in  a  number  of  different  forms. 

-  Rings,  or  iron  bands,  are  generally  placed  around  the 
heads  of  wooden  foundation  or  trestle  piles  to  protect  the 
head  from  "brooming"  and  splitting  while  being  driven. 

Shoes  of  cast  or  wrought  iron  were  formerly  used  very 
often  to  protect  the  toes  of  piles  driven  in  hard  material; 
but  shoes  are  rarely  used  nowadays. 

Piles  are  sold  by  lumber  dealers  at  5  to  15  cts.  per  lin. 
it,  of  pile  for  all  ordinary  lengths,  but  very  long  piles 
bring  high  prices  per  lin.  ft.  Specifications  usually  provide 
a  contract  price  per  lin.  ft.  for  "piles  delivered"  on  the 
work  ready  to  drive;  and  another  price  per  lin.  ft  for 
"piles  driven."    The  length  of  the  "pile  driven"  is  the  lull 
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length  of  the  pile  left  in  the  work  after  cutting  off  the 
broomed  head. 

The  actual  cost  of  driving  a  pile  should  be  recorded  in 
dollars  and  cents  per  pile,  as  well  as  in  cents  per  lin.  ft. 
of  pile  driven;  for  costs  vary  less  per  pile  than  per  lin. 
ft.  This  is  evident  when  we  consider  that  where  the  driv- 
ing is  easy  a  very  long  pile  is  driven  in  no  longer  time  than 
is  required  for  a  short  pile  where  driving  is  hard. 

The  author  prefers  to  specify  payment  for  "piles  deliv- 
ered" by  the  lineal  foot,  and  for  "piles  driven,"  by  the  pile. 

Pile  Driver*. — There  are  three  tjrpes  of  pile  drivers: 
(1)  Free-fall;  (2)  friction-clutch;  and  (3)  steam-hammer 
In  the  free-fall  driver,  the  hammer  is  detached  from  the 
hoisting  rope  and  allowed  to  fall  freely  upon  the  pile. 
In  the  friction-clutch  driver,  the  hammer  remains  always 
attached  to  the  hoisting  rope,  and,  by  means  of  a  friction 
clutch  on  the  hoisting  engine,  the  drum  is  thrown  into 
gear  or  out  of  gear  at  will.  When  the  clutch  is  thrown 
out  of  gear,  the  hammer  falls,  dragging  the  hoisting  rope 
after  it.  The  Nasmyth  steam-hammer  is  raised  by  steam 
acting  direct  upon  a  piston  attached  to  the  hammer.  The 
hammer  is  raised  about  3V6  ft.,  and  allowed  to  fall  by 
gravity. 

A  steam  hammer  strikes  about  60  blows  per  minute.  A 
friction-clutch  hammer  strikes  about  18  blows  per  minute 
when  the  hammer  falls  12  ft.;  and  25  blows  per  minute 
when  the  hammer  falls  only  5  ft  A  free-fall  hammer 
strikes  about  7  blows  per  min.  when  the  fall  is  20  ft,  and  a 
hoisting  engine  is  used. 

The  free-fall  hammer  is  much  used  where  horses  do  the 
hoisting  instead  of  an  engine.  In  either  case  a  lug  on  top 
of  the  hammer  is  gripped  by  a  pair  of  "tongs,"  which  are 
tripped  at  the  desired  height,  allowing  the  hammer  to  fall. 
The  "tongs"  descend  slowly  by  gravity  helped  perhaps 
by  the  man  who  has  tripped  them,  and  they  automatically 
grip  the  hammer  again.  The  "tongs"  are  also  called 
"scissors"  or  "nippers." 

The  two  upright  timbers  that  guide  the  hammer  are 
called  "leads,"  or  "leaders,"  or  "gins,"  or  "ways."  A  com- 
mon weight  of  hammer,  for  a  free-^all  or  a  friction-clutcb 
machine  is  2,000  to  3,000  lbs. 
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An  "overhang  driver"  is  a  driver  provided  with  leads  that 
project  8  to  20  ft  beyond  the  base  of  support  of  the  driver. 
The  horizontal  beams  that  support  the  leads  of  an  over- 
hang driver  are  trussed;  and  the  weight  of  the  engine  on 
the  rear  of  the  trussed  beams  counterbalances  the  weight 
of  the  leads  and  the  hammer  on  the  front.  A  cheap  driver 
of  this  type  can  readily  be  made  for  driving  the  bents  of 
a  pile  trestle  across  a  river,  or  other  body  of  water,  where 
a  scow  is  not  available  for  mounting  the  driver  upon.  The 
author  has  built  such  a  driver  with  a  20-ft.  overhang  for 
driving  falsework  pile  bents  across  a  river. 

A  "railway  pile  driver"  is  a  heavy  driver  of  the  "over- 
hang" type,  mounted  on  a  railway  fiat  car.  -Sometimes 
these  drivers  are  made  self-propelling;  but  frequently  a 
locomotive  is  used  in  handling  the  driver.  The  leads  are  so 
made  that  they  can  be  lowered  when  passing  under  over- 
head bridges,  etc.  In  working  with  an  overhang  driver, 
there  is  always  considerabe  delay,  for  €is  soon  as  the  3  or 
4  piles  for  a  bent  have  been  driven,  they  must  be  sawed  off 
and  capped  with  a  12  x  12-in.  stick  drift-bolted  to  the  piles, 
before  the  beams  or  stringers  can  be  laid  to  support  the 
driver  when  it  moves  forward. 

A  "scow  driver"  will  drive  more  piles  per  day  than  a 
"railway  driver,"  because  this  delay  in  sawing  off  and 
capping  each  bent  does  not  occur.  Moreover,  the  piles  are 
floated  alongside  the  driver  ready  for  instant  use.  The 
scow  itself  is  quickly  shifted  by  means  of  ropes  from  suit- 
able anchorages  to  the  winch-heads  of  the  engine. 

Excepting  on  railway  work,  land  drivers  (as  distinguished 
from  scow  drivers)  are  seldom  mounted  on  wheels  running 
on  a  track;  but  are  usually  supported  on  rollers  running 
on  plank  or  timber  runways  laid  down  in  advance  of  the 
driver.  If  the  ground  is  very  irregular,  it  must  either  be 
graded,  or  the  timber  runways  for  the  driver  must  be  sup- 
ported by  cribbing  or  blocking  so  as  to  give  a  level  run- 
way for  the  driver.  The  building  of  such  a  runway  often 
retards  the  work  of  land-driving. 

Excepting  where  the  driving  is  exceedingly  hard,  the 
hammer  is  actually  at  work  but  a  small  fraction  of  the 
day  at  best.  The  contractor  should,  therefore,  exercise  his 
wits  to  reduce  the  lOBt  time. 
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There  are  no  very  reliable  data  as  to  the  relative  effec- 
tiveness of  the  blowfi  of  gteam-hammer  drivers  and  friction- 
clutch  drivers,  hut  the  following  data  by  Mr.  N.  B.  Woydert 
may  prove  of  value: 

In  driving  piles  in  Chicago,  piles  54  ft  long  were  driven 
52  ft,  of  which  27  ft  were  in  soft  clay,  and  25  ft  in  tough 
clay.  ESach  pile  averaged  13  ins.  in  diameter.  Using  a 
Nasmyth  steam  hammer,  striking  54  blows  per  minute, 
with  a  weight  of  4,500  lbs.  falling  3^4  ft.,  it  required  48 
to  64  blows  to  drive  the  last  foot  when  a  follower  20  ft 
long  was  used  on  top  of  the  pile;  but,  without  a  follower, 
it  is  estimated  it  would  have  taken  only  24  to  32  blows  to 
drive  the  last  foot.  After  a  pile  had  stood  24  hrs.  it  re- 
quired 300  to  600  blows  of  the  hammer  on  the  follower  to 
drive  it  1  ft 

In  the  same  soil,  using  a  3,000-lb.  drop  hajnmer  falling 
30  ft,  and  striking  a  follower  20  ft  long,  it  required  16 
blows  to  drive  the  last  foot;  but  with  the  same  hammer 
falling  15  ft,  it  required  32  to  36  blows  on  the  follower  to 
drive  the  pile  the  last  foot. 

The  piles  were  tested  with  a"  load  of  50  tons  each  for  two 
weeks  and  showed  no  settlement 

The   Steam  Hammer  vs.   the   Drop  Hammer.* — Some 
50   years   ago,    when    the    Nasmyth   steam  nammer   came 
into  prominence  as  a  pile  driver,  it  was  predicted  by  en- 
gineers who  had  seen  it  that  the  days  of  the  rope-hoisted 
hammer    were   numbered.      Nor  is   it   uncommon    to   read 
similar  predictions   even   to  this  day.       That   tne    steam 
hammer  weighing  two  tons  and  striking  60  blows  a  min- 
ute is  a  very  effective  machine  no  one  can  deny,  but  what 
appears   to  have  been   overlooked  by  many   engineers  is 
the  fact  that  in  nearly  all  driving  of  piles  on  land,  a  very 
small  fraction  of  the  working  day  of  a  pile-driving  gang 
is  spent  in  actual  driving.    This  is  particularly  the  case  in 
building  pile  trestles  with  a  railroad  pile  driver. 

A  record  kept  by  the  writer  shows  very  clearly  how  little 
time  is  ordinarily  spent  in  pile  driving  on  trestle  work, 
using  the  ordinary  railroad  pile  driver  with  a  friction-clutch 
engine.     E>ach  trestle  bent  consisted  of  four  piles  driven 

*Abetracted  from  an  editorial  article  wrltteii  bj  the  au^or  for  Xa- 
glneerlng  News,  July  3, 1908,  p.  18. 
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about  10  ft.  into  firm,  dry  earth,  and  bents  were  15  ft. 
c.  to  c.  It  took  about  20  blows  of  a  2,800-lb.  hammer  falling 
about  18  ft.  to  drive  each  pile,  and,  once  the  pile  was  in 
the  leaders,  these  20  blows  were  delivered  in  from  1  to  2 
minutes,  depending  upon  minor  delays  in  keeping  the  pile 
plumb.  The  piles  were  not  ringed.  Hence  we  may  say 
that  in  so  far  as  the  actual  time  of  driving  four  piles  was 
concerned,  only  8  minutes  were  thus  consumed  per  bent  at 
the  most.  About  4  or  5  minutes  were  required  to  get  each^ 
pile  into  the  leaders,  thus  consumiDg  some  20  minutes  per 
bent 

Tabulating  the  time  consumed  in  performing  each  de- 
tail we  have: 

Minutes. 

(1)  Getting  4  piles  into  leaders  20 

(2)  Driving  4  piles  8 

(3)  Straightening  and  bracing  the  piles  27 

(4)  Leveling  and  nailing  guide  strips  for  sawing  off  10 

(5)  Sawing  ofC  4  piles \ 12 

(6)  Putting  on  cap  and  drift  bolting  it 13 

(7)  Pulling  3  stringers  forward  from  last  bent 11 

(8)  Putting  in  3  more  stringers  that  overhang 20 

(9)  Putting  in  1  tie  and  spiking  rail 4 

Total  time  on  one  bent 125 

Item  (4)  was  unnecessarily  long,  due  to  the  hair-splitting 
methods  of  the  Y-level  man,  who  was  giving  the  cut-off. 
Even  after  the  cleats  to  guide  the  saws  were  nailed  on, 
he  had  them  lowered  %-in.  \ 

Items  (3)  and  (5)  may  frequently  be  reduced  very  ma- 
terially, and  always  would  be  on  contract  work,  but  on 
work  done  for  a  railroad  company,  as  this  was,  the  end 
of  the  10-hour  day  will  find  only  4  to  6  bents  built  under 
the  conditions  here  given.  If  however,  we  assume  a  bent 
of  four  piles  built  in  100  minutes,  we  see  that  only  8  min- 
utes of  that  time  will  be  consumed  in  actual  driving.  In 
other  words,  only  three-quarters  of  an  hour  out  of  the  ten 
hours  is  spent  in  hammering  the  pile!  This  will  doubt- 
less be  surprising  to  many  engineers,  and  particularly  to 
those  who  have  been  impressed  by  the  speed  of  the  Nas- 
myth  steam  hammers.    Under  a  hustling,  wide-awake  con.- 
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tractor,  the  writer  has  seen  10  bents  driven  and  coi 
in  a  day  with  a  friction-clutch  driver;     but  even 
such  conditions  the  hammer  was  actually  at  work 
less  than  two  hours. 

It  seems  quite  clear  from  the  foregoing  discussic 
main tenance-of- way  engineers  should  look  not  to  li 
ments  in  the  form  of  hammer  mechanism,  but  rathei 
provements  in  the  mechanism  and  methods  of  handl 
piles,  caps,  stringers,  etc.  Very  much  can  be  accompli 
this  respect  by  having  a  well-organized  force  with  i 
headed  foreman  at  its  head.  In  the  example  joe 
the  item  of  straightening  piles  was  exceedingly  ex 
in  time,  in  that  it  consumed  nearly  half  an  hour.  T\ 
largely  due  to  the  fact  that  the  foreman  did  not  api 
the  importance  of  sawing  the  pile  heads  square.  £ 
ply  put  the  piles  into  the  leaders  with  the  heads 
sawed  as  they  came  from  the  forest.  In  one  case  t 
had  a  large  prong  of  splintered  wood  projecting  ab< 
partly  sawed  head.  Haste  never  makes  more  wast 
in  neglecting  to  square  the  pile  heads,  and  guide  t 
properly  while  driving  it. 

In  this  particular  instance,  since  the  driving  was 
dry  laud,  the  foreman  should  have  secured  a  teai 
which  to  "snake"  piles  and  timbers  up  alongside 
directly  in  front  of  the  driver.  Then  the  pile  r 
"runner"  could  have  been  quickly  hooked  on  to  s 
already  fastened  around  the  pile  or  timber  to  be 
with  a  saving  of  50%  in  the  time  spent  in  getting  n 
to  place.  It  does  not  pay  to  make  a  team  out  of 
driver  and  a  gang  of  men. 

Instead  of  spending  13  minutes  getting  a  cap  tc 
and  drift-bolting  it,  not  more  than  6  or  7  minute 
have  been  so  consumed.  Two  men  can  cross-cut  a 
4  or  5  minutes,  hence  with  eight  men  on  four  saws,  i1 
can  be  reduced  at  least  one-half.  Running  around  1 
for  saws,  mauls,  drift  bolts,  etc.,  is  one  of  the  g 
causes  of  delay.  For  this  reason  there  should  be 
two  men  whose  duty  it  is  to  bring  tools  and  put  then 
immediately  after  they  have  served  their  purpose.  T 
leader  men  on  the  driver  might  well  attend  to  the 

We  see,  by  this  method  of  timing,  why  the  Ni 
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steam  hammer  has  failed  to  displace  the  friction-clutch 
hammer  on  trestle  work,  and  we  see  that  if  any  improve- 
ment is  desirable  in  driver  design  it  is  not  in  the  hammer 
mechanism,  but  rather  in  the  means  of  mechanically  han- 
dling the  t^i^here.  Finally  we  see  that  organization  of 
the  force  is  quite  as  essential  as  improvement  in  mechan- 
ism, while  it  possesses  the  decided  advantage  of  costing 
nothing  except  what  may  be  paid  for  a  better  quality  of 
brain  work. 

From  this  discussion  it  should  not. be  inferred  that  the 
steam  hammer  has  no  field  of  usefulness,  for  it  has.  Its 
field,  however,  is  in  scow  or  land  driving,  where  a  great 
number  of  foundation  piles  are  to  be  driven  close  together, 
and  especially  where  a  great  number  of  blows  must  be 
struck  to  secure  the  desired  pile  penetration. 

Cost  of  Raymond  Concrete  Piles. — The  Raymond  con- 
crete pile  (patented  1896)  is  made  as  follows:  A  collapsible 
steel  core,  30  ft.  long,  20  ins.  diam.  at  the  top  and  6  ins.  at 
the  bottom,  is  driven  into  the  ground  by  an  ordinary  pile- 
driver.  When  it  has  reached  the  proper  depth,  a  wedge  is 
loosened,  permitting  the  two  sections  of  the  core  to  come 
closer  together,  so  that  the  core  can  be  easily  pulled  out  of 
the  hole.  In  a  sticky  clay  the  hole  would  probably  keep  its 
shape  until  filled  with  concrete,  but  ordinarily  the  sides  of 
the  hole  will  collapse  if  not  supported,  so  it  is  necessary  to 
slip  sleeves  or  shells  of  sheet  iron  over  the  core  before  driv- 
ing it  These  shells  are  left  in  the  ground  upon  pulling  the 
core,  and  they  form  a  mold  for  the  concrete.  For  a  pile  25 
ft  long,  the  shells  are  made  in  four  lengths  of  No  20  iron 
that  telescope,  one  over  the  other.  They  are  slipped  over 
the  lower  end  of  the  core  as  it  hangs  in  the  pile-driver  leads, 
and  a  rope  is  hitched  around  the  outer  sleeve.  The  engine- 
man  hoists  the  shells  until  they  are  all  **un-telescoped"  and 
hugging  tight  to  the  core,  like  joints  of  stove  pipe  on  a  man- 
drel.   The  rope  is  unfastened  and  the  driving  begins. 

On  the  following  work,  the  hammer  weighed  3,100 
lbs.,  and  was  operated  by  an  ordinary  friction  clutch 
hoisting  engine.  The  pile-driver  had  leads  50  ft  long,  and 
was  mounted  on  a  turntable;  the  framework  of  the  turn- 
table in  turn  resting  on  rollers  traveling  on  timbers  laid  oa 
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the  grround.  The  driver  was  moved  along,  and  rotated  when 
necessary,  by  ropes  passing  around  the  winch  head  of  the 
engine.  The  hammer  blow  was  received  hy  an  oak  block 
fitting  in  a  recess  at  the  top  of  the  steel  core.  This  oak  block 
was  so  battered  by  the  blows  that  it  had  to.  be  renewed 
about  every  5  or  6  piles  driven.  A  %-in.  wire  rope  passing 
over  a  10-in.  sheave  lasted  for  the  driving  of  130  piles,  and 
then  broke.  With  a  larger  sheave  the  life  would  have  been 
much  longer.  My  records  show  that  when  work  was  first 
begun,  the  crew  averaged  10  piles  per  day  of  10  hrs.,  but  the 
average  of  the  job  in  driving  piles  for  the  foundation  of  a 
building  was  13  piles  a  day,  the  best  day's  work  being  17 
piles.    The  cost  of  labor  and  fuel  per  pile  was  as  follows: 

5  laborers  on  pile  driver,  at  $1.75 $8.75 

2  laborers  handling  the  iron  shells,  at  $1.75 3.50 

1  engineman  3.00 

6  laborers  mixing  and  placing  concrete 10.50 

1  foreman    5.00 

CJoal  and  oil   2.50 

Total,  13  piles,  at  $2.55 $33.25 

This  includes  the  placing  of  the  concrete,  which,  if  de- 
ducted, leaves  less  than  $2  per  pile  for  driving  the  core.  A 
pile  25  ft  long,  6  Ins.  at  the  point  and  18  in».  at  the  butt, 
contains  21^4  cu.  ft.  (nearly  0.8  cu.  yd.),  and  has  a  surface 
area  of  77  sq.  ft.  The  weight  of  No.  20  Iron  (B.  &  S.  gage)  Ifi 
1.3  lbs.  per  sq.  ft,  making  the  weight  of  the  iron  shells 
approximately  100  lbs.  per  pile.  The  amount  of  cement  in 
the  concrete  may  be  varied  to  suit  the  whim  of  the  engi- 
neer or  architect,  from  1  bbl.  to  2  bbls.  per  cu.  yd.  Probably 
1^  bbls.  per  cu.  yd.  Is  more  than  neceseary.  In  the  case 
under  consideration  the  quantities  and  costs  were  as  fol- 
lows: Per  pile. 

1.2  bbls.  cement  (In  0.8  cu.  yd.),  at  $1.75 $2.10 

0.8  cu.  yd.  stone,  at  $1.25 tOO 

-^  cu.  yd.  sand,  at  $1.05  0.35 

100  lbs.  No.  20  Iron  (made  Into  shells),  at  3V6  cts 3.50 

Labor  (as  above  given)    2.55 

•Total,  25  ft  pile $9.50 
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lie  contract  price  was  |25  per  pile,  or  $1  per  lin.  ft,  and 
uded,  of  course,  cost  of  moving  plant  to  and  from  the 
k,  royalty  on  patent,  etc. 

>  give  an  idea  of  the  character  of  the  soil  and  the  time 
lired  for  the  various  operations,  the  following  will 
e:   Fall  of  hammer,  5  ft;   32  blows  per  min. 

Start  to  drive  pile  core. 

Pile  core  down  23  ft 

Start  driving  another  pile. 

Stop  to  change  oak  block. 

Start  driving  again. 

Pile  core  down  24  ft 

Pile  core  pulled  out 

Pile  driver  moved  ahead. 

Finished    fixing   deadman    for    pulling    pile 
driver  ahead. 
J     a.  m.    Steel  shell  on  the  core. 
4^  a.  m.    Pile  core  lined  up  and  driving  begun. 
5     a.  m.    16th  blow,  6  ft.   down. 
7     a.  m.    84th  blow,  12  ft.  down. 
dVo  a.  m.    160th  blow,  stop  to  line  up. 
1%  a.  m.    Start  again. 
2%  a.  m.    190th  blow,  stop  to  line  up. 
3%  a.  m.    Start  again. 
i%  a.  m.    196th  blow,  stop  to  line  up. 
4%  a.  m.    Stacrt  again. 

6^  a.  m.    256th    blow,   18   ft    down,  and    will   go  no 
further. 

ost  of  Making  Piles. — Two  men  can  cut  down  and 

I  17  oak  piles  per  day,  each  pile  being  20  ft.  long.  Where 
men  are  paid  $1.75  per  10  hrs.,  the  labor  cost  of  mak- 
the  piles  is  practically  1  ct  per  lin.  ft.    To  this  must 

added   the  cost  of  hauling  and   freight  to  the   place 

jre  the  piles  are  to  be  driven. 

ost   of  Driving  Piles  With  a  Horse  Driver.— This 

k  consisted  in  driving  219  piles,  2  ft.  centers,  to  form 
protecting  toe  of  a  slope-wall.    The  hammer  weighed 

0  lbs.,  and  was  raised  with  block  and  tackle  by  horses. 

)  teams  were  used  alternately.  As  soon  as  the  ham- 
was  tripped,  two  men  pulled  back  the  hammer  rope 
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hand  cTer  hand,  and  booked  it  as  to  the  wecoad  tMun  while 
Che  other  tastm  was  retaraiB^  la  this  wajr  the  hlovB 
vere  dellTered  almost  twice  as  rapldlj  as  when  one  teui 
011I7  U  used.  The  dzifer  was  supported  on  wood^i  nrilcff 
Scathed  with  iron  and  proTided  with  sockets  Into  whka 
bars  coold  be  inserted  fcr  turning  the  rollers.  The  nrilen 
rested  on  planks  laid  on  the  sroond  which  was  compoia- 
tire! J  lerel  and  required  no  stajing  or  grading  to  seenre  a 
leTrf  rnnway  for  the  driver.  Pine  piles,  15  ft.  Umg,  were 
driven  In  a  stiff  claj  to  a  depth  of  13  ft 

The  average  number  of  piles  driven  per  lO-hr.  day  was 
21.  but  the  best  day's  record  was  30.  The  cost  was  as 
follows  per  day: 

5  laborers,  at  $1.50    |7iO 

1  foreman,  who  worked   2.50 

2  teams  and  drivers,  at  $3.00 6.00 

Ren:  of  driver   2.00 

Total,  for  21  piles,  at  85  cts 118.00 

The  piles  cost  10  cts.  per  fL  delivered;  and  the  con- 
tract price  was  24  cts.  per  ft.  delivered  and  driven. 

On  another  contract  where  piles  were  spaced  10  ft.  cen- 
ters, and  driven  12  ft  into  gravel  ak>ng  the  sloping  bank 
of  a  river,  it  was  necessary  to  do  more  or  less  grading  and 
blocking  np  to  secure  a  level  runway  for  the  pile  driver. 
Four  men  and  a  pair  of  horses  averaged  only  6  piles  per 
10-hr.  day,  making  the  cost  about  $1.50  per  pile  ft>r  the 
labor  of  driving.  This  gang  was  too  small,  and  worked  de- 
liberately. 

Cost  of  DrlTing  Fonmdatiom  Piles  for  a  Bnilding." 

On  this  work,  which  consisted  in  driving  long  piles  for 
the  foundation  of  a  building  in  Jersey  City,  a  pile  driver 
mounted  on  rollers  was  used.  The  leaders  were  60  ft  long, 
and  provided  with  two  head  sheaves,  one  for  the  hammer 
rope  and  one  for  the  rope  used  in  hauling  and  raising  the 
piles.  The  hammer  weighed  2,100  lbs.;  and  the  engrine  was 
a  double-drum  friction-clutch.  The  piles  were  of  spruce 
50  ft.  long,  and  were  driven  their  full  length  in  soft  clay. 
For  the  first  10  ft  the  piles  were  driven  without  ringing 
or  banding.     When  the  pile  head  reached  the  bottom  of 
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the  leaders,  a  short  wooden  follower  was  used  for  the  last 
10  to  25  blows.  The  pile  ring  was  then  pulled  off  the  pile  by 
a  short  iron  pevee  lifted  by  the  pile  rope.  The  piles  were 
stacked  up  in  the  street  about  100  ft.  away  from  the 
driver,  and  were  "snaked  over,"  when  wanted;  the  pile 
rope  being  used  for  the  purpose.  For  the  first  few  blows 
the  hammer  had  a  fall  of  only  5  ft,  and  ahout  25  blows 
per  min.  were  delivered.  But  after  that  the  fall  of  the 
hammer  was  12  ft,  and  about  18  blows  per  min.  were  de- 
livered. It  required  about  110  blows  to  drive  a  pile  its 
full  50  ft.  The  time  required  to  drive  one  pile  was  as 
follows: 

Minutes. 

Hooking  on  dragging  pile  to  driver  5 

Hoisting  pile  and  getting  it  in  place 2 

Hammering  pile  6 

Putting  ring  on  pile 1 

Placing  follower  on  pile  % 

Removing  follower  from  pile 1 

Removing  ring  from  pile % 

Shifting  pile  driver  2  ft 1 

Total  time  per  pile 17 

It  will  be  observed  that  the  hammer  was  actually  en- 
gaged in  hammering  not  much  more  than  one-third  of  the 
total  time.  When  everything  was  working  smoothly  35 
piles  were  driven  in  10  hrs.,  but  the  output  frequently  fell 
below  30  piles  in  a  day,  due  to  sundry  slight  delays  and 
accidents. 

The  cost  of  operating  the  driver  was  as  follows: 

1  engineman   $3.00 

1  man  up  the  ladder 1.50 

4  men  handling  and  guiding  pile 6.00 

1  man  sharpening  piles   1.50 

1  foreman  handling  pile  rope,  etc 4.00 

%  ton  coal,  at  |6 2.00 

Total  per  day  for  labor  and  fuel $18.00 

Rent  of  pile  driver  '. 3.00 

Total,  at  60  to  70  ots.  per  pile $21.00 
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Cost  of  DfiTinK  Piles  for  Wason  Road  Trestles.— It 

was  necessary  to  drive  piles  for  a  number  of  wagon  road 
trestles  across  iravinies,  which  were  oiften  separated  by 
several  miles.  A  light  pile  driver  that  could  readily  be 
moved  from  place  to  place  was  ^built  This  pile  driver 
contained  all  told  about  600  ft  B.  M.  of  timber.  The  ham- 
mer weighed  1,200  lbs.  and  was  raised  by  a  1-ln.  rope  pass- 
ing over  a  pulley  at  the  top  of  the  leaders  and  down  aroand 
a  wooden  drum  12  ins.  in  diameter.  This  drum  was  pro- 
vided with  a  wooden  bull-wheel,  built  of  2-in.  plank,  and 
was  5  ft  in  diameter.  A  rope  around  this  bull-wheel  waa 
pulled  by  a  single  horse  in  raising  the  hammer.  This  de- 
sign was  simpler,  cheaper  and  more  effective  than  using 
triple  blocks  and  tackle.  The  leaders  of  the  pile  driver 
were  of  4  x  6-in.  pine,  30  ft.  long.  The  ladder  was  of  2  x 
4-in.  pine.  The  side  braces  were  of  4  x  4-in.  stuff,  and  &e 
bed  frame  of  6  x  6-in.  stuff.  This  driver,  including  the  5-ft 
bull-wheel  and  the  1-ft  drum,  was  built  by  4  men  in  two 
days,  at  a  cost  of  |16  for  labor,  and  |8  for  timber  and 
bolts. 

Piles  were  driven  in  bents  of  three  piles  each,  bents  20 
ft  apart  In  fairly  hard  ground  the  piles  were  driven  only 
5  or  6  ft.  deep.  Due  to  the  irregularity  oiP  the  ground,  it 
was  generally  necessary  to  throw  up  a  rough  staging  to 
support  the  driver  while  driving.  The  crew  consisted  of 
4  men  and  1  horse.  It  would  take  them  about  2  days  to 
move  the  driver  4  miles  over  poor  roads,  and  erect  a  staging 
upon  which  to  drive  a  seven-bent  trestle.  Then  they  would 
average  10  piles  driven  per  10-hr.  day.  The  cost  of  actual 
driving  was  about  $1  per  pile,  wages  being  |10  a  day  for 
the  crew;  to  which  must  be  added  another  $1  per  pile 
for  lost  time  moving  driver  from  one  trestle  to  the  next 
and  building  staging. 

Cedar  piles  were  largely  used  for  this  work,  as  the  driv- 
ing was  light,  and  as  the  durability  of  cedar  is  greater 
than  other  woods.  After  driving  the  piles,  2  men  would 
saw  off  the  heads  of  18  piles  in  3  hrs.,  at  6  cts.  per  pile. 
These  piles  averaged  20  ft  in  length,  and  with  axmen  at 
|2  a  day  each,  they  were  cut  down  and  trimmed  for  25  cts. 
a  pile,  and  hauled  3  miles  over  rough  roads  for  50  cts.  more 
per  pile. 
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I  found  it  economic  to  sublet  the  pile  driving  to  a  re- 
liable carpenter  who  would  work  with  his  gang  oi  three 
men,  and  earn  good  wages  for  himself  and  crew  if  paid 
$2  for  driving  each  pile,  including  all  moving  and  build- 
ing of  staging.  The  work  just  described  was  done  in  this 
way.  Work  handled  thus  generally  insures  activity  on 
the  part  of  small  gangs  of  men  and  reduces  the  charges 
for  superintendence  to  a  very  small  percentage. 

Cost  of  DrlTing  Piles  for  a  Trestle,  N.  P.  Ry. — Mr. 

E.  H.  Beckler  gives  the  following  data  on  driving  piles  for 
a  railway  trestle  and  three  truss  bridges  on  the  N.  P.  Ry., 
at  Duluth,  Minn.,  by  contract  in  1884.  The  work  was  all 
done  in  the  winter,  and  about  2,340  piles  were  driven,  of 
which  460  were  in  foundations.  The  trestle  was  5,000  ft. 
long.  A  pile  driver,  having  leaders  65  ft.  long,  and  a 
2,600-lb.  hammer,  was  used.  The  piles  were  of  Norway 
and  white  pine,  the  average  length  being  51  ft  Prom  50 
to  150  blows  were  struck  on  each  pile.  With  a  20-ft.  fall 
the  hammer  struck  7  blows  per  min.  The  penetration 
was  10  to  42  ft.  The  average  cut-off  was  5  ft.  for  the 
trestle  piles.  The  pile  driver  engine  was  mounted  on  the 
driver  platform  to  give  stability  and.  for  ease  of  moving. 
A  900-lb.  follower  was  used  in  driving  some  of  the  piles, 
but  it  was  found  to  reduce  the  peretration  of  each  blow 
about  20%,  and  it  did  not  save  the  heads  of  the  piles  from 
more  or  less  shattering. 

Some  piles  were  driven  butt  down,  but  it  added  25%  to 
the  cost  of  driving;  and  it  was  believed  that  the  small 
end,  being  exposed,  would  decay  faster  than  the  butt  end. 
Moreover,  the  area  of  the  small  end  was  so  small  that  the 
pile  would  not  stand  heavy  driving  without  shattering. 

The  cost  of  operating  one  pile  driver  was  about  $38  a 
day  and  from  Dec.  11  to  Mar.  5  the  record  of  its  work  was 
as  follows: 

Per  pile. 

202  piles  (32  ft  long),  19.2  piles  per  day $2.25 

134  piles  (44  ft  long),  23.3  piles  per  day 1.65 

364  piles  (60  ft.  long),  25.1  piles  per  day 1.50 

379  piles  (66  ft  long),  19.2  piles  per  day 1.95 

73  piles  (65  ft  long),  22.5  piles  per  day 1.85 

These  costs  represent  the  cost  to  the  contractor. 
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As  many  as  30  piles  a  day  for  4  consecutive  days  weire 
driven.  The  average  cost  of  driving  these  1,152  piles,  it 
will  be  seen,  was  nearly  |1.75  per  pile. 

The  driving  was  done  after  the  ice  had  formed  in  the 
bay,  and  the  pile  driver  was  supported  by  the  ice  during 
driving. 

The  soil  was  7  ft.  of  clay  under  which  was  sand.  Before 
the  work  was  begun,  test  piles  were  driven  from  a  scow 
along  the  line  of  the  trestle  300  ft  apart.  This  enabled 
the  engineers  to  make  out  an  accurate  bill  of  pile  timber 
for  the  work. 

It  was  found  that  Norway  pine  piles  stood  the  driving 
in  cold  weather  (as  low  as  — 15°  F.)  much  better  than 
white  pine;    for,  when  wood  freezes,  it  is  brittle. 

The  test  piles  were  nearly  all  broken  off  several  feet 
below  the  ground  level,  by  the  side  thrust  of  the  ice  that 
formed  to  a  thickness  of  4  ft.  after  the  piles  were  driven. 
Three  test  piles  were  pulled  up  by  the  ice,  although  they 
had  been  driven  40  ft.  ioto  mud.  The  combined  strength 
of  four  piles  in  a  bent  was  required  to  resist  the  lateral 
thrust  of  ice  pushed  by  the  wind.  The  ice  was  unable 
to  lift  the  piles  once  the  trestle  was  finished. 

Cost  of  Pile  DriTing,  O.  Sc  St.  L.  Ry. — ^Mr.  A.  E. 
Buchannan  gives  the  following  data  of  work  done,  Oct 
22  to  Dec.  17,  1889,  on  the  Omaha  &  St  Louis  Ry.,  by 
company  labor.  There  were  46  days  worked,  the  actual 
working  time  being  6  hrs.  52  mins.  per  day.  The  railway 
driver  drove  1,267  piles  in  these  316  hrs.  of  which  time  14 
hrs.  were  lost  in  lowering  the  leads  344  times,  or  2%  mine, 
each  time.  The  average  time  to  drive  a  pile,  it  will  be 
seen,  was  15  mins.  The  average  depth  driven  was  14  ft 
The  work  was  on  41  different  trestles,  each  averaging  101 
ft.  long.  Wages  were  $2.40  for  engineman,  |2.00  for  fire- 
man, and  $1.50  to  $1.75  for  laborers.  The  cost  of  the  46 
days'  work  was: 

Wages   $1,684 

Fuel,  etc 262 

Total,  1,267  piles,  at  $1.54 $1,946 

The  poorest  day's  work  was  11  piles;    the  best,  44  piles; 
^erage,  28  piles. 
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Cost  of  Pile  DriTing,  C.  ft  E.  I.  Ry.— Mr.  A.  S.  Mark- 
ley  giyes  the  following  data  relative  to  the  cost  of  driving 
436  piles  on  16  Jobs,  averaging  27  piles  on  each  job.  The 
work  was  done  in  1902  for  the  C.  &  E.  I.  By.,  using  a  self- 
propelling  railway  pile  driver  made  by  the  Industrial 
Works,  Bay  City,  Mich.  No  locomotive  was  required  as 
the  driver  could  run  at  a  speed  of  10  miles  an  hour  and 
pull  5  cars  on  a  level  road.  The  leads  were  47  ft.  long; 
the  hammer,  2,900  Ihs.;  the  hoisting  rope,  2-in.;  and  the 
engine  30-HP.,  double  cylinder.  The  leads  could  be  raised 
in  2  mins.  The  engineman  received  |2.50  a  day;  the 
fireman,  $1.50;  the  rest  of  the  men  were  laborers,  except 
the  foreman.  The  average  cost  of  driving  each  pile  was 
75  cts.;  and  each  pile  averaged  24  ft.  long,  although  the 
range  was  from  14  to  42  ft. 

Tbe  Record  for  Rapid  DrlTing  on  the  O.  &  M.  R.  R. 

— As  illustrating  what  can  be  done  under  favorable  condi- 
tions where  men  are  rushing  their  work,  a  record  given  by 
Mr.  L.  C.  B^tch,  EJngineer  of  Maintenance-of-Way,  Ohio  & 
Miss.  R.  R.,  is  interesting.  A  pile  driver  crew  drove  28 
piles  (7  bents  of  4  piles  each)  in  3  hrs.,  at  a  cost  of  30  cts. 
per  pile.  The  piles  averaged  21  ft.  long  and  were  driven 
15  ft.  into  the  ground. 

Cost  of  a  Pile  Trestle. — Mr.  Henry  H.  Carter  gives  the 
following  costs  of  building  a  trestle  across  a  pond 
in  Massachusetts.  The  work  was  done  by  con- 
tract, occupying  five  months,  beginning  November, 
1883,  and  ending  April  9,  1884.  The  piles  were  driven  in 
bents  of  8  piles  to  the  bent,  bents  4  ft.  apart,  and  capped 
with  10  X  lO's  35  ft  long,  notched  down  (dapped)  2  ins.  on 
each  pile.  On  the  caps  were  laid  four  lines  of  8  x  10-in. 
stringers,  and  on  these  were  laid  the  ties  for  a  double 
track  road  for  contractor's  dump  cars.  This  trestle  was 
filled  with  gravel,  and  afterward  all  but  the  two  outer 
piles  in  each  bent  were  cut  off  7  ft.  below  water  and  used 
as  a  foundation  for  a  masonry  conduit.  The  average 
length  of  the  3,750  piles  driven  was  37  ft,  about  25%  of 
the  piles  being  over  45  ft.  long.  With  the  hammer  falling 
about  12  ft.,  318  of  the  piles  penetrated  less  than  1  in. 
under  the  last  blow  (very  hard  driving);    950  piles  pene- 


476         HANDBOOK  OP  COST  DATA. 

trated  1.3  to  2.7  ins.  under  the  last  l>low  (hard  drivlni:); 
2,016  piles  penetrated  3  to  4  ins.  under  the  last  blow  (me- 
dium driving);  and  141  piles  penetrated  over  4  ins.  under 
the  last  blow  (easy  driving).  In  general  the  piles  were 
driven  through  several  feet  of  very  soft  mud  and  12  ft 
into  the  hard  bottom.  The  piles  were  driven  by  two  float- 
ing pile  drivers  supported  on  a  raft  made  of  timbers  and 
empty  oil  barrels.    The  cost  of  the  work  was  as  follows: 

Making  pile  driver: 

Foreman,  7  days,  at  $3.25 $22.75 

Engiueman,  7  days,  at  $3.25   22.75 

Laborers,  15  days  at  $1.75 26.25 

Carpenter,  14  days,  at  $2.25 31.50 

Carpenter.  18  days,  at  $2.00 36.00 

Gins    124.00 

Floats   314.95 

Total   $578.20 

The  cost  of  building  this  driver  if  distributed  over  the 
3,638  piles  driven,  amounts  to  nearly  16  cts.  per  pile.  The 
other  costs  were  as  follows: 

Loading  and  transporting  piles: 

Foreman,  96^  days,  at  $2.00 $192.50 

Laborers,  449  days,  at  $1.75   785.75 

Horse,  104%  days,  at  $1.50 157.12 

Sleds 3.50 

Pile  driving: 

Foreman,  82  days,  at  $3.25 266.50 

Foreman,  118M»  days,  at  $3.00   355.50 

Foreman,  95  days,  at  $2.50 237.50 

Engineman,  87  days,  at  $3.25 287.75 

Engineman,  1031/2  days,  at  $2.50  258.75 

Topman,  166  days,  at  $2.00 332.00 

Topman,  17  days,  at  $1.75  29.75 

Deckhand,  116%  days,  at  $2.25  262.12 

Deckhand,  255^  days,  at  $2.00  510.50 

Deckhand,  280  days,  at  $1.75 490.00 

Laborer,  20  days,  at  $1.00  20.00 
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Carpenter,  177  days,  at  |2.25  $398.25 

Carpenter,  172  days,  at  12.00 344.00 

Freight  on  pile  drivers  75.00 

Coal,  35  tons,  at  $6.40  224.00 

Interest  on  plant,  180  days,  at  $1.50  270.00 

11  M  spruce  braces,  at  $14 154.00 

872  lbs.  spikes  in  braces,  at  3  cts 26.16 

Tools   120.00 

Piles: 

3,638  spru<;e  piles  (av.  37  ft.  each),  at  $2.26 8,221.88 


$14,022.53 

The  loading  and  transporting  of  the  3,638  piles  cost  $0.32 
per  pile.  The  driving  cost  $1.30  per  pile,  the  average  num- 
ber of  piles  driven  being  20  per  day.  The  cost  of  each 
pile  averaged  $2.26.  The  total  cost  of  each  pile  driven  was 
$4.04  including  cost  of  making  scow,  interest  on  driver, 
labor,  fuel  and  cost  of  pile.  The  interest  on  the  driver, 
$1.50  a  day,  is  too  low  an  estimate  under  ordinary  condi- 
tions. 

The  cost  of  the  materials  and  labor  for  caps,  stringers 
and  ties  (there  were  no  sway  braces)  was  as  follows: 
Transporting  timber: 

Foreman,  19  days,  at  $2.00 $38.00 

Laborer,  89  days,  at  $1.75  155.75 

Laborer,  4  days,  at  $1.50 6.00 

Horse,  20  days,  at  $1.50 30.00 

Sled    1.50 

Total $231.25 

Labor  on  caps  and  stringers: 

Foreman,  16  days,  at  $3.25   $52.00 

Foreman,  20  days,  at  $2.50 50.00 

Carpenter,  60  days,  at  $2.25  . . .  ^ 135.00 

Carpenter,  58  days,  at  $2.00 116.00 

Caps  and  stringers: 

159  M  spruce,  at  $16.10  $2,559.90 

12  M  spruce  bolsters,  at  $13.50 162.00 

3.6  M  spruce  plank,  at  $14.00 , 50.4Q 
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10,490  lbs.  bolts,  at  2%  cts $283.23 

3,830  lbs.  bolts,  at  3  cts  114.90 

88  lbs.  spikes,  at  3  cts 2.64 

Building  derricks    5.00 

Tools 28.50 

Total  for  caps  and  stringers  13,559.57 

The  cost  of  transporting  timbers  to  the  trestle  ($231.25) 
applies  not  only  to  the  175  M  of  caps  and  stringers,  but 
also  to  24  M  of  ties  and  27  M  of  sheet  pilins  and  wales, 
making  the  cost  of  transporting  practically  $1  per  M.  The 
other  labor  involved  in  placing  the  caps  and  stringers 
($353)  after  delivery,  is  equivalent  to  $2  per  M,  making 
a  total  of  $3  per  M  for  the  labor  on  the  caps  and  stringers. 
The  cost  of  placing  the  ties  was  as  follows: 

Placing  ties: 

Laborer,  4^  days,  at  $1.00   $4.50 

Ijaborer,  6  days,  at  $1.50  9.00 

Laborer,  51%  days,  at  $2.00 103.50 

Ties: 

24.18  M  spruce  ties,  at  $14 338.52 

540  lbs.  spikes,  at  3  cts 16.20 

Total   $471.72 

From  this  it  appears  that  the  cost  of  placing  ties  was 
nearly  $5  per  M  (or  21.3  cts.  per  tie)  to  which  must  be 
added  $1  per  M  for  loading  and  transporting. 

The  cost  of  sheet  piling  was  as  follows: 

Sheet  piling: 

25.5  M  sheet  piling,  at  $18.60 $474.30 

1.2  M  spruce  wales,  at  $16.00  19.20 

205  lbs.  spikes,  at  3  cts 6.15 

Interest  on  pile  driver;  16  days,  at  $1.40 22.40 

3  tons  coal,  at  $6.40 19.20 

Foreman,  16  days,  at  $3.25  52.00 

Engineman,  16  days,  at  $3.25 52.00 

Topman,  16  days,  at  $2.00 32.00 

Deckhand,  16  days,  at  $2.00 , • .  •• , 32.00 
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Deckhand,  40%  days,  at  $1.75 171.31 

Carpenter,  32  days,  at  $2.00 64.00 


i^  > 


Total  $844.56 

The  cost  of  driving  the  25.5  M  and  plaeing  the  1.2  M  was 
nearly  $13  per  M.  This  sheet  piling  was  4-in.  tongued 
and  grooved,  driven  for  two  culverts. 

The  cost  of  sawing,  dapping  (notched  2  ins.)  and  fitting 
280  caps  for  280  pile  bents  of  6  piles  to  the  bent  was  as 
follows:  Cost  to  saw  off  piles,  and  fit  caps,  $2.95  per 
cap,  or  $2  per  M  (for  each  cap  was  10  x  10  ins.  x  18  ft.). 
The  piles  were  sawed  off  at  the  bottom  of  a  wet  trench, 
and  it  cost  90  ots.  per  bent  to  saw  away  the  earth.  Car- 
penters received  $2.50,  laborers  $1.25,  and  foreman  $3.50 
a  day.  The  gang  consisted  of  1  foreman,  3  laborers  and  4 
carpenters. 

These  caps  were  covered  with  a  platform  of  4-in.  spruee 
plank  run  lengthwise  of  the  trench,  laid  to  break  joint,  and 
spiked  to  the  caps  with  8-in.  cut  spikes.  This  platform 
was  laid  with  a  force  of  1  foreman,  at  $3.50;  8  laborers,  at 
$1.50,  and  1  carpenter,  at  $2.50.  The  cost  of  laying  900  M 
was  $7.40  per  M.     The  contractor  doing  this  work  failed. 

Cost  of  a  Pile  Docking. — This  work  consisted  in  driv- 
ing a  row  of  oak  piles,  25  ft.  long  and  5  ft  centers,  to 
an  average  depth  of  10  ft.  into  gravel.  The  piles  were 
sheeted  on  the  rear  with  3-in.  oak  plank  laid  horizontally 
and  breaking  joints.  A  waling  piece,  of  10  x  12-in.  oak, 
was  bolted  along  the  front  face  of  this  docking,  and  an- 
chored back  to  stone  deadmen.  The  anchor  rods  were 
1%-in.,  spaced  10  ft.  apart.  Back  of  this  docking  an  earth 
fill  was  placed,  but  the  following  costs  relate  only  to  the 
timber  work.  A  pile  driver,  mounted  on  rollers,  and  oper- 
ated by  a  friction-clutch  engine,  was  used.  The  daily  cost 
of  operation  was  as  follows: 

7  men,  at  $1.50    ^ $10.50 

1  foreman 3.00 

1  pair   of   horses    1.50 

Rent  of  driver  and  engine 3.00 

%  ton  coal,  at  $4  1.00 

Tptal,  10  piles  driven,  at  $1.90 $19.00 
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The  piles  were  of  oak  and  two  oC  the  men  peeled  and 
l^Aiiifc^  them  and  sqnare-sawed  the  heads.  The  hones 
were  used  to  drag  the  piles  np  to  the  driTer.  There  was 
EO!ce  grading  aud  scaffolding  work  necessary  to  provide 
a  level  runway  for  ihe  driTer.  The  foreman  was  not  a  good 
manager,  and  the  cost  was  much  higher  than  it  should 
have  been.  On  one  day  when  the  work  was  pushed  and 
when  conditions  were  favorable,  25  piles  were  driven. 

The  labor  cost  of  placing  the  sheet  planking  and  wale 
piece  was  14.50  per  M,  about  SO^  cf  the  timber  being  the 
3-in.  planking.  This  work  was  done  by  common  laborers 
workiEg  in  pairs,  at  $1.50  each  per  10-hr.  day.  The  piles 
were  no:  always  plumb  and  seldom  spaced  exactly,  so 
that  a  m^^asuricg  pole  had  to  be  used  to  fit  each  plank, 
and  every  plank  had  to  be  sawed  separately  by  the  men. 
Had  the  engineer  so  designed  the  wcrk  that  the  planks 
could  have  been  set  on  end,  like  sheet  piling,  all  this  fitting 
and  sawing  of  individual  planks  could  have  been  avoided, 
with  consequent  reduction  in  the  cost  Moreover  there 
would  have  been  less  wastage  of  plank.  Such  a  design 
would  have  necessitated  two  mere  small-sized  wale  pieces, 
but  it  would  have  made  easy  the  removal  of  any  single 
plank  at  any  time  for  repairs  due  to  rotting.  In  boring  the 
oak  wale  pieces  and  piles  with  a  1%-in.  ship  auger,  a  man 
would  bore  12  ins.  in  5  mins.  It  took  5  mins.  for  two 
men  to  cut  ofiF  a  10  '.  12-in.  oak  stick  using  a  cross-cut  saw. 

It  may  be  well  to  note  that  the  plans  called  for  the  driv- 
ing of  3  •  S-:n.  oak  sheet  piling  to  a  depth  of  5  ft.  by  hand, 
using  wcoden  mauls.  It  was  found  impossible  to  drive 
these  planks  more  than  2  ft.  into  the  gravel  without  bat- 
tering the   heads   to   pieces. 

Data  on  DriTing  Plnmb  and  Batter  Piles,  New  York 
Docks. — Mr.  Charles  W.  Raymond  gives  the  following  data 
on  the  driving  of  piles  for  docks,  Hudson  River,  New 
York  City,  prior  to  ISSO:  Piles  were  driven  with  a  scow 
pile  driver,  the  scow  being  3  x  20  x  42  ft,  provided  with 
leaders  50  ft.  long.  The  engine  was  a  10-HP.  friction- 
clutch  hoisting  engine,  with  double  cylinders,  6  x  12  Ins. 
The  boiler  was  15  HP.,  upright.  A  crew  of  8  men  worked 
8  hrs.  per  day  for  the  city,  and  drove  10  to  15  piles  per 
day.    The  piles  averaged  about  65  ft  long,  and  were  driven 
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55  to  60  ft  b€low  mean  low  water,  penetrating  about  10 
ft  of  gravel  and  cobbles  (6-in.  and  less)  that  were  filled 
in  over  the  dredged  area  before  driving.  Then  the  piles 
penetrated  about  25  ft  of  river  muck,  making  a  total 
penetration  of  35  ft  There  was  no  difficulty  in  driving 
througjh.  the  cobbles  and  gravel  without  (brooming  the 
piles.  All  piles  were  sharpened,  and  their  heads  were 
squared.  To  indicate  the  kind  of  driving,  two  records  of 
50  piles  show  that  230  blows  of  the  hammer  were  required 
to  secure  a  penetration  of  38  ft.,  or  180  blows  to  secure  a 
penetration  of  33  ft  The  last  foot  of  penetration  required 
13  to  14  blows  of  a  3,000-lb.  hammer  falling  8  ft  (not  free- 
ly, but  with  the  hammer  rope). 

A  special  driver,  with  leaders  inclined  1  to  6,  was  used 
to  drive  batter  piles,  and  the  average  number  of  piles 
driven  per  day  was  about  half  as  many  as  in  driving  plumb 
piles,  or  5  to  7  piles  per  8-hr.  day.  The  number  of  blows 
per  batter  pile  was  somewhat  greater  than  per  plumb  pile, 
but  by  no  means  enough  greater  to  account  for  the  slower 
driving,  which  was  probably  due  to  difficulty  in  getting  the 
batter  pile  properly  started. 

Data  on  DriTing  Piles  for  Dooks^  New  York. — Mr. 

EJugene  Lentilhon  states  that  in  1896  the  following  com- 
parative records  were  made  with  a  drop  hammer  and  a 
Vuljran  steam  hammer:  The  driving  was  for  a  dock  on 
the  Hudson  River,  New  York  City,  and  was  very  hard 
driving,  the  material  being  10  ft  of  cobbles  underlaid  by 
sand  and  gravel.  The  piles  were  spaced  3  ft  apart,  and 
driven  from  scows.  The  drop-hammer,  friction-clutch  ma- 
chine had  a  crew  of  10  men.  It  required  175  blows  of  a 
3,300-lb.  hammer  falling  10  ft.  to  drive  a  pile;  and  15  blows 
were  struck  per  minute,  hence  the  actual  time  of  hammer- 
ing a  pile  was  about  12  mins.  The  piles  were  55  to  60 
ft  long  and  penetrated  21  to  28  ft  The  crew  averaged  12 
piles  per  10-hr.  day. 

As  compared  with  this  a  crew  of  8  men,  using  a  Vulcan 
steam  hammer,  averaged  18  piles  per  10  hrs.  The  machine 
weighed  8,400  lbs.,  and  the  striking  piston  weighed  4,000 
lbs.  and  had  a  drop  of  3^^  ft  It  struck  60  blows  per  min- 
ute, and  some  piles  required  as  many  as  1,200  blows.  Mr. 
Lientilhon  does  not  make  it  clear  why  the  steam  hammer 
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was  more  effective  than  the  drop  hammer.  It  is  probable, 
however,  that  there  were  fewer  delays  in  straightening 
up  the  pile  during  driving  when  a  steam  hammer  was  used. 
He  states  that  there  were  two  objections  to  the  steam  ham- 
mer, one  of  which  was  the  frequent  loss  of  the  "cap"  or 
"saucepan,"  or  "hood,"  by  dropping  into  the  water,  and 
the  rapidity  with  which  the  "cap"  was  worn  out.  Only 
38  piles  were  driven  with  each  cap  before  it  was  worn 
out  The  second  objection  was  the  impracticability  of  driv- 
ing crooked  piles. 

Cost  of  DriTing  and  Sawing  Off  Pile*. — Mr.  E^igene 
Lentilhon,  in  Trans.  Am.  Soc.  C.  EL,  Vol.  31  (1894),  p.  569, 
describes  the  construction  of  a  concrete  sewer  on  a  pile 
foundation,  built  by  the  New  York  City  Dock  Dept  The 
piles  were  driven  by  a  scow  driver  with  a  3,400-lb.  ham- 
mer, which  worked  65  days.  Wages  were  |2.30  for  labor- 
ers, $3.50  for  engineman,  and  $3.00  for  dock-builders,  per 
10  hrs.  Th«  average  was  8  piles  driven  per  day,  at  a  cost 
of  $3.90  for  labor  of  driving.  The  piles  were  sawed  off 
1  ft.  below  mean  low  water.  The  dock  builders  fastened 
small  battens  on  opposite  sides  of  a  pile  to  guide  the  saw, 
and  frequently  two  men  during  a  good  low  tide  sawed  off 
3  piles.    The  cost  of  sawing  off  was  $1.28  per  pile. 

Data  on  Driving  With  a  Steam  Hammer  and  Sawing 
Off  Piles. — Mr.  Sanford  E.  Thomson  gives  the  following 
data  on  driving  and  sawing  off  piles  for  the  Cambridge 
Bridge,  at  Boston,  in  1901.  A  Warrington  steam  hammer, 
made  by  the  Vulcan  Iron  Works,  of  Chicago,  was  used  by 
the  contractors.  It  weighed  9,800  lbs.,  and  the  striking 
part  weighed  5,000  lbs.  With  90  to  100  lbs.  of  steam,  the 
hammer  would  strike  60  to  70  blows  per  minute,  falling 
by  gravity.  The  top  of  the  leaders  of  the  scow  driver 
was  75  ft.  above  the  water  surface.  After  a  pile  was  well 
down,  an  oak  follower,  14  ins,  square  and  30  ft.  long,  was 
placed  on  the  pile  to  complete  the  driving,  so  that  the 
pile  head  was  left  18  ft.  below  the  water  surface.  The 
average  10-hrs.  work  of  a  driver  was  100  piles,  but  on  one 
day  as  many  as  212  piles  were  driven  in  9  hrs.  The  piles 
were  40  ft.  long  and  driven  in  hard  clay. 

The  piles  were  cut  off  15  to  34  ft.  below  low  -water  by  a 
rotary  saw  mounted  on  another  scow.     A  40-HP.  engine 
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running  at  150  revolutionfl  per  minute  was  geared  up  to 
the  saw  shaft  so  as  to  drive  the  saw  at  about  450  revolu- 
tions per  minute.  A  42-in.  saw  was  mounted  at  the  lower 
end  of  a  hollow  vertical  shaft  4  ins.  in  diameter  and  60 
ft.  long.  This  shaft  was  supported  by  three  pillow-block 
bearings  which  were  bolted  to  a  spud  14  ins.  square  and 
60  ft  long;  so  that  when  the  spud  was  raised  or  lowered 
the  saw  shaft  moved  with  It  The  pulley  on  the  saw  shaft 
was  arranged  to  slide  on  a  spline  or  key»  so  that  the  shaft 
could  be  raised  without  raising  the  pulley.  The  belt  from 
the  pulley  ran  to  another  pulley  mounted  on  a  short  ver- 
tical jack-shaft,  provided  with  a  bevel  gear  wheel  mesh- 
ing with  another  bevel  gear  wheel  on  a  horizontal  shaft 
driven  by  the  engine.  This  horizontal  shaft  was  geared 
to  the  engine  with  a  link  belt.  This  machine  sawed  oft 
600  to  800  piles  per  lO-hr.  day.  The  spruce  piles  were  10 
ins.  diameter. 

Cost  of  Driving  Piles  for  a  Swing  Bridge. — A  steel 
highway  swing  hridge,  240  ft.  long,  and  16-fL  roadway, 
was  to  be  supported  on  a  pier  in  the  center  of  the  river. 
The  piles  were  Washington  fir,  driven  to  an  average  depth 
of  20  ft  in  gravel.  The  penetration  under  the  last  blow 
of  a  2,400-lb.  hammer,  falling  freely  27  ft.,  was  3  to  4  ins. 
A  scow  pile  driver  was  used,  and  the  force  to  operate  it 
was  as  follows: 

Per  day. 

1  engineman   13.00 

1  man  tripping  hammer 1.75 

2  men  guiding  pile   3.50 

2  men  making. ready  the  next  pile 3.50 

^  foreman 2.50 

%  ton  coal,  at  $9  3.00 

Total  per  10  hrs 115.25 

Rent  of  driver   6.00 

Total 121.25 

Thlfl  force  averaged  26  piles  per  10-hr.  day.  The  fore- 
map  supervised  another  gang  of  men,  so  that  half  his 
wages  were  charged  to  this  work.    The  piles  were  neither 


484  nAKDBOOK  OF  COST  DATA. 

pooled  nor  sharpened,  for  I  found  no  econoniy  in  so  doing. 
*ri\oro  w»»ro  42  piles  in  the  pier,  and  twice  as  many  more 
In  tho  plor  protection  bents  upstream  and  downstream, 
whtoh  also  served  as  falsework  upon  which  to  build  the 
brUi|sx\  Tho  piles  in  these  bents  were  sawed  off,  capped 
^t\\\  iihootod  with  plank.  Two  men  with  a  cross-cut  saw 
m\MjM  iiaw  off  30  of  tho  piles  in  the  bents  in  10  hrs.,  at 
«NMit  12  cts.  per  ri'tv  The  cost  of  sawing  off  the  piles 
W;ow  water  for  :^i*  ?--.r  :s  given  in  the  next  paragraph. 

OMt  of  Sawimic  Off  42  Piles  Under  "Wiiter.— It  was 
ttoocssary  to  vv.:  o*  4.  ^ilos.  4  ft  below  extreme  low  water 
for  the  pier  work  jus:   .: escribed.     A  gravel  bar  occupied 
the  site  of  the  pier.  and.  although  the  water  was  about 
4  ft  deep  over  :he  bar  at  the  time  of  pile  driving,  it  was 
necessary  to  dredge  this  bar  at  least  4  ft.  deeper.    A  hole 
4  ft  deep,  and  27  f:.  square  on  a  side,  was  dredged  with  an 
ordinary   dr.-.g   scraper   equipped    with   long    handles  and 
hauled  by  the  pile-driver  engine.    The  men  operating  the 
scraper  walked  on  a   raft.     It   took  ,3^   days  of  the  pil© 
driver  crew,  above  given,  to  do  this  dredging,  at  $21  per 
day,  or  $74.     The  42  piles  were  driven  in  this  hole,  after 
driving  4   piles  above   the   hole  and   sheeting  them  with 
plank  to  act  as  a  temporary  sheer  dam  to  prevent  the  river 
current    (3   miles   per  hr.)    from  filling  in   the  hole  with 
gravel  during  pile  driving.    The  42  piles  were  cut  off  about 
8  ft  under  water  with  a  circular  saw  mounted  on  a  shaft 
driven  by  the  pile-driver  engine.    A  saw,  shaft,  pulleys  and 
"belt  were  bought  for  this  purpose  and  rigged  up  by  the 
pile-driver  crew.     It  took  them  3  days  to  rig  the  saw  and 
cut  otT  the  42  piles.     The  hole  had  not  been  dredged  deep 
enough    ind    the   gravel   that   had    washed   in    dulled   the 
teeth  of  the  ?aw  requiring  frequent  raising  to  resharpen  it 
Moreover,    the    engine    did    not   have   sufficient    power   to 
drive  the  saw  at  high  speed,  and  the  piles  were  as  much 
shewed  cff  as  sawed  off.     All  these,  however,  are  condl- 
lons  apt  to  be  met  in  similar  work  on  small  jobs.     The 

days'  sawing  cost  $64.  or  $1.50  per  pile. 

lata  on  Sawing  Off  Burlington  Bridge  Pier  Piles. 
Ir.    C.   Hudson   gives   the   following  description  of  the 
^u^A  ^lQed  in  sawing  off  several  hundred  pile6  for  the 
Bridge  pier,  in  1868: 
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• 

1*116  piles  when  driven,  were  sawed  off  by  machinery* 
On  each  side  of  the  pier,  and  a  few  feet  away  from  it«  a 
row  of  piles,  perhaps  6  or  8  ft.  apart,  was  driven*  These 
were  capped,  and  ui>on  the  cap  was  placed  a  traveler  12 
ft.  wide,  arranged  to  be  moved  from  end  to  end  of  the 
pier  on  these  caps.  Upon  this  traveler  was  another  and 
emaller  one,  arranged  to  run  upon  it  and  across  the  pier. 
This  last  traveler  carried  a  vertical  shaft  in  a  properly 
'braced  frame.  This  shaft  carried  at  its  lower  end  a  cir- 
cular saw  about  36  ins.  in  diameter.  The  shaft  could  be 
raised  or  lowered  as  required,  and  was  driven  by  means 
of  a  beveled  gear  from  a  horizontal  shaft  on  the  little 
traveler.  A  long  belt  extended  the  whole  length  of  the 
large  traveler,  around  a  pulley  on  this  horizontal  shaft 
and  another  guide  pulley,  so  arranged  that  the  shaft  was 
turned  regardless  of  the  position  of  the  little  traveler.  An 
engin-e  on  a  boat  alongside  the  pier  was  the  motive  power. 
The  little  traveler  was  fed  across  the  pier  by  means  of 
a  set  of  small  blocks  on  each  side,  and  a  line  which  ran 
around  a  wheel  shaft  like  a  ship's  steering  wheel.  By 
this  means  the  traveler  could  be  moved  either  way,  and 
could  thus  cut  off  a  row  of  piles  running  one  way,  and 
•then,  by  feeding  back  cut  the  next  row,  the  large  traveler 
having  been  moved  back  to  reach  it.  In  this  way  12  or 
15  piles  were  cut  off  per  hour.  The  efllciency  of  the  saw 
under  water  is,  of  course,  very  much  less  than  in  the  air. 

Cost  of  Pulling  Piles. — In  Engineering  News,  April 
16,  1903,  were  described  and  illustrated  two  types  of  ma- 
chines that  I  have  used  for  pulling  piles  from  the  bed  of 
a  river.  Several  hundred  piles  were  pulled  with  a  tripod 
machine,  with  gear  wheels  and  triple  blocks  that  multi- 
plied the  power  270  times.  A  rope  passed  from  the  drum 
of  the  machine  to  a  4-HP.  hoisting  engine,  which  was  thus 
able  to  pull  piles  driven  27  ft.  into  the  ground.  It  cost 
$100  to  make  two  of  these  machines  and  about  $300  more 
for  blocks  and  tackle  and  repairs. 

The  crew  for  each  puller  was  3  laborers,  1  boss  and  1 
engineman,  so  that  the  cost  of  wages  and  ^  ton  of  coal 
was  $10  per  day.  About  700  piles  were  pulled  with  two 
machines,  the  average  depth  of  pile  being  12  ft.,  although 
many  were  25  ft.     The  average  day's  work  per  machine 
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wms  1^  iu)<«  mAkins  the  co6t  of  labor  and  fuel  about  70 
ctSL.  per  piku  The  men  worked  in  water  up  to  their  knees 
JAd  were  proTided  with  rubber  boots  costing  |100,  wbich, 
with  the  IWk  paid  for  machines  and  repairs,  made  $^, 
or  about  TO  <ts.  more  per  pile. 

Chains  thiit  wer^e  wrapped  around  the  piles  in  pulling 
w«i>e  made  of  l^-;n.  iron,  with  a  breaking  strength  of  about 
IM.0M^  lbs.  The  strain  was  so  great  in  pulling  the  longest 
piles  that  the  chains  were  frequently  broken. 


CMt  mt  Blastiac  Files. — Several  hundred  piles  were 
removed  by  blasting,  in  addition  to  the  700  that  were  pulled 
as  abore  described.  The  piles  had  been  cut  ofC  at  the 
water's  surfac^e  many  years  before,  and  our  contract  re- 
quired the  :r>emoTal  of  the  piles  at  least  4  ft.  below  the 
surfa<^  of  the  low  water,  which  was  equivalent  to  about 
S  ft  below  the  bed  of  the  river.  Long  ship  augers  were 
used  to  boi>?  holes  Ita  ins.  in  diameter  and  4%  ft  de^, 
down  the  core  each  pile,  E2ach  laborer  averaged  7  such 
holes  bored  per  10  hrs.  in  white  oak  piles.  The  cost  per 
pile  for  boring  and  blasting  was: 

labor  boring.  15  ots.  per  hr $0.21 

I  lb.  of  70*v  dynamite  0.20 

^  lb.  of  40^^  dynamite 0.08 

5   ft,   of   fuse    0.03 

1  cap  0.01 

Total  per  pile $0.53 

Elach  pile  was  loaded  with  two  sticks  of  70%  dynamite 
and  one  stick  of  40%.  This  charge  would  cut  off  the  largest 
pile  and  hurl  the  butt  75  ft  in  the  air.  Occasionally  a 
very  tough  pile  would  be  splintered,  and  had  to  be  pulled. 
This  added  cost  of  pulling  averaged  10  cts.  more  per  pile, 
which  might  have  been  avoided  by  making  all  three  sticks 
70%  dynamite. 

Cost  of  Pulling  and  Driving  Piles  for  a  Guard  Pier. 

— ^The  pile  protection,  or  guard  pier,  of  an  old  draw  bridge, 
across  a  tributary  of  the  Hudson  River,  was  removed  and 
new  piles  were  driven.     The  author  sublet  the  work,  and 
the  following  are  the  actual  costs  to  the  subcontractor: 
The  number  of  piles  pulied  was  200,  and  the  time  re- 
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quired  was  10  days.  A  scow  pile  driver  was  used,  the 
en^ne  being  a  friction-clutch  machine,  and  the  hammer 
weighing  2,200  lbs.  To  pull  the  piles,  a  pair  of  heavy 
triple-sheave  blocks  were  used.  The  pulling  was  easy,  the 
piles  being  only  10  to  15  ft  In  rather  soft  ground.  The 
daily  (10-hr.)  cost  of  operating  the  scow  was  as  follows: 

Per  day. 

1  captain  of  driver   $2.50 

1  engineman 2.00 

3  men,  pt  $1.80 5.40 

%  ton  coal,  at  $3   1.00 

Rent  of  driver   5.00 

Total,  20  piles  pulled,  at  80  cts $15.90 

This  same  erew  then  drove  200  new  piles  in  20  days,  or 
10  piles  per  day,  at  a  cost  cf  $1.60  per  pile.  The  piles  were 
driven  15  to  20  ft,  and  were  30  to  35  ft  long  after  cutting 
off.  The  slowness  of  the  driving  was  largely  due  to  de- 
lays caused  by  navigation  at  high  tide,  the  channel  being 
so  narrow  that  the  driver  had  to  drop  down  with  the  tide 
to  make  way  for  boats  to  pass,  and  then  pull  back  against 
the  tide.  On  some  days  the  driver  was  interrupted  in 
this  way  as  many  as  8  times. 

After  the  piles  were  driven  and  cut  off,  a  6  x  12-in.  wale 
piece  was  bolted  on  each  side  of  the  piles,  entirely  around 
the  guard  pier,  the  wale  piece  being  1  ft.  below  the  top  of 
the  piles.  Another  (but  single)  wale  piece  was  bolted  to 
the  piles,  on  the  outside,  at  low  water.  To  these  wale 
pieces,  3  x  12-in.  sheeting  planks  were  spiked  upright; 
and  two  more  lines  of  6  x  12-in.  walings  were  bolted  through 
the  sheeting  and  inside  wale  pieces,  to  hold  the  sheeting 
in  place.  The  1-in.  bolts  were  countersunk.  The  timber 
for  the  wale  pieces  was  yellow  pine  in  16-ft  lengths,  and 
had  to  be  scarfed  with  a  12-in.  ship  lap  on  each  end,  and 
drift  bolted  twice.  Tbis  scarfing  was  expensive  work,  be- 
side causing  a  6%  loss  of  timber  at  the  scarfs.  If  longer 
lengths  than  16  ft  had  been  used,  the  cost  of  labor  and 
the  waste  of  timber  would  have  been  less.  Beside  the  wale 
pieces  and  sheeting,  there  were  6  x  12-in.  timbers  bolted 
on  each  side  of  every  fifth  bent  of  piles;  and  the  center 
piles  of  the  bent  were  capped,  lengthwise  of  the  guard 
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pier,  with  a  12  x  12-in.  cap.  There  were  nearly  30,000  ft 
B.  M.  of  yellow  pine  timber  all  told,  which  cost  |23  per 
M  delivered. 

For  this  timberwork  the  same  crew  was  used  as  for  pile 
pulling  and  driving,  except  that  one  more  timberman,  at 
11.80,  was  employed,  making  the  daily  cost  $17.70.  The 
crew  averaged  only  1,300  ft  B.  M,  per  day,  at  a  cost  of 
nearly  |14  per  M  for  framing  and  placing  all  the  timber. 
They  were  slow  workers,  and  there  were  delays  due  to 
navigation. 

Measurement  of  Timberxirork. — Timber  is  sold  by 
the  1,000  ft  B.  M.  (thousand  feet  board  measure).  A  com- 
mon abbreviation  for  1,000  ft  B.  M.  is  the  letter  M.  One 
foot  board  measure  is  12  ins.  square  and  1  in.  thick,  which 
is  1-12  cu.  ft.  To  estimate  the  number  of  feet  board  meas- 
ure in  a  sawed  stick,  multiply  the  end  dimensions  (in 
inches)  together  and  divide  by  twelve,  then  multiply  this 
quotient  by  the  length  of  the  stick  (in  feet).  For  ex- 
ample, in  a  10  X  12-in.  stick,  16  ft  long,  there  are: 

10  X  12 
X  16  =  160  ft  B.  M. 


12 

Timberwork  is  paid  for  at  a  specified  price  per  M  for 
the  timber  measured  in  the  work.  The  contractor  must  be 
cautious  to  make  allowance  for  wastage  in  framing  the 
timber.  Scarf  joints,  for  example,  may  cause  a  wastage 
of  6%.  If  bridge  flooring  planks  are  laid  diagonally  for  a 
16-ft.  roadway,  there  is  a  wastage  of  about  5%  when  the 
ends  are  sawed  off  on  line  with  the  outer  stringers. 

Timber  is  usually  sold  in  lengths  containing  an  even 
number  of  feet,  as  10,  12,  14,  16  ft  In  examining  plans,  the 
contractor  should  be  careful  to  note  whether  the  dimen- 
sions are  such  as  to  require  the  use  of  even  lengths  or  not, 
for  a  careless  engineer  or  architect  may  so  design  a  struc- 
ture as  to  cause  a  large  wastage  of  timber. 

In  measuring  dressed  lumber,  remember  that  the  thick- 
ness used  in  calculating  the  number  of  board  feet  is  not 
the  actual  thickness  of  the  dressed  board,  but  the  thick- 
ness of  the  original  stock  from  which  the  dressed  board 
was  made.     So  also  the  width  of  a  tongue  and  grooved 
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'board  is  not  its  actual  face  width,  as  laid,  but  it  Is  the 
width  of  the  original  board. 

Cost  of  Mannfactnring  Lumber.— A  contractor  will 
often  find  it  profitable  to  cut  and  saw  lumber.  A  20-HP. 
portable  engine  will  run  a  small  saw  mill,  and  with  a 
crew  of  5  men  the  output  will  be  about  8,000  ft.  B.  M.  of 
3-in.  plank  per  day.  If  the  wages  of  the  5  men  are  $10 
a  day,  and  the  rental  of  the  engine  and  saw  is  $10  more  per 
day,  the  cost  of  sawing  is  about  $2.50  per  M.  The  price 
of  the  timber  as  it  stands  before  cutting,  is  called  the 
Btumpage  price,  and  this  ranges  from  $1  to  $5  per  M.  The 
cost  of  cutting  and  skidding  hemlock  logs,  I  have  found 
to  be  about  $1  per  M,  half  of  which  is  for  cutting  and  the 
other  half  for  skidding,  wages  being  $1.50  a  day.  The  total 
cost  of  sawed  plank  in  one  case  was  as  follows: 

PerM. 

Stumpage  $1.50 

Cutting 0.40 

Skidding  0.60 

Sawing  2.50 

Total  per  M $5.00 

Cost  of  Creosotins.— In  "The  Polytechnic,"  March  31, 
1905,  Mr.  O.  T.  Dunn  gives  the  following  data:  Creosoting 
costs  $15  to  $20  per  M.  Assuming  that  two  6-ft  cylinders 
100  ft.  long  are  used,  the  capacity  of  each  cylinder  is  16,- 
800  ft  B.  M.  The  total  plant  will  cost,  say,  $80,000.  If 
the  tinvbers  are  to  be  impregnated  with  20  lbs.  of  creosote 
per  cu.  ft,  it  will  take  about  36  hrs.  for  a  run,  and  the 
annual  capacity  of  the  plant  will  be  nearly  7,000  M.  If  the 
interest  and  depreciation  of  th-e  plant  is  assumed  at  10% 
we  have  $8,000  -f-  7,000  =  $1.14  per  M  chargeable  to  this 
item.  The  labor  will  cost  about  $3.75  per  M-  If  the  oil 
costs  8  cts.  per  gal.,  and  20  lbs.  be  used  per  au.  ft,  the 
cost  of  the  oil  is  $15.33  per  M.  This  makes  a  total  of  $20.22 
per  M.  If  16  lbs.  of  oil  per  cu.  ft  are  used,  the  cost  of  oil 
is  $10.26  per  M,  thus  reducing  the  total  cost  by  $5.  If 
the  plant  is  not  worked  to  its  full  capacity,  the  Interest 
charge  per  M  becomes  greater. 

Treated  with  20  lbs.  of  oil  per  cu.  ft.,  piles  in  the  bridge 
of  the  Lu  &  N.  R.  R.,  over  the  mouths  of  the  Pascagoula 
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River,  have  been  in  the  structure  28  years,  and  will  be 
good  for  many  years  to  oome.  These  piles  are  subject  to 
attacks  of  the  teredo  (Novalis).  where  uncreosoted  piles 
1%  ft.  in  diameter  have  been  cut  off  by  the  teredo  in  a 
aingle  year. 

Beech  ties  impregnated  with  12  lbs.  of  ail  per  cu.  ft 
have  lasted  30  years  on  the  Eastern  Railway  of  France. 

The  specific  gravity  of  creosote  is  1.1,  or  about  10%  greater 
than  water. 

Cost  of  lioading  and  Tf^wH^tg  TImlier. — One  man,  as- 
sisted by  the  driver  of  a  team,  will  load  1  M  of  2-in.  plank 
onto  a  wagon  in  about  16  mins.  These  same  two  men  will 
unload  in  12  mins.  With  wages  at  15  cts.  per  hr.  per  man, 
the  cost  of  loading  is  8  cts.  per  M,  and  unloading  is  6  cts. 
per  M,  On  short  hauls,  where  the  team  is  idle  during  the 
loading  and  unloading,  it  is  necessary  to  add  7  cts.  more 
per  M  for  lost  team  time,  if  the  two  horses  are  worth  15 
cts.  per  hr.  This  makes  a  total  of  21  cts.  per  M  for  loading 
and  unloading  a  wagon,  including  lost  team  time.  Green 
timber  weighs  from  3  lbs.  to  5  lbs.  per  ft  B.  M,,  depend- 
ing upon  the  kind.  Assuming  4  lbs.,  as  an  average  illustra- 
tion, we  see  that  1  M  weighs  2  tons,  which  is  a  good  load 
for  hard  earth  roads  in  first-class  condition.  If  the  wages 
of  a  team  and  driver  are  30  cts.  per  hr.,  and  the  load  is 
1  M.  and  the  speed  going  and  coming  is  2%  miles  per  hr., 
the  cost  of  hauling  is  nearly  25  cts.  per  M  per  mile  meas- 
ured one  way  from  loading  point  to  unloading  point  On 
muddy  earth  roads.  1  ton,  or  Vj  M  is  often  a  good  load; 
then  the  cost  of  hauling  is  nearly  50  cts.  per  M  per  mile.  I 
have  known  earth  ro^ads  to  be  so  bad  that  hauling  cost 
75  cts.  per  M  per  mile. 

Sawing,  Boring  and  Adaing.— In  heavy  timberwork 
the  cost  of  framing  consists  mainly  in  sawing,  boring  and 
adzing  the  sticks.  Where  a  large  number  of  sticks  are  to 
be  sawed  to  the  same  length  it  generally  pays  to  instell  a 
small  power  saw;  but  on  jobs  of  moderate  size  the  cus- 
tomary practice  is  to  frame  the  timbers  with  a  cross-cut 
saw  operated  by  two  men.  Using  a  sharp  saw  and  work- 
ing rapidly  two  men  can  cross-<;ut  a  12  x  12-in.  oak  stick 
in  3  mins..  but  it  is  generally  safer  to  allow  5  mins.  to 
cover  delays. 
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When  a  timber  is  to  be  notched,  or  scarfed,  a  cross-cut 
saw  is  used  to  cut  to  the  bottom  of  the  scarf,  then  a 
hatchet  or  adz  is  used  to  cut  away  the  wood  roughly,  and 
an  adz  is  used  to  dress  the  face.  I  have  seen  poor  fore- 
men permit  workmen  to  use  chisels  instead  of  adzes,  thus 
"making  the  job  last" 

A  "dapf*  is  a  shallow  notch  cut  In  a  stick. 

Mortise  and  tenon  joints  are  no  longer  used  by  those 
who  know  how  to  design  economic  and  durable  timber 
structures.  Dowel  pins  and  drift-bolts  have  largely  replaced 
the  old  mortise  and  tenon. 

In  boring  holes  for  bolts,  there  are  three  methods  com- 
monly used:  (1)  Boring  by  hand  with  ship  augers;  (2) 
boring  vertical  or  inclined  holes  of  moderate  depth  with 
hand-power  boring  machines;  and  (3)  boring  with  augers 
operated  by  compressed  air. 

A  man  with  a  ship  auger  will  bore  a  1%-in.  hole  in  oak, 
12  ins.  deep  in  5  mins.  Using  a  geared  boring  machine,  a 
man  will  bore  a  1-in.  hole  12  ins.  deep  in  2  mins.,  by  hand. 
With  a  pneumatic  auger  a  man  will  bore  a  1-in.  hole  3i^  ft 
deep,  in  yellow  pine  chord  members  of  a  trestle,  in  5  mins. 
of  actual  boring  time,  but  2  mins.  more  must  be  added  for 
cleaning  the  shavings  out  of  the  hole,  and  moving  to  the 
next  hole,  making  7  mins.  in  all  for  3^^  ft,  or  2  mins.  per 
ft.  This  is  the  most  economic  method  of  boring  where 
much  work  is  to  be  done.  For  cost  of  operating  pneumatic 
machines,  see  section  on  Bridges  and  Painting. 

Mr.  W.  B.  Smith  states  that  in  building  an  ore  dock 
three  pneumatic  boring  machines  were  used.  The  air  was 
supplied  by  two  9-in.  Westinghouse  locomotive  air  pumps, 
through  1,200  ft  of  1^-in.  pipe  in  one  direction  of  the 
dock  and  through  1,000  ft  of  l^in.  pipe  in  another  direc- 
tion to  the  framing  yard.  For  air  receivers  there  were 
one  locomotive  air  reservoir  on  the  dock  and  one  in  the 
framing  yard.  The  air  pumps  had  to  work  so  fast  to  sup- 
ply air  that  a  stream  of  water  had  to  be  kept  running 
over  their  valves  to  keep  them  cool.  It  would  require  a 
20-HP.  boiler  to  supply  steam  for  one  of  the  air  pumps 
working  at  such  a  speed.  While  these  air  pumps  use  a 
good  deal  of  steam,  they  are  very  convenient,  for  they 
are  light,  easily  moved  and  can  be  bolted  up  anywhere  to 
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m   iraH    ce  vasL    T)ie  i^Mmatic  borers  were  run  with  a 
jirMfsur*-  of  «'  TO  JK»  lbs.,  jad  gjiTe  greftt  satisfaction. 


•f  B«IUIbc  a  Kailway  Treitle. 
— ^A.  trASX>  on  tb«  Is^iuhu  niiiK^  ft  Iowa  R.  R.,  near 
StroatOT,  III-,  was  d«stro|r«d  by  a  tornado  in  July.  1903. 
Tlie  rin^t-of-waj  was  ^i^ldj  cleared  by  a  large  gang  of 
trackxDen  and  a  new  trestle  boUt.  using  about  half  of  the 
old  limber,  slII  ai  wbicb  bad  to  be  framed  over  again  as 
the  bents  were  made  of  diffiM^ent  heists.  The  new  trestle 
was  ffjti  ft  lon^,  oonsisUng  of  €0  b«its  spaced  14  ft.  center 
to  center.  Of  these  bents  4S  were  double-deck  bents,  the 
upper  bents  ^eing  idOU  ft  bigb,  and  tbe  lower  bents  aver- 
a^ng  n  ft  The  T«ni lining  bents  were  single-deck.  The 
force  averaged  TO  bridgemen  (carpenters)  and  190  track- 
men (laborers),  and  a  few  teams.  This  force  cleared  away 
the  wreckage,  and  built  the  new  trestle  complete  in  7  days, 
not  including  l\i  days  sp^at  in  getting  men  to  the  site  of 
the  work.  Thew  were  351,000  ft  B.  M.  in  tbe  new  trestle, 
including  ties,  and  the  cost  of  clearing  tbe  site  and  build- 
ing the  trestle  was  |11.S5  per  M  for  labor  of  bridgemen, 
trackmen  and  a  few  teams.  Tbe  wages  were  probably 
about  $1,50  per  10-hr  day  for  trackmen,  and  $2.50  for 
bridgemen.    The  new  timber  cost  $27  per  M. 

'The  monise  and  tenon  is  a  back  number"  on  railway 
trestle  work,  so  the  principal  tools  used  were  the  two-man 
cross-cut  saw,  the  adz.  and  the  ship  auger.  The  sills  were 
dapped  i^^-iu,,  and  the  ends  of  the  posts  were  framed  to 
11^  ins.  square,  ensuring  a  perfect  joint 

The  posts  were  sawed  off  square,  dapped  into  the  cap 
and  driftbolted.  and  toenailed  to  the  sill  with  eight  %-iii. 
X  10-in.  boatspikes  in  each  post 

A  peg  was  driven  and  numbered  to  mark  the  center  of 
each  bent,  and  small  stakes  were  set  on  each  side  to  mark 
the  location  of  the  plumb  legs  and  batter  posts.  The 
ground  was  then  dug  to  a  level  surface  around  each  of 
the  four  pegs,  but  no  particular  care  was  taken  to  dig  the 
ground  to  the  same  level  at  all  four  pegs.  Differences  in 
level  were  made  up  by  using  blocks  for  cribbing  under  the 
sills.  These  blocks  were  leveled  on  top  by  diggring  earth 
out  from  under  them  where  necessary,  which  did  away 
ng  or  shimming  the  sill.    The  blocks  under  each 
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t)ent  consisted  of  eight  pieces  4  ft.  long,  two  blocks  under 
each  post,  giving  a  ground  bearing  of  about  45  sq.  ft.  per 
l>ent 

When  a  foundation  of  blocking  and  the  lower  sill  were 
in  place,  the  posts  and  cap  for  a  bent  were  dragged  by 
teams  to  the  site  of  the  bent  and  rolled  over  into  position 
just  ahead  of  the  foundation.  The  sill  w€is  rolled  over 
on  its  side;  the  plumb  posts  were  butted  against  the 
dapped  places  and  toenailed,  being  centered  from  the  grad- 
ing pegs.  The  batter  posts  were  laid  near  their  proper 
places  (but  not  toenailed),  and  the  cap 'was  drift  bolted  to 
all  four  posts,  holes  having  already  been  bored  in  the  cap. 
The  cap  and  sill  were  held  tight  to  the  plumb  post  with 
chains  and  with  "right  and  left  screw-pulling  jacks."  Then 
the  batter  posts  were  crowded  in  at  the  bottom  and  toe- 
nailed to  the  sill.  The  bent  being  assembled,  one  sash 
brace  and  two  sway  braces  were  spiked  across  the  upper 
face  of  the  bent  as  it  lay  blocked  up  a  few  feet  above  the 
ground.  Four  %-in.  x  8-in.  boat  spikes  were  used  at  each 
intersection.  The  bent  was  then  ready  to  be  raised.  A 
set  of  double  tackle  blocks  was  made  fast  at  each  end  of 
the  cap  and  anchored  to  the  cap  of  the  preceding  bent 
which  had  already  been  erected  and  securely  braced.  The 
pulling  ropes  ran  through  snatch  blocks  fastened  to 
the  sill  of  this  preceding  bent,  and  a  team  was  hitched 
to  each  of  the  two  pulling  ropes.  The  team  up-ended  the 
bent  easily.  A  subbing  rope  around  the  cap,  and  anchored 
to  any  convenient  anchorage,  prevented  the  bent  from 
going  too  far  and  tipping  over.  And  two  temporary  struts 
from  the  sill  of  the  preceding  bent  to  the  sill  of  the  bent 
that  was  being  raised,  prevented  the  bent  from  sliding 
while  being  raised.  When  erected,  the  bent  was  pinched 
over  so  as  to  be  centered  on  the  alinement  stake;  then 
plumbed  and  tied  to  the  preceding  bent  with  sash  braces 
and  sway  braces.  The  bents  were  plumbed  by  eye,  or  by 
lining  the  posts  up  with  a  plumb  line  string  held  at  arm's 
lengrth.  It  was  necessary  to  plumb  the  bent  from  both 
sides.  A  small  gang  followed  the  erectors,  putting  on  the 
remaining  sash  braces,  sway  braces,  tower  braces  and  A- 
braces. 

Teams  were  used  for  hoisting  the  framed  tlmbersi  fof^ 
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the  top  series  of  bents,  from  the  ground  to  the  top  of  the 
lower  series  of  bents,  where  they  were  assembled  and 
erected  practically  as  above  described.  To  hoist  the  tim- 
bers far  the  top  series  of  bents,  a  gin-pole  was  erected. 
The  gin-pole  was  40  ft.  high,  and  consisted  of  two  3  x  12-iiL 
pieces,  28  ft.  long,  with  another  piece  spiked  between  them 
so  as  to  give  a  total  length  of  40  ft.  This  gin-pole  was 
securely  chained  to  one  of  the  lower  bents.  At  first  a 
series  of  snatch  blocks  was  used  in  hoisting  the  timbers, 
but  this  proved  too  severe  on  the  teams  and  double  blocks 
were  used  to  multiply  the  power. 

The  8  X  16-in.  stringers  were  run  out  on  the  trestle  on 
dollies  pushed  along  run  planks.  They  required  but  little 
framing.  The  ends  were  cut  off  so  that  the  joint  come 
over  the  middle  of  the  cap,  and  the  end  of  any  stringer 
more  than  15^  ins.  deep  was  adzed  oft  to  that  size,  to  give 
an  even  bearing  for  the  ties.  The  stringers  were  then 
turned  over  flatwise,  and  piled  three  deep  (breaking  joint) 
and  bored.  Then  they  were  lifted  apart  and  2-in.  cast 
iron  packing  washers  slipped  in  between,  and  the  bolts 
were  entered  and  tightened.  Sections  of  string^ers  200  to 
300  ft  long  were  bolted  together,  and  then  turned  over 
into  position.  To  turn  a  section  over,  a  stout  lever,  10 
ft.  long,  was  chained  to  one  end  of  the  section.  A  set  of 
double  blocks  and  tackle  fastened  to  the  end  of  this  lever 
quickly  turned  the  section  over. 

In  boring  the  holes  through  the  stringers  each  man 
averaged  80  ft.  of  holes  bored  per  day,  that  is  40  holes 
2  ft.  long. 

The  ties  were  hoisted  from  the  ground  by  teams,  using 
gin-poles. 

The  foregoing  description  has  been  prepared  from  data 
given  by  Mr.  W.  R.  Sanborn. 

Cost  of  a  Timber  Viaduct. — Mr.  S.  D.  Mason  gives  the 
following  data  relating  to  a  high  timber  viaduct  on  the 
N.  P.  R.  R.  in  the  Rocky  Mts.,  near  Missoula.  The  via- 
duct contained  1,000  M  of  Norway  pine,  75%  of  which  was 
sawed  by  contract  and  the  rest  hewed.  The  saw  mill  was 
put  up  near  the  work  and  all  the  timber  was  framed  at  the 
mill.  The  viaduct  was  866  ft.  long,  and  227  ft  high  for  a 
distance  of  about  150  ft.  at  the  center,     It  consisted  <^ 
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8  timber  towers  supporting  7  Howe  truss  spans  of  50  ft. 
each.  On  each  side  of  these  were  M  bents  supporting 
straining  beams  of  30  ft.  span  each.  The  timbers  were 
erected  by  2  to  4  gangs  of  16  men  each,  a  stick  at  a  time. 
The  heaviest  sticlt  weighed  1,700  lbs.  Both  horse  and 
steam  power  were  used  for  hoisting.  The  chords  of  the 
Howe  trusses  consisted  of  two  6  x  12 *s  and  one  8  x  12. 
They  were  placed  and  the  diagonal  braces  put  in,  beginning 
at  the  center,  the  chords  being  temporarily  held  by 
struts  and  guy  lines.  It  was  found  impracticable  to  raise 
the  trusses  bodily.  Fir  angle  blocks  were  used,  but  their 
subsequent  shrinkage  led  finally  to  the  building  of  new 
Howe  trusses.  Work  was  begun  Jan.  1,  1882,  and  com- 
pleted in  171  days.  Laborers  and  carpenters  received  ex- 
cedingly  high  wages,  $6  to  $7.50  a  day,  which  accounts  for 
the  high  cost  of  $37  per  M  for  framing  and  erectihg.  At 
ordinary  wages  the  labor  would  have  cost  about  $12  per 
M.  The  erecting  gangs  struck  for  $10  a  day  when  within 
30  ft  of  the  top,  and  their  wages  were  raised,  but  it  is 
not  stated  how  much.  The  following  was  the  cost  of  the 
viaduct: 

869  M,  at  $27 $23,463 

101  M,  at  $16  1,616 

87,120  lbs.  wrought  iron,  at  5%  cts 5,010 

29,940  lbs.  cast  iron,  at  3^4  cts 973 

117,060  lbs.  hauled  80  miles,  at  2%  cts 3,220 

Wages  of  carpenters  and  laborers   36,336 

Salaries  of  engineers  3,137 

Traveling,  office  and  sundry  expenses 1,007 

Supplies  for  men  2,860 

Blocks,  ropes,  chains  and  wrenches  1,300 

40  horses,  90  days,  at  $1  3,600 

Hay  and  oats  for  same  2,700 

Rent  of  land  and  land  damages 400 

Total,  at  $88.27  per  M $85,622 

Cost  of  Building  an  Approach  to  a  Bridge. — Mr.  B 

Li.  Crosby  gives  the  following  cost  data  on  the  building  ol 
a  timber  trestle  approach,  2,960  ft.  long,  to  a  double  track 
bridge  across  the  Missouri  River,  in  1893.    The  trestle  was 
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built  by  company  men.  In  the  trestle  there  were  1,438  M 
of  yellow  pine,  35,220  ft  of  piles,  and  97,552  lbs.  of  iron 
(70  lbs.  per  M  of  timber).  The  cost  of  unloading,  handling 
and  driving  piles,  including  all  material  and  laTior  (except 
the  cost  of  the  piles  themselves)  was  13.7  cts.  per  lin.  ft 
The  cost  of  unloading,  framing  and  erecting  timber,  was 
$7.42  per  M. 

Cost  of  Bnilding  a  Trestle  and  a  Bridge  Under 
Traffic. — An  old  railway  trestle  was  rebuilt  under  a  traffic 
averaging  one  train  per  hour.  The  trestle  was  300  ft 
long  and  50  ft  high  at  the  center.  The  labor  of  rebuilding 
this  trestle  cost  $9.90  per  M,  Including  taking  down  and 
piling  up  the  old  trestle  timbers.  There  were  5  men  and 
a  working  foreman  in  the  gang;  2  men  at  $2  a  day  each,  3 
men  at  $1.75,  and  1  foreman  at  $60  a  month. 

This  same  gang  built  a  Howe  truss  railway  bridge  under 
traffic  at  a  cost  of  $28  per  M  for  labor.  The  cost  of  fram- 
ing and  placing  30  M  of  oak  ties  and  guard  rails  on  three 
bridges  was  $12  per  M. 

Cost  of  Wagon  Road  Trestles.— The  author's  records 
show  the  following  costs  of  building  a  dozen  -or  more 
trestles  in  the  State  of  Washington.  The  trestles  were  for 
highway  use,  and  had  a  3-in.  plank  floor,  16  ft.  wide,  rest- 
ing on  7  lines  of  4  x  14-'in.  stringers.  Bents  were  spaced 
20  ft.  apart,  three  10  x  10-in.  posts  to  a  bent  dapped  into 
and  doweled  to  caps  and  sills.  Sills  were  of  hewed  cedar 
10  X  15  ins.  Caps  were  10  x  12  ins.  x  18  ft  Sway  braces 
were  of  3  x  6-in.  stuff  spiked  to  the  posts  an-d  sill.  The 
supports  for  the  hand  rail  consisted  of  4  x  4-in.  poets,  4% 
ft  long,  spaced  10  ft.  apart  and  bolted  to  the  outer  stringers 
which  in  turn  were  drift  bolted  to  the  caps.  The  top  or 
hand  rail  was  of  3  x  4-in.  stuff,  and  the  hub  rail  was  2x8 
ins.  There  was  no  mortise  and  tenon  work,  and  the  framing 
was  of  the  simplest  type.  The  bents  were  framed  flat  on 
the  ground  and  up-ended  to  place  by  using  blocks  and 
tackle  operated  by  hand  power.  The  flooring  and  stringers 
were  conveyed  to  place  by  dollies.  The  work  was  done  by 
subcontractors  with  few  carpenters,  and  in  all  cases  was 
handled  with  excellent  judgment  and  with  rapidity.  To 
frame  and  erect  a  trestle  60  ft  long,  consisting  of  two 
bents  and  two  bank  sills,  required  4  men  only  1^  dayft 
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This  trestle  contained  7  M,  of  which  5  M  were  in  the  floor 
system  (floor  and  stringers).  Three  of  the  gang  were 
laborers,  at  $1.50,  and  one  was  a  carpenter,  at  $2.50,  making 
the  daily  wages  $7  for  the  gang,  so  that  the  cost  of  build- 
ing this  trestle  was  only  $1.50  per  M.  This  cost  was  dis- 
tributed as  follows:  $4  per  M  for  framing  and  erecting 
the  bents  and  the  hand  railing;  50  cts.  per  M  for  laying 
the  stringers  and  the  floor  plank.  This  laying  of  stringers 
and  plank,  where  there  is  nothing  to  do  but  to  deliver  them 
on  dollies,  toenail  the  stringers  to  the  caps,  and  spike  the 
floor  plank  to  the  stringers,  can  be  done  very  cheaply  by 
common  laborers  skilled  enough  to  drive  nails. 

It  is  not  necessary  to  notch  the  stringers  in  order  to 
secure  alinement  of  the  tops  of  the  stringers  for  the  plank 
floor,  because  in  such  timberwork  perfection  of  alinement 
causes  a  needless  waste  of  labor. 

A  gang  of  3  laborers,  on  another  trestle,  laid  a  floor 
system  containing  15  M  of  plank  and  stringers  in  1%  days, 
at  a  cost  of  50  ets.  per  M. 

On  another  trestle  260  ft.  long,  it  took  4  men  3  days  to 
lay  23  M  of  stringers  and  plank  in  the  floor  system,  at  a 
cost  of  nearly  $1  per  M.    These  Inen  were  much  slower. 

On  another  piece  of  road  work,  where  we  used  round 
timber  for  the  posts  and  sills,  a  gang  of  9  men  and  a 
team  cut  and  delivered  all  the  necessary  timber  from  the 
forest,  erected  and  sway  braced  the  bents  of  three  trestles, 
having  a  total  length  of  440  ft,  in  12  days.  There  were 
7  framed  bents,  12  pile  bents  (36  piles  20  ft.  long,  driven 
5  ft),  and  6  mud  sills  in  these  3  trestles.  The  piles  were 
driven  with  a  small  horse  power  pile  driver.  'Seven  of 
these  men  were  laborers,  two  were  carpenters  and  bosses. 
The  timber  in  the  bents  was  not  accurately  measured  to 
determine  the  number  of  board  feet,  but  the  approximate 
cost,  including  the  piles,  was  less  than  $16  per  M  for  the 
hents.  I  consider  this  an  excellent  record,  and  one  not  to 
be  equalled  except  under  the  best  foremanship  and  with 
willing,  intelligent  laborers. 

Ck>st  of  160-ft.  Span  Howe  Trnss  Bridges.— In  1894 
the  author  designed,  and  built  by  contract,  two  highway 
bridges  over  different  points  on  the  Noaksack  River,  Wash- 
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Infrton.  Each  bridge  had  a  16-ft  roadway,  a  clear  span 
of  ICO  ft.,  and  a  depth  of  truss  of  30  ft.  at  the  center.  Tlie 
bridge  was  designed  to  carry  100  lbs.  per  sq.  ft.  of  road- 
way. The  trusses  were  a  modified  type  of  Howe  truss, 
having  upper  chords  that  were  not  horizontal  but  sloped 
up  from  both  end  posts  to  an  apex  at  the  center,  like  a 
roof  truss.  This  design  very  materially  reduced  the  amount 
of  iron,  which  was  an  important  factor.  Sach  chord  was 
made  of  three  parallel  timbers,  each  6  x  14  Ins.,  bolted  to- 
gether. Panels  were  20  ft  long.  The  floor  was  of  3-iiL 
cedar  plank,  for  lightness  and  durability.  The  rest  of 
the  timber  was  Washington  flr.  The  bridges  rested  on  pile 
abutments,  which  were  protected  by  log  cribs  filled  with 
field-stones.  Each  bridge  contained  40  M  of  timber,  of 
which  23  M  were  in  the  trusses  and  braces,  and  17  M  in 
the  floor  system.  No  piles  were  driven  tor  falsework,  al- 
though the  river  was  4  to  6  ft.  deep  and  swift;  but  two- 
post  bents  were  put  up  just  back  of  each  panel  point 
These  bents  were  made  of  round  timber,  and  were  erected 
by  first  dropping  into  the  water  pairs  of  long-legged  saw 
horses  on  each  side  of  the  proposed  falsework,  and  laying 
run  planks  du  the  horses  for  men  to  walk  on.  A  false- 
w^)^k  can  thus  be  built  with  great  rapidity  and  cheaply, 
and  In  spite  of  the  weight  coming  upon  the  posts  of  eacb 
bent  the  settlement  in  the  gravel  bottom  was  very  slight, 
and  easily  taken  up  by  wedges  under  the  lower  chords. 
There  Is  always  danger,  however,  that  a  sudden  fiood  will 
uiuionulne  I  ho  falsework,  and  this  happened  at  one  of 
the  bridges,  causing  it  to  fall  during  construction.  No 
upper  falsework,  except  a  light  staging  at  each  end  post  and 
at  the  center,  is  needed  with  this  type  of  truss,  provided 
long  sticks  of  timber  can  be  secured;  for  with  chord 
sticks  «2  ft.  long  (In  a  bridge  of  this  size)  it  Is  possible  to 
lift,  first  one  end.  then  the  other,  of  the  upper  chord  sticks 
and  support  them  upon  the  light  staging  at  each  end,  until 
the  diagonal  struts  are  placed. 

The  trusses  must  be  first  framed  and  bolted  together, 
flatwise  on  the  ground,  then  unbolted  and  erected  piece 
liy  piece.  The  timbers  were  pushed  out  onto  the  false- 
work on  dollies,  and  lifted  with  block  and  tackle,  using 
a  gin-pole  where  necessary;     all  this  handling  bdog  ^ 
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hand  without  a  hoisting  engine.  Although  the  following 
record  of  low  cost  will  be  hard  to  equal,  it  serves  to  show 
what  can  be  done  with  efficient  labor  under  a  good  bridge 
foreman. 

Cost  of  160-ft  Span  Bridge. 

Materials: 

40  M  timber,  at  $7  on  cars $280.00 

40  M  timber  hauled  3  miles,  at  $2.60 100.00 

3,970  lbs.  iron  rods;  662  lbs.  bolts;  769  lbs.  gib 
plates;  326  lbs.  drift  bolts;  total  5,727 
lbs.,  at  3%  cts 186.10 

14  cast  iron  angle  blocks,  1,316  lbs.,  at  2%  cts..  36.20 

613  cast  iron  washers,  613  lbs.,  at  2^^  cts 15.30 

Lag  screws,  nails,  etc 9.90 

Freight  on  iron  14.50 

Total  bridge  materials  delivered $642.00 

30  abutment  piles,  30  ft.  long,  at  5  cts.  per  ft 45.00 

Iia1>or: 

Framing  trusses,  6  carpenters  7  days,  at  $2.50..  $105.00 
Getting  out  timber  for  falsework  and  building 

driver   40.00 

Driving  30  piles,  6  men  and  2  teams,  9  days 150.00 

Building  two  log  cribs 75.00 

Brecting  lower  falsework,  8  men,  3  days 48.00 

Elrecting  bridge,  4  carpenters  and  6  laborers,  7 

days 133.00 

Laying  floor  and  handrails,  4  carpenters  and  4 

laborers,  1  day 16.00 

Loading,   hauling  and  placing  70  cu.   yds.  of 

field-stones  in  cribs  (%-mile  haul) 70.00 

Total $637.00 

Foreman,  at  $4  per  day  160.00 

• 

Grand  total  labor  on  bridge  and  abutments..  $797.00 
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Summary:  1,^ 

Bridge  materials  delivered $642.00    |tt 

Piles  delivered 45.00 

Labor 637.00 

Foremanship   160.00 

Tools,    ropes,    etc.    (one-half   charged    to    each  1^, 

.bridge)   100.00    ■>> 


Total  cost  of  one  bridge  and  abutments.  .$1,584.00    Isj 


Deducting  the  cost  of  material  and  labor  on  the  two  pile 
abutments  and  their  cribs,  we  have  left,  $1,200  as  the  cost 
of  one  bridge  alone. 

If  we  analyze  the  labor  we  find  that  the  wages  of  the 
foreman  amounted  to  20%  of  the  total  labor  expenditure. 
This  is  a  high  percentage,  but  one  often  exceeded  on  small 
works  of  this  character  where  delays  due  to  bad  weather 
or  lack  of  materials,  add  up  very  rapidly  when  the  fore-  , 
man  is  paid  by  the  month  for  handling  a  small  gang  of  jj 
men. 

It  will  be  seen  that  the  carpenter  work  of  framing  the 
23  M   (exclusive  of  the  floor)   cost  $4.50  per  M,  to  which 
should  be  added  about  $1.00  per  M  for  foreman.     Erecting 
the  bridge  (exclusive  of  17  M  of  floor)  cost  $133  after  the 
falsework  was  built,  or  nearly  $8  per  M  (4  erectors  being 
carpenters,   at   $2.50,   and  6   laborers,   at   $1.50),   to  which 
should  be  added  $1.50  per  M  for  foreman.     This  makes  a 
total  of  $10.30  per  M  for  framing  and  erecting  the  23  M 
in  the  bridge    trusses,  to  which  must  be  added  $2.50  per 
M  for  foreman,  and  $2  more  per  M  for  erecting  falsework, 
if  we  distribute  the  labor  cost  of  erecting  the  falsework 
over  the  23  M.    The  falsework  cost  must  be  estimated  for 
every   bridge   separately.     In  this   case   it   was   unusually 
cheap. 

The  cost  of  placing  the  17  M  of  flooring  on  the  bridge 
was  less  than  $1  i>er  M,  for  there  was  practically  no  saw- 
ing, adzing  or  boring  to  be  done — simply  running  the 
timber  out  to  place  on  dollies,  and  spiking  it.  This  seems 
an  exceedingly  low  cost,  but  similar  records  will  be  found 
on- page  497.  Perhaps  no  better  example  will  be  found  in 
this  book  to  show  the  necessity  of  separating:  plain  timber- 
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-work  from  framed  timberwork  in  analyzing  timberw^ork 

C!OStS. 

The  cost  of  the  pile  driving  was  high  per  pile  not  only 
tiecause  the  driving  was  very  hard,  but  because  of  the 
email  number  of  piles  in  each  abutment,  and  because  of 
'the  cost  of  moving  across  the  river  and  erecting  staging 
Xov  the  driver  to  rest  upon  at  each  abutment. 

The  cribs  around  the  piles  were  made  of  hewn  timber 
taken  from  the  forest  near  by.  Each  crib  averaged  6  ft 
liigh,  10  ft.  wide,  and  30  ft.  long,  containing  about  6  M 
of  timber.  The  cost  of  cutting  this  timber,  hewing  and 
erecting  it,  was  $6  per  M,  wages  of  men  being  $2.50  a  day. 
To  this  about  $1.50  per  M  should  be  added  for  foreman. 

A    third   crib,   built   for  another   bridge   abutment,   was 

10  ft.  high,  12  ft.  wide,  and  35  ft.  long,  containing  about 

12  M  of  hewed  timber.     It  took  5  men  4  days,  at  $2.50,  to 

cjut  the  timber  for  and  build  this  crib,  which  is  equivalent 

to  about  $4  per  M,  and  to  this  $1  per  M  should  be  added 

lor  foreman. 

Oost  of  a  Wooden  Reservoir  Roof  on  Iron  Posts. — 

A  reservoir  at  Pasadena,  Cal.,  was  roofed  over  in  1899,  at 

a  remarkably  low  cost.     I  am  indebted  to  Mr.  T.  D.  Allin 

tor  the  following  data:     The  extreme  dimensions  of  the 

reservoir  were  330  x  540  ft.,  and  166,000  sq.  ft.  were  roofed. 

The  roof  was  supported  by  551  iron  posts  made  of  2-in. 

water  pipe,  capped  at  the  bottom  and  set  in  cement.     On 

the  top  of  each  of  these  posts  a  wooden  corbel,  6x6  ins. 

X  2^  ft,  was  fastened  by  boring  a  hole  4  ins.  deep  in  the 

corbel  and  driving  the  pipe  into  the  hole.    Each  post,  about 

20  ft.   long,  was  up-ended  by  hand,  after  the  corbel  had 

been  driven  on,  plumbed  and  temporarily  stay-lathed.   Posts 

were  spaced  15%  and  18  ft.  apart.     On  the  posts  were  laid 

floor  beams  made  of  two  2  x  10-in.  plank,  overlapped  at 

the  ends  and  spiked  together,  forming  a  continuous  beam 

4  X  10  ins.    A  gang  of  7  men,  using  movable  scaffolding  for 

placing  and  spiking  these  floor  beams,  averaged  1,500  ft. 

of  floor  beams  per  day.     On  these   beams  were  laid   2  x 

8-in.  stringers,  16  ft.  long.    The  stringers  were  overlapped 

4  ins.  and  spiked,  and  were  spaced  6  ft.  centers.     On  the 

stringers  were  laid   1   x   12-in.   planks,  forming  the   roof. 

These  planks  were  cut  to  12-£t.,  18-ft.  and  24-ft.  lengths, 
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the  planks  being  laid  in  forms  so  as  to  facilitate  accurate 
cutting  without  individual  measurement  of  each  plank. 
Similar  forms  were  used  for  cutting  the  planks  used  in  tlie 
floor-beams.  The  stringers  did  not  require  accurate  cat- 
ting. All  the  timber  was  rough,  merchantable  Oregon  pine. 
The  cost  of  this  roof,  covering  166,000  sq.  ft,  was  as  fol" 
lows: 

260  M  Oregon  pine,  at  $18.70 $4,862 

9,373  ft.  of  2-in.  pipe  987 

Nails  and  spikes   203 

Millwork  on  551  corbels  27 

Cement  for  footings    6 

Engineering 151 

Labor,  including  superintendence   1,004 


Total,  166,000  sq.  ft,  at  4.36  cts $7,240 

It  will  be  noted  that  the  labor  cost  about  $4  per  M.  Mr. 
Allin  informs  me  that  about  75%  of  the  work  was  done  by 
laborers  and  25%  by  carpenters.  The  laborers  received 
$1.75  for  9  hrs.,  and  the  carpenters,  $2.50  for  9  hrs.  The 
work  was  done  during  hard  times  and  quite  a  number  of 
the  laborers  were  really  carpenters.  Carpenters  were  used 
on  the  erection  work  and  on  work  around  the  sides  of  the 
structure  where  neatness  was  required. 

More  recently  Mr.  Allin  has  completed  covering  three  more 
reservoirs  in  a  similar  manner,  the  only  change  in  design 
belns:  the  spacing  of  joists  4  ft  apart  instead  of  6  ft  He 
believes  that  the  extra  expense  is  justified  because  there 
is  less  warping  of  the  boards.  Wages  are  now  (1905)  $4 
per  8  hrs.  for  carpenters,  and  $2  for  laborers,  and  prices 
of  materials  are  higher,  so  that  it  costs  6  cts.  per  sq.  ft  to 
cover  a  reservoir. 

Cost  of  a  Crib  Dam. — Mr.  J.  W.  Woermann  gives  the 
following  cost  data  for  two  crib  dams  across  the  north 
and  the  south  channels  of  Rock  River,  at  the  head  of  Carr's 
Island,  near  Milan,  III.,  built  in  1894.  The  north  dam  is  598 
ft.  long;  the  south  dam,  764  ft.  long.  The  two  dams  are 
connected  by  a  levee  1,000  ft.  long.  The  dams  are  on  a 
rock  foundation,  and  designed  to  withstand  a  head  of  4% 
ft    The  dam  is  a  crib  of  6  x  8-in.  pine  timbers,  with  a  rock 
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filling.  The  main  part  of  tlie  dam  is  13^  ft.  wide,  with  an 
apron  6%  ft.  wide,  making  a  total  base  of  20  ft  A  filling 
of  clay  and  quarry  refuse  is  placed  against  the  cribwork 
on  the  up-stream'  side.  The  main  dam  and  the  apron  are 
covered  with  4-in.  oak  plank,  and  the  up-stream  face  of 
the  dam  with  two  rows  of  2-in.  pine  sheet-piling.  Prom 
the  crest  of  the  dam  to  the  apron  the  fall  is  3  ft 

An  area  below  the  north  abutment  was  stripped  for  a 
quarry  (June,  1894),  and  the  800  cu.  yds.  of  stripping,  to- 
gether with  300  cu.  yds.  of  riprap,  were  used  for  coffer- 
dams for  the  north  dam.  The  coffer-dams  were  made  as 
follows:  Cribs,  16  ft  square,  were  built  in  line,  spaced 
/l4  ft  apart.  The  cribs  were  built  in  shallow  water  by 
boring  holes  in  the  ends  of  each  timber  and  dropping  the 
timbers  over  long  upright  bolts  at  each  corner  of  the  crib. 
The  top  of  these  cribs  was  sheeted  with  4-in.  oak  plank 
and  weighted  down  with  bags  of  sand.  Timbers,  6  x  8-in., 
the  ends  of  which  were  supported  by  adjacent  cribs,  were 
then  shoved  down  into  the  water.  This  furnished  a  cof- 
fer-dam 130  ft  long,  and  riprap  and  quarry  stripping 
dumped  against  the  face  of  the  dam  could  not  be  washed 
away.  The  4-in.  oak  plank  was  then  removed  and  used 
in  the  permanent  work.  Subsequently  the  riprap,  which 
was  placed  on  the  down-stream  side  of  the  cribs,  was  re- 
moved and  used  in  the  dam.  The  quarry  stripping  was 
placed  on  the  up-stream  side  of  the  cribs.  The  arearf  en- 
closed by  coffer»dams,  were  50  to  200  ft  long,  and  were 
kept  dry  with  hand  pumps.  The  water  in  the  river  was 
60  shallow  that  wagons  were  used  to  deliver  all  the  ma- 
terials used  in  both  coffer-dams  and  main  dams. 

The  carpenter  work  on  the  south  dam  was  begun  Aug. 
7  and  finished  Aug.  22,  working  8  hrs.  a  day,  including 
Sundays.  For  this  dam  about  75%  of  the  rock  was  quar- 
ried from  the  river  bed  without  requiring  explosives. 
During  the  construction  of  the  coffer-dam  for  the  south 
dam  the  force  was  14  teams  and  50  laborers  (for  a  few  rush 
days  there  were  130  laborers),  and  they  were  engaged  from 
July  24  to  Aug.  4.  During  the  erection  of  the  cribwork 
for  the  main  dam  (16  days)  the  force  was  16  carpenters 
and  50  laborers,  about  one-third  of  the  laborers  assisting 
the  carpenters  in  carrying  timbers,  boring,  driving  bolts 
and  spikes.  The  number  of  teams  was  the  same  through- 
out the  work. 
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The  total  amount  of  timber  in  both  dams  was  330,190  ft 

B.  M.,  distributed  thus: 

. !— FeetB.  M. ^ 

North  Dam.    South  Dam. 

LongitudJnal  timbers  (pine) 47.280  78,560 

TransTerse  timbers  (pine) 28,850  46,950 

Sheet  piling  timbers  (plDe) 7,950  14.610 

Plank  in  coping  (oak) 88,540  42,840 

Plank  in  apron  (oak) 15.870  19,300 

Total 132,940  197.250 

The  cost  of  the  labor  of  putting  this  timber  into  the  dams 
was  $5.80  per  M. 

The  rock  filling  in  the  north  dam  is  1,240  cu.  yds.;  in 
the  south  dam,  2,350  cu.  yds.    The  iron  used  was: 

North  Dapi.      South  Dam. 

Anchor  bolti».  lbs 1,010  820 

Drift  bolts,  lbs 6,050  9,610 

Boat  spikes,  lbs 4,750  6.050 

Wire  nails,  lbs 800  400 

Total.lbs 12,110  16.880 

The  cost  of  labor  on  the  two  dams  was: 

North  Dam.     South  Dam. 

Hauling  materials f284 

Building  coffer-dams $730  1.055 

Preparing  foundation 498  818 

Carpenter  work  on  dams 949  965 

Quarrying  rock,  filling  cribs  and  grading 

above  dams 1.966  1.971 

Engineering,  watching  and  miscellaneous  862  402 

Total $4,500  $5,495 

This  makes  the  total  cost  of  labor  $9,995   on  the  two 
dams.    The  total  cost  was  as  follows: 

Labor    $9,995 

Rent  of  land 217 

111  M  oak 2,919 

218  M  pine  3,087 

28,490  lbs.  iron   806 

Explosires   151 

Total $17,174 

Cost  of  Two  Small  Soows.—For  use  in  river  work,  two 
small  scows  were  built  as  shown  in  Fig,  28.     Each  scow 
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was  2  ft  deep,  6  ft.  wide,  and  32  ft  long.  It  consisted  of 
four  parallel  frames  made  by  spiking  2  x  6-in.  hemlock 
to  form  rough  trusses.  These  frames  were  2  ft  apart,  and  to 
them  rough  hemlock  sheeting  plank  was  spiked,  making  deck 
bottom,  sides  and  ends  of  a  closed  box.  All  the  joints,  except 
the  deck,  were  calked  with  oakum  and  tarred.  Thus  very 
cheap  and  watertight  scows  were  made.  They  were  strong 
enough  to  be  used  for  a  floating  pile  driver,  by  bolting  the 
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two  scows  side  by  side;  but  they  were  not  quite  large 
enough  for  this  purpose  and  the  leaders  of  the  pile  driver 
had  to  be  held  with  guy  ropes,  which  was  a  great  nuisance. 
Nevertheless,  this  rough  and  light  construction  proved  good 
enough  in  every  other  respect  for  river  work  where  no 
logs  or  other 'heavy  objects  could  ibatter  the  soows.  The 
cost  of  these  two  scows  was  as  follows: 

3  M  rough  hemlock,  at  $11  $33.00 

15  lbs.  oakum,  and  necessary  pitch  1.50 

1  keg  nails  2.00 

12  days*  labor,  at  $2  24.00 


Total  for  two  scows $60.50 

This  is  equivalent  to  $30  each  for  the  scows.  One  car- 
penter, at  $2.50,  assisted  by  one  laborer,  at  $1.50,  did  the 
work,  which  cost  $8  per  M.  During  the  winter  the  scows 
were  hauled  out  of  the  water,  and  next  spring  re-calked 
with  8  lbs.  of  oakum,  requiring  the  labor  of  one  man  for 
14  hrs.  Each  scow  was  readily  loaded  on  a  wagon  for 
transportation. 

Cost  of  a  Flnme.— Mr.  William  H.  Hall,  in  Trans.  Am. 
Soa  C.  E.,  Vol.  33  (1895),  describes  and  illustrates  very 
fully  the  work  on  the  Santa  Ana  Canal  of  the  Bear  Val- 
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ley  Irrigation  Co.,  in  San  Bernardino  County,  California. 
Wooden  stave  pipe  and  a  semicircular  stave  flume,  in- 
vented by  Mr.  Hall»  were  largely  used,  and  cost  data  are 
given.  The  flume  is  5Ms  ft.  in  diameter,  semicircular,  made 
of  dressed  redwood  staves  1%  ins.  thick  held  by  binding 
rods  or  hoops  (2  ft.  8  ins.  apart)  passing  through  4  x  4-in. 
wooden  cross-yokes.  The  flume  rests  on  sills  or  bolsters 
(10  ft  apart)  cut  to  fit  its  curved  bottom,  and  these  sills 
are  supported  on  concrete  blocks  or  on  wooden  trestles 
according  to  the  locality.  A  gang  of  ten  laborers  and  five 
carpenters  and  a  foreman  built  the  flume.  Not  a  nail  was 
used*  In  its  construction.  Wages  were  high,  being 
$2  a  day  for  laborers,  $3  a  day  for  carpenters, 
and  $4  a  day  for  team  and  driver.  The  cost  of 
erecting  the  flume,  exclusive  of  trestle  work,  was 
$5.75  per  M,  but  this  does  not  include  shop  work,  delivery 
and  calking.  The  cost  of  delivering  the  lumber  in  wagons 
was  $2.50  per  M  and  subdelivering  it  on  dollies  was  $2.50 
per  M  more,  as  the  work  was  in  a  rough  country;  hauling 
costing  371^  cts.  per  ton  mile  by  contract  The  cost  of  mak- 
ing the  sills,  and  yokes,  and  dipping  all  the  lumber  in  coal 
tar,  and  calking  after  erection,  came  to  ?3.25  per  M,  in- 
cluding all  timber  in  the  flume,  exclusive  of  trestles.  Hence 
the  total  labor  cost,  including  delivery  and  subdelivery, 
was  $14  per  M.     The  lumber  was  bought  for  $28  per  M. 

The  cost  of  framing  and  erecting  timber  trestles  to  sup- 
port this  flume  was  $13  per  M,  the  rough  pine  itself  costing 
$19  per  M;  the  cost  of  delivering  it  is  not  given,  but  was 
presumal)ly  $5  per  M.  The  work  was  half  over  before  the 
men  became  trained  to  their  work,  and  at  no  time  were 
they  very  active  or  efficient. 

The  total  amount  of  dressed  redwood  for  the  flume  staves 
was  312  M,  which  required  214,000  lbs.  of  wrought  and  cast 
iron  for  bands,  bolts,  etc.,  or  about  700  lbs.  per  1,000  ft 
B.  M.  This  iron  cost  5i/4  cts.  per  lb.  At  these  high  prices 
the  cost  of  the  finished  flume  was  about  $5  per  lin.  ft,  of 
which  $2.50  was  for  the  flume  alone  and  $2.50  for  the  trestle 
supporting  it 

Cost  of  a  Coffer-dam  and  Aqueduct. — In  1840,  on  the 
Erie  Canal,  when  skilled  laborers  were  paid  $1  per  day  of 
11  hrs.  worked  (and  stone  cutters  received  |2.25  a  day— 
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carpenters'  wages  not  stated),  a  coffer-dam  (built  by  con- 
tract) containing  157,500  ft  B.  M.  of  timber  and  plank  was 
built  witb  830  days  of  skilled  labor  and  a  few  carpenters. 
This  is  equivalent  to  190  ft.  B.  M.  per  man  per  day. 

In  building  (by  contract)  an  aqueduct  trunk  or  flume, 
supported  by  masonry  arches,  the  timber  gang  consisted  of 
2  carpenters  to  every  1  skilled  laborer.  There  were  put 
in  892,400  ft.  B.  M.  of  timber,  of  which  260,300  ft.  B.  M. 
were  framed.  This  required  3,153  days  of  carpenters  and 
laborers.    The  average  day's  work  for  each  man  was: 

Framing 648  f t.  B.  M. 

Putting  in  the  work   324  ft.  B.  M. 

Cost  of  Four  Oaissons. — Mr.  B.  L.  Crosby  gives  the 
following  on  the  aonstruction  of  four  piers  for  a  double- 
track  bridge  across  the  Missouri  River,  for  the  St  Louis 
extension  of  the  St  L.,  K.  &  N.  W.  R.  R.  The  foundation 
work  was  done  by  company  labor.  The  masonry  piers  were 
founded  on  pneumatic  caissons,  each  30  x  70  ft  outside 
measure,  excepting  one  wliich  was  24  x  60  ft  The  caissons 
were  16  ft.  high,  including  the  iron  cutting  edge,  and  sur- 
mounted with  a  timber  cribwork.  This  cribwork  was  24 
ft,  45  ft,  58  ft  and  64  ft  high  respectively  on  the  four 
piers.  All  the  caissons,  except  one,  were  built  on  launching 
ways  on  the  north  side  of  the  river,  just  above  the  bridge 
line.  These  launching  ways  were  constructed  by  driving 
piles,  which  were  capped  by  12  x  12-in.  timbers  running 
up  and  down  stream,  and  then  the  12  x  12-in.  way  timbers 
were  drift-bolted  to  the  caps.  The  ways  had  a  slope  of  3 
ins.  to  the  foot  toward  the  river,  and  extended  far  enough 
out  to  allow  the  caisson  to  float  before  being  clear  of  the 
timbers.  Piles  were  cut  off  under  water  with  a  circular  saw, 
and  the  drift-bolts,  wbich  had  been  started  into  the  caps 
before  they  were  sunk,  were  driven  by  a  ramrod  working 
through  a  gas-pipe  over  the  drift-bolt.  To  remove  a  sand- 
bar at  the  site  of  one  of  the  piers,  a  steamboat  was  anchored 
to  piles  over  the  pier  site,  and  by  the  revolution  of  its  pad- 
dle wheels  washed  out  a  hole  7  to  10  ft  deep.  Barges  were 
placed  each  side  of  the  caisson,  and  heavy  timbers  bolted 
across  the  caisson,  and  extending  out  over  the  barges.  The 
caisson  was  towed  to  its  site,  and  when  it  struck  a  sand- 
bar, air  was  pumped  into  the  caisson  to  raise  it  so  as  to  clea* 
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the  bar.  In  sinking  the  caisson  a  Morrison  sand-pnmp  and  a 
Morrison  clay-boist  were  used.  The  greatest  depth  reached 
below  low  water  was  101  ft.,  and  laborers  in  the  caisson  re- 
ceived 13.50  a  day  of  2  or  3  hrs.  (working  1-hr.  shifts)  at  this 
great  depth.  The  pneumatic  plant  used  in  sinking  consisted 
of  two  No.  4  Clayton  duplex  compressors,  having  steam  and 
air  cylinders,  each  14-in.,  with  a  15-in.  stroke;  a  Worth- 
ington  duplex  pump,  ISy^  x  10^  x  10  Ins.,  and  a  small  dy- 
namo and  engine.  This  plant  was  set  up  on  the  steamboat 
whose  boilers  furnished  the  power.  There  was  also  a  du- 
plicate plant,  which  was  used  part  of  the  time,  supported 
on  a  pile  platform.  There  were  several  hoisting  engines, 
a  pile  driver  boat  provided  with  a  derrick  far  handling  tim- 
bers in  building  up  the  cribwork  on  the  caissons.  The  con- 
crete used  to  fill  the  cribwork  was  1:2:4  Louisville  cement, 
and  1:3:6  Portland  cement.  In  these  four  caissons  and 
cribs  there  were  1,609  M  of  yellow  pine.  The  cost  of  fram- 
ing and  building  the  caissons  was  $21.93  per  M.  This  in- 
cludes cost  of  launching  ways,  and  of  material  and  labor 
of  all  kinds;  except  the  cost  of  the  timber  itself.  It  also 
includes  all  handling  and  towing.  Carpenters  were  paid 
$2.50  and  laborers  $1.75  per  day.  There  were  placed  in 
these  caissons  13,285  cu.  yds.  of  concrete'  requiring  16,- 
035  bbls,  of  Louisville  cement  and  4,759  bbls.  of  Portland 
cement  The  cost  of  this  concrete  (broken  stone  was  used) 
was  $5.36  per  cu.  yd.  The  average  cost  of  caisson  and  concrete 
filling,  including  cutting  edges,  shafting,  etc.,  was  34.2  cts. 
per  cu.  ft.;  the  average  cost  of  sinking  9.17  cts.  i>er  cu.  ft, 
this  average  being  materially  Increased  due  to  some  rock 
excavation  on  one  pier  where  the  average  cost  of  caisson 
sinking  was  12.33  cts.  per  cu.  ft  The  average  cost  of  <jais- 
sons  was  $178  per  ft  sunk,  ranging  from  $116  per  ft  on 
one  to  $259  per  ft  on  the  one  where  rock  was  encoun- 
tered. Work  on  the  first  caisson  was  begun  July  30,  1892, 
and  it  was  launched  Aug.  20.  It  reached  bed  rock  Jan, 
2,  1893,  at  a  depth  of  89  ft.  below  low  water.  The  first 
engine  passed  over  the  completed  bridge  Dec.  27,  1893. 

Cost  of  Making  Bodies  for  Dump  Cars. — Some  bodies 
for  bottom-dumping  cars  were  made  to  be  mounted  on  or- 
dinary hand-car  trucks,  and  were  used  in  filling  a  trestle. 
The  car  bodies  were  made  hopper  shape,  the  sides  being 
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4  ft.  apart;  the  ends  were  6i^  ft.  apart  at  tlie  top  ana 
sloping  toward  the  center  until  they  were  4  ft  apart  at 
the  bottom.  The  height  of  the  hody  was  20  Ins.,  thus  giv- 
ing a  struck-measure  capacity  of  33  cu.  ft  Two  doors, 
forming  the  bottom  of  the  car,  were  hinged  to  the  two 
ends  of  the  car  body  with  three  14-in.  strap  hinges  to  each 
door.  These  doors  were  each  18  ins.  wide  and  4  ft.  long, 
and  were  closed  by  means  of  hoisting  chains  (%-in.  iron) 
passing  around  a  2i.^-in.  gas  pipe  winch  which  spanned 
the  car  from  side  to  side.  This  2i^-in.  gas  pipe  was 
stiffened  by  a  2%-in.  pipe  slipped  inside.  It  required  150 
ft  B.  M.  of  plank  to  make  each  car,  and  a  carpenter  (25  cts. 
per  hr.)  with  a  helper  (15  cts.  per  hr.)  averaged  one  car 
in  7  hrs.,  which  is  at  the  rate  of  $10  per  M. 

Cost  of  Making  Tool  Boxes. — A  carpenter  made  two 
tool  boxes  of  1-in.  matched  pine  boards  in  10  hrs.  Each 
box  contained  130  ft.  B.  M.,  so  that  the  labor  cost  was  a 
little  less  than  $10  per  M,  wages  being  25  cts.  per  hr. 

Cost  of  Plank  Roads. — Very  often  the  contractor  would 
be  enabled  to  haul  much  larger  loads  in  wagons  if  he  were 
to  build  plank  roads  up  certain  short  steep  ascents,  or  up 
out  of  the  pit.  The  planks  need  not  be  spiked  to  the 
stringers.  Plank  for  such  roads  should  be  8  ft.  long  and 
3  ins.  thick.  Contrary  to  general  opinion  cedar  makes  an 
excellent  plank  road,  for  its  surface  soon  becomes  a  thin 
mat  of  wood  fibres  and  dirt  that  protect  the  body  of  the 
plank.  Either  three  lines  of  4  x  6-in.  or  two  lines  of  3  x 
12-in.  cedar  stringers  should  be  bedded  in  the  ground  and 
the  plank  laid  upon  them  without  spiking.  In  the  State 
of  Washington  the  writer  found  the  cost  of  building  the 
very  best  of  these  plank  roads  to  be  as  follows:  Three 
skilled  laborers  bedding  three  lines  of  4  x  6-in.  stringers 
in  clay,  laying  and  spiking  3-in.  plank,  averaged  15,000  ft. 
B.  M.  per  10-hr.  day.  In  sand  these  men  averaged  18,000 
ft.  B.  M.  per  day.  They  were  hustling,  as  they  received  50 
cts.  per  1,000  ft  B.  M.  for  laying  this  road,  plank  being  de- 
livered alongside.  Over  such  a  road  a  team  can  pull  as 
much  as  on  the  very  best  asphalt  pavement.  The  "trick" 
about  building  a  good  plank  road  is  to  bed  the  stringers, 
not  leaving  them  on  top  of  the  ground.    The  road  theq 
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flrm  and  gr^at  kMids  can  be  hauled  over  it,  bo  long  as  it 
is  kept  in  good  condition. 

Since  in  temporary  roads  the  spildng  may  be  omitted, 
and  as  a  matter  of  fact  it  should  be  omitted  even  on  per- 
manent roads,  ire  see  that  the  plank  may  be  used  over 
and  over  again  for  different  jobs;  but  if  the  road  is  worth 
laying  at  all  it  is  worth  laying  well  in  the  first  place. 


SECTION    X. 
COST  OF  ERECTING  BUILDINGS. 

Estimating  Quantity  of  Lumber. — Lumber  is  meas- 
ured in  feet  board  measure,  as  explained  on  page  487. 

There  are  15  or  more  associations  in  America  having 
rules  governing  the  inspection  and  classification  of  lumber. 
In  an  editorial  article  on  timber  specifications,  Elngineering 
News,  Feb.  23,  1905,  p.  203,  I  have  given  the  addresses  of 
ten  of  the  most  important  associations,  and  of  these  ten 
the  following  three  have  printed  rules  that  are  particu- 
larly valuable  to  have:  The  National  Hardwood  Lumber 
Association,  Chicago;  iSouthern  Lumber  Manufacturers' 
Association,  St.  Louis;  Mississippi  Valley  Lumbermen's 
Association,  Minneapolis,  Minn. 

In  building  a  house,  there  is  always  a  considerable  per- 
centage of  waste  lumber.  Then,  too,  there  is  the  loss  in 
surface  area  in  forming  tongues  and  grooves  at  the  mill, 
and  in  dressing  the  edges.  Therefore,  after  computing  the 
exact  number  of  pieces,  or  the  exact  area,  as  shown  in  the 
plans  for  the  building,  it  is  necessary  to  add  considerably 
to  the  lumber  bill  to  cover  the  waste. 

To  estimate  the  number  of  joists  for  each  room,  count 
the  actual  number  and  add  1  joist;  for  an  extra  joist  is 
needed  for  the  wall.  Joists  are  nearly  always  "bridged," 
and  for  this  purpose  2  x  4-in.  stuff  is  used.  The  "bridg- 
ing" is  the  inclined  bracing  between  the  joists. 

Allow  25  lin.  ft.  of  2  x  4-in.  bridging  for  each  "square" 
(100  sq.  ft.)  of  flooring.  Where  2  x  12-in.  joists  are  placed 
16  ins.  apart,  it  will  be  found  that  the  2  x  4-in.  bridging 
amounts  to  about  9%  of  the  number  of  ft.  B.  M.  of  joists. 

On  a  plaiin  roof  count  the  number  of  rafters  and  add  1 
extra. 
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In  estimating  the  number  of  studs  for  walls  and  parti- 
lious,  allow  1  stud  for  every  lineal  foot  of  wall  or  partition 
where  9tuds  are  "spaced  16  ins.  centers/'  that  is  16  ins. 
center  to  center.  This  seemingly  large  allowance  is  made 
to  cover  the  doubling  of  studs  on  corners,  doors  and  win- 
dows. For  a  stable  or  a  shed  no  such  extra  allowance  need 
be  made. 

To  estimate  the  quantity  of  sheeting  or  of  shiplap,  calcu- 
late the  exact  surface  to  be  covered,  deducting  openings, 
then  add  the  following  percentages: 

Sheeting.  Shiplap. 

Forfloors iorl65^  4orl7% 

For  BldewallB 4orl7%  |or20^ 

Forroots ^ {or20^  |or26>^ 

Sheeting  is  laid  with  2-in.  spaces  on  cheap  roofs,  then 
deduct  accordingly.  Sheeting  and  shiplap  are  sometimes 
laid  diagonally,  then  add  5%  to  the  above  figures  to  cover 
waste  in  sawing  both  ends. 

Remember  that  lumber  comes  in  lengths  of  even  feet, 
and,  excepting  Oregon  fir,  16  ft.  is  the  maximum  stock 
length.  Examine  each  area  to  be  covered  to  see  whether 
a  given  number  of  standard  lengths  will  cover  it,  or 
whether  there  will  be  a  waste  on  each  length. 

To  estimate  the  amount  of  siding,  calculate  the  exact 
surface,  deducting  openings,  and  add  %,  or  33%,  if  6-in. 
siding  with  4*^  ins.  to  the  weather;  but  if  it  is  4-in.  siding 
add  M>.  or  507o,  to  the  actual  surface. 

There  are  two  classes  of  flooring,  namely,  "dressed  or 
square  edge  flooring,"  and  "dressed  and  matched  flooring." 
The  square  edge  flooring  ordinarily  has  a  face  width  about 
V2  iu.  less  than  its  nominal  width;  thus,  a  piece  of  6-in. 
square  edge  flooring  has  a  face  width  of  5%  ins.,  and  a 
piece  of  4-in.  flooring  has  a  face  width  of  3^^  ins.  The 
loss  in  the  case  of  the  flooring  with  5^-in.  face  is  1-11; 
and  in  the  case  of  the  3V^-in.  face,  the  loss  is  1-7.  But  in 
addition  to  these  mill  losses,  there  is  generally  waste  ow- 
ing to  bad  ends,  etc.,  so  that  after  estimating  the  exact 
area  of  floor,  add  the  following  percentages: 

For  6-ln  flooring,  add i  or  11  % 

ypr 4-ln.  flooring,  add ,,,., ,.,,,,.,,,,  {orao^ 
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The  following  giyes  a  fair  extra  allowance  where  dressed 
imd  matched  flooring  is  to  be  laid: 

Fbr  6-ln.  flooring,  add for  17^ 

W6T4-in.       ••  "    loT2hii 

YoT2}i-iik,   "  "    lorSS^ 

ForlX-ia.  "  *•    ^or40% 

Remember  that  if  the  flo<Ming  is  to  be  laid  under  parti- 
tions, due  allowance  must  be  made.  If  the  architect  has 
so  spaced  the  joists  that  full  standard  lengths  can  not  be 
used,  there  may  be  a  very  large  waste  not  included  in  the 
above  allowances;  thus,  if  the  width  of  room  is  such  as 
to  require  flooring  12  ft  2  ins.  long,  it  will  be  necessary  to 
buy  flooring  14  ft»  long,  and  saw  off  nearly  2  ft,  which  is 
wasted.  Flooring  less  than  1  in.  thick  is  estimated  as 
being  1  in.  thick. 

Ceiling  and  Wainscoting  are  estimated  just  as  dressed  and 
matched  flooring  is  estimated. 

Cost  of  Buildings  per  Cu.  Ft. — In  order  approximately 
to  estimate  the  cost  of  any  proposed  building  for  which 
plans  have  not  yet  been  prepared,  it  is  convenient  to  es- 
timate the  cost  in  cents  per  cubic  foot  In  the  following 
examples  the  cubic  contents  are  computed  from  the  cellar 
floor  to  the  roof  (if  the  roof  is  flat),  or  (in  a  pitch  roof)  to 
the  top  of  the  attic  walls  that  are  finished  or  may  be  fin- 
ished; but  air  spaces  and  open  porches  are  not  included 
Measurements  are  from  out  to  out  of  walls  and  foundations. 

Tlie  following  figures  were  compiled  by  Mr.  James  N. 
Brown,  of  St  Ix>uis,  and  form  part  of  the  instructions  to 
insurance  adjusters: 

Country  property:  Cts.  per  cu.  ft 

Frame  dwelling,  small  box  house,  no  cornice  4 

Frame  dwelling,  shingle  roof,  small  cornice, 

no  sash  weights,  plain 5     to   6 

■Brick  dwelling,  same  class   7     to   8 

Fram'e  dwelling,  shingle  roof,  good  cornice, 

sash  weights,  blinds   (good  house) 7     to   8 

Brick  dwelling,  same  class 9     to  10 

Frame  bam,  shingle  roof,  not  painted,  plain 

finish  1%  to   21^ 

Frame  barn,  shingle  roof,  painted,  good  foun- 
dation       2%  to   3 
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Cts.  per  cu.  ft 
Frame    store,    shingle    roof,    painted,    plain 

finish 5     to  7 

Brick  store,  shingle  roof,  painted,  good  cor- 
nice, well  finished   7     to   9 

Frame  church  or  schoolhouse,  ordinary 5     to  7 

Brick  church  or  schoolhouse,  ordinary 8     to  10 

If  slate  or  metal  roof,  add  %  ot  per  cu.  It  to  the  ahove. 

The  following  costs  may  serve  as  a  rough  guide  for  build- 
ings of  their  respective  classes  built  in  the  Middle  West: 

Cts.  per 
cu.  ft 

Stores  and  fiats 11 

Warehouse,  5  story,  mill  construction 7 

Oflace  building,  fine,  fireproof,  Chicago   30 

OflQce  building,  wood  construction  20 

Library,  fine,  fireproof 35 

Hospital,  fine,  fireproof 25 

Hospital,  fireproof,  no  partitions  15 

Hospital,  wood,  no  partitions  7 

Hotel,  fine,  fireproof 50 

Hotel,  ordinary   20 

Residence,  fine,  brick,  not  fireproof 20 

Residence,  fine,  stone,  not  fireproof 35 

Residence,  common,  brick,  9  rooms  10 

Residence,   frame,   without  modern   improvements,  ?350 
per  room. 

Residence,  frame,  with  modern  improvements  (hardwood 
and  slate),  $500  per  room. 

Cost  of  R.  R.  Buildings  per  Sq.  Ft. — It  is  often  con- 
venient to  estimate  the  cost  of  railroad  buildings  in  dol- 
lars per  square  foot  of  ground  covered  'by  the  ^building. 
The  following  coats  will  serve  as  examples  for  similar 
buildings  in  the  Mississippi  Valley  region: 

Per  sq  ft 

Station,  frame,  with  living  rooms,  on  piles $1.30 

Station,  frame,  with  living  rooms,  stone  founda- 
tion       1.50 

Station,  passenger  and  freight,  frame,  on  piles. . . .     1.15 
Station,  passenger  and  freight,  brick ♦ , ,    l,§0 
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Per  sq.  ft. 
Station,  modem  passenger,  brick  and  stone,  slate 

roof,  hardwood  finish  13.50 

Lavatory,  separate  1-story  brick,  best  plumbing. .  4.00 
Store  house,  brick  to  window  sill,  unsheeted  studs, 
covered  with  galv.  iron,  2  stories  and  base- 
ment    1.25 

Store  house,  brick,  steel  and  concrete,  heaviest 

construction,  no  basement 3.75 

Machine  and  erecting  shop,  best,  concrete,  brick 

and  steel 1.80 

Boiler  shop,  best,  concrete,  brick  and  steel 1.60 

Power  house,  l)est,  concrete,  brick  and  steel ....  2.75 

Blacksmith  shop,  best,  concrete,  brick  and  steel . .  1.30 

Car  shop,  best,  concrete,  brick  and  steel 1.60 

Coal  and  iron  sheds,  best,  concrete,  brick  and  steel  1.30 

Dry  kiln,  best,  concrete,  brick  and  steel 1.00 

Coach  shop,  brick  to  window  sill,  studs  unsheeted, 

covered  with  galv.  iron  0.70 

Planing  mill,  ditto   1.30 

Cost  of  Items  of  Buildings  by  Percentages. — ^In  any 

locality,  if  we  select  buildings  of  any  given  class  and  esti- 
mate the  percentage  of  the  total  cost  chargeable  to  each 

S       Is  J       g| 

aB         M§  feS  M^  %S  5^ 

23      II      «S      ll      «l      12 

Excavatlou,  brick  and  cut 

stone 16%       36%  38%  48%  50%  15% 

Plaster 8  6  6>i         6  

Skyllghte  and  glass 10 

Mlllwork  and  glass 21  20  17  10)^         7  6 

Lumber 19  12  ll>i  llH  18%  6>i 

Carpenter  labor 18  10  10  10  OiJ  4 

Hardware BH         8  2%         2%  

Tin,  galT.  Iron  and  slate.  2H         4>i         5  8H        ....         IH 

Orarel  roofing 1%  2  1% 

Structural  steel 6i^  45>i 

Steel  lintels  and  hardware         8>^  6 

Plumbing  and  gas  fitting  7  8  4  4  2  .... 

Piping  for  steam,  water 

and  power. ....        ....  ....  «...        ••..  2 

Paint > 5  5H  4H  4  2i^  2 


Total 100%     100%    100%     100%     100%     100% 


NOTB.— Heating  is  not  included. 
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item,  we  find  a  remarkably  small  variation.  For  exam- 
ple, the  hardware  item  in  brick  residences  averages  about 
3%  of  the  total  cost  of.  the  building  whether  the  building 
costs  ^10,000  or  ^50,000.  For  a  ^10,000  building  the  hard- 
ware costs  ^10,000  X  3%,  or  |300.  For  a  $50,000  building, 
the  hardware  costs  $50,000  x  3%,  or  $1,500.  In  making  pre- 
liminary estimates  of  co9t  it  is  often  sufficiently  close  to 
estimate  one  or  two  of  the  large  items  and  calculate  the 
rest  by  percentages.  Every  builder  and  architect,  there- 
fore, should  analyze  the  actual  cost  of  each  item  of  a  num- 
ber of  typical  buildings,  and  reduce  the  analysis  to  per- 
centages. Where  foundation  work  is  difficult  and  variable, 
it  5s  well  to  exclude  the  foundations  in  forming  a  table  of 
percentages,  such  as  the  one  on  page  514.  It  is  also  well 
to  carry  the  subdivisions  of  cost  still  farther;  but  for 
the  purpose  of  example,  the  foregoing  table  serves  to 
illustrate. 

Cost  of  Erecting  5  Different  Kinds  of  Baildinss.- 

In  the  following  table  is  given  the  average  cost  of  timber- 
work  in  a  number  of  different  buildings.  E>ach  'building 
is  briefly  described  in  the  table,  and  the  cost  is  the  average 
of  all  the  rough  lumber  in  it,  and  does  not  Include  the 
work  on  the  milled,  or  dressed  lumber.  Only  carpenters 
were  engaged  on  this  work,  and  they  handled  all  the 
lumber  after  its  delivery  in  wagons  at  the  srite  of  the  work. 
Wages  of  carpenters  were  40  cts.  per  hr.  No  common  la- 
borers employed. 

Cost  per 
FtB.  M.    M..  wage 
per  man      being 
Building  per  day  $8.20  for 

Number.  of  8  bra.       8-hrs 

1 A  block  of  six  3-Btory  "flats,"  first  story 

veneered  with  brick;  rest  covered  with 

slate;   an  expensive  front;  towers 275         $11.60 

2 Same  type  of  building  with  a  plain  front. .  876  8.50 

8 Three-story  sohoolhouse,  plain ;  Including 

sheeting,  shiplap,  and  all  plain  lumber 

except  flooring 400  8.00 

4 Three-story  business  building 475  6.80 

6 Heavy  warehouse,  mill  construction 550  5.80 

8 A  plain  two-story  building,  with  a  2-ln. 

flooring  roof,  and  plank  under-floors. . . .  885  8.30 

Cost  of  Framing  and  Placing  Lumber.— The  follOiW- 
ing  table  gives  the  actual  cost  of  the  carpenter  "work  in- 
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1  in  doing  the  different  classes  of  work  enumerated, 
mmon  laborers  were  employed. 

Cost  per 
Ft.B.  M.  M..  wages 
.  per  man      being 
per  day  $3.20  for 
of  8  hrs.      8  hrs. 
In  a  four^tory  brick  business  block,  having 
girders,  8  x  14rln.   Joists   delivered   sized. 
ge  cost  of  work  on  Joists  and  sheeting  (not 
Ling  hoisting  which  was  $2  per  M.  for  second 

Mid  up) 550  $5.80 

In  a  three-story,  plain,  electric  light  bulid- 
ith  flat  roof.  3  x  12-in.  Joists,  including  siz- 

Jolsts 400  8.00 

ind   floor:    In  a  warehouse.  Joists  dropped 

tlrrups.  and  a  heavy  plank  floor 

g :  2  X  4-ln.  bridging  between  Joists 

i:   For  a  railroad   machine  shop,  6  x  8-in. 

>rs  buried  in  sand ^ 

ioor :  The  3-ln.  plank  floor  laid  on  the  sleepers* 

described 

:  For  a  warehouse,  including  hoisting  60  ft. . 
oor:  A  2-in.  plank  floor  laid  on  purlins  that 

Wt.  apart 

J  for  floors 

J  for  roof  of  six-story  building 

I  on  frame  building 

s. — If  sheetlDg  is  laid  diagonally,  add  15^  to 
9  cost  of  laying.) 

:  2  X  6-in.  rafters  for  plain  gable  roof 

:  2  X  6-ln.  rafters  for  a  hip  roof 

urds :  Rough  boards  on  a  plain  gable  roof 

ards :  Rough  boards  on  a  hip  roof 

Bough  boards  on  a  barn 

g:  2  X  4-in t 

g:  2x  6-in 

1  plates :  6  x  8-ln..  without  gains  or  mortices 
1  plates :  6  x  8-ln..  with  gains  but  no  mortices 
1  plates :  6  X  8-in.,  with  gains  and  mortices. . 
a:  A  rough  timber  platform  on  short  posts, 
d  a  warehouse.  Including  posts,  caps,  joists 

>or 

^ence :  A  close  board  fence.  8-ft.  high  (posts 
ly  set) 

t  of  I«ayiiig  and  Smoothing  Floors. — In  the  fol- 
;  table  is  given  the  cost  of  laying  matched  flooring, 
the  joists  are  in  place.  All  the  cost  of  handling  the 
ig  after  its  delivery  at  the  building  site  is  included. 
3  the  width  of  the  flooring  plank  Is  given,  the  face 
is  meant,  and  it  should  be  remembered  that  the 
Idth  is  about  %-in.  less  than  the  original  stock  width 
>  material  before  milling.  A  flooring  that  is  sold  by 
ills  as  4-in.  plank,  has  a  face  width  of  3^  ins.  The 
f  laying  is  given  in  "squares'*  of  100  sq.  ft. 


500 

6.40 

150 

21.30 

380 

8.40 

450 

7.10 

265 

12.10 

230 

13.90 

800 

4.00 

500 

6.40 

500 

6.40 

800 

10.70 

125 

25.60 

600 

6.35 

400 

8.00 

800 

4.00 

250 

12.80 

350 

9.15 

400 

8.00 

200 

16.00 

185 

23.70 

400 

8.00 

400 

8.00 
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008T  OF  LAYINa  FLOOBINQ. 

Ooelper 
eqiutfe. 
Squares     wages 
perman      being 
per  day  $8.20  per 

of  8  hrs.      8  hn. 
Yellow  Finer:  8K-in.  face  laid  on  sheeting,  laoludlng 

the  laying  of  paper  between  the  sheeting  and  the 

flooring  and  Including  the  smoothing  of  rough 

loints  In  the  flooring,  in  a  four-stury  busioess  block  2  81.60 

Yellow  Pine:  33^-in.  face,  including  smoothing  and 

sandpapering,  in  a  five-story  business  block,  men 

worked  very  hard x^  1^ 

Yellow  Pine:  S^-in.  face,  laid  direct  on  joists,  no 

smoothing 8  1.10 

Haple :  Square  edged,  4-in  face,  doubled  nailed,  not 

smoothed,  in  a  warehouse 2)i  1.40 

Yellow  Pine :  4rin.  face,  nailed  on  one  edge  only,  not 

smoothed,  in  a  six-story  warehouse 23^  1.80 

Yellow  Pine:  8)i-in.  face,  including  smoothing  and 

sandpapering,  in  a  three-story  seminary,  ground 

floor 1}^  2.10 

Ditto :  Small  upper  rooms , 1)^  2.60 

Haple :  2)^-in.  face,  laid  but  not  smoothed 2  1.60 

Haple :  2)^-ln.  face,  laid  but  not  smoothed,  large  floor 

ofwarehouse S}^  0.00 

Haple :  2)^-ln.  face,  laid  and  smoothed,  houses  and 

offices 1  8.20 

Haple:  15lt^-in.  face,  laid  and  well  smoothed,  houses 

andofllces X  *-30 

Haple:   Smoothing  only,  not  Including  laying  the 

floor 1  8.20 

Oak  :  Gluing,  smoothing,  scraping  and  sandpapering 

a  flne  floor,  men  working  hard X  12.80 

Yellow  Pine:  5«*-in.  face.  2  ins.  thick,  tongue  and 

groove,  for  mill  building,  not  smoothed 2\i  1.30 

Yellow  Pine :  6  \t.in.  face  on  bare  Joists,  not  smoothed  4  0.80 

Pltto :  Laid  on  top  of  an  under-floor 8  1.10 

Ditto :  Laid  on  a  pitched  roof  without  many  angles. .  2  1.60 

Cost  of  Ceiling,  Wainsootins   and  Siding. — The  fol- 
lowing table  gives   the  cost  of   ceiling,    wainscoting  and 

siding: 

Cost  per 
Squares     square, 
per  man  wages  be- 
perday   lng$3.20 
of  8  hrs.    per  day. 

Gelling  of  a  store 1^  2.10 

Smoothing  an  oak  celling  after  laying X  4.80 

Wainscoting :  cut,  put  up  and  flnlshed  with  cap  and 

quaiterround 1\  1.80 

Siding:  Plain.  6-1  n 2)i  1.40 

Drop-siding :  When  window  casings  and  comer  boards 

are  placed  over  the  siding 4  0.80 

Drop-sldlng :  When  Joints  are  made  against  casings 

and  corner  boards 2yi  l.SO 

Lap-sldlng 8  1.06 

Surfaced  barn  boards 7  0.46 
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Cost  of  ShiAKling. — The  following  table  gives  the  coat 
of  laying  shingles,  shingles  being  well  laid'  With  4^-in« 
exposure: 


Oostper 
Squares     square, 
per  man  wages  be- 
per  day   ing$3.20 
of  8  hrs.     per  day 


2K 

$1.30 

1*4 

1.80 

1 

8.20 

1% 

2.10 

1 

8.20 

Plain  roof 

Fancy  roof 

Difficult  roof,  much  cutting 

Plain  side  walls 

Difficult  side  walls 

The  standard  bunch  of  shingles  is  supposed  to  contain 
250  shingles  averaging  4 -ins.  wide.  Hence  if  shingles  are 
laid  with  an  exposure  of  4M»  ins.,  each  shingle  covers 
4  X  4%  =  18  sq.  ins.,  or  800  shingles  to  the  square.  But 
the  cutting  for  angles,  the  loss  of  broken  shingles,  the 
double  course  at  the  eaves,  and  the  like,  necessitate  a 
larger  allowance.  On  plain  roofs  allow  8%  more,  and  on 
gables  12%  more  than  the  theoretical  800.  Estimate  as 
follows: 


Plain  Roof. 

Cut-up  Boot 

Shingles 

Shingles 

per  square. 

per  square. 

990 

1010 

880 

900 

7»0 

810 

With  4-ln  exposure 

"     4)<-ln.     "       

••     5-ln.        ••       

Cost  of  Itaying  Base-Boards. — The  amount  of  base- 
board work  is  computed  in  lineal  feet,  instead  of  board 
feet  The  following  costs  relate  to  the  actual  number  of 
lineal  feet,  doors  and  openings  being  deducted: 

Oostper 
Lin.  ft.      Un.  ft., 

per  man  wages  be- 
perday  log  $3.20 

of  8  hrs.    per  day. 

Base-tXMUd :  In  a  Imildlng  with  an  unusually  large 

number  of  pilasters 50  e^ots. 

Base-board:    Three-membered,  hardwood,   average 

number  of  miters 60  6}^o%b, 

Base-board:   In  a  plain  five-story  business  block, 

two-membered  base  scribed  to  floor 80  4  cts. 

Base-board   In  a  three-story  som  Inary ,  narrow  birch ; 

fitting  to  the  floor  not  no^ft«*flary 100  8)^  cts. 

BaHP-board :  Plain,  quartor-round  at  floor 100  Byi  cts. 

M  mldlng :  Bod,  flat,  3-ln 820  1  cl. 
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•f  nadBC  DMn,  yrisAows  amd  Blimds.— The 

following  table  gires  the  coet  oi  labor  on  doors,  windowB 
and  blinds: 


Hnmber 
of  bra. 

labor  on 
each. 

Labor 

oostot 

each, 

wages  be* 

Ing40ct8. 

per  hour. 

IX 

f0.60 

5 

6>i 

2.00 
2.60 

|« 

2.60 
8.60 

7 
6 

1 

2.80 
2.40 
0.40 
080 

10 

7 

4>i 

6X 

4.00 
2.80 
1.80 
2.20 

4 

1.60 

10 
12H 

4.00 
5.00 

Wtedovs:  To  pat  trainee  together  if  stuff  cornea 

knocked  down 

Window :  Ordinary  pine  window  in  a  frame  building. 

including  setting  frame 

Window :  Same  as  before,  except  hardwood 

Window:  Ordinary  pine  window  in  brick  building, 

including  setting  frame 

Window :  8ame  as  before,  except  hardwood 

Window :   30-Ufcht  Oights  10  x  14).  setting  frame, 

fitting  and  hanging  sash,  and  putting  on  hardware, 

tor  a  machine  shop 

Window :  Same  as  before,  but  hung  on  sash  balances 

Transom:  Fixed 

Transom:  Hung 

Door:  Common  hardwood,  set  jambs,  case,  hang  and 

finish,  including  transom 

Door :  Birch  door,  complete,  for  a  seminary 

Door :  Common  pine  door.  1  ^-in. .  complete 

Door :  Conunon  pine,  151^-in..  complete 

Door:   Pine,    swinging    door,  no    hardware   except 

hinges 

Door :  Pine,  finish  of  wide  paneled  Jambs,  with  tran- 
som, for  school  bouse 

Door :  Same  as  before,  but  hardwood 

Sliding  doors :  Pine  (framing  not  included),  to  finish 

complete  with   lining.  Jambs,  casings,  and  hard- 
ware, per  pair 82  12.80 

Sliding  doors:    Same  as  before,  but  hardwood,  per 

pair 48  19.20 

Outside  doors:  Fine,  6x8  ft.,  door  frame,  casings, 

and  hardware,  complete,  per  pair 10  4.00 

Outside  doors:    Same  as  before,  but  hardwood,  per 

pair 14  5.60 

Outside    double  doors:    Opening  12  x  18  ft.,  in  i 

factory 

Sliding  doora  :  Opening  1 2  x  18  ft. ,  in  a  barn 

Blinds :  If  fitted  before  frames  are  set,  per  pair 

Blinds :  If  fitted  after  frames  are  set,  per  pair , . 

Blinds:  Plain  pine,  inside  blin^is,  per  set 

Blinds :  Same  as  before,  but  hardwood 

The  labor  cost  of  bedding  and  setting  10  x  14-in.  lights 
on  a  large  building  was  1^/^  cts.  per  light,  or  1%  otfi.  per 
sq.  ft.;  and  one-twenty-fifth  of  a  pound  of  putty  per  lin- 
eal foot  around  the  edge  of  the  glass  was  used.  With  a 
deeper  rabbet  and  putty  not  properly  pressed,  one-fifteenth 
pound  per  lineal  foot  of  glass  edge  may  be  used.  The  cost 
of  setting  plate  glass  is  about  7  cts.  per  sq.  ft    Floor  and 


82 

12.80 

24 

9.60 

H 

0.30 

1 

0.40 

3 

1.20 

5 

2.00 
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sidewalk  glass  may  be  set  for  5  ets.  per  sq.  ft.;    skylight 
glass  for  8  cts.  per  sq.  ft 

Cost  of  Closets  and  Sideboards. — Tlie  following  mis- 
cellaneous labor  costs  will  serve  as  a  guide:  The  labor 
costs  are  given  in  dollars  and  cents,  wages  being  40  cts. 
per  liour: 

Cost  of 
Labor 

Drawers,  if  dovetailed,  each ?1.00 

Drawers,  15  ins.  wide,  18  ins.  deep,  including  racks 

and  fittings,  each 0.80 

Shelves,  in  a  storeroom,  shelves  dadoed  into  compart- 
ments 18  ins,  square,  per  sq,  ft.  of  shelf 0.25 

Shelves,  in  pantry,  no  dadoing,  per  sq.  ft 0.15 

Closet  hooks,  on  a  strip  of  wood,  hooks  12  ins.  apart, 

per  lin.  ft.  of  strip 0.06 

Sideboard,  ash,  8x8  ft,  drawers,   doors,  brackets, 

shelves,  mirrors  and  hardware 50.00 

Sideboard,  oak,  less  detail  than  before 40.00 

Sideboard,  pine,  fairly  good  25.00 

Cost  of  Making  Stairs. — The  labor  cost  of  making  a 
number  of  different  kinds  of  stairs  will  be  given,  labor  be- 
ing 40  cts.  per  hour.  The  cost  includes  the  making  and 
setting  of  the  stairs,  but  does  not  include  mill  work. 

Cost  of 
Labor. 
Two  flights  of  stairs*  (for  a  school),  6  ft  wide,  with 

ceiling  rail   ?35.00 

Three  flights  of  oak  stairs  (for  a  hospital),  5  ft.  wide 

with  continuous  rail 50.00 

Three  flights  of  oak  stairs  (for  a  seminary) 120.00 

Box-stair,  long,  without  landing  9.00 

Box-stair,  for  cellar, or  attic,  if  windows  are  used..     10.00 

One  flight  of  plain  stairs,  in  a  7-room  house 16.00 

One  flight  of  fine  stairs,  in  a  9-Poom  house 40.00 

Cost  of  Tin  Roofing. — The  sizes  of  tin  sheets  are  14 
X  20  ins.,  and  20  x  28  ins.  An  allowance  of  1  in.  must  be 
made  for  laps  at  joints;  with  sheets  20  x  28  ins.,  a  square 
(100  sq.  ft)  requires  29  sheets.  With  14  x  20-in.  sheets, 
allow  63  per  square,  and  50%  more  of  solder,  rosin,  etc.    A 
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box   of  tin  fontalKS  112  sheets,  and  the  large  slieets  o( 
I.  C  tin  weigh  22a  lbs.  per  box;    the  L  X^  285  lbs.  p« 

bGX. 

One  man,  at  40  cts.  per  hr^  will  lay  2  squares  oC  plain 
rooflng  per  daj.  One  man  will  line  about  75  sq.  ft  of 
box  gutter,  or  an  eqnal  amoont  ol  flashing,  per  daj.  The 
eoat  per  square  of  tin  roof  was  as  foUows: 

Per  square. 

29  sheets  of  I.  C.  tin,  55  lbs.,  at.  8  cts H40 

5  lbs.  solder,  at  14  cts 0.70 

1%  lbs,  nails,  at  4  cts 0.06 

1  lb.  rosin 0.04 

Labor,  at  40  cts.  per  hr 1.60 

Charcoal    0.10 

Painting  two  coats 1.50 

Total 18.40 

A  man,  at  40  cts.  per  hr.,  will  put  up  plain  metal  ceilings 
at  the  rate  of  1  Mi  to  2  squares  per  day,  including  cornice 
and  centers.  On  a  large  room,  and  plainest  kind  of  work, 
he  may  do  3  or  4  squares.    Wainscoting,  at  the  same  rate. 

A  man,  with  a  helper,  will  lay  12  squares  of  corrugated 
iron  roofing  in  a  day. 

Building  Papers  and  Felts.— The  cheapest  grade  of 
building  paper  is  "rosin-sized"  paper.  It  is  not  water- 
proof, and  should  not  be  used  on  roofs,  or  on  walls  in  a 
damp  climate.  It  comes  in  rolls  36  ins.  wide,  containing 
500  sq.  ft.,  weighing  18  to  40  lbs.,  and  costs  about  3  cts. 
p(T  lb. 

There  are  a  number  of  different  kinds  of  waterproof 
papers  used  for  sheathing  under  siding  or  shingles.  P.  & 
D.  building  paper,  for  example,  is  coated  with  a  paraflBa 
compound.  It  comes  in  rolls  26  ins.  wide  containing  1,000 
sq.  ft.    The  weights  per  roll  are: 

Ply 1-ply.       2-ply.        3-ply.        4-ply. 

Wolght   30  lbs.       40  lbs.        65  lbs.       80  lbs. 

Price  Is  10  cts.  per  lb. 

Common  dry  felts  are  made  of  wood  fibers  cemented  to- 
o'^^ther   with  rosin.    They  weigh  about  5  lbs.  per  100  sq.  ft 
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The  best  grades  of  dry  felt  are  made  of  wool,  and  weigh  11 
lbs.  per  100  sq,  ft.  when  they  are  %-in.  thick;    but  some 
brands  are  50%  heavier  than  this.    The  price  of  dry  wool 
felt  is  about  2^  cts.  per  lb.    Such  felts  are  used. 

Tar  felt,  or  common  roofing  felt,  Is  made  by  saturating 
common  dry  felt  with  coal  tar.  The  weight  of  a  single 
layer  or  ply  is  12,  15  or  20  lbs.  per  100  sq.  ft,  but  the  felt 
is  laid  in  several  layers,  usually  4  or  5-ply,  in  making  a 
roof,  each  layer  being  mopped  with  a  "composition*'  of 
%  tar  and  %  pitch.  The  price  of  tar  felt  is  about  1%  cts. 
per  lb. 

There  are  many  kinds  of  patent  roofing  felts.  Ordinarily 
they  <;ome  im  rolls  29  ins.  wide,  and  each  roll  covers  a 
square,  allowing  2  Ins.  for  the  lap.  Nails  and  cement  are 
supplied  with  each  roll  by  the  manufacturers.  The  cost 
of  the  roofing  Is  |3  to  |5  per  square,  and  the  cost  of  laying 
It  Is  about  1  hr.  labor  per  square,  or  40  cts.  The  weight 
of  such  roofing  varies  considerably^  but  ordinarily  Is  about 
100  lbs  per  100  sq.  ft 

Cost  of  Gravel  Roofa.— Tar  felt,  4  or  5-ply,  Is  first 
laid,  the  sheets  being  mopped  with  "composition"  of  % 
tar  and  %  pitch.  Screened  roofing  gravel  Is  spread  over  the 
roof.    A  square  of  gravel  roof  costs  about  as  follows: 

Per  square. 

1-6  cu.  yd.  (450  lbs.)  gravel,  at  |2.40 ?0.40 

40  lbs.  tar,  at  1%  cts 0.60 

80  ibs.   pitch,  at  1%  cts 1.20 

100  sq.  ft.  felt,  4-ply,  75  lbs.,  at  1%  €ts, 1.13 

Labor,  at  35  cts.  per  hr 0.70 

Total  per  100  sq.  ft |4.03 

Note:  About  20  lbs.  of  "composition"  per  square  per 
ply  Is  ordinarily  sufficient  where  sheets  are  mopped  ofily  at 
the  joints  instead  of  all  over;  but  In  the  above  the  sheets 
are  assumed  to  be  mopped  all  over,  which  takes  50%  more 
composition. 

Tar  Is  usually  sold  by  the  gallon,  or  by  the  oil  barrel 
holding  50  gallons,  present  prices  being  12  cts.  per  gallon. 
Tar   weighs  exactly  as  much   as   water,  or  8>3   lbs.   per 
gallon. 
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Cost  of  Slate  Roofs. — Roofing  slate  comes  in  a  great 
variety  of  sizes,  the  most  common  of  which  are  16  x  8, 16 
X  10  and  18  x  9  Ins.;  but  sizes  as  large  as  24  x  14,  and  as 
small  as  12  X  6,  are  made.  To  determine  the  nmnber  of 
pieces  to  a  square,  deduct  3  ins.  from  the  length  (for  the 
lap),  divide  this  by  2,  multiply  by  the  width  of  the  slate 
and  divide  the  result  into  14,400.  A  18  x  9  slate  would  be 
eatimated  thus:  18  —  3  =  15,  which  divided  by  2  gives 
7Ms;  then  7%  x  9  =  67^;  then  14,400  ^  67%  =  214  pieces. 

Slates  are  sold  by  the  square,  that  is  a  sufficient  number 
of  slates  to  lay  100  sq.  ft.,  each  course  having  a  lap  of 
3  ins.  over  the  head  of  those  in  the  second  course  below. 
The  price  f.  o.  b.  Pennsylvania  and  Vermont  quarries 
varies  according  to  the  grade;  but  a  good  No.  1  slaite, 
3-16-in.  thick,  can  be  bought  for  $5  per  square.  The  freight 
from  Pennsylvania  or  Vermont  to  the  Mississippi  River 
is  about  $2.50  per  square.  Allow  about  1%  waste,  unless 
the  roof  is  perfectly  plain. 

The  weight  of  1  sq.  ft.  of  slate  %-in.  thick  is  3.6  lbs.  As 
there  are  214  pieces  of  18  x  9-in.  slate  per  square  of  roof; 
and  if  it  were  all  V^-in.  thick,  the  weight  would  be  868  lbs.; 
If  it  were  3-16-in.  thick,  the  weight  would  be  621  lbs. 

Before  laying  the  slate,  the  rocf  is  covered  with  paper. 
A  50-lb.  roll  will  cover  400  sq.  ft,  and  with  wages  at  40 
cts.  per  hr.,  the  cost  of  laying  the  paper  is  20  cts.  per 
square.  The  holes  for  the  nails  must  be  punched  in  the 
slate  before  laying.  This  may  be  done  by  the  manufac- 
turers, but  it  is  usually  done  by  hand  by  the  slaters,  be- 
cause if  a  corner  is  broken  off  in  transport  the  slate  can 
be  turned  end  for  end,  moreover  as  slate  usually  comes  in 
three  thicknesses  it  must  be  sorted  anyway  before  lay- 
ing, and  the  punching  can  as  well  be  done  at  the  same 
time.  One  slater,  at  40  cts.  per  hr.,  with  a  helper,  at  20 
cts.  per  hr.,  will  punch  the  holes  in  10  x  16-in.  slates  a> 
a  cost  of  45  cts.  per  square. 

In  laying  slates,  about  one  laborer  is  required  for  two 
slaters  on  plain  roofs.  A  slater  will  punch  and  lay  3 
squares  per  8  hrs.  on  plain  straight  work,  2  squares 
on  roofs  with  many  hips  and  valleys,  and  as  low  as  1 
square  on  difficult  tower  work.  For  fair  average  work 
aiirvnr  2V6  squares  per  day  per  slater,  and  allow  1  laborer 
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to  2  slaters.  This  includes  punching,  and  laying  paper  and 
slate.  The  cost  of  a  slate  roof,  10  x  16-in.  slates,  was  as 
follows: 

Per  square. 

Slate  for  1  square 15.00 

Freight  (650  lbs.)   2.50 

Loading  and  hauling  0.20 

Wastage,  1%  of  |7.70  0.08 

16  lbs.  paper 0.50 

1  lb.  nails 0.05 

2%  lbs.  of  ad  galv.  nails  for  slate 0.10 

Slater,  at  40  cts.  per  hr 1.30 

Helper,  at  20  cts.  per  hr 0.30 

Total  per  square 110.03 

Brick  Masonry  Data.— The  Size  Of  common  bricks 
varies  widely.  I  have  seen  bricks  as  small  as  2  x  3^  x 
7%  ins.  used  for  house  building  in  New  York  City.  In 
the  New  Bngland  States,  common  bricks  are  said  to  aver- 
age about  2^  X  3%  X  7%  ins.  In  most  Of  the  Western 
States,  common  bricks  average  2^^  x  4%  x  8%  ins.  The 
size  of  individual  bricks  in  a  car  load  often  varies  con- 
siderably; hard  bricks  being  %  to  3-16-in.  smaller  than 
soft  (or  salmon)  bricks.  Pressed  or  face  bricks  are  quite 
uniformly  2%  x  4^^  x  8%  ins.  If  there  is  any  standard  size 
it  may  be  said  to  be  2^  x  4  x  8^4  ins.  A  thousand  bricks, 
averaging  2%  x  4  x  8^  ins.  weigh  5,400  lbs.,  if  they  weigh 
125  lbs.  per  cu.  ft;  and  they  occupy  43.2  cu.  ft.  of  space, 
which  is  equivalent  to  23^  bricks  per  cu.  ft,  if  no  allow- 
ance is  made  for  joints.  If  these  bricks  are  laid  in  mas- 
sive masonry  with  %-in.  joints,  about  430  bricks  will  be 
required  per  cu.  yd.,  or  16  per  cu.  ft;  if  laid  with  ^-in. 
joints,  515  bricks  per  cu.  yd.,  or  19  per  cu.  ft. 

Masons  have  empirical  rules  for  estimating  the  number 
of  bricks  in  a  wall.  Their  rules  do  not  give  even  an  ap- 
proximation to  the  actual  number,  or  "kiln  count."  They 
often  make  no  deductions  for  openings,  but  use  a  "wall 
measure"  rule,  allowing  7%  bricks  per  sq.  ft  (or  per  super- 
ficial foot)  for  a  wall  that  is  a  "half  brick  thick,"  that 
is  a  4-in.  wall.  For  "one-brick"  wall,  that  is  8  or  9  ins. 
thick,  they  estimate  15  bricks  per  sq.  ft.   For  a  "one-and.- 
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a-half-brick"  wall  (12  or  13  ins.  thick),  they  esUmaie  22H 
bricks  per  sq.  ft  This  rule  takes  no  account  of  the  actual 
size  of  the  bricks,  and  does  not,  therefore,  give  "kiln 
count,*'  but  gives  ''wall  count."  We  haye  seen,  above, 
that  "standard  size"  bricks,  laid  with  ^in.  mortar  joints, 
will  actually  average  16  per  cu.  ft,  as  compared  with  22^ 
per  cu.  ft  "wall  count" 

If  all  the  broken  bricks,  or  "bats,"  were  thrown  away, 
the  wastage  would  be  about  2%  with  fair  bricks  to  5% 
with  poor  bricks;  but  it  is  not  often  that  contractors  are 
prohibited  by  inspectors  from  using  practically  all  the 
"bats," 

The  cost  of  loading  and  hauling  paving  bricks  is  given 
on  page  158,  and  practically  the  same  costs  apply  to  build- 
ing bricks,  except  that  the  latter  are  lighter.  As  above 
stated,  the  "standard  size"  hard  brick  weighs  about  5.4 
lbs.,  or  2.7  tons  per  M,  or  125  lbs.  per  cu.  ft  Soft  bricks 
weigh  20%  less,  but  repressed  bricks  weigh  20%  more  per 
cubic  foot  With  wages  at  15  cts.  per  hr.,  (the  cost  of  un- 
loading cars  into  wagons  is  30  cts.  per  M,  and,  unless  a 
dump  wagon  is  used«  it  costs  another  30  cts.  per  M  to 
unload  the  wagons. 

Cost  of  Laying  Brick. — In  building  brick  walls  there 
are  usually  1  to  1^^  laborers  'to  each  brick  mason.  The 
laborers  mix  mortar  and  carry  mortar  and  'bricks  to  the 
masons,  using  hods  for  the  purpose.  A  hod  holds  about 
18  bricks,  or  approximately  100  lbs.  The  wages  of  ma- 
sons and  hod  carriers  vary  widely  in  difTereut  cities,  but 
seldom  exceed  |5  per  8-hr.  day  fdr  masons  and  |3  for  hod 
carriers.  Very  often  the  masons'  unions  haTe  forced  up 
their  rates  of  wages,  but  the  hod  carriers  have  not,  and 
may  receive  but  little  more  than  other  common  laborers. 
With  wages  as  just  given,  and  one  helper  to  each  mason, 
the  labor  cost  of  laying  should  not  exceed  |6  per  M  for 
common  brick,  and  |10  per  M  for  pressed  (iface)  brick, 
"kiln  count"  in  both  cases. 

On  a  three-story  brick  hospital,  with  a  carefully  laid 

front  (%-in.  "shaved"  joints),  the  labor  cost  was  |5.50  per 

M,  "kiln  count"    There  were  three  laborers  to  every  two 

masons,  and  wages  were  17%  cts.  per  hr.  for  laborers,  and 

45  cts.  per  hr.  for  masons,  working  9  hrs.     The  cost  of 
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the  masons'  wages  amounted  to  |3.50  per  M,  and  the  cost 
of  the  helpers*  wages  was  |2  per  M.  This  cost  was  rather 
high,  due  to  the  number  of  deep  flat  briclt  arches  over 
basement  openings,  and  to  the  row-lock  arches  over  other 
openings,  as  well  as  a  tower  and  other  puttering  work. 

In  building  warehouses,  where  the    work    was    plain, 
wages  being  as  just  given,  the  cost  was  |4  per  M,  "kiln 
count** 

On  several  large  city  buildings,  in  which  15  to  20%  of  the 
brick  masonry  was  pressed  brick,  each  brick  mason  laid 
the  following  average  number,  "kiln  count,'*  per  9-hr.  day: 

Apartment  house,  4  stories   1,200 

Four-story  fronts   1,250 

Heavy  walls,  ground  level   1,500 

Heavy  footings  and  warehouse  basement  walls..  3,200 
A  bricklayer  should  lay  400  or  500  pressed  brick  per 
8-hr.  day.  If  an  ornamental  brick  front  is  to  be  laid,  with 
molded  arches,  buttresses  with  bases  and  caps,  etc.,  the 
labor  of  laying  pressed  brick  may  run  as  high  as  $20  per  M. 
In  veneering  a  frame  building  with  brick,  a  mason  will 
average  400  bricks  per  day. 

In  building  brick  arches  to  support  the  sidewalk  in  front 
of  a  city  building,  after  the  centers  were  set,  each  brick 
layer  averaged  1,800  bricks  per  9-hr.  day;  and  it  required 
one  man  to  make  and  deliver  mortar  and  to  deliver  brick 
to  every  two  bricklayers.  The  brick  arches  were  5-ft.  span, 
11  ft.  long,  and  4  ins.  thick. 

Govt  of  Mortar. — With  lime  mortar,  mixed  1  part  lime 
to  3  parts  sand,  it  required  0.9  bbl.  lime  per  M  of  bricks, 
"kiln  count,**  the  bricks  being  laid  with  %-in.  joints.  A 
common  allowance  in  estimating  the  cost  of  mortar,  for 
"standard  size**  bricks,  is  1  bbl.  lime  and  0.6  cu.  yd.  sand 
per  M,  "kiln  count.**  About  %  cu.  yd.  of  mortar  is  usually 
allowed  per  cu.  yd.  of  brick  masonry,  or  0.7  cu.  yd.  mor- 
tar per  M  of  bricks,  when  bricks  are  laid  with  %-in.  joints. 
If  cement  mortar  is  used,  ttie  number  of  barrels  of  ce- 
ment per  cubic  yard  of  mortar  will  be  found  on  page  253. 
It  will  seldom  require  less  than  1.6  bbls.  of  cement  per 
M  of  bricks,  or  0.8  bbl.  per  cu.  yd.  of  brick  masonry,  for 
if  the  mortar  is  made  leaner  it  will  not  trowel  well,  and 
cause  more  loss  In  labor  than  Is  saved  in  cement 
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Rockland,  Me.«  lime  is  sold  by  the  barrel,  220  lbs.  net 
When  shipped  in  bulk  2%  bu.,  of  80  lbs.  per  bu.,  are  usu- 
ally called  a  barreL  A  barrel  holds  about  3.6  cu.  ft.  The 
average  yield  of  lime  paste  from  the  best  limes  is  2.6  bbls. 
of  paste  for  each  barrel  of  quick  lime.  This  paste  is 
usually  mixed  with  2  parts  sand  by  measure.  It,  therefore, 
takes  about  1^  bbls.  of  the  best  quick  lime  to  make  1  cu.  yd. 
of  mortar.  A  poor  lime  does  not  make  %  as  much  naste 
as  a  good  lime. 

The  price  of  lime  is  about  60  cts.  per  bbl. 

Cost  of  Placing  Tile  Fireproofins. — ^Hollow  tile  used 
for  floors  or  walls,  or  for  protecting  steel  beams  and  col- 
umns, is  measured  by  the  square  foot.  It  is  desirable  to 
purchase  it  from  the  manufacturers  on  the  basis,  of  the 
square  foot  measured  in  the  work.  Where  the  brick 
layers'  wages  were  45  cts.  per  hr.,  the  tile  work  in  a  four- 
story  hospital  cost  5^  cts.  per  sq.  ft  for  the  labor  on 
the  10-in.  and  12-in.  tile  floors  and  roof.  This  does  not  in- 
clude the  cost  of  hauling  the  tile  to  the  building,  but  it 
does  include  the  hoisting  and  delivery  of  the  tile  to  the 
masons.  The  labor  cost  of  4-in.  tile  partitions  and  tile 
protection  for  I-beams  and  columns  was  4^  cts.  per  sq.  ft. 

Cost  of  Brick  Cliimneys. — On  small  chimneys  and 
fireplaces  the  labor  costs  2  to  3  times  as  much  per  M  as 
on  plain  wall  work.  A  mason  (55  cts.  per  hr.)  and  helper 
will  lay  600  bricks  in  9  hrs.  The  labor  costs  30  to  35  cts. 
per  lin.  ft.  for  single-flue  chimneys,  8x8  ins.  square  and 
4  ins.  thick;  and  50  .cts.  per  lin.  ft  for  double-flue  chim- 
ney. There  is  a  wastage  of  brick  of  about  5%  where  the 
brick  fit,  or  10%  where  cutting  is  necessary. 

Cost  of  High  Brick  Ckimney  Stacks. — ^With  wages 
of  masons  at  55  cts.  per  hr.,  and  where  the  flue  is  large 
enough  for  men  to  work  from  the  inside,  the  cost  of  lay- 
ing bricks  for  chimney  stacks,  100  to  125  ft  high,  is  $12 
ner  M  of  bricks.  In  one  case  a  stack  150  ft.  high,  con- 
taining 250,000  bricks,  cost  |7  per  M  for  labor,  wages  be- 
ing as  above  given. 

Cost  of  Rnbble  Walls. — Basement  walls  are  commonly 
made  of  rubble.  The  best  work  requires  **two-man  rubble," 
that  is  stone  too  heavy  for  one  man  to  lift.  A  common 
allowance  for  a  limestone  rubble  wall  is  %  cu;  yd.  sand» 
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%  bbl.  cement,  and  2,800  lbs.  stone,  per  cu.  yd.  of  wall.  If 
lime  is  used,  allow  %  bbl.  lime.  A  mason  and  belper  will 
lay  3  cu.  yds.  in  8  hrs.,  so  that  if  wages  are  50  cts.  per 
hr.  for  mason  and  25  cts.  per  hr.  for  helper,  the  cost  of 
laying  is  |2  per  cu.  yd. 

B\)r  further  data,  see  the  sections  on  Masonry  and  Con- 
crete. 

Cost  of  Ashlar. — Ashlar  in  buildings  is  estimated  by 
the  cubic  foot.  In  ordering  **raw  stone"  (uncut  stone)  for 
ashlar,  give  the  quarryman  the  exact  number  of  cubic 
feet  measured  in  the  wall.  He  will  make  allowance  for  the 
waste  in  cutting  it. 

The  cost  of  Bedford  ashlar  for  the  moldings,  turrets,  etc., 
in  an  Omaha  building  was: 

Per  cu.  ft. 

Raw  Bedford  |0.65 

Cuting,  wages  55  cts.  per  hr 1.00 

Setting  in  the  building  0.20 

Washing  and  pointing 0.05 

Total  in  place |1.90 

It  requires  about  1  gal.  muriatic  acid  to  wash  500  sq.  ft. 
To  wash  and  point  the  joints  costs  3  cts.  per  sq.  ft. 

Cost  of  Wood  Lathing. — The  standard  size  of  wood 
laths  is  ^-in.  x  li^  ins.  x  4  ft.  There  is  a  special  lath 
made  32  ins.  in  length.  Laths  are  sold  by  the  1,000  in 
bundles  of  50  or  100  laths  per  bundle.  A  common  price  is 
%3  per  1,000  laths.  It  requires  1,500  standard  laths  to 
cover  100  sq.  yds.  Allow  10  lbs.  of  3d  fine  nails  for  100 
sq.  yds.  when  joists  are  16  ins.  center  to  center.  Chicago 
lathers  have  fixed  1,250  laths  as  a  day's  work  per  man. 
The  cost  per  100  sq.  yds.  is  as  follows: 

100  sq.  yds. 

1,500  laths,  at  $3  per  M |4.50 

10  lbs.  nails,  at  3  cts 0.30 

I^abor,  at  |3.20  per  8-hr.  day  3.20 

Total  per  100  sq.  yds |8.00 

This  is  8  cts.  per  sq.  yd.  There  is  no  uniformity  in  prac- 
tice as  to  deducting  window  and  door  openings  from  the 
area  lathed. 
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Cost  of  Metal  T>atliliig. — There  are  several  makes  of 
wire  lathing,  as  well  as  expanded  metal  lathing.  For 
plastering,  the  Expanded  Metal  Engineering  Ck>.,  of  New 
York,  furnish  two  styles  of  expanded  metal  lath,  in  sheets 
1^  X  8  ft.,  as  follows: 

Lbs.  per  sq.  yd. 

"Diamond"  lath.  Gage  No.  24 3.65 

"Diamond"  lath.  Gage  No.  26 2.66 

"A"  lath,  Gage  No.  24  4.23 

"B"  lath.  Gage  No.  27  2.84 

The  price  of  these  laths  ranges  from  15  cts.  to  20  cts. 
per  sq.  yd. 

The  cost  per  100  sq.  yds.  is  as  follows: 

100  sq.  yds. 

100  sq.  yds.,  "Diamond"  No.  26  |15.00 

10  lbs.  staples,  at  3  cts 0.30 

Labor,  at  |3.20  per  8-hr.  day 3.20 

Total  per  100  sq.  yds 118.50 

This  labor  includes  the  cost  of  scaffolding,  and  is  based 
upon  some  6,000  sq.  yds.  of  work.  It  will  be  noted  that 
the  labor  cost  is  1.2  cts.  per  lb.  of  metal. 

Cost  of  Plaster. — Plastering  on  laths  generally  re- 
quires three  coats,  occasionally  two  coats.  The  first  is 
the  scratch  coat;  the  second  is  the  brown  coat;  the  third 
is  the  white  coat,  or  finish.  On  brick  walls  the  scratch 
coat  is  generally  omitted. 

Plaster  is  made  either  with  lime  or  with  cement  plaster. 
Cement  plaster  (or  wall  plaster)  usually  consists  prin- 
cipally of  plaster  of  Paris.  Some  plasters  are  made  of 
lime  gaged  with  Portland  cement.  Whatever  kind  of 
lime  or  plaster  is  used,  sand  and  hair  are  mixed  with  the 
plaster.  The  hair  is  put  up  in  paper  bags  supposed  to 
contain  1  bu.  of  hair  when  beaten  up,  and  supposed  to 
weigh  about  7  lbs.  Some  cement  plasters  are  sold  with 
the  proper  amount  of  hair  mixed  in.  Cement  plaster  is 
commonly  sold  in  100-lb.  sacks,  four  sacks  making  1  bbl. 
A  common  price  is  25  cts.  per  sack. 

In  making  lime  plaster,  1  part  of  lime  paste  to  2  or  2% 
parts  of  screened   sand   is  used.      About  l)(  cu.  ^ds,  qI 
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sand  are  required  per  100  sq.  yds.  of  three-coat  plaster, 

and  about  4  bbls.  of  lime,  or  cement  plaster,  and  2  bu.  of 

hair. 

The  cost  of  100  sq.  yds.  of  three-coat  plaster  is  about  as 

follows: 

100  sq.  yds, 

1.75  cu.  yds.  sand,  at  |1  $1.75 

3^  bbls.  lime,  or  9  bu.,  at  35  cts 3.15 

2  bu.  hair,  at  40  cts 0.80 

100  lbs.  plaster  of  Paris,  at  50  cts 0.50 

Labor,  plasterers,  at  55  cts.  per  hr 15.00 

Total,  100  sq.  yds.,  at  21.2  cts $21.20 

Cost  of  Steel  Mill  and  Mine  Bnildings.— The  follow- 
ing is  a  summary  of  data  given  in  Ketchum's  ''Steel  Mill 
Buildings,"  a  book  containing  much  excellent  information 
on  estimating  steel  work: 

The  drawings  for  steel  mill  buildings  usually  show  only 
the  dimensions  of  the  "main  members."  The  estimator 
usually  calculates  the  weights  of  these  main  members  and 
adds  a  percentage  to  provide  for  the  weight  of  the  "de- 
tails." The  "details"  are  the  plates  and  rivets  used  in 
fastening  the  main  members  together.  The  weight  of 
the  "details"  of  trusses  will  commonly  be  25  to  35%  of 
the  weight  of  the  "main  members,"  being  usually  nearer 
25%.  After  computing  the  actual  weights  of  details  for 
a  few  buildings,  the  estimator  will  seldom  blunder  in  com- 
puting by  percentages. 

In  estimating  the  weight  of  corrugated  steel,  add  25% 
for  laps  where  the  side  lap  is  two  corrugations,  and  the 
end  lap  is  6  ins.;  add  15%  where  the  side  lap  is 
one  corrugation  and  the  end  lap  is  4  ins.  Corru- 
gated steel  is  usually  made  with  corrugations  2^  ins.  wide 
(from  ridge  to  ridge)  and  %-in.  deep.  The  thickness 
of  the  steel  is  usually  given  in  U.  S.  Standard  Gage.  The 
following  are  the  weights  per  100  sq.  ft.  of  black  corru- 
gated steel: 

Gage,  No 16      18      20      22      24      26      28 

Lbs.  per  100  sq.  ft 275    220    165    138    HI      84      69 

Add  16  lbs.  per  100  sq.  ft.  if  the  steel  is  galvanised. 
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Th^  cost  of  steel  mill  buildings  is  divided  into  four 
iiesis:  ill  cost  of  steel;  (2)  cost  of  shop  work;  (3)  cost 
of  iimn^portation,  and  (4)  cost  of  erection.  The  price 
of  stnK^tnral  steel  maj  be  found  in  current  numbers  of 
'•Iron  A^,"  published  in  New  York.  The  price  is  now 
iMNL«>  about  l.S  cts.  per  lb.  at  New  York. 

The  following  are  actual  shop  costs,  in  a  shop  having  a 
capacity  of  l.iXX*  tons  per  month,  and  with  labor  estimated 
at  40  cts.  per  hr..  which  includes  also  the  cost  of  manage- 
ment and  the  cost  of  operating  and  maintaining  the  shop 
equipment : 

t\>st  of  shop-work,  Cts.  perlb. 

Columns,  made  of  2  channels  and  2  plates, 

1.000  lbs.   0.8 

Columns,  made  of  single  I-beam,  or  single 

angle 0.5 

Columns,  Z-bar 0.8 

Columns   plain,  cast  iron  0.8  to  1.5 

Riveted  roof-trusses.  1.000  lbs.  each 1.2 

Riveted  roof -trusses,  1,500  lbs.  each 1.0 

Riveted  roof-trusses.  2,500  lbs.  each  0.8 

Riveted  roof-trusses,  3.500  to  7,500  lbs.  each..  0.6  to 0.75 

Plate-girders,  for  crane  girders  and  floors 0.6  to  1.3 

Eye-bars,  ^  x  3  ins.  x  16  to  30  ft 1.2  to  1.8 

Eye-bars,  large   0.5  to  0.8 

Steel  frame  transformer  building,  60  x  80  ft, 
with  20-ft.  posts,  pitch  of  roof  %,  55,700 

lbs.  steel  framework,  including  drafting  1.0 

Smelter  building,  270  tons,  Incl.  drafting....  0.86 

Six  gallows  frames,  incl.  drafting 1.0  to  2.0 

Drafting  design  of  "details"  for 

Ordinary  buildings 0.1  to  0.2 

Headworks  for   mines    0.2  to  0.3 

Roof-trusses 0.3  to  0.4 

With  skilled  labor  at  |3.50  and  common  labor  at  $2  per 
9-hr.  day,  the  cost  of  erecting  small  buildings  is  about  0.5 
ct.  per  lb.,  or  $10  per  ton,  if  trusses  are  riveted  and  other 
connections  bolted. 

The  cost  of  erecting  small  buildings  in  which  all  connec- 
tions are  bolted  is  about  0.3  ct.  per  lb.,  or  |6  per  ton. 
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The  cost  of  erecting  heavy  machine  shops,  all  material 
riveted,  is  about  0.45  ct.  per  lb.,  or  |9  per  ton,  including 
labor  of  paintirg. 

The  cost  of  erecting  6  gallows  frames  was  0.65  ct.  per  lb., 
or  $13  per  ton. 

The  cost  of  laying  corrugated  steel  roof  is  about  |0.75 
per  square,  or  $9  per  ton  for  No.  20  steel,  when  laid  on 
plank  sheathing;  it  is  $1.25  per  square,  or  $15  per  ton, 
when  laid  directly  on  the  purlins;  it  is  $2  per  square,  or 
$24  per  ton,  when  laid  with  anti-condensation  roofing. 
The  erection  of  corrugated  steel  siding  costs  $0.75  to  $1.00 
per  square,  or  $9  to  $12  per  ton  for  No.  20  steel. 

Cost  of  Erecting  the  Steel  in  Fonr  Bnildings. — The 

cost?  are  given  in  tons  of  2,000  lbs.  On  a  four-story,  fire- 
proof hospital  the  cost  of  erecting  the  steel  and  cast  iron 
was  $4.50  per  ton;  hand  derricks  were  used,  and  the  work 
was  all  done  by  common  laborers,  at  $1.50  per  day.  With 
a  steam  derrick  the  cost  might  have  been  reduced  to  $3.50 
per  ton.  On  a  three-story  business  block,  under  the  same 
conditions  as  before,  the  store  fronts  were  erected  for  $5 
per  ton. 

On  a  large  railroad  machine  shop,  with  structural  steel 
workers  at  40  cts.  per  hr.,  the  ccst  of  erecting  was  $8  per 
ton.  In  this  case  the  work  was  all  heavy,  the  lightest 
truss  weighing  5  tons.  On  train  sheds,  and  where  lighter 
sections  were  used,  and  where  there  were  more  field  rivets 
to  the  ton,  the  cost  was  $10.  Ordinarily  there  are  about 
10  field  rivets  to  the  ton,  and  it  is  safe  to  allow  10  cts.  each, 
or  $1  per  ton  for  riveting  alone.  There  are  buildings  in 
which  25  field  rivets  per  ton  are  required.  The  foregoing 
costs  of  steel  erection  include  unloading  from  cars,  setting 
derricks  and  scafllolding. 

The  cost  of  erecting  large  electric  cranes  is  about  $3  per 
ton  if  put  in  place  directly  from  the  cars.  Add  $1.50  per 
ton  if  unloaded  from  cars  before  erecting. 

References. — Any  one  engaged  in  estimating  the  cost 
of  very  many  buildings  will  do  well  to  consult  Arthur's 
''Building  Estimator,"  Ketchum's  "Steel  Mill  Buildings," 
and  Kidder's  "Architects'  and  Builders'  Pocket  Book." 

The  prices  of  hardware  may  be  obtained  from  "The  Iron 
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Age  Standard  Hardware  List"  {%!),  published  by  The  Iron 
Age,  New  York  City.  The  current  discounts  are  given  in 
The  Iron  Age,  a  copy  of  which  costs  10  cts. 

The  prices  of  lumber  are  quoted  weekly  in  such  papers 
as  the  "New  York  Lumber  Trade  Journal"  Different  mills 
issue  catalogues  giving  prices  of  mill  work. 


SECTION  XI. 

COST  OF  STEAM  AND  ELECTRIC  RAILWAYS. 

Cost  of  Making  Hewed  Ties. — From  a  pine  tree  that  is 
14  ins.  diameter  at  the  height  of  a  man's  shoulder^  from 
3  to  5  pole  ties  may  be  made.  The  ties  are  hewed  8  to 
8V^  ft  long,  6  ins.  thick,  with  two  hewed  faces  8  ins.  wide, 
and  the  bark  on  the  sides  is  peeled  with  a  tie  peeler.  A 
skillful  man  can  cut  and  make  40  to  50  of  these  ties  per  day. 

Cost  of  Timber  Trestles  and  Cnlverts.— Mr.  William 
Barclay  Parsons  gives  the  following  data  on  the  cost  of 
railway  trestles  built  in  1890,  in  the  northwestern  part  of 
Pennsylvania,  in  a  wooded  mountainous  district.  The  tim- 
ber was  hemlock  and  most  of  it  was  sawed,  but  about  one- 
seventh,  or  14%,  of  the  timbers  were  hewed.  Bents  were 
12  ft.  apart,  with  12  x  12-in.  posts,  caps  and  sills;  stringers 
were  12  x  18-in.  Bents  were  braced  with  2  x  I2*s.  Tres- 
tles were  made  up  to  28  ft  in  height  All  members  were 
fastened  with  drift  bolts.  About  102  M  were  used,  of  which 
14  M  were  hewed  from  timber  alongside.  The  average 
cost  of  the  sawed  timber  was  |7.50  per  M.  The  cost  of 
labor  for  framing  and  erecting  (including  the  14%  hewed 
work)  was  |9.50  per  M. 

In  Engineering  News,  Oct  6,  1892,  p.  326,  Mr.  Emile  Low 
gives  the  itemized  cost  of  a  narrow  gage  (3  ft)  railway 
from  Castle  Shannon,  to  Finleyville,  Pa.  The  tracklaying 
cost  less  than  |200  per  mile.  There  were  15  M  of  sawed 
timber  culverts,  the  labor  on  which  cost  |8  per  M;  and  35 
M  of  wooden  bridges,  the  labor  on  which  also  cost  |8 
per  M. 

In  the  section  on  Pile  Driving  and  Timberwork  the  read- 
er will  find  a  number  of  other  examples  of  the  cost  of  tres- 
tles, etc 
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A  Clieap  Way  of  Loadims  Ties. — In  Engineering  News, 
Sept  18,  1902,  the  following  device  for  economic  handling 
of  ties  is  described.  The  device  is  so  simple  and  so  well 
adapted  to  handling  other  materials  that  the  details  are 
here  given.  It  consists  of  an  overhead  trolley,  traveling 
on  a  4-in.  I-beam  that  serves  as  a  rail.  In  loading  box 
cars  with  ties,  one  end  of  this  I-beam  is  supported  on  a 
light  wooden  A-frame,  7  ft  high  and  standing  about  15 
ft  from  the  car  door;  the  other  end  of  the  I-beam  enters 
the  car  door,  and  inside  the  door  it  is  fastened  to  two  bars 
(^  X  3  ins.)  that  branch,  forming  a  T  with  curved  branches, 
BO  that  one  trolley  can  run  toward  one  end  of  the  car,  an- 
other trolley  toward  the  other  end.  The  trackway  in  the 
car  is  hung  from  the  roof  rafters  by  clamps.  From  each 
of  the  trolleys  is  suspended,  by  a  chain,  an  L-shaped  tie 
stirrup  for  carrying  a  tie.  Two  men  unload  a  tie  from 
a  truck  and  place  it  on  the  tie-stirrup,  one  man  (one  on 
each  trolley)  runs  the  tie  into  the  car,  the  track  having 
a  slight  down  grade,  and  one  man  (one  at  each  end  of  the 
car)  assists  in  unloading  and  piling.  The  man  then  takes 
the  trolley  off  the  track  and  carries  it  back  to  the  loaders. 
Thus  with  a  gang  of  6  men  as  much  work  is  done  as  with 
10  men  unaided  by  this  device.  A  gang  of  6  men  loaded 
3,325  large  creosoted  hewn  ties  in  9  hrs.,  no  effort  being 
made  to  make  a  record.  When  timed  they  unloaded  a 
truck  of  30  ties  into  the  car  in  2  mins.  Creosoted  ties 
weigh  200  to  250  lbs.  each,  and  as  one  man  by  using  a 
trolley  can  easily  transport  them,  it  is  evident  that  much 
labor  is  saved.  I  would  suggest  the  use  of  a  similar  de- 
vice for  handling  sacks  of  cement  (2  sacks  on  a  double 
stirrup),  for  handling  brick,  two-man  stone,  etc. 

A  Method  of  Unloading  Rails. — An  effective  method  of 
unloading  rails,  along  a  track  where  new  rails  are  to  be 
put  In,  is  described  and  illustrated  in  Engineering  News, 
March  28,  1891.  The  car  is  provided  with  a  tail  board 
that  hangs  down  and  drags  along  on  the  track,  forming 
an  inclined  plane.  A  hook  on  a  rope  is  hooked  into  a 
rail,  and  another  hook,  on  the  other  end  of  the  rope,  is 
hooked  over  a  tie.  As  the  car  movee  slowly  forward 
the  rail  is  dragged  out.  By  having  two  of  these  ropes  and 
hooks,  pulling  out  two  rails  at  a  time,  71  rails  were  un- 
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loaded  in  25  mins.  from  a  drop  end  gondola,  and  86  rails  in 
42  mins.  from  a  solid  end  gondola. 

Cost  of  Traoklaying,  M.,  St.  Paul  &  S.  S.  M.  Ry. — 

In  Engineering  News,  Nov.  14,  1895,  the  following  data  are 
given,  together  with  illustrations  showing  the  bunk-cars, 
tie  wagons,  etc.: 

About  263  miles  of  track  were  laid  in  1892-3  from  Val- 
ley City  across  North  Dakota.  The  tracklaying  and  sur- 
facing were  done  by  the  railway  company,  not  by  contract. 
The  track  was  72-lb.  rails  laid  on  16  ties  to  the  30-ft.  rail. 
The  construction  train  was  made  up  of  32  cars,  the  loco- 
motive being  in  the  middle  of  the  train.  The  next  car 
behind  the  locomotive  was  an  ordinary  flat  car  loaded 
with  telegraph  material;  then  followed  15  box  cars  loaded 
with  ties.  In  front  of  the  locomotive  were  the  following 
cars,  No.  1  being  the  one  farthest  front. 

No.  1,  Pioneer  car.  This  was  double  deck,  containing 
blacksmith  shop,  store  rooni,  general  foreman's  office,  tele- 
graph office,  two  sleeping  rooms,  and  three  extra  berths. 
In  front  of  the  car  was  a  platform  carrying  extra  splice 
bars,  bolts  and  spikes. 

No.  2,  store  car.  This  was  double  deck,  and  had  a  store 
room  for  provisions  and  one  for  clothes,  sleeping  berths 
for  cooks  and  a  sleeping  apartment  above. 

Nos.  3  and  4,  dining  and  sleeping  cars,  double  deck. 

No.  5,  kitchen  car,  single  deck. 

No.  6,  dining  and  sleeping  car,  double  deck. 

No.  7,  feed  and  fuel  car,  ordinary  box  car. 

No.  8,  water  car,  flat  car  with  a  2,000-gal.  tank  at  each 
end. 

Nos.  9  to  16,  flat  cars  with  rails  and  spikes. 

Work  commenced  at  7  a.  m.,  the  teams  hauling  ties  from 
the  five  rear  cars.  The  ties  were  shoved  from  the  car 
down  a  tie  chute,  provided  with  three  rollers,  and  were 
loaded  into  a  V-shaped  rack  on  a  wagon  holding  25  ties. 
The  rails  were  unloaded  onto  the  ground  from  both  sides 
of  the  cars,  and  the  train  pulled  back  out  of  the  way.  The 
rails  were  loaded  onto  two  "iron  cars"  and  hauled  to  the 
end  of  the  track  by  horses.  The  iron  car  gang  would 
"drop"  100  rails  (1,500  ft.  of  track)  in  half  an  hour.  Aa 
soon  as  a  pair  was  dropped  upon  the  ties,  a  hook  gage 
was  thrown  over  them,  at  the  forward  end,  and  the  hot«)^ 
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pulled  the  car  forward  30  ft    Two  more  rails  were  then 
run  out,  and  so  on.    The  tracklaying  force  was  as  follows: 

Iron  car  gang,  who  dropped  rails  ($2.25  each) 22 

Strappers,  who  adjusted  and  bolted  splices  ($2  each) ....  6 

Spike  peddlers  ($1.50  each)    2 

Tie-spacing  gang  ($1.50  each)   12 

Men  lining  ties,  with  rope  and  stakes  ($L75  each) 2 

Men  spacing  joint  ties  ($1.75  each)    2 

Men  leveling  grade  cut  by  tie  wagons  ($1.50  each) 4 

Spikers  ($2  each)   16 

Nippers,  holding  up  end  ties  for  spikers  ($1.50  each) 8 

Tracklining  gang  ($1.75  each)  6 

Teamsters  for  tie  wagons  ($35  per  mo.  and  board) 40 

Men  unloading  ties  from  cars  ($1.75  each) 15 

Men  unloading  rails  and  fastenings  from  cars    ($1.75 

each)  4 

Telegraph  gang  8 

Telegraph  operator   ($50  per  mV).)    1 

Drivers  of  iron  car  horses 2 

Blacksmith  ($2.25)    1 

Night  watchman 1 

Cooks  ($50  per  mo.) 2 

Baker,  working  nights  1 

Waiters  5 

Storekeeper  1 

Total  men  161 

Foremen  ($65  per  mo.  each)   * 5 

General  foreman  ($150  per  mo.)    1 

Note  that  the  teams  of  horses  are  not  included,  but  the 
drivers  of  the  teams  are  included  in  the  above.  The  men 
were  boarded  for  $3.50  a  week,  and  this  was  deducted  from 
the  wages  of  all  •except  teamsters. 

The  telegraph  gang,  consisted  of  8  men  and  1  foreman. 
The  cedar  poles  were  25  ft  long,  spaced  30  to  the  mile, 
set  5  ft.  in  the  ground.  The  wire  was  stretched  from  a  reel 
on  a  small  hand  wagon  pushed  by  the  men. 

This  force  of  167  men  and  about  45  pairs  of  horses  aver- 
aged 3  miles  of  track  per  day.  If  we  consider  a  pair  of 
horses  (not  including  driver)  as  equivalent  in  cost  to  the 
w&geB  of  one  man,  and  the  average  wages  as  being  $1.75 
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er  day  per  man,  we  have  a  total  daily  cost  of  $371,  not 
icluding  the  cost  of  operating  two  locomotives.  About 
105  would  apparently  cover  the  daily  cost,  at  which  rate 
le  cost  of  tracklaying  was  about  |135  per  mile,  includ- 
ig  the  erecting  of  the  telegraph  line,  but  not  including 
le  cost  of  surfacing  the  track.  On  one  occasion  the  above 
>rce  laid  4  miles  in  10  hrs.  In  dry  open  country,  like 
orth  Dakota,  this  method  was  faster  than  working  with 
'ack  machines  and  no  more  expensive.  In  swampy,  very 
Illy  or  timbered  country,  the  tracklaying  machines  are 
specially  serviceable. 

The  track  surfacing  gangs  followed  the  tracklayers  and 
irfaced  the  track  so  as  to  make  a  safe  roadway  and  pre- 
ent  bending  of  the  rails  and  splices  before  the  ballast- 
Lg  was  done.  These  gangs  numbered  40  to  45  men  under 
foreman  and  sub-foreman.  About  250  men  were  re- 
iiired,  and  they  went  to  and  from  work  on  hand  cars, 
leir  boarding  cars  being  located  on  the  sidings  which 
'ere  put  in  about  every  10  miles.  It  would  appear  from 
lis  statement  that  the  surfacing  cost  about  as  much  per 
lile  as  the  tracklaying;  bringing  the  total  to  |250  per 
lile. 

Cost  of  Tracklaying,  50-lb.  Rails. — The  following 
ang  averaged  one-mile  of  track  laid  per  day  by  contract, 
he  track  was  not  surfaced  by  this  force. 

ie  gang:  Per  day. 

1  panel  spacer,  at  $1.50 $1.50 

1  tie  surfacer,  at  $1.50  1.50 

2  tie  liners,  at  $1.50 3.00 

3  tie  unloaders,  at  $1.50   4.50 

6  tie  spreaders,  at  $1.50  ', 9.00 

1  waterboy,  at  $1.25 1.25 

1  foreman,  at  $3.00   3.00 

*on  gang: 

1  gager,  at  $2.00  2.00 

2  heelers,  at  $2.00  4.00 

2  unloaders,  at  $2.00  4.00 

6  Iron  men,  at  $2.00  12.00 

1  waterboy,  at  $1.25  1.25 

X  foreman,  at  $3.00  3.00 
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Fnor:  eizr:  Per  day. 

:  1.*  spawr.  a:  fl.50 L50 

1  s^'i^  pfddltT,  mt  |1^   1.50 

2  nip;Krs,  mi  $1.50 3.00 

4  splkers.   at  tl.fjO   8.00 

5  Firappers,  at  $1.50 7.50 

1  waterboT.  at  $L25  1.25 

1  foreman,  at  $3.00  3.00 

Tie  leading  gang: 

16  men  (4  gangs  of  4  each),  at  |1.50  24.00 

1  waierboy.  at  $1.25 1,25 

1  foreman,  at  $3.00 3.00 

Back  spiking  gang: 

1  tie  spacer,  at  |L50   1.50 

2  spike  peddlers,  at  |1.50 3.00 

4  nippers,  at  |1.50    6.00 

8  spikers,  at  |2.00  16.00 

1  waterboy,   at   |1.25    L25 

1  foreman,  at  |3.00  3,00 

Lining  gang: 

5  men.  at  $1.50   7.50 

1  waterboy,  at  $1.25  1.25 

Back  filling  gang: 

15  men.  at  $1.50   22.50 

1  waterboy,  at  $1.25   ^ 1.25 

1  foreman,  at  $3.00  3.00 

Hauling  gang: 

18  teamsters,  at  $1.80     32.40 

1  waterboy,    at   $1.25    1.25 

40  mules'  feed,  at  $0.40 16.00 

1  wagon  master,  at  $3.00  3.00 

General  force: 

1  camp  boss,  teamsters'  camp,  at  $2.25 2.25 

1  blacksmith,  at  $2.25   2.25 

2  night  watchmen,  at   $2.25    4.50 

1  tool   man,  at  $2.00   2.00 

1  bookkeeper,  at  $4.00  4.00 

1  superintendent,  at  $5.00   5.00 

Material  train,   fuel   and    wages 24.00 

Total  per  day $266.90 
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The  force,  as  above  given,  can  lay  1%  miles  of  steel 
track  per  day,  but  cannot  keep  up  the  back  work  and  aver- 
age much  more  than  one  inile.  All  ties  are  full  spiked; 
15  ties  to  a  30-ft.  rail;  50-lb.  steel  rails.  The  ties  and 
steel  are  delivered  to  the  contractor  on  cars  at  the  last 
side  track;  and  side  tracks  are  about  8  miles  apart.  A 
material  train  is  made  up  of  10  tie  cars,  each  holding  135 
ties,  and  3  steel  cars,  each  holding  60  rails.  This  train 
is  at  the  boarding  train  at  6  a.  m.,  in  time  to  take  the 
force  to  the  front  after  breakfast.  The  back-fillers,  liners 
and  back-spikers  are  dropped  where  work  had  stopped  the 
day  before,  and  the  10  cars  of  ties  (which  are  in  the  rear 
of  the  locomotive)  are  uncoupled  far  enough  back  to  give 
the  train  room  to  move  ahead  with  the  3  cars  of  steel 
(which  are  in  front  of  the  locomotive)  as  far  as  the  ''iron 
car"  upon  which  30  rails  at  a  time  are  loaded  and  pushed 
up  front.  The  two  unloaders  in  the  iron  gang  assist  in 
loading  the  iron  car;  and,  while  the  rails  on  the  iron 
car  are  being  laid,  they  throw  oft  another  30  rails  from 
the  flat  cars  ready  to  be  loaded  on  the  iron  car.  The  10 
cars  of  ties  are  brought  up  as  fast  as  the  track  will  allow, 
and  only  enough  are  unloaded  by  the  tie  loaders  at  one 
time  to  keep  the  wagons  busy.  At  noon  the  train  carries 
the  force  back  to  dinner,  the  empty  flat  cars  are  side 
tracked,  and  another  train  of  10  tie  cars  and  3  steel  cars 
brought  up  in  time  to  take  the  men  back  after  dinner. 

In  laying  the  track,  the  panel  spacer  with  a  30-ft.  pole 
and  pick  keeps  far  enough  ahead  to  do  duty  as  the  road- 
master.  The  front  gangs  of  spikers  (2  on  each  rail)  spike 
3  ties  in  each  panel,  always  the  joint  and  the  6th  and  11th 
ties,  skipping  4  ties  each  time.  Of  the  5  strappers,  one 
untrims  the  plates,  leaving  plates,  nuts  and  bolts  on  the 
joint  tie,  and  the  other  4,  working  2  on  a  side,  strap  up 
and  bolt  the  joints.  Should  the  back-spikers  get  behind, 
they  are  assisted  by  the  front-spikers.  Should  the  back- 
flUers  get  behind,  they  are  reinforced  by  the  tie  gangs, 
and  the  iron  gang  and  strappers  can  be  putting  in  the 
sidings. 

Of  the  teams,  16  are  used  to  haul  ties,  1  to  pull  the  iron 
car,  and  1  to  haul  water  to  the  boarding  train.  The  16 
teams  haul  14  loads  of  12  ties  each  per  day,  making  2,688 
ties.  > 
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Cost  of  Traoklayine  on  tlie  A.^  T.  ft  ft.  Fe  B.  B.— 

With  a  well  organized  force  the  cost  of  laying  the  Arkan- 
sas City  extension  of  the  A.,  T.  &  S.  Fe,  in  18S8,  was  $292 
p^  mile  for  a  month's  work.  On  the  same  road  the  lol- 
lowing  force  laid  2  miles  per  day: 

.  Per  day. 

15  men  running  iron  car,  at  |1.75  $26.25 

2  men  unloading  iron,  at  |1.75 3.50 

24  men  spiking,  at  $1.75    42.00 

8  men  strapping,  at  $1.75   14.00 

5  meo    spacing  ties   and   ''squaring"  joints,   at 

$1.75 8.75 

4  men  lining  track,  at  $1.75 7.00 

7  men  setting  "joint  and  center"  ties,  at  $1.75..    12.25 

2  men  carrying  gages,  at  $1.75 3.50 

2  men  distributing  spikes,  at  $1.75 3.50 

1  man  caring  for  tools,  at  $1.75 1.75 

42  men  bedding  ties,  at  $1.40  58.80 

12  men   ("nippers"),  at  $1.40  16.80 

18  men  handling  ties,  at  $1.40 25.20 

2  men  stretching  tie  line,  at  $1.40 2.80 

4  men  carrying  water,  at  $1.40 5.60 

1  general  foreman  3.33 

1  foreman  iron  car 2.50 

1  foreman  tie  bedding 2.50 

X  foreman  handling  ties  2.50 

1  foreman  track  lining  2.50 

1  foreman  spiking  gang 2.00 

10  extra  men,  at  $1.40  14.00 

22  teams  hauling  ties,  at  $3.50  77.00 

1  team  hauling  iron  car,  at  $3.50 3.50 

Total  cost  of  laying  2  miles $341.53 

In  addition  to  this  the  surfacing  of  2  miles  of  track  per 
day  cost  as  follows: 

80  shovelers,  at  $1.40  $112.20 

2  "back-bolters,"  at  $1.75    , 3.50 

1  foreman  raising  track 2.00 

1  foreman  2.50 

TPtal  CQSt,  q£  surfacing  2  mil^s  . , , , , .  .$120.20 
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Summary. 

Laying  2  miles  $341.53 

Surfacing  2  miles 120.20 

Superintendent  of  tracklaying  5.00 

Timekeeper 3.00 

Train  and  engine  crews   15.04 

Engineering 10.97 


Cost  of  labor  only  for  2  miles 1495.74 

This  is  practically  $250  per  mile  of  track.  It  does  not 
include  the  cost  of  supplying  and  distributing  of  ballast 
by  train.  On  the  Lamed  branch  15  miles  were  laid  in 
7  days,  but  under  the  favorable  circumstance  of  light 
grades,  light  work,  light  earth  for  ballast,  and  roadbed  in 
first-class  condition.  Under  ordinary  conditions  the  cost 
of  laying  and  surfacing  should  never  exceed  $350  per  mile. 

Coat  of  Tracklaying,  A.,  T.  A  S.  F.  Ry.— In  Engineer- 
ing News,  Nov.  8,  1900,  the  following  data  are  given: 

Some  rapid  work  was  done  (1899)  in  the  extension  of 
the  A.,  T.  &  S.  F.  Ry.  from  Stockton,  Cal.,  to  Port  Rich- 
mond. The  rails  were  laid  with  broken  joints,  17  ties  per 
rail.  One  stretch  of  11  miles  (62i^-lb.  rails)  was  laid  at 
the  rate  of  2,846  ft.  per  day,  with  a  force  of  45  men,  on 
level  grade.  Another  stretch  of  17  miles  (75-lb.  rails) 
was  laid  at  the  rate  of  3,500  ft.  per  day,  with  48  men,  on  a 
descending  grade  of  1%,  with  curves  at  intervals  of  Vj 
mile.  The  best  day's  work,  on  the  level  grade,  was  5,400 
ft,  with  57  men.    The  force  was  as  follows: 

Foreman  1       Spike  peddler 1 

Sub-Foremen 3       Spacing  ties  2 

Strappers 4       Spacing  rails  2 

Iron  car  men 10      Back  bolting  2 

Spikers 8       Tie  carriers  10 

Nippers 4  Picking  up  materials  ...     1 

Tie  line  man 1                                              

Lining  ties 2                 Total  52 

Tie  plater  1 

Record  of  Rapid   Constmction   on   ilie  C.  P.  Ry. — 

Jn  th^  Jpur,  AS30C,  Eng.  Soc,  1§$4,  p.  150,  Mr.  B.  T.  Ah- 
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bott  gives  a  brief  account  of  the  rapid  construction  of  500 
miles  of  single  track  road  across  the  prairies  from  Bran- 
don (132  miles  west  of  Winnipeg).  Ground  was  broken 
May  28,  1882,  and  continued  to  Dec.  31.  In  182  working 
days,  including  stormy  ones,  with  a  force  of  about  5,000 
men  and  1,700  teams,  the  contractors  did  the  following: 

6,104,000  cu.  yds.  earth  excav.,  2,394  M  timber  in  bridges 
and  culverts,  85,700  lin.  ft.  piling,  and  435  miles  of  track- 
laying.  The  track  was  all  laid  from  one  end,  and  in  no 
case  were  the  rails  hauled  ahead  by  team.  Two  iron  cars 
were  used,  the  empty  one  on  its  return  being  turned  up 
beside  the  track  to  leO  the  loaded  one  by.  The  tracklay- 
ing  crew  was  equal  to  4  miles  a  day.  In  the  month  of 
August,  92  miles  of  track  were  laid.  The  grading  forces 
were  scattered  along  150  miles  ahead  of  the  track.  Sidings 
1,500  ft.  long  were  graded  7  miles  apart. 

Coit  of  Tracklaying,  P.,  S.  A  N.  R.  R. — In  Engineer- 
ing News,  Nov.  22,  1900,  p.  356,  Mr.  G.  C.  Woollard  gives 
the  following  on  tracklaying  on  the  Pittsburg,  Shawmut 
&  Northern  R.  R.  The  length  of  track  laid  was  8  miles. 
With  a  gang  of  46  men  and  3  foremen  the  average  day's 
work  was  2,870  ft.  of  track  laid;  the  best  day's  work  was 
3,290  ft.  There  were  18  men  and  a  foreman  in  the  track- 
laying  gang;  17  men  and  a  foreman  in  the  supply  gang; 
11  men  and  a  foreman  in  the  back-tieing  gang.  Beside 
these  men  there  were  a  locomotive  engineer,  fireman,  con- 
ductor and  a  brakeman.  No  teams  were  used.  Trucks 
passed  one  another  by  raising  one  truck  to  a  vertical  posi- 
tion on  the  cross-ties  and  then  allowing  it  to  drop  back 
to  an  oblique  position,  keeping  it  from  turning  over  by 
means  of  a  prop  while  the  loaded  truck  passed.  There 
were  18  oak  ties  to  a  rail,  and  rails  were  85-lb.  All  the 
work  was  on  a  2%  down  grade,  which  facilitated  delivery 
of  materials  by  gravity. 

Coit  of  Tracklaying  Under  Traffic— During  a  traffic 
of  one  train  per  hour,  in  winter,  the  cost  of  taking  up  old 
rails,  unloading  and  placing  new  rails  on  a  single  track, 
was  $140  per  mile.  The  wages  of  common  laborers  were 
$1.25  per  10  hrs. 

Coit  of  Tracklaying  Witk  Mackines. — Tracklaying 
machines  do  not  lay  the  track,  but  merely  facilitate  the  de- 
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livery  of  ties  and  rails  on  a  series  of  rollers  from  the  cars 
to  the  tracklaying  gang  of  men.  In  rugged  or  swampy 
country  a  tracklaying  machine  is  especially  economic,  be- 
cause the  ties  cannot  be  easily  delivered  by  teams. 

With  a  Holman  tracklaying  machine,  120  miles  of  the 
Washington  County  Ry.  (Maine)  were  laid  in  1899.  The 
best  day's  work  was  2  miles  laid  in  9  hrs.  with  110  men. 

On  the  Burlington  &  Missouri  River  Ry.,  with  a  gang  of 
85  men  and  a  Holman  machine,  1^  miles  p^  day  were  laid 
at  a  cost  of  $100  per  mile.  The  rails  were  65-lb.  rails,  with 
18  ties  to  a  rail.  Curves  of  V  to  16°  were  laid.  Egually 
good  work  was  done  with  the  Harris  tracklaying  machine. 

On  the  Chicago,  Rock  Island  &  Pacific  Ry.,  1,300  miles  of 
track  were  laid  with  a  Harris  machine  in  1886  and  1887. 
The  average  cost  of  laying  2  miles  per  day  was  as  fol- 
lows: 

1  general  foreman  15.00 

2  assistant  foremen,  at  $3  6.00 

109  laborers,  at  |2  218.00 

1  engine  and  train  crew 20.00 

Total  for  2  miles $249.00 

To  this  must  be  added  $10  per  mile  for  preparatory  work  in 
transferring  material  to  cars  in  the  yard,  and  $5  per  mile 
royalty  for  use  of  the  fiarris  machine,  bringing  the  total 
to  $140  per  mile. 

The  Harris  machine  is  said  to  be  quicker  than  the  Hol- 
man, where  long  stretches  are  to  be  laid;  but  the  Holman 
is  more  economical  for  short  stretches  or  where  delays 
are  frequent,  as  the  gang  is  smaller. 

Another  machine  that  has  been  extensively  used  is  the 
Roberts. 

For  further  information  consult  Tratman's  "Railway 
Track  and  Track  Work.'* 

Cost  of  Layins  a  Narrow  G&ge  Track. — Where  ties 
and  rails  are  dumped  along  in  small  piles,  and  where  no 
grading  has  to  be  done,  a  gang  of  3  men  will  average  210 
ft  of  track  laid  in  10  hrs.    This  applies  to  a  U^ht  3-tt^ 
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gage  track  made  of  30-lb.  rails  on  6  x  6-in.  ties,  5  ft  long 
spaced  3-ft.  centers.  With  wages  at  15  cts.  per  hr.,  t\n 
labor  cost  is  practiciilly  2  cts.  per  ft  of  track,  or  $100  pei 

mile,  after  the  materials  are  delivered. 

• 

Cost  of  GntTel  Ballasttus  Single  Traek. — About  3( 
miles  of  single  track  railroad  were  ballasted  with  grave 
sufficient  to  raise  the  ties  8  ins.  Ties  had  10-in.  face,  were 
8^  ft  long,  and  there  were  16  ties  to  a  30-ft  raiL  A  2^ 
yd.  steam  shovel  was  used  to  load  flat  cars.  About  4  ft 
of  earth  had  to  be  stripped  oft  the  gravel  pit  The  grave 
was  hauled  by  two  trains  of  35  apron  flat  cars  each,  eacl 
car  holding  6  to  7  cu.  yds.  Two  locomofives  were  usee 
to  haul  these  trains  and  one  locomotive  in  the  pit  tc 
spot  cars.  The  cars  were  unloaded  with  a  plow,  and  il 
will  be  noticed  that  the  damage  to  the  cars  caused  by  th( 
plow  was  very  high.  The  cost  to  the  railway  companj 
per  cubic  yard  of  ballast  in  place  was  as  follows: 

Cts.  per  cu.  yd 

Pit  rent 1% 

Loading,  hauling  and  dumping 15^ 

Repairs  to  cars 5 

Shoveling  and  tamping 8 

Total  per  cu.  yd 30 

Common  laborers  were  paid  |1.25  per  10  hrs. 

Cost  of  Balliasting,  Using:  Dninp  Cars. — The  Good 
win  steel  car  is  largely  used  by  contractors,  and  railwa: 
comDanies.  for  ballasting  and  for  dumping  earth  and  rod 
on  standard  gage  tracks.  Its  dimensions  are  36  ft  long 
9  ft  ^-in.  height  above  rails,  and  it  weighs  47,500  lbs.  It 
capacity  is  40  cu.  yds.,  or  80,000  lbs.  A  train  of  cars  cai 
be  dumped  at  one  time  all  together,  or  one  at  a  time,  b; 
one  man  operating  a  compressed  air  valve,  or  they  cai 
be  dumped  by  hand.  The  car  is  so  designed  that  its  loa< 
may  be  placed  between  the  rails;  on  either  side  of  th 
track,  or  on  both  sides,  or  in  any  combination  of  ways  de 
sired.  In  grading  and  ballasting  22  miles  of  track  wit) 
30,000  cu.  yds.  of  gravel,  during  the  winter  of  1904-5,  ai 
average  train  of  8  40-cu.  yd.  Goodwin  cars  was  used,  th* 
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average  haul  being  14%  miles.  The  gravel  came  from  the 
pit  quite  wet,  but  required  little  or  no  spreading  as  plows 
and  scrapers  are  not  needed  when  these  cars  are  used. 

In  Engineering  News,  Feb.  17,  1898,  Mr.  W.  B.  Stimson, 
Supt.  Grand  Rapids  &  Indiana  Ry.,  gives  the  following  data 
on  the  loading  and  hauling  of  gravel  for  ballast: 

Rodger  ballast  cars  were  used,  working  two  trains  of 
25  cars  per  train.  Sixteen  miles  of  track  were  ballasted 
with  1,039  car  loads,  or  20,800  cu.  yds.  of  gravel,  the  average 
haul  being  7  miles.  The  cost  was  as  follows  for  the  16 
miles: 

Two  train  crews,  12  days  each  $175.00 

Locomotives,  enginemen  and  watchmen   199.25 

Fuel  for  locomotives 254.10 

Telegraph  operator 15.50 

Pit  foreman  28.84 

Pitmen 100.35 

Steam  shovel,  including  rent  of  shovel,  fuel  and 

wages 323.52 

Total,  at  5.3  cts.  per  cu.  yd $1,096.56 

In  addition  to  this  it  cost  6.7  cIs.  per  cu.  yd.  to  spread  and 
tamp  the  gravel  in  the  track,  each  laborer  averaging  75 
ft.  of  track  per  day.  Including  in  the  expense  of  5.3  cts. 
per  cu.  yd.,  is  the  cost  of  moving  the  two  trains  and  the 
steam  shovel  166  miles  to  the  pit,  and  half  a  day's  time 
setting  up  the  shovel  and  getting  ready  to  work;  so  that 
the  actual  working  time  of  the  shovel  was  only  10%  days,' 
making  an  average  of  2,000  cu.  yds.  loaded  per  day  of  12 
hrs.  The  depth  of  the  face  at  which  the  shovel  worked 
was  only  8  ft. 

The  Rodger  ballast  car  is  8  ft.  9  ins.  x  34  ft.  over  sills, 
weighs  28,000  lbs.  and  its  capacity  is  60,000  lbs.,  or  20  cu. 
yds.  of  gravel  heaped  measure.  The  car  is  hopper  bot- 
tomed, with  plows  and  scrapers  for  spreading  the  ballast 
One  car  is  dumped  at  a  time  and  fills  about  80  ft.  of  track. 

Cost  of  Railway  Linos. — In  Engineering  Magazine,  Dec.« 
1895,  Mr.  J.   F.  Wallace  gives  the  following  estimates  of 
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the  average  cost  per  mile  of  single  track  railway  lines  in 
the  United  States: 

Class  of  Bailway.  ABO 

RlghtofWay $1,000  $1,600  $2,000 

Proportionate  expense  of  terminals 500  1.500  5.000 

Bridges  and  oulTerts 1.500  2.600  4.000 

Grading 8.000  6,000  12,000 

Tracklaid 6.000  6,600  7,000 

Ballast  (rock) 2.600  8.000 

Fencing 800  400  400 

Telegraph 200  250  250 

Water  supply  and  stations 500  800  1.300 

Engineering: 400  500  700 

General  and  le^al  expenses 200  400  000 

Equipment,  cars  and  locomotives 1.500  2.500  4,000 

Total $15,100    $25,860    $40,160 

Class  "A"  is  a  branch  line,  2  passenger  and  4  daily  freight 
trains. 

Class  "B"  is  a  secondary  line,  connecting  small  cities. 

Class  "C"  is  a  trunk  line,  90-lb.  rails. 

Mr.  A.  Pew,  in  Trans,  Am.  Soc.  C.  E.,  Vol.  23,  in  a  paper 
entitled  "The  Cheapest  Railway  in  the  World,"  gives  the 
following  as  the  cost  of  a  19-mile  railway  in  Georgia: 

Cost  per  mile  of  road  and  track |3,440 

Cost  per  mile  for  equipment  1,000 

The  roadbed  was  only  10  ft.  wide  in  fills  and  14  ft.  in 
cuts,  and  the  excavation  averaged  4,000  cu.  yds.  per  mile. 
The  excavation  cost  only  9  cts.  per  cu.  yd.,  wages  of  la- 
borers being  $1  per  10-hr.  day.  The  ties  cost  only  10  cts. 
each,  and  45-lb.  rails  were  used. 

I  would  add  that  often  the  country  is  such  that  much 
less  than  4,000  cu.  yds.  of  excavation  per  mile  will  suffice. 
Ordinarily,  however,  the  excavation  will  average  10,000 
cu.  yds.  per  mile,  which  may  be  done  at  a  contract  price 
of  20  to  30  cts.  per  cu.  yd.  of  earth,  when  wages  of  laborers 
are  $1.50  a  day. 

€oit  of  a  Logg^ing  Railway. — ^Mr.  William  Barclay 
Parsons,  in  Trans.  Am.  Soc.  C.  E.,  Vol.  25,  p.  119,  briefly 
describes  the  location  and  construction  of  7  miles  of  stand- 
ard gage  logging  railroad  built  in  Northwestern  Pennsyl- 
vania in  1890.  The  maximum  curve  was  18*,  and  the  rul- 
ing grade,  3.3%.  The  country  was  heavily  wooded  with 
hemlock  and  very  rough;    clearing  and  grubbing  costing 
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$50  to  $60  an  acre  for  a  right  of  way  50  ft.  wide.  Cuts  were 
16  ft.  wide  and  fills  12  ft.  Log  culverts  were  used  under 
banks  10  ft.  or  less  in  height.  The  excavation  averaged 
nearly  11,000  cu.  yds.  per  mile,  of  which  7.6%  was  rock,  11% 
loose  rock,  35.2%  tough  clay  (1  pick  to  1  shovel),  and  46.2% 
earth,  most  of  which  was  heavy  soil.  The  clearing  and  grub- 
bing, log  culverts  and  excavation  when  charged  up  to  the 
excavation  cost  46i/l>  cts.  per  cu.  yd.,  or  about  $5,000  per 
mile.  (The  excavation  alone  probably  cost  about  40  cts. 
per  cu.  yd.  The  toughness  of  the  earth  and  the  presence 
of  roots  made  the  excavation  expensive.  Wages  were  prob- 
ably $1.25  per  10-hr.  day.)  The  cost  of  one  mile  of  fin- 
ished road  on  the  heaviest  part  of  the  line  was  as  follows: 

62.86  tons  of  40-lb.  rails,  at  $33   $2,074.38 

352  joints  complete,  at  0.55  cts 193.60 

6,200  lbs.  spikes,  at  2^4  cts 139.50 

3,000  cross  ties,  at  0.15  cts 450.00 

Preight  on  materials  159.00 

Tracklaying  400.00 

Grading 5,026.89 

Trestles  (at  $17  per  M^in  place)  250.45 

[Surveys,  inspection,  etc 400.00 

Total  per  mile  $9,093.82 

Coat  of  Electric  Railways. — In  the  Street  Railway 
Journal,  March  3,  1900,  p.  237,  Mr.  John  P.  Brooks  gives 
the  following  as  the  cost  of  a  single  track  line  built  (1899) 
in  Denver,  Colo.: 

Per  mile. 

"94%  long  tons  of  60-lb.  T-rails,  at  $23.50 $2,220.75 

360  pairs  of  60-lb.  angles,  at  40  cts 144.00 

1,080  lbs.  track  bolts,  at  2%  cts 29.70 

32  keg's  railway  spikes,  at  $4.50   144.00 

360  copper  or  plate  bonds,  at  25  cts 90.00 

2,000  ft  B.  M.  plank  for  culverts   42.00 

2,640  Texas  ties,  at  50  cts 1,320.00 

180  ft.  of  curve  and  guard  rails,  at  $1  *    180.00 

Hauling  ties  and  rails  130.00 

Laying  1  mile  of  track 550.00 

1  mile  No.  0  trolley  wire 325.00 


S50  BAXDBOOK  OF  COST  DATA, 

Per  mile. 

88  cedar  poles  in  place  and  painted,  at  |4.25 $374.00 

Overhead  work  incidentals,  including  hangers,  insu- 
lators and  ratchets  (|60) ;   span  wire  (|40) ;   and 

labor   ($50)    150.00 

2,000  CO.  yds.  excavation  for  track  trench,  at  25  cts..  500.00 

16,199.45 
Add  5%  for  engineering 300.55 

$6,500.00 
Add  2  switches,  at  |250 500.00 

ToUl  per  mile  $7,000.00 

It  is  apparent  that  this  line  was  not  laid  in  a  paved 
street  It  will  be  noticed  also  that  the  price  of  rails,  etc., 
was  lower  then  than  now  (1905).  The  cost  of  power  plant 
and  buildings  is  not  included,  but  may  be  estimated  at 
$15,000  for  a  suburban  line  5  miles  long. 

Where  paving  of  streets  must  be  done,  use  the  data 
given  in  the  section  on  Roads  and  Pavements. 

In  the  Street  Railway  Journal,  April  4,  1903,  Mr.  Ernest 
Gozenbach  has  an  article  describing  a  first-class,  third- 
rail  suburban  line,  62Vj  miles  long.  Including  switches 
and  sidings,  the  number  of  miles  of  single  track  is  actu- 
ally 66.    Of  the  621^  miles,  6^  miles  are  laid  in  city  streets. 

Excavation  and  embankment $  96,000 

Bridges,  abutments  and  culverts  91,050 

Two  overhead  railway  crossings   64,000 

Ties,  2,640  per  mile,  at  55  cts 96,250 

Ballast,  2,200  cu.  yds.,  per  mile,  at  80  ets 116,000 

Rails,  70-lb.  per  yd.,  at  $31  per  ton  delivered 225,000 

Joints,  spikes  and  bolts  for  60-ft.  rails ' 29,500 

Labor  on  track,  56  miles,  at  $600 33,600 

Labor  in  street  track,  614  miles,  at  $1,800 11,700 

Farm  and  highway  crossings 9,500 

Wire  fences,  24,000  rods,  at  73  cts 17,500 

Switches,   special  work,  etc 21,000 

Bonds,  24,000,  at  61  cts.   in  place 14,650 

Cross  bonds  and  special  bonding,  at  switches 2,000 

Third  rail,  70-lb.  per  yd.,  56  miles,  at  $36  ton 131,000 
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ators,  spikes  and  bolts,  at  62  cts.  in  place 18,000 

plates,  bolts  and  labor  laying  rail  9,800 

3,  15,000,  at  73  cts.  in  place 10,950 

ings  and  crossing  cables  13,500 

3y  in  streets,  single-track  span  construction . .  24,000 

r  station,  150  KW.,  at  $120  per  KW 180,000 

r  station  building,  at  $11  per  KW 16,500 

jmission  line,  55  miles,  at  $1,400 77,000 

tation,  freight  and  depot  buildings 24,500 

tation,  railway  apparatus  65,000 

ries  80,000 

bone  line  9,000 

-signal  system    35,000 

ins  and  platforms   5,250 

h  and  platform-lighting  circuit  4,000 

al  office  building  8,000 

bops,  shop  tools,  etc 24,000 

odies  and  locomotive  body  49,000 

:s  and  air  brakes  27,500 

'ic  car  equipment 76,000 

ing  and  power  apparatus  and  supply  systems  70,000 

ents,  contingencies  and  insurance,  5% 89,000 

nistration,    superintendence,    office    expenses, 

igineering,  etc.   5%   89,000 

Total,  at  $29,750  per  mile   .• $1,963,750 

s  estimate  does  not  include  allowance  for  right  of  way 
&gal  expense. 

t  of  Erecting  Trolley  Poles. — A  gang  of  4  inen 
Lg  holes  and  6  men  raising  poles  averaged  36  poles 
3r  10-hr.  day,  or  50  cts.  per  pole.  In  digging  holes 
}.  diam.  and  5  ft.  deep  for  telegraph  poles,  using  a 
»ar  and  **spoon"  shovel,  a  man  will  dig  only  3  holes 
in  stiff  clay,  and  7  holes  in  average  earth. 


5»cnax  301, 
ri^^rr  or  laiiivsE  sxiacTiax  and  painting. 


. — ^Tbe  following  fonnu- 
)«s.  mir^oti  iTtut  Jk^Bsm:>  ^'Modera  Pramed  Stractures," 
|jn>   jh«  vrf^i^b:  X*;  5^5*:  it  trasses  and  Hoor-beams  of  hlgh- 

<»>c  s.  bic^wv^  b^^w^  vjrii  a  roftdway  16  ft,  wide,  de- 
:*Mptrts:   !r   ,4i"r>    3*e    lh&.  V.v^  load  per  s(|.  ft,,  use  the  fol- 

%  -  r  :  ^  5fi. 

^  ^-:  v^f*.^:^  tXL  Tb&  per  Uaear  foot  of  bridge. 

*'*A-  b-^i^c**  ^:  ♦f>s?  »-iT  creiier  width  of  roadway  than 
::>  ^..  <:rj».^». :  *^-  not  :?  7bs.  per  liiL  fL  for  each  2  ft 
.bs.ri*rf     r   »^i^:h 

r.n~  -*>.  "^.-^^  brjcire?  cesi^rued  aooording  to  CkKjper's 
F-5x^    V->fcr:  Ti4:    ;><^   ii'^ick:  of  «£»el    per  lln.   ft,    of    bridge 

r.'iT  ;hrc»i;irl  T.la:f  irlrof^rs  wlA  beams  ajid  stringers. 
Foe  ;rjjs?  >ir?cf<^ 


Cm*  mt  BiMc^  £recti»m.— The  cost  of 
erecii££  steel  bridges  should  be  separated  into  two  main 
ii^^ms:  U>  oost  of  falsework,  and  (2)  cost  of  erecting  the 
steeL  Usoallr.  howerer,  engineers  who  have  published 
cost  data  hare  unfortunatelr  lumped  these  two  items  to- 
gether. 
The  cost  of  falsework  for  any  giren  bridge,  and  of  a 
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traveler    of    given    design    can    be    estimated    from    the 
data  given  in  the  section  on  Piling  and  Timberwork. 

The  labor  cost  of  erecting  the  steel  trusses  should  sel- 
dom exceed  %  ct.  per  lb.,  wages  being  $3  a  day  for  bridge- 
men.  Examples  of  the  cost  of  steel  erection  work  will  be 
found  in  the  section  on  Building  Construction,  and  in  the 
next  paragraph. 

Cost  of  Bridge  and  Viaduct  Erection. — Mr.  Henry  W. 
Hodges  gives  the  following  in  "Polytechnic,"  1904: 

The  steel  frames  of  modern  office  buildiogs  are  usually 
erected  by  derricks  high  enough  to  erect  two  or  three  floors 
without  shifting.  The  cost  of  erecting  and  riveting  the 
steel  is  $10  to  $15  per  ton.  The  trusses  of  small  roofs  can 
be  erected  cheaply  by  the  use  of  one  or  two  gin  poles. 

Plate  girders  for  bridges  up  to  80-ft.  span,  and  in  some 
cases  up  to  120-ft.,  are  usually  shipped  as  single  pieces. 
Short  girders  are  skidded  flat  into  position  from  the  car 
and  then  turned  on  edge.  Long  girders  may  be  lifted  from 
the  cars  by  gallows  frames  and  lowered  to  position.  The 
cost  of  erecting  plate  girders  is  0.5  to  1  ct.  per  lb. 

Long  span  bridge  trusses  are  usually  erected  on  false- 
work consisting  of  pile  bents  and,  if  high,  framed  timber 
bents  on  top  of  the  piles.  It  costs  about  $15  per  M  to 
build  the  timber  falsework,  exclusive  of  the  cost  of  the 
timber.  The  cost  of  erecting  steel  pin-connected  bridges 
is  0.7  to  1.2  cts.  per  lb. 

Draw  bridges  (swing)  are  generally  erected  on  the  pile 
fender  or  guard  pier.  As  this  fender  is  permanent  and 
paid  for  by  the  owner,  the  cost  of  erecting  draw  bridges 
would  be  less  than  fixed  spans  were  it  not  for  the  extra 
cost  of  erecting  the  turn  table.  The  cost  of  erecting  draw 
spans  varies  from  1  to  1.2  cts.  per  lb. 

Viaducts  are  usually  erected  by  the  use  of  an  overhang 
traveler.  The  Pecos  Viaduct  (Eng.  News,  Jan.  5,  1893)  is 
2,180  ft  long,  321  ft  high,  and  has  23  supporting  towers. 
The  traveler  had  an  overhang  of  126  ft,  and  no  falsework 
was  used.  The  viaduct  weighs  1,820  tons,  and  was  erected 
by  a  force  of  60  men  in  118  working  days.  The  cost  of 
erection  was  0.8  ct.  per  lb.,  of  $16  per  ton. 

Cost  of  Erecting  Steel  in  N.   Y.   Subway.— The   cost 
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of  erecting  the  steel  posts  and  girders  in  the  N.  T.  subway 
was  as  follows  on  one  section  where  4,300  tons  were  erected: 

Per  ton. 

Labor  trucking  $1.47 

Labor  placing   and   riveting    11.68 

Labor  painting  0.90 

Materials  for  painting : 0.70 

Materials  for  placing  and  riveting  0.90 

Power  0.30 

Total   $15.95 

Iron  workers  were  paid  $4  for  8  hrs.;  iron  foremen,  $5; 
painters,  $2.    There  was  1  foreman  to  every  10  men. 

The  contract  price  for  erecting  and. painting  was  $13  a 
ton,  so  that  money  was  lost  by  the  contractor  on  this  work. 
The  men  worked  under  difficulties,  and  with  little  energy. 

Cost  of  Pneumatic  Riveting. — Mr.  A.  B.  Manning 
gives  the  following  data: 

One  12-HP.  gasoline  driven  air  compressor  (Fairbanks, 
Morse  &  Co.);  Iwo  galvanized  iron  water  tanks;  one  gal- 
vanized iron  gasoline  tank;  one  large  main  reservoir; 
one  small  auxiliary  reservoir;  hose  and  fittings;  cost 
mounted  on  car  $1,073.  Operating  at  90  lbs.  pressure  this 
compressor  furnished  air  for  3  pneumatic  hammers,  2 
drills,  2  rivet  forges,  and  1  blacksmith  forge,  all  working 
at  one  time.  The  3  hammers  and  the  2  drills  cost  (in 
1899)  $627.  The  cost  of  repairs  for  16  months  averaged 
$3  per  month  on  this  $1,700  plant.  The  cost  of  operating 
was  as  follows  per  day: 

15  gals,  gasoline,  at  11.2  cts 11.68 

Oil,  waste,  etc 0.12 

Depreciation  (estimated  on  20%  basis,  for  313  days)  1.09 

Repairs 0.11 

Total  per  day |3.00 

On  the  basis  of  running  3  rivet  hammers,  this  is  |1  per 
hammer  for  power. 


BRIDGE  ERECTION  AND  PAINTING,  555 

Power  for  one  hammer  per  day $1.00 

Oil  for  one  hammer  per  day  0.12 

2  men  driving  rivets,  at  $2.40 4.80 

1  man  heating  rivets  2.20 

Total  for  one  hammer  per  day  $8.12 

A  pneumatic  riveter  on  bridge  work  averages  500  rivets 
per  10-hr.  day  for  $8.12,  or  $1.62  per  hundred  rivets.  On 
one  day  700  rivets  were  driven,  by  using  an  additional 
man  to  take  out  fltting-up  bolts,  etc.  The  above  costs  are 
based  upon  the  erection  of  22  bridge  spans,  aggregating 
2,455  lin.  ft  and  80,065  rivets. 

The  cost  of  riveting  by  hand  is  as  follows: 

2  men,  at  $2.40  $4.80 

2  men,  at  $2.20  4.40 

Total  per  gang  per  day $9.20 

Such  a  gang  averages  250  rivets  per  day,  which  is  equiva- 
lent to  $3.68  per  hundred  rivets. 

Mr.  F.  S.  Edinger  states  that  with  a  12-HP.  gasoline 
driven  compressor  and  an  80  cu.  ft  air  receiver,  five  long- 
stroke  hammers  were  operated  at  one  time  without  re- 
ducing the  air  pressure  below  75  lbs.  •The  five  hammers 
when  driving  50  rivets  (%-ln.  dlam.)  per  minute  ase  us- 
ing air  only  about  5%  of  the  time.  The  same  compressor 
will  run  2  hammers  and  2  drills  at  one  time.  The  drills 
use  more  air  than  the  hammers  as  they  run  uninterrupted- 
ly. The  drills  can  be  used  for  boring  timber  by  Inserting 
an  auger  In  place  of  a  drill;  but  the  speed  Is 
not  high  enough  for  wood  boring.  Two  men  and  a 
heater  form  a  riveting  gang  and  they  drive  twice  as  many 
rivets  as  three  men  and  a  heater  drive  by  hand.  The  cost 
of  fitting  up  and  riveting  on  new  steel  bridges  (all  rivets 
%-in.)  was  35  to  40%  less  than  if  the  work  had  been  done 
by  band,  and  the  work  was  done  better. 

Cost  of  Tearing  Down  a  Small  Bridge. — A  small  high- 
way bridge  of  35-ft.  span,  and  roadway  25  ft.  wide,  con- 
tained 10  tons  of  iron  in  the  trusses  and  4,650  ft  B.  "NL 
in  the  flooring.    The  flooring  was  3-in.  oak  plank  laid  on 
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3  X  12-in.  stringers  spaced  2  ft  apart,  and  two  8  x  14-Id. 
stringers  under  an  electric  car  track.  It  took  6  men  and 
1  foreman  3  days  to  tear  down  and  store  the  bridge,  at 
a  cost  of  $36. 

A  wooden  footbridge,  6  ft.  wide  and  100  ft.  long  over  a 
creek,  contained  4,000  ft.  B.  M.  It  took  8  men  and  a  team 
3  hrs.  to  tear  down  and  remove  this  structure,  which  was 
essentially  a  light  temporary  trestle  floored  with  3-in. 
plank.  The  cost  was  $1  per  M  for  this  tearing  down.  The 
same  gang  had  originally  erected  this  structure  at  a  cost 
of  $3.75  per  M. 

Cost  of  Moving  a  65-ft.  Bridge  and  New  Abntmesti. 

— A  steel  highway  pony  truss  bridge  of  65-fL  span  and 
16-ft.  roadway  had  been  erected  upon  timber  pile  abut- 
ments that  had  rotted  badly.  New  abutments  were  built 
adjoining  the  old  abutments,  by  driving  12  iron  piles  for 
each  abutment  and  its  wing  walls.  These  piles  were  of 
old  steel  rails  30  ft.  long,  and  were  driven  20  ft.  deep.  A 
small  pile  driver  operated  by  5  men  and  1  horse  averaged 
8  piles  per  10-hr.  day,  for  3  days.  Then  1  day  was  spent 
in  building  a  falsework,  and  2  more  days  raising  and  shift- 
ing the  bridge  from  its  old  abutments  to  the  new.  Thb 
cost  of  pile  driving  was  $30,  or  $1.25  per  pile.  The  cost 
of  building  the  falsework  was  $10,  and  the  cost  of  moving 
the  bridge  was  $20. 

Cost  of  Paint.— In  Engineering  News,  June  6,  1895,  Mr. 
Walter  G.  Berg,  Chief  Engineer  of  the  Lehigh  Valley  R.  R., 
has  an  excellent  article  on  painting  iron  railway  bridges, 
and  the  paints  to  select.  He  gives  the  following  as  to  the 
cost  of  paints: 

Oxide  of  Iron. 

61/4  lbs.  oxide  of  iron,  at  1  ct $0.06 

5/6  gal.  (61/4  lbs.)  raw  linseed  oil,  at  56  cts 0.47 

Cost  of  3   gal.  of  paint $0.53 

Red  Lead. 

20  lbs.  red  lead,  at  5  cts $1.00 

%  gal.  (5V2  lbs.)  raw  linseed  oil,  at  56  cts 0.42 

Cost  of  1  gal.  of  paint $L42 
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Graphite. 

3%  lbs.  graphite  paste,  at  12  cts |0.43 

%  gal.  boiled  linseed  oil,  at  59  cts 0.45 

Cost  of  1  gal.  of  paint  |0.90 

Painting  Data. — A  gallon  of  iron  oxide  paint  will  cover 
400  sq.  ft  of  wood  surface,  or  500  sq.  ft.  of  iron  surface, 
first  coat  It  requires  about  two-thirds  as  much  paint  for 
the  second  coat  as  for  the  first;  and  half  as  much  paint 
for  the  third  coat  as  for  the  first.  Further  data  will  be 
found  on  page  558. 

A  man,  working  9  hrs.  can  paint  (one  coat)  2,000  sq.  ft. 
of  tin  roof,  or  1,000  sq.  ft.  of  frame  house,  or  300  sq.  ft 
of  bridge  trusses.  The  shifting  of  scaffolds  on  house  work 
accounts  for  the  decreased  time;  and  the  smaller  area  of 
the  surfaces  of  bridge  trusses  makes  the  work  slower  In 
bridge   painting. 

Weight  and  Surface  Area  of  Steel  Bridges. — In  Eln- 
gineering  News,  Feb.  6,  1896,  Mr.  C.  B.  Fowler,  then  Chief 
Engineer  Youngstown  Bridge  Co.,  gives  a  table  of  the 
weights  of  iron  highway  and  single  track  bridge  trusses, 
and  the  corresponding  areas  of  metal  requiring  painting, 
as  determined  **by  actual  calculation  in  a  large  number  of 
cases."  I  find  by  a  study  oi  the  tables  that  they  can  be 
very  simply  expressed  in  rules  or  formulas,  as  follows: 
For  a  highway  bridge  divide  the  weight  of  metal  in  pounds 
by  7  to  get  the  area  of  metal  surface  in  square  feet.  This 
applies  to  highway  bridges  16  ft  wide,  calculated  for  a 
floor  load  of  90  lbs.  per  sq.  ft,  for  all  spans  from  40  to 
300  ft  For  a  single  track  railway  bridge,  divide  the  weight 
of  metal  in  pounds  by  12  to  get  the  area  of  metal  surface 
in  square  feet 

The  weight  in  pounds  of  metal  in  a  highway  bridge  is 
found  by  adding  50  to  2  times  the  span  in  feet  ahd  mul- 
tiplying this  sum  by  the  span  in  feet.  Expressed  in  a 
formula  this  rule  is  w  =  1  (2  1  +  50). 

The  weight  in  pounds  of  metal  in  a  single  track  railway 
bridge  is  found  by  adding  400  to  4.8  times  the  span  in  feet 
and  multiplying  this  sum  by  the  span  in  feet,  w  =  1  (4.8 
1  +  400). 
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The  weights  of  railway  spans  are  considerably  greater 
now  than  in  1895,  but  the  foregoing  facts  will  be  of  value 
especially  for  highway  bridges.  Mr.  Fowler  gives  the  fol- 
lowing estimates  of  the  area  of  metal  surface  covered  by 
different  kinds  of  paints: 

Area  In  sq.  ft.  covered  by 
one  gallon. > 

Plrst  coat.         Second  coat. 

Ozideofiron 500  700 

Redlead 700  1,000 

White  lead 500  700 

Graphite 500  700 

Asphalt 800  500 

Carbonizing  coating 1,000  1,500 

He  adds  that  manufacturers  give  too  large  areas  cov- 
ered by  their  paints;  and  that  the  above  figures  apply 
only  to  the  best,  finely  ground  pigments. 

Cost  of  Painting  a  Tin  Roof. — In  Ehigineering  News, 
April  23,  1896,  Mr.  J.  M.  Braxton  gives  the  following: 

Ah  old  tin  roof  was  showing  rust  spots,  most  of  the 
paint  being  worn  ofC.  The  tin  was  first  rubbed  with  pal- 
metto brushes  and  then  swept  clean.  The  arek  painted  was 
151,000  sq.  ft.,  requiring  563  gals,  of  paint  for  two  coats, 
or  267  sq.  ft.  per  gallon  for  the  two  coats.  The  paint  was: 
396  gallons  raw  linseed  oil. 
35  lbs.  dryer. 

2,120  lbs.  dry  oxide  of  iron. 

This  mixture  yielded  563  gals,  of  paint.  Each  man  aver- 
aged 1,920  sq.  ft.,  or  220  sq.  yds.  per  dcy  of  9  hrs.  painted 
with  one  coat.  It  took  158  man-days  to  paint  the  roof,  not 
including  foreman's  time. 

Cost  of  Painting  a  Howe  Truss  Bridge. — The  bridge 
was  painted  with  two  coats  of  paint  costing  %1  per  gal- 
lon. One  gallon  covered  133  sq.  ft,  two  coats  thick,  and 
a  painter  averaged  166  sq.  ft,  two  coats  thick,  per  10  hrs., 
or  332  sq.  ft  of  one  coat  per  day.  The  cost  was,  therefore, 
as  follows: 

Ct8.  per        eta:  per 
eq.  ft.  sq.  yd. 

Paint,  two  coats 0.75  6.8 

Lalx)r  painting,  two  coats  (17>^  cts.  per  hr.). . . .  l.lo  10.8 

Total 1.90  17.1 

Cost  of  Painting  0  B»  Rt  Bridges, — Three  spans  pin- 
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connected  Pratt  truss  bridges,  each  145  ft.  long,  14  ft. 
wide  and  20%  ft  high,  were  painted  with  one  coat  at  a 
cost  of  $48  per  span  for  labor.  One  span  required  35  gals, 
of  asphaltum  paint  costing  65  cts.  per  gal.  The  other 
spans  received  27  gals,  of  carbon  paint  each,  at  |1.50  per 
gallon. 

A  riveted  Pratt  truss  bridge,  94  ft.  long,  14  ft.  wide  and  20 
ft.  high  was  given  one  coat  of  black  carbon  paint,  23  gals., 
at  $1.50  per  gal.    The  labor  was  $40. 

A  double-intersection  riveted  lattice  truss  bridge,  96  ft. 
long,  14  ft.  wide  and  20  ft  high,  was  repainted  with  one 
coat  of  carbon  paint,  26  gals.,  at  $1.50  per  gal.  The  labor 
cost  $46. 

A  single  intersection  lattice  truss  highway  bridge  (20- 
ft  roadway  and  two  8-ft  sidewalks),  106  ft  long,  was 
painted  with  one  coat  of  black  carbon  paint,  35  gals.,  at 
$1.25  per  gal.    The  labor  cost  $59. 

Cost  of  Painting  6  R.  R.  Bridges  and  2  Viaducts.— 

Mr.  O.  E.  Selby,  in  Trans.  Am.  Soc.  C.  B.,  1897,  has  a  paper 
on  the  cost  of  painting  the  Louisville  and  Jeff ersonvi lie 
Bridge  across  the  Ohio  River.  The  work  was  begun  June 
3,  and  finished  Aug.  7,  1895.  There  was  practically  no 
traflSc  over  the  bridge  during  the  work,  which,  of  course, 
lessened  the  cost  of  painting;  and  the  iron  being  new  re- 
quired no  great  amount  of  cleaning.  The  force  averaged 
about  50  men  with  1  foreman,  1  assistant  foreman  and  1 
timekeeper.  The  men  were  mostly  ordinary  bridge  men, 
erectors  and  carpenters,  and  were  paid  $2  a  day  of  10  hrs. 
Some  few  men  painting  sidewalk  railings  and  other  parts 
not  hazardous  were  paid  $1.50  a  day.  The  paint  was  oxide 
of  iron,  and  was  used  just  as  it  came  from  the  barrel, 
except  for  a  little  occasional  thinning,  equivalent  to  about 
^4  gal.  per  bbl.  of  paint.  The  cost  of  the  paint  was  67  cts. 
per  gaL  The  best  results  were  obtained  with  flat  brushes 
costing.  $7.50. per  doz.,  of  which  19  doz.  were  used;  4  doz. 
steel  brushes  and  13  doz. .  whisk  brooms  were  used  for 
cleaning  the  iron.  The  total  cost  of  the  work  was:  Paint, 
$3,769;  labor,  $4,427;  equipment,  $301;  accident  insurance, 
$200;    totaU  $8,697  distributed  as  follows: 
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Jeffersonville  Approach  and   Span  No.   1    (4,271  fL  long; 
1J62  tons).  Per  ton, 

0.62  gallon  iron  oxide  paint 10.42 

Labor,  $2  per  10  hrs.  0.51 

Total  per  ton  of  2,000  lbs |0.93 

Total  per  lin.  ft ^0.38 

This  JefPersonville  approach  is  a  viaduct  having  an  aver- 
age height  of  40  ft  and  a  length  of  4,063  ft,  all  single 
track,  except  1,000  ft,  which  is  double  track.  Span  No.  1 
is  single  track,  209  ft  c.  to  c.  The  Jeffersonville  approach 
had  previously  been  painted  with  one  coat  in  Oct.,  1892. 
The  work  of  which  costs  are  above  given  consisted  in 
going  over  the  viaduct,  cleaning  and  painting  all  spots 
where  rust  had  formed;  then  after  this  had  dried  the 
whole  viaduct  was  given  one  coat 

Louisville  Approach  (2,585  ft  long;    1,012  tons).      Per  ton. 

0.90  gallon  paint,  first  coat  |0.61 

0.58  gallon  paint,  second  coat 0.39 

Labor  on  first  coat  0.72 

Labor  on  second  coat 0.38 

Total  per  ton $2.10 

Total  per  lin.  ft $0.82 

This  Louisville  approach  is  2,585  ft.  long,  single  track, 
and  has  an  average  heighl  of  45  ft.  It  had  been  erected  a 
year  before  it  was  painted,  and  had  nevw  been  painted 
before.     It  received  two  coats  throughout 

Bridge  spans  Nos.  5  and  6  (each  338  ft.  c.  to  c; 

total  weight  665  tons).  Per  ton. 

0.66  gallon  paint,  first  coat |0.?l 

0.44  gallon  paint,  second  coat  0.30 

Labor  on  first  coat  0.47 

Labor  on  second  coat   0.35 

Total  per  ton  of  2,000  lbs. >:$1.56 

Total  per  lin.  ft $1.63 


BRIDGE  ERECTION  AND  PAINTING.  661 

Bridge  spans  Nos.  2,  3  and  4  (each  span  546^  ft 

c.  to.  c;    total,  2,768  tons).  Per  ton. 

0.50  gallon  paint,  first  coat $0.33 

0.32  gallon  paint,  second  coat  0.22 

Labor  on  first  coat  0.32 

Labor  on  second  coat 0.22 

Total  per  ton  of  2,000  lbs $1.09 

Total  per  lin.  ft $1.84 

All  these  bridge  spans  were  single  track,  erected  about 
a  year  before  they  were  painted.  All  the  iron  had  had  a 
shop  coat  of  linseed  oil.  All  the  spans  were  given  two 
coats  of  paint  throughout,  except  the  inside  of  the  top 
chords  and  end  posts  which  received  only  one  coat,  as  it 
was  believed  that  this  one  coat  in  such  a  protected  loca- 
tion would  outlast  tEe  two  coats  on  exposed  work. 

Spans  Nos.  5  and  6  were  erected  in  the  latter  part  of 
1893,  while  the  other  and  longer  spans  were  erected  a  year 
later,  so  that  the  rustier  condition  of  Nos.  5  and  6  may 
account  for  their  taking  more  paint. 

The  labor  cost  of  painting  5,700  lin.  ft.  of  sidewalk  rail- 
ings was  $390,  or  $6.85  per  100  ft.  This  does  not  include 
the  cost  of  the  paint,  which  was  a  small  item.  Half  of 
this  railing  was  a  lattice  railing  4  ft.  high;  the  other  half 
was  a  gas  pipe  railing  consisting  of  two  lines  of  li^-in. 
gas  pipe. 

Cost  of  Painting  50  Plate  Girder  Bridges.— Mr.   W. 

J.  Wilgus  gives  the  following  data  on  the  cost  of  repaint- 
ing 33  steel  bridges  on  the  Rome,  Watertown  &  Ogdens- 
burg  R.  R.  in  1896-8.  The  bridges  were  originally  painted 
with  two  coats  of  "patent  paint"  that  had  failed  within  a 
year.  The  following  costs  Include  cleaning  with  wire 
brushes,  and  repainting  with  one  coat  of  asphaltum-var- 
nish  paint  made  of  4  lbs.  lampblack  ground  in  pure  raw 
linseed  oil,  %  gal.  genuine  asphaltum  varnish,  %  gal.  pure 
boiled  linseed  oil,  and  ^4  gal.  drying  japan.  This  paint 
cost  60  to  80  cts.  per  gal.,  and  1  gal.  covered  350  sq.  ft. 
Labor  cost  $2  a  day. 

The  calculation  of  the  exposed  areas  of  many  of  the 
plate  girder  bridges  showed  that  there  were  100  sq.  ft.  for 
every  ton  of  2,000  lbs. 
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Cost  of  painting  50  plate  girder  spans  (av.  length,  74  ft; 
total  weight,  1,884  short  tons).  Per  ton. 

0.30  gal.  paint  $0,175 

Labor  cleaning  and  painting  0.340 

■  ^ 

Total  per  ton  $0,515 

Cost  of  painting  5  truss  spans  (av.  length,  155  ft;    total 
weight,  638  tons).  Per  ton. 

0.39  gal.  paint   $0,235 

Labor  cleaning  and  painting 0.490 

Total  per  ton $0,725 

Cost  of  painting  11  spans  of  a  viaduct  (total  length,  706 
ft;    height,  88  ft;     weight,  342  tons).  Per  ton. 

0.48  gal.  paint $0.39 

Labor  cleaning  and  painting 0.60 

Total  per  ton $0.99 

Cost  of  Cleaning  and  Painting  10  Bridges. — ^Mr.  E. 
D.  Graves  gives  the  following  data  on  the  painting  of 
light  double  triangular  trusses  in  bridge  spans  from  80  to 
136  ft,  the  total  length  being  1,000  ft.  painted  in  the  sum- 
mer of  1897.  The  steel  work  had  received  one  shop  coat 
of  iron  oxide  paint,  and  had  been  in  place  one  year.  The 
greater  part  of  the  surfaces  was  found  to  be  scaled  off 
and  rusted.  The  surfaces  were  scraped  with  a  steel 
scraper,  or  brushed  with  a  steel  wire  casting-brush.  The 
dust  was  removed  with  a  whisk  broom,  and  one  coat  of 
No.  38  Detroit  Graphite  paint  applied,  costing  $1.10  per 
gallon,  delivered.  The  floor  beams  and  bottom  chords  be- 
ing most  likely  to  rust,  were  painted  a  second  coat  The 
foreman  received  $3.50  per  day,  and  had  8  to  12  men,  at 
$1.75.  These  men  were  mostly  laborers,  except  a  few 
bridge  men  for  the  top  work.  The  cost  was  as  follows  per 
ton  of  2,000  lbs.: 
Cost  of  flrst  coat:  Per  ton. 

0.94  gal.  first  coat  on  202  tons  $1.04 

Labor  cleaning  and  painting  202  tons  : 1.44. . 

Total  per  ton,  one  coat |2,48 
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Cost  of  second  coat  (bottom  chord  and  floor  beams) : 

Per  ton. 

0.35  gaL  second  coat  on  100  tons  |0.38 

Labor  painting  second  coat  100  tons 0.58 


Total  per  ton  of  bottom  chord  and  beams. .  $0.96 
The  total  cost  of  paint  and  labor  was  |598,  or  nearly  60 
cts.  per  lin.  ft.  of  bridge. 

Cost  of  Painting  48   Bridges  and   2  Viaducts^— Mr. 

C.  D.  Purdon  gives  the  following  data:  These  bridges  were 
new  and  painted  with  two  coats  of  red  lead.  They  had 
received  one  coat  of  oil  at  the  shop. 


-Cost  per.ton.- 


Paint.      Labor.      Total. 

Two  deck  girders,  each  54  ft.  (34.3  tons) $0.80  $1.84  $2.14 

Pratt  truss,  103  It.  (62.9  tons) 0.58  1.45  2.08 

Pratt  truss.  180  ft.  (161.4  tons) 0.82  1.27  2.09 

Six  deck  girders,  each  54  ft.  (105.2  tons) 0.65  1.12  1.77 

Iron  viaduct ;  two  64  ft.,  two  48  ft.,  and  two  82 

ft.  deck  girders  (182.4  tons) 1.40  0.76  2.16 

Iron  viaduct,  eight  64  ft.,  and  seven  82  ft. 

spans  (471  tons) 1.00  0.66  1.66 

Pratt  truss,  dbL  track,  150  ft.  (228.7  tons). . . .  0.51  1.17  1.68 

The  summary  of  the  amount  of  lead   and  oil  used  on 
the  above  bridges  is  as  follows: 

Per  ton* . 

Lbs.  of  lead.  Gal8.ofolL 

Beck  girders  (189.5  tons) 6.08  0.48 

Single  track  trusses  (224.3  tons) 7.12  0.56 

Yladuots  (658.8  tons) 13.80  0.44 

Summary  of  all  (1,245.6  tons) 10.10  0.42 

The  cost  of  cleaning  and  painting  17  spans  over  the  Ar- 
kansas River  is  as  follows:  These  bridges  received  two 
coats  of  red  lead  and  oil,  having  been  originally  painted 
with  iron  oxide  which  was  first  cleaned  off.  The  cost,  of 
cleaning  off  the  old  paint  is  included,  and  almost  equaled 
the  cost  of  applying  the  first  coat  of  red  lead. 
Cost  of  9  spans  (153  ft;  weight,  810.6  tons): 
First  coat:  Per  ton. 

7  lbs.  red  lead  $0.49 

Labor v 0.58 

Second  coat: 

2.3  lbs.  red  lead  0.17 

Labor 0.25 

Total  per  ton  $1.49 
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CoBt  of  8  spans  (three,  253  ft;    four,  162  ft;    one  draw, 
370  ft;    total  weight,  1,451.2  tons): 

First  coat:  Per  ton. 

6  lbs.  red  lead  $0.42 

Labor 0.54 

Second  coat: 

1.9  lbs.  red  lead  0.15 

Labor 0.26 

Total  per  ton  |1.37 

The  average  of  the  above  17  spans  was:  6.42  lbs.  of  lead 
and  0.23  gal.  of  oil  per  ton  for  the  first  coat;  2.04  lbs.  of 
lead  and  0.074  gal.  of  oil  per  ton  for  the  second  coat 

The  cost  of  repainting  13  spans  with  two  coats  of  iron 
oxide  was  as  follows: 

-— Gallon«.-N Cost  per  ton. — * 

Paint.  Oil.  Paint.  Labor.  Total 
200-ft.  deck  truss  and  two  60- ft. 

girders,  dbl.  track  (475.6  tons)...        128  60     $0.20  $0.62     $0.82 

Ponylattlce.  92>ift.  (116  tons)....  30  10  0.81  0.38  0.64 
Three  through  spans,  150  ft.  and 

802  ft.  draw  span  (656.7  tons)...  835  122  0.86  0.68  0.99 
Throe  through  spans,  150  ft.  (318.3 

tons) 184  46   0.38  0.54   0.92 

Three  through  spans,  150  ft.  (297.6 

tons) 130  80   0.28  0.54   0.82 

These  13  spans  had  originally  been  painted  with  iron 
oxide  which  was  not  cleaned  off  except  at  rusted  spots. 

It  will  be  noted  that  about  %  gal.  of  oil  was  used  to  thin 
each  gallon  of  paint. 

The  cost  of  repainting  ten  old  bridges  with  one  coat  of 
iron  oxide  was  as  follows: 

^Gallons.  ^     . Cost  per  ton. — - 

Paint.      OIL      Paint.  Labor.   TotaL 

Double  track  truss,  126  ft.  (176  tons)  75  25     $0.19     $0.55     $0.74 

Through  plat«  girder,  50  ft.  (27.6 

tons) 15  8)i    0.84       0.84       0.68 

Six  spans  deck  truss,  150  ft.  (696.5 

tons) 280  62        0.25       0.51       0.76 

Dwk  plate  girder,  70  ft.  (30.4  tons)  12        ....        0.20       0.22       0.44 

Through  plate  girder,  47  ft.  (24.5 

tons) 17        ....        0.32        0.84       0.66 

These  10  spans  had  been  originally  painted  with  iron 
oxide  which  was  not  cleaned  oft  except  at  rusted  spots. 
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It  will  be  noted  that  the  average  of  these  ten  spans  Is 
0.51  gal.  of  paint  and  oil  per  ton,  for  one  coat  work. 

Cost  of  Cleaning  and  Painting  4  Bridges,  St.  I«onis. 

— Mr.  N.  W.  Eayers  gives  the  following  data  on  painting 
railway  bridges  with  one  coat  of  carbon  paint.  This  paint 
was  ground  especially  for  the  bridge  work,  and  came  as 
"semi-liquid'*  taking  about  1  gal.  of  oil  to  1  gal.  of  "semi- 
liquid."    It  was  laid  on  thick. 

The  St.  Louis  Merchants'  Bridge  is  double  track,  three 
spans,  each  of  517^>  ft,  trusses  75  ft.  deep  at  center.  It 
was  erected  in  1890,  and  had  had  one  shop  coat  and  one 
coat  of  iron  oxide  after  erection.  The  metal  was  very 
rusty,  and  the  cost  of  cleaning  was  quite  large,  but  could 
not  be  separated  from  the  cost  of  painting.  The  total 
cost  of  cleaning  and  painting  these  three  spans  in  1895 
was  as  follows: 

493^  gals,  boiled  oil,  at  $0.58  $  286.08 

5521^  gals,  carbon  paint,  at  $1.25   690.62 

Sundry  supplies  69.96 

48  days'  labor,  at  $2.50  120.00 

91.4  days'  labor,  at  $2.25 205.65 

444.4  days'  labor,  at  $2.00 888.80 

51.5  days'  labor,  at  $1.00 51.50 

Total $2,312.61 

The  cost  per  lin.  ft.  was,  therefore,  $1.49,  and  0.69  gal. 
of  paint,  costing  93.3  cts.  per  gal.,  was  required  per  lin.  ft. 

The  Ferry  St.  Bridge  is  a  double  track  deck  span,  126 
ft.  resting  on  iron  columns.  It  was  cleaned  and  painted 
in  1895,  at  the  following  cost: 

32  gals,  boiled  oil,  at  $0.58  $18.56 

r  2  gals,  carbon  paint,  at  $1.25 27.50 

!  abor  97.70 

Total,  at  $1.14  per  lin.  ft $143.76 

The  Angelica  St.  Bridge  is  a  through  plate  girder  bridge, 
68-ft  span,  having  a  total  painted  surface  of  6,250  sq.  ft, 
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which  required  1  gal.  of  paint  for  every  312%  sq.  ft    The 
cost  was  as  follows: 

10  gals,  boiled  oil,  at  |0.58 |5.80 

10  gals,  carbon  paint,  at  |1.25 12.50 

Labor  22.00 

Total,  at  10.59  per  lin.  ft  I4O.30 

The  Elevated  Structure,  Merchants'  Bridge,  consists  of 
steel  columns  supporting  plate  girder  spans  of  28  to  35 
ft,  carrying  a  double  track  railroad.  It  was  erected  and 
painted  in  1890,  but  in  1897  it  was  badly  rusted  and  was 
repainted  at  a  contract  price  of  57  cts.  per  ft  for  4^075 
ft.    The  actual  cost  to  the  contractor  was  as  follows: 

Carbon  paint  and  oil,  one  coat  %  748.13 

Labor  for  cleaning  657.67 

Labor  for  painting   628.74 

Total,  exclusive  of  foreman's  time |2,034.54 

The  St  Louis  (Eads)  Bridge  was  repainted  in  1896.  It 
consists  of  three  arched  spans  of  a  total  length  of  1,524  ft., 
carrying  a  double  track  railway  on  the  lower  floor  and  a 
highway  on  the  upper  floor.  The  floor  beams  for  the  high- 
way are  the  struts  for  the  wind  truss.  The  bridge  is  54 
ft.  wide  out  to  out.  The  metal  was  quite  rusty,  in  places, 
requiring  chipping  to  remove  scale,  especially  the  highway 
floor  beams  exposed  to  locomotive  smoke.  It  was  painted 
with  one  coat.  The  cost  was  |0.70  per  ton  distributed  as 
follows: 

675  gals,  boiled  oil,  at  $0.35  $  236.25 

650  gals,  carbon  paint,  at  $1.25 812.50 

Sundry  supplies 52.55 

Labor,  130  days,  at  $2.50  325.00 

246  days,  at  $2.25 553.50 

955  days,  at  $2.00 1,910.00 

Total,  at  $2.55  per  lin.  ft $3,889.80 


SECTION   XIII. 


COST  OF  RAILWAY  AND  TOPOGRAPHIC  SURVEYS. 

Rations  for  Men.  Camping. — In  McHenry's  "Rules  for 
Railway  Location"  the  following  list  of  rations  and  sup- 
plies is  given:  The  food  is  sufllcient  to  support  14  men 
at  least  30  days.  The  list  is  one  used  for  surveying  par- 
ties on  the  Northern  Pacific  Railway. 


400  lbs.  flour. 

50  lbs.  buckwheat. 

40  lbs.  oatmeal. 

30  lbs.  cornmeal. 

25  lbs.  rice. 

10  lbs.  tapioca. 

10  lbs.  sago. 

10  lbs.  barley. 

10  lbs.  cornstarch. 

10  lbs.  baking  powder. 
3  lbs.  soda. 

12  packages  yeast  cakes. 
150  lbs.  sugar. 

20  lbs.  salt. 

50  lbs.  coffee. 

10  lbs.  tea. 
5  gals,  syrup. 

1  gal.  vinegar. 
400  lbs.  potatoes. 

50  lbs.  beans. 
20  lbs.  onions. 

2  cases  (24  qts.)  tomato 
2  cases  com. 

1  case  peas. 
1  case  pears. 

1  case  cherries. 

2  cases  peaches. 
1  case  milk. 

1  case  coal  oil. 

2  lbs.  mustard. 


1  lb.  ground  pepper, 
i/^-lb.  ginger. 
%-lb.  cinnamon. 
^-Ib.  allspice. 
14-lb.  nutmegs. 

1  bottle  lemon  extract. 

1  bottle  vanilla  extract. 

6  bottles  pickles. 

6  bottles  catsup. 

8  bottles  Worcester  sauce. 
100  lbs.  ham. 
100  lbs.  bacon. 
25  lbs.  dried  beef. 
25  lbs.  codfish. 
40  lbs.  lard. 
25  lbs.  cheese. 
60  lbs.  butter. 

1  case  cornbeef. 
50  lbs.  dried  apples. 
50  lbs.  dried  peaches. 
50  lbs.  dried  prunes. 
10  lbs.  dried  currants. 

1  box  raisins. 

1  box  crackers. 

1  box  macaroni. 

1  box  soap. 
12  boxes  matches. 

1  box  candles. 

2  lbs.  lye. 

10  lbs.  sal-soda. 
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The  total  net  weight  of  food  in  this  list  is  about  2.100 
lbs.,  or  about  5  lbs.  of  food  per  man  per  day,  on  the  basis 
of  420  man -days.  This  is  certainly  ample.  In  fact  men 
can  live  on  much  less  if  concentrated  food  that  swells  on 
cooking  is  used.  The  following  is  a  list  used  by  the 
author  on  a  30-day  camping  expedition  where  every  super- 
fluous pound  of  weight  was  cut  out 


Flour 

lOatmeal , 

'Bice 

Beans  (dried) .... 

Sugar  . . , 

Bait 

Butter , 

Bacon 

Baking  powder  . 

Coffee 

Tea 

Dried  prunes.... 

Pepper , 

Condensed  milk. 

Total, 


One  man 

One  man 

80  days 

Iday 

25  lbs. 

0.88  lb. 

8    " 

0.27  " 

4    " 

0.14  " 

8    " 

0.27  " 

12    " 

0.40" 

1    " 

0.08  •• 

2    " 

0.07  •• 

10    " 

0.83  " 

1    " 

0.08  " 

2    " 

0.07  •• 

K" 

0.01  " 

a   " 

0.07  " 

}i" 

0.01  •• 

Scans 

0.10  •• 

79  lbs. 


2.68  IbB 


This  list  furnishes  0.23  lb.  nitrogenous  food,  0.30  lb.  fat, 
and  1.30  lbs.  starch  and  sugar  per  man  per  day.  Dr. 
Pavy  (Encyclopedia  Brltannica)  states  that  a  laborer  re- 
quires daily  0.25  lb.  nitrogenous  food,  0.10  lb.  fat,  and  1.18 
lbs.  starch  and  sugar  (carbohydrates).  If  the  trip  is  to 
be  a  long  one,  1^^  ounces  of  juice  of  lime  per  man  per  day 
should  be  taken  to  prevent  scurvy,  unless  potatoes  can  be 
carried  along. 

I  F.  W.  D.  Holbrook,  in  Jour.  Assoc.  Eng.  Soc,  1883,  p. 
180,  gives  the  following  rations  for  20  men  for  12  days, 
where  all  food  has  to  be  packed  on  the  backs  of  men 
(1,040  lbs.  food  for  240  man-days): 


12  bottles  prepared 
mustard. 

25  lbs.   butter. 
170  lbs.  ham. 

75  lbs.  canned  cornbeef. 

50  lbs.  mess  pork. 
300  lbs.  flour. 


100  lbs.  granulated  sugar. 
50  lbs.  brown  sugar  for 

syrup. 
10  lbs.  tea. 
15  lbs.  cofTee. 
70  lbs.  beans. 
25  lbs.  rice. 
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25  lbs.  dried  apples.  %-lb.  ground  pepper. 

25  lbs.  dried  peaches.  %-lb.  ground  ginger. 

50  lbs.  prunes.  1  lb.  ground  cinnamon. 

25  lbs.  raisins.  12  lbs.  soap. 

10  lbs.  currants.  15  lbs.  candles. 

12  lbs.  baking  powder.  6  boxes  matches  (300  in 

10  lbs.  salt  box). 

The  U.  S.   Geological  Survey  ration   list  is  as  follows 
for  1  man  for  100  days: 
100  lbs.  fresh  meat/ including  fish  and  poultry. 
50  lbs.  cured  meat,  canned  meat,  or  cheese. 
15  lbs.  lard. 

80  lbs.  flour,  bread  or  crackers. 

15  lbs.  cornmeal,  cereals,  macaroni,  sago  or  cornstarch. 
5  lbs.  baking  powder  or  yeast  cakes. 
40  lbs.  sugar. 

1  gal.  molasses. 
12  lbs.  coffee. 

2  lbs.  tea  or  cocoa. 

10  cans  condensed  milk,  or  50  qts.  fresh  milk. 
10  lbs.  butter. 

20  lbs.  dried  fruit,  or  100  lbs.  fresh  fruit. 
20  lbs.  rice  or  beans. 
100  lbs.  potatoes  or  other  fresh  vegetables. 
30  cans  of  vegetables  or  fruit. 

4  ozs.  spices. 

4  ozs.  flavoring  extracts. 

8  ozs.  pepper  or  mustard. 

3  qts.  pickles. 
1  qt.  vinegar. 

4  lbs.  salt. 

Eggs  may  be  substituted  for  fresh  meat  In  the  ratio  of 
8  eggs  for  1  lb.  of  meat.  Fresh  meat  and  cured  meat  may 
be  interchanged  on  the  basis  of  5  lbs.  of  fresh  for  2  lbs.  of 
cured.  Dried  vegetables  may  be  substituted  for  fresh  veg- 
etables in  the  ratio  of  3  lbs.  of  fresh  for  1  lb.  of  dried. 

This  ration  list  weighs  5.3  lbs.  per  day  per  man,  and  it 
costs  about  50  cts.  per  day  per  man.  The  list  was  based 
originally  on  the  U.  9.  army  ration,  but  has  received  some 
modifications  dictated  by  experience. 
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Eqnlpmeni  for  and  Cost  of  RaiLroad  Snrreys. — Mf. 

F.  I-avl8,  in  Trans.  Am.  Soc.  C.  E.,  Jan.,  1905,  has  given 
valuable  information  on  railway  surveying  from  which  the 
following  data  have  been  abstracted:  The  work  was  done 
for  the  Choctaw,  Oklahoma  and  Gulf  Railroad  (now  part 
of  the  Rock  Island  System),  in  Oklahoma,  Indian  Territory 
and  Northern  Texas,  under  F.  A.  Molitor,  Chief  Engineer. 
The  following  is  a  list  of  the  camp  outfit: 

1  office  tent  with  fly,  14  x      3  drafting  and  office  tables. 

,       16  ft.  6  camp  chairs. 

3  tentB.  14  x  16  ft.  Map    chest    with    necessary 

1  cook  tent,  16  x  20  ft  stationery*  paper,  etc. 

Dining  Table. 

3  dozen  agate  ware  dinner  plates. 
3  dozen  agate  ware  cups. 

2  dozen  agate  ware  saucers. 
2Mj  dozen  steel  knives. 

2V1»  dozen  steel  forks. 

2%  dozen  German  silver  teaspoons. 

l^ij  dozen  German  silver  dessert  spoons. 

1  dozen  German  silver  tablespoons. 

I'j  dozen  tin  salt  boxes. 

1 2  dozen  tin  pepper  boxes. 

14  dozen  round  agate  ware  pans,  2  qt. 

i.j  dozen  round  agate  ware  pans,  1  qt. 

1  dozen  round  agate  ware  pans,  1  pt. 

1  carving  knife  and  fork. 

7  yds.  oilcloth,  48  ins.  wide. 

3  standard  trestles. 

5  boards.  12  by  IMj  in.  by  18  ft  (dressed). 

Cooking  Utensils. 

1   No.   8.    6-hole,    wrought-  1  small  frying  pan. 

iron  range.  2  griddles. 

1  tea-kettle.  4  tin   pans    with    covers,  1* 
1  large  oast-iron  pot  gal.  each. 

1  small  oast-iron  pot  2  stewpans. 

9  lorge  frying  pans.  1  3-gaL  coffeepot 
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Cooking  Utensils. 


1  gal.  teapot. 

4  dripping  pans. 

6  baking  tins  for  bread. 

12  tin  pie  plates. 

2  butcher  knives. 

1  steel. 

2  large  meat  forks. 
1  chopping  knife. 

1  meat  saw. 

2  large  iron  spoons. 
1  soup  ladle. 

1  cake  turner. 
1  flour  sieve. 
1  colander. 
1  5-gal.  tin  dishpan. 
1  5-gal.  tin  bread  pan  with 
cover. 


1  chopping  bowl. 
1  bread  board. 
1  rolling-pin. 
1  biscuit  cutter. 
1  nutmeg  grater. 
1  coffee  mill. 

1  spring  balance. 

6  galvanized  iron  buckets. 
6  tin  dippers  (one  for  each 
tent  and  two  in  cook  tent). 

2  can  openers. 
1  corkscrew. 

1  broom. 

1  scrubbing  brush. 
1  alarm  clock. 
1  table    (same  as   drafting 
tables). 


Miscellaneous. 

%  dozen  Dietz  lanterns. 

3  large  tin  lamps  (central-draft,  round  wicks). 
2  large  galvanized-iron  washtubs. 

1  washboard. 

4  Sibley  stoves  (4  lengths  of  pipe  with  dampers,  12  lengths 

of  plain  pipe). 

2  water  kegs,  2  gal.  each. 
6  washbasins. 


1  grindstone  and  fittings. 
1  monkey  wrench. 

1  pick. 

2  shovels. 

1  short  crowbar. 
1  hand-saw. 

1  cross-cut  saw. 

2  hand-axes. 


Tools. 

4  chopping-axes. 

1^  dozen  axe  handles. 

1  bundle  sail  twine. 

%  dozen  sail  needles. 

1  sail  palm. 

10  assorted  sizes  wire  nails. 

100  ft  manila  rope,  %-in. 


( 


5a  jijiynRoor  or  cost  data. 

Lmicli  Box. 

3!  dAsra  aisit^  vmi^  diniMr  plates. 
t  teaHfi  «cat^  vmi^  sanoers. 

l>t  4<»Mi&  stf^l  forks. 

IH  dfi»ii.  OfTUMh  silrer  tMispoons. 

IH  dowtt  Omiuii  silT«r  dessert  spoons. 

Karii  )ocst]i^  putr  ^(^>s  OTsanised  as  follows: 

lxv^;likr  WMPiww   $150  to  $175 

Awistaat  kicaxStti:  en^iiaeer  115  to   125 

Trukstimaii 90to  100 

ljevtp>>T 80to     90 

IVaftSTiMU! goto     90 

T^IK-^TTApbeTR,  two*  80to     90 

RAdiiiaii  50 

H^ad  «iiaiai&am  50 

Rear  c^ha^maa 40 

Ta|V4m>av.  tiro*  30 

Baolv  lUirman 30 

^rake  mark^^r  30 

Ave^WiMi  (:liree  to  five  as  necessary) 25  to     30 

i\v»k  50 

OiWk'^  hf^.j*eT  20 

rv>«h)<»  Te*Tn$  and  drirer.  furnish  their  own 

feed.  driTTer  boarded  in  camp  65  to     90 

Rsch  man  m-as  siipplied  by  the  company  with  subsistence 
when  in  camp,  b«;  was  rwjuired  to  provide  himself  with 
an  army  oot  and  sufficient  bedding,  and  advised  to  provide 
a  s\:bstaniial  canvas  covering:  for  the  latter,  an  ordinary 
wa^*^n  cover,  cctsTtn^  from  $3  to  $5,  bein^  the  most  easily 
obiainAble  and  most  satisfactory. 

Most  of  the  lines  nn  through  a  rather  badly  brok^i 
np,  rolling  conntry,  with  short  cross-drainage,  about  75% 
beini;  wooded.  Topography  was  taken  300  ft.  on  each  side 
of  the  line,  a  hand  level  and  rod  being  used,  distances  out 
were  paced,  and  d  ft.  contours  located  and  sketched.  The 
average  amount  of  grading  was  100.000  en.  yds.  per  mile; 


*Ob»  of  Uk^  tc^iv^cn^^bers  *ssist««d  by  two  tape^fla,  vttb 
land  UiM»  and  drainafe . 
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maximum  grade,  0.57o;  maximum  curve,  2°.  The  cost  of 
the  surveys  was  as  follows  for  563  miles  of  preliminary 
and  188  miles  of  located  lines: 


PRELIMINARY  LINES 


_      * 
(k         O 


87  days 


Miles  run  and  topography  taken. . 
Miles  run,  no  topography  taken  . . 

Total  miles  preliminary  run 

Total  number  payroll  days 

Average  daily  number  of  men  .... 
Average  miles  per  day  per  party. . 
Average   daily  cost,   subsistence 

per  man 

Average  daily  pay  per  man 

Daily  cost  for  teams 

Contingencies , . . 

Daily  cost  of  party 

Cost  per  mile 


145.8 

39.3 

185.1 

1380 

15.9 

2.12 

$0.37 
1.81 
6.00 
88.48 
41.72 
19.61 


CI 


O 


2 
8 


00  days 


166.3 

166.3 
1323 
14.7 
1.85 

$0.49 

2.03 

6.22 

112.95 

44.48 

24.07 


■  •  00  < 


111  days 


164.1 

10.0 

18').1 

2033 

18.3 

1.62 

$0.38 
1.66 
6.92 
91.84 
46.57 
28.08 


u  aci  o 

c8  ©      -g 


30  days 


23.2 
3.8 

81.8 
635 

21.2 
1.06 

$0.58 
1.66 
12.87 
125.73 
64.61 
60.95 


LOCATED  LINES 


Mileslocated   

Total  number  payroll  days 

Average  daily  number  of  men  . . 
Average  miles  per  day  per  party 
Average  daily  cost  subsistence  . 

Average  daily  pay  per  man 

Daily  cost  for  teams 

Contingenciee 

Daily  cost  of  party 

Oost  per  mile 


1-J 

CI 

eo 

-* 

• 

o 

• 

o 

• 

o 

o  ^ 

• 

o 

^ 

^ 

7^ 

^-da 

^ 

>» 

>* 

>* 

artlei 

2  an 

3omb 

>» 

s 

i 

i 

i 

Pi 

Pi 

(k 

(k    '-' 

(k 

65  days 

37  days 

8  days 

48  days  66  days 
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The  preliminary  lines  run  by  Party  No.  1  were  over  a 
severe  country,  involving  the  heaviest  construction  work 
on  the  whole  line.  Party  No.  3  also  had  much  difficulty 
in  getting  a  grade  between  certain  points.  Party  No.  2 
had  the  lightest  country.  Party  No.  4  worked  only  a  short 
time  and  the  cost  of  moving  a  long  distance  from  other 
work  is  included.  It  is  probable  that  the  cost  of  work 
done  by  this  party  was  really  about  60%  more  than  the 
others  per  mile,  instead  of  100%  more. 

On  the  locating  work,  Party  No.  1  had  an  expensive 
sounding  party  consisting  of  a  man  in  charge,  4  or  5  la- 
borers and  a  team.  Parties  Nos.  2  and  3  were  combined, 
after  each  had  run  a  short  distance  of  located  line  sepa- 
rately, which  increased  the  unit  cost  of  the  located  line, 
as  shown. 

The  total  cost  of  188  miles  of  located  line  was  |192  per 
mile  of  located  line,  and  this  includes  the  cost  of  running 
the  preliminary  lines. 

Cost  of  Railway  Surveys. — In  making  a  railway  sur- 
vey along  the  Columbia  River,  in  open  rolling  country, 
my  records  show  that  a  topographical  party,  consisting 
of  1  topographer  and  2  rodmen,  averaged  1%  miles  a  day, 
taking  a  strip  400  ft  wide,  contours  5  ft.  apart.  A  hand- 
level  and  tape  were  used.  In  this  same  country  a  leveler 
and  rodman  could  readily  run  6  miles  of  profile  levels  in 
a  day,  although  it  was  safer  to  count  on  4  miles. 

On  another  similar  survey  in  Southern  New  York  State, 
in  comparatively  level  country,  a  transitman,  two  chain- 
men  and  a  stake  artist,  averaged  2  miles  of  transit  line 
per  8  hrs.  Station  stakes  were  set  every  100  ft.  This 
same  party,  later,  took  a  belt  of  topography  500  ft  wide, 
at  the  rate  of  1^  miles  a  day,  setting  a  transit  up  at  each 
station  and  taking  telemeter  readings  for  distance  and 
level  readings  for  elevation  with  long  bubble  of  transit 

The  cost  of  a  preliminary  railroad  survey,  near  Lake 
Erie,  was  as  follows,  using  stadia  measurements: 

Chief  of  party  .'. .  .|5.00 

Transitman  3.00 

Recorder 3.00 

5  rodmen,  at  $2   10.00 

Total  salaxiea  pex  day  |21.00 
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This  party  ran  46  miles  in  30  days,  several  of  which 
were  stormy,  and  they  took  a  belt  of  topography  800  ft. 
wide.  The  cost  was  about  $14  a  mile,  or  $90  a  square  mile 
for  the  field  work. 

Using  the  chain  method  it  took  a  party  24  days  to  run 
45  miles. 

In  Trans.  Am.  Soc.  C.  E.,  Vol.  31,  p.  81,  Mr.  M.  L.  Lynch 
states  that  one  mile  of  line  a  day  is  a  fair  average  in 
partly  timbered  country,  for  preliminary  work.  He  gives 
the  average  cost  of  surveys  at  $60  a  mile  of  located  line. 

Mr.  Kenneth  Allen  states  that  in  Kansas  prairies  he 
ran  312  miles  of  stadia  line  in  5.7  months,  or  2.1  miles 
per  day,  a  party  costing  as  follows  per  day: 

Transitman $6.00 

Leveler 4.00 

2  rodmen,  at  $2.50 5.00 

Axman  2.00 

Teamster  and  team  3.00 

Total  per  day $20.00 

The  cost  was  $11  a  mile.  Bench  levels  were  run  ahead  of 
the  transit.    The  best  day's  run  was  8  miles. 

.   The    Cost    of    Transit    Lines    in    Heavy    Timber. — In 

running  transit  lines  through  the  dense  timber  of  West- 
em  Washington,  for  roads  and  railways,  I  have  found  that 
a  party  of  6  men  (consisting  of  a  transitman,  two  chain- 
men,  two  axmen  and  a  flagman,  who  also  served  as  an 
axman)  averaged  about  1,800  ft.  of  line  run  per  ten  hours. 
It  was  exceptional  that  2,000  ft.  were  averaged  even  for 
two  or  three  days.  No  trees  more  than  a  foot  in  diameter 
were  chopped;  but  the  growth  of  great  firs  and  cedars 
(occasionally  one  was  10  ft.  in  diameter),  and  the  mass 
of  fallen  timber  under  foot  made  the  advance  slow.  Where 
the  timber  was  not  so  dense,  it  was  possible  to  run  from 
3,000  to  5,000  ft.  a  day,  setting  station  stakes  every  100 
ft.  In  running  a  traverse  along  a  country  road,  where 
there  was  no  tree-chopping  at  all,  the  same  party  would 
run  6  miles  a  day. 

In  running  profile  levels  over  these  transit  lines,  a  lev- 
eler and  rodman  would  average  4,000  ft.  a  day  in  rou( 
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and  densely  wooded  country;  and  6,000  ft.  in  wooded 
country  where  the  fallen  timber  did  not  retard  walking 
so  much.  In  all  cases  the  actual  time  either  on  transit 
or  level  work  averaged  8  hrs.  per  day,  and  about  2  hrs. 
per  day  were  consumed  in  going  to  and  from  camp. 

The  foregoing  records  apply  to  lines  aggregating  several 
hundred  miles  in  length,  and  are  given  partly  from  mem- 
ory as  my  original  detailed  notes  were  lost  in  a  fire. 

Cost   of  Toposraphio   Survey  for    160-Aore   Park.— > 

In  the  State  of  Washington  the  author  was  in  charge  of 
a  survey  for  a  small  city  park  of  160  acres.  The  work 
was  done  in  August,  1892,  with  a  party  of  5  men,  whose 
dally  wages  were  as  follows: 

Transitman  $5.00 

Recorder 3.00 

2  chainmen,  at  $2.50  5.00 

1  axman   2.00 

Total  per  day  |15.00 

This  party  was  engaged  26  days  in  field  work.  In  addi- 
tion, a  draftsman  and  computer  was  engaged  for  40  days 
reducing  the  notes  and  plotting  the  map  t^  a  scale  of  100 
ft.  to  the  inch,  contours  10  ft.  apa***^  ^ne  cost  of  the  sur- 
vey and  map  was,  therefore,  «U5  lollows: 

Field  work,  26  days,  at  $15 $390 

Office  work,  40  days,  at  $3 120 

Total,  160  acres,  at  $3.20 $510 

This  is  at  the  rate  of  $2,040  per  sq.  mile.  This  high  cost 
was  due  to  the  roughness  of  the  ground  and  to  the  fact 
that  about  half  the  area  was  densely  timbered.  The  area 
surveyed  was  a  hill  about  350  ft  high,  cut  up  by  a  number 
of  gulches.  A  traverse  line,  2  miles  long,  was  first  run 
to  enclose  the  hill,  station  stakes  being  set  every  100  ft, 
using  a  tape  and  transit.  Then  10  parallel  cross-lines  were 
run  along  ridges  through  the  woods  over  the  hill,  using 
tape  and  transit.  The  aggregate  length  of  these  cross- 
lines  was  3  miles.  Profile  levels  were  taken  with  a  Y-level 
alon^  all  the  transit  lines.    Contours  were  located  by  meMtf 
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of  the  stadia,  the  transit  being  set  upon  hubs  on 
the  transit  lines.  The  density  of  the  timber  great- 
ly retarded  the  stadia  work,  due  to  the  axe  work 
necessary.  Were  I  to  repeat  this  work,  I  should  run  a 
traverse  around  the  area  as  before,  chaining  and  level- 
ing; then  all  the  necessary  cross-lines  over  the  hill 
would  be  run,  using  the  stadia.  Where  woods  are  heavy  it 
is  necessary  to  run  such  cross-lines  close  together.  I 
should  increase  the  number  of  axmen,  and  have  rodmen 
also  serve  as  axmen. 

Cost  of  Topographic  Survey  of  St.  Lonls. — In  Engi- 
neering News,  Oct.  31,  1891,  Mr.  Oliver  W.  Connet  gives 
the  following:  The  area  covered  by  triangulation  was 
30  sq.  miles,  the  average  length  of  the  sides  of  the  tri- 
angles being  1^  miles.  About  921/^  miles  of  precise  levels 
were  rua  in  duplicate  at  a  cost  of  $30  per  mile,  four  benches 
per  mile.  The  stadia  method  was  used  for  topography, 
contours  being  3  ft.  apart,  about  300  points  being  located 
by  a  party  in  a  day.  The  party  consisted  of  1  topographer, 
1  recorder,  3  stadia  men,  and  1  utility  man.  The  average 
was  3.65  points  per  acre.  The  time  of  a  party  occupied 
in  field  work  for  23%  sq.  miles  was:  Triangulation,  62 
days;  precise  levels,  114  days;  topography,  248  days;  total, 
424  days.    The  cost  was: 

Triangulation |l,812or  11% 

Precise  levels  2,762  or  16% 

Topography    6,060  or  36% 

Office  work  (reduction  of  notes  and  plot- 
ting)        6,266  or  37% 

Total .$16,900* or  100% 

This  is  equivalent  to  |725  per  sq.  mile,  or  $1.13  per  acre. 
The  average  cost  of  the  party  per  day,  including  trans- 
portation, instruments,  etc.,  was: 

Triangulation $29.25 

Precise  levels   24.25 

Topography  24.50 

Cost  of  a  Stadia  Survey,  Baltimore. — Mr.  R.  A.  Mac- 
Oregor,  in  Trans.  Aul  Soc.  C.  B.,  VqI.  44,  p.  112,  gives  the 
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»lDj^*3:^  .*it  tie  v>»i  of  a  stadia  survey  of  the  City  of 
SUICJS^T^.  H^  T^  map  was  plotted  on  a  scale  of  200 
Jt  :'j  :i«^  -jci:,  jL3!d  feaoes.  roads,  houses  (with  some  de- 
A  V  ,*f  icijjsiw.  5-f:.  coaiours,  wooded  and  cultivated  areas, 
cir^fird;:^.  «.r..  w^fre  siown.  Everything  was  plotted  in  the 
:i»ai  T^^  JkY^fc:M!^  errtwr  of  closure  was  1  in  700.  The 
;ivvini^  3LX3atNfr  oif  shoes  was  6^.400  per  sq.  mile.  The  num- 
Nrr  oif  sitcc:?  ?^r  -iiy  an^rased  ISO.  the  maximum  was  349, 
^  :^  7Z:oc::3:^  a^vl  sk^cohing  being  done  in  the  field.  The 
$^'C^  w^cv  taii^a  Aa<i  r^*orded  by  the  recorder,  and  plotted 
>x  :i:^  irjLr'iszMia:.  who  stood  nearby;  the  topographer  in 
thai:t»  >^  '^'^  sk^fcching.  The  cost  of  this  field  work 
:juoiXK»  v;i^  $>^>  pier  s^.  mile  for  an  area  of  33.3  sq.  miles. 


C^«t  mi  Yini»c^inAie  Swrv«y,  IXTestelieater  Co.,  N.  Y. 
— >tr.  vt  U  Oiristiaa.  in  Trans.  Am.  Soc.  C.  E.,  Vol.  44, 
pk.  t:5.  ^txvt?  ti:-  co6^  of  making  a  survey  in  July,  1896,  of 
jb  ^T-^srrv  :r*c5  v>2r  land  in  Wtesiohester  County,  N.  Y.  Three- 
focrvi;;^  of  :!i^  tract  was  wooded,  with  much  thick  under- 
^^*Ja?it  Thi?  laavi  was  much  broken,  having  a  total  rise 
o:f  :x»  :r:..  wi:it  s:o;v^  of  *'"c  to  40%.  The  transit  lines 
v':i.T30  :t.>  vVY^fr>^i  the  oonirolling  points,  stakes  being 
s^;  ;?vv»ry  3*;  f:_  juid  pn>file  levels  taken  with  Y-level. 
rrv^^n  :ii^x><?  Mnes>,  wi:h  a  hand  level  and  tape,  the  5-ft. 
vvn:ourj  w^rv  kva:ed.  The  map  was  plotted  on  a  scale 
o:*  t'.V  !f:.  :\>  '.iie  inch.    The  cost  per  acre  was  as  follows: 

Ruanin^  trAosit  lines |0.40 

Runci::^:  Y-Ievels  0.19 

OouuHirs  wi:h  hand  level   0.53 

:?:aXes O.07 

FUniing  iransi:  lines » 0.13 

Plouing  cv^ntour  lines 0.15 

Total  per  acre |L47 

This  is  at  the  rate  of  ^40  per  sq.  mile. 

Cost   of   Toposrmpkie    Surrey    Near   Baltimore.— Mr. 

Kenneth  Allen,  in  Trans.  Am.  Soc.  C.  E.,  Vol.  44,  p.  113, 
gives  the  following  relative  to  the  cost  of  stadia  surveys 
made  for  the  Baltimore  Sewerage  Ck>mmi88ion: 
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Survey  I  II  III  IV  IT 


Contour  Interval. . . 

Scale  of  map 

Area,  square  miles. 

Area,  timbered 

Area,  water  surface 
Area,  per  day,  water 

surface 0.157         0.131         0.079        0.052        0.052 

Salaries  per  sq.  mile        $54.90       $78.00      $140.20    $323.61    $256.21 
Expenses    **         "  11.91  16.49  28.54        30.73        18.50 


5  ft.           5  ft.  5  ft.           2.5  ft.         2.5  ft. 

1"=800'    1"— 800'  l"-400'  1"«200'  l"-200' 

2.04           2.75  4.83          0.823         0.733 

47%  27% 

3%           12%           18% 


Ck>stper8q.  mUe....         $66.81       $94.49      $168.74    $354.34    $269.71 

These  costs  do  not  include  mapping  done  in  the  ofllce, 
but  do  include  maps  made  in  the  field.  In  surveys  I.  and 
V.  the  ground  had  gentle  slopes;  in  III.  the  range  of 
elevation  was  125  ft,  but  in  the  other  areas  it  did  not  ex- 
ceed 40  ft.  Comparing  I.  and  IV.  shows  the  increased  cost 
where  2.5-ft.  contours  are  located.  Comparing  I.  and  II. 
shows  the  economy  of  reading  bearings  with  a  compass 
(instead  of  with  a  vernier)  and  setting  up  on  alternate 
points  which  was  done  in  survey  I. 

Mr.  Kenneth  Allen,  in  Trans.  Am.  Soc.  C.  E.,  Vol.  30, 
p.  614,  gives  the  following  data:  A  stadia  survey  made 
for  the  Philadelphia  Water  Dept.,  in  1884,  covered  446  square 
miles  and  occupied  162  days  field  work  in  the  Perkiomen 
Water  Basin,  in  Bucks,  Montgomery  and  Lehigh  Counties. 
The  contours  were  10  ft.  apart  plotted  on  a  scale  of  400 
ft.  to  the  inch.  All  roads,  buildings  and  timber  outlines 
were  shown.  The  party  consisted  of  1  transitman  and 
1  rodman;  the  average  area  covered  per  day  taking  notes 
in  the  field  was  0.434  square  mile;  the  average  area  cov- 
ered per  day  plotting  in  the  field  was  0.31  square  mile. 

On  a  survey  in  the  Connellsville  coke  region,  a  survey 
similar  to  the  above,  but  more  detailed  and  plotted  to  a 
scale  of  600  ft.  to  the  inch,  contours  10  ft  apart,  cover- 
ing an  area  of  168  square  miles,  cost  $116  per  square  mile, 
including  the  location  of  farm  boundaries,  coal  outcrops 
and  areas,  and  the  reduction  of  all  previous  surveys  to  the 
same  scale.  The  cost  of  the  field  work  on  the  topography 
alone  was,  however,  only  |40  per  square  mile,  or  about 
one-third  the  total  cost  The  cost  of  engraving  and  pub- 
lishing was  about  $30  per  square  mile  more. 

Cost  of  Three  Stadia  Topogxaphio  Surreys. — Mr.  F. 

B.  Maltby,  in  Jour.  Assoc.  Eng.  Soc,  1896,  has  an  ^x\^s^» 
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€m  **Mf<bod8  and  Results  of  Stadia  Surreying,"  from  which 
the  following  abstracts  bare  been  made: 

A  nany  sbonld  consist  of  an  observer,  a  recorder,  and 
2  to  4  Todmen,  A  good  observer  In  open  country  can  locate 
U^  points  a  day  for  a  map  of  500  ft.  to  the  inch.  This 
means  abont  $u  or  €  hrs.  of  actual  observing,  and  gives 
an  average  of  1^  shots  per  minute.  Two  men  using  the 
Colby  protractor  (one  calling  off  and  one  plotting)  plotted 
tH  sho:s  per  hour,  as  the  average  of  25%  hrs. 

A  saadia  line^  15  miles  long,  over  which  levels  were  run, 
checking  on  each  stalce^  showed  discrepancies  between  con- 
(lecntlve  stakes  as  high  as  0.2  ft,  but  the  total  error  for 
the  1^  miles  was  less  than  1  ft 

The  cost  of  stadia  survejrs  varies  widely.  The  topograph- 
ical survey  of  Baltimore^  for  topography  alone,  excluding 
triangnlatior.  and  precise  levels,  cost  $1.50  per  acre.  The 
scale  of  the  map  is  200  ft  per  in.,  and  all  buildings,  streets, 
allcj-^  etc,  are  located.  The  cost  of  the  topography  of 
the  survey  of  St  Louis  was  73  cts.  per  acre,  scale  of  map 
the  samfk  but  few  buildings  and  f^w  street  comers  were 
liX^ated.  A  topographical  survey  of  3,000  acres,  near  Madi- 
son, 111,,  in  15ii^,  c-ost  50  cts,  per  acre  including  mapping; 
scale  WAS  4iX>  ft,  per  in.,  and  all  buildings,  fences,  railroads, 
etc.  wciv  located. 

j^evcral  different  tracts  of  land  near  St  Louis,  of  100  to 
^V  acres,  were  surveyed  for  20  to  40  cts.  par  acre.  In  these 
oases  a  scale  of  4(M>  ft,  per  in.  and  a  2-ft  contour  interval, 
and  only  the  conHguration  of  the  ground  were  required. 

A  survey  of  i^.SCH)  acres  in  Southwest  Texas,  in  1894,  was 
made:  ^>ft.  contours:  and  400  ft  per  in.  scale;  ground  was 
rolling  and  partly  covered  with  brush;  condition  favor- 
able:  cost.  7  cts,  per  acre. 

Topographical  work  on  the  Mississippi  River,  in  1891, 
cost  156  per  sq.  mile:  on  the  Missouri  River,  in  1895.  $31 
p>er  sq.  mile,  or  5  to  5U  cts,  per  acre.  Scale  was  1,000  ft 
per  in,,  contoiu^  5  ft  apart^  all  buildings,  roads,  fences, 
limits  of  culture,  etc.  located.  This  cost  includes  a  sys- 
tem of  tertiary  triangulation,  but  does  not  include  map- 
ping. 

Cost  of  Smrreya,  Erie  CamaL — ^In  Engineering  News, 
June  2S,  1900,  kr.  D.  J.  HoweU  describes    In    detail   tha 
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methods  of  making  surveys  for  the  Mohawk  Ship  Canal, 
90  miles  along  the  Mohawk  Valley  from  the  Hudson  River 
westward  to  Herkimer.  The  work  was  done  by  stadia  par- 
ties, consisting  of  1  chief,  1  observer,  1  recorder  and  4 
rodmen.  The  area  mapped  was  47,400  acres,  of  which  6,600 
are  river.  The  average  cost  was  86  cts.  per  acre,  including 
soundings  of  the  river,  field  and  office  work,  but  exclud- 
ing test  pits  and  borings.  Contours  were  2  ft.  apart;  map 
scale  1  in  2,500.  A  cross-country  survey,  25  miles  long, 
embracing  7,600  acres  (no  villages  or  cities),  cost  27  cts. 
per  acre  for  the  field  notes  and  the  reduction  of  the  notes 
ready  for  plotting.  The  cost  of  the  plotting  was  estimated 
to  be  about  23  cts.  per  acre  more,  making  the  total  cost 
about  50  cts.  per  acre.  The  men  were  well  trained  and 
the  weather  was  favorable  on  this  25-mile  stretch. 

Mr.  William  B.  Landreth,  in  Trans.  Am.  Soc.  C.  E.,  Vol. 
44,  p.  92,  discusses  the  methods  and  cost  of  stadia  topo- 
graphic surveys  made  to  determine  the  location  of  reser- 
voirs and  conduit  lines  for  the  Rome  level  of  the  Deep 
■Waterway  on  the  Oswego-Mohawk-Hudson  Route.  The 
surveys  were  made  between  Aug.  1,  1898,  and  June  1,  1899, 
scarcely  any  time  being  lost  from  bad  weather.  A  party 
consisted  of  1  engineer  in  charge,  1  transltman,  1  recorder, 
3  or  more  stadia  rodmen,  2  or  more  axmen,  1  draughtsman, 
and  1  computer.  Each  rodman  was  given  a  particular  class 
of  work,  one  following  streams,  another  taking  roads,  an- 
other woods,  and  so  on.  When  convenient  all  rodmen 
kept  on  the  same  side  of  the  transit.  Contour  Intervals 
were  10  ft  on  the  Salmon  River  and  the  Black  River  sur- 
veys, and  5  ft.  on  the  Fish  Creek  line.  At  the  close  of  each 
day  the  field  party  reduced  the  stadia  notes.  The  scale  of 
the  Salmon  River  and  the  Black  River  maps  was  1:10,000, 
and  of  the  Fish  Creek  map,  1:5,000.  About  65%  of  the  Sal- 
mon River  area  is  covered  with  small  second  growth  tim- 
ber and  swamps.  The  country  is  rough.  The  Black  River 
Valley,  between  the  villages  of  Carthage  and  Lyons  Falls 
was  surveyed  up  to  the  790-ft.  contour.  Only  25%  of  the 
area  is  wooded,  and  the  country  is  not  very  rough.  The 
Pish  Creek  Valley,  from  2  miles  above  Williamstown,  to 
2  miles  below  Taberg,  a  distance  of  21  miles,  was  surveyed, 
the  survey  covering  the  valley  and  a  portion  of  the  side 
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slopes  to  an  elevation  of  75  ft  above  the  creek.  The 
ground  was  mostly  grazing  and  farm  land,  40%  of  whicli 
was  timbered.  The  cost  of  the  three  surveys,  including 
finished  maps,  traveling  expenses,  etc.,  was  as  follows: 

Salmon  Black  Fish 

Slver  Biver  Greek 

Area,  square  miles 16                  85  19 

Set-ups 771                 600  451 

Shots 8,888  11,166  11,776 

Square  miles  per  day 0.82                 1.81  0.45 

Field  work  per  square  mile $66.00  $16.50  $64.00 

Map  work  per  square  mUe 14.00                 7.00  26.00 

^■^^^^^^^"^^^  ^m^^m^^^^m^^t^m  ^^^^h^^^^^^ 

Total  per  square  mile $80.00  $28.50  $79.00 

Note. — The  cost  of  the  base  line  surveys  for  the  Salmon 
River  and  Fish  Creek  work,  and  for  one-third  of  the  Black 
River,  is  not  included  in  the  costs  above  given;  the  costs 
include  no  leveling^  but  only  the  stadia  field  work  and  map- 
ping, excepting  on  the  Black  River  where  base  line  and 
leveling  costs  for  two-thirds  the  territory  are  included. 

Cost  of  U.  S.  Deep  Waterway  Sarrey,  N.  Y. — Mr.  A. 

J.  Himes,  in  Trans.  Am.  Soc.  C.  E.,  Vol.  44,  p.  105,  gives 
the  following  data  on  the  U.  S.  Deep  Waterways  Surveys 
for  a  30-ft.  canal  along  the  Oswego  and  Mohawk  Rivers, 
a  distance  of  91  miles.  A  sufficient  number  of  stadia  read- 
ings was  taken  to  develop  2-ft.  contours.  About  83%  of 
the  area  was  mapped  on  a  scale  of  1:5,000;  the  other  17%, 
on  a  scale  of  1:2,500.  There  were  12  sq.  miles  of  soundings 
made  in  Oswego  Harbor  and  Oneida  Lake,  and  plotted;  and 
an  area  of  about  78  sq.  miles  of  Oneida  Lake  and  Oswego 
Harbor  was  determined  by  triangulation.  There  were, 
besides,  121  sq.  miles  of  land  topography  taken.  All  build- 
ings, roads,  railroads,  property  lines,  streams,  orchards, 
swamps,  etc.,  were  located.  A  stadia  party  consisted  of 
1  instrumentman,  1  recorder  and  3  rodmen,  with  sometimes 
1  laborer  for  cutting  brush  or  rowing  a  boat.  Each  night 
the  party  reduced  the  stadia  notes  and  calculated  the  co- 
ordinates. The  error  of  closures  was  readily  kept  within 
1  in  700;  and  errors  in  elevation  seldom  exceeded  1  ft, 
being  usually  less  than  0.5-ft.  Sights  2,000  ft  long  were 
often  taken.  Charts  were  found  to  be  much  better  than 
tables  for  stadia  reductions.  The  work  was  begun 
Oct.  23,  1897,  and  finished  Nov.  5,  1898.    In  no  month  were 


ItAlLWAY  AND  TOPOGRAPHIC  SURVEYS.        683 

more  than  5  dasrs  lost  on  account  of  bad  weather.  The 
average  number  of  readings  was  1,440  per  sq.  mile.  The 
minimum  average  area  covered  per  day  by  one  party  on 
a  single  piece  of  work  was  0.058  sq.  mile.  The  maximum 
was  0.257  sq.  mile.  The  average  for  the  whole  survey  was 
0.123  sq.  mile  per  party  per  day.  The  cost  was  as  follows 
per  sq.  mile: 

Field  work $179 

Mapping   101 

Total  per  sq.  mile $280 

This  is  exclusive  of  swamps,  and  lakes  not  sounded. 

Cost  of  Government  Topograpliic  Surveys. — Mr.  Mar- 
cus Baker,  in  Trans.  Am.  Soc.  C.  E.,  Vol.  30,  p.  619,  gives 
the  cost  of  Government  topographic  surveys  in  many 
European  countries,  to  which  the  reader  is  referred.  The 
U.  S.  Geological  Survey  of  New  Jersey  was  begun  in  1877 
and  finished  in  1887,  covering  an  area  of  7,894  square  miles, 
with  contours  10  and  20  ft.  apart.  The  cost  was  $6.93  per 
square  mile,  which  includes  all  expenses  in  producing  a 
map  ready  for  the  engraver.  The  engraved  map  is  on  a 
scale  of  about  1  mile  per  inch.  A  similar  survey  of  Mas- 
sachusetts, made  1884-1888,  contour  interval  20  ft.,  cost 
$13  per  square  mile.  A  similar  survey  of  Rhode  Island, 
made  1888-1889,  cost  $9  per  square  mile.  A  similar  survey 
of  Connecticut,  5,004  square  miles,  made  1889-1890,  on  a 
scale  of  1  mile  per  inch,  20-ft.  contours,  cost  $9.80  per  square 
mile  for  map  ready  for  engraver. 

A  topographic  map  of  the  banks  of  the  Mississippi 
River,  from  Cairo  to  the  Gulf  of  Mexico,  was  completed 
by  the  Government  in  1884,  at  a  cost  of  $51  per  square 
mile  for  1,954  square  miles  of  land  and  water  surface.  The 
manuscript  map  was  on  a  scale  of  1:10,000,  embracing  the 
river  and  a  strip  of  land  %  mile  wide  on  each  side.  The 
river  was  carefully  sounded. 

Mr.  Baker  gives  estimates  of  the  cost  of  surveys  made 
by  the  Coast  Survey,  but  these  estimates  are  strongly  dis- 
puted, moreover  they  are  of  minor  value  to  engineers  in 
general  practice,  so  the  reader  is  referred  to  the  Transac- 
tions for  the  data. 

The  N.  Y.  State  Engineer's  Report,  1897,  gives  the  CQ«t 
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of  topographical  surveys,  for  the  Dept  of  the  U.  S.  Geol. 
Survey,  as  follows  per  square  mile,  contours  20  ft  apart, 
and  map  on  a  scale  of  about  1  mile  to  the  inch: 

Sq.  mile. 

Triangulating  (1,370  sq.  miles)   |2.00 

Topography 8.70 

Office  work   0.60 

$11.30 

The  total  cost  of  15,118  sq.  miles,  for  field  and  office 
I  work,  had  been  |11.06  per  sq.  mile.  A  table  giving  the 
cost  of  2,200  sq.  miles  shows  a  range  of  $4.35  to  |25  per 
sq.  mile,  the  average  being  |10.05  for  field  and  office  work, 
of  which  $8.43  was  the  cost  of  field  work.  The  cost  of  office 
work  ranged  from  |1.15  to  $4.05  per  sq.  mile,  and  averaged 
$1.62. 

Cost  of  Soundins  Thronsl^  lee. — In  Engineering  News, 
Oct.  11,  1894,  Mr.  Joseph  Ripley  describes  the  construction 
and  use  of  an  ice  boring  machine,  operated  by  bevel  gear, 
for  boring  3-in.  holes  through  ice.  Before  the  use  of  this 
machine,  holes  were  chopped  by  axes  at  a  cost  of  about 
8  cts.  per  hole  through  2  ft.  of  ice.  With  the  machine, 
operated  by  two  men,  the  average  time  was  less  than  ^ 
min.  per  hole,  through  26  ins.  of  ice,  overlaid  by  2  ft.  of 
snow,  including  all  delays.  The  time  of  actual  boring  was 
about  8  seconds  per  hole.  The  sounding  party  consisted 
of  1  chief,  recording  soundings,  2  men  sounding,  6  men 
operating  three  boring  machines,  2  men  moving  tag  lines 
and  marking  places  for  holes,  3  men  shoveling  away  snow 
after  holes  were  bored,  1  gage  observer  and  1  cook.  Such 
a  party  averaged  3,000  holes  per  day  of  8  hrs.  at  a  cost 
of  $1,000  per  month,  the  working  day  being  8  hours.  With 
25  working  days  in  a  month,  the  cost  is  1%  ctfi.  per  hole. 

In  U.  S.  Eng.  Report,  1903,  Vol.  10,  Part  2,  p.  1896,  the 
following  is  given: 

An  ice  boring  machine  will  bore  a  2^-in.  hole  through 
2  ft.  of  solid  ice  in  5  sees.  A  party  can  take  300  soundings 
per  hr.  through  ice  2  ft.  thick,  in  water  23  ft.  deep,  holes 
spaced  10  ft.  x  50  ft.  The  best  record  for  8  hrs.  was  2,749 
soundings,  ice  being  13  ins.  thick.  The  cost  of  soundings 
WOB  3  cts.  each  for  field  work,  including  locating  the  holes. 


SECTION  XIV. 
COST  OF  MISCELLANEOUS  STRUCTURES. 

The  Cost  of  Fenees. — A  barbed  wire  fence  was  built 
under  the  following  specifications: 

"Posts  to  be  of  oak  or  tamarack,  5  ins.  diameter  and  S^i 
ft.  long,  spaced  16^^  ft.  apart,  c.  to  c,  and  set  31^  ft.  deep 
in  the  ground.     The  height  of    fepce    to  be  4  ft.  9  ins., 
formed  of  four  lines  of  4-barb  wire,  spaced  12,  14,  15  and 
16  ins.  apart  measured  from  the  ground  up." 

Per  mile. 

350  posts,  including  braces,  at  10  cts $35.00 

1,500  lbs.  4-point  barbed  wire,  at  5  cts 75.00 

40  lbs.  staples,  at  5  cts 2.00 

Labor 43.00 

*     Total   $155.00 

This  10  cts.  per  post  was  a  very  low  price,  due  to  the 
fact  that  posts  were  cift  from  trees  near  the  work.  Posts 
are  frequently  5  to  10  cts.  per  lin.  ft.  of  post,  where  they 
are  imported  by  rail. 

Where  rail  fences  are  built,  the  posts  are  usually  spaced 
8  ft.  apart  c.  to  c,  and  set  at  least  3  ft.  deep.  The  fencing 
specified  by  the  Mass.  Highway  .  Commission  consists  of 
cedar  or  chestnut  posts,  not  less  than  6  ins.  diam.  and  6^ 
ft.  long,  set  3  ft.  in  the  ground,  and  spaced  8  ft.  c.  to  c, 
bark  peeled  off.  A  top  rail,  4x4  ins.,  and  a  side  rail, 
2x6  ins.,  are  specified  to  be  of  dressed  spruce;  and  both 
rails  are  notched  into  the  posts  and  spiked.  The  fence  is 
painted  with  one  coat  of  white  lead  and  oil.  The  usual 
coo  tract  price  for  such  a  fence  in  Massachusetts  is  15  cts. 
per  lin.  ft,  or  $890  per  mile.  There  are  660  posts,  and 
12,300  ft  B.  M.  of  spruce  per  mile. 
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The  wire  fences  of  the  Louisville  &  Nashville  Ry.  have 
I)osts  7  ft  long,  with  seven  wires  spaced  4,  4,  6,  8,  10,  12 
and  12  ins.  from  the  ground  up.  For  one  mile  of  fencing 
the  following  materials  and  labor  are  required: 

Per  mile. 

3  barbed  hog  wires  (7.7  lbs.  per  100  ft.) 1,218  lbs. 

2  barbed  cattle  wires  (7.14  lbs.  per  100  ft) 754  lbs. 

2  plain  ribbon  wires  (6.66  lbs.  per  100  ft) 704  lbs. 

Total  wire  per  mile 2,676  lbs. 

Staples  49  lbs. 

Posts,  10  ft  apart 528 

Bracing,  1  x  6-in.  yellow  pine,  ft  B.  M 440 

Labor $105 

In  soft  soil  a  good  workman,  using  an  8-in.  post  hole 
digger,  will  dig  100  post  holes,  2  ft.  deep,  per  day  of  10  hrs. 

Cost  of  a  Cras  Pipe  Hand  Railing. — A  gas  pipe  band 
railing  for  a  small  stone-arch  bridge  was  made  of  three 
lines  of  IV^-in.  pipe  rails  and  posts.  The  weight  of  the 
pipe  was  800  lbs.  for  100  lin.  ft  of  railing  (50  ft.  on  each 
side  of  the  bridge).     The  cost  was  as  follows: 

100  lin.  ft  of  railing  ready  to  erect $65.00 

Hauling  V/j  miles 0.60 

1  qt.  asphaltum  paint * 0.20 

Paint  brush 0.20 

9  lbs.  sulphur,  at  8  cts ! 0.72 

Iron  kettle  to  melt  sulphur  in  0.40 

Labor  erecting  railing,  17  hrs.,  at  35  cts 5.95 

Labor  erecting  railing,  2  hrs.,  at  15  cts 0.30 

Total  for  100  ft  of  railing $73.37 

The  principal  cost  of  erecting  was  the  drilling  of  48  bolt 
holes  (V^  X  2  ins.)  in  the  stone  coping.  The  bolts  that 
passed  through  the  cast-iron  post  bases  were  held  with 
sulphur.  The  posts  were  made  of  1%-in.  gas  pipe,  crosses 
and  tees.  The  1^-in.  pipe  measured  about  2  ins.  out- 
side diameter,  which  is  a  good  size  for  hand  railing. 

On  another  job  100  lin.  ft  of  hand  railing  were  built 
«,long  an  embankment     The  railing  was  made  of  3  lines 
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of  %-in.  gas  pipe  (l-in.  diam.  outside)  made  as  above  de- 
scribed, except  that  each  post  was  fastened  to  an  oak 
plank  buried  in  the  ground,  and  an  inclined  brace  ran  from 
each  post  to  the  plank.  The  cost  of  100  lin.  ft.  of  railing 
was: 

100  lin.  ft.  railing  and  posts   $37.50 

Labor  erecting  31.50 

Total $69.00 

Cost  of  a   Brnsli  and   Stone  Revetment. — Mr.   W.   R. 

DeWitt  gives  the  following  on  building  a  brush  and  stone 
revetment  along  8,200  ft.  of  river  bank,  on  the  Missouri 
River,  near  Cambridge,  Mo.  The  work  was  done  by  com- 
pany laborers  for  the  Chicago  &  Alton  Ry.,  in  1901,  and 
is  similar  to  nearby  Government  work  which  had  proven 
satisfactory  for  12  years  previous.  The  bank  was  first 
graded  down  with  a  hydraulic  giant  having  a  1^-in.  noz- 
zle, water  being  Supplied  by  a  pump  at  100  lbs.  pressure. 
A  grading  force  consisting  of  1  steam-engineer,  1  fireman, 
1  nozzleman,  1  watchman  and  2  laborers  graded  100  lin, 
ft.  of  bank,  moving  about  800  cu.  yds.  per  day.  The  noz- 
zle was  started  at  the  top  of  the  bank  and  moved  down 
the  slope  to  the  water's  edge,  cutting  a  true  slope. 

The  grading  was  followed  up  closely  by  the  gang  weav- 
ing brush  mattresses.  Two  barges  20  x  50  ft.  were  lashed 
end  to  end,  and  a  platform  and  set  of  ways  built  thereon. 
The  weaving  was  done  on  the  ways.  When  the  weavers 
reached  the  top  of  the  ways,  the  boat  was  dropped  down 
stream.  The  mattress  is  of  willow  brush,  pieces  being  1 
to  2  ins.  diam.  at  the  butt,  and  15  to  25  ft.  long,  woven 
with  an  over  and  under  stitch,  like  the  seat  of  a  cane 
chair.  It  is  12  ins.  thick  and  86  ft.  wide,  and  is  strength- 
ened and  held  by  %-in.  galvanized  wire  cables  anchored 
to  12  X  12-in.  pine  deadmen  on  the  top  of  the  bank.  The 
mattress  projects  3  ft.  above  low  water.  The  mat- 
tress force  consisted  of  1  foreman,  10  laborers  skilled 
In  weaving,  10  laborers  passing  brush  to  the  weav- 
ers, 3  laborers  to  pass  the  brush  from  scow  along- 
side to  the  weavers'  helpers,  5  laborers  weaving 
the    cables    through    the    mattress,     3    laborers    digging 
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and  filling  deadmen  holes,  and  1  waterboy,  or  33 
men  in  all,  at  |1.50  per  day  per  man.  This  force  would 
average  90  lin.  ft  of  mattress  in  10  hrs.,  or  287  cu.  yds.  of 
mattress. 

After  a  sufficient  length  of  mattress  was  floating  on  the 
water,  it  was  sunk  by  placing  upon  it  stones  weighing  100 
to  200  lbs.  each,  which  were  delivered  by  a  barge.  A  gang 
of  30  men  would  unload  150  cu.  yds.  of  stone  from  the 
barge  upon  the  mattress  in  3  hrs.,  sinking  200  lin.  ft.  of 
mattress. 

The  bank  above  the  mattress,  which  was  graded  to  a 
1:2  slope,  was  paved  with  rough  one-man  stone  up  to  2 
ft.  above  high  water,  the  thickness  of  the  paving  being 
8  ins.  at  the  top,  increasing  to  12  ins.  at  the  low  water 
line.  A  force  of  28  men  wheeled  the  stone  on  run  planks 
from  barges  in  the  river,  the  extreme  distance  being 
about  60  ft.  The  width  of  the  paving  on  the  slope  is  54 
ft.,  and  these  28  men,  with  4  pavers,  averaged  100  lin.  ft., 
or  5,400  sq.  ft.,  or  150  cu.  yds.,  in  10  hrs.  The  stone  layers 
began  at  the  top  (reversing  the  usual  procedure),  and  laid 
the  stone  sloping  uphill,  so  that  each  stone  was  self-sup- 
porting. Upon  this  rough  slope  wall  (the  stone  of  which 
received  no  hammer  dressing),  a  layer  of  spalls  and  crushed 
stone  2  ins.  thick  was  spread,  and  all  joints  were  thus 
filled.  The  cost  per  100  lin.  ft.  of  this  brush  and  stone 
revetment  was  as  follows: 

Grading  bank,  labor  $10.25 

Grading  bank,  fuel  and  supplies  2.25 

60  cords  willow  brush,  delivered,  at  $1.75 105.00 

800  lbs.  %-in.  galv.  cable,  at  4  cts 32.00 

48  clips  (7/16-in.  iron),  at  5  cts 2.40 

6  deadmen,  12  x  12  ins.  x  4  ft.,  at  $1 6.00 

Labor  weaving  mattress  55.22 

75  cu.  yds.  stone  for  ballasting,  at  $1 75.00 

Labor  ballasting  mattress 6.50 

150  cu.  yds.  stone  for  slope  paving,  at  $1 150.00 

Labor  laying  150  cu.  yds.  paving 51.70 

47  cu.  yds.  spawls,  at  $0.50 23.50 

Labor  spreading  47  cu.  yds.  spawls 15.43 

Administration   18.25 
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Care  of  plant,  |7.50;  and  repairs,  $1.50 ,$9.00 

Rent  of  plant lOO.OO 

Surveys 5.00 

Ice 3.00 

Towage,  other  than  for  stone  and  brush 8.25 

Total $678.75 

The  plant  consisted  of  1  grading  outfit,  1  mattress  boat 
and  6  barges,  25  x  100  ft. 

Cost  of  Clearing  Land. — The  cost  of  clearing  the  mar- 
gins of  Indian  Lake,  N.  Y.,  for  35  miles,  was  about  $12 
per  acre  for  1,160  acres.  Men  were  paid  $1  a  day  and 
board;  and  the  board  cost  about  50  cts.  a  day.  Foremen 
(1  foreman  to  20  men)  were  paid  $35  a  month  and  board. 
Each  acre,  it  was  estimated,  ran  from  50  to  75  cords  of 
wood.  Each  laborer  averaged  one-fifth  acre  cut  per  day, 
including  some  piling,  but  no  burning  of  the  timber;  so 
that  the  cutting  cost  $7.50  per. acre.  There  was  no  large 
merchantable  timber,  all  having  been  cut  down  years  be- 
fore. The  growth  was  mostly  small  pines,  balsams  and 
various  hardwoods.  The  methods  of  clearing  are  described 
in  Engineering  News,  May  18,  1899,  p.  314. 

In  the  work  for  the  filter  beds  at  Brockton,  Mass.,  1894, 
there  were  18.8  acres  cleared  and  grubbed,  of  which  14.4 
acres  were  standing  pine.  The  trees  varied  from  6  to  24 
ins.  in  diameter;  and  there  were  about  3  trees  per  sq.  rod. 
When  cut  up,  about  35  cords  of  wood  per  acre  were  ob- 
tained. The  total  cost  of  pulling  and  disposing  of  stumps 
was  $112  per  acre,  or  23  cts.  per  tree.  Wages  of  laborers 
were  $1.50  a  day. 

The  contract  prices  for  clearing  and  grubbing  through 
the  dense  forests  on  Puget  Sound,  Washington,  often  run 
as  high  as  $500  an  acre.  This  is  probably  the  most  dif- 
ficult work  of  its  kind  in  America. 

A  very  common  price  for  clearing  and  grubbing  forest 
land  in  the  eastern  part  of  America  is  $50  an  acre,  when/ 
wages  are  $1.50  a  day. 

Cost  of  Cordwood  and  Co«i  of  a  Wire  Rope  Tram- 
way.— ^In  Engineering  News,  March  21,  1891,  Mr.  B.  Mc- 
Intire  describes  and  illustrates  a  wire  ropeway  built  b»l 
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him  in  a884  in  Mexico.  He  states  that  when  the  inclination 
of  an  endless  traveling  ropeway  is  greater  than  about  1  in 
7  it  will  run  by  gravity,  the  speed  being  controlled  by  a 
brake.  A  ropeway  running  200  ft  per  min.  with  buckets 
at  intervals  of  48  ft,  each  carrying  160  lbs.,  will  deliver 
20  tons  per  hr.  By  using  two  clips  close  together  on  the 
rope,  loads  of  700  lbs.  per  bucket  may  be  carried.  This 
particular  ropeway  was  used  for  carrying  cord  wood  to  a 
mine.  Its  total  length  was  10,115  ft.  between  terminals, 
and  the  difference  in  elevation  was  3,575  ft.  The  longest 
span  between  towers  was  1,935  ft.,  the  shortest,  104  ft.; 
there  were  10  towers  and  two  terminals.  Hewed  timbers 
were  used  for  the  towers,  being  much  better  than  round 
timbers  in  maintenance.  The  rope  was  13/16-in.  diam., 
plow  steel,  of  300,000  lbs.  strength  per  sq.  in.,  bought  of 
the  California  Wire  Works.  It  was  transported  on  7  mules 
in  lengths  of  2,250  ft.,  each  mule  carrying  a  coil  321  ft 
long,  with  a  piece  10  ft  long  between  mules.  The  coils 
were  24  ins.  diam.  There  were  3  men  required  to  every 
7  mules.  Care  must  be  taken  to  lead  the  mules  on  a  steep 
ascent  to  prevent  a  sudden  rush  that  may  throw  a  mule 
over  a  precipice.  The  ropeway,  after  erection,  was  lubri- 
cated best  by  using  black  West  Virginia  oil  (instead  of 
tar),  applied  continuously  at  the  rate  of  a  drop  a  minute. 
This  was  vastly  better  than  intermittent  oiling.  The  cost 
of  this  ropeway  was  as  follows: 

Upper  terminal 1 192.45 

Lower  terminal 218.00 

5  trees  fitted  for  towers 103.00 

5  towers  854.25 

Counterweight  tower 169.00 

Remodeling  towers 332.00 

Stretching,  splicing  and  mounting  rope,  attach- 
ing clips  and  baskets 255.00 

Total  labor  cost  of  construction $2,123.70 

Opening  and  maintaining  roads  1,822.30 

Ropeway,  materials  and  transportation 15,454.00 

^talcoBt  lii  running  order $19,400.00 
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This  is  equivalent  to  about  $10,000  a  mile.  During  9 
mos.  the  ropeway  was  operated  at  a  cost  of  $400  a  month, 
and  handled  660  cords  per  month;  the  items  of  cost  being 
as  follows  for  9  mos.: 

1  brakeman,  at  $52  per  mo $  468 

3  men  filling,  at  $26  per  mo.  each  702 

1  man  dumping,  at  $40  per  mo 360 

1  man  looking  after  line  and  oiling,  at  $26 234 

Oil 117 

Repairing  (very  heavy,  $2.25  per  day) 526 

2  men  wheeling  wood  away  from  terminal 468 

2  men  receiving  wood  from  choppers  and  deliver- 
ing it  to  packers 702 

Total  for  9  mos $3,577 

It  will  be  noted  that  the  cost  of  labor  was  low,  being 
$1  a  day  for  common  labor.  The  cost  of  cutting  and  de- 
livering wood  to  the  tramway  was  $2.20  per  cord,  and  the 
cost  of  transporting  by  the  tramway,  as  above  given,  was 
60  cts.  per  cord  (not  including  interest  on  the  plant). 
During  the  previous  year  the  cost  of  cutting  and  teaming 
wood  had  been  $12  per  cord.  The  total  saving  to  the  com- 
pany, after  deducting  cost  of  tramway,  was  $33,500  the* 
first  year. 

Cost  of  Linins  a  Reservoir  Witli  Asphalt.— In  Trans. 
Am.  Soc.  C.  E.,  1892,  Vol.  27,  p.  629,  Mr.  James  D.  Schuy- 
ler discusses  the  use  of  California  asphalt  for  lining  two 
reservoirs  of  the  Citizens  Water  Co.,  at  Denver,  Col. 

The  earth  slopes  of  a  reservoir  were  first  sprinkled  and 
rolled  with  a  5-ton  slope  roller,  operated  by  a  hoisting  en- 
gine mounted  on  rails  on  top  of  the  embankment.  Slopes 
were  1%  to  1,  and  depth  of  water  was  20  ft.  Beginning  at 
the  bottom  the  asphalt  was  laid  on  the  earth  slopes  fii 
horizontal  strips  10  ft.  wide,  1%  ins.  thick,  spread  with 
hot  rakes,  tamped  with  hot  tampers,  and  ironed  with  hot 
smoothing  irons.  Asphalt  was  hauled  2^^  miles  and  de- 
livered at  a  temperature  of  250**.  While  the  asphalt  sheet 
was  still  warm,  anchor  spikes,  of  %  x  1-in.  strap  iron  8 
ills,  long,  were  driven  through  the  asphalt  into  the  Aiwa3& 
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In  rows  1  ft.  apart  Every  other  row  was  driven  flush, 
the  alternate  rows  heing  temporarily  left  projecting.!^ 
Ins.,  to  serve  as  a  rest  for  2  x  4-in.  strips  of  lumber,  form- 
ing steps  for  the  workmen.  When  the  finishing  coat  came 
to  be  applied  these  spikes  were  driven  in  flush. 

The  bottom  was  coated  with  asphalt  1  in.  thick,  and 
after  tamping  was  rolled  with  a  cold  5-ton  steam-roller. 
The  finishing  coat  of  refined  Trinidad  asphalt,  fluxed  with 
residuum  oil,  was  poured  on  hot  from  buckets  and  ironed 
with  smoothers  heated  to  cherry  red.  When  first  applied 
the  irons  produced  a  yellow  smoke,  and  had  to  be  moved 
rapidly,  but  thus  only  could  a  good  bond  be  secured  with 
the  first  coat 

The  cost  of  asphalting  a  reservoir  having  a  bottom  area 
of  87,300  sq.  ft  and  a  side-slope  area  of  65,300  sq.  ft,  or 
a  total  of  152,600  sq.  ft,  was  as  follows: 

1,304  tons,  20%  asphalt  mastic,  80%  sand,  at  $12. $15,648.00 

15  tons,  15%  asphalt  mastic,  85%  sand,  at  $10..  580.00 

86.21  tons  liquid  asphalt  fiuxed  with  oil,  at  $40.  3,448.40 

Fuel  for  heating  irons  and  for  steam  roller. . . .  276.02 

Lights   36.00 

Tools   179.75 

Pegirons,   material  and  labor  of  cutting  and 

dipping  in  asphalt 650.00 

Labor .1,921.50 

Use  of  roller  6  days 60.00 

Total  for  152,600  sq.  ft,  at  14.94  cts.  per  sq.  ft.. $22,799.67 

Mr.  Schuyler  informs  me  that,  as  nearly  as  he  can  re- 
member, men  were  paid  $1.75  per  10-hr.  day,  although  pos- 
sibly the  rate  was  $2  a  day. 

The  second  reservoir  was  lined  in  a  manner  similar  to 
the  first,  just  described.  The  total  area  of  bottom  and 
slopes  was  143,670  sq.  ft.,  which  required  1,156  short  tons 
of  the  asphalt  and  sand  mixture  for  the  first  coat;  and  aa 
this  mixture  weighed  127  lbs.  per  cu.  ft  after  compression, 
the  average  thickness  was  1.53  Ins.,  requiring  16  lbs.  per 
sg^  ft    The  finishing  coat  was  %  to  H-^n.  thick,  and  re- 
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quired  1.24  lbs.  of  asphalt  per  sq.  ft.    The  cost  of  lining 

thifi  reservoir  was  as  follows: 

Cts.  per  sq.  ft 

Materials  for  first  coat 8.98 

Materials  for  second  coat 2.48 

Labor,  fuel,  spikes,  etc 1.99 

Total  cost  of  both  coats  13.45 

In  preparing  the  mastic  for  the  first  coat  78%  of  La 
Patera  asphalt  and  22%  of  Las  Conchas  fiux  were  boiled 
together  in  open  kettles  for  12  hrs.,  at  250°  to  300°,  with 
frequent  stirring.  Then  20%  (by  weight)  of  this  mastic 
was  mixed  with  80%  of  sand  heated  to  300°,  a  cylinder  with 
strong  paddles  being  used  for  the  mixing,  which  took  about 
2  mins.  The  charge  was  dumped  into  a  cart,  hauled  to 
the  reservoir  and  dumped  upon  a  wooden  platform,  and 
thence  taken  in  hot  scoops,  spread  and  raked.  Hot  rollers 
were  then  used,  and  they  were  superior  to  tamping  and 
ironing.  These  rollers  were  made  from  sections  of  cast 
iron  pipe,  turned  smooth  on  the  outside,  and  fitted  inside 
with  a  hanging  basket  in  which  a  fire  was  maintained. 
For  the  bottom  rolling  a  30-in.  pipe  was  used;  for  the 
slopes  a  14-in.  pipe,  pulled  with  a  %-in.  wire  cable  passing 
over  a  pulley  at  the  top  of  the  slope,  was  used. 

Asphalt  as  a  reservoir  lining  possesses  several  advan- 
tages: It  will  not  crack  even  when  there  is  considerable 
settlement  of  the  embankment.  If  cracks  do  occur  it  is 
easily  patched,  the  new  material  uniting  perfectly  with 
the  old. 

To  prevent  earth  from  crumbling  and  rolling  down  upon 
the  partly  completed  asphalt,  it  is  often  wise  to  plaster 
the  earth  with  a  mortar  of  sand,  cement  and*  lime  to  a 
thickness  of  nearly  1  in.,  which  will  cost  about  %  ct.  per 
sq.  ft.  On  this  should  be  spread  a  thin  coat  of  liquid  as- 
phalt as  a  binder,  which  would  have  the  additional  ad- 
vantage%of  protecting  the  asphalt  from  ground  water.  To 
prevent  accumulated  ground  water  from  forcing  off  the 
asphalt  lining,  when  the  water  in  a  reservoir  is  drawn 
down,  it  is  often  necessary  to  provide  broken  stone  drains 
back  of  the  lining.    These  drains  may  be  led  to  a  receivini 
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well  connected  with  the  reBervoir  by  pipes  provided  with 
valves  opening  automatically  into  the  reservoir. 

Ice,  18  ios.  thiclc,  has  been  frozen  fast  to  the  asphalt 
lining  all  around,  and  the  water  lowered  and  raised  again 
3  or  4  ft  without  damaging  the  lining  in  the  least 

I  am  informed  (Sept,  1904)  by  Mr.  Geo.  S.  Prince,  Asst 
Ch.  Engr.  the  Denver  Union  Water  Co.,  that  this  asphalt 
lining  has  not  been  durable.  "It  has  run  considerably  on 
the  slopes  and  this  has  resulted  in  the  cracking  and  dis- 
integrating of  the  asphalt  so  that  considerable  expense  has 
been  involved  in  keeping  it  in  anything  like  serviceable 
condition  and  we  would  not  consider  using  it  again  in  this 
connection,  preferring  rather  to  employ  concrete  linings." 

Cost  of  Handling  and  Screening  Cinders. — Cinders 
are  often  used  in  concrete  and  for  other  purposes.  The 
following  data  have  been  abstracted  from  an  article  in  En- 
gineering News,  Aug.  18,  1904,  by  Mr.  Ernest  McCuliough: 

The  cost  of  unloading  and  screening  soft-coal  locomo- 
tive cinders  for  a  filter  bed  was  as  follows:  The 
filter  bed  consisted  of  a  lower  layer  of  cinders 
27  ins.  thick  and  an  upper  layer  9  ins.  thick.  The 
lower  layer  comprised  all  cinders  that  would  pass  a  screen 
of  I -in.  mesh,  but  that  would  not  pass  a  %-in.  mesh.  The 
upper  0-in.  layer  would  pass  a  %-in.  mesh,  but  not  a  ^-in. 
mosh.  Vnsorooned  cinders  were  shipped  in  gondola  cars 
hoUii' jr  about  32  cu.  yds.  each,  and  were  unloaded  near 
the  filter  bed.  screened  and  conveyed  in  wheelbarrows  to 
place.  The  freight  on  car  load  was  about  |36.  In  one 
shipment  of  U>  oai*s  there  were  2  cars  of  ashes  so  fine  as 
to  bo  rejected  without  screening.  The  others  gave  the  fol- 
^ lowing  pn.^portions: 

CUnkors  not  passing  1-in,  mesh ^  l(Ki 

Clmlcrs  i^assing  1-in..  but  no:  passing  %-in.  mesh.../  75% 

Cinders  i^sshig  %-in..  but  not  passing  ^^-in.  mesh....  5*i 

Pino  dust,  under  Vi** i<^ 

Total   !..  ICW 

U  wns  fv^ur.d  :hat  cin^^^.ers  in  a  pile  exposed  Sor  two  weeks 
tx>  lh<?  ruir,  aud   woathoT   wete  si^  dlsinte^ratied  that  ZS^ 
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One  man,  using  a  coal  scoop,  would  unload  32  cu.  yds. 
from  a  car  in  10  hrs.,  and  as  this  yielded  about  24  cu.  yds. 
of  coarse  screened  cinders,  the  cost  of  unloading  was  6 
cts.  pef  cu.  yd.,  wages  being  $1.50  a  day.  Another  man, 
using  a  scuop,  would  shovel  the  cinders  upon  the  first 
(1-in.)  screen  at  the  same  rate.  But  it  took  two  men,  us- 
ing ordinary  square  pointed  shovels,  to  screen  through 
the  %-in.  screens,  and  these  men  screened  the  material 
twice,  because  it  would  not  pass  through  these  screens 
rapidly,  nor  at  the  first  screening.  A  fair  estimate  of  the 
cost  of  unloading  and  screening  the  coarse  (1-in.  to  %-in.) 
cinders  is  as  follows,  the  cinders  being  measured  in  place 
in  the  filter  bed: 

Per  cu.  yd. 

Unloading  cars  $0.06 

Coarse  (1-in.)  screening 0.06 

Fine  (%-in.)  screening  twice  0.24 

Wheeling  and  spreading  in  bed  0.08 

Total $0.44 

The  freight  was  about  $1.50  per  cu.  yd.  of  screened  cin- 
ders, and  the  cost  of  loading  the  cars  about  16  cts.  more, 
making  a  grand  total  of  $2.10  per  cu.  yd.  of  coarse  screened 
cinders  in  place  in  filter  beds. 

Since  all  the  cost  of  loading,  unloading  and  freight  has 
been  charged  to  the  coarse  cinders,  the  cost  of  the  fine 
cinders  (%  to  %-in.)  was  merely  the  cost  of  screening 
them  twice  through  a  %-in.  screen,  or  24  cts.  per  cu.  yd. 
plus  8  cts.  for  wheeling  and  spreading.  When  these  fine 
cinders  were  perfectly  dry,  once  over  the  %-in.  screen  was 
enough;  but,  if  very  wet  and  largely  dust,  screening  three 
times  over  the  %-in.  screen  was  necessary. 

Since  the  proportion  of  fine  screenings  (%  to  %-in.)  was 
so  small,  it  was  necessary  to  buy  a  number  of  car  loads 
of  screenings  and  waste  all  the  material  over  %-in.  size. 
The  freight,  when  charged  against  the  fine  screenings,  was 
about  $12  per  cu.  yd.  due  to  the  fact  that  not  more  than 
3  cu.  yds.  of  fine  screenings  could  be  obtained  from  a  car 
load.  An  attempt  was  made  to  grind  up  some  of  the 
coarse  screenings  using  a  farmer's  feed  mill  operated  by 
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horse  power.  The  mill  would  grind  at  the  rate  of  VA 
cu.  yds.  of  cinders  in  10  hrs.,  but  so  many  iron  nuts,  bolts, 
washers,  etc.,  were  in  the  screenings  that  the  mill  was  con* 
tinually  forced  to  stop,  and  finally  its  use  had  to  be  aban- 
doned. 

I  may  add  that  the  specific  gravity  of  soft  coal  cinders 
is  1.5  and  that  the  voids  are  frequently  as  high  as  60%, 
in  which  case  1  cu.  ft.  of  cinders  weighs  Z7%  lbs. 

Cost  of  Paddle. — Puddle  is  a  mixture  of  gravel  and 
clay  which  is  wet  and  rammed  or  rolled  into  place.  Many 
engineers  use  the  clay  as  they  would  a  mortar  to  fill  the 
voids  in  the  gravel.  A  few  engineers  use  the  gravel  mere- 
ly to  insure  the  crumbling  of  the  sides  and  roof  of  any 
incipient  hole  in  the  puddle  so  as  to  fill  it  up. 

Fanning  gives  the  following  proportions  measured  loose: 

Cu.  yd. 

Coarse  gravel 1.00 

Fine  gravel 0.35 

Sand 0.15 

Clay  0.20 

Total  loose 1.70 

This  when  mixed,  he  says,  will  make  1.3  cu.  yds.,  and 
when  thoroughly  rammed  1.25  cu.  yds. 
Another  mixture  given  is: 

Cu.  yd. 

Gravel 1.00 

Sand   0.35 

Clay 0.25 

Total  1.60 

This  when  mixed  and  spread  makes  1.16  cu.  yds.,  and 
when  rammed  1.1  cu.  yds. 

When  clay  is  not  available,  very  fine  sand  and  a  little 
loam  can  be  used  to  fill  the  voids  in  gravel.  Where  pud- 
dle is  used  to  cover  a  large  area,  like  the  bottom  of  a  res- 
ervoir, the  gravel  is  first  spread  in  a  layer  about  3  ins. 
thick,  the  clay  is  spread  over  the  gravel,  and  the  sand  over 
the  clay  in  their  proper  proportions.     Then  an  ordinary 
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harrow  is  dragged  by  a  team  back  and  forth  until  mixing  is 
complete.  Water  is  next  sprinkled  over  in  amount  suffi- 
cient to  cause  the  mass  to  knead  like  stiff  dough  under  a 
2-ton  sectional  roller.  Such  a  puddle  is  as  heavy  as  con- 
crete and  resists  abrasion  almost  as  well.  With  labor  at 
$1.50  and  teams  at  $3.50  the  cost  is  8  cts.  per  cu.  yd.  for 
spreading  by  hand,  5  cts.  for  harrowing,  2  cts.  for 
sprinkling  and  5  cts.  for  rolling,  making  a  total  of  20 
cts.  per  cu.  yd.  of  puddle;  but  an  exacting  engineer  can 
readily  make  the  cost  double  this  amount,  bringing  it 
to  40  cts.  per  cu.  yd.,  which  is  about  what  it  costs  to 
spread,  sprinkle  and  roll  a  cu.  yd.  of  macadam. 

Where  puddle  is  used  in  confined  places,  like  trenches, 
it  must  be  mixed  like  concrete  and  rammed  to  place.  The 
cost  of  mixing  by  hand  and  ramming  the  puddle  is  30  to 
50  cts.  per  cu.  yd.  On  the  Erie  Canal,  with  wages  $1.50 
for  10  hrs.,  the  contract  prices  for  mixing  and  laying  pud- 
dle ranged  from  20  to  60  cts.  per  cu.  yd.,  the  average  price 
being  35  cts.,  and  this  did  not  include  the  materials. 

Cost  of  a  Bridge  Foundation  Excavation  and  Coffer- 
dam. — Mr.  Walter  N.  Frickstad  gives  the  following  data 
on  bridge  foundation  work,  done  by  force  account,  by  the 
Southern  Pacific  R.  R.  in  Nevada,  year  1902-3.  In  cross 
ing  the  Humboldt  River  the  line  made  a  very  sharp  angle 
with  the  river,  but  a  skew  bridge  was  not  used.  There 
were  two  abutments  and  one  pier.  To  build  the  east  abut- 
ment an  L-shaped  coffer-dam  of  sand  bags,  filled  in  be- 
tween with  earth,  was  used.  The  long  leg  of  the  L  was 
100  ft.  long,  and  the  short  leg  40  ft.  long.  This  enclosed 
a  triangle  of  water,  bounded  by  the  two  legs  of  the  L- 
shaped  coffer-dam  and  the  shore  line  of  the  river.  The 
sand  filled  sacks  were  wheeled  to  place  and  deposited  by 
men  provided  with  long  handled  shovels  and  sticks  to 
guide  them  to  place;  but  it  was  not  found  practicable  to 
build  the  sacks  up  in  tiers,  for  the  air  spaces  in  the  sacks 
buoyed  them  so  that  they  were  easily  displaced  by  the  river 
current.  It  was  intended  to  leave  a  3-ft.  space  between 
two  tiers  of  sacks,  to  be  filled  with  puddle,  but  this  space 
became  choked  with  sacks.  It  was  found  impossible  to 
pump  out  this  dam  with  a  one-man  sewer  "deluge"  pump, 
so  a  bank  of  earth  was  deposited  outside  of  the  dam  of 
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sacks.  Where  the  current  was  swiftest,  the  earth  was  rushed 
to  place  with  a  steady  stream  of  wheelbarrows,  the  coarrest 
gravel  being  used  as  a  riprap  on  the  loam  and  sand;  and. 
in  spite  of  current  of  5  ft  per  second,  the  embankment 
held  its  place.  Then  with  4  men  on  a  shift,  two  working 
while  two  rested  alternately  in  15-minute  periods,  the 
dam  was  pumped  dry  in  2  days  and  3  nights,  at  a  cost 
of  $19  per  24  hrs.  To  reduce  the  area,  to  be  kept  pumped 
out,  a  cross-wall  of  sacks,  30  ft  long,  was  put  in.  About 
2,230  sacks  were  used,  all  told. 
This  work  cost  as  follows: 

Building  L-shaped  dam,  53  days,  at  $1.50 $79.50 

Filling  its  slope  with  earth,  32  days,  at  $1.50 48.00 

Building  cross- wall  of  dam,  30  days,  at  $1.50 45.00 

Excavating  mud  and  loose  rock,  24  days,  at  $1.50    36.00 
Pumping  until  masons  were  above  water  line,  85 

days,  at  $1.50  127.50 

Foreman,  9  days,  at  $3  27.00 

Total  $363.00 

While  the  masons  were  at  work  on  the  east  abutment, 
the  coffer-dam  of  the  center  pier  was  built  in  a  manner 
that  proved  to  be  the  cheapest  and  requiring  the  least 
equipment  of  all  the  methods  of  coffer-damming  used.  To 
get  to  bed  rock  there  were  2  ft.  of  silt,  7  ft.  of  gravel  and 
boulders  and  5  ft  of  boulders.  Tests  with  long  drills  had 
led  the  engineers  to  believe  that  solid  rock  was  5  ft.  nearer 
the  surface,  the  boulders  being  mistaken  foi*  solid  rock. 
The  pier  was  of  masonry  with  a  sharp  nose  at  each  end, 
so  the  coffer-dam  was  made  of  similar  shape  and  with 
a  length  of  55  ft.  from  nose  to  nose,  and  an  outside  width 
of  16  ft  The  coffer-dam  consisted  of  sheet  piling  driven 
by  hand  as  fast  as  the  excavation  progressed  inside,  just 
as  in  ordinary  sheeting  of  a  sewer  trench.  The  rangers,  or 
waling  pieces,  to  support  the  sheet  piling  were  made  of 
8  X  17-in.  Oregon  pine,  drift-bolted  together  to  form  a 
frame,  as  shown  in  Fig.  29.  This  frame  was  laid  flat  just 
above  the  surface  of  the  water,  being  temporarily  sup- 
ported by  a  bar  of  river  sand  at  one  end  and  by  a  pair 
of  wooden  horses  (4  ft  high)  near  the  other  end.    These 
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horses  were  built  and  sunk  in  the  stream,  and  planks  laid 
out  from  the  sand  bar,  upon  which  to  push  the  frame  to 
place  on  1^-in.  gas  pipe  rollers  by  four  men  using  pinch 
bars.  About  one-third  of  the  frame  overhung  these  horses, 
and  the  water  was  7  ft  deep  at  the  outer  nose  of  the 
frame.  Holes  were  dug  2  ft.  deep  under  the  three  corners 
of  the  frame  that  rested  on  the  sand  bar,  and  temporary 
posts  set  in  these  holes  to  support  that  end  of  the  frame. 
Then  excavation  was  begun,  8-ft.  lengths  of  sheet  planking 
or  piling  being  driven,  starting  at  the  nose  of  the  frame. 
A  heavy  wooden  maul  was  used  to  drive  the  sheeting. 
When  12  of  these  3  x  12-in.  sheeting  planks  had  been  driven 
down  a  short  distance,  earth  and  manure  were  piled  out- 
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FIG.  29. 


side.  Then  the  lines  of  sheeting  were  continued  out  into 
the  river,  using  longer  plank.  Finally  several  of  the  sheet- 
ing planks  were  temporarily  spiked  to  the  frame,  the 
horses  removed,  and  plank  driven  to  close  the  gaps.  Earth 
and  manure  were  banked  up  outside  the  sheeting.  It  was 
found  necessary  to  deflect  the  rfVer  current,  which  was 
washing  away  this  earth  and  manure,  and  to  do  this  a 
wing  dam  of  sacks  filled  with  sand  was  built,  and  coarse 
gravel  and  sand-filled  sacks  used  to  riprap  the  outer  end 
of  the  earth  and  manure  fill.  The  water  was  readily 
pumped  out,  and  excavation  begun.  It  was  found  that  the 
sheeting  was  sloping  inward,  so  a  second  frame  was  built 
of  6  X  I2*s  inside  the  excavation  and  at  the  bottom  of  the 
sheeting;  then  the  driving  of  the  sheeting  was  continued 
and  this  second  frame  was  lowered  as  the  excavation 
progressed.     Once  the  gravel  caved  and  two  sheet  plan*" 
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w«re  forced  In,  but  quick  work  with  brush,  manure  and 
Mi-th  closed  the  hole.  When  the  excavation  tbb  7  ft  be-  ' 
low  the  water  surface,  and  rock  was  not  encountered,  H 
was  decided  to  build  a  third  frame  and  drive  a  second 
tier  dl  sheet  plonk  Inside,  and  sloping  outward,  as  In  Iilg. 
SO.     This  was  begun  when  the  flow  of  water  became  so 


Fia.  30. 

great  that  a  6-HP.  Fairbanks,  Morse  &  Co.  combined 
gasoline  engine  and  pump  was  Installed,  and  no  further 
dlfllculty  occurred  In  getting  down  to  bed  rock.  The  cost 
of  this  pier  excavation  by  force  account  was  as  follows: 

Labor  eicavatlng,  etc,  334  days,  at  $1.50 (  48G.O0 

Labor  pumping,  136  days,  at  (1,50 204.00 

Englne-runnera,  50  days,  at  |3 150.00 

Four-horse  team,  6  days,  at  (6 36.00 

Carpenter,  8  days,  at  *3  24.00 

Foreman,  24  days,  at  f 4 96.00 

115  gallons  gasoline,  at  15  cts 17,25 

300  sacks,  at  16  cts 45.00 

10  M  of  pine,  at  |3D  300.00 

ToUl (1,358.26 

Salvage  value  of  5  M  of  pine  removed 150.00 

Total  for  280  qu.  yds.  excay.,  at  $4.30 (1,308.26 
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I  have  assumed  the  prices  and  rates  of  wages  as  above 
given,  although  fn  fact  Ihey  may  have  varied  slightly. 
The  number  of  days'  work  and  the  amount  of  materials 
is  exact  It  will  be  noted  that  half  the  timber  in  the 
coffer-dam  was  recovered  and  used  elsewhere.  The  cost  of  ex- 
cavation was  high,  because  no  derricks  were  used,  but  the 
shoveling  was  done  in  stages;  moreover,  there  was  a  large 
quantity  of  boulders,  and  trouble  with  pumps  caused  con- 
siderable delay. 

The  excavation  for  the  west  abutment,  though  much 
larger  than  for  th§  pier  just  described,  was  done  in  the 
same  manner.  The  coffer-dam  inclosed  an  L-shaped  area, 
about  60  ft.  long  on  each  leg  of  the  L,  and  about  20  ft. 
wide.  The  waling  frames  were  built  in  place  after  the 
site  had  been  excavated  to  the  water  level  with  drag 
scrapers,  and  the  second  and  third  frames  in  due  course. 
In  lowering  the  frames  from  time  to  time  as  the  excava- 
tion progressed,  it  was  found  almost  impossible  to  drive 
them  down  with  a  16-lb.  sledge  or  a  wooden  maul.  Even 
a  6-in.  x  12-in.  x  8-ft.  wooden  rammer,  operated  by  two 
men,  failed  to  drive  the  frames.  It  was  found  that  by 
loading  the  shoveling  platforms,  2  ft.  wide  by  16  ft.  long, 
with  gravel,  one  platform  being  loaded  on  each  side  the 
section  to  be  lowered,  a  slight  tapping  produced  any  de- 
sired amount  of  settling.  The  excavation  was  not  carried 
to  bed  rock,  but  the  abutment  was  founded  on  the  gravel 
and  boulders,  at  a  depth  of  12  ft.  below  the  water  surface. 
The  cost  of  this  work  was  as  follows: 

Team  on  drag-scraper,  18  days,  at  $3.50 $  63.00 

Laborers,  748  days,  at  $1.50  1,122.00 

Carpenter,  35  days,  at  $3.00 105.00 

Pump  engineers,  140  days,  at  $3.00 420.00 

Foreman,  35  days,  at  $4.00 140.00 

45  tons  coal,  at  $6.00  270.00 

150  gallons  gasoline,  at  15  cts 22^.00 

2S  M  lumber,  at  $30 660.00 

Total $3,005.00 

Salvage  value  of  11  M  lumber  removed 330.00 

Total,  700  cu.  yds.,  at  $3.82 $2,675.00 
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HawHiig  H«*¥7  ICaeldmery  on  Wasons. — In  hauling 
cement  and  coal  to  the  Spiers  Falls  Dam  from  Glens  Falls, 
N.  T.,  I  found  thv;  average  load  was  2  net  tons  per  team 
of  horses.  The  loads  ranged  from  3,500  to  4,500  lbs.  The 
haul  was  9  miles,  one  way,  and  a  round  trip  constituted 
a  day's  work.  Teamsters  were  paid  by  the  ton.  The  road 
was  sandy,  but  level,  except  for  about  half  a  mile  at  the 
end.  Two  teams  were  hitched  onto  a  wagon  to  pull  up 
this  hill  at  the  end. 

Some  very  heavy  pieces  of  machinery  were  hauled  on 
wagons.  One  piece  of  machinery  weighing  14  tons  was 
slung  between  two  heavy  timber  beams  whose  ends  rested 
on  bolsters  on  the  wagons.  Thud  the  piece  of  machinery 
was  really  slung  between  two  wagons,  one  wagon  in  front 
and  one  behind.  In  order  to  steer  the  rear  wagon  a  sim- 
ple steering  gear  was  made,  very  much  like  the  stefering 
device  for  controlling  the  rudder  of  a  ship.  It  consisted 
of  a  pilot  wheel  mounted  at  the  forward  end  of  the  rear 
wagon,  and  a  drum  from  which  two  ropes  passed  around 
pulleys  to  the  stub  tongue  of  the  wagon.  One  man  could 
thus  steer  the  front  wheels  of  the  rear  wagon.  With  12 
horses  this  14-ton  load  was  hauled  over  the  sandy  road. 

A  heavier  load,  28  tons,  was  not  loaded  on  wagons,  but 
was  hauled  on  rollers,  a  temporary  timber  way  being  laid 
in  front  of  the  rollers,  as  In  house  moving.  It  took  12 
teams  9  days  to  haul  this  load  the  9  miles. 

Size,  Weight  and  Price  of  Expanded  Metal.— The 
following  are  standard  sizes  of  expanded  metal: 

Q&gB  of  Width  of  Sectional  area         Lbs.  per 

Mesh.  Metal.  Metal.  per  ft.  of  width.  sq.  ft. 

8-in No.  10                3*,  in.  0.185  sq.  ins.  0.65 

"    "                     JJ  in.  0.278      "  0.94 

••    '•                     ^  in.  0.370      "  1.25 

6-ln No.  4                   Kin.  0.259      "  0.86 

%  in.  0.389      "  1.29 


<<  «< 


The  3-in.  mesh  is  sold  in  6  x  8-ft.  sheets;  the  6-in.  mesh, 
in  5  X  8-ft.  sheets;  and  in  both  cases,  5  sheets  per  bun- 
dle. These  are  the  common  sizes,  but  expanded  metal  of 
the  following  meshes  is  also  made:  ^-in.,  %-in.,  IV^-in., 
and  2-in.  The  mesh  is  measured  the  short  way  across  the 
diamond. 
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Expanded  metal  is  sold  by  the  square  foot,  but  at  prices 
equivalent  to  about  5  to  6  cts.  per  lb.,  depending  upon 
the  locality  and  the  size  of  mesh.  For  "expanded  metal  lath 
see  page  530. 

Price  of  Mineral  Wool. — Mineral  wool  is  ordinarily 
made  by  pouring  molten  slag  into  water.  It  is  largely 
used  as  a  filling  in  hollow  walls,  because  of  its  heat  in- 
sulating property.  I  have  also  used  it  as  a  packing  around 
water  pipes  that  were  exposed  to  the  air.  In  carrying  a 
pipe  line  across  a  bridge,  for  example,  the  pipe  may.  be 
laid  in  a  box  and  surrounded  with  mineral  wool.  A  steam 
pipe  may  be  jacketed  in  the  same  way. 

Ordinary  mineral  wool  weighs  about  12  lbs.  per  cu.  ft. 
and  may  be  bought  for  about  1  ct.  per  lb. 

Cost  of  Sodding. — In  Engineering  News,  June  2,  1904, 
Mr.  Arthur  Hay  gives  an  excellent  description  of  the 
methods  of  sodding  a  park  in  Illinois.  The  best  sod  shovel 
is  a  ''moulder's  shovel,"  with  a  fiat  blade  10  ins.  wide  and 
12  ins.  long.  The  edge  should  be  drawn  down  thin  on  an 
anvil  and  sharpened  on  a  grindstone.  The  sod  is  cut 
through  in  parallel  lines  14  ins.  apart,  with  the  shovel  held 
at  an  angle  so  as  to  give  bevel  edges  to  the  roll  of  sod. 
The  sod  8trip  is  cut  off  square  at  the  ends  so  as  to  make 
a  strip  about  8  ft.  long  (a  square  yard),  and  rolled  up. 
One  hundred  of  these  rolls  make  a  good  wagon  load,  80 
being  about  the  usual  load.  Sod  should  be  cut  as  thin 
as  possible,  say  1^  to  2  ins.  thick.  Sod  cut  thicker,  with 
the  idea  of  saving  all  the  roots,  never  unites  with  the 
bank  when  laid  on  an  earth  slope.  When  the  rolls  are 
laid,  fine  earth  should  be  sifted  into  any  cracks  between 
the  rolls.  The  sod  should  be  thoroughly  soaked  with  water 
after  it  is  laid,  and  tamped  to  expel  air  underneath.  A 
good  tamper,  or  spatter,  consists  of  a  piece  of  2-in.  oak 
plank  10  ins.  wide  by  18  ins.  long,  strengthened  by  cleats 
across  the  ends  and  with  a  tough  wood  handle  2  ins.  in  di- 
amc'.ter  and  4  ft  long.  One  end  of  this  handle  is  beveled 
off  and  bolted  to  the  plank  so  that  when  the  plank  lies 
flat  on  the  ground  the  end  of  the  handle  is  waist  high. 

The  following  was  the  average  cost  of  laying  20,000  sq. 
yds.  of  sod  by  day  labor  for  the  city  of  Springfield,  111.: 
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Cts.  per  sq  yd. 

Cutting  Bod 1.6 

Hauling  sod  0.9 

Laying  sod  2.6 

Watering  sod  0.6 

Spatting  sod 0.1 

Total  5.8 

Men  were  paid  $1.50  per  8-hr.  day,  and  the  sod  cutters 
had  a  theory,  very  difficult  to  contend  with,  that  75  sq. 
yds.  should  constitute  a  day's  work.  Average  contract 
prices  in  the  vicinity  were  10  cts.  per  sq.  yd.  of  sod  in 
place. 

Seeding  can  be  done  for  about  $20  an  acre,  the  cost  of 
80  lbs.  of  seed  being  $10,  and  the  cost  of  labor  being  about 
$10  more.  On  slopes  gentle  enough  to  hold  the  seed  with- 
out washing,  seed  is  preferable  to  sod  on  account  of  its 
cheapness.  An  acre  of  sod,  at  6  cts.  per  sq.  yd.,  would  cost 
about  $300. 
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Abutment 324.  326,  327 

Air  drill,  see  Drill. 

Air  compressor  109,  491 

Arch  bridge... 331,  332,  334,  388 

Arch    centers 207,    246,    330, 

331,    333,    335,    3o3,    355,    366, 
370,    372,    375,    382,    448,  450 

Arch    culvert 327,  330 

Arch  masonry,  see  Concrete,  see 
Masonry. 

'Ashlar,  see  Masonry. 

Asphalt    pavement 171,  175 

reservoir    lining.  ..293,  591 

Auger,    pneumatic    401 

Ballasting    546 

Barrel,    cement    256,  257 

tar    523 

Bid,   unbalanced    33,     59 

Binder     139 

Bit,    drill    114 

Blacksmithing    408 

Blast-furnace    foundation...  335 

Block,  pavement 167,  171 

see  Concrete  block. 

Board    measure. . . .« 44,  488 

Bondsmen    64 

Bonus    67 

Boring,  see  Timber  boring,   see 

Pile  boring. 

Breakwater    300 

Brick  arch,  tunnel   247 

chimney    528 

cleaning    167 

laying,   see   Brickwork, 
loading  and  hauling..  .158, 
297,    526. 

manhole    359 

masonry,  see  Brickwork. 

pavement 157    to  166 

reservoir    lining 293 

sewer,  see  Sewer. 

size   45,   157,  525 

weight    158 

Brickwork,  cement  required, 

438,  448,  452,  453 

data     , 525 

excavation    300 

laying... 297,   439-453,   457, 

459,  526. 
mortar    ...525,  527 
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foundation    excavation.  597 

Howe    truss 496,  497 

moving    556 

painting    558 

surface   area 557,561 

tearing   down    555 

trestle,  see  Trestle, 
weight    550.  557 

Broken  stone,  see  Macad-am,  see 
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Brush  revetment  587 

Building     block,     see     Concrete 
blocks. 

Building,    bnick    525 

cost   of   items   by   per- 
centage     515 

cost  per  cu.  ft 513 

cost   per.  sq.   ft 514 

frame    516 

paper     522 

Bush -hammering  concrete..  383 

Cablpway 220,    315,    353,    367 

418,  423-426. 

Caisson   507 

Camping,  equipment 570 

Car,   Goodwin   546 

Rodger    547 

rolling    resistance 92 

sizes    93,  508 

Cart    (see  also    Wagon) ....     82 

Cast-iron  pipe,  price. ..  .392,  394 

Cement,    barrel 297,    305,356 

block,   see   Concrete  block. 

curb     179 

pipe    459 

quantity  in  mortar  and 

concrete 250-256 

walk    176   to  179 

weight     256 

Chimney,   brick   528 

Churn    drill 102,  105 

Cinders    594 

Clamshell    bucket 340 

Clay   puddle    596 

Cleaning   efflorescence 389 

walls    529 

Clearing  land   5***^* 

Clock    , 
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CKcavaClDU   388 
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Snil    36S!    37ui    372i    375 ! 
382. 

liaullns 273.   349.  352 

loading   273 

mlHra.  .281,  282.  300,  30n. 
307,  315,  320,  322.  .133, 
337,  338.  340.  348,  350, 
3.13,  3ft3.  386.  408. 
mliloB,  cral.  .2ftfl-2Sl.  !8S. 
203,  2H8  10  304,  SHO,  314 
to  fel.  326  to  3,1;;,  .^T5- 
341,  345  to  3.T3,  3r.7  to 
3nB,  3(in.  374,  370.  380, 
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pllro.  Raymond 467 

rammlnR 277,    ."iOO.    301, 

304,  307.  312,  .114,  31 S. 
318.  321.  321.  32fl,  XM, 
337,  33S.  315  to  340,  362. 
374. 
Tflntori'erl,  9eo  CoDcr»le- 
Steet, 

shrinkiige    by    Wmplna 

anf.  2B8 

«prp»aing    2715 

B'Jbequooufi    330 

r^incrpte-ateol     aroh 834 

clfamZ    ..........  3«0 

conduit    374-.182 

iBboron  steel  .373,  374.  881 

sewer  365-374 

Coal,  see  Fufl. 

Cofferdam 503,506    507 

Compressor,   gasoline,   air. .  109 

Conductor's  punch    10 

"-"xlult    (see    also   VltrlDed 

\iuH)    3-10,  374,  d52 
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ContinBcnclM   28 

Contract    price*,    dsDcer   of 
reljrlng  upon 25 

Contracting  tb.  Day  labor..    40 

Conlrartors,   hlnta   lor 47 

Cord,  defloillon   101 

Cordwood   589 

Coit-keepInK,   objects  ol 1 

Cost- Items,  schedule 32 

Coat  plus  a  Died  sum 41 

Crane,    electric   533 

locomolive    338,  343 

Creosoting    480 

Crushing,  see  Stoae  crusbiog. 

Crushor    132,  135 

Curb  ITB.  181 

Dam,  Umber 504 

see  Haaonry. 

Day-labor  work    40,  3;» 

Demurrage   44 

Depredation  26,    56 

Derrick-work    47,    193.  317, 

338.  385. 

DeTolopment  expense 56 

Dinkey   92 

Diacount  31 

Dock    481 

Docking    470 

Door 520 

Drain,  see  Tllel 

Urag-scrapcr 84 

Dredging     484.507 

Dressing,  see  Stflne  dressing. 

Drill,    air   106 

coal  used   108 

coat  to  operate  . ll'i 

band  102 

lioles.  spacing 120 

■team  used' 1'.'.  107 

Drilling,  effect  at  slseol  bole  103 
feet  per  day 110 

plug-holes '..'.'.'.  203 

speed 110.  112,  113 

timing    23 

Dump-car,  Me  Car. 

PfnamlU 48,123 
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Page 

ESarth,  kinds 74 

loosening    79 

maasurement 73 

shrinkage  73 

swelling 73,  407 

Barth  excavation    367,  549 

foundation    597 

hydraulic    587 

pump-Rit   415 

road    143,  145 

steam   shovel.. 90,   95,   118, 
546,  547. 

street IGl,  162,  166 

trench,  see  Trenching. 

Efflorescence    184,  389 

Electric  railway  549 

Electric  conduit 455-459 

Elevating  grader  88 

Engines,  handling 46 

fuel    29 

Estimating  cost 25,  35,     48 

Excavation,  see  Earth  excava- 
tion, see  Rock  excavation,  see 
Trenching. 

Expense,  general  29 

Expanded  metal  602 

lathing    5;50 

Explosives    46,  122 

Falsework    552 

Felt    522 

Pence 517,  550,  585,  586 

Floor    512,  517 

Flume   505 

Food 567 

Foremen 42,  50,     70 

Forms,  isee  Concrete  forms. 

ForUfication    299 

Frauds,  statute  of 39 

Freight,   demurrage    44 

Fuel,    for   engines 29 

Gas-pipe   railing 561,  586 

Gasoline  326,  362 

.  compressor  109,  555 

pump    414 

General  expense  58 

Goodwin  car  546 

Grader  88 

Grading,  see  Earth  excavation. 

Granite,    block    pavement. . .  170 
see  Stone,  see  Masonry. 


Page 

Gravel   roof   523 

voids    261-265 

Grout    161,   184,292 

Grubbing    580 

Gumbo 75 

Hair    530 

Hand-railing    586 

painting 561 

Hardpan   75 

Harrowing   macadam    ..150,  lo2 

Hauling.... 11,  75,  83,  119,  135, 
145.    146,    241,    242,    272, 
602. 
see  Team. 

Hints  for  contractors. 47 

Horse,  see  Hauling,  see  Team. 

Howe   truss    496,497 

Hydrant    407 

Hydraulicklng   earth    587 

Ice,  boring 584 

Indexing  prices 54 

InBtructions  to  foremen....     42 

Insurance    31,  418 

Iron,  see  Oast-iron,  see  Steel. 

Lathing,  metal   530 

•wood    529 

Lead,  definition    75 

price    396 

Lime    527,  528 

List  prices  31 

Locks,  canal   302-315 

Locomotive  92 

crane    339,  343 

-Lumber,   dressed   512 

classification   511 

manufacturing    489 

specifications fill 

see  Timber. 

Macadtim 132,  134.  137.  140 

resurfacing 147,    149, 

152,    153. 

Machinery,  depreciation.  .26,    56 
selecting   51 

Man.  food 567 

Manhole,  see  Sewer  manhole. 
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Maionry.   brick,  see  Brickwork. 

builidiDgs    521) 

coBt-keeping    8 

definitions    182 

excavating    192,  244 

laying,  .m.  21)2.  205.   2t)«, 

200-213,    210   to   220.   223 

to  226.  231-233,  241.  243. 

245.  520. 
mortar  required.  188  to  101. 

227.  228. 

pointing    244 

sewer   cradle    4-17 

Materials,   purchasing    38 

record  card   17 

Mattress,  brush   587 

Mill  building 531 

Mimeograph    12 

•Mineral    wool    603 

Minute-hand  observations  . .     20 

Mixer,  see  Concrete  mixer. 

Mold,    see   Concrete   forms. 

Mortar,  cement  required. . .  .250, 
253,  256,  297. 
cube-mixer     will      not 

make  307 

lime    527 

per    cent.    In    masonry 

188-191 
water  required  for....  266 

Oiling  wire  rope 500 

Overhaul     73 

Paint    556,  557 

Painting    bridges    558,  566 

tin  roof 558 

Paper,    building 522 

Pavement,  see  Asphalt,   Brick, 
Macadam,    Stone   Block, 
concrete  base... 344  to  340 

Perch     101 

Pier    324,    336,    339,  387 

Pitch    523 

Pile,   batter    480 

blasting    486 

boring    486 

concrete 4jR7 

definitions    461 

Pile-docking    479 

Pile-driver   ...462.  464,  472,  476 

Pile-driving 334,  469  to  483, 

487,  499. 
timing    465,   469,   471 

Pile,    pulling    485,486 

rails    556 

sawing  off...4^;9,  472,   479, 
482,    484,    485. 

sheet     478,  480 

steel 556 


Page 
Pile  trestle    472-479 

Pipe,  see  Cast-iron  pipe;  see 

Sewer-pipe;  see  Water-pipe. 
Plank  road 509 

Plant,   depreciation    ..    ..26,    56 

rental 27,  53,  56 

selecting 51 

Plaster 290.  294,  530 

Plate-girder    532 

Platform,    station    517 

Plowing 79 

Plug-drilling    203 

Pneumatic   auger    491,  555 

Poles,  erecting 551 

fence,    see    Fence. 

Powder 122 

Prices    25.   54,  61 

Profit    30,  48 

Puddle 596 

Pumping 414,    419,    420,   422, 

427,  446,  508. 

Pump  pit •••«. 415 

Quarrying    (see   also     Rock, 
and  Stone).. 128,  130,  131,  134, 
201.    204,    2<»5,    200,    210,    214, 
21(J,    223,    232.    234,    240,    241, 
245,  202.  294,  322. 

Quicksand 75 

Rails,   unloading     536 

Railway    buildings    514 

cheapest 548 

electric 549 

lines    547 

logging 548 

survey,   see  Survey, 
track,  see  Track-hisrlng. 

Ransome  baro .381 

Rations   567 

Record   cards    9,    68 

Reinforced  concrete,  see  Con- 
crete-steel. 

Rental,  plant 27,    53 

Reservoir   390 

asphalt  lining 591 

concrete  lining 288-29<l 

wooden  roof 501 

Retaining  wall    .  .315.    318.  324, 
330. 


plank 509 

roller 52,  137.  153 


Roller    ..     ..    80.    137 
Root,    corrugated    steel 

143.  1 

^^fjjiis 

truas'!'.",. '.'.".. 
Booflng,   telt   

...  55 

ji. 

Rubble  conrrete      38 

Rules  tor  foremen 4 

shrinkage    ..     .. 
waBhlng  "..'.'.'.'. 

:i« 

awj^ng,  see        es,   aee 

....   15 

Seeding    60 

SenricB  connocllons  4« 

ooncrete 447^  4 

concrete    block    ......35 

egg-abspe 440 

maubola   ....35@.  435.  441, 

457,  45B. 
pipe,   cement   required.  459 
l>7lng  428,  431.   434  to 
437. 

IWlcei 42g 

stooe     cradle 447 

trench  bnclpg. ..  .418.  421- 
424,  435-487,  517. 


P»ge 

Sbeet   pilea    478,480 

ahiueltog    510 

Sideboard   521 

Slate  roo( 524 

Slide  rule   20 

Slope  wall    101,   233-243 

Smelter  building 532 

Snatch  team 77 

Sod    6C8 

SpeclelB,    price    405 

Speciflc    gravity    44,     99 

Sprinkling 80,  138,  154 

Stairs 521 

Statute  of  frauds    30 

Steam  roller 137.  143,  148 


vel   . 


Bhing  ..,.128,  1 
S-'.  hi.  140,  2 
08,  3U7,  310  to  a 
aalng.   lB3-20«.  1 


t,  540, 


loading    

3"'": " 

abriDkage   .. 
Elzes    . .    .  . 

Ma'a 

B  Qu 

128 

cnry.' 
arry- 

,117; 

!ioi; 

weight  ..  09 

262, 

-.4 

Subletting   .... 
Subway,    N.    Y... 
Supprlntendeniic    . 

10  to 
.'.29', 

Surety  Company 

t^Jpograpblc  ' 

:S 

610 
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Sylvester  wash ^^ 

Tar 

Joints 1^7,  171 

Team,  feeding •  •  •     '[^ 

Teaming    ^^'     '** 

see  Hauling. 

Telford  road l'^ 

Ties,  hewing '»^** 

loading ^^ 

Tllo  drain 454,  455 

Tile  flreprooflng    528 

Time-keeping ^2 

Timing,    minute-hand    20 

Timber,    boring    .  .491,    41M,  555 

creosoting 489 

hauling 490 

sawing 490 

weight    45 

see  Lumber. 

Timber  work 416,  496-509 

arch   centers 207 

hulldlngs ol6 

507 


caisson 


cofferdam   ....503,  506,  507 

crib 220,  499,  501.  502 

falsework    ^22 

forms,      see      Concrete 

forms. 

flume    ^^'^'  ^"^ 

footbridge i»i>6 

'Howe   truss  bridge    . . .   496 

measurement 488 

pier 487 

reservoir  roof 501 

sheet  piles,   see  Piles. 

sheet  plank   480 

trench     bracing,        see 

'Sewer, 
tpeatle,..    95,    472-479,   492, 

495,  496.  506,  535. 
viaduct 494,  496 

Tin  roof 521,  558 

Ton    101 

Tool  box 509 

Topographic  survey,  see  Sur- 
vey. 


Page 

Track,  ballasting 546 

narrow  gage   9o 

surfacing 539 

Tracklaylng 535,  537-545,  540 

Tramway,  wire     rope  . .    . .  580 

Traction  engine   146 

Traction,    resistance    92 

Traveler 344 

Trench  excavator 426,  441 

machine   418,  419,  420, 

436,  442,  443. 
Trenching,    earth    ....357,    367, 

395-410,       418-427,     434- 

437,  442  to  445,  451. 
rock 124 

Trestle    ..95,   472-479.   492,   496. 
506,  535. 

Tunnel  lining 245,  355 

Unbalanced  bid 33,    59 

Underestimates 35 

Units    of    raeasuremenl 37 

Viaduct   painting    560 

steel    553 

timber 494.  496 

Vitrified  conduit 455-459 

pipe,  see  Sewer  pipe. 

Voids    09.    258,    261,  265 

Wages,  computing 20 

Wagon,  see  Hauling. 

Walks 176-179 

Washers,   cast-iron 499 

Water  pipe 392 

laying 396-410 

subaqueous 410-413 

taking  up 410 

wood 413 

Weight  of  material's 44,    90 

Wheelbarrow  work,  81.  160,  272, 

300,   327. 

w 

52l> 


58S 


Wheeled   scraper    

Wind'ow 

Wire  cloth 

Wire-rope   tramway    . 

Wood,    fuel    

Wood   pipe    4^ 

Yarn,   price 401,  406 
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irS  LOSS   TO   YOU,  MR.  ENGINEER, 

THE  CHICAGO  IMPROVED  CUBE 
CONCRETE  MIXER 


ponont  parts.    The  CuT»  alraplj  csrrlos  iho  m!i  ap  to  s.  point  wtero  thn 
action  has  been  conllnupil  [or  BbautlSreToIuCionua  perfect  coucreM 
Ask  for  oiirCatalogue  No.  83,  and  It  wHlabow  yoii  clearly  vrhr  the 
Crete  and  moHt  rapid  reaullH  are  deeired. 
MUNICIPAL  ENGINEERING  AND  CONTRACTING  CO. 


THE  CHICAGO  EXCAVATOR  COMPARED  WITH  HAND  LADOR 


OBt  tacrsBBsa  npidl;  with  dapth, 
biK  nllli  deptli.  BiDce  the  entire  & 
Fs  the  cost  !□  one-tenth  of  the 


Municipal  Engineering  and  Contracting  Co. 


RAILWAY  EXCHANGE 
New  York  OKicE,  Weil  SIreel  Buildinfl 


1 


ADYERTlSIEMB'STf!. 


THE 

AUSTIN 

DRAINAGE 

EXCAVATOR 

AND 

LEVEE 

BUILDER 


Produces  a  ditch  of  greater  capacity  and  per- 
manency than  can  he  made  by  any  otiier  method. 
No  jagged  banks  to  cave  and  ragged  bottoms  to 
obstruct  flow  of  water. 

Cuts  the  slope  without  disturbing  original  structure 
of  banks,  impacting  the  earth  even  more  firmly  than 
Nature  left  it. 

Makes  a  ditch  true  to  grade,  of  any  desired  depth, 
width  of  top  and  bottom,  slope  of  bank,  and  width  of 
berm. 

Works  on  entirely  new  and  scientifically  correct 
principle. 

Our  1907  model  embodies  several  very  important 
improvements  that  make  it  even  more  efficient  than 
those  manufactured  in  the  past. 

Design  the  h  imp  lest— buclceli  move  by  ordinary  boitting 
engine  and  cable. 

Construction  the  Blrongest— all  »teBL 
Operation  most  economicni— 30  H.  P.  Boiler 
RefipoiiBible  contractors  iii;iy  leaef . 
Catalogue  L. 

F.  C.  AUSTIN  DRAINAGE  EXCAVATOR  CO. 

Hew  lark  Office,  West  Si.  SIdg.  UllWAT  EXCHItHGE,  CHICAGO. 


I.  ILL  ,        I 


sDVEBTISEUENTS. 


Tk*  Rammoaie  Coneret*  Ml)t«r  consists  of  a  Steel  druin 
ivv.iIvIik;  nn  ivllcrs.  Stefl  siMops,  rigldl;  attached  to  tlie 
ln»lil(>  of  tlio  tirimi.  si-tH>|i  up  ;ind  turn  the  materials  over 
nnJ  oviT,  luiil  frtve  them  a  iwlprocating  travel  from  one 
enil  of  I^e  ilnini  i\i  the  other  and  back  again.  To  discharge 
a  hatoh.  simply  pull  a  lever,  which  lowers  the  discharge 
chute.  The  inlxi<r  Itself  dues  not  tilt  to  discharge,  but  the 
light  discharge  chute  la  tilted,  nnd  the  scoops  shovel  the 
concrete  Into  the  ehute.  A  tilting  mixer  Is  far  slower  In 
discharging  its  hutch  than  is  a  Hiinsome,  particularly  In 
loading  wheeUiarnnvs.  for  the  operator  has  to  overcome  the 
Inertia  and  the  friction  not  only  of  the  body  of  the  mixer 
Itself  but  of  the  wncrele  In  the  mixer;  whereas  neither 
the  body  of  ii  Rnnsonic  ntir  the  concrete  In  It  Is  moved  by 
the  operator.  Moreover,  the  tilting  mechanism  of  tilting 
mixers  makes  them  more  complicated,  hence  more  costly  In 
first  cost  and  more  expensive  to  maintain.  The  Ransome 
is  the  simplest  mixer  made,  and  Is  made  hy  the  oldest  firm 
of  mixer  makers.  We  also  make  Ransome  Twisted  Steel, 
Ransome  Concrete  Push  Cart,  Ransome  Water  Measuring 
Tank,  Ransome  Prldlon  Crah  Hoist,  Ransome  Automatic 
Dumping  Backets,  etc.,  etc.  Send  for  our  100-page  catalog. 
RANSOME  CONCRETE  MACHINERY  CO.. 
Dunellen,  N.  J. 


ADVERTISEitENTS. 


AIR    POWER 
MACHINERY 


BTRilOHT  LINE 


COMPItESSOR  CO  NTH  ACT  PLANT 


Air  Compressors,  Coal  Cutters, 
Calyx  "Diamondless"  Core  Drills, 
"Electric-Air"  Rock  Drills,  Hammer 
Drills,  Pneumatic  Hoists,  Pumping 
Systems  and   Tools,     Rock   Drills. 

Ingersoll-Rand  Co. 

11  BROADWAV,  NEW  YORK 
CHICAGO  PHILADELPHIA  ST.  LDU1S  CLEVELAND 


The  Problem  of 


handimg  Earth,  Rock 
and  other  materials 
has  been  solved  by 
the  Hayward  Digging 
Buckets  and  Digging 
Machines. 

If  you  are  interested  in 
-  Orange  Peel  Buckets, 
Clam  Shell  Buckets,  Bottom  Dump 
Buckets,  Turnover  Buckets,  as  well  as 
Dredges,  Skid  Excavators,  Derricks, 
Derrick  Fixtures,  Steel  Travelling 
Derricks  or  Coal  Handling  Machinery, 

Send  foT  oar  catalogue  in  which  ther  TC  fully 


The  Hayward  Company 

•7103  CEDAR  STREET  NEW  YORK,  N.  Y. 


ADVERTISEMENTS. 


LIDGERWOOD 

Hoisting 
Engines 


For  CofltractorSi 
Railroads  and  General 
Derrick  Work 


n 


Lidgerwood  Stand&rd  Double  FHctioa  Drum  Engine  and 
Boiler  fitted  with  No.  4  boom  Bwingiiig  gear.  This  form  of 
boom  swinging  gear  was  made  for  heavv  duty,  and  ie 
superior  in  every  respect  to  anytliing  heretofore  produced. 
Is  especially  well  adapted  for        •      •      ■ 


Steam  and  Electric  Hoists     Over  27,000  in  use 
Cable  ways,  Hoisting  and  Conveying  Devices 

HEXD  FOR   CATALOGITES 

LIDGERWOOD    MFG.    CO 

96  LIBERTY  ST.,   NEW  YORK 


tnrmtTTSKVFnrs. 


Methods  and  Cost 
of  Railway  Work 


A  unique  aerlcB  of  arliclM  on  Ihp  coat  o(  railway  arruutures 
will  be  published  durine  rhe  comlag  year  In  -Railway  Malnte- 
nancp  anil  Struelures."  This  joiimal  covers  the  whole  Beld  of 
rallWB]'  ciTll  rnslneerlng.  and  Ihe  Brilclea  indicated  will  give 
the  cost  of  (Icel,  masonrj'  and  wooden  hrldgea,  at  culverts,  sta- 
tions and  shops,  uud  at  (rack  structures,  surveys,  clearing, 
grading  and  i  rack  I  a  jr  lug.  The  costs  given  will,  moreover,  be 
aclual  fOBis— not  contract  prices— ot  work  done,  and  will  be  so 
analyzed  (hat  they  can  be  used  In  making  estlmateSr  A  sub- 
scription tor  one  year  will  secure  this  series  o[  articles  and  an 
acquaintance  with  Iht^  most  praollcal  railway  clvtt  eusineerlng 
paper  published  In  this  connlry.  If  you  wish  proof  of  the  truth 
ol  this  statement,  send  for  a  sampie  copy  of  "Railway  Mulntt- 
nance  and  Structures"  and  compare  It  with  any  railway  civil  en- 
SlneeriUK  pap^r  published.  It  is  unique  In  Its  special  field  of 
railway  methods   and   cast   engineering. 


PUBLISHED  MONTHLY 

Subscripllon  Price,  $1.00 


Railway  Maintenance  and  Structures 

355  Dearborn  Street,  Chicago,  111. 


ADYJ^RTIUMMENTS. 


I 

I 


Expedition  for  Contractors 


in  the  completion  of  important  work,  is  made 
possible  by  the  promptness  with  which  we 
can  ship  from  our  big  new  warehouse 

Everything  Needful 
in  Contractors'  Equipment 

Particularly : 

Ransome  Concrete  Mixing  and  Handling 
Machinery ;  Twisted  Steel  Bars  for  Re- 
inforced Concrete  Construction  ;  Hoisting 
Engines;  Conveying  Machinery  ;  Clam  Shell 
or  Orange  Peel  Buckets ;  Hydraulic  and 
Dredging  Pumps ;  Locomotive  Cranes ; 
Steam  Shovels ;  Excavators ;  Concrete 
Hoists  and  Buckets;  Dump  Cars;  Steel 
Sheet   Piling ;     Troy   W^ons  ;     etc.,     etc. 


I 
I 


What  is  YOUR  urgent  need  right  NOW  ?  Write  us 
for  prices  and  valuable  Handbook  of  Information. 
TEST  OUR  EXPEDITION. 

William  B.  Hough  Company 

MONADKOCK  BUILDING         CHICAGO,  IL 


ADVSttriBBMBSTB. 


Concrete 


AXD 


Reinforced  Concrete 
Construction 


By  HOMER  A.  REID.  Assoc  M.  Am.  Soc  C.  E., 

Assistant  Engineer  Bureau  of  Building,  New  York  City. 


This  latest  book  on  practical  construction  in  reinforced 
concrete  contains  200  working  drawing  of  bridges,  bridge 
piers  and  culverts;  00  working  drawings  of  sewers,  water  mains 
and  reservoirs:  30  working  drawings  each  of  retaining  walls 
and  dams;  2liO  working  drawings  of  buildings  and  foimdations. 
including  shops.  rouDdhouses.  etc.  Every  structure  illustrated 
is  described,  the  method  of  construction  is  explained  and  where 
possible  the  cost  is  given.  There  are  chapters  telling  how  to 
compute  girders,  arches,  columns,  tanks,  bins,  walls,  conduits, 
and  chapters  on  proportioning,  mixing  and  laying  concrete,  on 
doing  concrete  work  in  freezing  weather,  on  facing  and  finishing 
concrete,  on  waterproofing  concrete,  on  the  phjrsical  properties 
of  concrete,  on  cement  testing  and  on  concrete  block  manufac- 
ture and  construction. 


906  Pa^es  715  lUtistratioDS        Price,  $5.00  Net 


Write  for  16-page  Table  of  Contents. 


THE  MYRON  C.  CLARK  PUBLISHING  CO. 
355  Dearborn  St.,  Chicago,  IlL 


ADVERTISEMENTS. 


Smith  Concrete  Mixer 

NEARLY    2  500    "^   "-"^B 


i 


ENDORSED  BY 


Leading  Engineers  and  Contractors 

Catalogue  and  Other  Information 
for  the  Asking 

Coirtractars'  Supply  and  Equipment  Company 

Old    Colony    Building,    CHICAQO 

170  Broadway,  New  York  ^M 
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ADTERTI8BMENT8. 


RECENTLY  PUBLISHED 

Practical    Cement   Testing 

By 

W.   PURVES   TAYLOR, 
Engineer  of  Tests. 
Philadelphia  Municipal   Testing  Laboratories. 

CONTENTS 

Chapter  VHI.— Time  of  Setting. 
Chapter   IX^— Tensile   Strength. 
Chapter  X. — Soundness. 
Chapter   XL— Chemical    Analysis. 
Chapter  XII.— Special  Tests. 
Chapter  XIII.— App  r  o  x  i  m  a  t  e 

Chapter  XIV.— Practical  Oper- 
ation. 

Chapter  XV.— Other  Varieties  of 
Cement. 

Chapter  XVI.— Specifications. 


and 


Chapter      I.— Classification 
Statistics. 

Chapter      II.— Composition 
Constitution. 

Chapter    III.— Manufacture. 

Chapter      IV.  —  Inspection 
Sampling. 

Chapter   V.— The   Testing   of   Ce- 
ment. 

Chapter  VI.— Specific  Gravity. 

Chapter  VII.— Fineness. 


and 


and 


Appendices  and  Index. 
Cloth,    6x9   inches,    about  .'{00   pages,    150    illustrations. 

$3.00,  net,   postpaid. 


Cements,  Mortars  and  Concretes 


THEIR  PHYSICAL  PROPERTIES 


By  MYRON  S.   FALK,   PH.    D. 
InBtructor  in  Civil  Engineering  In  Columbia  University  in  the 

City  of  New  York. 


CONTENTS 

Chapter   I.— Chemical   Properties   of   Cement. 
Chapter  II.— Physical  Tests  of  Cement. 
Chapter   III.— General   Physical   Properties. 
Chapter    IV.— EUastlc    Properties    in    General. 
Chapter    V.— Tensile    Properties. 
Chapter    VI.— Compressive    Properties. 
Chapter    VII. — Flexural    Properties. 
Appendix  I.— Report  on  Uniform  Tests    of    Cement    by    the    Special 
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